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REPORT OF 



TBE BUREAU OF MINES 



I. 

STATISTICS. 



The sixtieth section of The Mines Act 1892 requires the owner or agent statistics of 
every mine to which the Act applies to send to the Bureau of Mines on minenl pvo- 
before the first of December of each year the statistics of his mine for the g^l^'^ 
ar ending on the preceding 3l8t day of October, according to a form pre- minenJ landi. 
red and furnished for this purpose by the Director of the Bureau. The 
formation which the Act requires to be given in this way covers the number 
persons employed at the mine above and below ground respectively, the 
imber of such persons over seventeen years of age, the number between 
been and seventeen years, the average rate of wages earned by workers in 
ch class, and the total amount of wages paid during the year, tosether with 
e quantity in statute weight of the minenJ dressed and undressed which has 
en sold, treated or used during the year, and the value or estimated value of 
The Act makes every owner or agent of a mine who fails to comply with 
is provision of it, or who makes any return which is to his knowledge 
Ise in any particular, guilty of an offence for which he is liable to a penalty 
fifty dollars, and to a further penalty of five dollars for every day the offence 
utinues after written notice of it has been given. The returns received 
ve not been altogether satisfieustory, but doubtless they will improve when 
B requirements of the Act are better understood and the value of statistics 
me to be better appreciated by mining men. The statistics of the sale 
d lease of mining lands have of course been prepared from the records of 
d Department of Crown Lands. In respect of number of grants for which 
tents and leases have been issued, as well as of areas conveyed, it will be 
served that the districts of Algoma and Nipissing continue to keep the lead, 
lese are the best known mineral regions of the Province, and the most 
luable minerals are found within their limits, including gold, silver, nickel 
d copper. Until recently gold was supposed to be found in workable 
antities only in Hastings and in the region in and around Lake-of-the- 
oods. But within the last two years promising leads have been discovered 
the valleys of the Thessalon and Vermilion rivers in Algoma, and in the 
nnity of lake Wahnapitae in Nipissing, and prospecting has been active in 
Me regions, with the result that quite a number of locations have been 
cen up. Important discoveries of silver, copper and antimony ores have also 
m reported in the township of Bairie in Frontenac, and of steatite in €hrims- 
>rpe in Hastings, and in both townships prospectors were busily employed 
t year. 



Salk and Lkase of Mini/kg Lands. 

Ifiaoml landa Tinder the new Act mining lands may be acquired by purchase of the fee 
■™^ simple, or by lease for a term of years with right of renewal. The following 

table shows by districts the areas for which mining patents were issued in 1892, 
and the amounts paid therefor into the treasury of the Province : 



Mid leased. 



Popdlarity of 
the leanng 
■ystem. 



District. 



Rainy River. 
Thunder Bav 

Alg^ma 

NipJHtiing . . . 
Elsewhere... 



Totals, 



No. of 
Patents. 



27 
12 
12 
10 
4 




s 



8,109.00 

5,698.00 

4,2U.50 

1,706.50 

645.00 



No fair comparison can be made with the sales of the previous year, for 
the reason that in 1891 a large number of patents were issued for which 
application had been made under the provisions of the old Act Besides, the 
preference is now for taking land under the leasing system. 

The next table shows the number of mining leases issued during the year, 
the acreage which they covered, and the amount paid into the treasury for 
the first year's rent charge : 



District. 



No. of 
Leases. 



Rainy River 
Thunder Bay 

Algoma 

NipisHing . . . 
Elt^ewhere... 

Totals . . 



9 

6 

32 

84 

14 



Acres. 



S 



1,617 


1.517.00 


990 


IW.OO 


4.842i 


4,842.51 


3,747g 


8,749.25 


2,026 


1,215. 6« 



95 



18,122i 



12,314 36 



The leading clause went into operation on 4th May, 1891. The number 
d leases issued in that year was 47, embracing an area of 4,998 acres, and the 
first year's rental paid was 84,886. The average area of locations was 100 acres, 
while in 1892 it rose to 138 acres, and the number of leases issued was doubled 

A reason for the larger number of leases granted in the latter year is found 
in the fact that a third of the previous year had passed before the system was 
brought into effect ; yet this is to be said, that little or no prospecting for min- 
erals in our northern districts can be undertaken before the first of May. 

As evidence of the continued growing favor of the system with miners and 
prospectors, it may be stated that the number of mining leases issued to May 
6th of the current year is 54, covering an area of 6,656 acres. The number of 
patents issued to the same date is 30, covering 2,91 2 acres. It is probable there- 
fore that the transactions of this year will considerably exceed those of last year. 

Payments of the second year's rental fell due last year upon ^-l locations, 
covering 2,46 1| acres, to the amount of $603. The rent charge for the 
second and all subsequent years of the term of a lease is only one-fourth 
of the rate for the first year. 



MiNKRAL Statistics. 

About one hundred quarries were worked during the year for building Bmldiiigl . 
«tone materia], chiefly limestone and sandstone. It was not possible to pro- ^*<">a- 
cure returns from all of them, but a careful estimate gires the following statis- 
tics of quantity and value for the different classes of material : 

Dimension Stone ca. ft. 2»e00,000. $680,000 

HeadsandSills cu. ft. 50,000 26,000 

Coursing Stone sq. yd. 64,000 42,000 

Rubble, etc cu. yd. 780,000. .132,000 

Making a total value of 9^80,000. The amount of wages paid to workmen 
was 1730,000, 

Much the greater portion of the cement made in Ontario is the product N»tai*l Bosk 
of natural rock, but although the quantity was 7,977 barrels more than in the Jji^*'*^*"^ 
preceding year the value was (839 less. Portland cement began to be made ^^^°^^^ 
in 1891, when the output was 2,033 barrels, valued at 85,082. The qifantity 
and value of both classes produced last year are given in the following table : 

Natural Rock bbl. 54,166 $38,580 

Portland •' 20,247 47,417 

Making a total of 74,402 barrels, valued at $85,997. The amount paid for 
wages was $53,151. 

The returns received of the quantity of Erne burnt last year are not com- ^^'"^ 
plete. but an estimate places it at 2,600,000 bushels, valued at $350,000, with 
«mount for wages of $120,000. 

The following table gives the quantity and value of drain tile, common Briek, Roof- 
and pressed brick, roofing tile and terra-cotta made in the Province last year \^ Tile and 
— drain tile and common brick being an estimate based on 161 returns : erra-ootta. 

Drain Tile No. 10, 000,000 $100, 000 

Common Brick 175,000,000 980,000 

Pressed Brick, plain 20,342,000 198,360 

• Pressed Brick, fancy 1,323,000 32,263 

KoofingTile 383,000 8,613 

Terra-cotta 20,119 

The pressed brick works have added largely to the output of 1891, the 
increase in the number of pieces being 8,431,000, and in value $102,636. One 
new establishment was put into operation during the year, that of the Thomas 
Nightingale Pressed Brick Co. at Port Credit. The brick at these works is 
made fiom the red shale of the Medina formation. The amount paid for 
wages duiing the year by the pressed brick companies was $88,865. The 
amount of wages paid for making common brick and drain tile was $445,000. 

The value of pottery made during the year was $80,000, and the amount Pottecy. 
of wages paid to workmen in the business was $25,000. 

The gypsum mining industry has been quiet dunng the year and produo- ^ 
tion was only 72 per cent of the previous year's. There has been however a n»"»- 
•considerable increase in the manufacture of alabastine and plastico. FoUow- 
•ing are the figures for the year : 

Gypsnm tons .%870 $14,100 

Alabastine and plastico " 108 11,800 

The amount paid for wages was $10,465. 

The depression in the phosphate business still continues as a consequence pj^ |^^^^ . 
of the low price at which Florida phosphate is sold in the European mar- idmef 
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kfltaL Only three of the Ontario mines were worked last year, and these to 
mveh less than their full capacity. The total quantity raised was 2,331 
tans, valued at $23,810. The amount paid for wap^es, including som& 
development work on other mines, was $9,400. 

8iji^ The total quantity of salt of all kinds made during the year ending- 

October 31, as reported to the Bureau by Mr. John Ransford, secretary of 
the Association, was 43,387 tons, valued at $162,700. It has not been pos* 
aible to get information in detail, but the following figures are compiled from 
returns made by the owners of six salt works : 

Coane salt tons 2,560 1 9,006 

Fine salt " 8,221 36,461 

The cost of wages for this quantity of coarse and fine salts was $9,885. 
Computed at the same rate the cost of wages for the total make of the year 
would be about $37,800. 

The salt-producing territory of the Province was proven last year to- 
eztend as far south as Windsor. A well drilled at the Canadian Pacific- 
Bailway station struck a bed of salt 30 feet in thickness at a depth of 
1,158 feet. In the township of Orford, in Kent county, a deep well 
dMled in 1890 for natural gas by Mr. Hiram Walker, of Walkerville^ 
went through a bed of clear white salt 171 feet in thickness, reaching it at 
m depth of 1,510 ft. 

The salt beds of the Province are proven by borings and producing wella 
to extend under the whole of the counties of Huron, Lambton, Kent and 
Fit T, as well as portions of Middlesex and Bruce, and to cover an area 
of about 4,000 square miles. Near the borders of the formation the salt 
thins out to one bed, but in Huron there are usually to be found three distinct 
beds, separated by shale, whose aggregate thickness is about 90 feet. The 
greatest known thickness of a deposit is in the southern limit of the field 
where, as shown by the record of Mr. Walker's boring in Orford, there is 
one bed 171 feet in thickness. 

jgi^ftL, Only one of the mica mines was worked last year and it produced but 

wren tons, valued at $1,500. The amount of wages paid for labor was $€50. 

Nkkel, Cop- Pour companies carried on mining and smelting operations in the Sud- 

S!hS^ buiy district last year. The quantity of ore raised was 72,349 tons, and 

the quantity smelted was 61,924 tons. Three of the companies have 
erected bessemerizing plants in connection with their works, employed to 
enrich the matte ; but only a portion of the matte is treated by this 
process. The quantity of ordinary matte produced at all the furnaces was 
6|278 tons, and of bessemerized matte 1,880 tons. The following table gives 
the estimated metal contents of these mattes and their values at the works : 

Nickel tons 2,082 $590,902 

Copper " 1,986 232,135 

Cobalt " 8i 3,713 

The total value of the metal contents therefore was $826,750, the nickel 
being calculated at $284 per ton or 14.2 cents per pound, the copper at $120 
per ton or 6 cents per pound, and the cobalt at $437 per ton or 21.84 cents 
per pound. V All the ores yielded nickel, the average being 3.36 per cent : 

1 The quantitieB here given are the eitimated content* of the respsctive refiaed m stale in 
tiM mattei^ but Talues are computed on the telling price of mattes at the works and not 
€11 the price of the metals after they have been refined in Great Britain, the United 
itm or elsewhere. London quotations for nickel ruled steadily at 42 cen^s p^r pdunl. 
New York quotations at 4S to 52 cents, during the latter half of the year,— the higher 
e in tbe United States being maintained by the protection of the castom-* duty Bn; 
il woold be very misleading to make the value of nickel contents in the mitte at sulbary 
tiMMime as the value of reBned nickel in New York or London. 
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the ores of three oompanies yielded copper, the average being 3.19 per oent. ; 
and the ores of onecompaay yielded cobalt, but the average was only .1007 
per cent. 

At the mines there was employed underground an average of 197 men Employment 
and above ground of 243 men over seventeen years of age, while of boys of labor, 
under seventeen years of age there was employed an average of only 10, all 
above, ground. The averr^ge number of men employed at roasting and smelt- 
ing was 240, — the average of all classes of workers being 690. The mines of 
one of the companies were worked 310 days, of another 261, of a third 173, 
and of the fourth 155. The smelting works of one company were in blast 
337 dajs, of a second 290, of a third 67, and of the fourth 32. The aggre- 
gate of time of labor in the mines may therefore be computed at 105,890 
days, and at roasting and smelting 52,428 days, making a grand total work- 
ing time of 158,318 days for the 690 employes. The amount of wages paid 
for labor by the four companies was (339,821, and the average wage per day 
would therefore be $2.14§. * 

Gold mining has been comparatively active during the year, but the Gold, 
work carried on has been mostly of development character. Locations have 
been worked in the county of Hastings, in the' district of East Algoma and 
in the region of Lake-of*>Uie- Woods. Nine companies have made returns of 
work done during the year ending Slst October, which show that 3,710 tons 
of gold ore was mined, the value of which is estimated at (36,900. The 
number of men employed above ground by those companies was 85, and the 
numbf>r underground 40. The aggregate working time of the men was 
12,932 days, and the amount of wages paid was $22,750. The average wage 
per day would therefore be $1.76. 

Mills for treating the -ore were being erected at a number of mines, 
several of which are now in operation. New processes of treating ore are 
being adopted, and interesting results are looked for this year. 

In the month of December eight properties were in course of active 9P^'^^^1f ^^ 
development on Lake-of- the- Woods, the number of mines and laborers ^Vo^. ^ 
employed upon them being 159. Since then reduction mills put up at two of 
the mines have, it is reported, been treating the ores very successfully. 
According to accounts published in the Rat Portage newspapers, gold bricks 
of the value of $1,000 are produced by each plant weekly. 

The Ophir mine, north of Thessalon, was purchased last year by a Ophir mine. 
Duluth syndicate for $100,000. Several shafts have been sunk on the vein 
and the show of gold has aroused lively expectations. Treating works are 
being erected at the Ophir, and it is expected that they will be started in 
the month of August. 

The Creighton Gold Mining Co. is developing a location of much Greightibn 
promise in the township of Creighton, west of Sudbury. Sixty-three men °"'*®' 
were employed on the works in Februaiy, at which time a shaft of 8 by 9 feet 
was sunk upon the vein to the depth of 110 feet. Steam drills and hoists 
were in operation at that time, but air compressors, crushers and other 
machinery had been ordered and suitable buildings were in course of erection. 

Three mines are being worked in the county of Hastings, one of Operations in 
whiich has reached a depth of 140 feet. The pyritic ore at this latter mine Hastings, 
is being treated in a Crawford mill, and the yield of gold is stated to be 
very satisfactory. At one of the other mines a new process of treating 
mispickel ore is going to be tried, which is claimed to. give good results in 
the laboratory. 
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Nearly all the silver miaoB in the Lake Superior district have been 
idle during the past year, and the work done on five or siic locations 
had for its chief object the opening and proving of veins. This is one of 
the results of the depreciation of silver. An accompanying result is tne 
activity noticed in gold mining, which is also a feature of the industry in the 
United States and elsewnere. 

At one of the mines six men were employed under ground and one 
above ground for 306 days, and the amount of wages paid for labor was 
(3,942, or at the rate of $1.84 per day. Ten tons of ore was taken from 
this mine, the value of which is put down at $732. 

The quantity of crude petroleum produced in the Petrolea and Oil 
Springs fields was 800,000 barrels (28,000,000 imperial gallons), valued 
at $1,000,000. This is 94,647 barrels less than for the preceding year. 

Full details of the industry have not been obtained, as only Ava 
refineries have made returns to the Bureau. These refineries treated 1 1,929,446 
gallons in the year, being 42.6 per cent, of the whole yield, the product of 
which is given in the following table : 

Illuminaling oil imp. f(al. 4,627,598 $391,628 

Lubricating oU ** 1,472,924 58,918 

All other oils ** 3,260,912 116,118 

Paraffinwax lb. 276,027 29,932 

The amount of wages paid for labor at those five refineries was $40,517. 
On the same basis, the refined product of the total crude yield of the year 
would be— 

Illuminating oil imp. gal., 10,862,894 $919,315 

Lubricaling oU " 8,467,570 138,804 

AllotheroiU " 7,654,723 272,577 

Paraffin wax lb. 647,950 70,239 

This would give a total value of distilled products of $1,400,435, and 
at the same rate the amount of wages paid for labor would be $95,1 10. This 
does not of course include wages paid to workmen employed in the produc- 
tion and storage of crude petroleum. The total number of employt^s main- 
tained by the industry is estimated to be about 1,500, and the amoimt of 
wages paid for labor of all kinds about $650,000. 

In the Welland gas fipld fnrtv-mn« wells were bored last year, of which 
thirty-six are gas producers. The total number of producing wells in the 
district is sixty-five. In Essex two new producing wells were bored last 
year, and there are now eight in that district. There are about one 
hundred and fifty miles of pipe laid for the delivery and distribution of 
gas in both districts, and the value of gas sold to consumers last year was 
about $160,000. The total amount of wages paid for labor was $55,000, a 
large proportion of which was for drilling new wells. The returns received 
from gas companies have not been very satisfactory, especially those ^^ %de 
by companies delivering to consumers in Buffalo. 

No iron mining is reported for the year, but several properties were 
prospected with a view of proving the quantity and value of their ores. 
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Summary oi 


r Mineral 


Production. 






Product. 

• 


Quantity. 


1 

Value. 
S 


Wages. 


. 




Dimension stone.... cu. ft. 


2,600,000 


680,000 


> 




Heads and sUIb . . . . " '* 
1 Coursing stone »q. yd. 


50,000 
B4,000 


26,000 
42,000 


730,000 




Rubble, etc cu. yd. 


780,000 


132,000 

• 


J 




, Natural Rock Cement.. bbl 

i 

■ Portland Cement " 


54,166 
20,247 


38,580 
47,417 


I 53,151 




Lime bu. 

1 . 


2,600,000 


360,000 


120,000 




i 

i 

1 


Drain Tile no. 


10,000,000 

175,000,000 

20,342,000 

1,823,000 

383,000 


100,000 

980,000 

198,360 

32,253 

8,613 


I 446,000 
88,865 




Common brick ** 


Quantity and 
value of 


Pressed brick, plain ..." 
Pressed brick, fancy. . . " 
Roofing tile " 


mineral pro- i 
duction, aad 1 
amount of *^ 
wages paid for 
labor, ml892. 


Terra-cotta " 




20,119 
80,000 


t 




i 
Pottery " 




26,000 






Gypsum tons 

Alabastine and plastieo ** 


3,870 
108 


14,100 
11,880 


I 10,465 






Phosphate of lime ** 


2,381 


23,810 


9,400 






Salt " 


43,887 


162,700 


37,800 






Mica ** 


7 


1,500 
590,902 


150 






Nickel " 


2,082 


j 






Copper " 


1,936 


232,136 


\ 339,821 

t 






Cobalt ** 


8i 


3,713 


1 

) 




! Gold ore " 


3,710 


36,900 
732 


22,750 






Silver ore " 


10 


3,942 






Petroleum imp. gal. 


28,000,000 


> 






Illuminating oil *' '* 


10,862,894 


919,315 








Lubricating oil '* " 


3,467,570 


138,304 


)■ 650,000 






AU other oils .. " " 


7,654.728 


272,577 








Paraffin wax lb. 


647,960 


70,239 


J 






Natural sras 




160,000 


55,000 






Totals 








5.874,139 


2,591,844 


\ 








1 



The total value exceeds the production of last year by ^668,466 ; but 
the principal increase is in nickel and copper, in which there is a ditferent 
Imsia'of values for the two years. The table, it may be explained, gives no 
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account of properties upon which exploratory or development work was done 

No statiBtical daring the year. Of these there are a considerable number, especially in the 

■ceonnt of gold and nickel fields. In some cases numerous test pits and shafts have 

•i^ontory ^^^^^^ sunk and several hundred tons of ore raised ; a work which, though not 

included in statistical returns of quantity, value or wages, may come to have 

an important effect on the future of mining operations in the Province. 

As was stated in the Report of last year, all transactions relating to Halea 
and leases of mining lands in the surveyed territory of the Province has been 
assigned to the Bureau of Mines, which of course includes all oorrespondence 
in respect of such transactions. The number of letters written by the Bureau 
last year, including this branch of its work, was 1,417 ; but there was sent 
out in addition 1 25 notices to lessees of mining lands re rentals, and over 
1,000 circulars and schedules for the collection of mineral statistics. 
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II. 

I 

IRON-MAKING IN ONTARIO. 

For A country which has had self -gOTeminent a hundred years, which A eommoa' 
has a population of more than two millions and a school system of unsur- ^^^5^' 
passed excellence to provide for their education, which possesses rich resources f^Jloe. 
of soil, timber and minerals, including iron ores, which sustains varied in- 
dustries, and which has large amounts of capital invested and seeking invest- 
ment, much of it employed in the neighboring States,^ the Province of Ontario 
is singular in being almost alone among the great commonwealths of our 
continent without a blast furnace for the production of metallic iron. 

Iron-making has been undertaken at different times and at various places 
in the Province, but in almost every instance by men without skill or experi- 
ence, and with only very limited means. 

Blast Fubnaci at Gananoquk Falls. 

The first blast furnace in Ontario was built by a company in the county tUv.. w^^h 
of Leeds about the year 1800, at the falls of the Oananoque river. It was in Leeds "* 
an old'&shioned stack, and in connection with it was a forge for the manufiu)- oountj. 
ture of bar iron. But the location was too far from ore deposits, having 
regard to the difficulties and cost of transportation at that early period in the 
history of the country, and as the ore used was of inferior quality and had 
to be drawn a considerable distance the venture was abandoned after a trial 
of two years.' 

Blast Furnaces in NoRroLK County. 

The next furnace wss started about twenty years later, in the township xion makiiig 
of Charlotteville, county of Norfolk, to lonelt the bog iron ore in that district, in Charlotle- 
and it was carried on successfully for a quarter of a century, or until the ^^ V^^ . 
supply of ore in the locality beeame exhausted. The smelting of iron appears NorSSlk^* 
to have commenced early in 1823, as under date of 15th January in that count j. 
year the proprietors, Messrs. Joseph VanNorman, Hiram Capron and Geoi^ge 
Tillsen, petitioned the Lieutenanc-Govemor in Council for leave to take and 
use ores in the locality, the property of which was in the Crown. 

'* The petition of the undersigned owners in the concern of VanNorman 
and Company, being the proprietors of the iron works established on lot No. 
16 in front of the first concession of CharlotteviMe, in the district of London, 
most humbly sheweth : That your petitioners have their said iron works now 
at iAna time heating for the purpose of going immediately into operation : ^ 

1 The benk statement in the Canada Oazette for the month endiofc February 8, 1893, 
showed that there was due to Canadian banks from their own agencies and other banks in 
foreign countries at that date 92!LS07,871, while there was due to the latter from the former 
onlj $87,710. The balance, $21,809,661, represents the amount of our cash or capital abroad, 
all or nearly all of which is used for commercial purposes in tfie United l^tee, but which 
may be called in whenever it is wanted. At the same date there was due from British banks 
•1,159,990, and due to them $4,766,619. 

2 Hiel Sliter's Recollections in LeaTitt's History of Leeds and Grenville, p. 62. 

S In a paper furnished by the late Mr. VanNorman, about eight years ago, it is stated 
that the ramaoe had been completed and put in blast in 1832, but the statement in the 
petition is no doubt more authentic. The work of constructing the furnace was be^tv. Vs^ 
John Mason, in 1815, but the inner wall collapsed when oalv a few Vyoa VimA \>^s«a vB»&XAn.« 
Mr. Mason died soon after, and the property waa acquit ed Vsy ^t. NaxC^cvtvckaai. 
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That your petitioners trust their said iiou works are upon such a scale that 
they will be found fully efficient for all the purposes required, and therefore 
pray that your Excellency will be pleased to grant them the privilege of 
taking and using, from time to time, for and at their said works, such iron 
ore as may be required from any place or places where the same may abound 
within the townships of CharlottoTille and Middleton." 

The patents issued in Upper Canada down to the end of 1823 reserved 
iron ores to the Crown, except in rare instances ; but the petition of the 
company was no doubt intended to cover the acquisition of ores found upon 
all lands in the townships named, whether the title to such lands had passed 
to settlers or was still in the Crown. The report to Council however assumed 
that the petition only referred to ores on patented lands, and instead of con- 
ceding to the company the privilege to take and use them, it was recom- 
mended that this privilege should be accorded to the owners of the land. 

" It is respectfully submitted that the proprietors of land in Charlotte- 
ville and Middleton may be discharged from the restraint in their respective 
patents as to digging and disposing of iron ore, should it be the opinion of 
his Majesty's law officers that it may be, and if otherwise that his Majesty's 
Crovemment may be moved to authorize such discharge,"^ 

A second furnace for treating bog ores in the county of Norfolk was 
built by Mr. VanNorman in the township of Houghton in 1854, with the 
object of supplying the Great Western Railway with pig iron for the manu- 
factui e of car wheels, but the iron proved to be unsuitable and the furnace 
was blown out.^ 

Thk Marmora Iroh Works. 

In 1820 Charles Hayes began to take steps for making iron at Marmora, 
in the county of Hastings, and a furnace which was erected there to smelt 
hard magnetic ores had the ill- fortune to ruin or cripple three or four suc- 
cessive owners in the course of forty years, although for the greater part o£ 
that time it was out of blast. Little is known of the early history of this 
enterprise, but the Departmental and Executive records show that it received 
some measure of encouragement at the hands of the Government and the 
L^slature. The first reference to it appears under date of October 26, 1820« 
when the following Order in Council was adopted : 

T . . ** Mr. Charles Hayes being heard on a proposition to establish iron works 

bytheGoverD> at the Crow river in the township of Marmora, in the Midland district, his 
mentfornteof Excellency with advice of Council was pleased to grant permission to him to 
open a road from the Crow lake to Louis Kosebush's in Sydney, as nearly 
on a straight course as the reserve for roads in the respective townships will 
admit, and to erect works near to the said lake on Crow river, promising 
to confirm a location of twelve hundred acres comprehending the site of the 
works and the buildings inhabited by the labourers by grant of the land so 
soon as the Executive Government shall be satisfied that works are so com- 
plete as to manufacture bar iron and hoHow ware ; and his Excellency with 
he advice aforesaid promises to reserve other twelve hundred acres in the 
neighborhood to supply fuel for the works, and that the grant of land be 
without the Crown fee, paying only the fee to the patent officers. It ia 
further ordered that he be preferred for one year in the lease of such Crown 
or Clergy reserves as may be found within this grant and the reserve for fuel.^ 

The tract reserved under the last clause of the Order included the whole 
of the first and second and part of the third concessions of the township, sub- 
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4 Orders in Council Book No. 6, p. 24. 

•^ See Report of Commission on the Mineral Resources of Ontario, pp. 819-20 and 326. 

C Orders in Council Book No. 5, p. 190. 
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sequently changed to the half of the first, second, third and fourth concessions, 
amd covered with Marmora lake an area of 12,000 asres.^ 

On 1st October, 1821, Mr. Hayes applied for an extension of time as 
preferred lessee of this block, stating that he was then deeply engaged in 
the erection of his works and had '* a vast number of men employed.''^ 

On 7 th June, 1823, he memorialised the Crovemment for issue of the 
patents for the grant of 1,200 acres located as a site of the works, " having 
fulfilled the conditions of the Order in Council of 26th October, IS 20 ;" and 
as the patents were issued in August following it is to be inferred that the 
furnace as- well as the works for the manufacture of bar iron and hollow 
ware were then completed.^ 

In the same memorial Mr. Hayes petitioned for an enlargement of the 
fuel reserve from 1,200 to 1,800 acres, and that by act or instrument the 
grant thereof should be confirmed to him in perpetuity, which request the 
Council disposed of by the following Order : 

*' That six hundred acres of land adjacent to the reserve for fuel, for the 
iron works in Marmora, be added to that reserve, and the whole tract so 
reserved remain to the use of the iron works so long as they are improved 
as such without interruption of more than three years.'' ^^ 

Subsequently Mr. Hayes obtained permission to dig for and use ore of any 
description excepting gold and silver on any Crown or Clergy land leased by 
him." 

With respect to the reserved tract of 12,000 acres in Marmora, Mr. Hayes ^^^ 

discovered that the deposit of ore upon which he relied was outside of its of Undalor 
limits, and he submitted to the Grovemment an offer to make a survey of ^^^ ^'^ 
three adjoining townships in which iron ore was likely to be found and to 
accept a percentage of the lands as his compensation for the work. Accordingly 
on 30th October, 1821, the following Order in Council was adopted : 

" Upon the representation of Mr. Charles Hayes that the bed of ore on 
which he relied for supply of his contract with his Majesty's Government for 
iron ballast is discovered to be out of the limits of the reservations made for 
such purpose, and is likely to be found in the townships of Mora, Ninia or 
Carlos, ^^ and that to obviate any risk of such ore falling into the hands of 
strangers by the draughts of the surveyors employed to survey the »ame, aud 
proposing to undertake the survey of tnese townships at the low rate of four 
per cent, on condition of being permitted lo locate such percentage in a manner 
to cover the iron ore : his Excellency the Lieutenant-Governor with the advice 
of the Council is pleased to order and direct that the Surveyor-General do 
contract with Mr. Hayes on the terms proposed for the survey of the said 
townships. ^^ 

7 Orders in Goancil Book No. 5, p. 261, 9th March, 1821. The reserve block is shown on 
the origioal map of the township by a shaded border. 

8 Writing to the Governor's secretary on 26th February, 1821, Mr. H. said : '* Having 
had a survey made from the 13th lot m tne first concession of Rawdon in a straight line t* the 
rear thereof, and thence to the Crow lake in the township of Marmora, I have now had a 
road cut throughout which I imagine will be 15 miles in length." 

9 J. H. Bartlett of Montreal states that the iron works were first commenced at Marmora 
by Mr. Hayes in 1830. '* The Manufacture, Consumption and Production of Iron, Steel and 
doal in the Dotaainion of Canada," p. 29. Also Transactions of the American Institute of 
Mining Engineers, vol ziv, p. 627, by the tame writer. But the property had passed into 
the hands of Hon. Peter McC^ill before that year as principal creditor of Mr. Hayes, and 
in 18% he petitioned the Legislature for a loan of £10,000 to enable him to carry on the 
works. 

10 Orders in Council Book No. 6, p. 46. An absolute grant of th% property was made by 
the Crown in 1863, upon payment of 10 cents per acre. 11 lb. p. 47. 

12 Now known respectively as Belmont, Lake and Methuen. Among other curious names 
of tovtnaships in those days in that part of the Province were Alma, Emir, 2^ta, Aye, Yea, 
No, Et, Jus and Norma. O. C. Book No. 6, p. 367. 

13 Orders in Council Book No. 6, p. 368. 
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In the lummer of 182d the smrveys were well nigh coiiipleted, and Mr. 
Hajes aolicited the Government for permifleion to locate in the township of 
Belmont the whole of his percentage for the three townships. The groanda 
•f this request weie, (1) *'that the great body of iron ore on which jour 
memorialist relies is within the township of Belmont," and (2) ** that in the 
said township of Belmont is a lake to which from your memorialist's works 
is a line of water communication, and from which said lake your memorialist 
has it in contemplation to cut at some future period a canal bo connect it 
with the river Trent, which would be of great importance in transporting 
iron and other commodities from the saBd works to the Rice lake, and vice 
verses, and would also be very beneficial to the public. "^^ The patents were 
issued in July, 1824, and covered areas of 8,534 acres in Belmont, including 
lot 8 in the first concession, upon which is the Big Ore bed or Blairton mine. 
From this mine most of the ore smelted at the Marmora furnaces was taken. 
But Mr. Hayes appears to have already become involved in business difficul- 
ties, for in September of the same year he made an assignment in trust 
of a portion of his property, including the land upon which the works were 
built, to Peter McGill, Anthony Manahan and Robert Hayes. In February, 
1825, Messrs. McGUl and Manahan surrendered their trust to Charles and 
Robert Hayes, and in June the property was sold in part to Mr. McGill, who 
carried on the works for some time in this and the following year. In 1828 
Mr. McGill sought, but unsucoessf ally, to enlist the aid of the Legislature, 
having applied for a loan of X10,000| and in October, 1830, he sold the 
property to Mr. Hetherington. An Act to incorporate the Marmora Foundery 
Company was procured from the Legislature in the session of 1831, upon 
the petition of Messrs. Hetherington, McGUl and Manahan, with an authorized 
capita] of X50,000, the object as set forth in the preamble being to acquire 
the Marmora iron works, at that time the property of Mr. Hetherington, 
to the end that " the said iron works and manufactory should be conducted 
on an extensive scale, so that his Majesty's subjects in this Province may 
have a cheap and accessible market for a supply of iron wares independent 
of any foreigpi country.'' A further object as set forth was that " the said 
Company will be capable of furnishing such ordnance, military and naval 
stores in the line of their trade as hh Majesty's Government may require 
in this Province in peace or war."^^ This corporation continued to exist at 
least in name until 1853, when the charter was amended under a new set 
of directors ; but the records of the county registry office show that in 1834 
Mr. Hetherington reconveyed the property to Mr, McGill. 

The report of the Commissioners appointed in 1837 to ascertain upon 
what terms the lands and works of the ** Marmora Iron Works" might be 
aeqpk^d by the Government, for the purpose of employing the convicts of the 
penitentiary in the production and manufacture of iron at Marmora, showed 
that the quantity of land held in fee in the two townships was 10,935 acres, 
besides the 1,809 acres of fuel reserve.^^ It also appears by this report that 
the works oonfisted of two furnaces for smelting ore, a easting house comcnoci 
to both, a forge for Ifce manufacture of bar iron, four coal houses with a 
capacity of 30,000 bushels each, saw and grist mills, blacksmith's shop, 
carpenter's shop, store, dwellings, etc., " forming in the view of the Commis- 
sioners a more complete and substantial establishment than on its scale of 
magnitude can be met with in all North America." The value placed by 

14 Memorial to his fiKoellency Sir Peregrine MaitUnd, 14th Jmus, 1828. 

1* An Act to incorporate certain persons under the style and title of the Marmora Foundei y 
fCompany, passed 16th filarch, 1881. 

U Twelve hundred acres of the land in fee was purchased from a private owner (C. A. 
Hsfferman), and the rest was acquired by grant from the Crown. Report of the Commia- 
ftioneia on the Removal of the* Penitentiary from Kingston to Marmora, appendix to 
Journal of the Amtmbly of Upper Canada, Session 1839, vol. u, pp. 289 and 24:i. 
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Mr. McGill on this property in his offer to the Oommissioners was £25,000« 
including the land, and if the statements made hj the Commissioners were 
trustworthy the wonder is that the works should have been allowed to 
remain idle. 

Referring to the supply of ore at the Big Ore bed, they describe it as a 7^6 BifcOre 
mountain on the shore of Crow lake entirely composed of iron ore. '* Inas- bed in Bel- 
much as the Commissioners had never before a conception of such a quantity °^o>^^- 
of ore in one mass in such a position,, their surprise was exceeding, for the 
first consideration that must be given to this locality is that it is inexhaustible 
for all the purposes which may be forever required for this Province." They 
also found that with a boat of fifty tons navigated by tour men one hundred 
and fifty tons of ore from the head of the lake might easily be brought to 
ihe works in two days, so readily was it quarried and put on board there. ^^ 
The extent of this ore body is better known now, but the impression produced 
upon the minds of the Commissioners was doubtless an effect of novelty. 

As to the profits of the business, the report gave the following figures of ^ furnace 
actual cost and production as shown by the record of the new furnace for a record, 
campaign of five months : ^^ 

Statkmrnt of thb EXPEN8BS OF Wagbs incurrrd in thb Working 

OF THK NKW FURNACK, BLAST COMMENCINO ON THE 16tH DAY OP 

December, 1826, and ending on the 15th day of May, 1826 
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To the founder, John Jones, 152 days at 158. per diem 

To 2 firemen, Campbell & l)yt*r, 152 days at 6e. 8d. each per diem 

To the ballast moulder, Seagriff, 152 days at 58. per diem 

To 2 top-men or tillers, 1 banksman and 1 ore-burner at $24 per 
month each 

To 1 |?utter-man at $20 per month 

To the carpenter who attended the bellows, la. per day extra 
wages, 152 days and $12 allowed for the blast 

To the average labor of 2 men each day employed in making log- 
heaps, filling ore, raising clay and sand, etc., 152 days at 
38. 3d. per diem | 24 

To the expense of 600 bushels of coals each day for 152 days, at 
2l8. 6d. per hundred 

To the average ({uantity of ore, 4 tons i)er diem, for 152 days, at 
58. per ton 

To allowance fur candles, oil, tar, etc , for the casting-bouse, 
moulding, and use of bellows, at In. per diem for 152 days. 



£. 


s. 


114 





05 





38 





120 





25 






d. 






980 
152 



Total expense 



1,567 



During the blast she cast as follows, viz : 

In December 90^ pigs 

January .... 316 do 

February 341 do 

March 483 do 

April 466 do 

May 218 do 

Total l,914i pigs 

Say 1,914^ pigs^ equal to 273^ tons, which at £15 lOe. Currency 
net at Kingston (allowing 408. per ton, take the actual 
expense of transportation thither), will amount to £4,239 
58., showing the gain by the furnace in the five months' 
blast as follows, viz : 

The proceeds at Kingston 4,239 

Deduct the amount of expenses as set forth 1,667 
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Profit she has actually made. . 2,671 19 



In this statement no charge is made for interest upon the capital invested. 
At Mr. McGilFs valuation of JB25,000 this would amount at 6 per cent, to 



2(M.) 



17 Report, p. 288. 



18 Report p. 245. 
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JB625 for the five months, which would still show a profit made by running 
the furnace for that time of more than £2,000 The allowance for wages, it 
will be noticed, is fairly liberal even at present rates ; but 4^ cents per bushel 
for charcoal and (1 per ton for ore are low figures. On the other hand, $62.50 
per ton for pig iron is nearly four times the price of charcoal pig at the present 
time in Michigan. 

ImporUnce of Commenting upon the statement and other facts elicited by their enquiry 
the works. the Commissioners observed in their report that they ** serve to show the 
importance of the works, if even conducted upon the moderate scale of opera- 
tions upon which they have hitherto been managed, by which it appears that 
by the operations of only one furnace in blast for the year, and the forges 
making but three tons of bar iron per week, an annual profit of £13,037 
18s. 6d. was estimated to accrue, after paying all the contingencies chargeable 
on the operations producing it, and valuing the produce at a net price under 
the market rates, deducting charges of transport and sale ; a profit (indepen- 
dent of the advantage to the country of having even so much of the supply of 
so necessary an article of consumption as iron furnished within ourselves) 
which would cover the first heavy outlay of building and otherwise preparing 
for the safe-keeping and accommodation of the convicts in the event of 
transferring them to the establishment. But the Commissioners cannot con- 
template the probability of confining the operations of an establishment like 
this, and of one of the manufactures in the rank of utility most essential 
to mankind, with the unequalled privileges and advantages which the works 
possess, to be confined to the making of a few hundred tons of castings and 
bar iron every year — while the Province is annually disbursing hundreds of 
thousands of pounds for that commodity from abroad which could be pro- 
fitably produced at home of a far superior quality and at a diminished price. 
Independent especially of the great importance which the establishment would 
prove to the Queen's Government in the time of war, as a resource to supply 
all the ordnance and munitions of war in their line, a resource contemplated 
with approbation by the Home Government when to foster the iron works 
into existence they gave a contract to Mr. Hayes for the delivery of pig iron 
ballast into the naval yard at Kingston at a full remunerating price, to the 
extent of £ 1 3,000 sterling. " i^ 

That the Commissioners showed only the bright side of the shield is 
apparent when the estimates of value of the estate and profits earned by the 
works are examined. The following statements possesses historic as well as 
economic interest : "^ 



Estimates of 
value of the 
estate, 



19 Report, p. ,239.— Reference to this contxact is made in the Order in Council of 30th 
October, 1821, (p. 15 ante). In those days piK iron was largely used as ballast for ships of war, 
for which purpose it was cast into lengths of about three feet, with a hole at each end through 
which a cable was slipped to make a connected but easily shifted weight. This explains toe 
item ot £38 for wages paid to the ballast moulder in the foregoing statement. Since the era 
of steam navigation coal is the principal article used for ballast in war ships. 

20 Report, p. 242.— The following detailed description of the works is given in the report 
of the Commissioners : " The works, of which a ground view with references is herewith pre- 
sented, consists of two furnaces for smelting iron ore, connected by a casting house common 
to both, with the wheel house and bellows house attached to each, having in the same file 
of building several capacious rooms and lofts, usefully occupied in the purposes of a foundry 
— the whole forming one solid mass of building of limestone, constructed on the face of a bank 
of the same material, forty feet high to the level of the bank ; on this bank (an area of five 
acres of which is enclosed with a dry wall) three substantially framed coal houses are built, 
sufficient to contain each 35,000 bushels of coal ; another portion of the same bank has hitherto 
been occupied as a coal and ore bank, where the ore has been usually roasted on log heaps, to 
free it bv that process from the intermixed sulphur, and upon the unoccupied part of it much 
if not all the charcoal required for the uses of the furnaces could be most profitably made, as 
will be hereafter shown. The furnaces, as conducted formerly by private enterprise, were 
found capable of making four tons of iron daily, on the average : statements in which respect 
they are enabled to submit by politeness of the Honourable reter McGill, the proprietor. 
In connection with the furnaces is a large and substantial stone building, containing two trip 
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Estimate of thk Presknt Value of the Estate in the 

Mabmoba Iron Works. 



The new fumaoe, beings the largest, is considered to have cost 
in its construction, with the two apartments attached, 
and the complete top-houee, bellows-house and wheel- 
house 

The bellows, bellows gear, wheel and shaft cost 

The castings-house for both furnaces cost 

The old furnace, wheel, bellows, bellows-house, wheel-house, 
top-house and sparking-room, in the ratio of the other 
furnace 

The forge-house, with four fires, two trip-hammers, contain- 
ing four sets bellows impelled by water from four dif- 
ferent wheels, and the two hammers — two difFeient 
wheels— original cost upwards of £2,500 ; present value 
at the lowest estimate 

Carpenter's shop, complete 

Four coal houpes, at £30 each 

Grist mill, one run of stone, complete, and smut machine. . . 

Saw mill, two pit and one circtilar saws, complete 

Bark mill and tannery 

Dwelling house 

Stone boarding house 

New store and office 

Rake house, old office and old store 

The clerk's house 

Twelve dwelling houses for men. at £60 

Bam, stable, root house, cattle sued, ash house as a dry house, 
ashes, etc 

Water lot in Belleville, value 

14,000 acres of land, at 20s. per acre 

Utensils, etc., and lower store, patterns, etc., fire engine . . . 

Length of flume and canal 

The two dams and breakwater as they now stand 

Stock of ore 



£. s. d. 



1,000 
250 
400 









1,000 



2,000 








150 








120 








500 








300 








200 








300 








200 








300 








50 








180 








720 








150 








100 








14,000 








300 








750 








500 








300 








£23,770 









The quantity of land belonging to the works was only 12,735 acres, not ^^^ profita of 
14,000, suid the total estimate for the property should therefore be reduced the business. 
by £1,265, leaving it £22,505 or nearly £2,500 less than the price set upon 
it by the owner. With plant and property of this value the Commissioners 
made the following estimate of profits on a year's business based upon the 

V ^ 

hammers and four forge fires, for the purpose of making bar iron, with two wheels which trip 
the hammers, and four wheels that propel the bellows, one to each fire. This factory, put in 
active and kept in constant operation, is capable of making five tons of bar iron per week of all 
sizes and descriptions, and is now in a state requiring but moderate repair to fit it for im- 
mediate use. 

'* On the forge bank, a clear area of two acres, is another well built coal house, of equal size 
with those belon^ng to the furnaces ; attached to the forges is a convenient carpenter's shop, 
sufficiently capacious to accommodate five workmen, with a lathe and grinding stone impelled 
by water, the upper loft of this shop forming a convenient and spacious mouldmg and framing 
room for moulding, planning and putting together large patterns and moulds ; opposite and 
at a convenient distance between the nirnaces and forges stands the general pattern store, 
and occupied besides as a casting and bar iron sale and deposit store, a good frame building, 
built on a solid foundation on the water's edge. 

'*Next on the falld occur in their order the blacksmith's forge, suited for two smiths, with 
benches aud utensils complete ; a bakery, the baker and miller's house^ adjacent to a respect- 
able grist mill, the under story ot stone, the upper handsome, substantial, well-finished frame- 
work, one run of stone and a smut machine ; contiguous to which is a superior saw-mill, 
newly buUt, with two pit saws and a circular saw ; and near thereto on a small island, a 
situation admirably adapted for the purpose, is a substantial two-story building — under 
story stone, the upper story frame work, fitted into a most complete tannery, with vats, 
utensils and bark miU complete ; added to these are several very valuable dwelling houses, 
some of them stone — a stone store and offices — ^a bam, barnyard and sheds, forming in the 
view of the Commissioners a more complete and substantial establishment than on its scale of 
magnitude can be met with in all Nortn America." pp. 236-7. 
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working of the new furnace for a cam|)aign of five months, allowing each far- 
nace to continue in blast only six months of the year.^^ 



Semi -annual profits of the new furnace 

I do do old furnace 

Profits on sales of merchandise, provisions, etc., per annum. 
. Profits on 156 tons bar iron 

And that valued upon the farm 

Total yearly revenue 



f. 


s. 


d. 


4,029 


16 


10 


2,442 


10 


10 


1,050 


• 





1,428 


10 





200 









9,145 17 



The first of these items is calculated upon 328 and the second 
upon 225 tons of pig iron converted into castings, at £20 p>er ton. But 
the particulars are not very satisfactory. They affbrd good ground for 
criticism, and it may be presumed that the Government of the day was 
not dazzled ^ith a prospect of making 36 per cent, profit on an investment 
of 8100,000, or even 40 per cent, on 895,000, the Commissioners' valuation 
of the property and works." 

One member of the Commission (Isaac Fraser of Ernestown), who pre- 
sented a minority report, appears, while persuaded of the value of the plant 
and the importance of the industry, to have seriously doubted the wisdom of 
the Grovernment's engaging in the business. 

'* Without ofiering an opinion on the present value of the establishment,'^ 
he stated, " the undersigned is fully persuaded that it possesses very great 
facilities and advantages for the extensive manufacture of iron, and that a 
more eligible situation for that purpose cannot be selected in this Province ; 
but whether the manufacturing of iron on the public account and at the 
publid cost, in preference to leaving that, as well as all other branches o^ 
industry, open to the free competition, skill, enterprise and caf)ital of such 
individuals or companies as may wish to engage in the same, will be for the 
Legislature in its wisdom to decide. The principal object in transferring 
the penitentiary from Kingston to Marmora would seem to be the employ- 
ment of convict labour, so as not to interfere with the pursuits of the honest 
mechanics of the Province ; but if this object can be equally well attained 
at the present establishmeut, it is evident that the loss of tho large amount 
already expended on it will be avoided, aud the necessity of a further large 
outlay would be prevented."^ 

These views, and the representations of the warden of the penitentiary on 
the difficulty of maintaining discipline over the convicts, the necessity which 
would arise for employment of extra keepers to prevent their escape, the 
unsuitability of men with constitutions impaired and destroyed by intem- 
perance and other excesses for hard labor, and the greater cost of maintain- 
ing a penal institution, whose inmates would be thus employed in an isolated 
location,^ appear to have convinced the Government that the project could 
not be carried out. 

Nothing further seems to have been done with the Marmora works until 
1847, when the property was purchased by Joseph VanNorman, of the 
Charlotteville furnace, for $21,000. Mr. VanNorman spent a large sum 
in repairing and improving the works, and began making iron in the summer 
of the following year. But he had no skill in treating hard magnetic oies, 
and all his efforts were attended with disappointment and loss. Shipments of 

21 Report, p. 247. 

23 One of the CommiBsionera who signed this report was Anthony Manahan, a charter 
director of the Marmora Foundery Company. George N. Ridley was the other. 

23 Report, p. 249. ^ lb. p. 2&5. 
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product were made at first over a rough waggon road to Belleville, a distance 
of thirty-two miles ; but by cutting nine miles of road from the mine at Orow 
lake to Healy's falls on the Trent river a new land and water route was 
obtained whereby, although bulk was broken three times, pig iron could be 
delivered at Oobourg more easily and at less cost than at Belleville. Sales 
were made for a short time at $30 to $35 per ton ; but after the construction 
of the St. Lawrence canals British iron could be brought up the country and 
sold at a much lower rate, and Mr. YanNorman was compelled to close his 
works with the loss of everything. 

In July, 1849, Mr. McGill conveyed the lands at Marmora which he had ^ newoom- 
acquired from Mr. Hetherington in 1834 to the Marmora Foundery Company, pany 
suid in 1853 this company was reconstructed under an amending charter and organized, and 
a capital of £80,000 stg. "to carry on extensively the manufacture of iron and reierve 
steel." Among the new directors were A. T. Gait, Peter McGill, Alexander acquired. 
Simpson, William 0. Evans and James B. Greenshields of Montreal ; William 
Rhodes and Edward Burstall of Quebec ; Robert Gillespie of London, and 
W. A. Matthews, mayor of Sheffield, Eng., and it was provided that the Act 
should not go into operation until £30,000 was paid in. Little is known of the 
affairs of this company until 1856, when it applied to purchase at a reduced 
price 20,000 acres of land as a fuel reserve. The matter was brought to the 
attention of the Legislature in the session of 1857, and the following resolu- 
tion was adopted : 

"That it is expedient to encourage the manufacture and production of 
iron in this Province, and for that purpose to allow the Marmora Iron Com- 
pany to purchase for a fuel reserve waste lands of the Grown in the townships 
of Marmora, Belmont and Lake not exceeding 20,000 acres at the price of not 
less than one shilling and sixpence currency per acre.'' * 

An Order in Council of 20th October, 1857, authorised the Commissioner 
of Crown Lands to carry out the sale to the company at thirty cents per acre, 
although the price of public lands in the Province at that time, as fixed by 
regulation, was eighty cents per acre. Patents for 15,Q00 acres of this pur- 
chase were issued in 1863, and for 4,800 acres in 1872 ; but in the meantime 
the company had become amalgamated with the Cobourg and Peterborough Amalgama- 
Railway Company, under the title of the Cobourg, Peterborough and Marmora p^?T**^ ^f 
Railway and Mining Company. The deed of amalgamation between the two PeterbOTongh 
companies was signed December 28, 1866, and in the following year mining Railway Co. 
operations were resumed at Big Ore bed^ and shipments of ore began to be 
made to Cleveland and Pittsburgh via Cobourg. A section of railway, eight 
miles long, was built from the mine to the Narrows on the Trent river, 
whence the ore was taken by boat to Uarwood station on Rice lake, and again 
put on cars for Cobourg. The shipping season did not last more than four Mining opera- 
months of a year, owing to difficulties of river navigation, and during this tions reaumed, 
period about 100 tons per day were moved from the mine The books of the 
company are destroyed, but there are records to show that 12,20l» tons were 
shipped in 1870, and 10,100 tons in 1873, the last year in which the mine 
was worked. None of the ore raised by the new company was smelted in the 
Province, and of course the timber reserve of 20,000 acres acquired from 
the Government was not used for the purpose for which it was intended. 
Some time before closing down the mine the company had bonded the whole 
of its property for $300,000. -In 1883 the whole proj)erty, including railways 
and rolling stock, mines, furnaces and works, dwellings at Blairton and 
Marmora and about 30,000 acres of land, were offered for sale by direction mL 0-00^-*- 
of the court, and Mr. T. P. Pearce of Cobourg (now of Toronto) became the sold by order 
of the court. 

25 Journals, 1857, vol. xv. p. 438. 

26 The name of Big Ore bed was changed by the new company to Blairton mine, and forty 
Cottages were built for housing the employ^. 
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porchaaer, at the nominal price of $32,200. Mr. Pearoe is still the owner, 
but the Big Ore bed at Blairton is filled with water, and the furnaces and 
works at Marmora are tumbling into ruins. 

A Blast Furnacb at Madoc. 

A furnace for smelting iron ore with charcoal fuel was built at the village 
of Madoc in 1836 or 1837 by Uriah Seymour, and was worked with varying 
success for eight or nine years. The mine which supplied this furnace with 
ore is known as the Seymour mine, and is on lot 11 of the fifth concession of 
Madoc. Mr. F. E. Seymour, son of the furnace owner, gave the following 
account of the enterprise to the Oommiseioners appointed to enquire into and 
report upon the mineral resources of the Province : 

*' My father had a foundry as well as the furnace, and they began the 
manufacture of those articles at once. There were several tests or experi- 
ments made with the ore, as it required different treatment to that of ores he 
had been accustomed to in York State ; it contained neither phosphorus nor 
sulphur. I think smelting went on till 1844 or 1845. The experiments were 
very expensive, but I think the real cause of the stoppage was a lawsuit, 
together with a sudden drop in the price of iron. My father produced very 
good metal, and he said it was a very good ore to work w^hen he got the 
pro(>er flux. He mixed no other ore with it at all, but put loam with the 
flux, and this he considered to be the secret of his success.''^ 

A fuller account of the difficulties experienced in working this furnace has 
been given by Mr. Thomas Macfarlane in the report of the Geological Survey , 
from information which the writer obtained from Mr. Seymour himself. 

'* Limestone was used as a flux, and three diflerent blasts were started 
with diflerent materials (found in the neighborhood) for hearthstones. In 
each of these three trials the hearthstone was rapidly cut out by the slag» 
the furnace became unworkable and was blown out, always at a great expense 
for repairing the furnace and for fuel in heating it up. Mr. Seymour, sup- 
posing the bad quality of the hearthstones to be the cause of these misfortunes, 
procured a new hearth from Rossie, in New York, of the material used in 
the furnaces thera Thn furnace was again started, but, by way of precaution, 
with a blast at only one tuyere. The same flux was used as formerly, and 
the same slag was produced, cutting into the Rossie stone as much as it had 
ever done into the hearthstones previously used. It having bean thus demon- 
strated that the former hearthstones were not at fault, since even the Rossie 
stone could not withstand the slag, Mr. Seymour decided to alter the flux, 
substituting for the limestone a sandy clay. This was done, the blast was 
stopped at the damaged tuyere, and introduced at the one which had been kept 
unused. Very soon the character of the slag changed. It became mild, did 
not cut into the hearthstone, and kept fluid and in motion long after it left 
the furnace. The iron was of excellent quality, but at this time the stock of 
charcoal became exhausted, it being impossible to procure charcoal burners to 
keep up the supply. Reduced to extremity, Mr. Seymour caused cordwood 
to be sawei up into lengths of two feet and used instead of charcoal. For 
seventy-five days he continued to work his furnace with the same fuel ; and 
with only one tuyere, producing a good slag and excellent iron to the extent 
of one ton daily. About eighty tons were produced in all during the blast 
and cast into stoves, potash-kettles, etc., besides a small quantity of pig iron. 
The latter found a ready sale in Belleville at $27 per ton and was considered 
of first-rate quality for machinery. Encouraged by his success in smelting 
with wood, Mr. Seymour repaired the furnace and started it again with wood 
alone as fuel, and with the two tuyeres at work. From two to two and a 
half tons of iron were produced daily, but it was of an inferior quality ; the 



27 Report of the CommiBsion, p. 389. 



23 



castings made with it cracked in cooling. Mr. Seymour was led to suspect 
that this was caused by the wood descending too quickly and insufficiently 
charged into the furnace. That ' this did affect the quality of the iron was 
^ proved by stopping one of the tuyeres. The daily produce sank to one and 
one-quarter tons, but the good quality of the iron was restored, and the 
furnace kept in blast three months. The exact cost of the operation I could 
not ascertain, but Mr. Seymour assured me that according to his books this 
blast contributed somewhat to improve the financial position of the concern. 
The daily product of iron was however too small, and smelting with charcoal 
was again resumed, in the midst of which Mr. Seymour's partner was killed 
by an explosion in the mine. The difficulty of settling with his heirs became 
superadded to the financial difficulties of the concern, and Mr. Seymour's 
means having become exhausted he was obliged to suspend smelting opera- 
tions." 28 

The failure of Mr. Seymour's venture does not appear to have been due 
to the quality of the ore, but rather to the primitive methods employed and 
to lack of sufficient capital where costly experiments had to be carried on 
with an ore the nature of which was not perfectly understood. The use of 
earth instead of limestone for flux seems to have been attended with very satis- 
factory results, a knowledge of which may prove to be valuable in the future 
treatment of our dense magnetic ores. From data furnished by Mr. Seymour 
to Mr. McFarlane it appears that he was able, even by the methods he 
employed, to produce pig iron with cordwood as fuel at a cost of $12 per ton. 

Blast Furnace in Esbkx County. 

A furnace to smelt bog ore was erected in 1831 by Messrs. Gaboon & Smelting bog 
Field at what is now known as the hamlet of Olinda, in the township of ore in Essex 
Gosfield. A passing reference to this enterprise is made in Smith's Canada, ^"°^3^* 
where it is stated that ore was found in the townships of Colchester and 
Gosfield, ''large quantities of which used formerly to be manufactured at 
the furnace in Gosfield." ^9 j^xit this furnace is little more than a tradition 
even in the locality where it stood, and the few notes given here have been 
gathered from the old residents. The height of the stack was about thirty 
feet and the furnace is said to have been driven by a cold blast through one 
tuyere, but its daily capacity is not known. Sufficient quantities of ore 
were obtained within a radius of five miles, being chiefly of a variety known 
as " shot " ore, and it was smelted with a mixture of hardwood and charcoal. 
Stoves, plows, potash kettles, etc., for the needs of settlers were made at a 
foundry in connection with the furnace, but the principal market for the pig 
iron was found in the United States. There are no records to show what 
quantity of iron was produced by this furnace, nor the price at which the pig 
iron was sold. After having been in operation six years it was blown out in 
1838, tradition says, ** for want of funds."* 

More than the lifetime of a generation has passed since the last pig iron Experience of 
was made in Ontario. Quebec has had a more fortunate experience, and a iron making 
lesson of instruction to us may be found in it. I purpose therefore to ^^ Quebec, 
follow the story of iron making in Ontario with some account of the pro* 
duction of pig iron from bog ores as carried on at the two seats of the industry 



28 Report of the Geological Survey, 1866, pp. 109-111. 

39 Smith's Canada, vol. i. p. 27. 

90 For the information about the Olinda furnace here given I am indebted to Mr. Grove 
Whaley. a farmer in the township of Gosfield. **Mjr father, Mr. Uenry Whaley, now de- 
ceased," Mr. W. writes, *' was foreman daring its existence. I am too young to remember 
anything concerning it, being only fifty-five years of age* But I have interviewed some of 
the old residents here who are supposed to know, and am sending you what facts I can 
gather." 
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in Quebec, in the valleys of the St. Maurice and St Francis rivers. Dariog 
the months of August and September of last year I visited the works at 
Radnor and Drummondville, and in February of this year I made again a 
hurried visit to Radnor along with members of the International Mining 
Convention. My information therefore has been obtained at first hand from' 
the managers and of&cers of the works and from observations on the ground. 

The St. Maurice Fobobs. 

The group of furnaces known generally as the St Maurice forges, from 
their situation on and near the river of that name, are five in number, and 
are in the counties of St Maurice and Champlain. The oldest of these is 
at St Maurice village, and has the name of being the second blast furnace on 
this continent, having been erected not later than 1737, and possibly four 
years earlier. The first furnace in America was built some years before this 
time by Governor Spotswood of Virginia, an interesting account of which 
is given by W. N, Adams in a recent number of the New York Iron Age,'^ 
who in November of last year exhumed it from the mass of debris, soil and 
vegetation which had buried it from human sight for one hundred and 
fifty years. The St Maurice furnace, after an eventful history of nearly a 
century and a half, was blown out in 1883, having for the last twenty years of 
its existence been worked by John McDougall and his son Greor^e, and by 
the firm of John McDougall & Co. of Mootreal. When John McDougall 
purchased the works in 1863 they consisted of one blast furnace and two 
Catalan forges. The hearth of the furnace was three feet square and four feet 
high, the diameter at the bosh was 8 feet 2 inches, and the height of the 
stack from the bosh to the throat was 20 feet At first it was driven with 
a cold blast, but in the later years by a warm blast The ore and charcoal 
were obtained in the immediate neighboi hood, and about four tons of pig 
iron was produced daily. For three or four years the pig metal was cast 
into stoves, kettles, etc., but after 1866 the whole product of the furnace was 
sold to and used by John McDougall & Co. of Montreal for car wheels.^ In 
1874 the works were purchased by John McDougall & Co., and were carried 
on for about ten years longer, when the furnace wsis blown out for the last 
time owing to the scarcity of ore and fuel in the locality. The Catalan forges 
had been worked by John McDougall only two or three years. Their pro- 
duct was used in the manufacture of axes at St Maurice, and of scythoa 
at an establishment in Ontario. 

Three of the other furnaces in the St. Maurice valley were the Batiscan, 
on Batiscan river, built in 1798, the L'Islet, and the Shawenegan, all of 
which are now idle. The Shawenegan furnace was a venture to smelt lean 
ores containing 10 per cent, of titanium, and was a complete failure. The 
L7slet furnace was built by John McDougall at a distance of four miles from 
the old St. Maurice works. It also turned out a failure, as without railway 
facilities supplies of ore could only be got within the limits of carting distance, 
and after a few years the local fields were exhausted. Besides, the cost of 
carting pig iron to the market at Three Rivers left no profit to the producer. 

THE FURNACE AT BAD NOB F OBOES. 

The furnace at Radnor Forges is situated on the river Au Lard, distant 
fifteen miles from Three Rivers. The pioneer of the industry at this place was 
Mr. Larue, an intelligent and enterprising French -Canadian, who conducted the 
business against heavy odds for several years. The works were commenced in 
1860, and when completed the plant embraced a blast furnace with a capacity of 



31 New York Iron Age. April 13th, 1893, p. 843. 

32The head of this firm, it may be remarked, in not the John McDouj^all of St. Maurice, 
nor even a relative of that gentleman. 
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irom three to four tons per day, rolling mills, a foundry for casting stove 
plates, car wheels, etc., and a factory for horseshoe nails, part of which was 
located at Three Rivers. The township was largely bushland, and roads had 
to be cut and made over which to bring in material for construction, supplies 
of fuel, ores, etc., and to carry out the products of the works, the nearest 
marketing and distributing point being at Three Kivers on the St. Lawrence. 
Under such circumstances it is little wonder that Mr. Larue's enterprise 
failed. His estate passed into the hands of G. B. Hall k Oo., who undertook 
to carry on the works as a side business with lumbering. This firm retained 
possession until July, 1889, when Drummond, McOall «fe Oo. of Montreal 
became the purchasers, and organized the Canada Iron Furnace Company 
with an authorized capital of $300,000. The property consists of the furnace 
and charcoal works with 80 acres of land at Radnor, a car- wheel foundry at 
Three Rivers, mining rights on about 100,000 acres of land (embracing the 
township of Radnor) which had been granted to Hall & Co. by the Local 
Oovernment, and an extensive tract of timber land along the St. Maurice 
river above Grand Piles. The furnace was leased for a short time to George 
McDougall, and operations were carried on until May, 1891, when it was 
blown out and dismantled, and the erection of a new furnace was commenced 
under the management of Mr. John J. Drummond, with designs prepared 
by John Birkinbine of Philadelphia, president of the American Institute of A modem 
Mining Engineers. The shell of this furnace is constructed of boiler-plate, [""V*^*^^J 
with a diameter of 13 feet 6 inches from the mantle ring to the top. The ironyJi^lSw 
total height from the hearth floor is 40 feet, the crucible has a diameter of Company. 
5 feet and height of 4 feet 8 inches, the bosh a diameter of 9 feet and height 
of 8 feet 4 inches, and the stack proper a height of 27 feet with diameter of 
9 feet at the bosh and 6 feet at the top. The furnace is water-jacketed 
from the base of the crucible up to the bosh -Hue, the jacket consisting of six- 
teen sections of cast-iron plate about 2\ inches in thickness, through which 
runs a coil of one-inch pipe, the plate having been cast around the coil in 
the mould. Half a million gallons of water flows through these pipes every 
twenty-four hours, whereby the temperature of the interior fire-brick wall is kept 
down and its life preserved. The tuyeres, four in number and 3^ inches 
diameter, are water-jacketed also, and the hot- blast is driven into the furnace 
with a pressure of 3| lb., at a temperature of 850^ f. So equipped the furnace 
had a capacity of 25 tons of pig per day of 24 hours. With a new Weimer 
blowing engine and four boilers now set up and working it is believed that the 
furnace can be driven up to 50 tons per day^ but owing to a short supply of 
charcoal fuel the daily output during the winter has been limited to 25 tons. 
In practice the make will probably not exceed 40 tons per day. Gas from the 
stack furnishes fuel for the boilers and hot blast stove, and the supply will 
doubtless be ample when the furnace is driven to its full capacity. 

The blast wm started in the new furnace on 12th March, 1892, and it 
is hoped that the campaign can be carried on for two years before closing 
down for repairs. For the first twelve months 6,500 long tons of pig iron was 
produced, the quality of which is claimed to equal the famous Salisbury brand.^ 

The ore supply for the Radnor furnace is procured from a number of Supplies of 
sources on both sides of the St. Lawrence, and consists almost wholly of bog bog ore. 
ore or brown hematite. Magnetic ore from the Bristol mine on the Ottawa 

33The St. Thomas Car Whet4 Co. is now u^ing 2,000 tons of Radnor pig iron a year. They 
volunteer the testimony that it is giving most satisfactory results in their car wheel mixture. 
** VVe have found that by the aid of it we can entirely dispense with the high-priced irons 
which^we were formerly obliged to import, our records of teats showing an improvement of 
over 25 per cent, on the results previous to usinsr your iron, in addition to which our per- 
centage of loM has been greatly reduced." The Waterous Engine Works Co., of Brantford, 
report after two years trial that for cylinder and valve castings for engines it \» at least 
•equal to if not better than Salisbury iron, which they had previously used for this purpose. 
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river is used as a mixture in small quantities, but it contains snlphar and 
requires to be roasted. Farmers are employed during the slack season in 
raising ores on their own or the company's lands and either drawing it to 
the furnace or delivering it at the nearest railway station. A large quantity 
is raised by the company's employes at Lao-a-la-Tortue on the line of the Grand 
Piles railway, nine miles from Radnor, where after being dredged and washed 
it is loaded on cars smd taken to the furnace. This lake has been worked for 
thirty-one years, and although it only covers an area of five square miles the 
supply is believed to be still very large. In places the ore lies two feet in 
thickness, and where streams enter constant addition is being made to the 
deposit, the particles of iron being washed out of the sand area southward 
of the Laurentian hills. The following analyses of bog ores used at the furnace 
have been made by Prof. J. T. Donald of Montreal : 
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Metallic iron 


49.03 
1.78 
2.60 
0.32 
7.84 
.33 
.09 


42.62 

1.18 

2.69 

3.47 

13.94 

.302 

.078 


60.49 
0.23 


Manfi^anese 

Alumina 

Lime 


Silica 


3.63 


Phosphorus 

Sulphur 


.666 
.16 







The ore is very fine, yet it smelts freely and little of it is lost by blowing ; 
but pessibly the loss will be greater when the furnace is worked under higher 
pressure. 

Charcoal is made partly at the works and partly at Grand Piles in kilns 
of rectangular and bee- hive forms, the latter being preferred. In the furnace 
Prodnction of yard there are eight rectangular and three bee-hive kilns, each having a hold- 
oharooal fuel. Jug capacity of 55 cords. At the Piles there are ten kilns, and five others are 
to be added. The supply of fuel there is practically inexhaustible, as the ter> 
ritory lies 70 miles along the St Maurice river above the falls, and the Com- 
pany has a right of cutting four or five miles back on either side. There are 
no obstructions on this stretch of the river, and the wood may be taken down 
in boats to the kilns at very low cost. About thirty per cent, of the coal is 
made from soft wood and seventy per cent, from hard wood, chiefly black 
birch and maple. The weight averages 22^ lb. per bushel and 110 bushels 
are required to smelt a gross ton, or say 98 bushels for a net ton of 2,000 
lb. Much difficulty has been experienced m procuring help for the charcoal 
woods, owing to the exodus from that part of Quebec, and the company has 
a standing advertisement in the papers for a hundred men. Late last year 
twenty-five men were brought out from the charcoal-making districts of Sweden, 
and an effort is being made to bring out a hundred more this year. The 
Swedes have adopted a method of charcoal-making employed in their own 
country which may possibly lead to an important change in the company's 
fuel works. The timber is cut into lengths of ten feet, and after being rolled 
into heaps in. the woods it is covered with earth and charred in the old- 
fashioned way. Constant additions however are made to the heap at one 
end, while from the other the finished charcoal is drawn out and carted off 
to the railway station or to a landing on the river. If this plan is found to 
be satisfactory it msy supersede the kilns, but the company will no doubt 
be guided in its course by the results of careful comparison. 

It has been stated that the company's fuel supply on the St. Maurice is 
inexhaustible ; yet it is not proposed to deal recklessly with that heritage. 
On the contrary, the intention is to take no tree for charcoal-making under 
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12 inches diameter, amd all parts of it down to three inches will be utilized, — 
and to lessen the risk of forest fires the smaller branches and bmshwood will 
be gathered into heaps and burnt in the spring or early summer of each year. 
By pursuing this plan it is confidently hoped that a continuity of fuel supply 
will be preserved upon a limited area along the river, and that there need be 
no fear of increase of cost on account of long haulage for many years. 

The Radnor furnace gives employment to a large number of men, some Labor 
steadily but most of them irregularly, as they are farmers who employ their ©niploy^ at 
spare time in raising ore or cutting wood* upon their own lands and drawing 
it to the company's works or the nearest railway station. Sometimes the 
total reaches 850. The average of the past year was 600, but some of these 
were employed opening up new fields of ore and on work of a preparatory 
character, so that in proportion to the production of the fumeu^e the number 
was larger than will be found necessary hereafter. But with the increased 
capacity of the furnace a large force will be required, especially in the ore 
fields and in the woods. The wages ot ordinary laborers range from 80 cents 
to $1 per day, of furnace laborers from $1. 15 to $1.40 per day, and of furnace 
men from $75 to $100 per month. 

The St. Fbancis Furnacks. 

In the St. Francis valley, on the south side of the St. Lawrence, iron- 
making has been in progress for nearly a quarter of a century. 

The first blast furnace in this district was built in 1869 on the Aux Locations of 
Vaches river, a tributary of the St. Francis, in the county of Yamaska. furnaces. 
It was operated by the St. Francis River Mining Company for four years, 
during which 5,520 tons of pig iron was smelted from the bog ores in the 
locality, and in 1873 it was sold to John McDougall <j^ Co. of Montreal. By 
this firm the works were carried on until 1880, when, upon the ores becom- 
ing exhausted, the furnace was dismantled. 

In 1880 the same firm began to establish smelting works at the town 
of Dnimmondville, on the St. Francis river. One furnace, known as the 
Grantham, was built in that year, and a second, known as the St. Francis, 
in 1881. Both stacks are built of stone lined with fire brick, on four arches 
which form a square of 26 feet, and both are about 35 feet high. The bosh 
of the Grantham is 10 feet in diameter and that of the St Francis 9 feet, 
the capacity of the former being 7 tons and of the latter 6 tons per day. Both 
furnaces utilize gas from the stack to heat the blast, the temperature of 
which is 400^ to 450^ f. The blowing cylinders are driven by a Leffel 
wheel of 56 inches diameter, and the pressure ranges from three-quarters to 
one pound per square inch. The blast is driven into each furnace through 
five tuyeres of 1^ inch diameter. 

Bog ore is obtained from the districts south and east of Dnimmondville, Supply of bog 
at distances ranging from four to twelve miles. The bulk of it is raised '^ro. _ _ '^i 
by the firm's employes, washed by seiving in shallow wells, and drawn to 
the yard by the firm's own teams ; but considerable quantities are gathered 
and delivered by farmers and jobbers. As washed this ore will analyze 50 
per cent, of metsJlic iron, and yields in the furnace 40 to 42 per cent. When 
drawn by teams direct to the furnace it costs $1 per 1,000 lb., and when 
brought in by rail {1.25. Farmers on whose land the ore is mined are paid 
by the firm a royalty of 7 J cents per 1,000 lb., or 15 cents per short ton, 
which is equivalent to about 38 cents per ton of pig. The ore occurs in 
beds ranging from 3 to 12 inches in thickness, and sometimes to 20 inches. 
It is found in the sand or on the edges of bogs, on islands in the bogs, and 
occasionally in peaty deposits. 

The charcoal for fuel is made in rectangular kilns on the furnace grounds Charcoal fneL 
from balsam, spruce and small quantities of white birch and soft maple, at 
a cost of about five cents per bushel. Wood for the purpose is d^U.^^x^*^ ^ 
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tl.25 per cord of 138 cubic feet, this being the French measure. Twenty-five 
bushels of coal is sufficient to smelt 650 to 700 lb. of ore, which is the usual 
charge for the furnaces. 

The average length of a campaign ifl about ten months, at the end of whioh 
time it is found that the lining of the furnaces is in need of repairs ; but 
both furnaces are hardly ever shut down at the same time. The whole output 
is used in the manufacture of car wheels at the company's works at Montreal, 
where it is regarded as equal to the production of the Salisbury furnaces. 
Sometimes large stocks accumulate, the quantity of which is determined by 
the requirements of the car wheel foundry. At the time of my visit in Sep- 
tember about 2,500 tons of pig was piled up in the stock yaixl, although it 
might then be sold to dealers at $27 per ton. 

With one furnace in blast 36 men are employed, and with the two 44 men. 
In the bush an average of 150 men is maintained for the year round, mak- 
ing ore, wood and limestone. The stone is obtained in the township of Gran- 
tham, about four miles from the furnaces, and 40 to 50 lb. is sufficient flux 
for a charge. The highest wage paid at the furnaces is $\ per day, and the 
average is 90 cents, which with a free house makes a round rate of $1. In 
the bush men taking out ore are paid $1 per day, and axemen are paid 50 
cents per cord. In round numbers those two small furnaces at Drummondville 
give employment to 200 men, whose earnings in a year are $60,000. 

The Bounty on Piq Iron. 

With the object of encouraging the production of pig iron in Canada the 
Dominion Parliament ten years ago adopted the bounty system, and provision 
was made for the payment of $1.50 per ton of 2,000 lb. Ihis bounty was 
continued until the end of the fiscal year 1888-89, when for the next three 
years it was reduced to $1 per ton. Beginning with 1st July, 1892, the rate 
was increased to $2 per ton, and payment of bounty at this rate haft been 
authorized for a period of fi>'e years. 

The following table gives the quantity of coke and charcoal pig iron made 
in the Dominion in each fiscal year since provision was made for payment of 
the bounty, and also the amount of bounty paid as shown by returns made 
to Parliament, the weight being expressed in tons of 2,000 lb. ; 



year. 



1883-4 

1884-6 

1885-6 

1886 7 

1887-8 

1.0C0~>7 *• 

1889-90 

1890-1 

1891-2 

1892-3 to Feb. 3. 

Totals 



Coke Iron. 



tODS. lb. 



25,472 
21,174 
22,463 
36,464 
16,120 
20,413 
20,775 
15,849 
26,066 
24,678 



0399 
0166 
1426 
1520 
1888 
1200 
0048 
1632 
0528 
0284 



Charcoal Iron. 



tons. lb. 



228,478 1091 



3,855 
4,595 
3,715 
7,255 
4,646 
4,404 
2,594 
4,303 
4,228 
5,770 



1797 
1135 
1770 
1178 
0329 
1880 
0952 
0515 
0306 
1870 



Total Pig Iron. 



tons. lb. 



45,370 1732 



29,328 
25,769 
26,179 
42,720 
20,767 
24,818 
23,369 
20,153 
30,294 
30,458 



0196 
1301 
1196 
0698 
0217 
1080 
1000 
0147 
0834 
2154 



Bounty 
paid. 



273,849 0823 



$ 

44,089.91 
38,654.91 
39,269.56 
64,081.41 
31,151.58 
37,233.27 
25,697.27 
20,153.05 
30,294.37 
57,952.83 



388,578.16 



All the coke iron in the first nine years was produced at one furnace, that 
of the Londonderry Iron Co. of Nova Scotia ; but since the opening of the 
present fiscal year another furnace has commenced to make coke iron in that 
Province, viz : the New Glasgow Iron and Coal Co., which has produced 6,130 
tons, and has been paid a bounty of $12,260 thereon. The Londonderry 
Company on 222,348 tons has been paid in bounties $309,886. For the first 
nine years its average yearly make was 22,644 tons (or 62 tons per day), and 
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the average yearly bounty was $30,575. The statistics of those nine years do 
not afford evidence that production was encouraged by the bounty. In the 
last two years during which $1.50 per ton was paid the output was less than 
in the first two years under which the bounty was $1 per ton, while in the 
third year of the lower bounty the output was greater than in any except 
one of the preceding years. The present year promises a considerable increase, 
which may be due to the larger bounty now paid ; but production will 
always be more influenced by the conditions of the market than by the rate 
of Government bounty. 

The charcoal iron is wholly the product of Quebec furnaces, viz : of the Charcoal iron, 
two at Drummondville and the one at Radnor Forges, the latter having made 
in the whole period 12,464 and the former 32,906 tons. During the first nine 
ye^irs the Radnor furnace produced 8,474 tons, upon which it received a bounty 
of $10,686 ; but its product to February 3rd of the current fiscal year, with the 
new furnace in blast, has been 3,990 tons, and the bounty paid has been 
$7,081. The Drummondville furnaces produced in the first nine years 31,126 
tons, upon which a bounty of $44,762 was paid. The average yearly make of 
th^se Drummondville furnaces for the nine years was 3,458 tons, ranging from 
2,070 tons in 1889 90 to 6,495 tons in 1886-7. It will also be noticed that 
the largest production of coke iron was in the last named year. Another char- 
coal furnace has been started in blast this year in Nova Scotia, but the table 
does not include any portion of its product 

Ontario is a large consumer of the coke and charcoal irons made at those 
furnaces, and she imports large quantities from Great Britain and the States 
besides. But although she has great deposits of iron ores within her own 
borders, and extensive forests of timber suitable for the making of charcoal 
fuel, as well as much capital waiting for investment, she does not produce a 
ton of pig iron to supply her own large needs. 

Advantaoks ov Production in Ontario. 

' The dut> imposed by the Canadian tariff on pig iron is $4 per ton of The bonus and 
2,000 lb., and the bounty given by the Dominion Government to the owners thetariflF 
of blast furnaces producing pig iron from native ores and with native fuel is ^^^^' 
$2 per ton. The Canadian ironmasters therefore enjoy an advantage in their 
own market over foreign competitors (in which of course the British iron- 
master is included) of three-tenths of a cent per pound, or $6.72 per long ton, 
which is the rate of protection aflTorded by the United States tariff. In Que- 
bec and Nova Scotia this is regarded as sufficient encouragement for the 
industry, and in the opinion of some practical men who know conditions in 
this country and who have a full knowledge of the cost of producing pig iron Favorable 
in the neighboring States, the charcoal iron industry would seem to require oonditiona for 
no further aid in this Province. We have abundance of htrdwood timber P^oducinj^ ^ 
suitable for making the finest quality of charcoal fuel ; and in the same forests, in Ontario, 
convenient to lines of railway already built, we have extensive deposits of 
iron ores, several of which have been opened and could be worked again at 
little or no cost for machinery and development. But the cost of production 
varies so much at different furnaces that it would be impossible to say with 
certainty what that cost might be at any given point in Ontario. This can 
be determined only by actual practice ; and so much depends on the skill of 
workmen, the business capacity of managers, the suitability of a furnace to 
do economic work, the cost of assembling ore, fuel and fiuz, and various 
other considerations, that it would be useless to enter upon a discussion of 
the question of cost in the abstract. Practical men will investigate for 
themselves. Past experience in this Province is of .some value, but chiefly 
for the lessons which it affords of practices to be s)iunned. Lessons of more 
value may be gained from the experience of ironmasters in Quebec and !Nova 
Sootia in our own country, and many more from the experience of iron- 
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masters in the United States. It is not for the lack of capital that there are 
no blast furnaces here, but rather for leu^k of men with confidence and 
enterprise to invest their money in the business of iron-making as they do in 
other manufactures, in trade, or farm lands, or bank stocks, or comer lots. 
They have been educated to invest money along these lines, and they know 
that within certain limits they may do so securely. The time will come no 
doubt, if it has not already arrived, when men with capital will turn their 
attention to the great dormant resources which Ontario possesses in its belts 
and beds of iron ores and forests of hardwood timber, and some will be found 
with courage to venture their money in starting an industry. But before 
embarking in the enterprise they will satisfy themselves by enquiry that the 
conditions of success are favorable ; and although there may be disappoint- 
ments, the experience of the world proves that it is by such men industries 
are built up. Self-reliance is of infinitely greater value to a business man 
than the b€»t devised scheme of Gk>vemment bounty alone can be ; and there 
are many who believe that the bounty on pig iron provided for by the Oana- 
di%n Government, in connection with the measure of protection afforded by 
the tariff, is ample in its liberality. Australia at the present time is passing 
through a severe commercial crisis, and the Melbourne correspondent of the 
London Times, in writing of the situation to that paper, opens his letter with 
this observation : " In order to understand the present position of Victoria, 
you have but to remember," some one said to me the other day, ''the habi- 
tual attitude of the native-bom Australian, who, wherever he stands, must 
lean against a post.'' And the correspondent remarks that the more the 
financial situation of that country is studied the more profoundly true the 
observation will appear. The depression through which Victoria is passing, he 
says, is to be described in general terms as the outcome of leaning against posts 
instead of trusting to the natural power of standing upright and depending on 
one's own energy and resources. It is to be hoped that no comment of this 
sort will ever be necessary in describing the Ontario man ; but if he is 
taught to rely on subsidies and bonuses instead of upon his own skill and 
enterprise, he also may come to possess that fatal weakness of the back which 
needs the support of a Government post. There are ways doubtless in which 
Govemment help can and should be given, the most natural and useiul of 
which would appaar to be the collecting and publishing of information on all 
the natural resources of the country, and on the best economic methods 
whereby raw material may be utilized and converted into finished article, to 
the mutual advantage of ptx)ducer and consumer. 

Thirty years ago the industries of Ontario were few in number, the main 
sources of wealth being the wheat and barley grown by the farmer in the 
frontier and the lumber and timber sawn and cut by the lumberman in the 
backwoods. Then the failure of a grain crop or an overstocking of the 
lumber and timber markets was a serious matter to the trade and commerce 
of the country ; and in Australia today the situation is much the same, with 
wool-growing and mining as the chief industries. But now we have a diver- 
sity of industries ; in agriculture alone the variety of products gives evidence 
of surprising development, and to this diversity we owe in very large measnre 
our immunity from commercial and financial distress. To open up and 
work our deposits of iron ore, to build blast furnaces and smelt ore into iron, 
and to manu&kcture iron into the endless forms for which it is required in 
the service of man, would be to make an important and substantial addition 
to the diversity of our industries, and so to broaden the foundations of the 
country's prosperity. But no new enterprise ought to be undertaken rashly. 
" Make haste slowly,*' is a good maxim in every human undertaking. The 
gourd which came up in a night to shelter the head of an angry prophet, 
a worm smote it, and it perished in a night. 



III. 

THE I RON ORES OF ONTARIO* 

The Laurentian, Huronian and Oambrian formations constitute the whole Extent of the 
northern portion of the Province from the Ottawa river to Lake-of -the- Woods, minenJ-bear< 
saving portions of the Moose river basin towards James bay, where there is •''?/*'I]?f^^°°' 
an outcropping of the Devonian. They form the whole ie((ion from Lake-of- 
the- Woods to lake Superior, the northern and eastern shores of the latter 
lake as well as of lake Huron, and nearly the whole country thence eastward 
to the Ottawa river and southward across the Thousand Islands in the St. 
Lawrence to th^ Adirondack mountains in New York, These are the chief 
mineral -bearing formations of the earth's crust, and consist of talcose and 
other slates, quartz rock, gneiss, limestone, serpentine, granite, syenite and 
other subordinate masses. The limestones and serpentines yield marbles of 
beautiful descriptions, the felspathic rocks furnish good porcelain clays in their 
decomposition, copper and nickel ores are found in several localities, veins of 
gold ore occur in the county of Hastings, on Lake-of-the- Woods and at a num- 
ber of intermediate places, silver in various localities in the Cambrian rocks, 
plumbago is abundantly developed, and the whole of the older series appears 
to be associated with large and valuable supplies of the magnetic and specular Specular and 
oxides of iron. " Specular and magnetic oxides of iron are disseminated in maffnetio 
scales and grains, both in the gneiss and the limestone ; but there are also °**^®" ®^ ^^^^ 
important interstratified beds of these iron ores varying in thickness from a few 
feet up to several hundreds, those of the magnetic oxide being the thicker and 
more numerous. Some of the thickest of these beds are interstratified with 
layers of limestone, and as far as known most of them appear to be either 
associated with the great limestone bands, or to be not far removed from them 
in stratigraphical place."^ ** The magnetic oxide sometimes occurs in masses 
made up of coarse grains ; at other times the ore is fine grained and almost 
compact ; more rarely it occurs in regular octahedral crystals. This ore is 
found only in crystalline or metamorphic rocks ; and the deposits of it in 
Canada occur in the Laurentian series, or in the crystalline rocks of the eastern 
palaeozoic basin. In the former it is met with in beds of great extent and thick- 
ness."'' Professor Emmons, in his final report on the geology of New York, 
mentions the existence in the district bordering on lake Champlain and the 
St. Lawrence of upwards of seventy veins and beds of these ores, ranging in 
thickness from two to one hundred and sixty feet, while two others are respect- 
ively G.ye hundred and fourteen and seven hundred feet in thickness. One 
of these larger beds has been followed for two and a half miles, and the amount 
of ore which it contains may be seen when it is stated that in a mile every 
^ve feet in depth would yield about one million tons of pure iron. Valuable 
deposits of the same ores have been discovered in Ontario in the townships of 
Marmora, Madoc, Bedford, Bastard and other places, and when we reflect 
upon the great extent of the mineral-bearing formations here, in so many 
parts of which the magnet is deflected from its meridian, presumably by the 
proximity of magnetic ore, it is not unreasonable to hope that search may 
disclose great bodies of iron ore over wide areas of territory. In the northern 
peninsula of Michigan and in Minnesota, where the formations are the same as 
in sections of Ontario north of lake Huron and northwest of lake Superior, 



1 Geology of Canada, 1863, p. 26. 3 lb. p. 673. 
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iron ores abound on a larger sc^le than anywhere else in the United States, 
and it can hardly be doubted that a thorough search on the Ontario side would 
result in the discovery of the same ores in equal abundance and richness. ^ 

Logan's Report on OBks op the Ottawa Valley. 

Among the minerals found associated with the formations of the Ottawa 
valley are the magnetic and specular oxides of iron, bog iron ore, brown ochre, 
galena, copper ore, plumbago, etc. fn his report for 1845-6 Sir William 
Logan expressed the opinion that the great spread in the valley of the Ottawa 
of the metamorphic rocks with which the ores of iron seems to be so largely 
associated in other parts of its extension on both sides of the St. Lawrence 
makes it very probable that the banks of the Ottawa and its tributaries will 
be supplied with vast stores of them. In Hull, on the Quebec side of the 
river, a bed of the magnetic ore is met with for a distance of about one mile 
in syenitic gneiss, interstratified with white crystalline limestone hoi dins: mica 
and graphite, which varies from twenty to forty feet in thickness.^ Where 
the ore has been acted on by the weather it breaks up into grains which, it is 
claimed, adds considerably to it« value for smeltiny; purposes Assuming the 
breadth of the vein to be twenty feet, Sir William Logan calculated that every 
fathom forward with a vertical depth of a fathom would probably yield not 
less than fifty to sixty tons of pure metal. An analysis of this ore made by 
Sterry Hunt gave 96.09 per cent, of mas^netic oxide of iron (fqual to 69.65 
metallic iron) and 3.18 of silica and graphite. On the Ontario side of the 
river ores occur in the townships of Bedford, Bastard, Sherbrooke and McNab. 
The Sherbrooke bed occurs on the north shore of a beautiful sheet of deep 
water called Christie's (or Myers) lake, and is described a9 containing a mass 
of very great importance, the bed having a thickness of about sixty feet. An 
analysis by Sterry Hunt gave 87 per cent, m ignetic oxide of iron (equal to 
63 percent, metallic iron) and 12.08 silica and mica mechanically mixed. 
On the south side of the lake a bed of twelve feet of magnetic iron occurs in 
gneiss. Specular ore exists in the township of McNab, on the west side of 
Chats lake, an expansion of the Ottawa, an exposure of which showed a thick- 
ness of twelve feet, and outcroppings have been traced a length of one mile. 
The ore presents a red, earthy as pest on the weathered surface, but in fresh 
fractures it has a purplish red hue, and exhibits an aggregation of minute 
shining scales. There are some impurities arising from the presence of small 
quantities of quartz and calcareous spar, but t iking the breadth at twelve feet 
it is probable that the bed would yield not less than twenty-five tons of pare 
iron for every fathom forward with a fathom in depth. A specimen analysed 
by Hunt gave 84.10 peroxide of iron (equal to 58.87 per cent, metallic iron) 
4 of silica, 8.80 carbonate of Ijime and 3. 10 of water by loss. '' The silica and 
carbonate of lime" Dr. Hunt added, **are accidental impurities, and are dis- 
seminated in little spots and veins. The ore is, when pure, a peroxide of iron 
only.'* 

Iron Obes at thb first World's Fair. 

At the World's Fair held in London in 1851 a number of specimens of 
iron ore from Canada were exhibited, most of which were collected by the 

3 Geological Survey of Canada, 1843. pp. 41-2. Canada poHsesses in the crystalline ores 
of the Laurentian rocks and in the iron slates of the Elastern Townships ** inexhaustible sup- 
plies of rich ores of this precious metal which may compare with those of the United States 
or with Sweden. It is from these maf^netite and red hematite ores, reduced bv charooal, that 
the finest iron of the world is manufactured ; and it cannot be doubted that skilled labor and 
capital will one day make the iron mines of Canada great sources of national wealth. " G«ology 
of Canada, 1S6S, p. 687. 

3 Accordmg to the Geology of Canada, 1863, the thickness of this bed is ninety feet, 
p. 673. 

4 Geological Survey of Canada, 1845-6, pp. 75-8 and 122-.3. Geology of Canada, 186S, pp. 
673^. 
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officers of the Geological Survey. This Provinx>e was represented by the fol- 
lowing exhibits : Large blocks of magnetic ore from Marmora, Madoc, Bed- 
ford, South Orcsby and South Sherbrooke, specimens of specular ore from the 
Wallace mine location, and a large block from the township of McNab. There 
were shown also samples of pig iron made from the ores of Belmont and Mar- 
mora by the Marmora Iron Company.^ Referring to the evidence which 
this collection gave of the vast supplies of iron with which the Province is and Sir WH- 
«nriched, Sir William Logan observed that it appeared to arrest the attention li<^m Lonn's 
of all. The British miner who is accustomed to follow beds of ore of six ^^^ *''"*" 
inches and one foot in thickness containing 30 or 40 per cent, of iron naturally 
regarded with surprise great blocks of it from beds of 100 and 200 feet in thick- 
ness, yielding 60 to 70 per cent, of metallic iron ; but the British smelter upon 
being informed that no mineral coal existed in the vicinity of the ore did not 
appear to apprehend that any competition would arise to interfere with the sup- 
ply to Oanada of those qualities of iron which are made in the Uiuted Kingdom 
from the deposits of the Carboniferous era. Some Sheffield manufacturers of 
steeL whose supply of iron was obtained from Sweden at prices varying from 
£10 to £33 per ton aooording^to quality, seemed desirous of ascertaining the 
cost that would be required to smelt liie magnetic oxide in Canada, and to 
them it was a question of the wages of labor rather than anything else, assum- 
ing the requisite skill to be introduced into the country, whether any com- 
petition could be established in favor of Canada, seeing that the ore and fuel 
in the two countries are the same. '' The superiority of Swedish iron for Superiority'o 
steel is unquestionable ; its character for such a purpose stands higher than that Swedish iroa. 
of any other country ; it is made from the magnetic oxide, and between the 
magnetic oxides of Sweden and some of other countries chemical analysis insti- 
tuted for the express purpose of comparison has, it is said, been unable to 
detect any difference. It might be supposed therefore that smelted with 
charcoal and generally treated in the same manner, there ought to be no 
essential difference in the quality of the iron. Experiment however does not 
prove this to be the case, and there may be some delicate difference (possibly 
the presence of rare metals in small quantities) which may yet have escaped 
the investigations of science, to account for the results. The ores selected 
for comparative trial may have been the produce of geological formations 
different from those of Sweden, but it is not likely that this can give the 
essential cause of difference, as even in Sweden the ores of different mines 
in the same geological formation, all yielding good steel iron, give differences 
of quality which are so uniform as to produce a regular and constant difference 
in price. The geological formations yielding the magnetic oxides of Canada 
and those of the United States, where they prevail in equal abundance, are 
identical, and it is probable they are both of the same formation as that of the 
Swedish mines. The practical experiments on Canadian ores are still so few 
that nothing can yet be proved from them. But in the United States the 
American smelter has been able to compete with the Swedish, only on this 
side of the Atlantic, and that with the assistance of a considerable protective 
duty.'' Referring to the general effect produced by the exhibit upon the 
minds of visitors, Sir William Logan remarked that the Canadian ores were 
examined with great care and attention by the agents of Russia, who were Effect of tht 
struck with wonder that such prodigious souice could be found in any country exhibit on 
but their own ; while the public in general, without taking into consideration ^.uropeaa 
the question of present application to profitable uses, seemed to regard the 
great beds of magnetic oxide as national magazines in which was stored up a 
vast amount of a material indispensable to the comfort and progress of man- 
kind, which it is always satisfactory to the inhabitants of a country to know 
is within their^reach and control should circumstances arise to render its 

5 Geological Survey of Canada, 1851-2, p. 39. 
3{M) 
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application expedient or necessary. Referring particularly to the specimens 
of specular ore from the township of McNab, Sir William reported that it 
was regarded as " a very beiMitiful ore, the uniform quality of which would 
render it one of much more easy fusion and management than the magnetic 
oxides, while it would probably produce an iron of excellent quality."^ 

Ores on the Rideau Canal. 

It was about this time that ^l r. Murray of the Creological Survey began 
to examine the country along the Rideau canal, and to report on occurrences 
of specular iron ore in the sandstones and conglomerates of the Potsdam 
formation in the ninth and tenth concessions of Bastard, where it extencb 
over a considerable area in thin layers. Although no evidence was observed 
of the fact, Mr. Murray expressed the opinion that in some portion of the dis- 
tribution the quantity of ore might be found to increase to a productive 
amount. " The concentration of the ore is greatest towards the middle of the 
bed, where nodules and patches of pure red hematite, running with the strati- 
fication, occur at intervals of a few inches, the thickness Uiey display not 
exceeding a couple of inches. About forty years since an attempt was made 
to mine the ore for the supply of a furnace erected at Furnace Falls, but the 
quantity in the locality worked was not sufficient to ((ive a profitable result. 
The Potsdam formation is similarly characterized on the twenty-third lot of 
the same concession of the township, and also on the ninth concession of Lans- 
downe, and the ferruginous deposit would thus seem to extend over a con- 
siderable area."^ Mr. Murray goes on to say that in the state of New York 
an iron ore of this description occurring under similar circumstances in the 
same formation has been made economically available, and in those parts of 
the district under consideration in which a deep red color characterizes the 
formation it merits attention. 

In the adjoining township of South Crosby Mr. Murray found a large 
body of magnetic iron ore on an island in Mud lake, not far from Newboro 
on the Rideau canal, which is described as a mass of considerable purity 
running northeast and southwest, apparently with the stratification, and hav- 
ing a breadth of about seventy yards.^ Referring to these locations six 
years later, ^ir William Logan stated that 2,000 tons had been mined by 
Messrs. Chafiey of Kingston and exported to Pittsburgh by way of the Rideau 
canal and lake Ontario, the price on board of lake craft being $2. 25 per ton. 
In 1854 the ore bed at Hull, ou the Quebec side of the Ottawa river, was 
opened and mined by Messrs. Forsyth 6i Co., iron smelters of Pittsburgh^ 
with the object of supplying ore to their own smelting works. It was trans- 
ported from Hull through the Rideau canal to Kingston, and thence shipped 
by lake craft to Cleveland, but Sir William Logan remarks that as the New- 
bero bed was much nearer to Kingston and more favorably situated for load- 
ing into canal barges, the ore from it could be placed at the shipping port at 
a lower cost, the eflect of which was that Forsyth & Co. began to take their 
supply from Messrs. Ohafiey. Daring the season of 1859 the quantity of 
Newboro ore exported was 4,000 tons, making with the previous year's export 
6,000 tons. " The trade in the ore," Sir William observed, ** has naturally 
excited a keen search for other deposits in favorable positions, and Messrs. 
G. Chaff ey and Brothers, who mine the South Crosby ore, have informed me 
that this search has been rewarded by the discovery of the continuation of the 
ore bed across the first and second lots of the sixth i*ange of North Orosby. 
They have also informed me that a deposit of ore has been met with on Black 



<5 Geological Survey of Canada, 1861-2, pp. 45-7. 

7 Geological Survey of Canada, 1851-2, p. 81. Th<! furnace here referrei to is the on» 
mentioned on p. 13 ante, the iirpt blabt furnace built in thin Province. 

8 lb. p. 60. 
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lake in the eighth lot of the fourth range of Bedford, and another one on the 
sixth lot of the third range. These may be a continuation of the bed which 
has been described by Mr. Murray in a previous report as existing on the 
twenty-first lot of the ninth range of the same township.''® In the Geology 
of Canada 1863 (p. 674) the ore of this mine is reported as forming a bed 
200 feet thick, running northeast and southwest in gneiss, adjoining the 
crystalline limedtone. 

A bed of limonite or bog ore was observed by Mr. Murray on lot twenty- 
one in concession seven of Bastard, which was found to be about two feet 
thick in one place, and bounded on one side by an escarpment of rock. Dr. Bog ore im 
Hunt describes it as very pure in appearance, and an a^ialysis showed it to* BasUrd. 
contain 77.80 peroxide of iron, .061 of phosphoric acid, 16.5 water and the 
remainder of sand and alumina.^^ 

BiLLiNQs' Estimate of Quantity. 

A remarkable paper bearing on the quantity of ore in some of the fore- 
going mines and properties appeared in the second volume of The Canadian 
Naturalist and Geologist by Mr. E. Billings, a gentleman who was for many 
years connected with the Geological Survey. Referring to the Hull mine on 
the Ottawa river, he described it as one hundred feet in thickness, instead of Estimfttetof 
twenty feet as had been supposed by Sir William Logan, and stated upon iron in ore 
the authority of Dr. Hunt that it contained about 70 per cent, of pure iron. ottowl^viOleT 
The limits of the mine had not at that time been traced, but Mr. Billings had and oMtem 
no doubt that this bed underlies the country for many miles in one continuous Ontario, 
sheet. ** It is not a vein filling up a perpendicular fissure in the earth's crust, 
but a bed lying between the strata of the formation. Where it is exposed it ™"^^' 
forms a dome and dips away in all directions. How far it extends cannot 
be ascertained, but granting that 500 fathoms is its limit each way, then it 
would contain 250,000,000 of tons of pure iron." This mine is situated five 
miles from the city of Ottawa, on the Quebec side of the river. Of the Crosby Cro«by mine, 
mine on tbe Kideau canal Mr. Billings said : " This bed is said to be nearly 
200 feet thick, and should its yield be as great in proportion as that of the 
Hull mine, it would contain in a superficial area of 1,000 fathoms 500,000,000 
of tons of pure iron. This enormous bulk of metal can scarcely be conprehended. 
Were the whole iron mining force of Great Britain and the United States at 
work for one hundred years upon such a deposit, they would not, at their 
present rate of production, exhaust it." Then as to the deposit in South 
Sherbrooke, he described it as a bed GO feet in thickness, and estimated its g^^^ qyiw 
probable contents at 100,000,000 tons of pure iron. Of the specular iron ore brooke and 
location in the township of McNab, he said : "The bed is twenty -five feet thick, McNab bedi. 
and contains perhaps 50,000,000 of tons to the 1,000 fathoms square. It is 
situated about one mile from the village of Arnprior, thirty miles from the 
city of Ottawa, and in the midst of an abundance of water power." After 
noting that the beds from which the Marmora iron works were at that time Marmora 
supplied might be estimated as containing 100,000,000 tons, Mr. Billings pro- ores, 
ceeded to say : '* We h&ve therefore in the above five beds in round numbess 
1,000,000,000 of tons— a quantity sufficient to yield 1,000 tons of iron a day 
for 3,000 years, could furnaces be erected and kept in operation capable of 
smelting that quantity. And as the deposits above-mentioned are only a part 
of the known iron wealth of the Province, and in all probability but a small 
proportion of that which is at present unknown, but must be brought to light 
as the Laurentian region becomes settled, it is clear that we may safely con- 
sider the stores of this metal inexhaustible."^^ Mr. Billings spoke with the 



t 9 Geological Survey of Canada, 1858, pp. 47-8. 
lOGeolo^cal Survey of Canada, 1851-2, pp. 82 and 105. 
11 The Canadian Naturalist and Geologist, vol. ii. first series, pp. 23-4. 
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authority of an old officer of the Survey, and although his fame rests upon 
studies made in anotfapr department of the work of the Surrey, viz., palaeon- 
tology, it cannot be sii^poeed that he made such ex]^icit reference to the 
possible supply of ore in the localities mentioned without careful examination 
and inquiry. Tet in view of the pitiful results of mining operations at Hall 
and South Orosby, it may well be questioned if in respect to his estimates of 
quantity, description of quality and claim for economy of working, there is not 
an air of extravagance. One can hardly credit the possibility of the existence 
of the equivalent of 500,000,000 tons of pure iron on the line of the Ridean 
canal, which could be mined, loaded upon canal boats, delivered at Kingston 
• and transferred to lake vessels for Cleveland or Oswego at $2.25 per ton, 
when iron ore was selling for $6 per ton at Pittsburgh, and ytit such a mine to 
lapse into idleness. Even at present prices and in the £soe of a duty of 75 
cents per ton, its working ought to yield a (^ood margin of profit. I am not 
aware thiit Mr. Billings' estimates of the quantities of ore in theee localities 
have ever been disputed. But we shall see ^rther on why the Ohaffey mine 
failed to realize expectations. 

The Hastings and Fbontinac Districts. 

The existence of iron ore in the districts north of Kingston, Bellevilie 

and Cobourg was known at an early period in the history of the country, and 

we have seen that as long ago as 1823 a blast furnace was erected in the 

township of Marmora to smelt ores taken from the Big Ore bed at Blairton. 

Frequent references to the occurrence of magnetic iron ores in those localities 

are made in the early reports of the Geological Survey, yet it was not until 

1852 that the region was visited by an officer of the Survey. In that year 

Mr. Alexander Murray explored the country lying between the township of 

Bedford in Frontenac and the river Severn ; the object being, as stated by Sir 

William Logan^ to trace the general outcrop of the lower fossiliferoua looks 

along the more mountainous metamorphic group which comes from beneaih 

^P^^.^° ^^d ^®™ ^^ ^® north, and to ascertain the nature of the economic materials aaao- 

•pecnlar ores ciated with both at moderate distances from their junction. The following 

ol the ref^on account of the occurrence of magnetic and specular iron ores in the region 

by Murray, traversed by him is taken from Mr. Murray's report : 

" Ores of iron are very generally disseminated through the rocks of the 
Laurentian group, and when existing in large workable masses appear to be 
usually either in contact with or at no great distance from the crystalline lime- 
stones. The localities where the magnetic oxide was chiefly met with were 
in Bedford, Madoc, Marmora, Belmont and Seyn^our ; and although the 
information received by me from time to time makes it appear probable there 
must be many more places where it abounds, I did not see except in theae 
townships any instance where the material was in sufficient quantity to 
warrant the experiment of working it. One of the localities visited was on the 
. _ 21st lot of the ninth concession of Bedford, where the magnetic oxide occurs at 

^^ ' the foot of a ridge of gneiss, associated with a s^reenish rock consisting of an 
aggregate of greenish felspar, and numerous large prismatic crystals of greenish 
hornblende in a pale fawn-colorod calcareous base. The bed to which it belongs 
is not well exposed as it lies in a hollow, the greater portion of which at the 
time I was there was covered with growing grain ; but its presence was indi- 
cated in the same position and associated with the same minerals by the frag- 
ments strewed upon the surface for about a quarter of a mile in a northeast 
direction from where it was first seen. To the westward there is a fatult 
running north 25^ west and south 25? east which throws the ridge of gneiss 
abouc 150 yards to the southeastward on the southwestward side ; but 
although a careful search was made for the continuation of the ore, bo^i in 
the direction of the dislocation and on the southwestward continuation of the 
ridge, it was nowhere found. The bed of ore did not appear to be over three 
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or four feejt thick. Immediately on the southeast of the ridge crystalline 
limestone oomes in with its associated beds, dipping on the average northwest 
at an angle of 30^. Another exhibition of the ore occurs in Bedford, near 
the northeast end of Bob's lake, supposed to be in the twenty-6fth lot of the 
fifth concession. It was found in small fragments near the foot of a ridge of 
crystalline limestone, but nowhere in place, and is probably of no economic 
importance. ^^ 

*' I was informed by an Indian that iron ore had been found a little way 
to the north of the portage, about half way between a place called the Beaver j^ oiden. 
Bam and Gross lake in Olden, but although a whole day was expended in 
the search it was nowhere found, except in small specks or crystals in the 
felspathic rock of the country. 

*< The deposits of irbn ore in Madoc, Marmora and Belmont, some of which 
have long been known and have been worked will probably hereafter become 
of great commercial importance. The ore, which was formerly smelted at the 
village of Madoc by Messrs. Seymour & Ca, and produced an excellent quality 
of iron, was mined on the eleventh lot of the fifth concession of the town- 
ship. The bed appears to run through a black, soft, micaceous rock, and In Madoc, 
holds a course which, as far as it was traced, was about west by north and q^|^*^'^ 
east by south, while the slope of the bed, which is towards the south, was 
between seventy-five and eighty degrees. #The greatest observed bi^eadth of 
the bed appeared to be about diirty feet, and its average would probably not 
fall short of about twenty feet. A material similar to the soft, black, micaceous 
rock, which accompanies the bed of ore on each side, appears every now and 
then to cut it diagonally in thin belts. In one place the bed is said to have 
been thus cut at distances of from every three to ten feet, and in another 
there was an unbroken part with a length of fifty feet The ore is very 
black and very fine-grained, and while the whole body of it is magnetic, 
some portions of it have polarity, one end of a fragment repelling and the 
other attracting the north end of the magnet When the ore is bruised LoAdstone. 
with a hammer on these portions of the bed, or on fragments taken ht>m 
them, the particles adhere to one another and stand up on the mass as they 
would on a magnet, the ore being, in short, a natural magnet or loadstone. 
The portions which have polarity appear to run across the ore-bed at right 
angles. Nodules of actinolite or green fibrous pyroxene, made up of radia- 
ting crystals, are disseminated in the ore, and yellow uranite is found invest- 
ing small cracks. I was informed that in the general direction of the bed 
traces of ore have been met with twice to the eastward, in the tenth lot of 
the sixth and the ninth lot of the seventh concession, and to the westward in 
the twelfth lot of the fourth concession, the distance between the extreme 
points being about two miles. 

** On the eighth lot of the first concession of Belmont is situated the bed 
of magnetic oxide which yields the •re formerly smelted at the Marmora 
iron works. It is commonly known as the Big Ore bed, and has usually Big Ore bed, 
been called a hundred feet thick : it appears however not to be a sinde or Blairton 

miDe in 

bed, but a succession of- them, interstratified with layers of greenish talcose Belmont. 
slate and crystalline limestone, occupying a breadth across the strike and 
back from Grow lake, into which it obliquely runs, of about eight chains. 
The general strike of the strata appears to be about south 40^ east, and 
the slope towards the northeastward from 25^ to 50^. At one place, on a 
surface of greenish colored mica slates, underlying coarse disintegrating 
crystalline limestone, the dip was north 62^ east at an angle of 50^ ; but 

12** On the twenty-iirat lot of the ninth range of Bedford » bed of magnetic iron ore three 
or four feet in thickness occurs at or near the junction of the gneiss with the crystalline lime- 
stone. Depxjsits of this ore are also said to have been recently di8covered on the sixth lot of 
the third range, and on Black lake in the eighth lot of the fourth range of the same town- 
nhip ; but no details are yet known with regard to them." Geology of Canada, 18A8, p. 674. 
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Burroiinded by the strong magnetic attraction of the ore bed, th^ coinpaa 
ooold not be relied on as giving a true bearing. Grjrstalline limestone OTor 
lies the mass, and the first hundred feet of the metalliferous strata show i 
▼ast bulk of ore, the upper portion of which chiefly was mined for smelting 
Of the lower part, thirteen feet towards the bottom were also mined, bu' 
not to the same extent. Associated with the ore and the taloose alatei 
accompanying it, diallage rock and serpentine occur, and a pale green rock 
translucent on the edges, and harder than serpentine, deriving its oharactei 
from the presence of pistachio green epidote ; through this green rock th< 
ore is usually very thickly disseminated. The upper metalliferous beds suffei 
in quality from the presence of iron pyrites, from which the lower bedi 
appear to be wholly free, thus yielding a much finer quality of ore. Thii 
part of the mass was not resorted to while the smelting works were in opera 
tion, until a short time before they were abandoned ; but when the ore fron 
it was used the daily yield of iron, I am informed, was increased in thi 
ordinary process of smelting from three and a half up to four and a half anc 
five tons.^^ 

" On the north side of Orow lake, about 300 yards from the shore, oi 

the twelfth lot of the third concession of Marmora, magnetic oxide of iroz 

occurs, thickly but irregularly disseminated in a pale green epidotic rock 

BoriS^oirc* w *^™^^*'' *^ some portions of the rock of the Big Ore bed. At the time thi 

lake. Marmora works were last in operation an opening was made at this plaoi 

which shows a breadth of twenty to thirty feet, all of which contains th< 

ore, sometimes distributed in patches in the direction of the stratification 

and sometimes in large irregularly shaped lumps and solid masses. The bee 

runs nearly east and west, apparently dipping south, and was readily tracec 

for about 300 yards to a clearing, where it terminates in a sharp cliff. Sucl 

of the ore as was used at the works is represented to have proved of excel 

lent quality, and to have added considerably to the daily yield of smeltec 

metal ; it seems to be peculiarly free from pyrites. The rock along the nortl 

shore of Crow lake is frequently of the pale green color and epidotic charac 

{j ter which marks this ore bed, and has grains of magnetic iron diffosec 

through the mass, from which circumstance it appears probable that the ore 
bearing portion is continuous, although it may not in all places be equally 
productive. The course of this ore westward would at length carry it to ai 
intersection or junction with the northwestward course of the Big Ore bed 
and the dip of the one bed being south and the other northeast, it aeemi 
probable that they may prove to be different parts of the same bed on th< 
opposite sides of a synclinal form.^^ 

" At Allan's mills, on the twenty* fifth lot of the twelfth concession o 
Seymour, where the dome of Laurentian rock protrudes through the fossil 
iferous limestone, magnetic iron ore is thickly disseminated in the rock ove 
all the area exposed, which is about two or three acres. The rock on th< 
In Seymour. ^^^^ bank of the river appears to be a conglomerate of the Ijaurentian series 
in which the presence of rounded forms supposed to be pebbles is perceptibl 
on the smooth polished surfaces, where they display various colors ; but 
these pebbles, when the mass is broken across, are so intimately blended witl 

13'* Many years ago a blast furnace was erected at the village of Marmora for th 
purpose of smelting the ore from this deix)sit, and iron of a superior quality was maDufa< 
tured. More recently difiPerent companies have for short periods made renewed attempts t 
smelt the ore with very satisfactory results so far as the quality of the metal was cov 
[ cerned. The distance of the place from a shipping port wjs however found a seriou 

'' obstacle to succeu, and the furnace is for the present abandoned.'' Geology of Canada, 18(52 

p. 676. See also pp. 14-22 of tliis Report. 

14'* An opening which has been made here exposes a breadth of from twefity to thirt 
feet, through which the ore is irregularly disseminated in lumps and masses running wit 
the stratification, which is nearly etst and west, and apparently with a southward dip. Tl 
bed was traced for about SCO yardn to a clearing, where it terminates in a sharp cliff 
Geology of Canada, 1868, p. 675. 
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the matrix as to seem almost perfectly homogeneoas with it ; the iron ore in 
the conglomerate is disseminated only in small crjrstals and thin strings at 
wide intervals, but the succeeding rock, which seems to overlie it (the dip 
being to the southeast), and is a strong and tough mixture of whitish felspar 
with dark green pyroxene, yellowish-green epidote and occasional patches of 
red felspar, holds magnetic iron ore in considerable quantity. The breadth 
of the ore-bearing portion is at least thirty yards, and the run seems to be 
nearly parallel with the river ; but although the distribution of the ore is 
pretty general, it scarcely appears to be in sufficient abundance, so far as may 
be judged from surface specimens, to be worked with advantage. 

" There are other places in Marmora and the adjoining townships where 
iron ore has been found, and some that have been partially worked, one of 
which was on the ninth lot of the eighth concession of Marmora, in which a Indicatioof 
:finegrained hematite in patches constitutes the ore. Near the ore bed are of hematite 
large loose masses of rock with dark red garnets in cavities or druses associ- o^en."^^ 
ated with pyroxene and calcspar. Specular oxide of iron is known to exist 
at some place near the Deer river, north of Belmont lake. I procured a few 
specimens of it from a person who had been diligently working the ore under 
the delusion that it contained from forty to sixty per cent, of rilver. What 
the character of the vein or bed in which it occurs may be it is not in my 
power to say, as I did not succeed in finding the place, nor could I get any 
satisfactory account from those who had visited it. In almost all parts 
visited this year, but more especially in the back settlements, a great number j. . . 
of the inhabitants are possessed with the delusive belief that the precious beliefs of the 
metals abound among the rocky ridges of the Laurentian country, and that posBesBion of 
they by their own individual exertions are capable of realizing vast wealth, ^^u^ 
Iron pyrites, mica, plumbago, specular iron, galena and other bright or metal- 
lic substances are indiscriminately collected, barrelled and buried in the 
woods, with the full impression by those engaged in such business that they 
have stored away so much gold and silver ; and although every second person 
met with had a specimen of some sort to present, with anxious enquiries as to 
its nature, hardly a single individual could be found who was willing to give 
the smallest information as to its locality. It was in vain to argue with such 
persons that the consequences of a proper examination might possibly be more 
advantageous to the common interest than anything they were likely to 
accomplish in secret and unassisted ; such an argument was only regarded as 
the result of a governmental scheme to deprive them of their imagined wealth ; 
and an appearance of anxiety to procure information only rendered their 
fiecrecy the more profound. 

** The specular oxide of iron was seen during the season's examination in 
a few places, but in no one instance in anything like sufficient quantity to be 
of any economical importance. ''^^ 

Macfarlanb'3 Rkport on* the Hastings District. 

A second report on the geology of the Hastings district was made by 
Thomas Macfarlane in 1865, when several locations reported upon by "Mr. 
Murray were again examined, together with some others not previously 
known. Among the beds of magnetic iron ore which Mr. Macfarlane found 
to occur in large or apparently remunerative quantity are those on the follow- 
ing locations : Lot 3 in range 5 of Elzevir, 19 in 1, 11, 12 and 17 in 5, and 
25 in 6 of Madoc, 13 in 3 and 6 in 9 of Marmora, and 7 and 8 in 1 of Bel- 
mont. 

Referring to the Seymour bed, Mr. Macfarlane says the strike of the ore 
is almost at right angles with the rock of the neighborhood, which perhaps is rpi^^ Seymour 
owing to the proximity of the granite. The overlying rock is chlorite slate, bed. 

I'Geological Survey of Canada, 1852-3, pp 137*42. 
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and chlorite also occurd intermixed with the ore. A great part of the ore ia 
solid and free alike from rook and pyritous imparities. The same bed is sup- 
posed to continue through lots 9 and 10 in the sixth range, 8 in the seventh 
and eighth and 12 in the fourth, but no deposits of importance were found 
on these lots. 

On lot 19 in the first range of the same township a partially exposed bed 
was observed which had an apparent thickness of twenty-five feet, but it 
could not be accurately measured. The compass was found to be quite useleaa 
near it, varying very greatly from a due north line on approaching the deposit 
and as much as 90 degrees when immediately over it The ore was stated to 
be in great part pure and solid, but some of it contained iron pyrites. 

Referring to the Big Ore bed of Belmont, Mr. Macfarlane observed that 
a very considerable part of the difficulty experienced in treating the ore from 
this mine at the Marmora furnaces must be attributed to the fact that no 
attempt was made at sorting it, in consequence of which it contained too 
large a proportion of pyrites. '* The substance which principally forms the 
matrix of the ore is a pyroxenic greenstone, the nature of which was not all 
taken into consideration in the metallurgical treatment of the ore. It doubt- 
less contained comparatively little silica, and required probably little or no 
limestone to fiux it. On the other hand, its poverty in alumina would ren- 
der the addition of clay or lime of much advantage in its treatment in the 
furnace." There were two principal openings at this mine about 250 feet 
apart, the dip in the most northerly, which is the principal one geologically,, 
being 60° north-eastward, and in the other 80^. 

The bed on lot 6 in the ninth range of Marmora, known as the Marsh 
ore bed, has the same strike as that of the Big Ore bed, namely, northwest 
and southeast, and the dip is 50^ northeastward. Much of the ore was found 
to be pure and solid, but a large quantity of it was contaminated with iron 
and copper pyrites. 

Several beds of hematite ore were also reported upon by Mr. Macfarlane 
as occurring in the townships of Madoc, Elzevir and Marmora, but none of 
them in large quantity. ^^ 

Abch.«an Rocks of Eastern Ontario. 

Mr. VennorV The first detailed examination of the Archaean rocks in the eastern part 
nmrti on the of the Povince, and the economic minerals which they contain, was b^ipin by 
jl2Jjj2J^ Mr. Vennor in 1866 under the direction of Sir William Logan, and was con- 
lake to the tinued for a period of ten years. The territory surveyed by Mr. Vennor 
Ottawa river, extends in an easterly direction from Marmora lake through Hastings,. 
Addington and Frontenac to the Rideau waters in the northwestern corner of 
Leeds, and thence northerly through Lanark and parts of Renfrew to Allu- 
mett island in the Ottawa river. The rocks lie in a series of troughs running 
with the course of the belt, and from the various reports made upon them 
it is apparent that their geological relations are not easily understood. In the 
earlier reports they were described as belonging to the Laurentian system. Mr. 
Vennor at first was disposed to classify them as Laurentian and Huronian, 
and subsequently as a new series to which the name Hastings was given. 
Other classifications of rocks were also made in the course of his work, especi- 
ally in the county of Lanark ; but in the final report, reviewing the whole 
field of exploration, the general conclusion arrived at was that they consisted 
of two divisions, the lower composed of gneiss and syenite and the upper of 
gneisses and crystalline limestones. The latter he described as occurring 
altogether upon the southern side of the belt, and dipping under the lower 
Silurian formations which cover the country southward to the St. Lawrence. 
Mr. Vennor was also of opinion, from his first year's observations in Hastings, 
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l<5 Geological Survey of Canada, 18(^-6, pp. 97, 103. 
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that the mftgnetio iron ores were included in hornblendic and pyroxenic rocks 
which constituted the second of the three divisions into which ^e formations 
of Hastings and Addington were grouped ; but examinations upon other parts 
of the field proved that this conclusion was not tenable. It follows therefore 
that the theory interwoven into the first extract which follows id not to be 
entertained. It may be indeed that the occurrence and origin of iron ores in 
this district must be studied anew before a theory can be adopted which 
would possess practical value for the explorer and the miner. Mr. Eugene 
Coste, who sp^nt the seasons of 1884-5 in Hastings and the adjoining counties 
north and west of it, arrived at the conclusion (at variance with the views of 
Logan, Hunt, Harrington and Vennor) that both the iron ores and the 
apatite found in the Archseui rodks are of igneous or eruptive origin, which 
is important if true. But his report and geological map have not yet been 
issued, althoui^h their early publication was promised several years ago.^^ 

In the report of 1866-9, after three years of work in the Hastings and 
Addington fi^ld, Mr. Vennor thus describes the occurrence of iron ores in the 
townships of Madoc, Marmora and Belmont — his three divisions of rooks, 
A, B and c, beinic premised : 

'* The deposits of iron ore in Madoc, Marmora and Belmont, which occur i^^^ ^^ ^ 
in the ferriferous band at the base of the greenish hornblendic and pyroxenic Madoc, 
rocks, have been alluded to in several of the early annual reports of the survey ; jgLV^'i ^"^ 
they have also been noticed in the General Report on the Geology of Canada 
for 1863, pp. 675 and 676, and again in greater detail ,in Mr Macfarlane's 
report for 1866. In these various reports however they have been described as 
separate local deposits, a sufficient number of facts not having then been accu- 
mulated to unite them in one continuous horizon. But having during the last 
three seasons, in accordance with your instructions, examined them more in 
detail with relation to the rocks in which they are enclosed, I have been able 
to satisfy myself that, with one or two unimportant exceptions, nearly all the 
deposits of magnetic oxide in the district will be found in the present di vi- The ores in » 
sion [b], beijfg sometimes its only representative. As the deposits of irom oontinnotn 
ore already known in this zone are of economic importance, and as other ^"''^°* 
yet undiscovered masses of a similar character may exist, I shall, with a view 
of aiding the search for them, here give a somewhat minute description of the 
course in which it appears to me they will be found to run. 

** The Seymour ore bed is situat^ on the eleventh lot of the fifth range of ^ ^^^ ^^ ^^^ 
Madoc, where the associated hornblendic and pyroxenic rocks, and certain traced from 
chloritic slates there occuring, are well displayed. Their course from this lot tbe SeymoAr 
is alK>ut 8. 65^ E. (mag.)i and passing through the tenth and ninth lots of the ^ ^d 
sixth range, and the eighth and seventh of the seventh range, along which 
course the ore is almost continuous, it becomes partially covered up by the 
unconformable Lower Silurian limestone ; but turning over the axis of an 
anticlinal it can be traced curving through the seventh, eighth and ninth lots, 
and part of the tenth in the eighth range, whence it strikes n. 65^-70^ w. 
(mag.) through the tenth, eleventh and twelfth of the seventh range, and thence 
through the thirteenth, fourteenth and fifteenth of the fifth range. On 
the last named lot a deposit of magnetic ore occurs perhaps next in importance 
only to the Seymour bed, and it is worthy of note that its place here is 
exactly opposite to this bed and on the other side of the anticlinal mentioned, 
on the crown of which occurs' a coarse red syenitic rock, (a 1) which has been 
before referred to. From the seventeenth lot of the Mih range the course of 
the iron-bearing rocks gradually tends westerly, and would appear to pass 
through the seventeenth and eighteenth lots of the fourth range, the eighteenth 
of the third and the eighteenth and nineteenth of the second and first ranges. 



17 I leara from Dr. Selwyn that the ddlay his ocsurred thr«.> igh failure of Mr. Coste to 
furnish his n^port on the diatrijt. The m ip was printed 8overaI yp^irn ago, ** but it has bein 
Teservdd, daily expscting the report which oupht to accompany it-," 
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On these last named lots in the first range the ore is probably again in con- 
siderable quantity, but the traces of it occur only in loose masses in the soil, 
the ore in place being apparently at a considerable depth beneath the snr£aoe. 
From these lots the band runs into the township of Marmora, and, changing 
its direction, trends southward, keeping almost immediately to the east of the 
Moira river, the course of which might almost be said to denote its further run 
through this township. On the nineteenth and eighteenth lots of the eleventh 
range this iron zone is represented by rust-stained slates, holding some con- 
siderable beds of yellow sulphuret of iron with traces of magnetic iron ore, 
and here it is closely associated with a large mass of coarse white granular 
limestone. Thence it runs southward through the tenth, ninth and eighth lots 
of the ninth range, where the McOallum iron' ore bed, mentioned in an early 
report, is situated ; while farther southward its course is indicated on the 
sixth and seventh lots of the eighth range, by the occunence of the Marsh 
ore bed. A short distance beyond these last lots the ferriferous belt must 
run under the main body of the Silurian limestone lyinn to the south and to 
the east, where it is lost sight of. But while thus covered it appears to change 
its course, and bearing westward emerges at Marmora village, where the 
green homblendic and epidotic rocks are marked by traces of magnetic iron 
ore, and hold veins of red hematite. These rocks are seen running into Crow 
lake, under the waters of which, and under the adjoining unconformable over- 
lying horizontal lower Silurian limestones, the greater part of the strata of 
this dividon are concealed. The north shore of the lake however gives evi- 
dence of the course of the belt in the Kean ore bed, which occurs on the 
thirteenth lot of the third range of Marmora, and in an exposure protruding 
through the Silurian limestone on the sixth lot of the first range of this 
township. The Big Ore bed, on the south shore and western extremity of the 
lake, in Bf Imont, belongs to the same belt, and is probably brought up on a 
third line of elevation to the westward. 

** Northeastward through Belmont no very large exposures of the ore 
have yet been observed ; but deposits may still be found between Crow and 
Belmont lakes, along the western shore of the latter, and up the valley of the 
Crow river, as well as on Deer lake, about the twenty-fifth, the twenty>sixth 
and twenty- seventh lots of the second and third rang;es. The exposure at 
Allan's Mills, on the twenty-fifth lot of the twelfth concession of Seymour, 
noted by Mr. Murray in his report for 1852 53, has probably some relation 
to the turn which occurs in the course of the belt in Belmont lake, but 
whether united by a continuous outcrop, or separated on the opposite side of 
an anticlinal form, the overlying Silurian limestone prevents us from 
deciding. 
Traciog the '* Returning to the Seymour bed in Madoc, with the view of tracin^i; this 

belt Mstward ijelt eastward, we find very few deposits of the ore of any extent. On this 
Tom Seymoar ^j^^|£^jjj ]q^ q£ ^Jj^ fourth range we have a small bed of magnetic iron ore, and 
again on the sixth lot of the third range, beyond which, southward, the belt 
runs under the Silurian. At the eastern end of Hog lake, on the Moira river 
at Downey's rapids, magnetic iron ore is again met with, and finally in Elze- 
vir, on the third lot in the fifth concession, where it occurs in a bed front two 
to three feet thick enclosed in a steatitic material, as mentioned by Mr. 
Macfarlane in the report of 1866. 

'* Where the rocks of division b are brought up in the northwest quarter 

of MemIoc magnetic iron ore has been found on the twenty- fifth lot of the 

sixth range of Madoc, where a small bed occurs dipping to the northeast at 

an angle of from forty to forty-five degrees. The only other locality is in the 

A bt^lt from extension of the belt farther north, on the fifty-fifth lot on the west side of 

wi^^tiito^^ the Hastings road in Tudor, where it is associated with gneiss and granular 

Tudor. limestone (a3 and a4). This last locality has not been mentioned in any of 

the previous published annual reports, but samples of the ore were seat by 
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joQ to ihe London Indastrial Exhibition of 1862. The ore would appear to 
be of excellent quality, although more or less mixed with graphite. The 
breadth of this bed oonld not be determined, owing to the wood-covered con- 
<lition of the country, but from the large masses of ore scattered about in the 
vicinity there is little doubt that it occurs in abundance. 

** It is probable that other beds of this ore will yet be found along the 
•course of the rocks b, whose distribution has thus far been partially pointed 
out, and will be further understood from the description to be given of the 
next overlying division c, at the base of which this ferriferous belt occurs.'' 

Referring subsequently to the Belmont ore bed, Mr. Vennor states that ^^''{^^ ^^ 
in 1857 an American company was established for the purpose of working the siaii^miue. 
property, and that after trials of several parts of the band the portion near 
the base was found to be of suitable purity for smelting. Three hundred 
men were employed in mining and sorting the ore that year, and towards the 
end of the season one hundred and fifty tons a day were carried by rail to 
Oobourg and there shipped to the American side where it was smelted at 
Pittsburgh. A few hundred yards southeast from the main work another 
excavation was made on what was called the Sandpit bed, from which a very 
pure ore was obtained. The ores raised from both mines were "Sorted into 
three grades, the two highest of which were selected for exportation, while 
the third was left on the ground for future disposal. ^^ 

In 1870 Mr. Vennor continued his survey eastward through portions of Survey of 
Addington and Frontenac, and while still classifying the rocks under the ^^pj*^^ 
three divisions already referred to, he was able to summarise them briefly as tenac: olaao' 
follows, in ascending order : fication oC 

A. Gneiss, fine, syenitic, with crystalline limestones and magnetic iron ^^^^ 
ores ( Lauren tian; ; 

B. Diorites and diabases, passing into chlorite schists, often epidotic with 
steatite, and with magnetic and hematitic iron ores (probably Huronian) ; 

c Dolomites, argillaceous, calcareous and micaceous schists, with gneisses. 

Here it will be observed that iron ores are found to occur in the first 
division, differing in this respect from the occurrence of those ores in the 
Hastings district, and indeed Mr. Vennor states that the second division 
afforded no iron ores in the region examined during the season of 1870 ; they 
were found closely associated with the limestones division. 

Besides other localities previously referred to, in which ores were found in Tracing a 
the township of Bedford, was one known as the Howse iron mine on lot 4 in ^It '^^ 
the first concession, where a bed of solid magnetic ore had been uncovered for in^BedfOT?^ 
about twenty -five yards across the s^ke. Fifty tons was raised from this to North 
mine in 1869 for shipment to Charlotte, N.Y., and the ore was found of good H1^**^m^'' 
quality. In the following year 100 tons was mined and drawn to Westport '^ °^ ^^ 
on the Rideau. Northeastward of the Howse bed magnetic ore was again 
found on lot 6 in the third and lot 8 in the fourth concession of the same 
township. These localities are referred to by Sir William Ix^n in the 
report for 1858,^^ where it was conjectured that they would be found to con- 
tinue to one on lot 21 m the ninth concession noted by Mr. Murray in his 
report for 1852-3. This supposition Mr. Vennor was enabled to verify 



iSGeoIogical Survey of Canada, 1866-9, pp. 150-2 and 161. Dr. Sterry Hunt in the same 
jreportj p. 258, states that much of the ore shipped from this mine to PittsbuT|f was found to be 
objectionable on acoount of the oonsiderable proportion of sulphur which it contained, but 
that the Sand-pit bed yielded a much purer ore. Mr. J. L. Aunger of Blairton has sent me the 
following note under date of December 8 concerning the present condition of Blairton mine : 
** It is the most strange thing I know to see this mme, with its half -million tons or more nf 
iron ore within three miles of the Canadian Pacific Railway lying idle, and parties passing 
it bv going 40 miles or more from a railway looking for iron ore. If the same body of iron 
could he placed 40 miles in the woods where attention is given to seeking for minerals it 
would take well, and the first thing would be, * Now then, for a railway to it.' I know what 
I am writing as to the quantity of ore in this mine, and don't fear to meet it in print." 

19 See p. 86 ante. 
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having traced a zone of the iron -bearing rock from the Howae mine to lots 
20 and 21 in the ninth concession of Bedford and thence northeastward to lot 
19 in the eight concession of North Orosby at Spectacle lake, a distanoe of 
fifteen miles. 

A deposit of magnetic ore on lot 27 of the fourth concession of Nortt 
Crosby seemed to Mr. Vennor to be a most valuable one, and it would appeal 
to form the first of another series of similar deposits stretching northeastwardly 
through South Sherbrooke and Bathurst. The ore is a fine crystalline 
magnetite, and the openings showed the existence of a large amount. Ezploor 
ations of the property were made in 1868 under direction of the owner, Hon. 
George W. Allan, and about 100 tons of ore was raised, but the untimely 
death of the miner in charge caused the work to be discontinued.*' 

On lot 14 of the first concession of North Orosby there is apparently a 
bed or belt of magnetic ore parallel to Mr. Allan's deposit, known as the 
Foumier mine, and on lot 3 of the same concession is the Bygrove mine. The 
latter had heea opened during 1869 by Mr. George Oliyer of Perth, whc 
mined about 150 tons of a very fair quality of magnetic ore. Other occur- 
rences of iron ores were found on lots 17, 18 and 19 in the third concession 
of this township bordering on Ohristie's lake, and again on the 10th and 11th 
lots in the eighth concession of Bathurst, which had been worked to some 
extent by a Perth company. On the last mentioned lots the magnetic ore 
was found to be much mixed with a fine crystalline green apatite. 

On the east half of lot 1 in the fourth concession of Dalhousie a valuable 
deposit of hematite ore was opened in 1866 and was worked for several years. 
The bed is described by Mr. Vennor as averaging seven feet in width in a 
band of crystalline limestone, and dipping at an angle of 45^ to the south- 
eastward. Six shafts of eight by ten feet and varying from 20 to 68 feet ic 
depth had been sunk by November, 1871, and about 10,000 tons of ore was 
raised. The ore was drawn to Perth, a distance of twelve miles, in summei 
at $1.75 per long ton, and in winter at $1 ; from there it was taken by rail 
to Brockville and thence shipped to Cleveland, where it was laid down at a 
cost of $5 per ton. The ore was claimed to average 60 per cent, of iron, 
according to numerous analyses made in the United States, but six deter 
minations in Canada afibrded an average of 57 per cent., with about .02^ 
phosphorus.^ 

In a note upon the Chafiey mine in South Crosby to which reference hai 
already been made, Mr. Vennor found in 1871 that two excavations had been 
made to a depth of thirty feet in a solid bed of magnetic iron ore, and during 
that year, with twelve men employed, 3,500 tons of ore was raised and 
shipped to Cleveland via Kingston. At the mine this was worth $2.25 pei 
ton, and delivered at Cleveland it brought from $6 to $6.50 per ton. The 



30 In a letter received from Senator Allan that ^ntleman says: *' Unforkmately the 
person I employed, a Mr. Otey, was taken suddenly Ul and died without making any full 
report as tc the nature and extent of the deposit. Since then I have not taken any steps tc 
have the property further developed. Iron mining except in a few places had fpone down. 
My property labored under the disadvantage of being five miles from water oommunicatioo 
at Newport, and at that time there was no railway passing near it, and so I have allowed it 
to remain, being satisfied that whenever iron mining revived and was carried on extensively 
my property would come into play." In the Report of 1866-9 Sterry Hunt gave an analysii 
of the ore, showing it to contain 64.9 metallic iron, 1.03 titanic add, 1.3S alumina, .82 lime, 
.84 magnesia, .007 phosphorus, .120 sulphur, traces of oxide of manganese, and 5.25 insol 
uble matter, chiefly quartz, with a little black mica and green pyroxene. Dr. Hunt says : 
*' This is a very fine and valuable ore, and the deposit would seem to be worthy of careful 
examination." 

21 Geological Survey of Canada 1870-1, pp. 312-4 ; also do. 1871-2, n. 122. *'The pro 
duction from February, 1872, to the end of February, 1878, was forwarded to Perth at $1 
per ton, in loads which averaged three and three-quarter tons ; thence to the Rideaa 
canal at 60 cents ; thence to Kingston at $1.25 to $1.50, and thence to Cleveland at from $1 
to $1.50. The total production from 1870 to 1873 has been rather over 11,100 tons. The 
wages of the hands employed have varied from 80 to 90 cents, per day, with board. *"— 
Vennor s Report for 1872-8, p. 177. 
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cost of carriage to Kingston, a distance of 44 miles over the Bideau canal, was 
75 cents per ton. About one hundred rods north-northeast from the 
<Xiaffe7 mine, and on a continuation of the same bed, is the Yankee or 
Matthews mine, upon which work was commenced in 1860. The opening 
made here had a depth of 40 feet in 1871, during which year fifteen men 
were employed, 4,000 tons of ore was mined, and 3,300 tons sold and shipped to 
Cleveland, where the price obtained was the same as for ore of the Ohaffey 
mine. The total amount of ore sold and shipped to Cleveland from these two 
mines for the two years 1870 ai^d 1871 amounted to 14,520 tons. 

Referring to the quality of ores from these and other mines in the locality, 
Mr. Yennor made the following notes in his report : 

" Samples of ore from the Chaffey, Yankee, Bygrove, Founder and Foley Quality of 
mines were, in accordance wi^ your instructions, submitted to Dr. B. J. iron ores in 
Harrington for analysis. The following figures show his determination of ^^ di>tnoi. 
the percentage of metallic iron in these ores, but ikiore time will be required 
for their complete examination : 

Chaffey mine 52.91 per cent, metallic iron. 

Yankeemine 58.09 V 

Bygrove mine 59.65 ^ ** 

Fonmiermine 59.59 " ** 

Foleymine 58.(*" ** " 



" The ores from the Chaffey, Yankee and Foley mines were all found to be 
titaniferous. That of the Chaffey mine is stated by Dr. Hunt to contain Tiunifeiaiii 
9.80 per cent of titanic acid. Dr. Harrington finds 12.32 percent, of titanic ^'^* 
acid in the ore from the Yankee mine, and also a large amount of sulphur, 
which renders it altogether an inferior ore. The ore from the Foley mine 
contains only 2.68 per cent of titanic acid, which is not a sufficient amount 
to detract from its value. The Chaffey and Yankee ores were also examined 
for phosphorus, but neither of them was found to contain a weighable amount. 
The Bygrove and Foumier ores are free from titanium, and I think it 
extremely probable that they will be found to belong to beds somewhat 
higher in the series than the titaniferous ores.''^ 

Other explorations in this region during the season of 1872 appear to 
have convinced Mr. Vennor that the iron ores were only to be found in con- 
nection with crystalline limestones. Magnetic iron ore was reported to exist Iron oiee 
in the gneiss area of Frontenac, in the townships of Kennebec, Clarendon and found in^ 
Palmerston, but Mr. Vennor found them only in graips or in connection with ^^ 
dykes, and nowhere in sufficient quantity to be of economic importance. The orystaUine 
entire absence of crystalline limestones in this section he mentioned as a fact u?^7^^°^ 
worthy of note, and although it might be premature to say positively that all 
the available deposits of magnetic or other ores of iron occur and are to be 
sought for in proximity to such limestones, still the accumulation of evidence 
over a great extent of country examined would appear to point ia this direc- 
tion.^^ 

During the season therefore the bands of crystalline limestone were by 
him made a special object of investigation ; first, because they presented 
characters which enabled them to be much more easily followed than any of 
the intervening gneiss bands ; and, secondly, because that with them,ror in 
close proximity to them, are deposits of iron ore and apatite in economic 
quantities. Cross sections of the country were made through the townships 
of Oso, Olden aud Bedford, as well as through South Sherbrooke, in which 
six distinct bands of limestone were observed having a southeastward dip 
varying from 28^ to 60^ and running for the most part in east and west 
lines, but after being traced a distance of 20 or 25 miles eastward they were 

22 Geoiorical Survey of Canada, 1871-2, p. 1^. 

23 Geological Survey of Canada, 1872-3, p. 149. 
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^onnd to curve in a northeasterly direction ; and in relation to these bands 
of limestone the attempt was made to assign the geological horizon of the 
iron ores. The occurrence of ores, Mr. Vennor observes, appears on linea 
which bear a certain relation to the occurrence of some of the bands of 
limestone and form distinct horizons which can ba followed and in which 
other deposits of iron may be sought for. Immediately above the sixth and 
highest of those bands magnetic iron ore occurs in South Sherbrooke in two 
places, viz., at the Bygrove mine on the third lot of the first concession, and 
at the Foumier mine on the fourteenth of the same range, as well as in other 
places on the same horizon to the eastward through Bathurst and to the south- 
westward through Bedford. At the base of the fifth band ore occurs along 
the northern shore of Christie's lake in the same township, in the eighteenth, 
iimmijAi i* nineteenth and twentieth lots of the third concession, at what was then known 
in the higher ^^ the Watson mine. Immediately below the fourth band ore was found at 
Ihi^Bstone the Foley mine on the tenth lot of the eighth concession of Bathurst, whence 
it could be traced through the eleventh, twelfth and fourteenth lots of the 
same concession. Here for the first time apatite was found in considerable 
deposits closely associated and in some instances intermixed with the iron 
ore. • In the third, second and first bands of limestone no magnetic ore had 
been met with by Mr. Vennor, although at the base of each of these rust- 
colored strata occur ; yet he observes as worthy of note thai the great bed of 
hematite in Dalhousie township upon which is situated the Dalhousie mine 
is found between the first and second limestone bands, and the general con- 
clusion is thus stated : '' From the foregoing it will be seen that in the sec- 
tion of country so far examined by me magnetic iron ore has been found only in 
connection with the thiee highest bands of limestone, while in the other bands 
it Is represented by only rust-colored beds of gneiss and quartzita"^ 

24 Geological Survey of Canada, 1872-8. pp. 159-162. In the rei)ort for 1878-4 Mr. Vennor 
appears to have doubted the occurrence ot tiwa sixth band of limestone. Of the fourth and 
fiftn he gives the following description, pp. 105-6 : 

*' The Crow lake, Rock.lake and Silver lake band of limestone is well marked and import- 
ant. It is separated from the last by a great volume of granitic gneiss, which is probably not 
leBs than eight to nine thousand feet thick. From Eagle lake, in tne northeastern comer of the 
township of Hinchinbrooke, it has been traced to the head of Crow lake, in Oso ; thence 
northeastward to Hook lake, a small lake situated doje to the townline of South Sher- 
brooke. Entering this last township, it runs through portions of the fifth and sixth ounoes- 
sibns, passing a little to the north of Silver lake, and enters the sixth concession of Bathurst, 
whence, again trending northeastwardly, it passes through the seventh concession to tb^ 
eighth concession line, which it follows, in a nearly direct course, to Balderson's Comers on 
the line between Bathurst and Drummond townships. In Drummond it immediately runs 
under a heavy drift, and shortly after is capped by rocks of Lower Silurian sffe. The dis- 
tance from Eagle lake to Balderson's Corners is about twenty-six miles. A remM-kable 
feature of this band is that it immediately overlies a zone of rook containing ma^etic iron 
ore and deposits of phosphate of lime. These minerals were observed in proximity to this 
limestone at Eagle lake, at Crow lake, in Bedford and Oso, and again at the Foley and McVeigh 
lots in Bathurst, in which last locality both have been mined to a small extent. The limestone 
has also interstratified with it a number of subordinate bands of red felspathic bands, which 
separate the whole into a number of unequal parts. The largest calcareous bed does not 
exceed 150 feet, but the total thickness from the base of the lowest b«d of limestone to tlM» 
top of the highest may be estimated at not less than 2,600 feet. The limestone is ooaMidy 
crystalline, and holds in abundance small scales of a yellowish -brown mica, and less' fre- 
quently graphite. 

** The Bob's lake, Tay river and Meyers lake is perhaps the most important band in the- 
whole sequence. It is separated from the last by a great volume of gneissic strata, whidi 
has a transverse measurement of o> er 18,000 feet. This may or may not represent the 
actual thickness of the g^eiss^ as the strata are all in a nearly vertical attitude, and there is 
no evidence of any repetition of tha beds. The limestone was continuously traoed 
from the southern extremity of White lake in Bedford, across Green bay and Bob's lake, to 
the Tay river in South Sberbrooke, and thence along the general beifirinff of thia river 
to and acros4 Meyers or Christie's lake into the township of Bathurst, where its ooune 
is shortly concealed by heavy drift. The distance from White lake in Bedford to the last 
position in which the band was noted in Bathurst is about twenty -two miles. The thickness 
cannot be less than 2,600 feet, and the limestone differs in a marked manner from either of 
the four inferior bands. It resembles them in being white, but is much more coarsely crystal- 
line. Graphite is abundantly disseminated through it in brilliant platesor scales, and thereare 
also layers of white quart zo felspathic rock associated with it, which occur both in the fom 
of interstratified beds and irregular masses. This may, for the present, be considered as the 
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The following account is given by Mr. Vennor of the Watson mine at 
Christie's lake : 

*' This location is sitaated on the eighteenth, nineteenth and twentieth 
lots of the third concession of South Sherbrooke, and embraces an area of 259 
acres ; the openings made are on the first and last numbered lot& On a ^^chrSitie'l^^ 
high bluff on the north shore of the lake, on lot eighteen, three beds of iron lake, South 
ore have baen uncovered and to some extent worked during the last summer. Sherbrooke. 
The strata, which here consist of dark grayish and greenish hornblendic gneiss, 
dip to the southward at angles varying frcm 15^ to 80^. The uppermost bed 
of ore, and the nearest to the lake, him been uncovered for about thirty -five feet 
in length by twenty -four in breadth, and a considerable mass of ore has been 
exposed. No wallB have yet been reached, and I think it is probable that 
the uncovering has been extended on the face of the bed rather than across its 
outcrop. In the second and underlying bed a breadth of eighteen feet of ore 
has been uncovered, and can be traced by openings made on its course for a 
distance of upwardis of 150 feet. In the third and lowest bed a well defined 
foot wall of gneiss has been struck, and a solid mass of ore is exposed measur- 
ing eighteen feet in width. The extreme distance between the openings on 
this property on the strike of the ore beds is nearly one mile, and the distance 
between the top of the upper and the bottom of the lower bed of ore is about 
300 yards. Several hundred tons of ore have been taken out, but operations 
have been chiefly confined to the determination of the extent of the deposits, 
which is now pretty satisfactorily known. An experimental shipment of the 
ore has been made to Cleveland, and it is reported to have given perfect satis- 
faction to the smelters, and it has further been ascertained that this ore will 
produce a quality of iron well suited for the manufacture of Bessemer steel. 
An analysis made by Dr. Harrington of a sample of the ore which I brought 
from this location gave as follows : 

Metallic iron 65 62 per cc^nt. 

Titanicacid 2.83 " 

Phosphoric acid 0.06 ** 

Sulphur Not determined. 

'' It may be further stated that the facilities for mining here are fav-^r- 
able ; the position of the ore on a hiQ[h hV] a^ords ea<«7 and cheap drainage, 
and a ready means of disposing o lh«- debris, and these mines can probably 
be worked for a considerable time beioio lesorting to expensive underground 
operations."^ 

More careful explorations of the counties of Frontenac and Lanark were Further 
made by Mr. Vennor during the season of 1874, and a number of newly dis- explorations 
covered or until that time little known mining locations were noticed by him 'i^a^na^t 
in the report of his work during that year. Several of these are deserving of 
mention. In the vicinity of Eagle lake, in the northeastern comer of the 
township of Hinchinbrooke and along the westerly boundary of Bedford, iron In Hinchin- 
ore was found in several localities, principally on the twenty-sixth, twenty- ^^t-f*^*^ 
seventh and twenty-eighth lots of the first concessions of both townships, but townships, 
chiefly on the twenty-ninth and thirtieth lots of Bedford, ne^r the lake shore. 
The magnetite occurs these in a bedded form associated witii heavy, dark 
hornblendic and dioritic rocks, which in a number of instances are met with 
in close connection with the ores of iron in this section of country. Fair 
exposures of ore have been made at several places, but the beds are extremely 

hiffhest band of limestone in the series, and it belongs to the synclinal fomis which I have yet 
tooring under your notice as occurring in Bedford and Loughboro'. It is overlaid by a 
considerable volume of gneissic strata in which there also occurs a small band of lime<ftone— the 
Farren lake band— as noticed (Report of Progiess, 1872-3, p. 160) but which ma; be left 
out of consideration for the present. At its base, and also at some dii»tance abo/eit, there 
are important deposits of magnetic iron ore, a fact which has already been dwelt upon in my 
previous reports. ' 

35 Geolo^oal Survey of Canada, 1872-3, p. 174. 
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irregular. The ore itself is described as a beautifully orystalline magneti 
yeildiog according to Professor Chapman's analysis 62.52 per cent of metal 
iron. It also contains traces of phosphorus, a very small amount 
sulphur and about 3.23 per cent, of titanic acid. One serious drawba 
however exists in the fact that apatite is associated with npch of t 
magnetite, both in the form of grains and crystals. The crystals a 
easily separated from the ore, but the finely disseminated granular portio 
are so intimately intermingled as to be inseparable. A simil 
association of magnetite and apatite exists at the Foley mine in Bat 
urst, and appears to characterise the lowest horizon of iron ore deponl 
Mr. Vennor mentions, in proof of the stratigraphical arrangeme 
of the ores, that the position of the Eagle lake deposit in relation to tl 
overlying band of limestone is the same as that of the Foley mine, and tl 
band of limestone having been continuously traced from one locality to tl 
other, a line may be drawn which will in all probability show the com 

al^L^ along which other masses of iron ore may be expected to occur. Anoth< 

magnetic fire, characteristic of the iron ore of this horizon is that it is generally of a ooarse 
crystalline character, it being found both at the Foley mine and at Eagle lal 
in large octahedral crystals, the axes of which are ofien more than an inch i 
length, but the occurrence of these crystals would in itself be no proof of tl 
deposit being a vein. '' At Eagle lake," Mr. Vennor says, ** the magneti 
seems to occur as an unmistakable bed, and between the Foley and Bag 
lake mines it is found in several localities in disseminated grains and string 
in a peculiar stratified dioritic rock which is apparently made up of the aan 
constituents as the more coarsely crystalline diorites, with no traces ' 
stratification. These coarse varieties of diorite occur as lenticular or irregali 
shaped masses at perhaps two or more horizons, and they are often unaoooi 
f panied by iron ore." It is observed that most of the diorites are undoubted 

interstratified masses. In Hastings they are fine-grained, as is also tl 
magnetite, while in Frontenac and Lanark, where the diorites are coarse 
crystalline, the accompanying magnetites are of the same description. 
! Silver lake Another location of iron ores is in the vicinity of Silver lake in Sou 

Md ChriBtie*8 Sherbrooke, where they were discovered during the summer of 1873. Thei 
; Sooth upon careful examination, were found on an extension of the iron ore beds 

Slierbrooke. the northern shore of Christie's lake. They occur on lots 13, 14 and 15 

the fourth concession of South Sherbrooke, and openings made upon the 

showed the strike of the bed to be about northeast and southwest, with 

steep dip to the southeastward. The ore is of much the same character as 

Ohristie's lake, and is a compact, bluish-black magnetite containing about < 

per cent, of metallic iron and less than 2 per cent, of titanic acid. Ti 

following analyses show the close comparison between the ores of the ti 

localities : 

Silver lake. Christie's lake. 

^^agnetic oxide of iron 88.59 90.61 

Titanicacid 1.75 2 t3 

Inauluble re«idue 5.75 0.06 

Metallic inm 64.15 66.«2 

Tracing the Reference has already been made to a deposit of magnetic ore on lot : 

Wolf Uke Qf the ninth concession of Bedford, near Wolf lake.^ This location was cai 
BeSSc'rd!'* ^^lly examined by Mr. Vennor with the dip needle, and he had reason to su 
pose that ore existed in considerable quantity. ^* The bed or beds of ore hen 
he says, *' are undoubtedly on the course of the ferriferous hori» 
upon which is situated the Hon. G. W. Allan's deposit in North Crosb 
and form an outcrop upon the opposite side of the synclinal which ezis 
between these deposits and the Foumier and By grove mines. th 
exposures of mafirnetic iron ore, near Wolf lake, on 24 or 25 of the tem 

26 Ante pp. 35 and 48. 
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conce38ion, are probably on the run of those on lot 21 of the ninth concession 
of Bedford The two localities are fully one mile and a quarter aparb, and it 
is more than probable that further discoveries will be made in the intervening 
country." 

A mile to the eastward of Wolf lake, on 18 and 19 of the eighth concesion Spectacle 
of North Crosby, are the Spectacle lake deposits. The ore occurs vi diorite in^NortE^"** 
and appears to exist in considerable quantity, but it contains many impurities. Crosby. 
The property was worked at one time by an American company, but after 
one shipment the enterprise was abandoned. Mr. Yennor observes that the 
position of the deposit at a considerable altitude in what has been termed the 
Westport mountains is against its future prospects. 

The beds of ore on the south side of Christie's lake are quite distinct from Ore beds 
those already noted as occurring on the northern shore, being in a much higher ^^^^^^y 
horizon, although lower than the Fournier and Bygrove ores. They occur lake, 
between the road and the lake on lots 17 and 18 of the eighth concession of 
South Sherbrooke, and are immediately beneath the highest or Farren's lake 
band of limestone. The ore is said to be of an excellent quality, resembling 
that of the Fournier and Bygrove mines, but it does not appear to exist in 
quantity. 

The other deposits in this region referred to by Mr. Yennor are those 
known as Mitchell's and Gordon's, the former in the rear of North Crosby 
and the latter near the town line between South Sherbrooke and Bathurst, 
but little was known respecting their extent or quality. The folio zing par- 
ticulars are given of four of the more important deposits or mines in this 
district : 

** Howse Iron Deposit, This is one of a series of outcrops of iron ore Vennor 
which occur at intervals from the fourth lot of the first concession to the 
eight and ninth lots of the fourth concession of Bedford. These have been 
known for a s^'eat number of years, and specimens of the ore were obtained 
by the surveyors when laying out the township upwards of sixty years ago. 
But excepting the little work done on the Howse lot (lot four, concession in the 
one), during the years 1869 and 1870 (see Report of Progress, 1870-1, p. i?!^^*5i**°^ 
312), the deposits have up to the present time remained as they were ' 

originally found. The shipment of fifty tons of ore from the Howse deposit, 
in the year 1869, to Charlotte, N.Y., as far as I have been able to learn, was 
attended with satisfactory results, at least as regarded the quality of the 
ore ; but the long carriage, seventeen miles, over sandy and very hilly country 
to Westport village, on the Rideau, before it could be shipped to Kingston, 
proved a decided obstacle to the enterprise. The ores at the surface are not 
as pure as many of those in South Sherbrooke, and are more mixed with rock 
matter ; still this is in a great measure compensated for by their nearness to 
the Kingston and Pembroke Railway. For it will be remembered that the very 
impure iron ores of the Oha£fey mine, near Newboro on the Rideau, have 
been mined for years successfully, merely in consequence of their being upon 
navigable waters, although the ore besides containing 9.80 per cent, of titanic 
acid, only averages about 50 per cent, of metallic iron. The Howse deposit 
is of an exceedingly irregular character, and it would be a difficult matter to 
draw any definite outline that might be said to represent the shape of the mass 
of ore. The greatest length however is on the strike of the bed, namely, 
nearly northeast and southwest, and at one place the breadth appeared to be 
from fifteen to twenty paces. Through this last distance howevei* there are 
several horses of rock. Beyond these facts I can state nothing respecting 
this deposit. That there is visible a great quanitity of ore is undoubted, and 
as it can be mined in the cheapest manner, namely, by open cuttings, there 
seems no reason why it should not be profitably worked. The position of this 
and the adjoining beds of iron ore is almost immediately beneath the WoH 
lake, Crosby lake and Pike lake band of limestone, which is the southeastern 
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Vennor. oatorop of the Bob's lake, Tay river and Meyers lake band, on the opposite 

side of a synclinal form. (See Report of Progress, 1873-4 p. 104). Con- 
sequently these ores are in the same stratigraphical position as those repre- 
sented by the Meyers lake and Silver lake deposits. This fact of the 
occurrence of outcrops of iron ore in the same stratigraphical positional on 
both sides of a synclinal form, is, I think, sufficient proof of the continuity of 
the ore, not only in length but also in depth The occurrence of strongly rust- 
colored gneisses in many parts of the Bedford basin or synclinal, between 
Bob's and Potspoon lakes, convinced me that this ferriferous horizon is 
brought, or almost brought, to the surface by undulations in several places 
between the two divergent outcrops of ore. It also seems to me highly 
improbable that the iron ore should have only been deposited to the limited 
extent seen along the two outcrops of the same horizon of rock. 

" AUarCa Iron Ore Deposit, This deposit of magnetite occurs on the 
twenty- seventh lot of the fourth concession of North Crosby. It is close to 
In the town- the town line of South Sherbrooke, and a little over half a mile southeastward 
c'^^bi ^^"^ of the Fournier mina Nothing whatever has been done here since the autumn 
of 1868, and the excavation then made by the Hon. G. W. Allan is filled 
with water and debris. The question therefore as to the extent of the deposit 
yet remains undecided ; but as the surface indications are promising and the 
ore of good quality it is altogether probable that mining might be carried on 
with profit for some tima The route to the Kingston and Pembroke railway 
is the same as that from the Meyers and Silver lake deposits, viz : via the 
Tay river and Bob's lake, and from the Allan deposit to the Tay river the 
distance is about two miles. For the purpose of reference and comparison I 
append a partial analysis of this ore, taken from the table of analyses. Report 
of Profi^ress, 1873-4 : 

Magnetic oxide of iron 90.14=metallic iron, 65.27 

PhofiphorouB. ..." 0.07 

Titanic acid 1.03 

Insoluble matter 5.25 

The iron ore occurring on lot 27 of the seventh concession of North Crosby 
undoubtedly belongs to this horizon, but the distance between the two out- 
crops is about two and three-quarter miles. 

** By grove and Fournier Deposits, Both of these deposits of mas^netite 
In the town- occur in the first concession of South Sherbrooke and are in the same horizon, 
ship of South The By grove mine on the third lot has remained un worked since the year 
Sherbrooke. 1869^ when it was to some extent worked by Mr. George Oliver of Perth. 
The Fournier deposit on the fourteenth lot however has from time to time 
been more or less mined. During the summer of 1873 the last attempt at 
raising this ore for the market wsus made. A shaft was sunk to the depth of 
one hundred and ten feet, and the company raised in all about 600 tons of 
good ore. At this depth however the deposit became very irregular and 
uncertain, and as the ore could not be extracted without the removal of much 
rock work was abandoned and has not been resumed since. I may here 
mention a fact respecting this iron horizon that is not generally known, 
namely, that at a short distance from the Fournier mine, on the fourteenth 
lot, the ferriferous belt passes beneath Farren's lake in the second concession, 
its strike changing and coinciding with the course of the lake. On its exit 
from the lake at its western end the zone again becomes clearly marked by 
the presence of iron, until on the third lot of the first concession we arrive at 
the deposit of ore constituting the Bygrove mine. Specimens of ore from 
these two deposits gave about an equal percentage of metallic iron, the Four- 
nier yielding to analysis 59.59 per cent, and the Bygrove 59.55 per cent. In 
the Report in which these analyses were first given (Report of Progress 
1871-2, p. 123) I further stated that the Bygrove and Fournier ores were f^ 
from titanium, and that it appeared extremely probable that they would be 
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found to belong to beds ' somewhat higher in the series than the titaniferous Vennor. 
ores.' This supposition has since been clearly proved. They have been found 
to lie in the highest iron-bearing horizon and immediately below the highest 
band of crystalline limestone. The second or underlying belt is that on 
which are situated the Meyers and Silver lake deposits, the ore from which 
as we have seen contains from 64 to 65 per cent, of metallic iron and invari- 
ably a small percentage of titanic acid ; whilst in the next or third underlying 
belt represented by the McVeigh, Foley and Eagle lake deposits, the ore is 
more titaniferous, and is further characterized by its peculiar coarsely crystal- 
line character and by the presence of apatite or phosphate of lime. 

*' 1 have thus I think with some degree of certainty succeeded in estab- 
lishing the existence of three distinct horizons of iron ore, each of which pos- Threehorizoni 
aesses some peculiar characteristics by which it may be again recognized. ?/^f^^^^ 
Should such prove to be the case it will be a most important step gained, and 
an invaluable aid to future predictions respecting the iron ores of the Lauren- 
tian rocka'*^ 

In the prosecution of the work of the Geological Survey on the Quebec 
side of the Ottawa river, Mr. Yennor was enabled to make some interesting Comparisons 
comparisons between the occurrence of iron ores in the Ontario and Quebec °| iSSnwS? 
districts. In the Report for 1876*7 he observed that the iron ore horizons Ootario and 
marked by several iron mines in Hull Hud Templeton are in precisely the Quebec, 
same relative stratigraphical position as the ore horizons of South Sherbrooke 
and North Crosby, as illustrated by the Silver lake, Christie's lake, Foumier 
find Allan mines. These horizons are beneath the true apatite-bearing rocks, 
although a few deposits of apatite have been found occasionally associated 
with and beneath them. One feature in connection with the iron ore deposits 
in the Ottawa section is deserving of mention, namely, the intermixture and 
interstratification of hematite with magnetite. In no one instance, Mr. Yen- 
nor says, does this condition occur in the corresponding iron horizons in 
South Sherbrooke or North Crosby, where the ore is invariably a crystalline 
magnetite. Hematite frequently occurs in Lanark county, both below and 
above the magnetic ore horizons, but always by itself or in association with 
apatite and pyrites. The distanee between the South Sherbrooke and Hull 
deposits is about fifty-six miles in a direct line, and although no other impor- 
tant deposits of ore intervene this is mainly owing to the fact that most of 
the intermediate country is occupied by the flat-lying rocks of the Lower 
Silurian formation, which entirely conceal the lower crystalline rocks. The 
fact however that iron ore occurs in workable quantity in Hull township 
immediately where the crystalline limestones and gneisses first again become 
well exposed, gives, in the opinion of Mr. Yennor, considerable encouragement 
to those interested in this ore respecting its permanency in certain horizons 
of rock. " It must be borne in mind,'' he says, " that iron ore though often in 
all appearance a clearly interstratified mass is not a continuous deposit. It 
may occur at intervals for many miles in a section of country, and yet 
between the exposures of ore there may not be the slightest indication of its Relation of 
existence. Most of the large deposits of iron ore in eastern Ontario and in ore deposits 
Ottawa county are exceptional occurrences, and their unusual extent is due 1^ rock fold- 
to the recurrence of the outcrops of ore on anticlinal and on synclinal folds dislocations. 
of the strata. For example the Big Ore bed in Belmont exhibits an anticlinal 
and synclinal fold ; the Seymour ore bed in Madoc is a decided synclinal, in 
which two outcrops of iron ore each fifteen feet in thickness are sharply 
folded the one upon the other ; while the great Hull iron, ore bed consists of 
an anticlinal of magnetic ore through which breaks an inferior band of crys- 
talline limestone. So often indeed is the importance of an iron ore deposit 
due to one or other of these forms that I have for some time been in the 



27 Geological Survey of Canada 1874-5, pp. 112-22. 
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habit of directing prospectors to such points as those in which the strata 
folded over or under the axis of an anticlinal or synclinal, and no far many 
of the trials made at these points have been successful. Dislocations of the 
strata, or faults with their accompanying dykes and lodes, have also much to 
do with some of the larger deposits of iron ore."^ 

Harrington's Report on the Iron Ores of Canada. 

A valuable report on the iron ores of the Dominion was made by Dr. 
Harrington of the Geological Survey in 1874, and published in the report of 
the Survey for that year. A summary of this report, in so far as it concerns 
the Province of Ontario, is presented below : 

Referring to the origin of the iron ores, Dr. Harrington states that from 

OriRin of iron the Laurentian days down to the present processes of chemical and mechan- 

^^ ' S^®™*' ical concentration have been in operation which have resulted in the forma- 

mechanical ^^^^ °^ ^®^^ ^^^ veins of ore. The processes have doubtless, he thinks, dif- 

ooncentration. fered in kind to a certain extent, and they have operated under more or le^s 

favorable conditions ; and subsequently to their deposition the ores have 

frequently been subjected to agencies which have deprived them of their 

original nature, so that it is not surprising to find them differing widely in 

chemical composition and physical characters. Three classes of ores are 

treated of in the report, viz., (1) anhydrous oxides, embracing magnetic iron 

ore or magnetite, hematite, including crystalline and earthy varieties, and 

titanic iron ore ; (2) hydrous oxides, including limonite or brown hematite, 

and bog ore ; and (3) carbonates, including spathic ore and clay ironstone. 

The last-named ore, it may be observed, ^as not yet been discovered in the 

older parts of Ontario, but a large bed of it has been noticed by Dr. Bell on 

the Mattagami river near latitude 50^ 30' north and longitude 82^ west. 

The most important de|)oaits of magnetic iron ore occur in rocks of Laurentian 

and Hiironian age, but it is also found in rocks which have been referred to 

the Lower and Upper Silurian, as well as in the Devonian and Triaa. 

There are few opportunities for studying the character of the Laurentian and 
Huronian magnetites in our country as compared with those afforded in Nor- 
Veinfl and way and Sweden, and also in New York and New Jersey ; but Dr. Harring- 
netic ore^*^ ton observes that while the larger and more important deposits such as Big 
Ore bed in Belmont are interstratified beds, true veins of magnetic iron ore 
also occur. Thus at the Foley mine in Bedford the country rock, which is a 
diorite showing little or no indication of bedding, is cut not only by the 
deposits of magnetite but also by veins of coarsely crystalline calcite, the 
two minerals being in some instances associated. In the undoubted beds the 
magnetite is generally granular or massive, but does not occur in large 
crystals of definite form. In New Jersey the workable deposits of magnetic 
ores are regarded as of sedimentary origin, though formerly believed to be erup- 
tive. ^* The latter view was aUo taken by Sir Roderick Murchison as to the 
origin of some of the rich deposits of magnetite in the Urals, and many of the 
deposits of magnetite in Norway and Sweden have been considered as erup- 
tive by Durocher and others. None of the Canadian magnetites, so far as 1 
am aware, have ever been regarded as eruptive, at least by the officers of the 
Geological Survey." It will be found hereafter that this opinion has been 
held by at least one officer of the Survey. 

On the origin of our sedimentary magnetites the question arises as to 

whether they were deposited as such, or in some other form and afterwards 

altered to magnetite. In some cases beds may have been formed by the 

Sedimentary accumulation of iron sands, as they are forming in the gulf of St. Lawienoe 

magnfltites. today, the material being derived from the disintegration of pre-existing 

crystalline rocks, in which case they might be expected to contain not only 

28 Geological Survey of Canada, 1876-7, pp. 297. 
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magnetite but ilmenite ; but Dr. Harrington thinks it probable that in gen- 
eral their origin has been similar to that of the modern bog and rock ores. 

" Deposits of magnetite as a rule do not continue of uniform thickness 
for any great distance like the enclosing rocks, and this is just what might be 
expected if we suppose them to have originally occurred as bog or lake ores Harrington. 
which accumulated in local hollows or depressions. No ore moreover would 
be more readily converted into magnetite than bog ore, on account of the 
considerable proportion of organic matter which the latter contains. In this 
connection may be described a very simple but interesting experiment tried 
with a specimen of bog ore from L'Islet containing about 22 per cent, of 
water and organic matter. The pulverized ore was placed in a platinum 
crucible and heated for an hour at a temperature of 190^ f. At the end Conversion of 
of that time it had parted with its combined water, or at any rate with suf- ^^ ^^-S*^ 
ficient to cause the color to change from brown to bright red. It still how- 
ever retained organic matter, and on heating for a few minutes in a tightly 
closed crucible and at a temperature considerably below redness a reduction 
of the peroxide ensued and a black, strongly magnetic powder was obtained, 
apparently consisting of magnetic oxide and not of metallic iron, as it occa- 
sioned no precipitation of metallic copper in a solution of the sulphate. The 
cover was now removed from the crucible and a red heat given, when in a 
short time the powder again became red, or rather purplish-red, and non- 
magnetic. Finally the heat was raised a little higher (to bright redness), 
and soon the powder became black and strongly magnetic, having apparently 
parted with a portion of its oxygen. These changeb are instructive, for 
while brought about in the laboratory they might take place in nature. 
They show too that in pome cases magnetites may have been formed from 
such ores as bog ore at comparatively low temperatures, the reduction being 
due to the organic matter of the ore. That a magnetic oxide should be con- 
verted into a non-magnetic oxide, as described above, is a curious fact. It 
is generally stated also that peroxide of iron requires a white heat to convert 
it into magnetic oxide, but the heat of an ordinary Bunsen burner has been 
found to readily convert limonites, even when free from organic matter, into 
magnetic oxide. '^ 

At the Hull mines on the east side of the Ottawa river the magnetite 
occurs in crystalline limestone containing graphite, mica and pyroxene, but yariationi of 
the latter more rarely. At the Big Ore bed in Belmont the ore is interstrati- occurrence. 

29 It is the opiniou of Messrs N. H. and H. V. Winchell of the Minnesota Geological 
Survey that similar changes have taken place in the iron ores of the Vermilion schists in that 
«tate in the same way, but u|>on a grand scale. ''Magnetite," they say, "differs from hematite 
in having a greater ratio of iron to oxygen, and in its crystalline system. Magnetite is found 
in the primarjr eruptive basalts, where it is one of the essential characteristic minerals. By 
ICreater oxidation it is converted to hematite, which is frequent in the metamorphic rocks. 
When ma^etite is found in the metamorphosed rock^ it is generallr at p jinti and planes of 
contact with eruptive dykes whose pressure, heat and percolating hot solutions have concen- 
trated the iron from surrounding rock masses. When it constitutes ores in the metamorphic 
rocks, as in the Vermilion series of schists, it is dis^minated either as an ingredient of a 
massive basic rock, or it is interlaminated with siliceous sheets which are similar to those of 
' chalcedonic ' quartz in the jaspelite of the Keewatin schists. Structurally it repeats the 
characters of magnetite in the eruptive gabbro on the one hand, and of the hematites of the 
Keewatin on the other. It is necessary to consider therefore only the laminated condition, 
aince the massive deposits can be referred directly to dynamic and thermal agents. These 
laminated deposits of magnetite are embraced sometimes in undoubtedly eruptive basic rock. 
The change tnerefore from hematite to magnetite through the action of heat and moisture 
■eema to be one of the common phenomena of metamorphism." It is of the same general 
character as the authors' show to have taken place in other minerals of the Keewatin schists, 
viz.: ** a step back toward the condition which the constituent iron molecules had when they 
were erupted with basic lava from the interior of the earth." (The Iron Ores of Minnesota, 
1891, p. 21.) The iron ores found in the Vermilion series of rocks in Minnesota are magne- 
tites, whereas by far the larger part of ores in the Mesabi ran^e are hematites ; but in his 
paper on the Mesabi Iron Range (1892) H. V. Winchell shows that in the eastern portion of 
it, near Gunflint lake on the Ontario boundary, the ore is magnetite and *' j^robablv owes its 
magnetic properties to the heat of the gabbro overflow upon the hematites which were 
depoiited in the rocks at the time of their formation in the oceanic waters." 
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fied with diabase, greenish epidotic and chloritic rocks and crystalline lime- 
stone. At the Seymour bed in Madoc the ore is underlaid by a thin band of 
soft mica schist, and oyerlaid by reddish-gray highly felspathic rooks, in 
places porphyritic, and occasionally passing into syenite or syenitic gneisa. 
At the Ohaffey mine the ore occurs in coarsely crystalline gneiss containing 
both mica and hornblende, the gneiss* adjoining a band of crystalline lime- 
stone. On the Quinze river in northern Ontario, Mr. McOuat found mag- 
netic iron ore interstratified with quartzite, the ore forming layers from the 
thickness of paper to about an inch, and interlaminated with simileur layers 
of whitish-gray and dull red fine-grained quartzite. Here the iron ore consti- 
tutes probably from a fourth to a third of the whole, and as the thickness of 
the whole band is about thirty feet the total thickness of the layers of iron 
would probably be not less than eight feet. Dr. Harrington obseryes that 
some of the Michigan ores occur in an analogous manner, and are considered 
to be of Huronian age. Concerning the occurrence of iron ore in beds of 
diorite, as at the Foley mine, he says it is quite impossible to distinguish 
the rock from diorites of igneous origin, saving that it appears in general 
to follow the sinuosities of the beds on either side of it, and ia so*ne- 
times seen to blend into homblendic and micaceous schists. But the term 
"diorite" strictly speaking belongs to an igneous rock, and there seems 
to be no good name for a similar aggregate of a sedimentary origin. In 
Hastings and Addington, as well as elsewhere in Ontario, fine-grained 
diorites occur, but those which are associated with magnetic iron ore in 
the townships of Bathurst and South Sherbrooke in Lanark are generally 
coarse-grained, and often contain scales of dark-brown mica, grains of mag- 
netic iron ore and small quantities of quartz These observations illus- 
trate the variable character of the rocks adjoining deposits of magnetite in 
A fact worth ^^^ ^^^ crystalline series, but while it is exceptional to find such deposits 
noting by in limestone they frequently occur near the junction of other rocks with 
ezploren. Jt. ** This fact should always oe kept in mind in tracing or searching for 
magnetites, as the limestone bands are continuous and constant in charac- 
ter for long distances/' 

Following is a table of analyses of magnetites given by Dr. Harrington, 
the first four of which were made by Dr. Hunt and the fifth and sixth by 
Prof. Chapman. 



Analyses of 

Ontario 

magnetites. 





I. 


II. 


III. 


IV. 


V. 


VI. 


Peroxide of iron \ 

Protoxide of iron / 

Oxide of manganese. . . . 

Alumina 

Lime 


69.77 


90.14 


72.80 


89.22 


58.36 
24.87 
0.13 
0.42 
1.43 
2.66 
0.07 
0.04 


59.39 

26.93 

traces 

0.67 

0.83 

0.82 

traces 

0.07 


"5.66" 


traces 
1.33 
0.82 
0.84 
0.007 
0.12 




none 




1.69 

6.86 

0.035 

0.027 

1.50 


none 

*"6;6l2 ' 
0.073 


Magnesia 

PhosDhorus 


4.50 

0.085 

1.52 


Sulphur 

Carbonic acid 


Silica 

Titanic acid 

Graohite 


7.10 
9.80 






iiiii 

0.73 




1.03 






3.23 






Water 


2.45 


*"5!25 * 


3.50 
14.73 








Insoluble matter 

Totals 


10.42 




8.88» 


100.875 


99.537 


101.142 


99.77 


99.77 


99.88 


Metallic iron 


50.52 


65.27 


52.72 


64.61 


60.19 


62.62 





*Silica and insoluble rock matter. 



In this table the first column represents the Chaffey mine in South Crosby, 
the second Hon. George W. Allan's mine in North Orosbj, the third the 
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Sand-pit bed of Belmont at Blairton, the fourth the Seymour mine in Madoc, 
the fifth the deposit on lot 20 in the first concession of Snowdon, and the 
sixth a deposit on lot 29 in the first concession of Bedford. 

Under the name of hematites are included several varieties of ore consist- Varieties of 
ing of the anhydrous peroxide of iron ; crystalline varieties with metallic l^®°^*<^»t« ores, 
lustre are either specular or micaceous ; while the earthy varieties, often con- 
taining clay, are known as red ochre, and between the crystalline and the 
ochrous ores comes red hematite. As a rule hematite is freer from impurities 
thiMi magnetite. It is not so easily reduced as hydrated oxides or carbonates, 
and is liable to produce gray rather than white iron, a fact of importance in 
connection with the manufacture of Bessemer pig. *' Hematite occurs in 
both beds and veins, the beds generally, though not always, being the more Harrington, 
important deposits. Like magnetite it is not found solely in any one kind of 
rock, but often in rocks of most diverse characters. A few examples illus- 
trative of this fact may be of interest. Beginning with the Laurentian, we 
find at the McNab mine near Arnprior a compact red hematite occurring in 
crystalline limestone. The bed is inclined at a high angle and has been worked Oconrrence of 
to a depth of about eighty feet, when it is said to have thinned out. At the li®na»tite. 
Dalhousie mine, twelve miles from Perth, a compact red hematite somewhat 
similar to the McNab ore also occurs in limestone, although at one point in 
the workings a soft chloritic looking slate with numerous crystals of pyrites 
seems to intervene between the ore and the underlying limestone. The lime- . 
stone is highly crystalline ; that underlying the main deposit being white and 
containing large quantities of tremolite, while that which overlies it is stained 
red with peroxide of iron. When the mine was opened up there appeared 
to be two beds cropping out in places at the surface with four or five feet of 
limestone between them. The uppermost and smaller of these was found to 
run out at a few feet in depth, and to extend but a short distance in the direc- 
tion of the strike. The larger deposit was in places as much as nine feet 
thick at the surface, and at a depth of eighty feet had an average thickness of 
four or five feet. Among other examples of the occurrence of hematite in 
Laurentian limestone may be mentioned the thin vein of specular ore on lot 
two, ran^e four of Elzevir (Geology of Canada, 1866, p. 101), and the finely- 
granular hematite of Iron island, lake Nipissing.'' No important deposits of 
hematite have yet been discovered in our Huronian rocks, like those of Michi- 
gan, but where they have been found they are very similar in the mode of 
occurrence, consisting for the most part of alternate layers of compact hematite 
or specular ore and quartzite or jasper, in dioritic or diabasic rocks. In the foL 
lowing table are given analyses of several ores from difierent mines in Ontario : 





I. 


IL 


III. 


IV. 


Peroxide of iron 


84.42 



84.10 


82.25 


86.80 


Protoxide of mantraneee 


Alumina 


\ 






LifnA .,,,,, 


8.02 

0.50 

0.03* 

0.066 

2.93 


4.93 


trace 


none 


Maflrne^ia » . 


Phosphoric acid 




0.026* 


trace 
0.092 


Sulphur 




Carbonic acid 


3.87 
4.00 




SUica 






Titanic acid 








Graphite 










Water 






0.66 
16.05 




Insoluble matter . 


7.160 




12.75 


ToUls 

Metallic iron 


98.125 


96.90 


98.986 


99.642 


59.09 


do .oU 


57.60 


60.76 





^Phosphorus. 
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The first is from the McNab mine near Arnprior, the second from the 
same locality, the third from the Dalhousie mine, and the fourth from Gros 
Cap on lake Superior. 
1\ orkiogs of Ileferring to the production of several mines in Ontario, Dr. Harrington 

^Jjjj® says the Blairton or Big Ore bed of Belmont was in 1872-3 the largest in the 

country, the output for that fiscal year amounting to nearly 30,000 tons. In 
July of 1873 orti was shipped to Pittsburgh at the rate of 300 to 400 tons a 
day. The Yankee and Chaffey mines together had for several years been 
producing between 7,000 and 8,000 tons, and were the demand for titanifer- 
ous ores greater the production of these two mines could readily be increased. 
From the Dalhousie mine 3,000 to 4,000 tons had been annually raised and 
shipped for several years, but although the ore was one of the finest in the 
country the work had recently been stopped at this mine owing to the dulneas 
of the market. Several hundred tons of very fine ore had also been taken 
out of the Foumier mine in South Sherbrooke during the winter of 1872-3.* 

Coste's Views on Occubrence of Okes in Arch. e an Rocks, 

Report on the Reference has been made to the views of Mr. Eugene Ooste on the mode 
Mftdoc Mid of occurrence of iron ores in the Archaean rocks, dififering essentially from the 
Jf^^^™ views of other officers of the Geological Survey. Mr. Ooste's report on the 
Madoc and Marmora region, in which he proposed to treat in detail of the 
metamorphosed primitive rocks and '* to establish and explain the nature and 
relations of the deposits of iron ore and of the auriferous mispickel and quartz 
veins, with the granitic and dioritic igneous masses,''^^ has not yet been pub- 
lished; but the following extract from the report of 1887-8 presents a sum- 
mary of his conclusions : 

''The object of this paper is to present in a concise form the conclusions 
Oocte. arrived at by the writer as to the mode of occurrence of the iron ores and 

phosphate deposits in the Archaean rocks of Canada after a careful and 
minute study of many of these deposits in the iron and phosphate districts 
of Ontario'^ and in the counties of Ottawa and Pontiac in Quebec. 
It is here presented on account of the practical bearing that it may have on 
the future developments of these important deposits, as it is hoped that it 
will be found to be a strong encouragement for the working o f many of these 
deposits in depth as well as a guide in the following of their irregular struc- 
ture and a help in the further discovery of new deposits of these minerals. 
We think we may say that our conclusions will be found to be greatly at 
variance with the views generally admitted here in Oanada, expressions of 
which have been published principally in the diflFerent reports of the Geological 
ffS^onron "^^^^v^y* ^^ especially in the Geology of Canada, 1863, and in the well-kno¥ni 
ores and phos- subsequent reports of Dr. Hunt, Dr. Harrington and H. G. Vennor. For 
pbatd in the indeed we believe that we have gathered year after year strong and clear evi- 
rockH? dence to show that not only our deposits of iron ores in the Archaean rocks 

are of an eruptive or igneous origin, but also that our deposits of phosphate 
are exactly similar and have also the same origin. This is why we are treat- 
ing here of the deposits of these two minerals together as we believe that they 
are exactly analogous, and that which can be said for one is applicable to 
the other. As far as the iron ores are concerned, the view of their deposits 
in the Archaean rocks being of an eruptive origin is far from being a new one, 
and has been held by a great many eminent geologists in many countries, 
principally I believe in France, Norway and Sweden, and also by some of the 
English and American geologists. In the case of the phosphate (apatite) the 

30Geological Survey of Canada, 1873-4, pp. 192-259. 

31 Geological Survey of Canada 1886, p. 20a. 

^Counties of Haliburton, Victoria, Peterborough, Hastings, Frontenac, Leeds, Lanark and 
Renfrew. 
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-eruptive or igneous origin has also been advanced in Norway and in France, Coste. 
but by a smaller number of observers, probably on account of the fact that 
the apatite deposits are not so numerous as those of iron ores, and thus the 
opportunities for examination and report were less frequent. Here in Canada ^f^jSJu to '^ 
this eruptive origin of the apatite as well as of the iron ores has always been support the 
denied so far ; and if my conclusions were not backed by so many facts, theory of 
some of which were only brought to light in the workings of the mines in the ^eous^ori- 
last few years, I would feel somewhat reluctant to go thus entirely against the gin. 
views already arrived at in this country by several very able men, but these 
facts were repeatedly observed and have been very carefully ascertained. 
The principal among these observed points are the following : 

*• 1. About thirty different deposits of iron ores (principally magnetite, 
though sometimes hematite) have been geologically surveyed by us* in the 
Madoc and Marmora region of Ontari'^, and were found to occur in the form 
of irregular veins around and always in close proximity to a large granite 
mass, or to dykes and bosses of granite derived from it. The granite intrusions 
clearly cut across the Archaean crystalline limestone and schists, and the 
deposits of iron ores are also manifestly veins cutting in a like manner across 
the Archseem rocks. 

" 2. Away from the main granitic bodies, in the region covered by the map 
above referrcKi to, there are no large deposits of iron ore, and when small 
quantities occur there can be seen almost in every case a small dyke of granite 
along the iron ore ; so that the intimate connection of ^he two cannot be 
doubted. 

"3. An exactly similar connection was also observed between the iron 
ore deposits and intrusive igneous masses in a more extended region of 
several thousand square miles, also geologically surveyed by us,f and 
comprising parts of the counties of Hastings, Peterborough and Victoria, in 
Ontario. There the iron ore deposits such as those forming the Blairton 
mine, Orton mine, Baker mine, Emily mine, Coe Hill mine, Jenkins mine, 
the Snowdon mines, etc., were always found to be intimately connected in the 
manner described above with many varied kinds of igneous rock, such as 
gTAuitej granulite, pegmatite, mica syenite, hornblende syenite, diorites and 
diabases. 

** 4. In the region north of Kingston, in the counties of Frontenac, 
Leeds, Lanark, Renfrew, Pontiac and Ottawa, many deposits of iron ores and 
many deposits of phosphate were observed also in the same association with 
igneous rocks, and both cutting through the Archaean rocks. In the case of 
the phosphate the igneous rock was often the rock termed by Dr. Hunt 
' pyroxenite,' but at other times it was a pegmatite or a mica syenite or a 
pyroxene syenite. In that region the iron ore and the phosphate have been 
found in the same deposits, as witnessed by the evidence at the Foley mine, 
the Forsyth mine, and especially at the Blessington mines, where the writer 
observed the apatite and the magnetite together in the workings of nine 
different pits, and where at the time of his examination last summer there 
were between 500 and 600 tons of iron ore and about 1,500 tons of phos- 
phate on the dumps, the two minerals having been taken out from the same 
pits. 

" 5. In the two regions mentioned above, the apatite and magnetite were 
often seen to be amongst the component elements of these masses or dykes of 



*Thi8 map on the scale of fort^ chains to one inch, and comprising an area of one hun- 
dred and twenty -five square miles, is now in the hands of the engraver and is expected to be 
readv shortly. It will be accompanied by a report in which the details of our observations 
will be g^ven at length. 

fA map of about 3,600 squar*) miles covering this region has been prepared and is 
•expected to be published at the scale of four miles to the inch in the course of a year or so. 
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Coete. igneous rocks, which rocks were observed to accompany these minerals in 

their deposits as a veinstone of quartz or calcite carries other minerals in 
other veins. 
The ore " Considering all this, and knowing that similar facts have also been 

depodtsconse- observed in other countries, especially in the states of New York and New 
aeep-8^ted Jeraey, and in Norway and Sweden, it is only natural that we should 
origm. conclude, like many other geologists have done before in those countries, that 

the iron ore and phosphate to be found in our Archaean rocks are the result 
of emanations which have accompanied or immediately followed the intrusions 
through these rocks of many varied kinds of igneous rocks which are 
no doubt the equivalent of the volcanic rocks of to-day. These deposits 
then are of a deep-seated origin, and consequently the fears entercained 
principally by our phosphate miners that their deposits are mere surface 
pockets, are not well founded. These fears are no doubt partly the result of 
the belief which has been somewhat prevalent that the apatite in them was 
the metamorphic equivalent of the phosphate nodules of younger formations, 
and it may be also that they have resulted from the fact that the apatite is 
irregularly distributed in these deposits and is often suddenly replaced by 
rock ; this is not so often the case in the iron ore deposits which are on a 
larger scale. But notwithstanding this, when the deposits are properly 
understood to be, as we hold they are, igneous dykes and veins accompanying 
the igneous rocks, it will be easily seen why in the deposit itself the economic 
minerals can be suddenly replaced by rocks which may be said to be nothing 
else but the gangue. If this origin is understood it will besides facilitate 
and encourage the working of these deposits in depth, because the accom- 
panying igneous rock forming a mass or a dyke alongside the deposit will be 
easy to follow, and, because if it is apatite or iron-bearing at the surface, it 
will always be a guarantee that it will also be in depth, as each separate mass 
of igneous rock is generally quite constant in composition.''^ 



Iron mines 
along the 
Kingston and 
Pembroke 
Railway. 



Glendower 
mine. 



Iron Mines in Eastebn Ontario. 

The construction of the Kingston and Pembroke Railway had for one of 
its chief objects the affording of facilities to open up and work some of the 
iron ore deposits in the counties of Frontenac and Lanark, to which refer- 
ence has been made in the foregoing pages. The deposits in the region of 
this railway are usually found in belts running in a northeast and south- 
west direction, parallel with the strike of the formations. The largest 
deposits are almost always found where the limestone and granite, gneiss or 
syenite come into contact, and this is largely true also of the iron ores in 
districts north and northwest of lake Superior. Magnetic ore is the 
principal variety, but specular ore has been discovered in several localities. 
Mr. William Rattle, an American mining engineer, who explored the district 
a few years ago, stated to the Mining Oom mission that he had found specular 
ore in several localities on a range in Darling. In one place he was shown a 
vein of magnetite 35 feet in width, and in another a bed of hematite at least 
15 feet in width which he had traced 200 feet. Messrs. Bawden, Folger and 
Grady gave particulars to the Commission of the working of various mines 
along the line of the railway, of which the following is a brief summary : 

The Glendower mine in Bedford is four miles east of the railway line, 
and is connected with it by a branch built in 1884. A large plant was erected 
and work was carried on upon an extensive scale for four or five years. The 
ore is magnetic, and runs from 50 to 60 per cent, of metallic iron. Near the 
surface it was clean and of fine quality, but at a depth of 120 or 130 feet it 
was found to contain sulphur, and operations were discontinued. At the 
bottom of the shaft the vein was 20 to 40 feet wide, the ore averaged 60 



32 Geological survey of Canada, 1887-8, pp. 62-48. 
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per cent, and the mine was in a position for raisins^ 400 to 500 tons per day. 
Two or three other openings were made in the same locality, and numerous 
deposits are known to exist there. A bed of red hematite on lot 2 in the 
seventh concession has a width of 40 feet. 

North of the Mississippi river several locations have been worked in the Missisgippi 
township of Lavant. From one of these, the Mississippi mine, between ™"^®* 
30,000 and 40,000 tons were taken out and shipped to Pennsylvania. 

The Wilbur mine in Palmerston lies between two bands of crystalline Wilbur mine, 
limestone, and about 100,000 tons of ore was taken out of the several shafts 
on the property. It was free from sulphur and phosphorus, and averai^ed 
about 50 per cent, of metallic iron, some analyses going up to 68 per cent. 

Near Oalabogie lake two shafts have been sunk and considerable quantities At CaUbogie 
of ore have been raised, but it is said to have too much phosphorus for ^ ^' 
Bessemer iron. 

The drop in the price of iron ore in United States markets which 
occurred while these mines were being opened led to the closing of the works, 
and scarcely any attempt has since been made to prove new locations or even 
to prospect for ore. 

In the county of Hastings the Central Ontario Hail way was built at a cost Iron ores on I 
of $2,000,000 to connect iron locations in the northern part of that county with ^^^^ ^^}^^ 
lake navigation at Trenton. A large deposit of magnetic ore at Ooe Hill in tario Railway. 
Wollaston was opened and worked for some time, as related in the statement 
of Mr. Kitchie, but for reasons mentioned by Mr. Ritchie operations were 
discontinued there. Prospectors report the existence of numerous and large 
deposits of ore in localities near to this line of railway and northward of its 
terminus, but no work has been done upon them to prove their extent or 
quality. 

A promising show of magnetic ore occurs on lot nineteen in the first Belmont 
concession of Belmont, the property of Mr. Ledyard of Toronto. It was Bewemer 
leased in 1891 to the Belmont Bessemer Ore Co., and a railway is being jg^j^^^'J® ^" 
constructed to the property. The deposit is said to range from 20 to 150 feet 
in width, and test borings have been made to depths ranging from 30 to 100 
feet. The superintendent, Mr. Wood worth, informs me that little work was 
done last year owing to the depressed condition of the ore market, but 
numerous samples have been analyzed. The average of twenty-three samples 
made for the company gives the following result : 

MetaUic iron 65.383 

Phosphorut). . 016 

Sulphur 0747 

SUica 4,308 

Titanium 743 

This includes a lot of 100 tons sent to the Cambria Iron Co. of Pennsyl- 
vania, which gave 61.08 iron, .0225 phosphorus, .497 sulphur and 7.84 silica. 
A fifty-foot drift has been driven from a shaft at a depth of 40 feet, partly in 
ore and partly in what seems to be the foot wall. The mine is provided with 
steam boiler pumps, drill, hoist and suitable buildings, and can be put into 
good condition for shipping ore as soon as the railway is completed. This 
road is 9^ miles in length, and connects with the Central Ontario Kailway 
two miles south of Marmora village. A further account of this mine is given 
in the statement of Mr. Ledyard, made to the Bureau as follows : 

"I am a dealer in mines, more particularly iron, and have been engaged in .^ ^ 
the business for twenty years more or less. I own the Belmont mine, which ^ 
is leased to the Belmont Bessemer Ore Company of New York. They are 
not actually working the property at present ; but they have done sufficient my^ ^« 
development work to warrant them in building a railway into it, and they mine, 
sa'y they expect to have this railway completed next spring. So far ss the 



Ledrwd. extent of the deposit of ore ia concerned the development which I did on th 

property showed & needl« atti-action of 600 feet in length by about 400 fe< 
in width in some plftc«e ; the company claim.to have found a. coosiderabl 
greftter lenf^th. I sank prospecting pits ; the company have pat dow 
Eitant and s^<^^ i ^bey have one 60 feet in depth which showed ore aJl the way. The 
qiuiityafths have had diamond drilling done to a depth of abont 100 feet. At 90 feet i 
""• No. 1 drill hole the ore was wonderfully par«, running very high in iron an 

almost absolntely free from impurities — not a sign of sulphur. The ore in 
particularly good at 90 feet, but it varied as all magnetic deposits do in i1 
mixture with rock. This company propose to work the property and expoi 
the ore to furnaces in Pennsylvania. They have their buildings erected an 
all their hoisting machinery and other plant prepared to go to work. Witbi 
a month's time they could probably have the railway finished and be at wor 
if the market warranted. The low price of ore has kept them back, othei 
wise they would have been at work last year. The analysis of this ot 
shows it to be very similar to the Lake Angeline and Fitteburgh Minin 
Company's ore, which is the very highest grade. This ore comes from Mai 
qaette district, in the state of Michigan. Both myself and the compan 
have had analyses of the ore mada Following are some of these : 



A„... 


Loo»lity. 


Iron. 


'hOB. 


Sulpb. 


Silica. 


Tit, Ac. 




Bant Pit 

North " 

Sooth '■ 

Shaft No. 1 

Ko.l 

N. & 3. Pit 

Surface... '.'.'.'.'.. 
South Pit 


b5.2i0 
60.376 
63.131 
66.86 

BS.ttS 
69.99 
64. 2B 
CS.88 
G9.S5 
66.55 
69.85 
68.31 
69.630 
63.667 
(50,376 
65.104 
68. 9M) 
6(r,401 
61.76 
67.309 
69.630 
71.951 


0066 
019 
087 
013 
005 
008 
012 
000 
006 

013 
013 
016 
003 
013 
0O4 
005 
007 
022 

007 
007 
003 


.0023 
.0000 
.007 
.004 
.000 
.000 
.000 
.040 
.000 
,013 ■ 
.096 
.012 
.037 
.006 
.384 
.002 
.074 
.000 
.497 

"iiso" 

.158 
.041 


.876 

11.200 

.000 

.000 
4.60 
1.96 
3.10 

.000 
3.1B 

.000 
2.43 

.000 

.000 

4.12 


.000 
.000 
.000 
.000 
.000 
.06 
.15 
.000 
.000 
.000 

:SSS 

.000 
.000 
.000 
.0B3 
.004 






Scnuiton 

Cambfi, 

3. or S., Toronto 






V»r. place* 

No.3Pit 

No.2 PLt 




Molin 


No Pit 

DrainHolel, rSfC 

70lt 

I00-765Mmple... 




Pa. Steel Co ... . 
Cambria Iron Cn 




7.84 





















" A number of analyses have been made by Mr. Molin of 20 Liberty street 
^ew York, a well known Swedish expert. He has an article in the Engi 
neering and Mining Journal of November 19tb, 1892, in which he gives hii 
opinion of this ore. The average of the samples he analyzed shows metollii 
iron 65,1 per cent,, phosphorus ,005, sulphur ,074, titanic acid ,04. Thi 
company state that an ordinaiy analysis shows no titanium at all, and tha 
it is only by a very delicate test that it can be detected. The ore is t 
i«raarkably soft, fine ore. You will see what Mr. Molin says as to the suita 
bility of the ore for making not ordinary Bessemer, but the very finest gradei 
of steel. The phosphorus, as you will observe, is only .005 per cent. Thii 
property is in Peterborough, immediately adjoining Hastings county, hatdlj 
, seven miles from Marmora village. 

" I have also some iron properties in the township of Soowdon, ii 
Haliburton, consisting of lots 25 and 27 and 30 and 31 in the fourti 
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concession. These I have developed by sinking shafts on them to some Ledyard. 

extent. Lot 26 belons^s to Mr. Howland, and the Rowland mine is 

situated on it. There are one or two other places in that neighborhood which 

show promising signs of ore, but it is doubtfal if it is present in large quan- Howland and 

tity. There is also the Paxton mine in Lutterworth, out of which about 1,000 Paxton mineB, 

tons of beautiful ore was taken. This is in the section of country with which 

I am most tamiliar. Experts say that the formation in Snowdon is just the 

right formation for iron ore in quantity, and that from what they can see 

there is sufficient ore there to warrant mining on an extensile scale. 

** I should think a smelting furnace in Toronto could very profitably use 
these ores, but hematite would be required to mix with them. It is not 
quite so clear where the supply of hematite could be got. I found some in 
Belmont, which looks promising, but there has not been sufficient develop- 
ment to prove the quantity ; it is just south of the magnetic deposit which 
the Belmont Bessemer Company is working.'' 

Extensive ranges of magnetic ore extend from the township of Soowdon in iron belts ex- 
an easterly direction across Haliburton, Hastings and Addington into Frontenac. teoding f rom 
Mr. Pusey, whose statement is given below, describes the ranges as running ^^^^l^ ^ 
parallel to each other at an average distance of ten miles, and at intervals 
the ore occurs in large bodies and generally of good quality ; but in one 
locality where the mass is very great it bears a high per cent, of titanium. 
In an interview Mr. Pusey gave the following information to the Bureau : 

" I am manager of the Bancroft Iron Company ; we are building a rail- 
way from a point near Kinmount on the Victoria branch of the Midland ^^^^y* 
RailN^ray eastward through the townships of Soowdon, Glamorgan, Mon- 
mouth, Cardiff, Faraday and Dungannon. East of the last named township 
we have not yet located the line, but explorations have been made recently 
which prove that large and rich bodies of ore exist in Barrie, Clarendon and 
Frontenac. Our object in building this road is to develop the mineral Co^jtruction 
interests in that section of the Province. We have ten miles completed and of a railway to 
in operation, and ten miles more ready for laying the rails, which will bo put open up iron 
down early in the spring. The road leads to some very valuable iron ^^ locations, 
deposits in the townships of Glamorgan and Monmouth ; the iron ore there 
occurs in two distinct ranges running in a northeast and southwest direction, 
which at their western ends are about ten miles apart, but approach each 
other and are almost merged into one range in the township of Dungannon 
in the county of Hastings. There is more crystalline limestone found in the 
southern range than in the northern one ; in the latter there is more of a red 
syenite. The ores of the north range are much richer than those of the south 
range, but both are magnetic. There is very little hematite or indication of 
hematite in the north range, but indications of this variety of ore exist on the 
south range. Outcroppings of ore are found along both ranges ; there are ^ double belt 
barren stretches and then numerous deposits of ore, seemingly clustered. So 60 miles long, 
far as we have explored the north range it appears to be about one mile in 
width, but the width varies ; we have never explored north of a certain line, 
the line forming the southern boundary of the nine townships belonging to 
the Canada Land and Eoigration Company. The south range will vary 
from five to ten miles in width. You will dnd the same class of ore over five 
miles south of our deposits, but we have never explored very much south of say 
a mile in width through that section. We have found outcroppings of ore 
at frequent intervals on both ranges through the townships of Glamorgan, 
Monmouth, Cardiff, Faraday and Dungannon, a total distance of say fifty 
miloH. We have explored by sinking test pits or shafts at seven or eight 
different points on the north range within the fifty miles. We have found 
the ore to be very rich ; all the analyses show 70 per cent, not varying more 
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Pusey. 



than one per cent, in any case. Following are analyses of three sampl 
ore from the north range : 



of 



Analyses of 
ores in north 
range. 





1 


2 


3 




Sesquioxide of iron 

Protoxide of iron 


67.14 
30.06 
faint trace . 
trace, 
none. 
2.74 
70.38 


67.27 
30.08 
trace . 
trace, 
none. 
2.58 
70.50 


faint trace . 
69.77 


PhoHphorus 


Sulphur 

Titanium 


Bock matter 


Metallic iron 



Deposit No. 1 is on lot 27 in concession 1 5 of Glamorgan. Deposit No. 2 
is in the eastern part of Monmouth ; I do not know the namber of the lot, 
but the two are ten miles apart and are taken from the solid lode, no float 
pieces. Deposit No. 3 was analyzed for iron and phosphorus only, and is 
situated twenty miles further east than No. 2. We have other depoaita of 
similar ore in the north range ; there is one situated between the extreme 
east and No. 2 in the township of Cardiff, containing 68.27 of metallic iron. 
Following are ^analyses of samples from the south range : 



Analyses of 
ores ID south 
range. 





1 


2 


3 




Metallic iron 


59.5 
.06 


60.00 

.02 

Trace. 


45.82 
.02 


Phosphorus 


Sulphur 



No. 1 belongs to Mr. Shortiss and his associates, and is known as the 

Victoria mine. It was worked by our company at one time. The average 

ore would run from 58 to 61 per cent. ; but there was some as low as 48 and 

50. No. 2, known as the Rowland mine, is situated east of the Victoria 

Ho^w^ and ^^^^^ ^ Snowdon township. There is one peculiarity about it which would 

Imperial applj almost as well to the Victoria mine, viz., the large amount of lime, 

mines. 4 j2 per cent., which it carries. It has also 2.72 of magnesia and. 30 of 

alumina. All the sesubstances come in for fluxing, and answer very well for 

that purpose. The Imperial mine. No. 3, is also situated in the township of 

Snowdon. It yields a low grade ore, but one very free from impurities. I 

call it a hematite mine, but I think it will turn out to be more of a specular 

iron than a hematite. 

" I think I should say a word about a very large deposit of titanic iron 
ore on lot 35 in the fourth concession of Glamorgan, known as Pine Lake 
mine. It has been explored by test pits at many different {>oints which 
show a solid ledge half a mile in length by 100 to 200 feet in width. It 
forms a high ridge, and at one point crossed by a ravine there is an 
exposure of ore to a depth of 80 feet. It is a magnetic ore, containing 53 J per 
cent, of metallic iron, .017 of phosphorus and about 10 of titanium. This 
excess of titanium makes the ore useless according to present furnace prac- 
tice, but recent experiments give good reason for hope that the titanium 
difl5culty can be overcome with suitable flux. And it is well known that 
titanium in iron is not in itself objectionable ; on the contrary, it adds to the 
strength and ductility of iron. The Pine Lake mine however is the only 
one in the two parallel ranges of fifty miles in length which shows titanium 
in hurtful quantity. There is also only one mine in these ranges in which 



Pine Lake 
mine. 
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phosphorus is in excess of the Bessemar limit. Where ore is shown to exist Puaey. 
at so many points along the two ranges, and visible by oatcroppings in large 
quantity, I think there need be no fear for the supply." 

Obbb in Nobthebn Ontabio. 

The principal area of the Archaean rocks of the Province is in the region 
north of the great lakes, lying between Ottawa river on the east and 
Lake-of-the- Woods on the west. There is good reason for believing that this ^P^ ^^ ^^ 
territory is rich in minerals, and many valuable discoveries have already been northol the 
made in it, although on account of its great extent it has been but very great lakes, 
imperfectly explored. Iron ore has been discovered in numerous localities, 
east and west, but mostly in association with the Huronian rocks, and some 
of the deposits are known to be very large, and the quality of the ore is 
claimed to be very good. During recent years however there has been no 
inducement to explore the country for iron, and little progress has been made 
in our knowledge of its occurrence, saving in two or three localities beyond 
lake Superior. 

Iron island in lake Nipissing is composed of crystalline limestone inter- 
stratified with and cut across by trap. Small masses of specular iron ore, gpec^iup ^^ 
Mr. Murray stated in his report for 1854, are common to most of the rock in inlakeNipii- 
this island, but in the crystalline limestone there is a large display of it. For >i^- 
a breadth of about forty yards along the c]i£f on the east side the rock yields 
masses of ore of various sizes, sometimes in strings of an inch thick or upwards, 
and at other times in huge blocks of half a ton weight. The beach near this 
outcrop is strewed with masses of all sizes from several hundred pounds to 
small rounded pebbles not larger than marbles. Orystalline limestone also 
crops out on the west side of the island, which appears to correspond with 
that holding the iron ore on the east The same minerals are found dissemi- 
nated through the rock and strewed upon the beach. At the southwest point 
of the island the rock is again limestone, and a long beach running out from 
it to the westward is covered with boulders of specular iron ore. Iron ore 
also occurs at the southeast of the island, but not in such great abundance, 
and only in detached masses strewed upon the beach. ^ 

In the report of the survey for 1848-9 Mr. Alexander Murray refers to Specular ore 
the discovery of a vein of specular iron ore in the La Cloche mountains in the La 
along the north shore of Georgian bay, on the Wallace mine location, " cut- ^!^^^ moun- 
ting the strata in a north and south direction with a width of 15 feet.'' 
Specimens of the ore from this vein were presented to Mr. Murray by Mr. 
Bristol, but he states that he had not an opportunity of visiting the locality. 
On analysis by Dr. S terry Hunt the ore was found to contain 68.6 per cent. 7^^^^ °^*°* 
of metallic iron. The lode, Mr. Murray says, would yield 20 tons of metallic 
iron per cubic fathom, or at a breadth of 12 feet 40 tons for every fathom 
forward by a fathom vertical.^ 

It is shown by more recent examination however that the vein is not so 
large as was reported to Mr. Murray. The report of the Mining Commission 
describes it as consisting of about 8 feet of banded ore and quartzite, the ore 
varying from crystalline to compact specular. '* The bed or vein may be 
traced some 200 or 300 yards westward and is about two feet in width where 
last visible." Eastward it is covered by a mass of debris, Mr. Thomas 
Frood, who is part owner of the location, described the ore as of steel color, 
slightly magnetic, and part of it as red and very soft. " The vein is visible 
for about 200 yards ; at the west end on the face it is about six inches wide ; 

33 Jeologinal Survey of Canada, 1863-6, p. 123. 
34Geological Survey of Canada, 1848-9 p. 45. 
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at the east end where the pit has been sunk, the width of the vein is about 8 
feet. The depth of the pit is about 20 feet and the vein seems to increase 
in width and the ore to improve in quality as we go down.^ 

South of the Wallace mine location and three miles northwest of Kil- 
larney, on a peninsula of grayish Huronian quartzite, Dr. Bell says there 
is a promising deposit of magnetic ore.^ Explorers also report a fine occur- 
rence of iron ore from this peninsula westward towards La Cloche island and 
eastward into the township of Eutherford. 

In describing the geology of the Huronian formation in the vicinity of 
Echo lake, Mr. Murray states that specular iron ore was frequently observed 
both in the trap and in the sedimentary portion of the formation, occasionally 
arranged in thin, continuous layers between the strata for considerable dis- 
tances, and at other times in small isolated masses irregularly distributed 
through the rock. The latter condition, he states, was especially observed 
in the quartzose conglomerates with blood-red jaspers, where indeed the iron 
ore appeared to constitute a characteristic mineral.^ Mr. R. E. Baily 
described to the Miniog Commission a deposit of specular ore which he had 
discovered abont three and a half piles northeast of Echo lake, and which 
had a width of 15 or 20 feet. Openings had been made upon it at six or 
seven places by which it had been traced for about 1,400 feet. The ore was 
shown by analysis to contain 65 per cent, of metallic iron, and to be very 
free from phosphorus and sulphur. Other discoveries are also reported in the 
same region. 

In the township of Coffin James Stobie developed a location in 1874, and 
worked it three or four years. The width of the vein, Mr. Stobie stated to 
the Mining Commission, was from two to eleven feet, and the ore could be 
traced for a length of two miles. It was a hematite ore of good quality, 
and for three seasons it was shipped to Detroit. The location is at Desert 
lake, ten miles northwest of Bruce raincs.^ 

In 1865 Mr. Macfarlane made an exploration of the east shore of lake 
Superior, where the formations are largely the same as in the northern penin- 
sula of Michigan. He observes that as the great beds of red hematite 
which occur at Marquette belong to the Huronian series of rocks, it ought to 
be matter for congratulation that the same ore has been found to characterize 
the same rocks on the Canadian shore. Discoveries of hematite had been 
made at Batchawana bay and Gros Cap, and '^ although neither of these so 
far as yet opened can compare in richness with the Marquette deposits, it 
cannot be doubted that future explorations, if vigorously pursued, will 
quickly develop iron mines on the north shore equally remunerative as those 
on the American side.'' The Batchawana ore bod is about seven miles to 
the northwest of the village of that name. The ore is principally specular 
iron, the less compact hematite being comparatively rare. There is also an 
admixture of magnetite, and both ores in narrow bands are interbedded. with 
smaller bands of dark red jasper. The thickness of the banded bed is not 
less than twenty fee;, and in some places cannot be less than forty. The 
deposit on Gros Cap presents more promising features where it overlies a bed 
of greenstone slate, and seems to occupy a valley running northwestvrard 
between higher rocks. The total thickness of the ore-bearing bed is about 
sixty feet, but the upper part is very poor, containing merely finely-dissemi- 
nated ore. Various other beds were observed in the same locality cropping 
out upon the lake shore.^ 

Dr. Bell visited Gros Cap eleven years afterwards, and refers in his report 

3uKeport of the CommiHsion, pp. 123 and 143. 
seGeolojrical Survey of Canada, 1876-7 p. 210 
37Geological Survey of Canada, 1857, p. 24. 
38Mining Commisaion's Report, p. 143. 
39Geological Survey of Canada, 1863-6, pp. 129-31. 
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to two exposures of hematite on the southern part of the cape. One of 
these is fifteen or twenty feet of very impure purplish red hematite, inter- 
stratified with thin, drusy, gray, silicious beds, the band dipping south 30^ 
west at an angle of 70°. The second is near the southwest extremity of the 
cape and had been worked several years previously. It is about twenty feet 
in thickness, consisting of thin and very distinct and regular ferruginous beds. 
" The best layers appear to be a »«fficiently rich iron ore, but it is question- 
able whether the earthy beds do not form two large a proportion to make it 
profitabb to mine the whole mass in order to obtain them."^^ 

Obes North and West of Lake Supebiob. 

An exploration survey of the country north of lake Superior between ^q^^;^ ^f j^^i^^ 
the Nipigon and Michipicoten rivers was made by Robert Bell during the Superior, 
years 1869-70, and in his report reference is made to the occurrence of 
thick beds or veins of magnetic iron ore in massive crystalline granitoid 
rock o! red orthoclase and black hornblende at the mouth of the Little Pic 
river. The ore occupies a horizontal position in a cliff, and the united thick- 
ness of three of the beds appears to be about ninety feet. One sample of 
this ore yielded 36 per cent, of metallic iron, and another from a different 
part of the deposit 46 per cent. A band of impure S':lid hematite ore 
was also found on the west point of the largest of the Slate islands, and a 
silicious slaty magnetic ore was found to occur as a band two feet in 
thickness on the portage at the west end of Little Long lake.**^ William 
Murdoch, civil engineer of Port Arthur, informed the Mining Commission 
that he had sold an interest in a ver} large deposit near Loon lake where q t 

there is said to be a million tons of ore in siiht. On Ruby lake also he and Ruby 
stated that there is a deposit of hematite which will go 65 per cent.*^ lakes. 

The two great iron ranges of Minnesota, the Vermilion and Mesabi, have 
been traced northeastward into Ontario. The Vermilion enters our Prov- T^^ Vennil. 
ince at the eastern end of Hunter's island, and numerous outcroppings have Mesabi iron 
been discovered on the range across that island.*^ Prospectors also report the ranges of 
appearance of ore at a number of places inland, and although careful explora- ^J^qI^q^ 
tion has not been made it is probable that the ore deposits on the Mattawan Ontario, 
river are on the continuation of the Vermilion belt. In the report of the 
Mining Commission Michael O'Keefe of Tower, Minn., is credited with saying 
that he had explored Hunter's island north of Emerald lake and traced a 
deposit of iron ore a total distance of eight miles, the width of which varied P° Renter's 
from 50 to 300 feet. James Sheridan also informed the Commission that he Knife lake, 
had explored Ontario on the north side of Knife lake, on the east of Hunter's 
island, and took up an iron location there. He described the ore as a hard red 
hematite mixed with jasper, like the Vermilion, and lying between walls of 
diorite and chloritic slates. The deposit is 90 feet wide, and the bed can be 
traced for three miles along the strike. Assays of the ore showed it to run 
from 47 to 56 per cent, of iron, and Mr. Sheridan thought that it would 
average about 50 per cent.*^ 

The Mesabi range has been carefully explored during the last three years 
by Mr. H. N. Winchell of the Minnesota Geological Survey, and a valuable ^^Metabi 
report by him has recently been published upon it. This range lies at the range, 
base of the Animikie formation, and has been traced northeastward into 
Ontario, crossing the boundary at Gunffint lake and curving around to the 

40Geologicftl Survey of Canada, 1876-7, p. 220. 

4lGeological Survey of Canada, 1870-1, pp. 347-8. 

^Report of the Commission, p. 144. 

*3** Hunter's iiland is interesting economically chiefly for the iron ores associated with 
jaspery beds which occur on its southeast side, and which are entirely analogous geologi- 
cally to the famous iron ores of Vermilion lake at Tower, Minnesota. " Geological Survey of 
Canada, 1888-9, p. 27a. ^ Report of the Commission, pp. 125-6. 
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head of Thunder bay, east of Port Arthur. It is an iron-bearing belt over 
large portion of its length, but the ore varies in richness, and in man; 
stretches the range is lean or altogether barren, as indeed is the case witi 
almost every known iron belt of considerable length. West of the Dulati 
and Iron Range Railway the ore is found under deposits of clay and gravel 
and when uncovered it may bo scooped out and loaded on to oars with a atean 
shovel, being almost of the consistence of fine sand. It is of the hematiti 
variety and of different colors and shades of colors, red, blue and brown 
East of the Iron Range Railway the ore beds are covered by strata of blacl 
slate, or of an eruptive rock called gabbro which was poured out over then 
like volcanic lava. The effect of this overflow of molten rock, in the opinioi 
of Mr. Winchell, was to convert the hematite into a ma^etic ore. In th 
northern part of the state, and on the Ontario side, the ore on this range i 
almost invariably magnetic as far as known ; but possibly there are section 
of it over which the gabbro did not extend. South of Gunflint lake, on th' 
Minnesota side, mining operations have been carried on during the past yeai 
* and it is expected that ore will commence to be shipped this year to Foi 
William over tho line of the Port Arthur, Duluth and Western Railway 
The superintendent of the Barnum mine at Ishpeming, Mich., Mr. Willian 
Ore on Gun- Sedgwick, gave to the Mining Commission some information respecting or 
N^'rthllk deposits on this range on Gunflint and North lakes. On the norch side o 
the first-named lake he stated that there is a rich magnetic ore suitable fo 
Bessemer steel, the analysis of which gave 68 per cent, of iron, .028 per cent 
of phosphorus, no sulphur, and very little silica. He satisfied himself tha 
there was at least 25 feet in thickness of this ore, but how much more he di< 
not wait to determine, lest some one might take advantage of his discover 
and purchase the property from the Government before him He als 
obtained specimens from drift boulder and ledges of good quality ore at seven 
other places on the north side of both lakes.^ 

Grady. Michael Grady of Kingston, an explorer, has given the following infoi 

mation to the Bureau respecting the iron ores in this region, on the Ontario 
side of the boundary : 
Exploring on <* I am in the employ of the Kingston and Pembroke Mining Company a 

riw. ""^^ prospector. I have been pros|)eoting on the Mattawan river a tributary of th^ 
Kaministiquia, and also on Gunflint lake near the Minnesota boundary, 
was there in company with Mr. Williams, p. l. s., of Kingston. We took u] 
and explored seven locations on the Mattawan. These locations are situatec 
about twelve miles southwesterly from Finmark station on the O.P.R, Th 
ore we found there was a hard hematite. We explored the location calle< 
W 222, with the diamond drill which we had taken there the previous wintei 
We put down four holes to a depth of about 300 feet and found ore most o 
the way down. We had several assays made of it which averaged 50 pe 
cent, metallic iron, and contained no objectionable impurities such as snlphui 
phosphorus or titanium. 

**The hill in which the ore occurs rises to a height of 100 or 150 fee 
above the level of the surrounding country. The ore crops out in the direc 
tion of the strike of the rocks, which is about north 70^ east. The dip i 
nearly vertical. The next best location is W223, adjoining the above-mei 
iioned on the west. The ore appears to be more solid here and has a Bom< 
what slaty structure. The hill in which it occurs is about the same elevatioi 
as that on W222. The strike and dip are also the same on both locationi 
The country rock on the south side of the ore outcrops is greenstone, and a 
the north side a chloritic schist which sometimes partakes of the nature of i 
conglomerate. We did not use the diamond drill on W223, but put dow 
three pits to a depth of eight or ten feet. Samples of the ore obtaine 

^ Report of the Commiuion, p. 126. 
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assayed over 60 per cent, metallic iron, with no objectionable impurities ; Crrady. 
good Bessemer ore. We did not find any outcrops of ore west of this location. 

" As regards to the extent of the^ ore outcrops, I should say that on Extent of the 
location W222 the deposit is about one-fourth of a mile in length and about ^^ bodies. 
200 feet in the widest part, narrowing to about 50 or 60 feet at its eastern 
«uid western extremities. Oh location W223 the outcrop is nearly half a 
mile in length. In one place it is 400 feet wide. It narrows and becomes 
split up towards the southwest end. 

" At Gunflint lake the ore deposits are not so well defined. They are in Horizontal 
nearly horizontal bed& We found some very good ore there. Assays gave beds of ore at 
about 60 per cent, iron with no objectionable impurities. We did no work ^^"^"'* ***®« 
there, except sinking a tew test pits through the soil down to the ore-bed. 
The ore is different from the Mattawan, being magnetic. I should say that 
the Gunflint and Mattawan ranges are about 40 miles apart, the latter being 
northwest of the former. 

*' We have not done anything along the Kingston & Pembroke road this 
year. The mines are all idle. I have not done any prospecting there either. 
At the present prices of iron ore we can't work these mines and ship the ore 
to the States in the face of the McKinliBy tari£ If the duty was off we 
«ould work them at a fair profit. There are no iron mines down here being 
worked this year that I know of." 

David Williams of Kingston, a Provincial Land Surveyor, has been Williami. 
engaged in exploring for minerals and surveying mining locations in the same 
region for three years, and the following statement has been furnished to the 
Bureau by him : 

'* I am a Provincial Land Surveyor and reside in Kingston. I have 
been engaged during the last three years in mining surveys and explora- Locations near 
tions in the regions west of Port Arthur in the Thunder Bay district. I the interna- 
have made surveys and explorations at Gunflint lake along the international ^i<>°*l ^^' 
boundary, and had some test pits sunk on locations R311 and R3 17, where fl^'i^e. ^^' 
we found some very promising beds of ore. Assays gave about 60 per cent, 
metallic iron, with no sulphur, phosphorus or titanium. The ore lies in 
nearly horizontal beds, in what is sometimes csdled blanket ore. One deposit 
extends from location R205 westerly across R315 and partly across R317, 
It is from 50 to 150 feet wide. We did not do any blasting, so that I cannot 
say much about the depth or thickness of the bed, but its superficial area 
is so great that it will in any case yield a large amount of ore. 

*' Another deposit lies along the northern border of location R31i. 
It crops out of the side of a high hill, where it occurs in layers of varying 
thickness, alternating with thin layers of shale and rusty quartzites. There 
is every indication of a large body of ore. It can be traced along the side of 
the hill for nearly half a mile. I have since traced this ore formation north- 
easterly to near the southern boundary of the township of Strange, and have 
discovered a number of localities which give strong indications of the presence 
of valuable ore beds. There is no doubt but that this range is a northeastern 
extension of the celebrated Mesabi range in northeastern Minnesota. 

"In the fall of 1890 I examined what, is now called the Mattawan iron Locations on 
range. Mr. James Hammond of Fort William had prospected the range th® Mattawan 
during the previous summer and had made some important discoveries. I "^° range- 
reported very favorably and Mr. Hammond was joined by Messers. Folger 
Bros, of Kingston, and together they took up 17 locations along the range. 
Since then we have done some development work in different places on the 
property. The work on W222 and W223 has been described in Mr. Grady's 
evidence. During the last year Mr. Hammond has sunk a shaft to the depth 
of about 60 feet on location W211. This locality presents some very inte- 
resting features. One formation is about 200 feet wide. The surface rock 
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Williams. consists largely of banded jasper and iron all broken up into small angalar 
blocks, which a short distance below the surface are cemented together with 
iron, forming a breccia with the iron filling the spaces between the ang^ar 
blocks and forming part of the blocks themselves. The jasper in the ore 
steadily diminishes with the depth, and we have good reason to believe that 
it will work out altogether a little deeper down. The ore is a fiDe-grained 
specular, very pure in spots. Large pieces could be obtained that would cairy 
65 to 68 per cent, of iron. 
Exploratory " ^^^ ^^ three excavations were also made on location W 219, near what 

work at is called the Middle Falls on the Mattawan river. The ore formation is here 

Middle FalK about 200 feet high. The workable ore bed is about 60 feet wide and can be 
wan. traced a long distance on the line of strike. It is thrown up into a hill about 

200 feet wide. The excavations were in the form of cross-cuts into the hill, 
and they exposed a large fine body of ore. I think the assays gave about 54 
per cent, good Bessemer ore. The Mattawan range can be traced eastward 
beyond the Kaministiquia station of the C. P. R.; but in this direction the 
ore becomes very lean, and large belts of jasper seem in some places to occupy 
the ore horizon. The ore belt seems to follow the axis of a synclinal, and I 
think that the folding of the ore bed upon itself will account for its great 
width in some places. On location W 223 it is 400 feet wide. It is by far 
the largest body of ore I have ever seen, and I believe it is one of the largest 
on record." 
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James Oonmee, m.p.p., has furnished the Bureau the following information 
on the iron ore occurrences in the same localities : 

" I have been engaged in building the Port Arthur^ Duluth and Western 
Railway. The line in Ontario is now completed, the distance being 87 
miles to the international boundary at the southwest end of Gunflint 
lake. Our object was to reach the iron ore on the American side as well 
as the Canadian. For this purpose we have constructed six miles of road 
on the American side. We have a contract with the Gunflint Iron Com- 
pany by which they undertake to ship 1,000,000 tons of iron ore at the rate 
of 100,000 tons a year. I have seen the deposit of iron ore at Gunflint lake^ 
and it appears to be an extensive one. The outcrop, which occurs alonf^ 
the base of a high ridge of rock, varies in width from 10 feet at some points 
to 100 feet at others. I stepped along the outcrop, which was stripped in 
places, and found the length to be about 3,000 feet. I think there is a large 
body of ore there, and there is more further on ; a mile beyond this place a 
diamond drill was set at work and it struck ore running in the same direc- 
tion. T understand that pretty extensive tests have been made with the 
diamond drill, and a large body of magnetic ore is said to have been found 
I am told the ore assays from 63 to 67^ per cent, of metallic iron. It is 
almost entirely free from phosphorus, and contains very little titanium ; it is 
claimed to be a first-class Bessemer ore. The ore will be sent over our line in 
bond, and then shipped on to Cleveland or some'other placa I have reason 
to believe that the same range of ore crosses the boundary line into Ontaria 
It comes acioss right along our line of railway, at the Narrows between Mag- 
netic and Gunflint lakes ; I have seen several outcrops there myself. The 
greater part of the land on which these deposits occur is owned by Oaldweil 
<k Co. of Lanark, and Folger Bros, of Kingston. They had Mr. Williams there, 
and Mr. Michael Grady, both mining experts, who reported on the property and 
claimed to have found a very large body of ore. They stripped the ore in 
places, sunk several test pits, and had a number of men working there daring 
the whole of the summer of 1891. They have not mined the ore at all ; bat 
they say that it is the same ore in appearance and quality as the American 
ore. The range has l)een traced into Ontario in a northeasterly 
direction as far as the vicinity of White fish lake, a distance of 35 mile» far- 
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ther ; there are outcrops of ore all along, in several places. It has not been 
traced beyond Whitefish lake. The Gunflint range, both on the Ontario suid Conmee. 
American sides, is a continuation of the Mesabi range in Minnesota. This at 
least is the general opinion of geologists. Mr. Winchell, assistant state geo- 
logist of Minnesota, was over there a few weeks ago, and he told me it was a 
continuation of the Mesabi range. The only difference is that so far as it has 
been developed the ore at this end is a hard ore, while at the other it is a 
soft ore in places. 

** There is another range of iron ore about four miles north of the one I A parallel 
have been speaking about, on the Ontario side, just lately discovered. I do a*°??i°^'^ 
not know much about its extent, but the ore is of very fine quality ; it assayed showing nch 
65^ per cent, of iron and carried also a good percentage of manganese, ore. 
This range is near Sand lake, four miles from our railway. The deposit has 
been found to be a large one. A pit has been sunk about 15 feet, and as far 
as the pit has shown up the vein it seems to be very much decomposed. They 
had not got down to what they considered the solid ore. The manganese 
appears to be dispersed amon^ the ore, but it also occurs in pockets ; they have 
taken out small quantities of msmganese almost pure. 

" 1 also know of the occurrence of iron ore on the Mattawan river ; I have ipj^^ Matta- 
been there. The principal owners are the Folger Brothers of Kingston. I wan range. 
own a location there myself, and Mr. Pumpelly and his friends own a very 
large block of land there. They have surveyed and explored it, but I do not 
think they are interested with Folger Bros. The latter have tested their 
locations with a diamond drill ; I am not aware that others have done so. I 
believe the ore there to be very extensive ; the vein is three hundred feet wide 
in places, and at no place that I saw was it less than 75 feet wide. The ore 
crops out at the surface in very many places, and is quite - easily traced for 
20 miles, running in a southwesterly and northeasterly direction. It is 
mostly hematite ; all that I saw was hematite. It is apparently not quite so 
rich an ore as the Gunflint or Atik-okan ores on the surface, from which 
assays show 45 to 55 per cent, of iron ; but where the prospectors bored with 
a diamond drill they have got very much better results ; they have got as high 
as 62 per cent, according to my information. 

** There are outcroppings of iron ore farther north, but not of the same other ore 
permanent character. The range crosses the Kaministiquia river about 20 ranges farther 
miles west of Port Arthur, above the falls. This is not the range which ^*^^^^' 
extends into the townships of Ware and Gorham. The latter is a hematite 
ore, what I would call an iron slate. It occurs in a sort of slaty formation, 
and I should take it to go about 30 or 35 per cent of iron." 

The following paragraph on shows of iron ore on the Kaministiquia Oreshowaon 
river is taken from Dr. Bell's report to the Director of the Geological Survey : the Kaministi- 

" In the hills on the left side of the Kaministiquia river a tinely-banded rock 3"^^ 'd^^^th 
made up of jasper and magnetic iron occurs at the distance of one mile south- jasper, 
east of the junction of tho Mattawan. The alternating beds are usually not 
more than from one-half inch to two inches thick, and present a very striking 
contrast ; the jasper being brown or bright red, while the magnetic iron is 
black, finely granular and glistening. The beds are somewhat contorted, but 
their general strike appears to be about east and west. On the west side of 
the Kaministiquia river, at about a mile and a half below the Mattawan, the 
same ribboned jasper and iron ore rock occurs, associated with black arena- 
ceous layers, semi-translucent banded chert, approaching chalcedony, and dark 
fine-grained hard ribboned argillite or felsite, having a conchoidal fracture. 
These strata are considerably contorted and dip at high angles, but their 
general course appears to be northwestward."^ 



^ Geoloprical Survey of Canada, 1866-9, p. 330. 



70 



Oonmee. 



Red hen^tite Dr. Bell also mentions the occurrence of iron ore at many othtir pointt 
and slaty iron ^^^ ^^^ north of lake Superior, specimens of which were shown to him, 
on Nipigon among them being pure red hematite from Arrow lake and a slaty iron ore 
^®* from the east side of lake Nipigon. The latter was found to oontain 51.51 

per cent, of peroxide of iron ( =- 36.06 metallic iron), traces of manganese^ 

.076 per cent, phosphoric acid and 8 of alumina. 

The Atik-Okan Iron Range. 

A belt 15 miles Going farther west another extensiye range of mas^netic ore is found on 
in length. Sabawe lake and Atik-okan river, which has been traced a distance of 15 miles 
westerly on the course of the river to its junction with the Seine. Large 
deposits have also been discovered down in the valley of the Seine, bat some 
analyses show these ores to contain titanium. Referring to the deposit on the 
Atik-okan or Antler river in the Mining Commission's report, Dr. Bell des- 
cribes it as a large body of magnetite of fine quality. There are three beds in 
the widest part, each about fifty feet in width, separated from each other by 
narrow bands of rock running with -the general course of the belt to which 
they belong. '^The deposit." Dr. Bell wrote, ** shows workable quantities of 
ore at intervals for about three miles, and is traceable for about five miles." 
But more recent explorations show that outcroppiogs occur over a distance 
of fifteen miles. Dr. Bell also refers to another rich deposit near the mouth 
of the Seine river, and one of lower grade ore at a straggling lake soatheast 
of Wabigoon lake.*^ 

Mr. Oonmee, m.p.p., who has been over the Atikokan range, has supplied 
the following information respecting the shows of iron ore upon it : 

'* I have been on the Atik-okan range and have examined the iron ore 
there. This is the greatest deposit of iron ore I ever saw. There is a vein 
varying from 40 to 150 feet in width, and rising up to a height of 100 to 150 
feet in places, and extending, so far as my observation goes, for about 25 
miles. I have followed it for that distance myself, and it appears to be a 
continuous outcrop all the way, of pretty uniform width, but varying in 
height, dipping in places and rising again. It has been tested with a diamond 
drill on several locations by Thomas Marks & Co. ; they have tested on loca- 
tions of their own, and on those belonging to some Americans. The ore is 
magnetic On the surface it is a little decomposed, but it is all ore : there 
is very little mixture with it. It is said to carry a considerable percentage 
of sulphur, which is its only drawback, so far as I know. It runs up to 65 
and 67 per cent, of metallic iron, and is of this uniform richness. It is a 
very rich ore. 

*' This range is about 80 miles from any present railway ; the north- 
east end of the range would be about 50 miles from the Oanadian Pacific, at 
Fire steel river, or a little west of that point. The property could not be 
. worked until a line of railway was constructed. The line of the Ontario and 
cation?"^"^""^ Rainy River Railway runs right across the southwest end of the range. This 
line has been located. 

" There are no facilities for getting out the ore from the Mattawan ranga 
There are portions of the vein which occur within about 8 miles of the O.P.B., 
near the Kaministiquia river. The deposit gets much richer farther west, %nd 
couldbe tapped either from the Port Arthur, Duluth and Western or the 
C.P.R. by a line of railway some 30 miles in length. The other deposits of 
ore are within convenient distance of the former railway." 

The following description of the Atik-okan iron range was written by 
McKellar. Peter McKellar and published by the Bureau of Industries, 1886, p. 409 : 

''This great magnetic iron deposit, on locations 10 E, 11 E and 12 £ on 



Tracing the 
length of the 
range. 



Want of rail- 



47 Report of the Commission, p. 22. 
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the Atik-okan river, lies about thirty miles southwest of Bridge River station, McKellar. 
Canadian Pacific Railway, which station is about ninety miles west of Fort 
William. The ore lode, which is divided into two or three branches in places, 
as at Iron mountain, has been traced by the outcrops for a distance of nearly 
four miles along the strike of the formation, with which it appears to conform Locations 10 £ 
in dip and strike. The formation consists of the Huronian green chloritic 11 E and 12 £ 
and dioritic schists, with a dip nearly vertical, or about SO*' to 85° to the doBcribed. 
horizon northward. Herein I will describe Iron mountain only, the middle 
portion of the above run of ore, which is largely exposed and of which the 
examination was well and carefully made. The ore lode aggregates a thick- Extent of the 
ness of 100 to 125 feet, divided into two and in places three veins by a belt or 2^^*^Q^n- 
belts of the green schist 20 to 60 feet in thickness. This with the associated tain. 
rocks forms a mountain range nearly a mile in length and 300 to 400 feet in 
width, and that rises to elevations of 60 to 125 feet above the surrounding 
plain ; it therefore presents unusually favorable natural advantages for turn- 
ing out a large quantity of ore in a short time. The ore is remarkably uni- 
form in grade or percentage, and is described as follows by Professor Chapman 
of University Oollege, Toronto, the leading authority on iron ores in Oanada. 

" * The sample consists of fine-grained, comparatively soft black magnetic ore. . . . 
As shown by analysis the ore is exceedingly rich in metal, holding 70 per ^^ 
cent, metallic iron, with very little silicious rock matter, very small amounts 
of sulphur and phosphorus, and no trace of titanium. Its specific gravity 
equals 4.93 ; hence the weight per cubic foot is equivalent to 307^ pounds. 
So far as regards composition and physicial characters, a better ore could not 
be obtained.' 

Ferrous oxide 29.98=metallic iron 23.82 ) _mf^ /vr 

Ferric oxide 36.77= ** 46.74 f -'"•"^' 

Titanic acid None. 

Sulphur 0.06. (strictly 0.062). 

Phosphorus 0.02.. (strictly 0.025). 

Alumina 0.67 

Silica 2.43 

99.93 

" After the above sample test the deposit was systematically tested by 
American iron experts, who pronounced it first-class in every respect. The 
lode was closely sampled at several points and different samplings analysed, 
none of which showed titanium or sulphur. The percentage of metal was 
high, being 63 to 70, and the phosphorus low, or 0.011 to 0.035. 

'* The regularity of the stratification of the ore and schists along the sur- 
face shows that the ore deposit is not superficial or liable to give out quickly 
downward any more than it does along the surface horizontally. The lode 
may change in size a little either way in sinking 400 to 500 feet ; but here 
it will be more likely to be in the direction of an increase rather than that of 
a decrease on account of the dip of the outside walls along the middle portion 
of Iron mountain. 

" After a thorough surface examination of the Iron mountain lode, I Estimate of 
estimate the quantity of good ore to exceed 2,000,000 tons for the 100 feet of mountain. 
depth, or 10,000,000 for 500 feet. I doubt if there is any other known 
iron deposit in either Oanada or the American great iron districts of lake 
Superior that gives a more valuable show in regard to quality, quantity and 
the natural advantages presented for mining. 

"The difficulty in the way of its present development is the distance to a 
railway or to navigable water. To make the ore available would necessitate 
the building of a railway branch thirty miles in length to connect with the 
Canadian Pacific, and negotiations are in progress that promise to result is 
the commencement of the work at no distant date. So much wealth as ir 
known to exist here and the great trade its opening would create in the 
district are sure to cause the building of this branch before long. 
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" Besides the iron trade, the bnildiug of the proposed branch would op 
ap other valuable indostriea ia the locality. The rook lormatioa conai 
tu^ly of metamorphic schists associated with granite, a foimatioa higl 
favorable for the bearing of metals. Even now, althoagh the locality is b 
stightly known to the minei'al explorer, two very promising gold vei 
(Partridge Lake and OamawelakeveinB) have been discovered within, a radios 
six miles of Iron mountain. There are some good tracts of timber lands in t 
locality ; also farming lands, Huch as that in the grand valley of Seine riv 
along which the proposed railway branch would run for the greater porti 
of its length. The Uuronian and Animikie formations, the iron beari 
rocks of the American iron districts on lake Superior, are largely develop 
in Canadian territory north of lake Superior and the American boundary." 
The foUowicg statement has been furnished b^ Harold A. Wiley of Pi 
Arthur, whose firm is interested in the Atik-okan range. 

" I reside at Port Arthur and am a member of the firm of Thomas Mai 
& Co., merchants, forwarders and shipowners. For the last five years I hi 
been dealing to some o;ct«at in mining laoda, and I have also prospect 
in various parts of the district. Five years ago I became aware of the ezisteii 
of iron ore on the Atik-okan river west of lake Ssbawe, through the repi 
of Indians. Two years previous to this Messrs, McKellar and Graham h 
discovered and taken up locations east of the lake which were reported 
contain very large deposits of magnetic ore. In the summer of 1887 we se 
oat a party of explorers who continued in the field for several months a 
reported lo us a discovery of ore west of the lake which showed outcroppii 
five miles in lenfrtb. This is a continuation of the McKellar range, and I 
ore is of the same character. It is a series of low bills sixty to eighty feet 
height, with intervals of low ground, the ore occurring in tens-shapied mas 
varying in width from ten to forty feet. The lenses are of various lengths, fn 
one to ten chains. We carried on explorations with a di>tmond drill for i 
months during the season of 1891, having taken the drill in from Savan 
Diamond drill Station on the C.P.R. during the previous winter. Sixteen holes in all wi 
explorationa. bored, eight on our own properties (R400, 401 and 402) and eight on anotl 
location adjoining ours on the west (X2I2). On R400 the total extent 
drillingwas 340 feet; on R401, 792 feet; andonX212, 1,010 feet Inont 
the vertical borings ore was found to a depth of 266 feet (this being i 
length of the drill rods) which averaged 64 ]>er cent, of iron and showed oi 
a trace of phosphorus. Some of the core.B analyzed 68 per cent. iron. I ; 
fully satisfied with the quantity and quality of the ore on the Atik-okui ran 
An eminent American geologist who examined it carefully asanred me tl 
upon two iocatioas alone the quantity in sight was not less than 1,500,C 
tons, and the range is at least thirteen miles in length." 

Two years ago last October W. W. Russell, p.ls., of Port ArtI 
furnished at my request the information contained in the followinff paper 
the Atik-ok. n range : 

" During the past summer the extensive and rich deposits of magnetite 

the Atik okan river, about one hundred miles west of Port Arthur, hs 

attracted much notice from iron mining men, especially Americans, and h« 

Runnell been visited by many prominent parties. The extent and high grade of ■ 

outcroppings have excited surprise invariably, though some expressed < 

apointnient at finding no developmen*' work done. 

KirBtdis- " Some five years ago the first discovery of magnetite in this range ^ 

cuverj- of iron niade, and a tract taken up by Messrs. Graham J; McKellar. The prope 

Atik-ukan '"^ shortly afterwards examined by Mr. D. H. Bacon (now superintend 

river. of the Minnesota Iron Co.), and on liLs report bonded for a long term t 

Cleveland party represented by Major Pickanda. No active operations h 
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been begun. The discovery of the iron did not attract general notice in any Russell. 
way until the finding last fall of another equally extensive and rich deposit, 
several miles further west on the same range. The result of this was the 
starting of numerous exploring parties this summer, and the discovery of 
still other outcrops of the same ore further westward, until now these rich 
deposits have been traced by outcrops for a length of sixteen miles along the 
belt. 

** Nothing more than a superficial examination of the deposits has been 
made in the way of a few surface cross-cuts, and an occasional shot to secure 
un weathered samples ; but in many places the ore outcrops boldly, showing 
a varying width of from 10 to 50 feet. 

** Before describing these outcrops or surface showings more minutely, I 
may refer to the geological occurrence of the deposits. They occur as beds p i • i 
in Huronian hornblendic and chloritic schists, which are nearly vertical, occumiiice of 
having a dip of 86 degrees north, and a strike of north 75 degrees eeist. The the deposits, 
surface showings indicate that there are several of these beds, the intervening 
rock having a width of from five to thirty feet. Whether these beds will 
unite at a depth or maintain their separate identity, is a problem for develop- 
ment work to decide. The Huronian belt has an average width of eight 
miles, and rests conformably in the folds of the Laurentian rocks, so we may 
presume its depth (and that of the interbedded magnetite) to be very con- 
siderable, practically unlimited. 

"The McKellar- Graham property is the most easterly on the range, and its TheMcKellw 
most conspicuous outcrops occur on the summit and both faces of a bluffy ridge Graham looa- 
running nearly east and west 100 feet above the level of the Atik-okan river. *io^» east of 
Mr D. H. Bacon sampled the surface showing here, taking samples at three- ^® ' 
inch intervals ; and for an aggregate width of 80 feet these samples gave 63^ 
per cent, metallic iron, without more than a trace of titanic acid or phos- 
phorus, and little more than a trace of sulphur. The outcrops here showed 
three beds of ore. 

** Immediately west of the McKellar-Graham property is Saba we lake, a The range 
sheet of water three miles in length. For some distance west of the lake, in west of 
the course of the iron belt, a considerable depth of soil covers everything ; Sabawe lake, 
this extends to location R400, on which and R401 other outcrops occur very 
similar to those on the McKellar-Graham property. A similar ridge traverses ^ 

these locations, and in many places, especially on the southern exposure, 
which is ver^ steep, large outcrops occur. Having closely examined these 
and several locations adjoining them on the west, I can speak more definitely 
of them than of others where my inspection was more cursory ; and it may 
be as well to state here that the ore throughout this range varies but slightly 
in character or grade ; it is virtually identical throughout, though in some 
places where greatly exposed to atmospheric action it is, of course, leaner. . 
On location R4:00, where a natural exposure of ore some twenty feet in width 
occurs, a large number of samples taken at random gave from 66 to 68^ per 
cent, metallic iron. On the location west of this, R401, a surface cross-cut 
was made this summer which showed 46 feet in width of ore ; the full width 
was not ascertained, as the cut was abandoned on account of the depth of 
overlying soil and large boulders. Some of the ore from this cut, when pro- 
tected by deep soil, gave as high as 71 per cent metallic iron. 

" A little more than half a mile west of this the ore again outcrops on the 
south face of a ridge about fifty feet in height, the intervening ground being 
low ; samples from here gave 65 per ceni. Half a mile further west a short 
trench dug in the low ground showed rich ore at a depth of only three feet , 
no attempt was made to uncover the width of the deposit, the sole object 
being to locate it. A mile beyond this numerous showings are found along Tracing the 
the top and south face of a ridge about 100 feet high ; the surface showings ward 
here are very extensive, and the ore of the same high grade, 6Q to 68 per 
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oenL For nearly three miles beyond this the ground in the line of the 
deposttc is Tery low, and no attempt to locate the ore by test pits etc., has 
been made. As the ground rises, the ore again outcrops and shows at the 
croaring of the Atik-okan river, which is very rapid at this point. Beyond 
this I have made no personal examination, but have been informed by several 
who have been over the ground that about a mile and a half west there is 
another extensive outcrop on a high ridge similar to those already referred to. 
The country is very low and swampy for some miles, and no further dis- 
coveries have been made— or perhaps I should say made public. 

^ Although no development whatever has been done, the surface showings 
alone indicate the presence of an enormous amount of iron, which is uniformly 
free from injurious elements, and of an astonishingly high grade, and I am of 
opinion that much of the leaner silicious ore which is now ignored in sam- 
pling will at a depth become a good marketable ore. Many of the natural out- 
crops are on the south slopes of the ridges, and are much weathered and 
oxidised, resulting, of course, in the impoverishment of the ore. 

" To bring the Atik-okan ores to a market, a railway from 30 to 50 miles 
in length will have to be built from near Cco-lstadt station on the Canadian 
Pacific RaUway to and along the Atik-okan river. An examination of the 
route was made by the Canadian Pacific Hallway company last fall, and their 
engineer reported it a very easy one, estimating the cost of grading at not 
over $2,000 per mile for four fifths of the distance, the balance being medium 
work only, to cost say $10,000 per mile. The company are not disposed to 
build the road unless a reasonable amount of freight is guaranteed, but are 
willing to equip and operate the road when built if desired, and to facilitate 
the successful operation of the mines by cheap freight rates, etc. There is no 
local traffic for the railway throughout this section, and it is plainly to the 
interest of the company to promote to the utmost any undertaking that 
might lead to making this part of the line a remunerative one through local 
traffic. That they are fully alive to this is very evident in all intercourse on 
the subject with the chief officials of the company. 

<* With regard to the market for these ores, and the cost of delivering 
them thereat : Mining will cost from 75 cents to $1 per ton, say $1 as an 
outside estimate. Railroad freight to Port Arthur or Fort William, $1 per 
ton. Lake freight to either of the principal ore ports on lake Erie, Cleve- 
land or Ashtabula, may be taken as the same as that from Ashland or Two 
Harbors, the shipping ports of the Gogebic and Vermilion districts. The 
rate last year and during the present season has been about $1.25 per gross 
ton, and there is no reason to think this will be exceeded in the future, con- 
sidering the continual increase in numbers and tonnage of vessels built on 
the lakes. Shipping charges, insurance, etc., may be taken at 30 cents per 
ton ; duty going into the United States, 75 cents per ton. This will give the 
total cost, delivered at a lake Erie port, of $4.30 per ton. The present value 
of a high grade Bessemer ore, such as this under consideration, delivered on 
the docks at Cleveland or Ashtabula, is $6 per ton, which would leave a net 
profit of $1.70 per ton. 

'* The total lake shipments of iron ore amounted in 1888 to 4,700,000 
tons, in 1889 to 7,300,000 tons, and up to and including Ist October of the 
current year, 6,480,000 tons. If the shipments for the balance of the season 
only equal those of the same part of last year, the total for 1890 will be 
about 8,500,000 tons. 

" The Dominion Government gives a bonus of $2 for every ton of pig iron 
manufactured in Canada, and a portion of the Atik-okan ores might be pro- 
fitably treated at Port Arthur or Fort William, where other ores for mixing, 
flux and fuel can be brought at low rates. Coal is carried here from lake 
Erie ports at from 40 to 60 cents per ton, and coke from 80 cents to $k 
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There is no duty on anthracite coal, and coke also is admitted free for smelt- AusselL 
ing purposes. 

" I append hereto a number of analyses of the Atik-okan ore from differ- 
ent parts of the range, and also a plan showing the locality, etc. 



Silica 


1 

6.60 

1.09 
none 
87.66 
trace 

1.28 

0.75 
.0079 
none 


2 

7.80 
1.80 
none 
86.90 
trace 
0.90 
0.60 
0.060 
none 


3 
5.89 
.98 
none 
88.36 
trace 
1.40 
0.75 
0.025 
none 


4 

2.43 

0.67 

23.82 

46.74 

none 




Alumina 




Ferrous oxide 

Ferric oxide 




Manaranesic 


Analyses of 
samples of ore 


c.itpc<u«>oiv. 

Calcic 


Magnesia 


taken from 


Phosphoric acid 

Titanic 


the McKellar- 
Graham 


Total 


locations. 


94.46 
63.47 


97.57 
62.84 


97.41 
63.97 


none 
70.06 




Metallic iron 





The first three are averages from the three beds sampled by D. H. Bacon, 
of the Vermilion mines in Minnesota, and the last is a single specimen 
by Prof. Chapman of Toronto. 

Samples taken by W. W. Kussell from locations B400 and B401 : 



Metallic iron 

Silica 

Phosphorus. 

Sulphur 

Titanic acid. 



1 

68.50 
2.90 
0.015 
0.052 


2 

65.90 

5.80 

0.001 

0.16 


3 
65.702 
4.20 
0.003 
not specified 


none 


none 


none 



Assays by Sharon Iron Works, Pa., of samples furnished by Oapt. M. N. 
Garland from property marked ** Garland locations :" 

Metallic iron 68.75 

Silica 1.41 

Phosphorus 0.006 

Sulphur 0.185 

Assajs of Alik-okan ore by Dr. Hoftman, assayer of the Geological Sur- 
vey of Canada : 

1. Magnetite from R402 : 

Metallic iron 68.579 

Titanium none 

« 

2. Magnetite, R400 : 

Metallic iron 68.027 

Titanium none 

3. Magnetite from R403 : 

Metallic iron 64.551 

Titanium none 

4. Magnetite from line between mining locations lOE and HE, collected 

by Smith : « 

Metallic iron . 65.710 

Titanium none 



Henry Lloyd Smith of Newport, Rhode Island, who with Raphael Pum- Smith, 
pelly has taken up several locations in this part of the Province, has given 
to the Bureau the following description : 

*' I am a mining engineer, living in Newport, Rhode Island. I have been Exploring for 
on the Geological Survey of the United States for five years, and have spent Ontariaonthe 
two seasons, or practically two years, exploring for iron ore in western Atik-okan 
Algoma, chiefly northwest of Port Arthur. My explorations have been ^^^' 
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Smith. wholly for iron ore. I spent several weeks on the Atik-okan river, where 

iron ore occurs in irregular lenses in greenstone, both walls, so far as we 
know, being greenstone. The ore occurs in a single range ; that is, the ore 
bodies are found within a distance across the formation of 300 feet or less. 
The range is found both north and south of the river, which flows parallel to 
it, and crosses it several times in the course of 12 or 15 miles. The exposures 
of ore in some instances rise above the level of the country, and are some 80 
to 100 feet above the river in places. On the locations belonging to Mr. 
Wiley and Mr. Marks of Port Arthur, on the north bank of the river, the 
ore is some 70 or 80 feet above the water. The ore of course is not con- 
tinuous for the entire length of the range. On this property I do not think 
there is a single lens of ore that can Ije traced for more than 200 to 230 feet. 
There are considerable intervals of barren rock, more or less ferruginous. 
The limit between the ore and the lock is not so much a geological as a com- 
mercial one ; that is, the ore gradually merges into the greenstone. In the 
middle of the lens you have a pretty pure magnetite, then, as the edges of 
the lens are approached, there is a greater or less mixture of rock, then 
gradually more rock comes in and less ore, until finally it passes altogether 
into rock. The physical characteristics of the ore are those belonging to 
magnetite. Wc have had extensive analyses made of it, but I do not bear in 
mind the figures ; so far as I remem'uer, the highest result we got was about 
68 per cent, of metallic iron, which was not from a picked sample at all, but 
taken at intervals from a body of the ore 1 8 feet in thickness, and represented 
the same very fairly. It was a beautiful clean ore. The general character 
of the ore throughout the range is that of a fairly clean ore. I am interested 
in the property there along with other gentlemen. We have a location about 
a mile in length, containing about 1 60 acres. So far as we can see there is 
a large body of ore there, but it is impossible to speak definitely as to its 
extent. 
On Steep " Besides the Atik-okan river I have been on the Steep Kock lake, which 

Rock lake. ig several miles west of the Marks and Wiley locations. The iron formation 
there overlies limestone. There is no body of clean ore exposed, but I do not 
think there is any question about iron ore being there. There are fragments 
of iron ore in the glacial drift along certain parts of the shore of the lake. 
The bodies of the ore there are probably under the waters of the lake, which 
are very deep, and I doubt if they have any commercial value. 
On theMatta- " I have also explored along the Mattawan river, where we find very hard 
red hematite ore banded with jasper. It has not yet been found in any com- 
mercial bodies ; iron formation alone has been found there, consisting of 
jasper banded with hard hematite, in which one would naturally look for 
{ bodies of ore. The formation is one very similar to the one in northeastern 

Minnesota. There is a lar^^'e amount of this ferruginous material, but as 
yet no ore bodies have V>oeu found. We did no exploration with the diamond 
drill there. I understand that some gentlemen from Kingston have done 
some exploration with the drill there, but I do not know anything about the 
results they got. I have not been over this iron-bearing formation along the 
Mattawan for moie than four or five mile.s. I have found it to be practically 
continuous for this distance, and I have no doubt that it extends consider- 
ably further. It is very hard to say whether the range is a wide one or not. 
It is probable that the iron formation is folded into several parallel troughs. 
'* I have not explored along Guri flint lake ; I have simply taken a trip 
to that district. I did not see any ore V>odies there. There is a very good- 
On GunHint booking jasper in that Fection, and I think a great deal more of it since the 
lake. discovery of the Mesabi ran^je than I did when I went over it. It belongs 

in nearly the same geological horizon as the Mesabi ores, being near the base 
of the Animikie series. 



wan river. 
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" I have been on the Mesabi range ; the iron ore occurs not far above Smith, 
the base of the Animikie. The section shows that there is a time-break 
between the Animikie and the rocks beneath, which in some places are ._ . . 
granite and in others green schists, that may be lower Huronian. Upon ranj(e. 
these the Animikie beds lie nearly flit, with a slight dip to the south. The 
lowest part of the Animikie is a quartzite, the thickness of which I do not 
know. The upper part of this quartzite becomes ferruginous and passes into 
ferruginous chert, which is the member containing the ore. Here and there 
are local concentrations of clean ore, some of which are of enormous dimen- 
sions. The great point in favor of the explorer on the Mesabi range is that 
the ore bodies lie flat, or at a less inclination than in any other portion of the 
iron districts of lake Superior. In the other iron districts these lenses are 
more nearly vertical, and you get simply the thickness exposed on the sur- 
face. On the Mesabi range they lie on their broad face, and you have the 
largest dimensions of the lens parallel to the surface. The chances of hitting 
any ore body that may exist on any property in exploration are thus 
enormously increased. In some parts of the Mesabi range the ore is not 
solid, but granular, of the consistence of sand j in other parts it is quite hard, its extension 

" I understand that the range is being worked near Gunflint lake, oi the into Ontario. 
American side, but I have not seen it. There is no doubt whatever that 
rocks similar to thof^e constituting the Mesabi range extend northeastward 
into Ontario ; they come as far eastward as Loon lake, where they Eeem to be 
cut off by the Keweenawan series. 

" I have not seen any large bodies of ore in the townships of Ware and 
Gorham. There are possibilities that ore may be found in these townships 
in quantities, but I do not regard the chances as very good. 

Ores north of the Height op Land. 

In the report of the Geological Survey for 1875 6, Dr. Bell gives 8^^^ gnathic ore 
account of a large deposit of iron ore in the Devonian formation on the Mat- on the Matta- 
taganii river, in the vicinity of the Grand Eapids, latitude 50.30'' north and »a™i "ver. 
longitude 82^ west. ** Its position is on the northwest side of the river, at 
the foot of the rapids. It runs along the foot of the cliff for a distance of 
upwards of three hundred yards, almost continuously, with an exposed 
breadth of twenty to twenty-five yards. The highest points rise about fifteen 
feet above the level of the river. The surface is mottled, reddish-yellow and 
brown, and has a rough, spongy or lumpy appearance, like that of a great 
mass of bog ore. At the surface, and sometimes to a depth of several inches, 
it is a compact brown hematite, occasionally in bDtryoidal crusts, with a 
radiating columnar structure ; but deeper down it is a dark -gray compact, 
very finely crystalline spathic ore, apparently of a pure quality. The browi^ 
hematite evidently results from the conversion of the carbonate. The former 
yields, according to the analysis of Mr. Hoffman, 52.42 per cent, of metallic 
iron, while the latter shows a very small amount of insoluble matter ; indeed 
there is, chemically, little room for impurities, since it gives rise to so rich a 
brown hematite. The geological relations of this singular deposit are puz- 
zling ; it may be of newer date than the limestone gorge in which it occurs. 
The adjacent overlooking wall of soft earthy limestone is worn into vertical 
caverns, with fluted and rounded walls, like the sides of great pot-holes. 
They are sometimes partially lined with a thin coating of a highly ferruginous 
carbonate. The iron ore was nowhere seen quite in contact with the rock.*'*^ 

Mr. E. B. Borron has been employed for several years by the Ontario Borion'a ex- 
Government exploring the Hudson Bay slope, and it is his opinion that iron ^u°?f*^^ ^" 
ores are to be found there in inexhaustible quantity. :;; In his evidence Bay slope, 
before the Mining Commission he stated that, as far as yet discovered, these 

48Geological Survey of Canada, 1875-6, p. 321. 
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VarietiM of 
iron oros 
reported by 



Condiuioii. 



ores are chiefly carbonate of iron associated with limestone; rich brown 
hematite ore, resulting, as would appear, from the decomposition of the car- 
bonate ; bog-iron ores, magnetic ore and specular ore. The carbonate, brown 
hematite and bog ores, Mr. Borron says, doubtless exist in very large quan- 
tities. Magnetic ore has been found in places near the height of land, and 
probably in considerable quantity, but specular ore has been found only in 
loose or float pieces.^^ 

This sketch of the iron ores of the Province is of necessity fragmentary 
and incomplete. No individual man has been able to explore the whole field. 
The officers of the Greological Survey have been working upon it for half a 
century, yet there are thousands of square miles in the mineral-bearing 
regions of the Province which remain virgin ground for them. Prospect- 
ors have traversed many districts in a hurried way, but there are large areas 
which their wandering feet have not trodden. Nothing has been attempted 
here but to bring together, in condensed form convenient for reference, the 
information which scientific explorers and mining prospectors have gathered, 
and which has been recorded in reports, documents and papers of different 
kinds during the last half century. Doubtless many other bodies of ore will 
be discovered, especially when mining operations begin to be carried on ; and 
some time in the not far off future the Bureau may be able to present a fuller, 
more accurate and better rounded report on those latent resources of our Pro- 
vince than is possible at present But the information now given may be 
the means of aiding and stimulating further search, and may possibly also be 
the means of directing the attention of capitalists and iron masters to a realm 
of opportunity second to no other remaining open to enterprise upon the 
American continent. 



Ontario's Iron Ores at thb World*8 Fair. 

Catalogue of As an Appendix to this paper I give the Catalogue of Iron Ore exhibits 

the Ontario made by the Province of Ontario at the World's Columbian Exposition, pre- 

S^*at thV"*" P*^®^ ^7 ^^' ^^^^^ ^^y^®» ^^® ^^^^ ?^ charge. It will be noticed that 

World's Fair, numerous localities are represented in this collection to which no reference 

has been made in the foregoing pages. The number of samples shown is 1 20. 

1. Magnetite : Wilbur mine, lot 3, concession 1 3, township of Lavant, county 
of Lanark. Extent of deposit, 1,200 feet by 15 feet.. Average lots analyze 
60 per cent, iron, 6.31 per cent. si]ica, and .009 per cent, phosphorus, but 
the sample exhibited will yield about 68 per cent. iron. William and 
Thomas B. Caldwell, Lanark. 

14. Magnetite : Lot 22, concession 9, township of Wollaston, county of Hast- 
ings. Length of deposit, one- quarter of mile ; breadth, 25 feet. Thomas 
Nugent, Nugent P.O. 

15. Magnetite : Lot 17, concession 8, township of Wollaston, county of Hast- 
ings. William Jenkins, Madoc. 

16. Magnetite : Lot 15, concession 2, township of Wollaston, county of Hast- 
ings. Area of deposit, 500 feet by 180 feet. Clute & Brown, Belleville ; 
Jenkins & Chambers, Madoc. 

17. Magnetite : Lot 17, concession 8, township of Wollaston, county of Hast- 
ings. Area of deposit, 1,500 feet by 30 to 120 feet Olute & Brown, 
Belleville ; Jenkins & Chambers, Madoc. 

18. Magnetite : Lot 18, concession 8, township of Wollaston, county of Hast- 
ings. Samples from a depth of 20 feet. Area of deposit, 1,500 fret by 40 
to 60 feet. Clute & Brown, Belleville ; Jenkins & Chambers, Madoc. 



49 Report of the Oommisfiion, p. 69. 
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19. Magnetite : Lot 15, oonceasion 1, township of WoUaston, county of Hast- 
ings. Length of bed, 1,200 feet ; breadth, from 25 feet to 100 feet. Jen- 
kins & Chambers, Madoc. 

20. Magnetite : Township of WoUaston, county of Hastings. Jenkins & Gatalo^e of 

Chambers. Madoc. e^iw't'5'ioa 

21. Magnetite : Lot 16, concession 2, township of WoUaston, county of Hast- oks at the 
ings. Area of deposit, 1,400 feet by 25 to 50 feet Clute & Brown, BeUe- World's Fair. 
viUe ; Jenkins ^ Chambers, Madoc. 

22. Magnetite : Township of WoUaston, county of Hastings. Jenkins & 
Chambers, Madoc. 

92. Magnetite: Calabogie mine, lot 16, concession 8, township of Bagot, 
county of Renfrew. An analysis of one lot gave 66.34 per cent, iron, 1.04 
silica, .140 phosphorus, titanium a trace, and no sulphur. Calabogie Min- 
ing Company (Limited), Perth. Ontario Government collection. 

d3. Magnetite : Between the Canadian Pacific Railway and Amethyst Harbor, 
township of McGregor, Thunder Bay district. From a bed showing seven 
feet and the lower rock not yet reached. It lies in the lower portion of the 
Animikie rocks. Ontario Government coUection. 

94. Magnetite : Locations 1 and 2, Herrick's survey, at mouth of Little Pic 
river on west side. Thunder Bay district. The Canadian Pacific Railway 
passes through the locations. Ontario Government collection. 

95-100. Hematite : Lots 23 to 27, concessions 11 and 12, township of Dar- 
ling, county of Lanark. James Bell, Amprior. 

101. Magnetite: Atik-Okan range, location 402 R, Thunder Bay district. 
It is free from injurious combinations, and runs from 63 to over 70 per 
cent, of iron. The deposit forms a mountain range with the associated 
Huronian green schists and diorites, rising to an elevation above the sur- 
rounding plain of 50 to 125 feet, and extending along the run of the ore 
for nearly a mile. There are two veins of ore, with 50 feet to 60 feet of 
slate between, and for a good portion of the distance the Veins wUl aggre- 
gate a thickness of 100 feet. South Shore iron experts who have examined 
the location pronounce it one of the best iron deposits known. H. A. WUey, 
Port Arthur. 

103-105. Magnetite : Lot 16, concession 9, township of Bagot, county of Ren- 
frew. Ontario Government collection. 

106-108. Specular: Lot 29, concession 14, township of Clarendon, county of 
Frontenac. Large deposit, fully 1,000 tons in sight; partly developed. 
Allison & Piatt, Adolphustown. 

109. Magnetite : Lot 17, concession 10, township of Portland, county of Fron- 
tenac. William Pursey, Verona. 

110. Magnetic iron sand : Shore of Lake Superior, between White and Cas- 
cade rivers. Yem eight inches deep, traced for one thousand feet F. A. 
Fenton, Toronto. 

160. Magnetite : Lot 27, concession 4, township of Snowdon, county of Haii- 
burton. T. D. Ledyard, Toronto. 

161. Magnetite: Lot 5, concession 6, township of Lutterworth, county of 
Haliburton. T. D. Ledyard, Toronto. 

163. Magnetite : Lot 25, concession 4, township of Snowdon, county of Hali- 
> burton. T. D. Ledyard, Toronto. 

165. Limonite : Township of Snowdon, county of Haliburton. T. D. Led- 
yard, Toronto. 

166. Magnetite : Lots 13 and 14, concession 10, township of Bagot, county 
of Renfrew. 

167. Magnetite : Township of Clarendon, county of Frontenac. AUison & 
Piatt, Adolphustown. 

168. Magnetite : Paxton mine, township of Lutterworth, county of Hali- 
burton. T. D. Ledyard, Toronto. 
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169. Magnetite : Mountain mine, township or Lake, county of Hastings. R. 

C. Clute, Belleville. 

Catalogue of ^"^' Hematite (specular) : Echo lake, Algoma district P. C. Oampbell, 

the Ontario Sault. Ste. Marie. 

exhibitof iron 171, Magnetite :< Lot 4, concession 9, township ol Palmerston, county of 

World's Fair. Frontenac. Surface shows 200 by 50 feet. Analyzes 63 percent iron, 2.14 

per ceni. silica, and only traces of phosphorus and sulphur. Ontario €rov- 
ernment collection. 
172. Magnetite : Wilbur mine, lot 4, concession 12, and lot 4, concession 13, 
township of Lavant, county of Lanark. Area of deposit, 1,200 feet by 15 
feet. Average lots analyze 60 per cent, iron, 6.31 per cent, silica and .009 
phosphorus. W. 0. Oaldwell, Lanark. Ontario Government collection. 

174. Magnetite : Iron Duke mine, township of Darling, county of Lanark, 
five miles from the Kingston and Pembroke Railway, Contains by analysis 
65.33 per cent, metallic ir m, .017 phosphorus, and no titanium. Extent 
of location, 3,000 acres. Wylie <fe Oo., Carletoa Place. 

175. Hematite : Echo lake, East Algoma district P. 0. Oampbell, Algoma 
Mills. 

176. Hematite (specular) : Echo lake. East Algoma district. P. O. Camp- 
bell, Algoma Mills. 

177. Hematite (kidney) : Silver lake. Thunder Bay district. It analyzes 
68 to 69 per cent, of metallic iron, ^th no injurious ingredients in combi- 
nation ; seems to be in large quantities, but owing to irregularity will require 
development to show the actual extent ; is the same kind of ore, and is in 
the same geological horizon as that of the famous Oolley mine of the south, 
shore of lake Superior. It has been explored to a small extent by mining. 
P. McKellar, Fort William. Ontario Government collection. 

178. Magnetite : Lot 25, concession 4, township of Snowdon, county of Hali- 
burton. 

179. 180, 184, 187, 191, 192. Magnetite: Belmont mine, township of Bel- 
mont, county of Peterborough. 

181, 183, 185, 186. Magnetite: Lot 25, concession 4, township of Snowdon, 
county of Haliburton. Several outcrops of ore on lots 25, 26 and 27, 
extending at intervals over a space of nearly three quarters of a mile, situ- 
ated on high ground overlooking the railway track, and ore may be raised 
and loaded on the cars for one dollar per ton. Analysis of ore from lot 25 
gave metallic iron, 62 per cent ; sulphur, .0i5 ; phosphorus, a trace, and 
no titanium. From lot 27 gave metallic iron, 62.57 ; phosphorus, .025 ; 
sulphur and titanium, none. The Irondale, Bancroft and Ottawa Railway 
runs through lots 25 and 26, and in front of 27, connecting with the Mid- 
land branch of the Grand Trunk, about eight miles west of the mines. T. 

D. Ledyard, Toronto. 

188. Hematite : Township of Darling, county of Lanark. Wylie <k Co., 
Oarleton Place. 

189. Hematite : Township of Madoc, county of HMtings. Mrs. J. A. Wall- 
bridge, Belleville. 

1 90. Hematite : Iron island. Thunder Bay district Ontario Government 
collection. 

284. Magnetite : Lot 19, concession 1, township of Belmont, county of Peter- 
borough. '* A railway is now being constructed to the Belmont mine. It has 
been estimated that this ore bed contains over 1,000,000 tons of ore within 
100 feet of the surface, and the stripping is very light. The ore bed has been 
thoroughly explored, and of the numerous samples which I have analyzed the 
above example is a fair average. It will be noticed that this ore equals the 
best of the famous Swedish Dannemora ore in regard to its low phosphorus 
contents, contains much less sulphur, and from 10 to 20 per cent, more 
iron." Wm. Molin in The Engineering and Mining Journal, Noyember 
19th, 1892, p. 484. Bessemer Iron Mining Oo. 
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301. Ma<;netite : Lota 9 and 1 (400 acres), concession 8, township of Bathurat, 
county of Lanark. Analysis shows metallic iron 65.07, insoluble silicious 
matter 6.66« soluble silica 44, sulphur .05, phosphoric acid .06, alumina .OG, 
lime .16. John Hart, Perth. 

302. Magnetite: Atik-Okan location (see 101), Thunder Bay district. W. JheOnurio 
W. Russell, Port Arthur. exhibit of iron 

368. Specular : Township of Loughborough, county of Frontenac. W. G. ^^ fi^^v • 
Kidd collection. 

370. Magnetite : Township of North Crosby, county of Leeds. W. G. Kidd 
collection. 

371. Magnetite : Robertsville mine, township of Palmerston, county of Fron- 
tenac. W. G. Kidd collection. 

372. Magnetite : Wilson location, township of La van t, county of Lanark. 
W. G. Kidd collection. 

373. Magnetite : Glendower mine, township of Bedford, county of Frontenac. 
W. G. Kidd collection. 

438. Magnetite : Lot 31, concession 4, township of Snowdon, county of 
Haliburton. Analysis by Prof. Wm. Molin, New York, shows metallic 
iron 69.246, phosphorus .012, sulphur .038, titanic acid trace only. T. D. 
Ledyard, Toronto. 

440. Magnetite : Lot 27, concession 4, township of Snowdon, county of 
Haliburton. 

441, 442,444. Magnetite: Belmont, county of Peterborough. 

443, 446. Magnetite : Lot 25, concession 4, township of Snowdon, County of 

Haliburton. T. D. Ledyard, Toronto. 
447. Magnetite : Lot 31, concession 4, township of Snowdon, county of 

Haliburton. T. D. Ledyard, Toronto. 

477. Magnetite : Robertsville mine, township of Palmerston, county of 
Frontenac. W. G Kidd collection. 

478. Magnetite : Glendower mine, Janesville, county of Addington. W. G.. 
Kidd collt-ction. 

483. Magnetite in calcite: Robertsville, township of Palmerston, county of 

Frontenac. W. G. Kidd collection. 
579, 581. Magnetite (black Bessemer) : Easterly 90 acres of each of lots 3- 

and 4, concession 9, township of Palmerston, county of Frontenac. 

PropeHy known as the Robei:ts mine, on Kingston k Pembroke Railway* 

about 60 miles from Kingston. Assay by J. H. Hulbert, Duluth, shows^ 

67.3 of iron, with remarkable freedom irom deleterious matter. When 

the mine was worked, consignments of ore were forwarded to Pittsburgh,. 

Pa., and guaranteed 65 per cent, of iron, free from bulphur. The maiiv. 

shaft is upwards of 300 feet deep, and the ore appears to exist in imraeLse- 

quantities. F. W. Ferguson, Winnipeg, Man. 
628. Hematite : Wallace mine, north shore of Lake Huron, Algoma district.. 

Thomas Frood, Little Current P.O., Algoma. 

749, 751. Hematite (gray) : Lot 7, concession 10, township of Portland^ 
county of Frontenac. Ontario Government collection. 

750. Magnetite : Lot 7, concession 10, township of Portland, county of 
Froutf nac. Ontario Government collection. 

7i2. Bog ore: Lot 28, broken front concession, township of Gainsboro' county^ 
of Lincoln. Ontario Government collection. 

763. Hematite (deep red and soit) : Lot 7, concession 10, township of Port- 
land, county of Frontenac ; two miles from Kingston ^ Pembroke Rail- 
way. Drill shows a depth of 65 feet. This ore seems well adapted to* 
the manufacture of pigments. Ontario Government collection. 

787. Mpgnetite : Glendower m^ne, township of Bedford, county of Fronteoac 
Analyfcis gives 62 per cent, metallic iron. Gm d railway connection oiv 
Kingston k Pembroke Railway. Ontario Government collection. 
6 (M.) 
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788. Magnetite and Hematite: Lot 17, concession 10, township of Portland, 
county of Frontenac. Ontario Government collection. 
Ciktalofftie of ^^^' Magnetite: Lot 25, concession 5, township of Darling, county of Ltm- 
tbe Ontario ark. Assay shows from 66 to 68.85 metallic iron, earthy matter 28.524, 
«^.^t onron silica 2.60, phosphorus .026. Robert McGregor, Oalabogie. 
IVorld's Fair. ^^^* Magnetite: Lot 38, concession 1, township of Olareadon, county of 

Frontenac. Property has nut been worked. Vein from 6 to 10 feet wide ; 
thirteen miles from Lavant station, Kingston & Pembroke Railway. Ontario 
Government collection. 

^855. Magnetite (large sample) : Atik-Okan location, Thunder Bay district. 
(See No. 101.) A. L. Russell, Port Arthur. 

^59. Hematite : Nipigon, Thunder Bay district Wiley collection. 

^72. Hematite: Lot 13, concession 9, township of Marmora, county of 
Hastings. 

'897. Magnetite : Township of Glamorgan, county of Haliburton. Haliburton 
Mining Co., Toronto. 

"908. Magnetite : Ooe HiH, township of Wollaston, county of Hastings, on ihe 
line of the Central Ontario Railway. The deposit is about 2,000 feet 
long and over 100 broad, forming a high ridge from which a large quantity 
of oie has been mined. The analysis gives nearly 70 per cent of metallic 
iron, with a small proportion of sulphur, but no titanium. J. D. Riddell, 
Supt 0. O. R,, Trenton. 

1064-1076. Magnetite and Hematite : Oabinet specimens from various local- 
ities in eastern Ontario. J. L. Aunger collection. 

1176. Magnt'tite : This specimen is part of a boulder found by Mr. William 
Jenkins of Madoc, within a few miles of that town. It is so strongly 
magnetic as to constitute loadstone. James F. Boyle, Toronto. 

1177. Magnetite: Lot 10, concession 6 (known as "The 49 acres'*), town- 
ship of Madoc, county of Hastings. Mrs. J. A. Wallbridge, Belleville. 

1178. Hematite: Lot 12, ooncefcsion 5, township of Madoc, county of Has- 
tings. Mrs. J. A. Wallbridge, Belleville. 

1333. Hematite (kidney) : S. G. Fogg, Rat Portage. 

1423. Hematite : Lot 2, concession 6, township of Sheffield, county of Adding- 

ton. This mine is three-fourths of a mile from Tam worth, on the Napanee 

& Kingston Railway. Leonard Wager, Tamworth. 
1455, 1472. Magnetite : Gunflint lake. Thunder Bay district " This is 

said to be one of the largest and best iron deposits in Ontario. Several 

analyses show not less than 64 per cent metallic iron, with freedom from 

deleterious matters." W. C. Oaldwell, Lanark. 
1485, 1486. Magnetite : Emily mine, and St Charles mine, township of Tudor^ 

county of Hastinga Henry Johnson, Coe Hill. 
1487. Magnetite : Cameron mine, township of Ohando!*, county of Peterboro'. 

Henry Johnson, Ooe Hill. 
1490. Hematite: Arthur mine, township of Chandos, county of Peter boro' 

Henry Johnson, Ooe Hill. 
1492. Hematite: Township of Wollaston, county of Hastings. Henry 

Johnson, Coe Hill. 
1561. Limonite : Echo Bay. Nelson Simmons, Echo Bay. 
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TREATING IRON ORES AND METALLIC IRON. 

It has been shown that we have iron ores in many localities, east, west and 
north. We have bog ores, led and brown hematite ores, magnetic ores a|id 
carbonate ores. But we have not one working mine in the Province, nor one 
blast furnace for the smelting of iron ores. The United States is making and 
using aboat 9,000,000 gross tons a year, being at the rate of one-seventh of a 
ton or 320 lb. per head of the country's population. What the consumption ^°3^"^? ^°^ 
ia in Canada cannot be so definitely ascertained. A small portion of the ^^^^nsump. 
whole is produced in the country, the quantity of which is known. The tion. 
great bulk is imported, chiefly from Qreat Britain and the United States ; 
part of it as pig iron, but much the larger portion as manufactured goods, or 
as iron and steel in various stages of manufacture. The Trade Tables of the 
Dominion clasbify the imports by articles and values, and to a certain extent 
by weight also. In so far as the latter classification is given we have a babis 
upon which to estimate the total quantity of our iron and steel imports, and 
for the purpose of making such an estimate the following comparative table of 
quantities and values has been compiled from the trade reports of the Domin- 
ion for the fiscal years 1881-2 and 1891-2 : 

Impobts or Iron and Stbbl. 



Articles. 



Band and hoop iron 

Bais, rolled, etc 

PlatcH and sheets 

Carwheels and forgings 

Chain cables 

Slabs, blooms, etc 

BiidgB and structnial iron 

Nails and spikes 

Scrap iron and steel 

Pig[ iron 

Railwav iron vrails, fish plates, etc.). 

Rolled beams, etc 

Nail and spike rods 

Wire 

Locomotive tires. 

Iron and steel for ships 

Steel io^ts, bars, etc 

Steel rails 

Steel for manufacturers 



ToUls. 



1881-2 



owt. 

78,860 

891,494 

271,80ft 

27,32S 

81,084 

203,888 

49,664 

11,382 

26,545 

1,268,620 

117,667 

41,921 

16,661 

121,328 

8,943 

8.978 

328,382 

2,279,969 

1,002 



5,780,509 



$ 

129,931 

1,328,610 

714,187 

74,492 

79,103 

222,066 

212,527 

51,217 

20,406 

1,023,012 

184,459 

83,852 

?4,806 

455,464 

45,180 

45,819 

8^,857 

3,531,330 

5,074 



9,127,382 



189143. 


cwt. 


$ 


92,014 


143,853 


133,353 


231,468 


442,038 


1,067.027 


:e5,541 


106,036 


23,803 


63,263 


64,397 


56.186 


6,018 


27,363 


9,871 


40,276 


740,687 


507,018 


1,378,360 


886,485 


126,320 


189,199 


153,510 


220,287 


16,795 


36,090 


72,149 


2I9,64.M 


27,60;^ 


80.294 


36,703 


70,668 


159,994 


421,530 


1,654,935 


1,738,661 


45,683 


180,901 


5,209,780 


6,291,243 



Stati^tic8 of 
iron and stte! 
ItadportH. 



The arerage value per net ton in the first of those years would therefore ^^eraffes of 
be $31.98, and in the second $24.15. In 1881-2 the total value of cui value, 
imports of iron and steel was $17,075,588, and in 1891-2 it was $12,641,442.^ 

1 In 1881-2 the value of dutiable iron and steel was $12,301,974, upon which the duty 
levied was $^593,991.04, or 21 per cent. The value of the free was $4,773,614. In 1891-2 the 
value of the dutiable was $9,968,409, upon whieh the duty levied was 6,79i^%98.12, or 28 per 
•ent. The value of the f r^ was $2,673,033. The decrease in values of the Uanadian imports 
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AsBuniing the average values per ton to be the same as those deduced from 
tbe table, the total quantity imported in 1881-2 would be 540,709 net tons, 
and in 1^91-2 it would be 523,455 tons. Of these quantities pi^ iron con- 
stituted only 63,431 tons in 1881-2, and only 68,918 tons in 1891-2, the 
balance in the respective years being manufactured or partly manufac- 
tured iron and steel. In order therefore to make a fair comparative estimate 
of consumption per head of |>opulation, allowance should be made for waste 
in the refining of pig iron when remelied for making cast or rolled iron and 
for conversion into steeL Sir Lowthian Bell estimates the waste in the con- 
verbion of pig iron into steel by the basic process at 25 to 30 per cent., and 
l^ the ordinary Bessemer process at 12 per cent^ But of course the rate of 
waste will vary with the qualities of iron treated, and also no doubt with the 
processes used. If we take an average waste of 10 per cent., which I think is 
PiV iron y^fy moderate, the iron and steel imported into Canada in the manufactured 

coMumption •^^ partly manufactured state will represent; an equivalent in pig iron for 
1881-2 of 530,310 tons, and in 1891-2 of 505,040 tons. In the first of these 
years the quantity of pig iron made in Canada was about 25,000 (x>ns, and in 
the second it was 30,294 tons. Add the quantify which was imported aa pi^ 
iron in the respective years, and the total consumption of the country 
would be the equivalent of 618,741 net tons of pig iron in 1881-2 and 
604,252 tins in 1891-2, or at the rate of 288 lb. per head of population in 
Ck)n8umption the former and 252 lb. in the latter year. If the waste by conversion was 
Kr capita. taken as 15 per cent, the average consumption per head in the first named 
yf ar would be 302 lb and the second 264 lb ^ But this rate of consumption 
is not uniform over the whole of Canada. In the more prosperous sections 
it will be highest, unless there should be exceptional circumstances, like 

of in^n and ateel is a consequence of the fall which haii taken place in piices in the countriea 
of production. An average of quotations of p*g iron given iu tbe Lotdon Iron for ^ix 
months ending December 8L of 18S1 and 1891 nbows that the price of >Scotch warrants (Glas- 
gow) in the former period was 498. 8|d. and of Cleveland warrants (Middlesboro') 40a. 8d.^ 
and in the latter period 47s. 3d. and 408. 0^. per ton respectively. Scutch {lig therefore fell 
only 4 per c nt. in the ten years and English pig only 1^ p^r cent. But the decline in steel 
wa much greater, the average of qnotatiDns for steel bars (Bessemer or Siemens- Martin) at 
tbe works oeing for the former period £9 to £10 and for the latter £6 13s. 4d. to JL7 Is. 8d. per 
ton, or a fall <f 27§ per cent. This is a result due partly to increase in competition, but 
largely also to the more general adoption of improved processes in the manufacture of ateeL 
Sir Henry Bessemer's procens ha^ indeed wrought a revolution in prices. When his patent 
wa« taken out in 1865 the price of steel in Great Britain was $250 per ton, ani the annual 
production was only 60,000 tons. Thirty-two yeais ago, when his works were btarted xt .Shef- 
field, steel rails sold at $115 to $120 per ton, and in 1888 they had fallen to $20. The Brbt 
Besnemer rails were made in the United States in 1867, and the trailing price in Philadelphia 
w^as then $168 per ton ; five years later, when production had risen in that country to 120,000 
tonf>, the selling price was $112 per ton. In 1874 it fell in Philade*])hia to $94, in 1878 to 
$42.2.^, and in 1K85 to $28.50. This great lowering of price is a result accompltbhed by the 
invention of Sir Henry Bessemer, and the outcry againvt the late Alexander Mackenzie for 
purchasing steel rails m a falling market is worth recalling in connection with it. As nhow- 
mg the progrfss maHe in the manufacture of st«*e1, it may be stated that while in 1877 the 
total production of Bessemer steel ingots in Great Britain and the United States was 1,^50,521 
gross tonfi, it had risen in 1890 to 6,733,714 tons. But the two countries had also in the latter 
year produced in addition 2,139,020 tons of open-hearth steel. 

2 Principles of the MiinufacLure of Iron and Steel, pp. 411-12. In rarroll D. Wrights 
Report r»n the Production of Iron. Steel, Coal, etc., (sixth Report of the U. S Ct»mmis8iont r 
of Labor) the wa«te in making finif«hed bar iron, computed from records of twenty e^tabli^- 
ment", is found to belh^ per cent , the average loss in making a gross ton bting 482 lb. The 
materials uf^ed were muck bar, ccrsp, pig iron, and in six cases a small quantity of iron ore ; 
but the bulk of the material was mucK bar (p. 126). The waste in making 8teel ingots 
chiefly from p'g iron, computed fiom the records of eight establishment*! in the United 
States, seven in Great Britain and five in Europe, is 818 lb., or 12^ {jer cent. (p. 154). And in 
making steel rails from ingotp, blo< ms and billets, the records of two establi^hmeiits in the 
Ui ited Statpp, thr. e in Europe and three in Great Pritain show a lo^s by waste of 348 lb. in 
the prf»duction of a gross ton, or 13^ ver cf nt. (p. 165). At every stHge in the niMiufaoture of 
iron nnd in ev»ry heating of it theie is inevitable waste (»f material. 

3 The hiyher rate of coc)t>utr>ntion in 1881-2 is due in part to the t-upplies of tsteel raiU, 
finh platts, spikes, e^c, imported that ytarfiee for original c<'>n^truction of the Canadian Pacific 
Railway. But the wh(»le of thi» quantity was only 34,797 tons, or 16 lb. per head of the 
p<>pu1ati(tn, and with this allowance made the excess of consumption in 18R1 2 i»ver 1891-2 is 
still 20 lb. per head (or 22 lb. if 1o-h by wa^te is calculated at 15 per cent. ) It will te remem* 
bered however that 1881-2 was a year of boom. 
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vailway construction, to create abnormal demand in the poorer or more 
aparsely settled districts. Oar wants in Ontavio can hardly be loss than 
those of the average United States citizen ; the probability is that they are 
higher, since there are fe ^ States of the American Union as wealthy as this 
Province, or ia which the requirements of industrial and commercial life are 
as great. Instead therefore of a present requirement of 252 lb. per head of 
population, it may be assumed that our yearly consumption is not less than 
320 lb. ; so that the total for the Province is 300.000 gross or 336,000 nee The bu'k of 
tons of pig iron or its equivalent, every pound of which that is not supplied by iron imports 1 
Quebec and Nova Scotia furnaces is the product of foreign labor. The great ^wu^acturei 
bulk of this iron too, as has been shown, reaches us in the manufactured st vt«. 
state ; only a small proportion of the whole, less than 12 per cent., is brought 
in as pig iron (a small part of which is cast scrap), and less than one per 
cent, of it in the form of slab3, blooms, loops and billets. The import of 
wrought scrap o! iron and steel, upon which the rate of duty is only half of 
the rate imposed on pig iron, has increased in the ten years from 1,327 to 
,37,034 tons, (equal to 41,150 tons of pi>? iron, allowing for waste in conver- 
sion), so that the quantity of it now used by our rolling millti and foundries 
is more than all the pig iron smelted in the country^ Taking the pig iron 
and the wrought scrap together, it is the equivalent of 110,068 tons of pig. 
This is a quantity su£nent if made in Oanad i to employ tive furnaces having 
the capacity of the Londonderry Iron Company's f urncuie working at its aver- ][j|Jf ]J^p^ ^'^ 
age of the past nine years, or seven furnaces having a capacity of 50 tons per iron. 
day and running for 300 days in the year. Bat it must be admitted that 
this is a long campaign, to be carried on continuously year after year. In 
Sweden, where all the pig iron is a product of charco3kl furnaces, the average ,j^^ example 
is much shorter, as the following statistics of production for the five years of Sweden. 
1886-9fO will show : 



Furnaces in blast 

Pig iron made, met-ic tons .... 

Total time for all furnaces in blast, 

days j 39,777 

Average daily prod act per furnace, 

tons 

Average time per furna^ in blast, 

days 



1886. 


1887. 


1888. 


1889. 


161 
442,467 


164 
466,626 


162 
167,062 


160 
420,665 


1 39,777 


40,682 


39,840 


86,859 


11.12 


11.23 


11.47 


11.73 


242.6 


247.6 


216 


239 



1890. 



154 
456, 102 

87,892 

12.04 

246 



The average campaign of charcoal furnaces in S^voden th^refjre is only 244 
days, ranging in the five years from 242^ to 247^ days a year ; and it would 
require 39 furnaces of the same capacity, running for the same average time, 
to smelt the pig iron with its equivalent of scrap which is now used in this Pio- 
vince. But the capacity of furnaces aside, there surely is here an opening for 
iron making in Oatario if all the conditions exist which favor production on 
advantageous terms. Irm mJinufactures of various kinds have been carried 
on for many years inalm3st all our towns and cities ; but the raw material 
has come from outside sourc:)s, with its cost enhanced to manufacturers and 
consumers by duties, freights and commissions. If it were m^de at hooie as Advantages 
cheaply and of as go 3d quality as it can be supplied by the iron masters of of producing 
the United States and Great Britain it would unqu 'stionably b j a great boon, the raw 
resulting in the opening up of our iron mines, the utilizition of our timber for at home. 
charcoal fuel, the employment of labor, and, it is to be hoped, in the profit- 
able investment of capital. And as the industry became e^tabiishod and 
strengthened, cost of production would be lowered, iron manufactures would 
increase in variety and volume, and by degrees Oatario ani the whole of 
Canada might become, as regards the iron industry, a self- con t lined country. 
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Quantity and Quality of Obbs. 

No prudent man is liknlj to take an interest in iron mining or irom 
making without Orst satisfying himself that ores can be pro?ured at points 
convenient for shipment in sufficient quantities and of suitable qualities for 
the supply of a furnace. 

In BO far as quantities are concerned, it is believed that we have an 
^idence abundance in Ontario. Indeed the evidence of scienti6c and practical men, 
^supplies of ^jiQ mj^y y^ presumed to speak with authority, is that we have an overflowing 
abundance of ores of different kinds, but the m\gnetic ore chiefly, owing to 
the occurrence of this variety in the Archaein rocks. Yet it is never abso- 
lutely safe to depend upon surface indications of qiantity, and the cautions 
man would require such further proofs as actual workings or diamond drill 
explorations can alone in many cases afford. Where a range of ore rises to 
a great height above the general level of the country and may be traced by 
exposures for long distances, as in the case of the Atik Okan and M^ittawan, 
or where level beds are observed extending over large areas, as in the case of 
Hortbwettem the Mesabi, in the northwestern part of the Province, the question of supply 
Onurio.*^"^" can hardly be raised. In the eastern part of the Province however the 
shows of iron ore occur on a less gigantic scale, and although som^ of them 
are proven to be large bodies there are others in which the qnantity is very 
doubtful. There are known cases indeed which in what appeared to be a lai^ 
deposit turned out to be a mere surface show, to the serious disappointment and 
loss of parties who had purchased the property. Mining engineers of reputation 
employed in directing the opening up of veins of gold, silver, nickel, copper 
and other ores will seldom counsel the building of expensive reduction works 
until enough ore has been mined to piy for working expenses and cost of the 
works ; and this is sife counsel to follow also in dealing with iron mines and 
blast furnaces. 

As regards quality, it has to be confessed that our ores do not enjoy a high 

ftte experience rep"<^«tion with furnace men, especially in the United States, it is true that 

as regards they have not been tested in large quantity, nor from many miups ; bat most 

<iuality. of the shipments made were unfortunate, being chiefly hard magnetites and 

high in titanium like the ore of the Chaff^^y mine, or high in sulpiiur like the 

ores of the Glendower and Coe Hill mines. Toe unsuccessful a*^tempts at 

iron making in the Province too have added their weight to the suspicion. 

. And so, to use a phr<ue familiar to iron men, Ontario ores have received a 

n^tjcores^ " hlack eye." In the United States the magnetic ores are also largely impure, 

the United being found in some localities high in titanium, in others high in phosphorus, 

States. j^j^^j 1^ others high in sulphur ; and as a result of discoveries of very large 

bodies of clean hematite or specular ores in Michigan, WUcoasin and 

Minnesota, smaller relative quantities of magnetic ore are used in blast 

Relative oon- ''^'''^*^<5®8 in that country now than formerly. In 1880 the total output of the 

tfumi)tionof iron mines of the United States was 7,120,362 gross tons, of which 2/243,993 

SutiJ!^^ tons was red hematite and 3,134,276 tons was magnetite. In 1889 the total 

production had risen to 14,518,041 tons, whereof 9,056.288 tons was red 

hematite and only 2,506,415 tons was magnetite, or 62 38 per cent of the 

former and 17.26 of the latter. Of other ores, 17.38 per cent, of the whole 

was brown hematite and 2 98 per cent, carbonate ore. During the decade red 

hematite had risen from 31.52 to 62.3S per cent., and magnetic ore had fallen 

from 29.97 to 17.26.* 

Mechanical Trkatmknt of Ores. 

In a number of instances, Mr. Birkinbine says in the last census report, 
Enriching and the ores are treated at the mines to enrich them. Most of the carb')nate 
arthe^mineT ^'^ *^® roasted to drive off the carbonic acid and the sulphurous ores to drive 

* Report on Mineral Indastries in the United Statei at the Eleventh Cenius, 1890, p. 7. 
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off the sulphar, while some of the brown hematites are roasted to facilitate 
the cruahing of lumps or to drive off an excess of water. Wa«ihing appliances 
are used at most of the brown hematite mines to remove clay, sand, et^., from 
the ores before thoj are shipped to the furnaces, while jigs are employed to a 
limited extent for cleaning red hematites and magnetites. " The year 1889,'' 
Mr. Birkinbine says, " mark*^ a revival in magnetic concentration, whereby MAgnetic cyi- 
ores carrying smaller percentages of iron than would pay for their exploitation ^^ ^ 
and shipment, or iron ores which have an excess of phosphorus as apatite, or 
of sulphur in the shape of pyrites, are granulated and pissed over various 
forms of app\ratuses in which are currents of electricity or fixed magnets to 
attract the magnHic material, allowing the non-magnetic to pass away as 
tailings. This revival in 1889 was confiu^ largely to the construction and 
equipment of plants for- treating ores on a liberal scale, or experiments 
with various machines under different conditions. As a result of this the 
amount of such ore produced was small, but subsequently the complet^ion of 
plants, aggregating a cosh of over $500,000, their operatiom and the results of 
experiments, madn this feature an important one, and one which will probably 
grow with each year."^ The amount of iron ore passed through water jigs or 
magnetic separators in 1889 was 9'),425 gross tons, and in 1891 the q'lantity 
increased to 98,546 tons of magnetically separated ore and 110,777 tons of 
jigged ore. In this last year there were 62 magnetic separators in operation in 
the United States, including machines of the three following classes: (^) r*uga«^,of 
Those in which the trajectory of falling material is altered by introducing the magnetic 
attraction of a magnet, to draw the magnetic portion away from the non- separators ia 
magnetic (2) Tnose wherein the ore is fed to a revolving drum or drums ^"^' 
in which is a magnet core, the shells of the drum being either of alternate 
magnetic and non magnetic strips or entirely of magnetic or non-magnetic 
material. (3) Belt machines, in which the ore is fed to a belt or series of 
belts passing under or over masfnets or magnetic drums, the machines working 
sometimes in water and sometimes dry. ** There is apparently a wide field 
for magnetic separation,'' Mr. Birkinbine says, " especially in the States of ^ ii^,^ ^^\^ 
'New York, New Jersey, Pennsylvania, Virginia, North Carolina and Michi- for separators, 
gun, where there are large deposits of lean magnetic ores. At first there was 
considerable prejudice against the use of concentrated ore by some of the 
blast furnace managei-s, but this has been largely overcoma by practice, which 
has proven that properly concentrated ore contributes to the good working of 
the furnace, and in the future this class of ore may be used largely in place of 
some of the higher-prioed ore brought to eastern blast furnaces. This class of 
ore has also been u.^ed in most of the direct processes, and any development of 
these processes will encourage a corresponding demand for concentrates.''^ It Averag^e per- 
is calculated that the average yield of metal from iron ores mined in the centage of 
United States in 1880 was 51.22 per cent., and in 1889 51.27 percent. This is ^ui^^"*" 
not a high average, or at least it would not be so regarded where, as in States or«s» 
Ontario, magnetic ores run up from 60 to 70 p>r cent, of metallic iron, and 
even higher ; and doubtless it will have the effect of encouraging an enrich- 
ment and cleansing of ores by sorting, separating and concentration. 

Tbeatmbkt of Orbs in Great Britain. 

In Great Britain even more than in the Unite! States the impure quility 

of the ores m ikes preliminary treatment a necessity. Th'3 clay ironstone Calciuinj? the 

or carb)nate ore which is so abandaat in that country is almost all calcined carbonate one. 

to drive off the carbonic acid and water, a? woll as portions of sulphur 

which it may contain ; and when so treated it yields only abDut 30 per 

cent, of metal. In the case of phosphorus it is qiite exceptional. Sir Lov- General pre- 

thian Bell observes, when any material treated in a blast furnace is abso- valence of 
I pboBphonis. 

^Report on Mineral Industries in the United States at the Eleventh Gen<tus, 1890, p 12. 

^Mineral Rfesources of the United States, 1891, p. 48. 
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And its effects. 



Effect of 
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Effect of 
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lutely free from it ; the fuel, flax and ore all appear t3 contain it in g'*eater 
or less quantities. '* Beginning with the oxidr^ of iron found in the granite 
formation and ending wi^ the lake ore forming at the present day, this 
element is almost invariaoly present. It occurs almost always combined 
with oxygen as phosphoric acid, in the form of phosphates of iron or lime 
in the ore, or as phosphate of limo in the flax and fuel. When a phos- 
phate of iron or lime is ex[K>sei to a high temperature in contact with car- 
bon the oxygen is separated from these salts and th'f product is phosphide 
of iron or phosphide of calcium The pig iron then dissolves the phosphide 
of iron, or d composes most of the phosphida of cilcium Thus it uafor- 
tunately happens that by far the largest q lantity of this substanoe, as 
it occurs in the materials, is taken up by the iron." ^ In this way it 
happens that of the whole of the phosphorus existing in the m iterials not 
less than 90 per cent., it is calculaiied, finds its way into the iron. 

The Injubious Elkmknts in Iron. 

It is evident therefore that in other countries as well as in Ontario the 
iron ores are impure and give rise to diffijulties which are not easily over- 
come. But the fact that they are overcome in a large measure and that 
new and improved processes are being tested and introduced fr>m time to 
time strengthens the belief that there is nothing in the character or quality 
of our Ontario ores to cause them to ba regirded as in any material respect 
inferior to ores elsewhere. 

Of the three most injurious elements, viz : phosphorus, sulphur and 
titanium, the first named is not usually found to exist in injurious propor- 
tions in iron ores of the Archsejin rocks, whilo the last named does not as 
a rule occur in combination with either of the other twj. Paosphorus is 
objected to because it makes iron '' cold-short," that is to say it is brittle 
when cold. It is the steel-maker'd bane. '* Phosphoric iron," Howe Siys, "is 
readily broken by jerky, shock-like or vibratory stresses, sometimes when 
quite trifling ; it is treacherous. It sometimes aff -cts iron but slightly, som')- 
times under apparently like conditions profoundly; io is capricious It 
unusually increases the elastic limit, thus raising the elastic ratio, an index 
of brittleness. It diminishes also the elongation and contraction on rupture, 
two other measures of ductility afifecting this property like tensile strength 
much more under shock than under quiescent stress."^ One of its most 
obvious physical effects is to induce in iron or steel a coars'^Iy crystaUine 
structure, and this is supposed to be the cause of brittleness in the metal. 

The effect of sulphur is to produce "red-shortness" in iron or steel, 
th it is to say brittleness at a red heat, while for the foundry it hardens the 
metal. '^ It is thought to make malleable iron slightly tougher and softer 
when cold but to make c ist iron harder, though this latter eff' ct is at least in 
part due to its causing it to retain the carbon in the combined state. .It 
increases the fusibility of cast iron, but makes it thick and slug^^ish when 
molten and gives rise to blow holes during its solidification."^ Its action is gen- 
erally most noticeable at a dull red heat, but when present in only small 
quantity the iron is readily forged at high temperatures. If however the per- 
centage is high the iron is no longer malleable at high temperatures. 

One serious objection to titanium, upon which all authorities are agreed^ 
is that it gives rise to a psisty and viscous slag in the blast furnace, which, 
besides being non flowable when tapped, forms ** b.-id^es " in th ) furnace 
which interfere with its working. But as to its effect on the quality of iron, 
opinions differ. By some it is said to give hardness, toughness and strength 
to the metal, and that under no circumstanca is the iron " cold ihort *' or 
'* red-short." Other authorities again, like Howe, while admitting that it 



7 Pnnciples of the Manufacture of Iron and Steel, p. 165. 
3 The Metallurgy of Steel by Henry Marion Huwe, p. 51. 
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ofcen occurs in gray soft iron, affirm that the metal is so oxidiz^bk as to 
make it a matter of extreme doabt if it ever exists in wrought iron or 
«teel.»» 

Some of the methods of treating iron ores and metallic iron containing 
those hnrtful elements are old and well know a, while others are of recent Recent 
■ad)ption and have barely passed the experimental stag^. Ojbbing, roasting •"^'^^^hlS^'**/ 
and washing are methods easily applied to all ores, and Um * is an excellent treating orea 
4igent in carrying off a percentage of sulpHur when used as flax in the charge and metalUc 
of a blast furnace. Magnetic separators are only useful wh.^n applied to ^^*^^' 
magnetic ores which have be?n reduced to powder by crushing or milling. 
They not only enrich the or'« by separating the eirthy or rock matter from 
the oxide of iron, but also by separating such pirts of phosphorus, sulphur 
and titanium as are not chemically united with the oxide of iron, which some- 
times is a large percentage of the whole. M vchines of v 4riou3 designs, as 
already shown, have been constructed for this purp)3e, and som3 of them 
appear to be well fitted for doing their work effv^ctively and economic illy. 
But most of them are of recent invention, and doubtless their working will 
«ugg^st important improvements b)th in utility and in economy.^^ 

Smelting Titanic Orbs. 

Experiments conductel last ye%r with titaniferous ores by Auguste J. 
R^ssi o! New York aff ird j^rouadi of assurance that the titinium ditfijulty Rossi's 
may further b^ overco ne in blast furnace practice. Mr Rossi L-arned that J^n^tigations 
ores of this class containing from 10 to 20 per cent, of titanic acid had been experiments, 
successfully smelted in large quantity in the Adirondack m )un':ains, in New 

10 ^n page 85 of his valuable work on the M-^tallur^y of Steel Mr. Howe says titanium can 
probably only be intro luced into any malleable variety of iron by a tour de force, nor is 
<here reason to believe that if introduced it would \^ beneficial. On page 869 he refers to 
two samp'es containing a nmiiX proportion of titanium, but having a high percentacre of 
carbon. By others it is claimed thatthn titanium may h'vve an excellent indirect beneficial 
effect on wrought iron and steel, even when little or none of it is found in them, when they 
44re the product of pi^; iron snaeltei from titaniferous ores. 

n.Vn int-»rview with Tnum%9 Elison in MoC lure's Magazine for June, 1893, pp. 37*8, 
under the tide of Unsolved Problems that Eklisori is Studying, gived the following inter- 
•esting account of the attentioa which that inventor is giving to the p jrfecting of his method'* 
for treating le^n or impure murnetic iron ores : **The most important ot the ca-npaigns I 
have in mind is one in which Ihave now been engaged for several year-*. I have Xouf^ been 
satisfied ch^vt; it wa4 possible to invent an ore-c >noeatrator which would vastly simplify the 
prevailing methodd of e.xtracting iron from earth and rock, and which would do it so much 
•cheaper than those processes as to command the market. Of course I refer to magnetic iron 
ore. Som? of the New Jersey mountains contain practically inexhaustible stores of this 
magnetic ore, but it hw been expensive to m'ne. I wa^ ab!e to secure mining options upon 
nearly all these properties, and then I bjgan the campaign of developing an ore-coacentrator 
which would m ike these dep >sits profitably available. Th:s iron is unlike any other iroa ore. 
It takes f >ur tons of the ore to produce one ton of pure iron, and yet I saw some years ago 
that if aom^ method of extracting this ore could be devised, and the mines ooatroUe i, an 
«norm)usly profitable business would be developed, and yet a cheaper iroi ore- cheaper in 
its first o)st— would be put upon the market. [ w »rked very hard upon thii probl-)m, and 
in one sense successfully, for I have been able by my methods to extract this masmetio iron 
ore at a compav-atively small cost, and deliver from my milh pure iron bricklet'. Yet I have 
n6t been satisfied with the meth xls ; and some m )nths ago I decided to abandon the old 
methods and t > undertake to do this work by an entirely new sy.item. [ had som<) ten 
important details to mister before I could get a perfect machine, and I hive already mastered 
etgnt of them. Only two remain to be solved ; and when this work is complete I shall have 
I think a plant and mining privileg'^s which will outrank the incandescent lamp as a com- 
mercial ventu *e. certainly so far as I am myself concerned. Whetever the profits are, I shall 
mfself control them, as I have taken no capitalists in with me in this scheme." 

' Mr. E lison was asked if he was willing to be more explicit respecting this invention, 
but he declined to be, further than to say ' : 

** When the machinery is done as I expect to develop it, it will be capab'e of handling 
twenty thousand cons of iron ore a day, with two shifts a day, five men in a ^hift. That 
ts to say ten workmen, working twenty hours a day in the aggregate, will bn able to take 
this ore, crush it, reduce it to cement- like proportions, extract it from the rock and earth, 
And make it into bricklets of pure iron, aad do it so cheaply that it will command the market 
for magnetic iron." 

When Mr. Eidison speaks of "pure iron " in the last sentence, he no doubt m ^ans pure 
oxide of iron. 
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York State, some .fifty years ago, and after as full an investigation of the- 
reoords of those furnaces as was available, he proceeded to make laboratory 
tests along the same lines. The success nf the furnaces appeared to have 
been due largely if not wholly to the use of certain kinds of flux in the charge 
which give fluidity to the slag, and the problem seemed to Mr Rossi to be, 
to produce with titanic acid a slag fully as fusible as those admissible in blast 
furnace practice. In carrying out his line of experiments the aim wji<i to 
operate at not too high a temperature, so that if sufficient /us ible and fluid com- 
pounds could be obtained in the crucible they might then be reproduced in a* 
blast furnace with still greater ease. Some of the experiments were made* 
with ores, but whenever it was intended to work for a certain type of titanale 
no ore was used. ** Titanic acid was furnished by ruale completely analysed 
beforehand, and the bases were supplied by adding caustic lim'', magnesia, 
alumina and silica^ chemically pure, tested each time before weighing them, 
for such water or carbonic acid as might have been absorbed in the intervals 
of two experiments by some of the chemicals, such as caustic lime and silica/' 
These bases tested in various proportions gave slags of varying qualities, careful 
analyses of which were made and recorded. The ores, flaxes and fuel were* 
intimately mixed in the crucibles, having been previously reduced to powder. 
The results varied much according to the mixtures. In some a good liquid 
slag was obtained which ran out freely, while others were pasty, chilling 
quickly and being sluggish and lumpy in flow. Among the general n^sults 
noticed were, (1) that the presence of a large quantity of magnesi^i and lime,, 
without alumina, tends to diminish the fusibility, and the addition of alumina 
renders the slag more fusible and fluid, and (2) that the absence of magnesia^ 
if the percentage of alumina and lime be high, with only five por cent, of 
silica, hns a similar effect on the fusibility, the addition of magnesia increasing 
the fusibility and fluidity. 

The question which then arose in the mind of the experimenter was, 
Gould such slags be reproduced in the conditions of working of a blast 
furnace? Oould like compounds be obtained and the iron of the ore be 
separated from its gangue when the materials were charged into the furnaoe 
in lumps and by distinct layers as is thecom^non practice, instead of previously 
being reduced to powder and intimately mixed as was done in the laboratory t 
" Nothing but a direct experiment bdng capable of deciding this qiestion," 
Mr. Rossi says. " we built a small furnace for the purpose, assuming that if, 
even on such limited scale with a blast hardly at 300^ or 400^ F. and & 
pressure of not over two pounds, we could obtain the calculated slags from 
highly titaniferous ores with no other flux than limestone (dolomitic), the 
materials being charged in lumps, in proper relative propoitions and in layers 
at regular intervals, aud at the same time obtain pig iron, it woul<i be pos- 
sible in industrial practice, with a better distribution of heat, a greater height 
of furnace insuring a complete and thorough reduction of ores, to obtain 
results of the same kind and even much more favorable. SUgs of a more 
extreme composition or basicity, for instance, though found less fusibh in our 
experiments, might become admissible, though neither advantageous nor 
neccessary." Accordingly a small furnace was built and tested with a view 
of proving upon a large scale the results obtained in the laboratory ; but as 
this furnace was only 9 feet in height, with hearth of 12 inches and bosh of 
28 inches diameter, it could not be expected to show working of a very satis- 
factory character. With a light charge of ore in the^rtack it was only natural 
that the iron should lose its liquidity in the small hearth ; and this is just what 
did happen, for after rising to the tap-hole it chilled on the run. The slags 
however kept very fluid from the first tapping, flowing freely on the run U> 
10 feet from the furnace without chilling, and so continued as long as the 
blast was maintained. *^ We do not claim that everything has beiun settled 
definitely by this experiment. But it has been possible to obtain from ores 
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coatainia^ some 20 per cent, of Ti 02 in a continuous m inner, under the con- ^^*^ jf . 
ditions of working of a furnace and on a scale certainly unfavorable to gool the hTmaoe 
reduction of the ores and a proper distribution of heat in the different parts, test. 
both slags and pig iron. The sla^ showed good fluidity and fusibility, though, 
containing, some, 25Ti O2 to 22si O2 ; others iOri 02 to 228i 02, and 
some 35Ti 02 to Hsi o^ , with mignesia, alumini ani iim*) as bases. No 
other addition of fluxes to the ores and coke was required than limestone 
(dolomite and calcite mised, pure limo having been once resorted to for want 
of calcite) ; and the consumption of miterials (t.-ertainly of flus, and even of 
ooke, considering the dimensions of the furnace), was fairly economical for a 
51 per cent iron ore, viz , ore 50, coke 50, stone 2l/*^2 

T«iro considerations should lead us ti atta:;h grea^ importance to the tests t ^a o£ 
made by Mr. Rossi, especially in view of the success which appears to have the experi- 
attended them. One is, the vast bodies of titanic ores in Caoada and the ments. 
United States, which are at present valueless owing to the hitherto insuper- 
able difficulties of treating them in the blast furnace. The other is, that 
while many of such ores are found to be rich in iron they are generally free 
from phosphorus, and frequently also from sulphur. 

Elimination of Phosphorus. 

The presence of phosphorus in irdn threatened for a time to defeat the 
process of Sir Henry Bessemer for the conversion of iron into steel. Even so IntroducMon 
low a proportion as one- thousandth to two-thousandths of one per cent. °^ '**® ^ ****^ 
suffices to make iron or steel '' cold-short, '^ and most of the British ores carry 
phosphorus. In 1872, eeventeen years after the date of Bessemer's invention, 
Mr. Snelus tried the plan of lining a converter with lime, the effect of which 
was to reduce the phosphorus in the pig iron ; but for some cause he failed to 
prosecute his experiments. The idea was taken up a few years later by 
Messrs. Thomis and Gilchrist, two young science students of London, and by 
using a mixture of magnesia and lime for the lining they obtained gratifying 
results. But where the proportion of phosphorus was high in the iron it 
was found that the lining alone was not sufficient to carry out the work of 
dephosphorizUion. Accordingly they added a quantity of lime to the charge, 
and so improved the operation as to succeed in removing 96 per cent, and 
over of the phosphorus initially present. This is known as the basic process, 
in which dolomite, a basic earth, is used for the lining, to distinguish it from 
the acid or common Bessemf'r process, in which silica is the material used for 
the lining. In America the basic process has not met with much favor, 
owing it may be supposed to two causes — one being the compirative purity 
of the ores, and the other the royalty charge for the use of the process. ^^ 
The total qu intity of Thomas steel produced since its manufacture was mf^^'^^^?^/ 
initiated is by latest accounts 19,532,000 tons, whereof 11,452,000 tons ig ^'^^^^'^ ''^^e* 
credited to Germany. The total output of Thomas steel last year was 
3,202,000 tons, of ^hich quantity Germany and Luxemburg produced 
2,013,000 tons A valuable bye-product of this process is the slag, which 
consists chiefly of lime and phosphoric anhydride, both of which are valuable 
fertiliz'^rs. The quantity of slag made in 1889 was 600,000 tons according to Value of the 
Gilchrist, and it contains 17 pftr cent, of phosphoric anhydride and 60 per " ^^^'JJ, 
cent, of lime, which sold at 20 j. to 30s. per ton at the works. For sour, 
peaty and clay soils it is a fertilizer of great value, but for calcareous soil it is 
not valuable. '*It is interesting to note," Prof. R >bert8- Austen says, ** that 

M Mr. RoBsi'a paper giving an account of his experiments with titaniferous ores was 
read at the meeting of the American Institute of Mining Engineers held at Montreal in 
February of thii year. 

13 The Thomas-Gilchrist patents expire next year, when a considerable development of 
pr3duction by their process is looked for ; ind;}ed is feared. Mr Thomas died a few years 
ago ; bat Mr. Gilchrist, who is not yet forty years of age, is said to he a millionaire in 
pounds sterling. 
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the phosphoric anhydride is combined with the lime in an unusual manner. 
Instead of being an insoluble tri basic phosphate, it is a readilj soluble tetra- 
basic phosphate, and if it be finely ground the phosphorus it contains ia 
readily assimilated by plants. At first attempts were made to treat it by 
various chemical methods, but it has been found best to simply grind and use 
it in fine powder."^* 

The basic process, it may be observed, is applied to the refining of pig 
iron, and mainly for its conversion into steel. 

No method of eliminating phosphorus from the ore in the blast furnaoe 
has yet been diricovered ; and as to the preparatory treatment of ores con- 
taining phosphorus the magnetic s'^pirator ha<( no doubt given the best results. 

Desulphurizing Mktallic Ibon. 

There are various porcesses for desulphuriz'ng iron ores, as has been pointed 
The puddling out ; and in the furnace a generous use of lime is highly serviceable. By 
procest. puddling and by the basic process, which are essentially the same, sulphur 

is expelled ^rom iron, and manganese is also a powerful agent for its removal. 
Bnt after all these processes have been tried a residuum of sulphur often 
remains. It is not merely the sulphur in the iron ore which has to be com- 
batted, but the sulphur in the coal or coke as well, whereby tho percentage 
in the pig or cast iron is increased ; and various devices have been tried by 
metallurgists to get rid of it. The importance of obtaining a suitable method 
has indeed become more pressing than ever before, owing to the more general 
use of steel which followed the introduction of the Bessemer process. During 
recent years a special study of the desulphurization of iron has b^en made, 
and careful experiments have been carried on by a number of well known 
men upon scientific lines ; but while some progress has been attained there are 
only two processes which deserve special mention here, and both treat the 
iron after it has been reduced from its ore. 
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One of these is the invention of Joseph Massenez, a Qerman, and is known 
as the Hoerde process because it was first tested on a larste scale at that place. 
It aims at the removal of sulphur from iron by the agency of manganese — iron 
high in sulphur and poor in manganese being mixed with iron containing a 
large percentage of mang\nese and little sulphur. The result is that the 
manganese of the one charge acts upon and combines with the sulphur of the 
other, forming a manganese sulphide which rises and fi >W8 ofi* in the slag.^ 
The mixer is a vessel with a capacity of 120 tons, into one^end of which the 
molten pig iron is poured as brought direct from the blast furnaces, along 
with a certain amount of ferro- manganese, while from the othor end the 
desulphurized metal is poured into ladles and taken to the Bessemer converters 
which are used in conjunction with the process. About 17 per cent of 
manganese is added to the charge, whereof 0.2 per cent, combines with the 
sulphur, the rest remaining in the iron. Oae efiect of the mixing, it is 
claimed, is to give steel of more even quality when the operation is com- 
pleted in the converters. The process appears to be well approved in Ger- 
many, and it has recently been adopted in two of the largest steel- making 
establishments in Great Britain. 

The other process to which reference has been made, * later than the 
Hoerde, is the invention of Ernest H. Saniter, chemist of the Wigan Goal 
and Iron Go. of England. It is thus described by Mr. Saniter himself : 

*' A mixture of calcium chloride and lime is prepared, which will fuse 
readily at the temperature of the iron to be operated upon. The desired 
combination is made by grinding calcium chloride and lime together in a mill 



H.Vn Introduction to the Study of Metallurgy, p. 224. 

15 J. E. Stead in the Journal of the Iron and Steel In:«titute No. ii. 1892, p 258. 
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80 as to thoroughly mix them, and also to bring them to a moderately fine 
powder. About equal parts of each are required to give the desired fusibility. 
This mixture is then placed en the bottom of a ladle or receiver, and consol- 
idated by heat, or kept in position by other suitable means. The heat may 
bd applied in the first instance by means of a blow- pipe arrangement, using 
blast-furnace gas, but when in continuous use the heat of the ladle itself is 
quite sufiicient. The receiver is then filled with iron, which may be drawn 
direct from the blast furnace, the heat of which melts the mixture, and the 
latter, rising up through the metal, removes the sulphur very completely. I 
do not find it necessary to have reducing conditions, and indeed oxidation 
may be going on concurrently with the removal of the sulphur, as will be 
seen later on. Notwithstanding this however the sulphur is re . oved as 
sulphide. Should it be desirable to remove silicon as well as sulphur, the j.^^ removing 
lime of the mixture is replaced by hydrate or carbonate of lime, or even ailicon as well 
oxide of iron in addition should the hydrate or carbonate be insufficient. ^ s^lpliur. 
About 25 lb. of chloride of calcium and an (qual weight of lime per ton of 
iron have been found sufficient to effect purification ' ^^ 

In a number of experiments made with the Saniter process it was found Resalts 
that 73.6 per cent of the sulphur ard 35.77 per cent of the silicon contained <>buiiied. 
in the iron were eliminated, and the whole cost of materials was only twelve 
cents per ton. The process was carefully investigated last year by Mr. 
Stead and the results as given by Mr. Saniter were fully confirmed by him, 
as set forth in a lengthy papf^r road before the Iron and Steel iLstitate at its 
Liverpool meeting of September last year. 

At the meeting of the Institute held in London on the 25th and 26th of Further testa 
May of the current year Saniter's process was again the chief subject of con- ^' ^^^ Sftniter 
sideiation, when papers on it were read by Messrs. Stead and Saniter. Mr. P*^***^ 
Stead's paper was occupied largely in meeting German criticisms of the 
process ; for it is to be observed that in Germany, according to some metal- 
lurgical authorities, the process meets with difficulties in practical use which 
are not present in the Hoerde method. 

Mr. Saniter's bhort paper reaffirmed the results previously obtained after 
six months' further experience of the process. The Wigan Goal and Iron 
Oompany, with whom . Mr. Saniter is employed, has laid down a plant for pj^^^^^ j^^ 
dealii g with the ^hole make of a blast furnace, the general arrangements of operating the 
which are that the sand bed has been lowered to the ground level, whereon process, 
and in front of the blast furnace in a ladle on a caniage, the ladle being 
provided with tippiug gear. The ladle is heated before the first operation 
and the mixture of calcium chloride and lime is put on the bottom, protected 
with a small cast iron plate to prevent the molten metal cutting under it. 
The metal is then run in and as soon as the reaction ceases it is tipped into 
the lowered sand bed and the slag is raked out of the ladle. The quantity 



l6Jouraal of the Iron and Steel Institute, No. ii. 1892, pp. 217-18. The London Engi- 
neer of May 5, 1893, writing «>f Sanitei's method ^ayi : 

*' In point of oost— and the commercial aspect of an invention must always override all 
others— tbe new process compares very favorably with the Alasi»enez procet^s, which may be 
considered its principal if not its < nly rival. The cost of the materials used in the former 
case appears to be fiom 6<i. to 9d. per ton of pig iron, or 1«. per ton including royalty and 
labor. HS against from Is, Qd. to 2s, Hd. for materials t nly in the latter case. The ootit of calcium 
chloride, 1? applied in the converter or < pen hearth, is about 9d. per ton of steel, and th'm 
expenditure is said to efifect an actual saving of about 4s. per ton of ingots by the reduced 
consumption in ore and ecrap. 

" The only special plant required for Saniter's process is a reverberatory furnace for 
drying the calcium chloride, some appaiatus for pulverizing the same and niixing it with 
lime, and a tippiug ladle. The laiter is dispensed with if desulphurization is etfecttrd in the 
converter or the open hearth. 

*' There is at present an almost unlimited supply of calcium chloride, it being a bye- 
product lesulting from the manufacture of s< da and bleaching powder. Its present* value is 
about 35«. per ton. Not more than ten per cent, of the total quantity produced is utilised, 
and a new u?e will be very acceptable to tbe makers. There is of courte no ditlicuhy in 
obtaining plentiful supplies of limebtone and lime." 
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treated at a cast is nine to twelve tons, the cost of the plant is ander X250 
per furnace, and the cost of matt rials is id, and of other cost including labor 
and grinding 2d, per ton of iron treated. 

The pioceds is applied not only to the treating of iron as it comes from 
the blast furnace, but also for its conversion into basic steel ; and it is claimed 
by Mr. Saniter that while a basic Bessemer blow alone will get rid of about 
45 per cent, of the sulphur, his dual process (first in the ladle and afterwards 
in the converter) will get rid of 78 per cent. The steel luade by his prooets, 
Mr. Saniter claims, has been tested in Sheffield for the various purposes for 
which Swedish bar is used in making the highest class cutlery and tool steels 
with marked success. ** It has also been found nearly equal to the best char- 
coal iron for conductivity purposes. It welds splendidly. A piece which 
had been welded was turned and pulled in the testing machine ; it broke 
clear of the weld, the line of which it was impossible to detect." 

But perhaps the most valuable testimony to the worth of this process is 
one furnifehed by Mr. George J. Snelus, vice-president of the Iron and Steel 
Institute, whose authority as a scientific and practical metallurgist is cheer- 
fully recognized throughout Europe and America. The following extract is 
taken from Mr. Snelus' report upon the Saniter process, which was read at 
the last meeting of the Institute : 

''I spent two da3s, February 21 and 22, in personally examining the 
working of this process at the works of the Wigan Coal and Iron Company, 
Every opportunity was affoi*ded me for investigating the process from 
beginning to end. All samples were taken and cart fully labelled by myself, 
and these were analysed with extreme care in my own laboratory. I had 
some ingots fiom the Siemens cast c.1134 heated on the second day and 
rolled into two-inch billets. These were afterwards rolled into f round ban, 
and tested for tensile strain in my presence. The ingots were twelve inches 
Equare, weighing 16 cwt They were heated (from cold) in 1 hour 20 min- 
utes, and rolled off in twelve passes in the roughing rolls to nine passes in the 
finishing rolls. I was remarkably struck by the fine quality of the steeL I 
could not detect the slightest flaw or sign of red-shortness in any of the ingots 
or in the finished billets, although I examined them minutely. In fact I 
never saw any steel roll cleaner or better than this did, and the practical 
tests fully corroborate the analytical results which follow, and show clearly 
that this process is most effectual in desulphurizing the commonest kind of 
pig iron to such an extent that the highest class of steel can be made from it 
The materials employed are not costly, and there is no difficulty in carrying 
out the process and in producing uniformly good results. 
^ « The process is adapted either for purifying fluid pig iron direct from the 
blast furnace, oy running the fluid metal into a ladle having a layer of the 
purifying materials on the bottom, and afterwards running the metal into pigs 
or plate metal for subsequent use in the puddling furnace, etc. ; or the crude 
sulphury pig is treated in the basic Siemens furna.e or Bessemer converter 
with the patented mixture, as in the casts c. 1134 and c. 1135. Calcium 
chloride is the purifying material in admixture with lime. This at present 
costs 35s. per ton packed in own drums f. o. t. St. Helens or Widnes. It is 
made by the United Alkali Company from residues of the Weldon process, 
and containing 70 per cent, absoluto calcium chloride, 1 to 2 per cent im- 
purities, and balance water. It is dried in rough iron dishes in a reverbera- 
toiy furnace before use. In purifying the metal in the ladle, fluor t>par Is 
sometimes mixed with the calcium chloride to retard the procass, and some 
limestone is used to save lime and produce a boil in the ladle. Fluor spar 
can also be used with the other ingredients, lime, limestone and purple ore in 
the ladle, but the mixture is not quite so efficient as when calcium chloride is 
ased.'' 
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FttU details of his experiments are given by Mr Snelus, both in desul- 
phuiiziog in the ladle and converting into steel, together with analyses of the 
metal and slag at the various stages of steel making, and also the mechanical 
test of the steel, and the result of his observations is summed up in these j^ result. 
words : '* That this is a thoroughly practical, reliable and inexpensive process 
for desolphurization, and that by it, using the basic process, white iron made 
entirely from cinder can be converted into excellent steel without undue waste 
or loss of time.'' 

In the discussion by members of the Institute which followed the paper?, 
Bir. Snelus stated that he had an opportunity of seeing the process at work 
on a practical scale and that it was not now merely an experiment. He con- 
fessed that he had gone to the place with some fear and trembling; he thought by\Cre]q!«ri? 
it was in an experimental stago ; but when he went there he found that it was in mental stage, 
full working order, applied constantly to a blast furnace of ordinary capacity, '"^i!^^^^ 
running in the ordinary way and the whole thing going on as a large manu- ^^^ ^^^ ^' 
facturing operation. It was simply an examination of a process going on in 
ordinary working — a thing carried on daily by ordinary workmen without 
any instructions, but of course the men must be skilled and possess a 
full knowledge of the process and how to adapt it. Mr. Snelus said he 
had often been condemned by his friends for having ruined his own dis- xhe prooess a 
trict, in which is hematite ore high in sulphur, by doing all that he could boon to British 
for dephosphorization ; but he hoped that he should atone somewhat for l>®°^tite ocet. 
that by the aid which he would give to desulphurization, because it would 
place in the hands of hematite makers a means of producing the very 
highest class of steel. Therefore he thought that the process would undoubt- 
edly be a benefit to those districts having the class of ore in which sul- 
phur had been a trouble as well as phosphorus. 

Of course there was not entire agreement among members of the Insti- Differenoes of 
tute on the merits of the Saniter process, and doubts were expressed by opiuion. 
one or two members as to whether it could be depended upon fgr uniform- 
ity of results. Sir Lowthian Bell was characteristically cautious ; that is 
a constitutional quality with him, and he is to be respected for it. But 
Sir Lowthian discussed the subject mostly from the point of view o a 
theorist, for he had not had an opportunity of examining the process in 
practice; and it is to be stated that the Glerman objectors have also in 
the main spoken and written from the same point of view. Such testimony 
cannot therefore have the same weiglvt or value as the testimony of men like 
Mr. Snelus and Mr. Stead, who have made careful study of the process after 
witnessing its opeitition.^^ Practical demonstration, in which there is not a 
possibility of deception, will be accepted in preference to the most ingenious 
speculation or theory. 

l7See Report of the Proceedings of the Iron and Steel Institute in Iron, Mav 26, 189S. 
At a a*eeting of the Cleveland Institution of Engineers held December 19, 1893, Mr. Saniter 
read a paper descriptive of his process in which he said : 

The spplication of the process to the manufacture of basic pig iron presents in the first in- 
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stance the possibility of dispensing with the use of expensive man^niferous ores, and the 
further possibility of removing the difficulty hitherto experienced in usmg direct metal for steel 
making, owing in the one case to high silicon and conversely when the silicon la low to high 
sulphur. This may be simply done by using the drv mixture for the removidof sulphur 
only, and should the silicon be high by adding a bucket of water to the mixture a short 
time btfore tapping the furnace." Commenting on this feature of Mr. Saniter's paper at the 
meeting, Mr. Steaa said there seemed to be at the present time a rage for studying how to 

Sit rid of sulphur. It is not so long ago, he said, that a beautiful process was perfected in 
ermany, but it required a lar^ amount of manganese, which is expensive. At Wigan he 
had witnessed successful experiments on Mr. Saniter*8 process with iron containing only 0.4 
per cent, of manganese, and though the sulphur was 0. i per cent, it went out almost magically 
a few minutes after the chloride of calcium was added. Thev did not understand exactly 
what action took place, but the fast remained that the sulphur was eliminated, and in the 
#oarsa of time they would no doubt understand the action itself. 
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* Lessons FOR Ontario. 

Tho loDg story of invention is not closed, and in so far as the art of iroa 
making is concerned it is not likely to close while impurities in ores and fuels- 
continue to baffle the ingenuity of man. But the iron masters are in the line 
of improvement, and aided by science they are making sure headway in the 
face of many difficulties. The iron ores of Ontario are no worse than ores 
elsewhere ; indeed it is almost certain that they are freer from at least one 
objectionable element, phosphorus, than those of other countries in which 
supplies are mostly found in the more recent rock formations. Better ways 
of treating ores in preparation for the blast furnace, and better WHys of improv- 
ing and refining iron and converting it into steel, as well as of strengthening 
it in combination with other metals, are being found out by skilled men in the 
laboratoiy, the furnace and the woikshop; and every advance so made is a 
gain in which the whole world may shara There is not a process in the pre- 
paration and smelting of ores, not an improvement in the blast furnace, not 
a method of refining or working the metal, not an economy in any operation 
from opening the mine to the last touch of finish in the workshop, but is as 
free and open to us in Ontario as it is to the people of any country or state 
in Europe or America. Why then should not effort be directed to utilize one 
of the most valuable of all the raw resources of our country, converting it 
into wealth by the wisely-con trolled agencies of capital and labor, and mak- 
ing it an instrument for the production of greater wealth by ways and means 
almost without limit and number ? A talent kept buried in the earth will be 
no more than a talent a huLdred years hence, while if rightly utilized it may 
reproduce itself a thousand fold in a hundred years. 



V. 

FACTS AND OPINIONS ON THE IRON INDUSTRY. 

The narrative of the failures and successes of iron making in our country, 
cf the means which have been adopted by Governments to aid and 
encourage ^he industry, of the iron ore resources of our Province and of 
improved methods for treating ore^ in the process of extracting the 
metallic iron, may now be appropriately followed with information and 
opinions gathered in a wider field, but having direct reference to the 
possibilities of establishing works for the production and manufacture of iron 
in Ontario. 

Variofb Aspects of the Industry Presented. 

In the statements which follow, Dr. A. P. Ooleman, Professor of Metallurgy 
and AsRaying at the School of Practical Science, treats of the development of 
our mineral resources in a general way ; Samuel D. Mills gives the benefit 
of his experience with charcoal furnaces in Michigan and Texas ; Mr. 
Ritchie ou 'lines a scheme for utilizing iron ores along the line of the Central 
Ontario Railway in connection with nickel ores of the Sudbury district ; and 
Messrs. Pusey, Ledyard and Conmee express opinions ou a variety of 
practical features relating to the industry. 

PB0FB880R OOLEMAN'S STATEMENT. 

'* From a geological point of view the Province consists of a comparatively Coleman, 
small Routhern portion formed of paleozoic rocks with no im|)ortant deposits of 
minerals, but covered by as productive soil as any in America, and of an im- 
mense northern and northwestern area of Laurentian and Uuronian rock, of Agricultund 
little use for agriculture, but rich in mineral resources. The fertile southern and mineral 
portion was naturally settled first by a thrifty, prosperous agricultural popu- ^^ntry 
lation, little inclined to unusual speculations of any kind and specially ignorant 
of mines and minerals. Losses in the Madoc gold mining excitement con- 
firmed them in the belief that mines, especially in Ontario, were very dan- 
gerous investments. 

*' As an agricultural country Ontario has practically reached its limit. If 
the Province is to advance in the future as in the past, or if it is not to retro- 
grade even, the great northwest must be turned to advantage. Its stores of 
timber have hitherto been a source of revenue, but tires and the work of the 
lumberman are steadily diminishing them. The only hope for rapid advance 
in the future lies in the development of the mineral resources, especially of 
the Huronian tracts, which as far as explored have proved rich in ores. Iron 
ores of unsurpassed quality and in large amounts are found in the Province ; 
copper ores occur in very large quantities ; and the world's largest known 
source of nickel belongs to the Province, not to mention ores of silver and 
gold ; so that Ontario may justly be described as one of the richest countries 
in the world in mineral resources. 

** Notwithstanding this, Ontario has been disappointingly slow in develop- 
ing its mines, and what has been done has been the work not of Ontario men, 
but of Americans or Europeans, and has frequently been carried on in ways 
unsuited to our conditions. Every new mining region has its special condi- 
tions and difficulties, and the best methods of meeting them can be determined 
often only by costly experiments on a commercial scale. No mining region 
can reach the highest prosperity merely bv shipping its ores to other countries, 
7(M.) 
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Ooleman. and it is safe to say that until Ontario ceases to sell its ores and low grade 

mattes and begins to smelt and refine its own iron, steel, nickel and copper, 

rndSlr^ no great advance is likely to be made. The establishment of smelting works 

works. of anj kind on the right scale and wisely managed will give a market for 

many ores of too low grade for export, and will serve as a nucleus for a dozen 

other industries of great importance. 

'* The starting of the manufacture of good quality steel, for instance, would 
probably be followed by the refining of at least part of our own nickel, to be 
used in making nickel steel, and that by the refining of the associated copper. 
SkOIed labor 1 need not say that this would imply a demand for skilled and highly paid 
^^i^f l&hor, would lead to the building up of great manufacturing centers through 
the cheapness of the main raw materials, and would afford the best possible 
markets for our farmers. 
Capital and *^ But the founding of such metallurgical establishments on the proper 

experience scale demands a large capital and great experience ; and at the outset there 
required, would probably be little or no returns until the experimental stage was over. 

In many other countries this costly and discouraging initiatory period has been 
tided over by governmental aid until things had reached a self-supporting basis. 
*' In a purely agricultural country like Ontario encouragement is particu- 
larly needed, since our })eople have not yet developed the skill and experience 
required for success in this direction ; and the foreigners who might be expected 
to undertake the work are already interested in the success of rival establish- 
ments in the United States, England or other countries, 
which ought **^ Under all the circumstances it appears that our Government would be 

^ ^ ed b j^^^^^^^ ^^ aiding in whatever way seems wisest the establishment of smelting 
Government works in the Province, such aid of course to cease when no longer needed, 
aid. Such a course has been adopted with advantage by many other countries. 

Norway and Saxony have even owned and worked important mines and smelt- 
ing establishments with great benefit to the State. 
A taming '* ^^ ^J opinion Ontario has reached an important turning point in its 

point in our history. If no new departure is made our Province must stand still or even 
history. retrograde, while a wise utilization of our mineral resources will give the start- 

ing point for a growth of population and wealth which will keep Ontario in 
the front rank as compared with the rest of the world. 
Financial " To the Government of Ontario this question has a very direct importance 

aspect of the from the financial side. The revenues now derived from the sale of timber 
question. limits will not last always ; but if mining and smelting receive the proper 

attention this loss of revenue may be much more than made up in royalties.'' 

SAMUEL D. mills' STATEMENT. 

^^•- "I am an old countryman by birth. I studied at the Royal School of 

Science, Dublin, intending to follow mining engineering, but family circum- 
stances led to my abandonins: that idea, and for seven years I did nothing at 
it. I formerly resided in Kingston, Ontario, for nearly four years. I have 
had no experience in iron-making in Canada. During the time I lived in 
Nova Scotia, about three years, I was a partner in a private company 
engaged in mining barytes, but owing to some changes in the market we 
could not work at a profit, and, there being indications of lead, copper and 
silver on the property, I whs engaged in attempting to develop these. I 
lived in Nova Scotia from 1874 to 1877, and took advantage of opportunities 
I possessed of visiting and studying the working of the furnaces at London- 
derry. Mr. Brown, the general superintendent, being a friend of mine, 
proposed that I should take the position of chemist and assistant superin- 
tendent, but a change in the management prevented my doing so. When I 
went to Kingston I opened a mineralogical and mining office, and remained there 
for three years trying to work up some interest in connection with the mines 
there. I examined many of the mines in that district at that time. I 
examined the iron mines north of Kingston, in Froutenac principally, and 
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also in Linark and other parts of that country. I was partly exploring for Mills, 
my own purposes and partly examining for others. Folger Bros, got me to 
go up and make a report on the Mississippi iron property, and I examined 
some mines farther north for my own satisfaction ; these mines were being 
worked then. 1 wrote a report for Messrs. Folger which was published in 
the Kingston Whig at the time, somewhere about 1879 or 1880. 

" In 1881, finding that business continued dull, and it was impossible to Blast furnaoe 
get up any interest in mining at Kingstou, I abandoned the attempt. I got experience in 
an offer to go to Michigan to take charge of the new chemical works and blast Michigan, 
furnace at Newberry, in the northern peninsula, about 75 miles from the 
straits of Mackinaw. I remained there for nine months, when I went to St. 
Ignace and took charge cf the Martel furnace and chemical works^ whore I 
remained for about eight years. The St. Ignace furnace was built before I 
went there, and had been running about eighteen months. The supply of •re The St. Ignaoa 
for this furnace came from many different mines in Michigan, mostly from '°"'*^* 
the neighborhood of Ishpeming. Some of it came by rail a distance of about 
J 65 miles. We used a mixture of ores. During the last fifteen months I 
was there we experimented with thirteen different kinds of ore, showing the 
range of ore obtainable there. We used brown hematite, a certain proportion 
of red hematite, hard specular an:i magnetic ore. When I speak of red 
hematite I mean both the soft, earthy variety and the hard specular ore. The 
regular practice in that furnace was to use a mixture of ^ve different kinds of 
ore in the same chaige, mixed in given proportions. In the manufacture of car- 
wheel iron the obtaining of a proper quality of chill is a matter of very great 
nicety, and one requiring very close attention, and the mixture of the ores was 
made with the view of accomplishing that object. We experimented care- 
fully so as to find out the proper mixture, and t^e proportion of the various 
ores was regulated accordingly. We never tried to produce a suitable quality 
of iron from magnetic ore alone, as we had no occasion to do so. It would not 
have been economical, because the magnetic ores were the highest priced ores 
we used. We used only a small proportion of them, what we could not do 
without. The bulk of the ores were hematite, chiefly red. 

** During a run of 167 dajs from April to October, we experimented on Quality and 
the following varieties of ore : — Imperial, a brown hematite ; Webster, the ^^^^^^^^ 
same ; Cleveland Lake, a soft red hematite ; Old Mine, a similar quality of 
ore ; Cleveland Scotch, Dexter, East New York No. 2, and Lake Superior 
No. 1, all hard red hematites ; Michigamme and Comrade, magnetic 
ores. The names given are those of the mines. Some of the hard red hematite 
ore was specular. The following are the quantities we used during that cam- 
paign : — Imperial, 3,405 tons, Webster, 115 tons; Cleveland Lake, 3,722 
tons ; Old Mine, 2,369 tons ; Cleveland Scotch, 3,668 tons ; East New York 
No. 2, 622 tons; Lake ^^^uperior No. 1, 954 tons ; Michigamme, 1,016 tons ; 
Comrade, 91 tons, and Chelsea, 99 tons. The average yield of iron for the 
167 days was 57.8 per cent. The mixtures did not remain the same for the 
whole time ; for a week or so perhaps we ran upon one mixture and then 
changt'd over and tried another. Of some of the ores, as you will notioi*, only 
very small quantities were used. I cannot give the percentage of iron in all 
of these ores ; but here are averages of a few of them : — Imperial, 57.8 per 
cent cf iron ; Lake Superior No. 1, 65.2 per cent. ; Cleveland Lake, 61 5 per 
cent. ; Cleveland Scotch, 62.6 per cent. ; Michigamme, 65.5 per cent. The 
total make of iron during the run was 9,361 tons. I have not got the exact 
figures as to the cost per ton of the iron ore laid down at the furnace, but the 
quantity of ore required to make a ton 6f iron cost us $6 55, the ore yielding 
an average of 57.8 per cent, of iron. When I epeak of the ton of ore I mean 
the net or short ton of 2,000 lb., in which way be bought all our ore, but the 
iron was sold by the long ton of 2,260 lb. I give the product in long tons, 
but the ore in short tons. In Texas we allow 2,268 lb. to the long ton. 
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l^^l^ ** We manufactured our own supply of charcoal to a large extent We 

made it at two different sets of kilns, and also bought some from oatside 
parties. One set of kilns was twelve miles from the furnace, and the other 
was between twenty four and twenty-five rciles up the railway. We used 
Production of beech, maple, birch and a little elm in making charcoal, as little elm as pos- 
charcoal fuel, gible. Jt was all V*ardwood except a little soft maple. The timber was good 
and heavy. We could cut from 40 to 45 cords of wood from an acre. We 
cut up the whole tree, everything down to three inches thick. A cord of 
wood would make about 45 bushels of charcoal in the kilns. We did not 
make it in any other way ; we did not use any pit coal. I cannot tell you 
what the charcoal weighed per bushel ; we called 20 lb. a bushel and settled 
for it and paid our colliers, etc., on this basia At oae time we kept accurate 
account of the coaling and handling of 2,000 cords of wood, and the resulting 
charcoal cost us 4^ cents per bushel f. o. b. cars at the kilns. The freight to 
the furnace was three-quarters of a cent per bushel. Duriug the campaign 
I mentioned we used 870,000 bushels of cb ircoal. The cost of the coal per 
ton of pig iron was $6.89. At the second set of kilns, which was not so well 
managed, the coal cost us more, and the coal we bought from outside parties 
cost us very much more than it ough^ to have done. 
PI *' With regard to flux, we were most fortunately situated. During the 

last run I decided to extend the stock-house, which was not large enough to 
carry a proper supply of ore for the winter. On commencing our excavations 
I found that the upper end of the stock-house was built on limestone, and wf» 
excavated the limestone for flux and extended the stock-house at the Sime 
time. Before this we had quarried the stone about a quarter of <i mile from 
the furnace. The quantity of limestone we used for flux varied according to 
the nature of the ore. We u|ed a very small proportion, as our ores were low 
in silica and were to some extent self fluxing. The Webster, Imperial and 
some of the other ores carried a good deal of lime, so that our proportion of 
limestone ranged from 40 to 70 lb. per charge, averaging perhaps 601b. Ao 
average charge consiHted of 1,800 lb. of ore ; with that we would use 50 or 60 
lb. of limestone, which is a very low proportion. We did not put an estimate 
on the cost of the limestone, as under the circumstances it really cost us 
nothing ; we were obliged to excavate it in order to extend our stock-house. 
Cost of labor. ^* As to the furnace itself, a correct description of it, giving the 

dimensions, etc., was published in the Charcoal Iron -Workers' Journal. Thf» 
machinery, blowers, etc., were also described in that article. We had 26 
men employed about the furnace ; then there were the engineers and othern ; 
in all there must have been 38 men. The cost of labor per ton of iron was 
$1.42, which includes superintendence, fuel for switch locomotive and black- 
smith's wages. 
Total cost of ** The facts which I have given regarding the campaign referred to will 

production. apply to the general run of our ^ork. We have done better, and we have 
done worse. At the prices which we were paying; for the ore, labor, etc., the 
total cost of production of iron per ton was $15.70. According to the books 
in the office the cost waM $15.94; but there were some charges which ought 
not properly to have been entered against it. The pig iron was used 
exclusively in the manufacture of car wheels, and very largely by our own 
people. The furnace was built for the express purpose of supplying the Erie 
Car Works, the property of Davenport, Fairbairn «fe Co., at Erie, Pennsyl- 
vania. 
Experience in <* I was nine years in Michigan altogether, leaving there early last year 

Texas. ^^^ going to Texaa I did not build the furnace at Texas ; it had run for 

about six weeks and then shut down before I took charge. It is supposed to 
have a capacity of 50 tons, and I hope we shall make it a 50-t m furnace, but 
owing to defects in construction it did not run over 40 to 45 tons. It is 
larger than the Martel furnace ; it is 60 feet high by 1 1 feet bosh, and 6 feet 
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6 inches crucible. There are six tuyeres ; the Martel furnace had five. We use Milla. 
the warm blast in Texas, from 500° to 900^. At the Martel furnace we used 
from 1,100° up as high as 1,800° ; I have run as high as 1,800°. We use 
the gas from the furnace in heating our boilers and heating stoves. The 
furnace is located at New Birmingham, Cherokee county, Texas. 

** The ore used at the furnace occurs in what is known as a blanket ^* °'®' 
deposit. It is found on the tops of hills, at an elevation .of about 700 feet 
above the Gulf of Mexico, throughout the counties of Angelina, Rusk, 
Cherokee, Smith, Henderson, Anderson and several others. . The level is so 
invariable that you can almost tell the elevation at which you are above the 
gulf by finding this ore. It is a brown hematite, somewhat similar to the bog 
ores of Qaebec. It is a bog ore formation and is found near the 
surface, the earth being removed by means of ploughs and scrapers. The ore 
is then broken up with bars and picks, very little powder being used, and 
after stripping a bank of ore the earth irom the next strip is thrown into the 
excavated place, so minimizing the cost of excavation. The beds range in 
thickness from 18 inches to 3 feel 6 inches. It is covered with sand, and 
generally underlaid by sand also ; it is not found in vegetable mould. The 
thickness of the overlying sand varies from nothing to 12 feet, but we do 
not touch the deeper portions. If the bed is covered with more than six feet 
of sand we leave it. The ore analyzes 45 per cent, iron, and will yield in the 
furnace somewhere about the same. There has been an amount of irregularity 
in the output of the furnace that shows an irregularity in the ore itself. It 
has appeared to run from 45 to nearly 50 per cent, in tue furnac:. It must 
be more than that in the ore, but pig iron is not all iron by a good deal. The 
softer grades particularly run down as low as 96^ per cent, of iron, the 
balance being silica and carbon. There is a large amount ot graphitic carbon, 
as much as two or three per cent., in the softer irons. There is some sulphur 
and phosphorus in the ore. I have not the analysis here with me, but it 
sometimes runs as high as 0.2 per cent, of phosphorus. There is a little 
sulphur ; some analyses I made myself ran from a trace to .06 ; it varied 
considerably. We lay down the ore in the sto *k-house at a cost of 65 cents 
a ton. Our labor is not so very cheap ; it costs us from 91 25 to $1.50 per 
day. It is negro labor chiefly, and we find it efficient. With a gang of forty 
or fifty negroes we have two to four white men as drillers ; and in case we 
use a little powder we employ the white men to drill. We pay our foreman 
miner $2.50 per day. 

** Our company makes its own charcoal. Up to the present time we CharooaL 
have been making it in pits exclusively ; but the intention of the company is 
to raise some more capital and go into larger development, probably building 
another furnace, and more kilns for making the charcoal. There are two kilns 
already built, which I put up last year. The bupply of wood for charcoal 
varies in distance from the furnace. Our kilns will be located at the furnace, 
but that will have nothing to do with the point of supply of the wood, which 
will be brought to the kilns by rail. Our charcoal has been costing us 
somewhere about seven cents per bushel ; we expect to cut the price down 
considerably. 

'* Wo ran our last campaign about eight months, and then decided to shut 
down for alterations and repairs. There were a great many repairs found 
necessary, and a great many alterations were required in the stock house and 
in other ways. We are subject to very heavy rains there, and the upper 
works of the furnace were leaking so that the rain got into the furnace. The 
low price of iron had a good deal to do with our shutting down ; it was the 
principal reason. Iron went down to such a price that it would only net us 
$12 per ton, and it was costing us $11.75 to $1 1.90 to produce it 
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^^^ " Ooming back to Oatario, I cannot say that I have any other knowledge 

f ^^ ^^^ ^^^^ deposits of this Proirince than I gained during my explorations 
the KingBton ^^ ^^® neighborhood of Kingston. From what I then learned I formed the 
dittriot. opinion that there were large bodies of iron ore in the Frontenac country 

and its vicinity. I felt cartain that there was a large amount of iron there. 
It was of good quality, not to be surpassed anywhere. It was chiefly mag- 
netic. There were some indications of hematite, but hematite ores are not to 
be discovered by the use of the dip needles ; nothing but actual work will 
Protpeotin^ show their presence unless they crop out. The only way to find them is by 
maSd^riu'* ^^^^S *'^® diamond drill. I have seen indications of outcroppings. Where 
discoveries are made in Michigan and Wisconsin of hematite ores the 
diamond drill is used very largely in prospecting for them. There will 
always be more or leas indication on the surface in the case of hematite ores 
from the discoloration, but I have heard of borings being made without any 
surface indication. Brown hematite is always found by the discoloration. 
It is almost always at the surface, and you will find a very frequent indica- 
tion to be the deposits from the water. If you find a spring of water leav> 
ing a deposit of brown ore you may be perfectly certain that there is a body 
of it somewhere in the neighborhood. I certainly recommend the use of 
the diamond drill in prospecting for red ores, and for magnetic ores as well. 
In the case of magnetic ores we do a good deal with the dip needle, but as a 
^ confirmatory test I consider the diamond drill is necessary. 

h Treatment of « In furnace work it is found to be very desirable to use a mixture of 

magnetic ores, j^^^^ ^^^ ^^^ ^^^^ . ^^^ y^^^^ magnetic ores may be greatly improved for 

furnace treatment by roasting. By adopting the following plan such ores 

can be used for smelting without mixture : take a portion of magnetic ore 

* and use it in its raw condition, and roast the rest of it. In New Jersey this 

plan is followed The object of the roasting is to change the nature of the 
ore and convert it from the protoxide to the sesqaioxid^, thus virtually 
changing it into a hematite ore. The advantage of the hematite is that it is 
i an open ore, more open than the magnetic, the consequence being that in the 

furnace it takes up carbon more readily and parts with its oxygen more 
rapidly. The reaction is much more rapid with hemittite ore than with 
magnetic ; the reason being that in the fir^t place the latter ore is dense 
throughout, and in the second it has a smooth polished surface, consequently 
it resists the action until it goes down a certain distance in the furnace. 
Long before the hematite ore has reached that level in the furnace it is to a 
great extent reduced and thoroughly saturated with carbon. The practice of 
roasting magnetic ore and using ore thus treated with raw magnetic ore in 
the furnace is followed at Boonton in New Jersey ; when I was there some 
years ago I found them running entirely upon that plan. The Oxford far- 
nace, situated at a town in New Jersey whose name I do not now recall, has 
carried on the same practice. At Boonton they roasted the magnetic ore in 
heaps. They took cordwood and laid it in rows lengthwise about three fee 
apart, covering a width of about 30 feet ; they then bridged this over with a 
regular layer of cordwood laid close together, and on this the ore was piled 
and ranked back with the sides sloping at an angle of 45 degrees. In firing, 
in addition to the wood they occasionally put a little coke dupt along with 
the ore, but the ore carried a good deal of sulphur, and the sulphur assisted 
in the roasting. The presence of sulphur in the ore was cert^nly part of 
L the reason why it was roasted, but they would have had to follow this plan 

; in any case because they could not run on magnetic ore alone. The furnace 

; would run irregularly and give no end of trouble ; besides, a proper quality of iron 

could not be made in this way. By roasting part of the ore they were able to 
make the quality of iron they required. They used coke for smelting. They 
made ordinary merchant bar ; they had also a rolling mill and paddling 
furnace, and I think put the whole product of the furnace into merchant bar. 
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" From what I know of this coantry I would advise the making of both Mills. 
charcoal and coke iron. You have an ample supply of charcoal available in 
the country. I think you could manufacture charcoal iron to greater advan- 
tage than coke here, because in the latter case you would have to import GharcoAl Mid 
your fuel. The trouble is there is often difficulty with stove manufacturers ^'^ JJ^P* ff® 
and others in using charcoal iron, owing to its tendency to chill. They pre- J^^ " **' 
fer coke iron for ordinary purposes, for the manufacture of water pipe and 
things of that kind. At the same time for heavy castings there is no objec- 
tion whatever to the use of charcoal iron ; on the contrary, it is an advan- 
tage because it is a better iron. It makes a stronger and better finished plate 
than coke iron, but when you come to make thin castings like stove plate 
there is a little difficulty ; there is some danger of getting a chilled casting, 
and there is a difference in the grinding, etc. Mixing a small quantity of 
charcoal iron with coke iron gives a tougher plate, but to make it exclusively 
of charcoal iron does not answer so well. If you want to make good malle- 
able iron castings however you must have charcoal iron. 

" I thick charcoal iron can be made more cheaply here than in Michigan, Cost of ore ia 
because you can get your ore cheaper hera I am convinced of that. You ^'^^^JU^S" j*u 
can get it in sufficient quantity, and I believe it will cost you a dollar a ton Michipim. 
less for ore than in Michigan. I figured on getting ore here at such a price 
when looking into the question here a few years ago, and my calculations 
were based on infoimation I received from Mr. T. I). Ledyard, from my 
own knowledge of the erst of ore at the mines north of Kingston, and from 
information I got from other parties with whom I went thoroughly into the 
matter. I came to the conclusion that the ore for the manufactuie of iron 
here would not cost us more than about $4 per ton, which is over $2 a ton 
better than in Michigan. Whfn I eay $4 a ton I mean $4 for the ore 
required to make a ton of pig iron. 

'* The roasting of the ore at Boon ton costs 25 cents per ton. It may ciost of roMt^ 
cost a little more, but I understand it has been done for that in other ii^ ore. 
places. The cost depends entirely upon the facilities you have for obtaining 
roasting material ; where you have charcoal braize collecting about the 
furnace it is a very easy method of getting rid •f it. On roasting a large 
quantity of ore in Texas we found the process cost us 25 cents per ton, 
and it improved the ore some. We used charcoal braize, and had to haul 
it a mile and a quarter. We found it paid to roast the ore at the mines 
better than to haul the ore to the furnace and roast it there, as we had no 
facilities for roasting it at the furnace. When the miners were mining the 
ore they would load it right into the carts and the carts delivered it on top of 
the kiln where it was roasted, thus saving one handling. When the waggons 
came from the mine with the ore they took charcoal braize back, and so this 
plan we found to be the most economical. 

" The fact must be taken into consideration that charcoal iron made here 
would come directly into competition with coke iron. Users of iron would Competition 
prefer it if they could get it at the same price, and possibly they might of charcoal 
pay a little more for it for some other purposes, but when I was investigating andookeirona* 
some years ago I found that the malleable iron makers of Oanada were 
using coke iron, although supposed to be using charcoal iron. Some of 
their employes admitted to me the fact that they could not make malleable cast- 
ings equal to the United States castings for the simple reason that charcoal 
iron was used in the United States and coke iron here. I consider that char- 
coal iron could be made here more cheaply than at the Martel furnace, or in 
Wisconsin, but supplies of coke iron from Great Britain would doubtless 
come into competition with our charcoal iron. 

" With regard to the cost of producing coke iron here, I made some cal- q^^ ^£ 
eolations three years ago, which might perhaps have to be modified a little ducing ooke 
now ; but as near as my recollection serves me, the estimate I arrived at ^^^* 
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was $14.50 per ton, assuming we could get coke in duty free. Ooke would 
cost us more here than at any point in the United States equally distant 
from the source of production, for the reason that we would not have return 
cargoes, unless we could get out our iron ore so cheaply as to be able to com- 
pete with the American ore and carry the duty as well. I am not favorably 
impressed with Nova Scotia coke. From what I have heard of it I believe 
it contains a large proportion of ash, running all the way f*om 8 to 20 per 
cent I do not think it contains much sulphur. Pittsbvirgh coke contains 
from about 5 to 8 per cent. The worst Pittsburgh coke is about on a par 
with the best Nova Scotia, so far as I can learn. I do not think the Nova 
Scotia coke contains a higher percentage of sulphur than the Pittsburgh 
coke ; I do not fancy that it doea But the cost of freight on Nova Scotia 
coke would be enormous. The magnetic iron mines north of Kingston are 
very much nearer to Pittsburgh than the lake Superior mines. The question 
whether you could send return cargoes ot ore would depend largely upon the 
price which the mine owners would set upon the ore. If they were satisfied 
with a reasonable profit I see no reason why a trdde could not be done. I£ 
they were exorbitant in their demands, it could not be done. I assume that 
a much larger quantity of iron ore would be raised if we could smelt it. If 
a start were once made I believe the business would develop, and that a 
much larger amount of ore would be mined than we could use ourselves. 
In that way we might be able to afford return cargoes to Pittsburgh and 
establish a regular trade back and forth. If once a mine was opened and 
thoroughly worked, it would pay to ship ore to the States in f'jce of the 
duty. 

" In the attempt to establish an iron industry here with a protection of 
$4 a ton on pig iron and a bonus of $2 per ton, the comp'^tition of British 
iron makers would have to be met. You would probably make at first a 
quality of iron only equal to a low grade of English iron. We have not the 
selection of ores they have ; we may have better ore, but we have first of 
all to learn how to use our ores in order to produce the best quality of iron. 
It would not be safe to go upon any other ground than to count upon making 
at first an iron equal to the lowest grade of English iron, which at present 
commands a price of about $16.25 per ton here, duty paid. The cost at 
which I estimated we could make iron here was 914.50 per ton, which leaves 
us only $1.75 and the $2 a ton bonus, equal to $3 75 a ton altogether. 
Against this we must set the probability of the English furnace- masters pat- 
ting the price of th<-ir iron down to somewhere about $13 per ton, w^hich 
they can do. They would, I believe, make a push to meet the competition 
of iron made here, and they would even sell their iron at a loss at the start 
with a view of crushing the industry out. In order to make the undertak- 
ing a success we ought to have about $2 a ton more duty, and the duty on 
scrap iron ought to be made the same as upon pig iron. The present duty on 
scrap iron is only $2 per ton. 

" Another point is this : if we want to establish a large iron industry, 
something like the Pittsburgh industry, as we certainly can do if we set the 
right way about it, we must get a chance to make steel rails, which are now 
admitted free of duty. I would advise putting a du*^y of $6 a ton upon 
iron. I think it is $12 a ton in the States. But the removing of steel rails 
from the free list and the placing of the same duty on scrap iron as on pig 
are the most important things. It might be we could get along if we were 
saved from competition with scrap, which coming in at a duty of $2 a ton 
supplies a large proportion of the demand. I was talking to Mr. James 
Worthington of the Bolt and Nut Works a few days ago, and he said 
there was a large amount of scrap coming into the country. I would pro- 
pose to put the duty on scrap iron up to the duty on pig, or near that figure. 
1 think wo ought certainly to manufacture all our own iron. If rolling 
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mills for the manufacture of round and square iron and iron of various Mills, 
kinds, as well as steel rails, were established, one would help another, pro- 
vided the dutips were equalized ; if for instance the duty on merchant iron 
were not so low as to partly counteract the auty on pig. Of course if the 
English manufacturers found themselves unable to send their pig iron they 
would send their bar if they could get it in cheaper than pig, and the result 
would be to hamper us again. It would be necessary to make sure that we 
had sufficient protection against that as well. 

** There is another serious difficulty in connection with the proposal to The onoer- 
establish an iron industry here, and I do not know how it is to be met. It ^^^ *unff 
18 the feeling that exists amongst capitalists, both here and on the other 
side, that even if a sufficient duty were placed upon iron it would be liable 
at any time upon a change of Government to be removed or reduced, in 
accordance with the politics of the incoming party, and that capital invested 
in the iron industry would conseq'-.ently not be safe. The question arisss. 
What guarantee can be given to capital that such changes will not take 
place 1 Of course if the industry had once taken firm root in the country, 
so that a large proportion of the popula*^ion were directly or indirectly 
interested in the maintenance of the works, the question would settle itself, 
but until a sufficient proportion of the people to make themselves felt in 
politics become interested in the maintenance of the industry, this difficulty 
will stand in the way. I have this very statement made to me by caoital- 
ists in the United States when speaking to them on the subject, not only in 
connection with iron, bat as regards timber limits as well. Some years t^p> 
I was trying to sell some timber limits for a friend on the other side, 
amongst others to some Bay City and Saginaw men, but they would not 
touch them. They said ' We do not know the minute your Government 
will put an export duty on timber.' In the United States the Democratic 
partv certainly favors a revenue tariff, but the iron industry is of such 
enormous magnitude that I believe if the Democratic party were to take the 
ground squarely and say ' We are going to admit iron free,' it would 
simply put them on the shelf forever. They would have no chance at all. 
I am aware that at the last election the Democratic party adopted the plank 
of tariff reform, not specifying particularly a reduction of the iron duties, 
though these duties were widely discussed, and it was pointed out by Wells 
and others that they were a heavy tax on the producing classes of the 
United States. There is no doubt that the iron duties in the United States 
are too high, unnecessarily high. I think the position taken by the Demo- 
cratic pat ty affiicted the investment of capital to some extent, but the fact 
is I have been too much engaged in actual business to pay very much 
attention to politics. It is perhaps a curious conclusion to come to, but 
my impression is that the iron business in the United States would probably 
be in a more healthy state were it not for the high duties. So far as this 
country is concerned, the great bug bear, the sticking-point, seems to be the 
fear entertained by capitalists that a protective tariff might not prove a 
permanent one. 

** There was an observation made to me the other day to the effect that 
the capitalists who had money invested in the industries of this country 
and who were developing its resources were chiefly Conservative in their 
politics, and that on the other hand the capitalists of the Liberal party had 
carefully abstained from putting their money into manufactures of any 
kind, but had invested it in mortgage and loan companies, in real estate, 
in shares of gas companies and in railway stocks and things of that kind. 
An observation of that kind shows what the impression is. I am not in 
a position to judge whether or not the statement is true, but the gentleman 
who spoke to me had every opportunity of being well posted.'' 
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SAMUEL J. BITCHIB'S STATBIIBNT. 

" I am interested in iron lands along the line of the Central Ontario 
Railwaj and in all the copper and nickel lands belonging to the Cana- 
dian Copper Company, as well as in the lands belonging to the An^lo- 
American Iron Company and those formerly belonging to the Ver- 
milion Company. I think there are a little over 70,000 acres of iron 
lands held by our Company in Hastings county; I am not sure of 
the exact acreage. This does not include the Coe Hill mine, in which 
OrnmrioBaH' I am not interested. The Central Ontario Railway was built for 
JSJklotvia *^^ purpose of developing this property. The first thing we did waa 
OTsaopertiM to make a contract with Mr. Coe when we purchased the lands now 
m nmAmgB . represented by the Ooe Hill Mining Company, 14,000 or 15,000 acres addi- 
tional, to build a railroad up to those lands and develop them. The railway 
was built from Trenton northward wholly and solely to operate and develop 
the iron interests there. We constructed ore docks at Waller's bay, and so 
far as transportation went we had all the facilities for developing and carry-- 
ing the ore. We carried on operations at Coe Hill for two or three years, 
and got out eighty or a hundred thousand tons of ore ; I do not now recollect 
the exact quantity The ore went principally to Cleveland, where it waa 
remelted by the Cleveland Rolling Company. The results were satisfactory 
Oroof tbeCoe ^^^^^ ^^® 0^^ began to develop sulphur. There was very much less sulphur 
Hill Bine rich in the ore at the surface than farther down, so that not much was thought 
Uffhm ^* i^hout it for the first cargo or two. The ore was rich in iron, carrying about 
M^hiir. 6^ or 66 per cfnt TbLs mining was done in 1883 and 1884. We discon- 

tinued operations because of the sulphur, which rendered the ore unsaleable. 
There is a large quantity of ore lying there now. An attempt was made to 
roast it in the form in which it was mined, in coarse lumps, and the result 
was that only for hfidf an inch from the surface was the sulphur driven off. 
The ore was not very dense. At that time the practice of breaking ore for 
the roast h^aps was not adopted to any extent in the United States. There 
were furnaces where the ore was roasted, among others the furnace known 
as the Taylor & Langdon, but th«y were only adapted to treat the ore in a 
small and rather expensive way. From my explorations I am satisfied that 
there is any quantity of iron ore of this grade^containing more or less 
sulphur — in the district I am speaking of. 1 had Mr. Bolger make a survey 
for the railway, and in his report he states that for a distance of seventeen 
miles on a portion of the line immediately north of Coe Hill the compass 
was utterly useless; iron seemed to be present in mass all through the 
country. There is no doubt about the extent and quancity of that class of 
ore, such as could not be utilized then, but is now valuable when treated by 
the concentrating process. 1 did not find any red or brown hematite ore 
there. 
PvooMMtfor As to the concentration process, a machine has been patented by 

MoocntratiDi? ^^^^^ ^ Finney of Chicago which I have seen in operation at various 
QfM contain- places, and which I believe to be a great success. I have watched 
hig ralphur the machine in practical operation at a place in New Jersey where it is 
nboraa. operated by th^- firm of Hecksher & Sons of Philadelphia. They were running 

it there on a very lean ore ; magnetic of course, as it is no use for any other 
kind. It is a magnetic separator, and in my opinion is adapted to treat the 
Coe Hill ore. Washing the ore is an additional process after treatment in 
the mHgnetic separator. This machine combines the two processes ; yon can 
of course run it without the water, but the ore is much improved by adding 
the water, because it takes out nearly all the phosphorus. This machine 
reduces the ore to a fineness of about 10 or 15 mesh. 1 had a large model of 
it constructed and brought to Trenton, and had about half a ton of ore crushed 
to about 15 mesh size, and put through several hundred pounds in the presence 
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of a^ut a thousand people during the ten or twelve days we were there. A Ritchie, 
machine running with a 48 or 50 inch helt will ran through five or six tons 
of hard ore an hour. It gives an ore practically free from phosphorus. Of 
coarse where sulphur is in chemical combination with the iron the machine 
will not take it all out, but the experiments I have made show that we can 
drive that sulphur ofi with a low degree of heat in about half an hour after- 
wards. The ore varies with respect to the way in which the sulphur is crjm- 
bined with the iron. Sometimes it is found in chemical combination and some- 
times in mechanical combination ; it is not a serious matter whichever way it 
is. At one of the mines on the Hudson river they have been able to 
desulphurize the ore at a cost of from 9 to 13 cents per ton after the mechani- 
cal process has been gone through with, leaving it free from these impurities at 
a cost of 20 cents per ton. The whole process, concentrating and desulphuriz- 
ing, might cost 40 or 50, or perhaps 60 cents for a ton of concentrates. That 
would give an ore free from sulphur and phosphorus and containing about 
68 or 70 per cent, of metallic iron, and would enable us to use the 
entire product of a mine instead of only half or two-thirds of it as you now 
do, and thus make a great saving in the cost of mining. Edison is treating ore 
succesnfully containing only 18 per cent, of metallic iron. There is also a sav- 
ing in freight charges when transported ; the freight rates are lower, as it does 
not injure a boat or a car any more than a load of wheat. Furnacemen used to 
say that a charge of this concentrated ore would choke a furnace, but they 
have got over that nonsense now. The Bethlehem Iron Oompany are produc- 
ing the finest steel in the world, and they tell me that they can use 50, 60, or 
even 75 per cent of the fine ore. They make an offer to buy all they can get. 
I have a correspondence with them which reads as follows : 

' Bbthlbhbm, Pa., October 17th, 1891. 

* Mr. R. P. LiKDBB&iAN, President of the Bethlehem Iron Company, South 
Bethlehem. Pa: 

' Dear Sir, — I am interested in a large amount of iron ore along the line 
of the Central Ontario Railway in the Province of Ontario. Your Company OonoentiMed 
has also made quite a large investment immediately upon the line of this rail- ^ S[*boA^** 
way. The larger portion of the ores in which I am interested are not market- lehem. 
able in the form in which they are mined from the ground, owing either to 
the fact that tht^y contain too much sulphur, or that they are too low in 
metallic iron. For these reasons the mines have not been worked for the lost 
four years. I have thought that the new method of concentration and separa- 
tion by the magnetic process would atford a solution of these difficulties, but 
it is urged upon me that fine concentrates cannot be successfully used in the 
furnace, and that there is therefore no market for this kind of ore. I would 
therefore be greatly obliged to you if you would give me your experience in 
answer to the following questions : 

' Ist. Have you been using, or are you now using, fine concentrated ore 
in your furnaces ? If so, are the results obtained from it as good and favor- 
able as those obtained from coarse or lump ore ? 

' 2nd. What percentage of the whole charge in the furnace of this fine 
ore do you use, and how high a percentage do you think you can successfully 
osel 

' 3rd. Do you manufacture any pig iron from ores which contain any con- 
siderable percentage of sulphur 1 If not, do you purchase pig iron from par- 
ties who do make it from ores which contain sulphur 7 If so, who are the 
parties who make pig iron from sulphurous ores? How much sulphur do the 
ores contain as mined from the ground, and which are afterwards smelted 
into the pig iron purchased by you ) 
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Ritchie. • 4th. Does the pig iron made from these sulphurous ores contain anj 

sulphur, and ca,A it be used in the manufacture of Bessemer steel, and is it so 
used by any considerable number of Bessemer steel manufacturers ? 

* 5th. Would you be willing to purchase any large quantity of fine con- 
centrated ore ? Very truly jours, 

(Signed) S. J. Ritchik.' 

* Thb Bbthlehbm Iron Compant, 

* South Bethlehem, Pa., Oct. 17th, 1891. 

* Mr. S. J. Ritchie, Akron, Ohio : 

* Dear Sir, — Answering your letter of the 17th inst, I beg to reply to 
the several questions that you atk me as follows : 

Peitientftge of * ^^^' ^^ Iiave Uf-ed and are using a certain percentage of fine concentrated 

concentrated ore in our blast furnaces ; the results, so far as I am aware, are as good aa 

^B^lBhAm ^^^^ obtained from coarse or lump ore. 

fumAces. ' 2i^cl. The highest percentage of concentrated ore which we have so far 

used in our charge is about 50 per cent., but I see no reason why a higher 
percentage might not be successfully used. If the ore is low enough in phos- 
phorus, so that it need not be reduced too fine to eliminate that element, I see 
no reason why we should not use as high as 75 per cent., or possibly more. 

' 3rd. We do not manufacture any pig iron from ores which contain any 
considerable percentage of sulphur ; we do however purchase pig iron from 
parties who do use ores which I understand contain in their natural state 
quite a high percentage of sulphur — the ore referred to is the Cornwall ore. 
I cannot say bow much sulphur these ores contain as mined from the ground, 
but have no doubt that the parties who use this ore would willingly give you 
this information. 

* 4th. The pig iron made from Cornwall ore contains some sulphur, but 
not sufficient to prevent its being successfully used in the manufacture of Bes- 
semer steel, and it is so used by the large steel rail mills in the east. 

' 5th. Whether we would be willing to purchase any large quantity of 
fine concentrated ore would depend almost entirely upon the price and 
quality. 

* Trusting that the above will satisfactorily answer your questions, and 
holding myself ready to give you any further information that I can, I am, 

Yours truly, 

' (Signed) Robert P. Linoerman, President.' 

' I have also a letter from Thomas Edison on the same subject, of which the 
following is a copy : 

'Orange, N. J., November 26th, 1889. 



Ediion'8 

magnetic 

separator. 



• S. J. Ritchie, I'sq , New York City. 

* Dear Sir, — Replying to your letter of 2lRt instant, in regard to refining 
ores in Canada by means of my Magnetic Ore Separator, I beg to answer your 
queries categorically as follows : 

' 1st. What would be the approximate cost per ton of the ore as mined 
from the ground, for crushing and separating the iron contained in it from the 
silica or other foreign matter, by your process ? A. Actual cost, 62 cents per 
crude ton. 

' 2nd. How much iron will you be compelled to waste in the rocky matter 
which you separate from the iron ? A. 1^ to 2 units of original ore. 

* 3rd. How high a grade of ore can you produce from an ore carrying, aa 
mined, say forty per cent, of metallic iron 1 A. Average 65 per cent.; by 
refining concentrates, cost ten cents per ton, 68 per cent. 
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'4th. What would be the difference per ton in cost of produciog an ore that Ritchie, 
would yield sixty per cent, and one yielding sixty eight per cent. 1 A. Ten 
cents. 

' 5th. To how low grade of ore can you use the whole product of the 
mine, without throwing any portion of it into the waste heap, by sorting or 
separating it into second-class piles ? A. It will pay to use as low as 20 
unit ore. 

* 6th. Allowing, as is usually the case in all magnetic ores, that thirty 
per cent, of the ore mined is thrown into the waste heap, these heaps usually 
carrying about forty per cent of iron, how much of the cost per ton for 
mining can you save by grinding up the whole amount mined and savins: 
all the ore contained in it 1 A. Ordinarily, minins; costs $1 per ton ; if 
you take everything down to twenty unit, cost generally will be 50 to 60 cents. 

* 7th. Oan you lower the phosphorus contained in magnetic ores ? A. 
We can reduce the phosphorus 75 to 80 per cent. 

*8th. Will the fine ore which is obtained by your crushing and separat- 
ing process be worth as much per unit of iron when delivered at the fur- 
naces as the lake Superior Bessemer ores containing an equally high percentage 
of iron 7 A. Yes, so the iron men say, and worth more if we go to 68 per cent. 

' 9th. Calling the mining of the Canadian magnetic ores one dollar per 
ton, the railway and lake freight one dollar and sixty cents per ton, the 
duty seventy-five cents per ton, seventy-five per cent, of the ores carrying fifty- Cost of 
five per cent., and thirty per cent carrying forty per cent. : can you deliver b^tniSietic 
this ore in Cleveland at as low a price per unit of iron as the lake Superior conceatrat-ir. 
ores can be delivered at same place, the lake Superior ores beins; subject 
to a royalty of fifty cents per ton and the Canadian ores being free from 
royalty 7 A. About the same. Can on above assumption of cosns deliver 
a 68 per cent, ore at Cleveland for $5 per ton, sure, against a 65 per 6ent. 
ore from lake Superior. 

* 10th. On what terras will you erect, at your own expense, upon the line of 
the Central Ontario Railway at the mines belonging to the Anglo-American 
iron Company in Canada, the plant for which you have now completed 
the plans, having a capacity for treating one thousand tons of ore per 
day ? A. I will put up mill and refine for 70 cents per crude ton to 65 
per cent., and refine concentrates at ten cents per ton, to bring it up to 
68 per cent.; capacity 1,000 tons daily, no less. You may parch loe mill 
at end of two years on twenty per cent, earnings being capitalized at par. 

' 1 1th. On whit terms will you put up a similar plant havin;^ a capacity 
of 2,000 tons per day 1 A. Sixty-seven cents. 

'12th. How soon can you have this plant in condition to worki A. 
Beginning May 1st, 1890, 90 working days. 

' 13ch. Do you think it practicable and advisable to put up a blast fur- 
nace for smelting this ore, and a steel plant for the manufacture of steel, in 
Canada ? If so, what measures are necessary to be adopted by the Dominion 
Government? A. Yes ; j)rotective tariff and a bonus for eight years. 

' 14th. Are you willing to become interested in the smelting and manu- 
facturing of iron and steel in Canada 1 A. Yes. Very truly yours, 

f (Signed) Thomas A. Edison.' 

*' I have a similar letter from the parties who treat the Hudiion ri^^er ores > 
offering to either put up or run a plant with a daily cipacity of 2,000 tons* 
and to reduce the sulphur down to two-tenth*) of one per cent. I liave had 
farther correspondence with Edison, and he offers to put in a plant capable 
of treating 2,000 tons per day. His process does not difier very materially 
from the one I have been speaking of. He uses a different kind of crusher ; 
that is about the extent of the difference. I do not think they can use the 
entire charge of the furnace of this fine ore ; I think they would have to use 
f ome coarse ore with it. 
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'* Unqaestionably a good grade of iron can be made from the magnetic ore 
only. The best Noiway iron is made wholly from it. It is not at all neces- 
sary to mix the magnetic ore with red hematite to secure the best results. 

" I want to say that if I had not been hindered by my own associates I 
could have had a plant erected at Trenton, at which the ore from along the 
line of the Central Ontario Railway would have been treated and mixed witli 
the nickel from Sudbury, and Canada would today be supplying the Beth- 
lehem Company with the nickel and iron to make the plates used on the 
American war-ships. I have no doubt at all that iron furnaces could be suc- 
cessfully established in this Province. The fuel for them to use would be 
coke ; the distance is shorter from the place on the Rochester and Pittsburgh 
Railroad where coke is made than it is to Joliette, Illinois, by a hundred 
miles. I think this material could be taken into the United States free under 
tlie McKinley tariff, which levies the duty on the article of chief value. Sup- 
pose you make something in the way of matte and send it in the form of pig 
iron, I think it would go in free under the McKinley Act. Say the pig iroD 
were worth $10 and the nickel $16, the whole would go in free, because nickel 
is free. This was the intention when framing that provision in the tariff law. 
** 1 think the iron industry can be most successfully established in this coun- 
try in combination with the nickel industry. I do not see how it could live here 
alona There would be no use in anyone trying to send iron from here to any 
other country, whereas nickel steel could be sent to England or the continent^ 
or anywhere in the world. There is no question that the demand for nickel 
steel will be a large and permanent one. I can quote what Sir James Kitson 
told me the last time I saw him ; he said that every boiler in Her Majesty's 
war vessels would be buperseded by nickel steel boilers, and that every plate 
upon Her Majesty's ships would be superseded by nickel steel plates, and this 
not only for first class, but even for second and third class vessels Sir James 
is ex-president of the Iron and Steel Institute. There is no doubt that nickel 
steel must be preferred for any purpose where great strength, elasticity and 
resistance are required. There is a market in the United States for this ore 
when treated in the way I have described, and the difference between the 
freight you would have to pay, for instance, from anywhere on the Central 
Ontario to points east of the Allegheny mountains and the freight you would 
have to pay from lake Superior ought to more than offset the duty. Canada 
ought to have a large market of her own. She has upwards of 13.000 miles 
of railway — a larger percentage of mileage per head than the United States — 
and there is no reason why she should not produce the highest grade of 
material for all her locomotives, cars and car-wheels which she now buys 
of Km pp. Krupp has got to go to Africa for his ore and ship and haul it 
by rail. If he ^ets any nickel he must go to New Caledonia or Canada 
for it. There is no reason why all these things should not be mdnufflictured 
here. There is no such difierence in labor, fuel or tariff as to prevent it. 
I am certainly of opinion, from observation in my own country of such 
towns as Pittsburgh, Chicago, Cleveland, Reading and Bethlehem, that by 
the ehtablishing of various branches of the iron industry you create a local 
market for pig iron, and in that way you put the industry on a better 
basis. I do not know any country that ever got rich by selling raw. material 
and buying manufactured, and 1 do not think that Canada will prove an 
exception. She needs to manufacture for herself ; she cannot sell grain from 
the farm and buy manufactured articles, paying 30 or 40 per cent, duty on 
them, and prosper very well 

*^ There is no reason in the world why the iron industry should not be 
established in Ontario. The Illinois manufacturers haul their coke over fi^ 
hundred miles ; you do not need to haul yours over three hundred. These 
companies do not have any return cargoes ; the cars in which the coke is 
brought go back empty. No grain or anything of that kind is shipped in 
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them. The cars are owned by the cprnpanies themselves. Train after train Ritohie. 
comes to the Illinois Steel Company with coke, and goes back empty. The 
copper mines at Butte, Montana, get their coke from Oonnellsville, and pay 
918 or $19 a ton for it. 1 have not the figures with me which would enable 
me to say what amount of freight the establishment of such an industry 
would contribute to the railways, but 1 can say this that if the mineral busi- 
ness were taken away from the Pennsylvania system of railroads it would 
bankrupt it in four months, and the case is similar with all the railroads in 
the United Statea The only wonder is how the roads here can live without 
such a business at all. 

" The iron business would afford employment for all classes of labor, from Employmeat 
the most skilled artisan to the common navvy. A great number of the iron of labor, 
workers in the States are paid high wages, higher than any form of labor 
employed in Canada. Labor in the iron and steel mills and iron furnaces of 
the United States is better paid than labor in the mines or on the farm — 
more than twice as much as farm labor. 

** For the manufacture of nickel steel it does not matter much whether ^^ nroteotitt* 
you have protection or not. Steel rails 1 think now come into Canada needed to 
free. You have no industry to protect, if protection pure and simple is establiak a 
what is aimed at. What you want t3 do here is to produce an article SldnBtnT 
which you can not only sell at home, but export it abroad and keep your 
balance of trade right. If you make nickel steel you do not need to swap 
it for anything. You could not sell iron alone in England ; carrying coals 
to Newcastle would be an easy task compared with that. I do not know 
how they could manufacture nickel steel more cheaply in England than 
we could here. They cannot manufacture for nothing there any more than 
wa can here. Their coke costs as much as your coke would cost. When 
I was over there last, coke was higher a good deal than it was in the 
United States. 1 think that there is little doubt you could lay down 
coke here just as cheap as the majority of manufacturers in England get 
it. I do not think there is anything lacking now to enable the industry 
to be established, since a process has been invented to treat such ores as 
you have here. If you were going in, depending wholly upon the ore as 
it is taken from the ground, it would be another story. There is plenty 
of ore where there is no railway. Between the end of our railway and 
the Northern there are large deposits of ore containing no sulphur. But 
as you are able to treat the entire output of the mine by this process and 
get a superior clsuss of ore, especially after roasting it, it is not so essential 
that a first class ore be provided by nature as it used to ba 

** I think if your moneyed men who have invested so largely in loan ^^ j^ 
societies, etc., wish to protect their investments they cannot do better taliste mn 
than set about establishing this industry. No country can ignore such a interested ia 
natural storehouse of wealth and expect to prosper. Compare the Southern th^indaJnr 
States of today with what they were before the war, when thpy used to 
purchase everything with cotton, even the bacon they used, from the north, 
and see what a change has been brous;ht about by the development of 
their mineral resources. Lands around Birmingham that were offered to . 
me for fifty cents or $1 per acre could not be bought now for $5,U00 or 
$10,000 per acre." 

OHARLKB J. pussy's STATEMENT. 

" The facilities which the Haliburton and North Hastings district affords Pnaef . 
in the abundance and variety of ores, the accessibility of limestone for flux, 
and the large quantities of good hardwood for charcoal, would in my opinion 
enable the manufacture of pig iron to be carried on there to greater advan- 
tage than at any other point. The advantage of making charcoal iron over 
coke or anthracite iron is that it circulates every dollar which enters into its 
manufacture among the people of the country, while in the case of coke or 
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PoMy. anthracite iron about one-third of the entire cost is sent oat of the conntry 

for fuel. I think that is an important point. We have estimates made by 

AdyantMTO of ^^' Witherow of Pittsburgh, now dead, of the cost of making charcoal pijf 

iiukiiig chtf- vron at Snowdon. Taking the cost of mining the ore, the cost of wood and 

ooal iron over the expense of making it into charcoal, Mr. Witherow estimated the cost of 

radteiron. ' iiiAi^ii^a.cturing charcoal pig iron there at about $10 per ton. On the basis of 

the data I gave him he said he would undertake to make it at that figarH. 

I gave him the market value of the cord wood delivered at the railway, the 

Oost of pro- cost of other supplies, the analyses of the ores and all other data he required 

dnotioii. ii^ making his estimate. It was a little less than $10 per ton. The exact 

figures as given by me in the report of the Commission on the Mineral 

Resources of Ontario were $9.08 per ton, and I see no reason for changing 

them.*' 

JAMBS CONMEE's STATEMENT. 

Oomnee. " There does not appear to be any prospect of the ore on th<) G^inadian 

side being worked to any great extent at pressnt. If iron furnaces were 
built there is no doubt the ore would be worked ; in fact Mr. Caldwell offers 
Some encour- ^ contract for the delivery of 25,000 or 50,000 tons or more of ore to a 
Mrement need- furnace if one were erected. I think some encoura<yement is needed for the 
ed ^ erection Qfe^j^JQj^ Qf furnaces; it would require capital, which the people of Algoma 
have not got. I am aware that there is a tHrifif of $4 and a bonus of $2 per 
net ton on pig iron. This should be a considerable inducement, but the con- 
dition which is attached to the bonus is that the iron must be produced froui 
Canadian ores. In our part of the Province there are no Canadian mines 
producing ore, and so the difficulty of complying with this provision is quite 
serious. We cannot get a furnace built without h, guarantee of ore to supply 
it, and we cannot induce people to mine without the t^uarantee of a smelter 
being erected. If capitalists could be got to agree together to mine ore and 
erect a furnace as well, it would seem to bu a feasible way. I think this 
result might be brought about if the Government was to make a loan to a 
good, substantial company, which could show that it was )>08sessed of the 
business experience and ability to carry on this class of work, or guarantee 
its bonds for a certain amount. The Government could hold the company's 
property as security, and in this way furnaces might be established and mineH 
opened, and the Government would be secured for the risk. I do not think 
there is any necessity for the Government to assist in the working of the 
mines ; if they would assist in the establishment of a furnace it would 
create a market for the ore, and the mines would certainly be worked. I do 
not propose that the Government should make the company a gift of the 
amount, but that they should loan it ; or they might guarantee the company's 
bonds for twenty years, taking a first lien on the property, and if the com- 
pany failed to pay the bonds the Government would have the property as an 
asset. I think this would enable the company to secure the necessary capital 
and make the undertaking a success. I do not think there would be any 
difficulty whatever in getting men to undertake the construction of a furnace 
if these inducements were offered. I feel quite sure that good men could be 
got to go into the business if they were enabled in some such way to secure 
the capital on easy terms. But if the Government would give a direct bonus 
it would be perhaps a greater inducement. I would consider $100,000 a 
good bonus, and would prefer it in a lump sum in cash; or, say, when the 
works were partly completed $25,000 mis^ht be advanced, when wholly c m- 
pleted and put in operation another $25,000, when 100,000 tons of ore were 
raised and treated a third sum of $25,000, and when a similar quantity of 
ore was put through the remaining sum of $25,000 might be handed over, 
spreading the piyment of the bonus over the spac^^ of two years. I think a 
furnace started with sufficient capital in the hands of good men would secure 
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the Canadian market There is mo duty on steel rails coming into Canada Gonmee. 
for railway purposes at the present time. There is a duty on light rails, such 
as are used for tramways, but none on standard railway rails. If our mines 
were producing sufficient ore, and we had furnaces and rolling mills in opera- 
tion and were unable to get reciprocity with the United States, it might be 
well to put a duty on steel rails ; but 1 am not at all in favor of protective The P""!^®* 
duties. I do not think it would be wise to pat on such a duty at the pres- 
ent time, or until our mines were further developed. 1 would say this, that 
if the United States continue to charge a duty upon rails manufactured in 
this country Canada should do likewise ; but what would encourage the 
developing of our mines more than any protective duty would be free entry 
into the United States for our iron ores. We import steel rails from the 
United States in considerable quantity. As a general rule the English rails 
are the cheaper, but at times we can buy rails from American manufacturers 
to better advantage than from the English. About one-third of the rails 
laid down on our road were American ; we could get them cheaper at the 
time than we could English rails. Eailway companies are often in a hurry 
for rails, and they can get them from the American manufacturers more 
quickly than from the English, there is so much delay in getting rails across 
the Atlantic. For this reason the preference is sometimes given to the 
American rails, even though they cost a little more I tliink the 0. P. R. 
have brought a good many of their rails from the States, but they have got / 

their supply mostly in England. If a duty were put on rails I suppose it 
would have to apply to all countries. [ think if our mines were developed 
and we had furnaces started we could compete with either England or the 
United States, and should not ask any duty. We have all the raw material, The chance of 
and we have the advantage of not requiring to pay freight ; that ought to be ?*?^*tj ^ffj 
protection enough. I think Canadian ore could be shipped' to the States at states market 
present prices, if there were no prejudice against it ; it would depend upon 
the quality of the ore offered. I do not consider the 75 cents a ton duty on 
ore going into the States prohibitive at all, owing to the fact that our ore jj^^gnjig ^^ 
occurs near the surface and can. be mined very cheaply ; but to handle ore ecouomic 
and compete with the Americans it would have to be handled on the same handling, 
scale that they handle it. They have the very best of railway facilities ; 
they get their ore carried to the water's edge for less than a dollar a ton 
for railway transit. They have the benefit of the return cargo, but we would 
have that too. They have ore docks, over which they handle their ore just 
as grain is handled in an elevator ; a vessel is loaded in two or two and a 
half hours, and to give vessel men and shippers the same facilities would 
require the expenditure of a very large sum of money in the construction of 
railways, ore cars, ore docks, harbor facilities, etc., to enable the mines in 
Ontario to supply ore to the American market. I think the setting up of 
furnaces in our own country would soon be an accomplished fact if the 
capital were obtainable, and these together with the facilities that I speak of 
for shipping, etc., would no doubt lead to active mining. I believe there 
would be a ready market for Canadian ore in the States, because as a rule Interdepen- 
it is richer and better than the American ore. That would be a good begin- denoe of min- 
ning for the mining industry, but I think the most important thing of all is j^g^ 
the establishment of smelters to supply iron for our own market It would 
require double the capital to work the mines and operate the furnaces if the 
same company undertook the whole work, but I think if a smelting furnace 
could be got in operation the question of mining would settle itself. I have 
no doubt those who own ore would be glad of an opportunity to place it in 
the market. It would require still further capital to erect rolling mills for 
the manufacture of rails, or plates, or bar iron, but it seems to me that if a 
smelter were established to produce a good quality of charcoal pi(< iron all 
these other things would follow ; private capital would be introduced to take 

8(M.) 
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•00110166. hold of and establish rolling mills. I think a charcoal furnace would be the 

most desirable. No doubt a grant of timber by the Government for the par- 
pose of making charcoal would be an assistance, but what is wanted is 
capital, something to induce capitalists to go into the business and erect fur- 
naces and the whole plant necessary to produce pig iron. A guarantee of 
bonds to the extent of $200,000 would go a long way towards famishing 
the means to establish the works, or a bonus of $100,000 would be of very 
AdvAottffe of g'®** assistance. I think Port Arthur or Fort William are the only places 
Port Arthur where the necessary facilities can be had for the erection of the works, with 
And Fort Wil- convenient supplies of ore and fuel. There is a great deal of pitch pine 
o? the" indus- there, as well as spruce, tamarac and birch, and J understand these are all 
try. good for making charcoal. The Port Arthur, Duluth and Western Rail- 

way goes through forest for part of the way, and there is plenty of timber 
within 20 or 30 or 40 miles of Port Arthur of the kinds I have men- 
tioned. These woods are light as compared with maple or beech, but I 
think about fifty cords could be cut on an acre. The timber has a thrifty 
growth, the trees stand close together, and while each tree would not cut 
as much as maple or beech the yield per acre I think would be larger. I 
have had no experience myself which would enable me to say how many 
cords per acre can be cut, but I have asked the question of Captain 
Hooper, who was operating the Beaver mine and cleared a great d^ of 
land for the wood, and he told me that from 45 to 50 cords per acre 
could be cut ; a great deal of it was poplar, but the other kinds yield 
about the same. Then there is another point in favor of Port Arthur and 
Fort William in case a coke furnace was built. Vessels taking up coal 
or coke could carry east pig iron, iron ore or grain, and with return cai^goes 
assured we could depend on getting the cheapest freight rates." 

THOMAS D. LBDTARD*{5 STATEMENT. 

** 1 think the proper fuel for a furnace situated in Toronto would be coke, 
which could be brought here just as cheaply as it can to Ohicago, and per- 
haps a little more cheaply. There should be plenty of room in the market 
for the production of a furnace having an output of 100 or 150 tons a day. 
Our investigations led us to believe this to be the case. I have an estimate 
of the cost of making pig iron by Mr. Henry Kelly, who came over here 
independently to see my own and other properties, and who is thoroaghly 
posted in mining. He is a member of the Society of Accountants, Phila- 
delphia, and has been employed by some of the largest works in the United 
States to put their books into proper shape, and in this way he has seed the 
^working of many fnmaces. His statement is as follows, and was written 
after examining the properties in Belmont and Snowdon : 

* Toronto, July 19ch, 1892. 
'Dear Sir, — The following is my statement of the cost of making Bessemer 
pig iron in this city, based on my knowledge of the cost of manufactdre in 
Pennsylvania, U.S.A. : Ore at $3.50=85.78; coke at f4.50=|4.50 ; lime- 
stone at 75 cent8=.38. Total cost of materials, $10 66 ; labor, making, 
$1.31 ; labor, repairs, .09; incidentals, .81 ; salaries, effice, etc., .35. Total, 
$13.22. Yours truly, 

Henry Kellt, Accountant. 

Philadelphia, Pa'. 

'*Mr. Kelly was a special expert for the Cambria Iron Company of Johns- 
town, Pennsylvania, and other companies. 

'' One thing has operated against the establishment of the ironmakiug 
industry in this Province, namely, the fact that those who wished to engage 
in it would have to provide all their own ore ; while in the United States, 
for instance, they can go into the open market and buy at any time and in 
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any quantity at the market price. There is no ore ready to be delivered in Ledyard. 
Ontario because there are no mines, and as a consequence the starting of the 
iron industry here would involve the risk and expense of mining the ore as 
well, which is a very serious consideration when you take into account the 
Jarge amount of ore that should be on hand before a furnace can be started. 
For this reason a much larger amount of capital is required than if you were 
begii ning a similar enterprise in the States, where you can buy ore from A hindrance 
time to time as it is needed. For instance, take a furnace that would turn ^ q^^j^j^^* 
out 150 tons of pig iron per day, which would be about 45,000 tons a year which de- ' 
To provide a year's supply of ore amounting to fully double that quantity, or mands large 
«ay 90,000 tons and pay for it beforehand at say $3.50 per ton, would require SirSduB^'^ 
the outlay of a very large sum of money — upwards of $300,000. If our 
mines were first opened and the product exported for a time to the United 
States, I believe the effect upon the prospect of starting the industry here 
would be beneficial. I know that men who are moving in the latter direction 
at the present time are watching with much interest the operations of the hence a 
Belmont company at that mine. I think an iron blast furnace could be ^^f^^^ ^^^ 
established here even before the mines were worked to great extent if the g^{^ 
Oovemment were to give a bonus. Other people besides myself who know 
of iron deposits say that if there was a furnace in Toronto which would give 
a fair price for ore there would be no lack of ore, but you would have to go 
-farther away. These properties are about 110 miles from Toronto, but [ am 
told that there is no question of there being a sufficient supply of ore within 
200 miles of Toronto. I would not regard 200 miles a long distance to carry 
iron ore ; half a cent a ton per mile is the rate United States railways charge, 
.and at this rate the cost of bringing it 200 miles would be only $1 per ton. 
A furnace would give a local market for ore and would use ore that could woulTciSite a 
not be exported on account of not being rich enough in iron, such as hema- local market 
tite running from 45 to 50 per cent. I think Toronto would be as good a ^^^ <>'^' 
place for a coke furnace as any. Besides being a convenient spot at which 
to assemble the materials, it is a good distributing centre, which is a great 
advantage. Enough iron is used in Toronto and the country for which 
Toronto is the distributing point to support a furnace of this kind. I would ^ . . 
certainly regard it as a very decided advantage to locate a furnace where tions which 
there is a considerable local consumption of pig iron. If I were to erect a influence 
oharcoal furnace 1 should place it near the mines. The trouble with a char- l<><^tion. 
coal furnace is that it would give you only one brand of iron, and however 
good it might be the users of iron want a mixture. In the making of malle- 
able castings charcoal iron is the best by all odds, but 1 am told that even in 
making carwheels they want a mixture. All the capitalists with whom I 
liave conversed were favorably disposed towards the erection of a furnace ; 
they thought it was a good enterprise and ought to pay very well, but, from 
its being to some extent an experiment with a good many risks attached, 
they felt that they could not get local subscriptions for stock unless the Ontario 
•Government also took soma It was a common opinion among our own 
people here that our ores were not good, but now that this American com- 
pany have taken hold of the Belmont mine and are shipping the ores to p > i- f 
Pennsylvania they may change their mind. The result of my investigations J^i more 
and negotiations was that we could not get any local capital intei-ested in the bonus. 
scheme without an additional bonus which was looked for from the Ontario 
-Crovemment, and if this were given to a sufficient amount they would sub- 
scribe. I got this further promise, that if Toronto people subscribed half the 
required capital the other half would be furnished by American capitalists. 
The bonus paid by the Dominion Government upon pig iron manufactured 
in Canada is now $2 per ton, and will remain at that figure until 30th June, 
1897. The $2 rate took effect, 1 think, on the Ist of July last year, and is 
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payable on the net ton of 2,000 lb. The customa tariff on pig iron is $4 per 
ton, 80 that there is a total bonus of $6 per net ton, which ought to be 
enough. The bonus asked from the Ontario Government is $2 per ton, to 
be continued for ten years." 

The Iron Industries of Ontario. 

It would be a mistake to say or assume that our Province is without an 
iron industry. A metal having such a wide range of uses as iron could 
hardly be excluded from the industrial arts of any civilized country. Ontario- 
can show a list of some variety, even if the figures do not make an imposing 
array. The statistics of the last census are not yet available, and therefore 
the table which follows has been compiled from the census of 1881. It givea 
the number of establishments in which iron is used as the raw material of 
manufacture, the number of workers employed in them, the amount of wages 
paid in the year for labor, the value of the raw material used, and the value 
of the products of the works.^ 



Industries. 



I 



Agricultural implements. 

Blacksmithing 

Boiler works 

Car and locomotive works 

Cutlery 

Edged tool works 

Engine works 

Fire-proof safe works . . . 
Fittings and foundry work 

in iron, brass, leaa, etc . 
Foundry and machine 

works 

Gun making 

Lock making . 

Nail and tack factories. . 

Rivet factories 

Rolling mills 

Saw and file cutting 

Scale factories 

Screw factories 

Sewing machine factories 
Spring and axle factories 

Steel making 

Steel barb fence factories 
Tin and sheet-iron works 
Wire works 



Establish 
ments. 



141 

3,586 

17 

12 

1 

18 
8 
2 



Employes. 



3,201 

6,026 

260 

1,622 

67 

337 

560 

82 



Wages. 



Value of 

raw 
material. 



Totals 



76 


1,084 


342 


5,021 


24 


38 


1 


95 


2 


80 


3 


27 


1 


225 


10 


165 


1 


20 


1 


66 


7 


604 


4 


139 


3 


110 


1 


3 


670 


2,049 


2 


19 


4,927 


21,900 



$ 

1,130,475 

1,409,322 

82,492 

637,460 

26,000 

144,030 

216,300 

42,500 

396,021 

1,867,977 
16,611 
13,000 
35,000; 
10,000 
100,000. 
69,100, 
7,000 
13,700 
215,944' 
46,500 
33,967, 
1,200 
582,024 
6,900. 



$ 

1,613,093 

1,331,730 

151.700 

1,224,826 

44,000 

164,280 

452,900 

32,000 

675,458 

2,219,798 

8,610 

10,000, 

120,000 

15,000 

250,000 

147,330 

18,000 

20,809 

170,672 

118,300 

68,760 

4,000 

994,654 

7,600 



Value 

of 

products. 



$ 

3,928,411 

o,(IU(>,00d 

271.883 

2,081,702 

100,000 

411,550 

808,000 

88,000 

1,388,805 

5,839,467 

34,095 

50,000 

185.000 

72,000 

400,000 

277,400 

36,000 

50,960 

517,246 

178,500 

172,150 

12,000 

2,178,629 

22,000 



7.103,623 9,883,420 



23,009,257 



Compared with all manufacturing industries of the Province for the same 
census year, the foregoing table shows that the iron industries were 21} per 
cent, of all industrisd establishments, that the number of workers to which 
they gave employment was 18^ per cent, of all workingmen engaged in man- 
ufactures, that the amount of wages paid to them constituted 23^ per oent. of 
the total wage earnings, that the value of raw materials used was nearly 11 
per cent, of the total of raw materials, and that the value of finished product 
was 20 per cent, of the value of all manufactures. These figures demonstrate 

1 Bulletin No. 8 of the census of 1891, which gives numbers of establishments mad of 
workers employed in them, shows that in some branches of the industry there has beea 
increase and in others decrease during the last decade ; but the classification is not suffi- 
ciently complete to permit of a full comparison being made, and no statistics have yet 
published of wages, materials or products for the last census year. 
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how important a part of the industrial life of the country is token up by the OompwMon 
workers in iron ; yet if comparison be made with some other oountries it will centres -of ' 
be found to be a very moderate if not an insignificant part, — with Sweden productioii. 
snd Belgium, for instance, or with the states of Pennsylvania, Ohio and Illinois. 
But it may be more instructive to borrow illustration from three or four 
centres of the iron industry instead of making a comparison by countries. 

The Iron Industry in Pennsylvania. 

In October of last year I attended the meeting of the American Institute in the Sohny- 
of Mining Engineers held in the city of Reading in Pennsylvinia. Reading kill valley. 
lias a population of 65,000 It is situated on the Schuylkill river, off all the 
<;hief lines of traffic in the stote ; yet it is a hive of industry, and for more 
ihan a hundred years blast furnaces have been producing pig iron in the town 
and the country tributary to it. In a paper read at the meeting of the 
Institute by the President of the Board of Trade the following stotistics were 
given of the value of iron manufactures in the city for the year ending Sep- 
tember 29, 1892 : 

Stoves $ 659,000 Reikding. 

Boilers and flues 328,000 

Hardware, locks and butts 1,650,000 

Pig iron, wrou^^ht iron, pipe and machinery 8,400,000 

Iron beams, bridge work and steel 4,000,000 

Bolts, nuts, rivets, etc 1,000,000 

Total $16,032,000 

These industries give employment to 6,850 people; but they do not 
embrace all the manufactures of Reading. Other lines of goods produced 
during the same year, with their values, are shown in the following table : 

Hnsiery $ 550,000 

Boots and shoes 150,000 

Silk and cotton goods 1,725,000 

Rope and cordage 600,000 

Fire-brick, terra cotta and glass 320,000 

Wool and fur hats 3,000,000 

Cigars 3,150,000 

Total $9,495,000 

More than half of the whole population of the city, I was informed, is 
supported by its manufactures ; and the value of iron products alone, it will 
be observed, is seventy per cent, of the value of all the products of the iron 
industries of Ontario in the census year 1880. 

South of Reading about twenty miles, on the line of the Reading Rail- 
way, and also upon the Schuylkill river, .is the town of Pottstown. It has a 
population of 15,000, and it is said that almost every workingman in tlie place Pottstown. 
is eniplo}ed either in making or manufacturing iron. There are blast furnaces, 
bridge works, boiler works, stove works, mill iron works, cut nail works, pipe 
iron works and steel rail and plate works. The last named establishment was 
started about thirty years ago in the interest of the Reading Railway Com- 
pany, and after chaoging hands two or three times it is now controlled by 
three men organized as the Pottstown Iron Co., with a capital of $1,000,000. 
The plant consists of a blast furnace which smelts Lake Ohamplain and 
other ores high in phosphorus and silicon, producing 800 tons of pig iron 
weekly ; three basic Bessemer converters, the largest of their class in the 
United States ; a mill for making fire-brick to line the converters ; rolling 
mills for rolling boiler and other plate ; nail mills, etc. Two thousand men 
are employed by this company alone, whose yearly earnings foot up $1,000,- 
OOO, or one seventh as much as all the wages paid by all the iron industries 
of Ontario in 1880 and this in one town of 15,000 inhabitants. 
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There are several other active manufacturing towns in the Schuylkill 
valley, above and below Reading, one of which is Birdstown, made famous 
recently by the construction in one of its iron- working establishments of the 
wire gun — which members of the Institute had the privilege of seeing in a 
partly finished state. 

Less than fifty miles eastward of the Schuylkill is the Lehigh river, a 
tributary of the Delaware. From the gap at Maucb Ohunk, where the Lehigh 
breaks through the Blue mountains, down to its mouth, this river is almost 
one continuous line of blast furnaces and iron works. Ohief among these are 
the works of the Bethlehem Iron Company, with eight blast furnaces for 
smelting iron ore (Cuba red hematite, Elba specular and New Jersey mag- 
netic — the latter treated by the Edison magnetic separators), a steel plant with 
four Bessemer and four Siemens open-hearth furnaces whose aggregate steel- 
making capacity is 915 tons per day, steel rail mill, and forging and machine 
shops for the manufacture of guns and nickel steel armor plate for the 
United States navy. These works give employment to over 4,000 men, and 
the ground occupied by them extends a mile and a quarter along the Lehigh 
river by a quarter of a mile in width. 

But the great centre of the iron industry of Pennsylvania as well as of 
the United States is in the western part of the state, in Allegheny oounty, 
whereof Pittsburgh is the chief town. In 1874 there were 11 blast furnaces 
in this oounty which produced in that year 143,660 net tons of pig iron, an 
average per furnace of 13,060 tons ; in 1891 the number had increased to 26 
and the production to 1,635,531 tons, an average per furnace of 63,289 tons. 
In 1874 there were also 42 mills and steel works in the county whose total 
make of crucible, Bessemer and other §teels was 23,915 net tons, an average 
of 570 tons ; in 1891 the number of mills and works had grown to 63 and the 
production to 1,542,921 tons, an average of 24,490 tons.^ 

Further and more imposing evidence of the value of the iron industries of 
this great centre is found in the assessment rolls of the city of Pittsburgh. 
For the purpose of levying a business tax, every person or firm engaged in 
mercantile pursuits in the city is obliged to make each year a sworn return 
of the gross amount of business done, and the business tax is levied thereon. 
The following list shows the amount of such businesi in iron and steel for 
the year ending Slst March, 1893 : 

Atwood & McCaffrey, foundry, 

A. M. Byers &, Co., iron, 

U. Baird, Machinery Co., machinery, 

H. L. Childs & Co., mill supplies, 

Crescent Steel Co., steel. 

The Harmes Machine Department, machinery. 

The Shook Anderson Machine Co., 

Singer, Nimick & Co., iron, 

S. Sevfrrance, spikes, 

Smoky City Boiler Works, boilers, 

The Birmingham Iron and Steel Co., iron and steel, 

Charles A. Turner, mill supplies, 

W. 6. Price & Co., plumbers, 

Pittsburgh Supply Co., oil well supplies, 

Riter & Conley, boilers, etc., 

Joseph Wood well & Co., hardware, 

Neal Bros., iron and steel, 

Oil Well Supply Co., 

McGinnis, Smith k Co., heating apparatus, 

Apollo Iron and Steel Co., iron and steel, 

Bovaird, Seyfang & Co., oil well supplies, 



$ 308,489 
875,832 
130,000 
215,000 
420,000 
100,000 
120,000 

1,063,339 
179,000 
100,000 
100,000 
125,000 
225,000 
525,000 

1,016.871 
208,701 
100,000 
300,000 
100,000 
100,000 
100,000 



- Report of the American Iron and Steel Association for 1891, p. 70. 



PeniuylTuiia Tube Worka, iron, 
Bobinnan ttca .Al.ichineCo., inKbioery, 
. llie Kail; & Jnaes Co., steuD fitter*, 
Brndley Sc Co., stovM, 
CimUin Iron 3l Steel Co., Iton >lid ateal, 
Frick & LindB&y Co., mill supplies, 
MBtionul Tube WorI(6, iron, 
A. Oarrraua, Foundry Co., foundry, 
JonEBftLsughlinB, iron and steal, 
Wolff, LfcnBiCo, hardwire, 
Bindley HanlwareCo. hacdw^ra, 
DtiiiimiDr£roa.. hu^lware, 
CamsKio Steel C». (Ltd.), 
Benny l!r08. nimchioety 
Babcock £ Wilcoi, boilers, 
I>ili>{irth, Portfr Jk Co., nulway nipplies, 
Lyle & McCance, hardware, 
StMl Andiron lopJeiDent Co., 
H. K. I'urter * Co., locomotivei. 
Standard Mfg. Co. plumber*' aupplie*, 
W AGitee,engiDe>, 

Neaw, Mcl-ain A McOicQi*, hardware, • 
Brown ft Co., steel, 
McWhiunej ft Co., hardware, 
H. LI.:ij-tfBSom!&Co.,iroD, 
MttBkiiitoih. Hemi.hill & Co.. founders, 
JoMpb C, Lindsay &, Co., hardware, 
LoKan, GregR * Co., hardware, 
James Ri-or^&Son, engmeB, 
Bisaell A: Co., atoves, 
Singer Sewing Machine Co., 
Standard Sewing Machine Co., 
I. N Scott & Co., agricultnral iaplements, 
Sooble ft Parker, agricultural implemants, 
A. Spear & Sons, plows, 
John Hall, Jk Oo^ agricultural implements, 
Conaol idoted Slpel Co., wire, 
■Standard Underfirouad Cable Co., 

Z-JgACo., TOTi, 

Schoeoberger & Co., iron, 

Howe, Brawn & Co., steel, 

a. Jarvia Adams ft Co., foundry, 

Jar«ki Mnoufactiiring Co., pi|ie, 

Halts worth Steal Co., 

Cold Kolled Steel Co.. steel, 

Hubbtrd&Co., shovels, 

Hjdniilic Macliirip C.>., machines, 

CarboD Steal Co., tteel, 

Wm. Clark's Sons & Co., iron, 

IronCityT-nlWorU tools, 

McQiUouKb, lUlit'llftCo., crucibles, 

Pittsburgh Malleable Iron Co., iron, 

Pittsburgh Bri.iE^. \V,.rk9, iron bridges, 

Keystone Rolling Mill Co., iron and steel. 

Linden Steel Co., steel, 

Moorhead, McLean Co., iron and steel, 

A. French, Spring Co., springs, 

Westinghouse Machine Co., machinists, 

McCooway, Torley & Co., iron, 

Schiffler Bridge Co., bridges. 



tl,9S2,0M 
600,000 
360,000 
100,000 
650,000 
100,000 
300,000 
615,736 
6.600,000 
278,486 
600,000 
336,000 



127,000 
100,000 
437,620 
219,059 
1W,000 
120,000 
800,000 
200,000 
4]1,S13 
890,870 
316,000 
600,000 
161,046 
176.000 
100,200 
176,000 
300.000 
206.100 
184.328 
130,000 
100.000 
621.901 
796,700 

2.613,000 
100,000 
180,000 
125,000 

1,000,000 
260,000 
161,7 U 
100,000 
400,000 

1,000.000 
168,136 
200,900 
164,869 
371,660 
848,660 
698,816 
914,607 

1,180,000 



Iron and iteaT 
indnatries of 
Pittsburgh. 



Iran Mtd itwl Seunan, Steeth & BIkck, ralla, 

S'?S1"*'l''' M»r»h»ll Foundry Co., founders, 

Pittaburgh. jj^ jj^^^ ^ ^^^^ ^.,^^ 

L. M. Morrii, foundij, 

Fnk Bro., t Co., steel, 

PitUburgh Stsel CMtmg Co., at«el, 

Softife Foundry uid Machine Oo., fonndiy, 

Totteo, Hogg & Co., foundry, 

Oliver & Roberts Wire Co., wire, 

Oliver Iron knd Steel Co.. iron and ateel, 

Koehler & Strong, acrap, 

Morris &, Bftiley, steel, 

Phillips, NiiDick Sc Co., iroo, 

M. Ltnz & Son, nuts, bolta uid bricks, 

Levis Foundry and Machine Co., 

The Klein Logkn Co., tools, 

C. J. Railing, iron railinifa, 

Harland, Neely ft Co., nuts and bolts, 

FhillipB Mining Supply Co., 

Republic Iron Works, fiW,«m 

Union Foundry and Machine Co., 1SO,000 

AUrge Making a total of $59,115,709.' But merchants' Bales are no donbt 

onTci^ '°' included in the list, and so the Btatement ia not to be taken as showing th* 
ezactamount of thecity'sproductionofiroaand steel. Yet after duo allowancB 
. ia made for the business of mercantile honsea, the aggregate value of the 
industriea must be a very large sum for one city — probably more than doab^ 
the value of alt the iron and steel products of Ontario establishments in tte 
census year 1880. 

ObeatBbitainandthbUnitkiiStatbs. 
Growth of "^^^ growth of the iron industries of the Onited States furnishes striking 

pig iron pro- evidence of the progress made by that country during the last quarter of « 
centnry, and Great Britain, ao long the leader of the world in the producti>>n 
and manufacture of iron and steel, is now reduced to second place, fhe 
following table shows how the pace has been kept up by both conntries in 
production of pig iron for a period of twenty years, quantities being ezpiessed 
in gross tons : ^ 



•43^000 
631,093 
aM,000 
216,008 

2,<M8,M6 
a>l,073 
114,738 
158,300 

1,800,000 

a,ooo,ooo 

184,000 
138.000 
708,97C 
126,000 
271,677 
100,000 
100,000 
108,098 
100,000 



Production of 



United States 
during twenty 



Years. 


Great Britain. 


United Stotes. 


Years. 


Great Critain. 


United States. 

1 


1872 


B.7«.92!l 


2,648,713 


1882 


8,688.680 


4,62!(,t23 


I8r3 


6,5Be,451 


2, a©, 963 


1883 


8,529.300 




1874 


.5,991,408 




1884 


7.811,727 


1,097v-Mi8 


1875 


6,865,462 


2,023,733 








1876 




1.888,961 


1886 


7.009,754 


5,68a329 


1877 


6,60S,664 










1878 


8,381 ,0S1 


2.301,215 


1888 


7.998,969 










1889 


8,332.824 




1880 


7,749,333 


3,83r),191 




7,904.314 




1881 


C,14J,44!I 


4,H4.2S4 


1891 


7.406,084 


8,27!!,870 



In 1893 the make of pig iron in Great Britain was ti,61C,890 tons aad in 
the United States 9,157,000 tons, and it appiwrs likely that the latter country 
will maintain the supremacy, although it looks .\n if production would decline 
1,000,000 tons this year. In both countries there has been an airest 
of expansion, which of course could not long continue at the rate of the last 
twenty years ; and cautious men may be led to consider whether there is rwm 
in the world for many more rival enterprises. The situation in Great Britun 
uf the United States, 1891, p. 62. 
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IB indeed regarded as serioas, and the following extract from the address of Richards. 
Mr. Windsor Richards, president of the Iron and Steel Institute, at the May 
meeting of that body in London, may be accepted as a trustworthy presenta- 
tion of it : 

" The present meeting is held under circumstances of great depression and 
gloom for the iron and steel trades. The year 1892 was, in many respects, 
•one of the very worst those industries have ever known. The production of 
pig iron fell off to the extent of over 600,000 tons. The production of A period of 
wrought iron and steel was also much under that of some previous years, depreasionand 
The most serious falling off however was in the production of st6«l rails. The ^ ^™' 
•export of rails in 1892 was not much more than one-half that of 1890, while 
the exports of 1890 were much under those of some previous years. The 
total falling away in our exports of metal and machinery in 1892 as compared 
with 1891 amounted to over seven millions sterling. One characteristic of 
the iron industry of the past year has been the great falling off in the quantity imports of 
of pig iron made from English ores. The imports from Spain during 1892 ores from 
amounted to 3f millions of tons, equal to a production of 1,800,000 tons of ^P^"^* 
pig iron. The total quantity of pig iron made in this country in that year 
was 6,616,890 tons, so that 26 per cent, of the whole production was made 
from imported ores. .^ 

" It is remarkable how all the principal iron making districts have of late consumption 
jears inci*eased their consumption of imported ores and reduced the use of of home ores, 
home ores. In Scotland the make of well-known brands of Scotch foundry 
iron has been largely reduced from year to year, until now more than 24 
per cent, of the production is obtained from foreign ores. South Wales has 
practically ceased raising iron-stone and depends almost entirely on foreign 
supplies. Oieveland has immense quantities of phosphoric iron-stone at its 
door, cheaply won, but 20 per cent, of its total make of pig iron comes from 
ores carried more than a thousand miles. Even Lancashire and Cumberland, 
with hematite ores of the highest quality close at hand, have of late years 
extended their use of Spanish ores. Is it possible for the north of Spain, 
which in 1892 supplied us with 3^ millions of tons of ore, to maintain that 
output for a much longer time 7 It is generally thought that the most valu- 
able and extensive deposits are being rapidly exhausted, and that some of the ExhAusting 
most productive mines are not likely to last more than a few years longer. det>^g?Ei^'*^ 
Last month I visited Bilbao and made careful enquiries from competent 
authorities on the spot, and learned that, with the exception of the large mines 
owned by the Orconera and Franco- Beige companies, there are no very exten- 
aive mines left to be worked. Indeed weie it not for the recent successful 
oalcination of the spathic ores which underlie the Rubio ore, the duration of 
the district at the present rate of output — 4 million tons per annum — would 
have been within measurable distance ; but there are very large deposits of 
spathic ore, the depth and extent being as yet unproved. Oalcining opera- 
tions in the near future will be largely carried on, making the spathic ore 
which in the raw state contains 43 per cent, of iron, and 25 per cent, carbonic 
acid, give in the calcined condition 58 per cent, of iron, thus making a very 
valuable mineral, having only 2 per cent, of moisture as received. Calcining 
kilns are already erected, one large kiln economically and effectually calcining 
1,500 tons of raw ore weekly. It seems probable that this successful dealing 
with the spathic deposit will extend the life of the district fully ten years. 
It must be understood however that this length of life does not apply to the 
Orconera and Franco- Beige properties. 

^* There are large deposits of ores free from phosphorus in the neighborhood 
of Seville and in the south of Spain that will become available, but consider- 
able sums of English money will have to be expended in opening out the 
mines and conveying the mineral to the ship ; but in the words of Mr. Gill 
^f the Orconera Company, who has seen all the recently discovered large 
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Richards. deposits, there is as yet only one Bilbao. Under these circumstances it is 
natural that our attention should be arrested by the enquiry, whether, if the 
Spanish supplies were to be suddenly cut off, we could depend wholly on our 
home mines. The west coast has raised 2| millions of tons of ore tree from 
phosphoruR, and could most probably increase that quantity to produce 1^ 
millions of tons of pig iron should the demand arise. 
Utili^g the] " During the twelve months ending December, 1892, the quantity of 
otm^ ^"° basic steel made in England was 406,839 tons, of which 108,056 tons were 
open-hearth steel. In Germany and Luxemburg 2,013,484 tons of dteel were 
made from phosphoric ores, of which quantity 186,252 tons were open-hearth^ 
the balance being basic Bessemer steel. 
Value of the « Very much more prejudice has existed in England than on the part of 

toti^e^British continental buyers againbt the use of steel made by the basic process. This 
mine owners seems only natural when no difficulty existed here in procuring ores free from 
•ad iron phosphorus, and in the event of foreign supplies being cut off such prejudice 

would doubtless quickly disappear. There need therefore be no apprehension 
of our being able to supply all the iron and steel we may be called upon to 
produce. Indeed the great trouble seems to be that of being able to procure 
sufficient work to keep our large establishments employed. We could quickly 
make ourselves independent of foreign supplies of ores, except in the manu- 
facture of high percentages of manganese in spiegeleisen and ferro-manganese, 
and in this respect we are entirely dependent on foreign countries, the Eng- 
lish spathic ores not being rich enough to give above 10 per cent, manganese 
in Spiegel." 

And in the close of his address Mr. Eichards said : 

Advantages '* All those who manage steel works either for the production of rails or 

of better ship plates, pride themselves on their power of organization, not only to 

fuSSnmiaoved ^^i*^^^ output, but to maintain high quality. Then again the ingenuity of 

mechanical our engineers has been called into play to substitute mechanical arrangements 

arrangements, for the so-called cheap labor. One cannot fail to observe how few men are 

employed in a mill turning out 5,000 tons of finished rails weekly. The heavy 

ingots are conveyed by small locomotives to the rolling mills, are moved to 

and from the several grooves of the rolls by live rollers, are turned over and 

carried sideways, rails are rolled in 155 feet lengths, are carried to the 

saws, are cut, are conveyed away, are placed on hot banks to cool, all by 

ingenious mechanical contrivances ; the same may be said of plate rolling. It 

is only when the material becomes cold that labor becomes expensive and 

troublesome ; but the more difficult it becomes the surer will machinery be 

devised to dispense with it. 

Bmt there is ** So successful have we all been in economically increasing production that 

another side. ^^ have inundated and swamped the markets for the time being ; at present 

and for some time past there is not enough work for half the steel-producing 

power of the country. Thus we go on and we look about in vain for new 

markets. We compare America with 60 millions of people, having 175,000 

miles of railway, with India having 250,000,000 of people and only 17,000 

miles of railway, and wonder why under our sway it develops at such a 

wretchedly slow rate. Where is the trade to come from to keep our workmen 

employed and our establishments in Operation 1 No one seems to be able to 

answer this question; but we know that we have had many serious depressions 

before — though none seem so deep, so prolonged as this. The iron and steel 

trades may be likened to Pandora's box, from which, once filled with all good 

things and all bad, everything escaped, the good things back to heaven, 

and the evils to infest and plague the earth ; but there is still left to ua 

that which never deserts us, the inestimable blessing — Elope.'' 

And what are the lessons of the situation for us ? Not simply to fold 
our hands, nor to push a business beyond the limits of our requirements. But 
rather to undertake that which is nearest us, what we most need, and what 
we can engage in with the best assurance that the effort will not be lost. 



VI. 

LOCATIONS FOR PIG IRON PRODUCTION^ 

By John Birkinbine, ex-President American Institute of Mining Engineers. 

The advances which brought the United States to first position as a 
producer of iron ores, pig iron, Bessemer steel and other products naturally 
drew attention to the importance of developing mineral resources lying dor- influence of 
mant, and of establishing industries for the production and manufacture of improved pro- 
iron and steel in new locations. To secure this, various methods for encour- ^^oSw nSn- 
aging capital to embark in new enterprises have been employed, and the erec- eral resooroes. 
tion of blast furnaces for the production of pig iron has attracted first atten- 
tion. If the statements of advantage claimed for certain locations as set 
forth in newspaper articles, or by special announcements in circulars, were 
all true, the United States would be unusually favored both by the number 
and the generous distribution of sites which are peculiarly adapted for the 
production of pig iron, and sections of the country now sparsely populated 
should develop rapidly into series of adjoining commercial metropoli. 

This country of great resources has before it great possibilities, and the 
liberal distribution of deposits of mineral undoubtedly offer numerous avail- 
able sites for the establishment of iron- producing or iron-manufacturing 
plants, while an augmenting population will seek new industrial centres ; but 
the available locations for successful iron manufactures or for future cities are 
by no means as numerous as the published statements referred to indicate. 
It is not necessary to assume that all or most of such statements were made 
without a basis, for in a large number of instances, and possibly in most of 
them, there have been apparent reasons leading to the assumption that pecu- 
liar advantages are possessed by special locations. 

Advantaoes of Location. 

Iron ores, fuel or fiux, or all three, may occur within convenient distance 
of a site for a projected blast furnace, and such site may have the added 
advantages of ample labor at satisfactory prices, good transportation facilities, 
etc., yet the construction of a blast furnace for the production of pi(( iron may p ^v- < 
be followed by financial disaster. The quality of the ore, coal and limestone, good location 
the quantities which can be advantageously assembled at the point for pro- for a blast fur- 
dacing the metal, the method of winning these raw materials from the ground, ^^^' 
and the cost of mining and preparing them for the furnace must enter into 
any estimate in which the advantages of erecting a new smelting works are 
considered in compariiion with those existing elsewhere. 

A most important consideration is a convenient market for the product, for 
although improvement in railway construction and operation and competition 
between different lines of traffic have so reduced the transportation charges that 
localities hundreds of miles apart are now as close competitors as were those a convenient 
in former years which were separated by but a few miles, the advantage market for pig 
of consumption close at hand is by no means a small factor in determining ^^^°* 
the financial success or failure of an iron-producing enterprise. 

1 Reproduced from the Engineering Mas^azine for March, 1893, with the kind permis- 
sion of the writer and publishers. Mr. Birkinbine is one of the first authorities in the 
United States on the subject uf the iron industry. 
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Of the numerous schemes in which blast furnaces have been used as founda- 
tions upon which to start real estate speculation or town ** booms/' some 
have had little if any substantial basis ; others have possessed one or more of 
Town-boom* the factors which are essential for the economic production of pig metal, and 
b^a*°^Td" ^^ 80™® which have been started and progressed well on towards completion, have 
already demonstrated the error of attempting to produce pi^ iron, or of using 
a blast furnace as the initiative industrial feature for the establishment ot 
manufacturing centres where other conditions do not demand such centres. 

The employes about a blast furnace are not as a rule the best calculated 
to form nuclei of large populations. Outside of such as are paid salaries, few 
receive compensation above that given to ordinary labor (except for the extra 
hours per day which they work), and the labor about blaxt furnaces cannot 
be considered as fixed or permanent. Recognizing this, some of the promo- 
ters of town ventures secured the promise or the actual establishment of 
industries which would use a larger number of skilled employes, and gener- 
ally such as obtained better wages than the blast furnaces oSer. Some of these 
advanced industries rely upon the product of blast furnaces for their raw 
material, while others may be entirely independent of the furnaces. The 
industrial plants proposed or erected may either embody new equipments or 
tho^e moved from other sites and renewed in appointment so as to be credit- 
able to any locality ; but in other cases investments have been encouraged by 
the bodily removal to new sites of plants which have outlived their usefulness 
in their old locations, largely on account of antiquated equipment to which 
little or no addition was made for the changed conditions. Disaster may be 
expected to follow enterprises established at locations which do not, as far as 
practicable, possess advantages equal or superior to others which have been 
in operation elsewhere for a term of years. 

A new industry, or the opening up of a new industrial district, must 
meet competition, and break into established trade held by older concerns, a 
fact which often seems to be lost sight of by those who press the claims of 
some locations. Under ordinary conditions a new business venture is suffi- 
ciently handicapped in securing an entrance into active trade, and needs all 
the advantage which good equipment, substantial construction, economical 
management and good financiering bring to assist it in competing for a share 
of business. 

If a blast furnace were necessarily the best starting point for an indus- 
trial town or city, the number of such settlements in the older iron-producing 
districts would be greater than they are, but any one conversant with the loca- 
tion of existing blast furnaces recognizes how many of these, although they 
have occupied the same location for a number of years, and may have been 
well managed and operated with skill, have gathered scarcely more than a 
hamlet about them. Un the other hand, a number of instances could be 
quoted where towns and cities have developed from a single forge or blast 
furnace, which was erected in such location as to have the advantaQ;e of good 
and cheap raw materials and an ample market ; in fact some new important 
settlements originated from the location of plants which did not possess all of 
the advantages named. But the exception proves the rule, that the future 
The prime advance in real estate or the prospective establishment of towns or cities 
considerations should seldom have a pronfiinent place in estimates when a location is to be 
of suitable lo- chosen for the production of pig iron. The prime considerations should 
^ ' ^' rather be the quantity, quality and cost at which raw materials and labor can 

be assembled, the character of pig iron which can be made, and the market 
offered for its sale. 

The Lessons op Expebibnce. 

su^M^Mid ^^ examination of the development of the pig iron industry of the United 

failure. States demonstrates the extent to which success has been and will continue 

to be affected by location, and a retrospect of the history of existing and 
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apparently prosperous famaces shows how many have met with financial dif- 
ficulties, necessitating change of ownership or of management, while today 
close attention and economy are essential for their continued activity. 

If abundance of raw material is required there would be no necessity Quality, quan- 
for the number of idle iron ore mines which today are scattered through ^^'^y *"*<*<»?* <>' 
some of the older iron-producing districts, convenient to fuel supplies ; but ™^ ™* ^ ' 
the quality and the cost of winning the ore, as well as the quantity, must be 
considered. The material won from some of these idle mines was of a very 
satisfactory character for the production of metal in demand, until changed 
conditions of trade required ore of different composition ; although some of 
the mines which are inactive produce ore of a quality equal or superior to 
that largely used in other sections of the country where the deposits are 
newer or can be worked more cheaply. Other mines have been wrought 
until the extraction of the ore renders insufficient profit to parmit competi- 
tion with richer ores brought from long distances. 

If the abundance of satisfactory fuel obtained close to the plants were Oheapneasand 

sappl^ of raw 
materials not 



apnea 

the chief necessity for economical operation of blast furnaces, and if this supply of »w 

could not be off'-set by other advantages there would be no excuse for the Sone^suffi" *^ 
raagaificent iroa and steel industry centered at Chicago ; for there the blast cient. 
furnaces hive no raw materials near at hand, except the limestone, and the 
per diem rates of labor average higher than in some other sections of the 
country where pig iron is made. On the other hand, if an abundant supply 
of iron ore off-set the advantage of near fuel and a good market, the enormous 
output of the blast furnaces in the vicinity of Pittsburgh would seem to be 
produced at a decided disadvantage, for with the exception of the local mill 
cinder and a partial dependence of some outlying furnaces upon local carbon- 
ates and brown hematites, all of the iron made in Pittsburgh and vicinity, in the 
Shenango valley of Pennsylvania and the Mahoning valley of Ohio, as well 
as that produced about Wheeling, West Virginia, and Johnstown, Penn- 
sylvania, is obtained by smelting iron ores brought from lake Superior. 

The surroundings which several decades ago made a location advan- Decline of 
tageous for the smelting of iron ores may have less weight in determining the namber of 
erection of a blast furnace plant at the present time, several causes combining (norw^of 
to affect the influences which certain conditions exert. Owing to the prodaotion. 
increased production of blast furnaces now constructed, due to the average 
size, the general use of richer ore mixtures, and the more intelligent manage- 
ment which is bestowed upon the operation of the existing plants, the number 
of blast furnaces in the United States, either active or likely to be in operation, 
has declined since 1881, when 717 were recorded. In 1890 — the year of 
our greatest pig iron output — but 562 furnaces were on the active list ; of 
these but 311 were in operation at the close of 1890, being a smaller number 
than in any of the preceding twelve years with but three exceptions (1883, 
1884, 1885), in each of which the pig iron output was less than half of what 
it was in 1890. The production of pig iron in the years 1891 and 1892 did 
not reach that of 1890, but owing to some new plants having been com- . 
pleted or blown in the number of furnaces was slightly increased. The 
record shows that in 1890 there were 562 furnaces on the active list, with an 
output of 9,202,703 gross tons ; in 1891 the furnaces numbered 569, and the- 
output was 8,279,870 gross tons; and in 1892, 564 furnaces were reported,, 
all of which however were not in operation, the tonnage for the year being 
9,157,000 groas tons. 

Therefore an increased output of pig iron is secured from a decreased Economy of 
number of blast furnaces ; and as there is a growing tendency to centralize centralizing 
industries (groups of fumaceb under one management becoming more anVincrea^mff 
common) there must necessarily be fewer specially available locations at the the capacity of 
present time than formerly. furnaoea. 
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A quarter of a century ago a blast furnace which averaged from thirty to 
thirty-five gross tons of pig iron daily was recognized as of large size and doing 
excellent work. Now, a production exceeding two hundred tons per day by 
blast furnaces is not considered remarkable, and where a number of large 
structures are combined under one management they present a problem for 
assembling raw materials vastly different from that of the average furnace 
twenty-five years ago. 

With the perfection of mining appliances, the intelligent management of 
mines, the facilities for winning or transporting ores, fuel and fiux, there 
may be really less personal supei vision necessary in assembling the raw 
materials for one of the large plants than was demanded of the managers of 
Large pUiits the smaller ones, who had to rehandle the material and furnish at least a 
part of the transportation. But for the larger plants the basis of supply 
must necessarily be larger. Increased tonnage of ore, fuel and flux demands 
greater available supplies, and hence dependence upon merely local deposits 
of iron ore is now uncommon. Advances in the technology of blast furnace 
operation and the increasing demand for metal of special chemical composi- 
tions also affect the reliance which may be placed upon local deposits of irbn 
ores, for blast furnace managers must work within narrow limits as to the 
character of pig iron made. Hence the location selected for plants should 
be accessible to supplies of ores from which such mixtures can be made as 
will permit of producing not only the grade but the quality of metal required, 
at prices which admit of manufacturing it advantageously so as to meet the 
available market. 
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Influbnck of the Bessemer Process. 

The development of the lake Superior region, which up to the close of 
1892 contributed more than 74,000,000 gross tons of iron ore, is not alone 
due to the high percentage of iron representing the average of the ore pro- 
duced, for the variety and composition of the ores which have been mined, 
and which fit them for different purposes, have had a marked influence in 
this development. In view of the generally-accepted belief in the prime 
necessity of ores of Bessemer grade, it may sound peculiar to assert that 
had all of the iron ores won from the lake Superior district been sufficiently 
low in phosphorus to be acceptable for the production of pig iron for the 
Bessemer process, the development of this district would have been less rapid 
than it has been as a producer of the various grades of iron ore. 

To emphasize this fact it is unnecessary to go further back in history 
than a few years, for if an interval of five years ending December 31, 1891, 
be taken and the proportionate amounts of Bessemer and other kinds of pig 
iron produced are tabulated, such statement shows that in the year 1887, 
44.81 per cent, of the total pig iron output of the country was of the 
Bessemer quality. In 1888 this percentage was reduced to 40.65 per cent, 
the total output of pig iron being practically the same as in 1887. In 1889 
there was an increase of more than 1,000,000 gross tons in the annual pro- 
duction of the country, and in that year the quantity of Bessemer pig iron 
made was 41.45 per cent, of the total. Another increase of more than 
1,500,000 tons brought the pig iron made in the United States in 1890 to a 
total of 9,202,703 gross tons, of which 44.47 per cent, was of Bessemer 
quality. The year 1891 showed a decline from the production of 1890 of 
nearly 1,000,000 tons, and in that year 41.94 per cent, of the total was of 
Bessemer grade. The figures which have just been compiled for the year 
1892 indicate that out of the total production of pig iron, 9,157,000 gross 
tons, 48.53 per cent, was of Bessemer quality. 

The growth of the Bessemer steel manufacture in this country has been 
phenomenal, continuously increasing in twenty-five years from a product of 
3,000 tons to one of more than 14,000 000 gross tons, such an industry 
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neoeasarily exerting a very marked influence upon the location of the 
furnaces which supply the metal for it, and upon the development of iron ores 
which are used in these furnaces. It is probable that the majority of persons 
fiuppose the great stteel works at Chicago, Pittsburgh, Baltimore, Harrisburg, 
Johnstown, Scran ton, Betbelem, Troy, etc., to have been located on account 
of blast furnaces connected with them. It is undoubtedly true that some of 
these plants owe their existence to an original forge or blast furnace, but an 
investigation will show that, properly speaking, the existing blast furnaces 
were located at these points because of the steel works, and are established 
490 as to supply to large industrial plants the raw material upon Which they 
must depend. 

Influrnce of Fodndbt and Rolling-mill Tbads. 

In a similar manner it may be shown that most of the blast furnaces Convenience 
which are producing pig iron of grades particularly adapted for the foundry to market 
or rolling-mill trade owe their situation more to convenience to a market for affects location 
the product, than to being specially near to supplies of fuel or of ore peculi- prod^SS* 
arly suited for the product made. Taking the five years 1887, 1888, 1889, foundry and 
1890 and 1891, the figures show that, while the blast furnaces located in the n^illpiflr* 
vicinity of Pittsburgh and in western Pennsylvania and eastern Ohio 
increased their total output of pig iron nearly 50 per cent., much of this 
growth was in the production of Bessemer pig iron, the annual output of 
which augmented nearly 80 per cent. But on the other hand, while the state 
of Illinois increased its total production of pig iron one-third, its output of 
Bessemer was augmented but one- tenth in the five years named : that is, in 
spite of the state of Alabama trebling its output of foundry and mill pig 
iron in five years, and other southern states adding to the volume of this 
olass of metal, the state of Illinois, with its large steel industry, accessible to 
liberal supplies of iron ore suitable for producing Bessemer pig iron, increased 
the quantity of ordinary pig metal produced three times as rapidly as that 
used for Bessemer purposes. The advance figures of pig iron production for 
the year 1892, just published, show a decided increase in the quantity of 
Bessemer pig iron made, the tonnage and the proportion of this metal being 
greater than in any other year. At present writing the relative amounts for 
specific districts cannot be given exactly, but a comparison of the records of 
the years 1887 and 1892 indicate the following : In the Pittsburgh district 
the output of Bessemer pig iron was more than double, while the total of all 
kinds of pig metal increased less than 80 per cent., showing a gain in Besse- 
mer pig iron at the expense of mill and foundry iron. Similarly the greater 
portion of the advance in Illinois last year was in Bessemer pig iron, the 
increase in six years being 88 per cent, in the production of total pig iron, 
and 63 per cent, in that of Bessemer pig iron. Alabama's product, none of 
which was Bessemer pig iron, was two and one-half times greater in 1892 
than in 1887. 

Gen&ral Conclusions. 

The influence of location upon the pig iron industry would seem therefore 
to be based not only upon the possibility of assembling the raw materials, but 
also upon the opportunities for marketing the product advantageously. A ^^uantity, 
blast furnace may act temporarily as a sign board for a real estate " boom," ^"*^^*? JJ?1 
although its operation may be at a financial loss, but ultimately dividends or aretheesaenc 
profit must come. from it, or failure will be written against it. A smelting of suitable 
plant may instil life into a district, and cause the exploitation of old or the location, 
development of new iron ore mines ; but unless the ore supply is ample, its 
•quality such as is in demand, and the winning of the ore at low cost can be 
carried on for a term of years, the success of the enterprise is problematical. 

The continued existence and evidences of prosperity of some of the 
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plants located in sections of the country where the use of local ores is prac- 
tically abandoned, and the late reconstruction of some of these plants to 
depend upon ores brought from distant points, indicate the importance of 
convenience to market and an established trada The enormous output of 
iron ore from the lake Superior district, which is conveyed by rail from the 
mines to extensive shipping docks, loaded on vessels which carry it to- 
equally extensive receiving docks, and again transported on cars for points of 
consumption from 300 to 1,000 miles from the mines, demonstrates the grow- 
ing appreciation of high-grade ores. 

The extensive plants distant from ores or fuel, or both, which have been 
established near important commercial centres, and the concentration of allied 
industries at these points, evidence the general tendency of iron production 
to become centralized in a comparatively small number of locations. 

As the rapid increase of the population of the country changes the require- 
ments of different sections, and consumers of iron and its manufactures 
multiply rapidly, deposits of ore yet uncx plotted await the local demand 
for metal which will bring these ores and fuel for smelting them together. It 
is probable that some future industries will occupy territory which years ago 
or quite lately was developed in part by ventures which failed because they 
were in advance of the necessities of the times ; the fact that some of these 
earlier attempts proved disastrous may act as a check on improvements in 
sections which would sustain a considerable and increasing industry. 

Deception as to the quantity of manufactured material required in certain 
districts has cost enthusiastic projectors much loss, and in some cases has 
condemned by premature efforts enterprises which would prove successful 
later. The apparent quantities of iron used often offers inducement to believe 
that a large local market exists, but these quantities when analyzed show 
that such varieties of metal must be made, and that so many minor industries 
must be established to transform the crude material into the merchantable 
shapes demanded, that years elapse before new blast furnace plants overcome 
the difficulties which await them. 

The requirements of the steel works for iron of special composition has 
been followed by foundries and mills making more rigid specifications ; and 
this in turn has influenced the ores in demand by blast furnaces. Progress 
in iron metallurgy has shown where economies can be introduced which 
reduce the fuel and labor per ton of iron made, and an appreciation of the 
relative values of different percentages of iron in ores has increased the 
demand for those which may be classed as rich in iron. Each year shows an 
increase in the average percentage of iron in the ore mixtures used in Ameri- 
can blast furnaces and longer distances covered by the rich ores in reaching 
points of consumption. It is probable that future advances may be in the 
direction of conveying fuel to meet these ores, particularly if the meeting 
points furnish good market facilities for the product, and that the use of lean 
ores will be chiefly in connection with great local advantages as to the other 
features which go to make up successful blast furnace enterprises. 



VII. 

NICKEL AND COPPER. 

The Sudbury district continues to be searched for copper and nickel, and ^^^ °* nickel 
discoveries of the ores of these metals continue to be made in various localities, ^he Sa^Eory^ 
The area is now shown to be of large extent ; but the limits of it are not district, 
defined ; neither is it certain that every body of ore even in territory most 
familiar to prospectors has yet been discovered. The close growth of small 
timber on tracts sweot over by forest fires twenty or twenty- five years ago 
hide out-croppiDgs of ore, or the familiar surface signs by which its presence 
is indicated, from any but the mbst careful examination, while the alternation 
of rocky range and swamp land greatly increase the difficulty of traversing the 
country. It is not unlikely therefore that the diligent prospector will be 
rewarded by new and perhaps important discoveries of ore for some time to 
come at points convenient to existing railway lines, and that it will be many 
years before the whole of the nickel and copper-bearing formations are 
delimited on the maps of the country. But what is already known of the 
extent of the ore bodies, both by deep workings in the mines and the test 
pits of exploring parties, leaves no doubt in the minds of practical men who 
have examined the district that nickel and copper are there in illimitable 
amount ; and the strong probability is that a hundred years hence the supply 
will appear to be as inexhaustible as it is to the miners and explorers of to- 
day. It is likely too that other parts of the Province besides the Sudbury 
district will be found to yield both nickel and copper. The Huronian belt in Extent of the 
which the known deposits lie extends from the north shore of lake Huron ^lft^n**vhich 
across the Province to the Quebec boundary at Abbitibbi lake, a distance of the ores are 
300 miles, the breadth of which is about 75 miles, — but embracing some ^ound. 
Laurentian areas. On the shore of lake Huron copper and nickel were dis- 
covered in this belt nearly fifty years ago, and far to the northeastward of 
Sudbury prospectors report that they have observed indications of the same 
ores. Of course the character of the Huronian rocks is not uniform over a 
wide extent, and great local differences may be looked for in an area of 22,000 
square miles ; but it is certain that all the chalcopyrite and nickeliferous 
pyrrhotite of this great Huronian belt are not confined to one or two town- 
ships in the vicinity of Sudbury. During the past year too a discovery is Discovery on 
rsported on Lake-of- the- Woods which may be only the beginning of valuable w^^^^'*^®* 
finds there. At any rate further prospecting in that region ought to be 
encouraged by the history of exploration in the Sudbury district. Interest 
has also been recently revived in the Bruce Mine« locality, and possibly the Bruce MinoH, 
old workinsjs there which were carried on with so much spirit for thirty 
years — beginning with 1846 and ending with 1876 — may once again become 
the scene of an active industry. It is by no means certain that those mines 
could not be made to pay under modern methods of working and with the 
facilities for transportation which are now provided. 

Copper on Point Mamainse. 

A locality of bright promise is Point Mamainse on the east coast of lake Copper ore 
Superior, where development work has been undertaken during the past year, and native 
and to which reference is made in the Report of the Inspector of Mines, ^PP«' o" 
who visited the place last summer. The following interesting account of Mamainse, 
this property and the nature of the work undertaken upon it was furnished 
me last November by H. S. Sibley of Detroit, in the course of an interview : sibley. 

** I am one of two trustees holding for a syndicate the Mamainse copper 
locations on the east coast of lake Superior. They consist of 11,200 acres, 

9 (M.) 
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which were purchased from the Grown by the Montreal Mining Gompany in 
1856. A little prospecting was done by Joshua Coats worth about 1858, and 
afterwards by the Ontario Mineral Lands Company in the winter of 1881-2. 
Two small exploring shafts were sunk in the conglomerate on the Pancake 
location. This bed is 9 to 14 feet thick and carries one to two per cent, of 
native copper. No further work was attempted until the autumn of 1891, 
when a party with Captain T. H. Trethewey in charge was sent up to explore 
with a diamond drill outfit Drilling was carried on upon five veins to the 
extent of 3,643 feet, and to 357 feet on a conglomerate bed ; the cores showed 
native copper to depths of 40 to 320 feet in the veins. The veins vary in 
width from 3 to 12 feet, and consist of calcspar and fragments of wall rock 
(conglomerate and trap) cemented by native copper. Jasper pebbles are also 
found in the veins. In 1892 drilling was continued until July, but in June 
work was commenced on an exploring shaft 7 by 9 feet, which was carried 
down upon one of the veins to a depth of 32 feet. A stream runs along the 
course of this vein, crossing and re-crossing it at intervals, so that some difii- 
culty was experienced in keeping the shaft free from water with the methods 
at control. The ore was found to be rich throughout the whole depth of the 
shaft, and so satisfactory was it that the men were set at work to strip the 
vein and make open cuts upon it at various points for a distance of 1,600 
feet ; the width varies from 3 to 6 feet. The course of this vein is a little 
west of north and lies between amygdaloid trip on the west side for foot 
wall and conglomerate on the east side for hanging wall, showing a lateral 
thrust of 90 feet About five tons of ore was taken out of the tihaft, from 
which fair samples were selected and sent to the St. Louis sampling and 
testing works in August. Following is the report made to me by the miuager 
of these works : 

*St. Louis, Mo., September 20, 1892. 

* H. S. Sibley, Esq., 80 Griswold street, Detroit. 

* Dear Sir, — We have just wired you results of tests of the two lots of 
copper ore sent us, and we herewith present more fully the details of these 
tests. The larger sample lot, weighing 1,196 lb. net, was crushed in jaw 
crusher and run through our 3-stamp battery to separate the rock material 
and finer copper from the coarse metallic copper. The former as tailings were 
carefully saved in settling tanks, weighed and sampled and assayed for copper 
and silver. The coarser metallic copper was carefully sampled down three 
times to secure three separate samples in order to secure a better check on a 
difficult material to sample. These three samples were assayed for copper 
and silver separately and the average taken. As a result of all these op'^ra- 
tions we find the lot to contain 22.78 per cent, metallic copper and a trace of 
silver. The other sample lot marked gray ore was crushed in a j.^w crusher 
and rolls until it was fine enough to quarter down to sample. An assay for 
copper and silver gave the following results : Copper, 18 84 per cent. ; silver, 
1.8 oz. per ton. We regret that owing to the great difficulty in handling such 
obstinate material we have not been able to give you results sooner, but trust 
they will be in time to serve your purpose. Yours truly, 

* St. Louis Sampling and Testing Works, 

* William B. Potter, Manager.' 

" The gray copper ore is found generally throughout the vein, but chiefly 
on the foot wall. The native copper ore is generally disseminated from wall 
to wall. The trustees have given an option on the property to a Detroit 
syndicate, by whom operations to sink the shaft to a depth of 500 feet will be 
carried on through the winter. This work it is hoped will be finished in ten 
months. Air compressor, hoisting engine, boilers, drills and all necessary 
supplies were delivered at Point Mamainse on the 17th of November." 
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The geological formation at Point Maraainse is the same as that of Kewee- Geological for- 
naw point on the south shore, where are Iqcated the great copper mines of "** ^^^' 
Michigan. 

Thb Production of Nickel. 

The quantities of ore mined and smelted in the Sudbury district last year 
are given on page 8 of this Report. The product of the furnaces, consisting of 
ordinary and bessemerized matte, held of metallic nickel 2,082 tons, of copper 
1,936 tons, and of cobalt 8^ tons. These figui^s of metallic contents are esti- 
mates computed from the analyses of sample lots, and are no doubt as accurate 
as such estimates can be made ; the> are so accepted by sellera and buyers of 
the matte. The whole matte product of the several furnaces is sent out of the 
country to be refined, some of it to Great Britain, some to France, but the 
greater portion of it to the United States. There is in the latter country an 
extra demand owing to the use of nickel as an alloy with steel in the manu 
facture of armor plate for battle ships. In 1891 the quantity of nickel con- 
tained in Canadian matte smelted in the United States was 2,000,000 pounds, 
some of which went into the general market, but a considerable amount of it 
was the matte purchased by the Is avy Department. This latter is worked up 
by contract, the copper being taken out and the nickel and iron being left as 
oxide, in which form it is delivered to the steel works at Bethlehem and 
Homestead to furnish the nickel for armor plates.^ There are at present 
four smelting or refining works in the United States for treating nickel and 
copper mattes, viz. : The works of Joseph Wharton at Camden, New Jersey ; 
those of the Orford Copper Go. at Constable Hook in the same state ; those 
of the Emmens Metal Company at Youngwood in Pennsylvania ; and those 
of the Canadian Copper Co. near Cleveland. Until recently Joseph Wharton 
had a monopoly of nickel production in the Uaited States, and his mine at 
Lancaster Gap in Pennsylvania produced the bulk of the ore treated at his 
refining works But since the be^nningof 1889 Sudbury has been brought 
into competition with it, and the result has been the closing at the end of 
1891 of the Lancaster Gap mine. So that in 1892 the product of the nickel 
smelters will be all fiom Canada, except occasional small amounts from Mine 
LaMotte, and from Nevada, Oregon and the mines near Webster, North Caro- 
lina.^ The following table gives the total nickel product of the United States 
for the sixteen years 1876-91, together with the value of the same and the 
value per pound : 



Refining 
works in the 
United States. 



The Gap 
mine closed 
down. 



Year. 



1876 .... 

1877 

1878 

1879 

1880 

1881 . . . 

1882 

1883 

1884 

1886 

1886 

1887 

1888 ... 

1889 ... 

1890 

1891 

Totals 



Quantity. 



lb. 
201,367 
188,211 
150,890 
146,120 
233,893 
265,668 
281,616 
58,800 
64,550 
277,904 
214,992 
205,566 
204,328 
252,663 
223,488 
118,498 



Value. 



3,087,654 



3 

523,554 
301,138 
165,979 
162,534 
257,282 
292.235 
309,777 
52,920 
48,412 
179,975 
127,157 
133,200 
127,632 
151,598 
134,092 
76,024 

8,043,509 



Value per 
lb. 



cents. 

260 

160 

110 

112 

110 

110 

110 
90 
76 

64.4 
59.14 
64.75 
62.46 
60 
60 
64 



98.57 
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The nickel contents of the matte produced at Sudbury furnaces last year 

A significant therefore are greater than all the nickel produced by United States mines in 

comparison, sixteen years by 1,076,446 pounds. It will be observed also that the price of 

nickel as computed from values of the United States product has fallen very 

materially since 1876. This drop is due chiefly to the working of the New 

^^th ^^^^^* Caledonia mines, by which the world's production was largely increased. 

' Canadian nickel has had a less noticeable effect, but no doubt for the reason 

that price is determined now mainly by the cost of refining. Yet the ruling 

price in the London market last year was about 42 cents per pound, while in 

the New York market in the latter part of the year quotations when given 

ranged from 48 to 52 cents — the protection afforded by the United States tariff 

of 15 cents per pound serving to keep up the higher rate in that country. But 

these prices are presumably for commercial nickel, which is not pure fine. 
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Mrthods of Extracting thb Metal. 

There are numerous methods already patented for treating ores containing 
nickel, copper and cobalt, but almost all of them follow thu wet process. In 
a subsequent section of this Report details of treatment are given in a paper 
by Mons. Levat, and here it may be interesting to give a general description of 
the process from the pen of Prof. Roberts-Austen, of th(5 Royal College of 
Science, England : 

*' The wet method for the extraction of nickel and cobalt from a complex 
regulus or arsenide consist, in the first place, of a roasting operation having 
for its object the volatilization of the sulphur and arsenic, and it may be 
antimony, and the conversion of the iron, nickel, cobalt and other metals pre- 
sent into oxides. Ferric oxide formed in this manner at a high temperature 
is but little soluble in acids, whilst the other oxides may be readily dissolved. 
On treating the roasted material repeatedly with hydrochloric acid or with 
dilute sulphuric acid, a residue is obtained containing but little or no cobalt 
or nickel, and consisting mainly of ferric oxide. Some iron will however have 
passed into solution. Should the solution contain lead, bismuth or copper, 
these metals may be precipitated by sulphuretted hydrogen ; but it is custom- 
ary to precipitate the copper at a later stage of the operations. The bismuth 
too may be precipitated from a hydrochloric acid solution by dilution with 
water. 

" The next operation consists in the precipitation of the iron. Any fer- 
rous oxide which may have passed into solution is converted into ferric oxide 
by careful addition of chloride of lime, followed by the addition of lime, which 
precipitates the iron. Arsenate of iron is at the same time also precipitated 
if arsenic is present. Should the temperature of the solution exceed 40^c. 
some nickel and cobalt are precipitated, as also is some copper. 

** Instead of an addition of lime as the precipitant, caustic soda or sodium 
carbonate is occasionally employed to prevent the precipitation of calcium 
sulphate when working with sulphuric acid solutions. Care must be taken 
to avoid using an excess of the precipitant, as the precipitation is a fractional 
one, aud as soon as the iron has been precipitated oxides of the other metals 
present begin to be thrown down. 

" The next stage of the process consists in the precipitation of the copper. 
This is effected by raising the temperature of the solution to 70^c., and then 
precipitating the copper by the careful addition of either calcium carbonate, 
milk of lime, or a solution of soda. If an excess of the precipitant is employed, 
nickel will be thrown down. When a test with potassium ferro-cyanide shows 
that the whole of the copper has been thrown down, the cobalt is precipitated 
from the filtered solution by the careful addition of a solution of chloride of 
lime to the perfectly neutral, hot and not too dilute filtrate. If too much 
chloride of lime is added the precipitate becomes nickeliferous, and this must 
be carefully avoided. The nickel is next precipitated, either by calcium car- 
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bonate, milk of lime, or soda. The nickel hydrate is filtered, dried, heated ^^^ nickel. 
with sodiam carbonate, to decompose any calcium sulphate that may be pre- 
sent, wdshed with acidulated water, and finally dried and reduced by carbon- 
aceous materials to the metallic state. 

I *' This process being dependent on the fractional precipitation with the a special pro- 
same precipitants of the several metals present in the ore or metallurgical ^^^^ described, 
product under treatment, is frequently subject to slight alterations of proced- 
ure, and the following is a description of the process as earned out at a 
works in the United Kingdom. 

WBT PROCESS FOB BXTRACTINO NICKEL AND COBALT. 
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A. Calcined ores or speise of nickel and cobalt. 
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" About 3 cwt of fine ore or speise A that has been thoroughly roasted 
is charged with hydrochloric acid in granite jars, into which steam is passed. 
The mass is kept boiling for twelve hours. It is allowed to settle and run off 
into tubs c. Steam is conducted into the tubs, and when the liquid begins to 
boil bleaching powder (chloride of lime) is added to peroxidize the iron, and 
the mass is allowed to boil for about three hours. The arsenic and iron come 
down together. If no iron be present in the solution some must be added. 
The liquid is then run off through filters d, to underground tanks E, whence 
it is pumped to tanks f, in which the mass is treated with sulphuretted hydro- 
gen. Adjoining these tanks, of which there are six, there are also three lead 
retorts, in which sulphuretted hydrogen is produced. In these tanks the 
copper is precipitated and the nickel and cobalt solution is strained through 
filters G, and drains into a second underground tank h. It is then pumped 
into a tank J, and there successively mixed with iron, chalk, chloride of lime, 
€Uid water from tubs placed above the tank, with a view to precipitate, first, 
any copper that may have passed into solution during filtration, and then the 
iron which has taken the place of the copper The charge is first boiled by 
the aid of steam pipes so as to expel the sulphuretted hydrogen. It is then 
run off to a tank l for stock. It is next pumped up into a dividing tank m, 
and heat^ with chloride of lime, the cobalt being precipitated as oxide at a 
temperature of 40^. The solution containing nickel is allowed to run off into 
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another tank o, in which milk of lime is added, and the nickel precipitated 
as hydrated oxide. The liquid is allowed to run off as waste. The oxides 
are pumped into presses, and the water is drained off. The nickel oxide is 
dried on the roof of a muffle, heated and crushed. It is then mixed with 
charcoal and heated in a crucible in a reducing furnace for eight or twelve 
hours. A rough powder is obtained and in this form the metal is sold, or the 
nickel oxide is mixed into a paste with flour and water, which is heated and 
cut into cubes. These cubes are placed in crucibles with charcoal and heated 
to a temperature above the melting power of copper. The nickel oxide ia 
reduced by the charcoal and by the carbonized flour. The metal does not 
melt, but preserves the form of cubes. The cobalt oxide is removed from the 
dividing tanks to stone jars and treated by a process siuiilar to that described 
so as to remove the last trace of nickel. The cobalt is finally sent to the 
market in the form of oxide. "^ 
^d^w'ed^^^ It will be readily understood from the complexity of this process that it 
by coet of must be an expensive one ; hence the high price which fine nickel has main- 
refining tained. But there are various methods of the wet process, some of which are 
process. ^^ recent invention, and possibly the cost of production may be somewhat 
A new wet reduced by them. One of these is soon to be tested at the village of Port 
prooesstobe Oolbome at the bead of the Welland canal, where advantage will be taken of 
tested at Port the supply of natural gas there for fuel. Gypsum supplied from mines in the 
which'gyUuni a^.l^ii^iiig county of Haldimand is to be largely used under this method, and 
will be hope is entertained that the sulphuric acid obtained as a bye-product will 
utilized. y^ry considerably reduce the cost of producing the refined metal. The results 

of this method are awaited with much interest. 
Dry processes. ^ ^o dry processes, including reduction of oxide by carbon in furnaces or 
crucibles and concentration in sulphide or arsenide and subsequent smelting 
in reverberatory or blast furnaces, there does not yet appear to be absolute 
certainty that such methods can be successfully and economically applied to 
the treatment of nickel ores through all stages to the refined metal ; but the 
metallurgy of nickel is so recent a subject of investigation and experiment 
that no one will be so bold as to say that the last word has been spoken 
upon it.* 

Production and Price. 

Growth of th« Seventeen years ago nickel in the United States was worth $2.60 per 

industry and pound. Twelve years ago it had fallen to $1.10, the New Caledonia mines 

themeU?.*^° having been discovered and opened in the interval. At that time the world's 

yearly production of nickel was about 1,000 tons. Last year the price fell in the 

United States to fifty cents per pound, and in Great Britain to 42 cents. 

But the world's production had then increased to 6,000 tons, of which 



3 An Introduction to the Study of Metallur^ pp. 268-7L 

4WhiIe this Rnport is ^oing through the press an interesting correspondence is being 
carried on upon this subject in the Engineering and Mining Journal of New York, between 
Robert JM. Thompson, Pr*»8ident of the Orford Copper Company, and Dr. Stephen H. 
Emmens, President of the Emmens Metal Company. The followina: letter from Mr. 
Thompson i^ printed 'n the Jojrnal of June 17th : " In your issue of June 3rd I note a very 
interesting letter from Professor Emmens headed * Nickel Winning/ in which he says, ' No 
wholly drjr process hitherto employed is capable of separating cobalt, or even (to a thor- 
oughly satisfactory extent) copper, arnenic and manganese from nickel ;' and referring to the 
Canadian pyrrhotite ores, * Tne metal produced by dry methods from such a raw material 
is not fitted for fine uses.' In reply let me say that the following assays were made b^ the 
same chemist for nickel : Wharton's grain nickel, 99.39 per cent. ; .Vlartino's disc nickel 
(finest foreign nickel), 99.06 per cent. : Orford nickel, produced by exclusively dry process 
trom Canadian pyrrhotite ores, 99.23 per cent. As to the quality of th*) Orford nickel, while 
I do not claim it is yet as perfect as we hope it soon will be, yet one of the largest oontnmers 
of nickel in the country writes me : 'In some respects your nickel is superior to anjr we have 
ever used. The metal is very white and remarkably soft and ductile, both of which i>oints 
are of the greatest value.' Knowing Professor Emmens' interest in the metallurgy of nickel, 
I am sure he will be pleased to see what progress has been made in the dry process for 
treating this metal." But notwithstanding this assurance, Dr. Emmens does not appear to 
be wholly satisfied as to the merits of the process. 
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Ontario produced about one-third and New Caledonia two-thirds. Should 
increase continue at the same rate for the next ten or twelve years we shall 
doubtless see great activity in mininjp;, smelting and treating operations in 
this Province, especially should improvement continue to be made in processes, 
and prices fall as a consequence. It will not be surprising if in less than ten 
years prices have fallen to 25, or 20, or even 15 cents per pound, and in that 
event a large increase may be expected to take place in consumption. 
Assuming that no larger or better deposits of the ore are discovered else- 
where, what are the prospects of nickel mining in this Province in the event of 
a growing demand ? The answer to this question may be found possibly in 
the words of the last United States Census Report on Mineral Industries. Proapecte of 
Referring to nickel and cobalt mining in that country in 1889, the writer iS^Ontario.'***^ 
says the great feature of the year was '' the diversion of all attention in nickel 
mining to the nickel-bearing copper ores of the Sudbury region in Canada." 
And he goes on to say : *' The course of development showed conclusively 
thac nickel can be produced there for a less cost than anywhere else in the 
world, so far as the present capacity of the known mines permit of an 
opinion." And referring to the New Caledonia mines farther on the same 
writer says : ^* At present the mines are less influential than those of Canada, The rivAlry of 
for although the ores are fully as rich, labor is not so good, and for imported New Gale- 
laborers the climate is bad. The ores are found in v-shaped pockets in ^^^^^ 
serpentine, which is found over two-thirds of the island. Many of the 
pockets are large, but parrow with the depth. The cost of mining is con- 
siderable, and the transportation facilities to the sea coast are poor. It is 
not probable that the mines can compete successfully with the Canadian."^ 

Whether the working of manganiferous iron ores on that island contain- 
ing cobalt and nickel will or will not change the condition in its favor cannot 
yet be foreseen, but it is hardly probable. Nearness to market, abundance 
of ore, and a supply of competent free labor and facilities for quick transpor- 
tation are advantages which the Sudbury district is likely to continue to 
possess over its New Caledonia rival for all time. 

The Future op Nickel. 

The future of the nickel industry depends on the distinctive utilities of 
the metal, on the quantity and cost at which it can he supplied to consumers, pin^iQ^ out 
and in a less degree on the quality of appearance. Twenty years ago pure valuable 
nickel was not known in the arts ; up to that time it was nothing more than ^"^ °^ ^® 
an alloy with other metals combined with it in the ores, from which at best 
it was only imperfectly separated ; and it was not indeed until after the pure 
metal began to be produced — the first examples of which were shown by 
Joseph Wharton at the Philadelphia Exposition of 1876 — that its most valu- 
able uses began to be found out. Some of these will be mentioned here as 
evidence of the growth of the nickel trade, and as an indication of the lines 
upon which it is likely to develop. 

The experiments conducted four years ago by James Riley of the Glasgow 
Steel Works with alloys of nickel and steel made a profound impression when ^.. , 
the results were published ; and although this may not prove in time to be experiments, 
the most valuable or useful of all the applications of the metal, it is the one 
which at present most strongly arrests attention in America. The explana- 
tion of this fact is found in the tests which, during the last three years, have 
been carried on by the Navy Department of the United States to determine 
the sort of material for armor best suited for the battle ships under orders 
of construction by the Government of that country. Mr. Riley's paper, read 
at the May meeting of the Iron and Steel Institute in 1889, contained no 
more than a speculative suggestion of the application of nickel steel to the 
armor plating of ships, but Secretary Tracy of the United States Navy 

(Report on Mineral Industries in the United States at the eleventh Census, 1890, pp. 269-71. 
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Department regarded the promise held out as '* too great to be ignored by a 

Qovernment requiring 20,000 tons of armor for its new fleet." Accordingly 

Armor plate he began a series of trials to prove the suitability of nickel steel for the pur- 

^^tedStatea P^® ^^ view, and not only so but to settle the question of the best armor 

' plate in relation to the best ordnance — the strongest defence to match the 

most powerful attack. The following extract from the Secretary's report for 

1891 shows the progress of the trials up to the close of that year : 
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ARMOR PLATE TRIALS IN THK UNITED STATES. 

*' The experiments made last year at Annapolis, described in the annual 
report for 1890, consisted of a test of the two principal foreign types of armor, 
the English compound plate and the French all steel plate, and an entirely 
new plate also made in France upon the special order of the department, of 
nickel steel. The result of the trial showed that the compound plate was 
decidedly inferior, and that as between nickel steel and all steel the former 
had distinct and positive advantages, the all steel plate being broken into 
four pieces, while the nickel plate remained absolutely uncracked. 

" A series of tests made during the following spring and summer con6rmed 
the conclusions formed at the Annapolis trial as to the superiority of nickel 
steel, and the department accordingly decided to adopt it, and made arrange- 
ments with the contractors looking to that end. 

''It remained however to give a thorough trial to the first armor of domestic 
manufacture before beginning to place it upon the vessels, and for this purpose 
it was decided to order typical plates which should be made the subject of an 
experimental test. This trial was to ascertain two points : first, whether our 
domestic manufacturers could produce an armor that would stand competition 
with the material manufactured abroad ; and, second, which of the various 
modes of treatment suggested would give the best results. In reference to 
the latter point the questions to be considered were the relative merits of 
rolling and forging in the manufacture, and the effect of a new method of 
treatment, named from its inventor the Harvey process, designed to harden 
the surface of the plate while retaining the toughness of its body. 

" Of the six plates tried three were furnished by the Bethlehem Iron Co., 
and three by Carnegie, Phipps & Co. 

"In these trials, which took place at Indian Head on October 31 and 
November 14, the plates were subjected to tests more severe than had been 
applied at any foreign Government trials. Four shots were fired at each plate 
from a 6-inch gun with an impact velocity of 2,075 feet per second, and an 
energy of 2,988 foot tons, using the Holtzer projectile of 100 pounds. One 
shot was then fired at the centre of each plate from an 8 inch gun, with an 
impact energy of 4,988 foot tons, using Firminy and Carpenter projectiles of 
210 and 250 pounds weight respectively. The plates were placed normal to 
the line of fire. 

" The results of the trial were in the highest degree satisfactory. Each of 
the six plates manufactured in this country was superior to the English com- 
pound plate, while the nickel harveyed plate and the high carbon nickel 
plate were superior to all the foreign plates of the Annapolis trial. They 
may therefore be pronounced in advance of the best armor hitherto manu- 
factured in Europe. 

" Further light was thrown upon the question of the relative merits of all 
steel and nickel steel armor, and any doubt which may have remained upon 
that subject was finally set at rest. Of the three plates made by Bethlehem, 
two were of nickel steel, one treated by the Harvey process, the 
other not, and the third was of all steel, harveyed. Both the nickel plates 
proved to be far superior to the all steel harveyed plate, notwithstanding the 
advantages which it may have derived from the special treatment; and 
both proved superior to the French all steel plate tried at Annapolis. 
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" A third nickel plate, manufactured by Carnegie under the rolling pro- Tracy, 
'cess, also showed a marked superiority over the all steel plate of this year, 
and both it and the corresponding Bethlehem plate manufactured under the jp y f 
hammer showed a capacity of resistance to perforation fully ten per cent JcSled tLd 
greater than that of the French all steel plate. In this respect the results forged plates, 
furnished by the two American plates manufactured by the diflerent processes 
{forging and rolling) proved .to be remarkably uniform, the 6-inch shots that 
were fired at them differing in penetration but an inappreciable amount. 

*'The trial thus definitely establishes the fact that armor of excellent 
•quality may be produced by the rolling process, and that forging by means of 
the hammer, the greatest source hitherto of expense in manufacture, is no Lessons of 
longer to be regarded as an absolute necessity. The importance of this fact * ® *"*^ 
can hardly be over-estimated, for it raises a probability that within a year or 
two the armor -producing capacity of the United States may be quadrupled 
in case of necessity, and that if we had 10,000 tons to let and could give 18 
months from date of contract to commence delivery, the cost of manufacture 
would be reduced from 25 to 33 per cent, while the work hitherto confined 
to two firms would be thrown open to a large number of competitors "^ 

Jn his report for 1892 Secretary Tracy reviews the steps which had been Report of 
taken by his department for the development of armor, and after special refer- ^"^ ^^ ^^^* 
ence to the trials ait Indian Head in October and November, 1891, he goes on 
to say : 

" As a result of this trial improved methods were introduced in the Harvey Tracy, 
process and further tests were ordered of new plates. The first of these tests 
took place July 26, 1892, at Indian Head. The plate used was a 10^-inch 
plate of nickel bteel made by the Bethlehem Iron Company, the plate having 
first been forged to 12^ inches and then haryeyed, and finally reforged to its improved 
former dimensions. In the two previous trials the corner sho's had been fired methods in 
from the 6-inch gun, and the 8inch had been used only upon the centre of pr^ess!^*^ 
the plate. In this trial the 8-inch was used for all of the shots. The result 
was that three of the projectiles were broken up upon the surface of the plate, 
while the two right hand shells penetrated to a depth of 13 inches. It was 
evident that there was a want of uniformity in the hardness of the surface 
and that some special cause must have softened the right hand side of the 
plate. Upon investigation it became apparent that this was due to the pro- Acomparative 
cess of relorging, resulting in a lower temperature and consequently reduced f*»l^'« due to 
carbonization upon this side of the plate. Notwithstanding the penetration forgin((. 
of the two right hand shots, the result by which the plate had remained free 
from cracks after receiving five blows from 8 inch projectiles was an extra- 
ordinary confirmation of the expectations that had been formed as to the 
possibilities of nickel steel treated as described. 

" It remained for a final trial to demonstrate the wisdom of the steps A final trial 
which had been taken and to crown the efiorts of nearly four years with the ^^^1!^}}^^ 
highest degree of success. years with 

"This trial took place at the proving ground of the Bethlehem Iron niKhest 
€ompany, July 30, 1892. The plate was of nickel steel, harveyed, of the ■"^®"®- 
same thickness (10^ inches) as that of the previous trial, but unlike its pre- 
decessor it had been forged to its final thickness before the Harvey process 
was applied. As in the previous trial the 8 inch gun was alone used. Five 
Holtzer forged steel shells, weighing 250 pounds each, with a striking velocity 
of 1,700 feet per second, and each with an energy of 5,000 tons to the square 
foot, were fired at the plate at a distance of 30 yards. 

" Never before these trials had any armor plate in the world been subjected 
to such a test as was represented by these five blows of a total energy of 
25,000-foot tons. 



SReportof the Secretary of the Navy for the year 1891, pp. 11-13. 
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" The result may be told in a word. All five of the projectiles were 
smashed upon the surface of the plate. The plate showed no signs of injury 
further than the opening of a slight temper crack four inches in length from 
one edge, and a ^i^ale less than one inch in thickness on the back of the plate 
opposite each point of impact. The striking ends of the projectiles appear to 
have been splashed on the face of the plate, filling the slight indentation made 
by the blow with new material which became welded to the substance of the 
plate itself and left it as before a flush surface. The remainder of the pro- 
jectiles could only be found in the shape of innumerable scattered fragments. 

" The result above described has never been equalled or even approached 
before by anyarmor plate, American or foreign. It has demonstrated that 
the United States, in the reconstruction of its new navy, which ten years ago 
had no existence even on paper, is enabled to place upon each and all of its 
armored vessel a material the like of which the world up to this time has not 
seen; and that while vast sums have been spent in plating the sides of 
foreign men-of-war with an inferior material, this country will employ for the 
purpose an armor which is not only far more efficient, but which represents 
unquestionably, having reference to the dimensions of plates thus far tested, 
the highest development of modem science, and a development reached by its 
own independent efforts.*'* 

As early in the course of these trials as September, 1.890, the Secretary 
of the Navy was so well convinced of the superiority of the nickel steel plate 
that he asked and obtained from Congress an appropriation of $1,000,000 for 
the purchase of nickel matte. At this time an Apprehension existed in the 
minds of United States authorities that the world might not be able to pro- 
duce enough nickel for their wants, and they feared that prices would take a 
bound upward. They accordingly purchased from the Canadian Copper 
Company 4,536 tons of matte, containing about 900 tons of nickel. *' The 
terms of the contract provided that the material should be delivered on board 
cars at Sudbury, Ontario, for transportation to such points as might be desig- 
nated. Deliveries were to begin within three days from the date of the con- 
tract, and final deliveries were to be made within one month thereafter. Pro- 
vision was made by means of competent assayers for skscertaining the quanti- 
ties of nickel and copper contained in the matte, and that no carload should 
be shipped in which there was less than an average of 15 per cent, of 
nickel."^ The payments to the Canadian Copper Company for matte 
amounted to $321,321.86, while freight cost $31,134.88, duty on the copper 
contents $9,547.40, and refining by the Orford Copper Company (in part 
estimated) $97,582.30, making a total expenditure under the appropriation 
of $459,586.44. "Of the nickel oxide produced by the Orford Company^ 
by whom the refining is done, we are now using 40 per cent, while 60 per 
cent, is sold in Europe. Our material, after the payment of all charges, 
including the price of the matte and of the subsequent reduction, costs us 24 
cents a pound, while that of other consumers costs them at least 38 cents. "^ 
But this is the cost of the oxida The quantity of armor plate required for 
an ordinary war vessel such as the United States is constructing is about 
3,200 tons, and as the contract with the makers calls for only 3^ per cent, of 
nickel in the plate, the quantity of nickel used for one vessel is only about 104 
tons, or say 135 tons of nickel oxide. Obviously therefore there is a modest 
limit to the quantity of nickel required for the manufacture of armor plate 
for the United States Navy, unless the Government of that peaceful republic 
should seek to emulate the naval greatness of all the European powers, which 
is as improbable as that she should follow their exsmple in the creation and 
maintenance of a standing army. 

7Report of the Secretary of the Navy for the year 1S92, pp. 17-19. 
^Secretary's Report for 1892, p. 21. The first contract appears to have been for 5S6 
tons, and the second, under date of June 16, 1891, for 4,000 tons. 
dSecreUry's Report for 1892, p. 21. 
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Nickel Steel for Hbatt Ordnance. 



But there is some likelihood of nickel steel being used in the manufac- ExperimentB 
tare of heavy ordnance as well as for armor plate, and at the present time with nickel 
experiments are being conducted to test its suitability for that purpose. The ^!^t iruiis. 
following extract from a lecture delivered before the Franklin Institute of 
Philadelphia last January by Mr. W. H. Jaques, Ordnance Engineer, will 
show what is being attempted as well as what has been done in this direction : 

** The increasing use of nickel in steel suggests a few words concerning j-Q»Qg 
this element, particularly as it is about to make its debut in a large calibre 
service gun (a thirty-five calibre eight inch b. L. r ), the forgings for which 
have been made by the Bethlehem Iron Oompany. 

" In this connection it is most seriously to be regretted that circumstances 
of a discouraging character should have intervened to prevent Mr. Riley's Ck)nfinnation 
continuing the excellent metallurgical work he so happily and ably com- ^ncltmons. 
menced in connection with the alloys of nickel and steel, particularly since 
the publication of his lecture to the Iron and Steel Institute, May 4, 1889, 
so many of his views have been proved by farther experience and practice. 

" Bethlehem's part in this work is so well known by the practical results 
she has obtained, the ^un forgings and other products supplied, and the 
superior resistance of her armor, that I need make no detailed statement 
here of our accomplishments. Further, they have already been referred to by 
the chiefs of the Bureaus of Steam Engineering and Ordnance in their last 
annual reports. 

** As you will no doubt recall, Riley, Dick and Packer commenced their 
experiments with samples of French crucible nickel steel, containing three 
per cent., five per cent, and twenty-five percent, of nickel ; were subsequently 
assured by personal investigation that the desired products could be obtained 
with certainty, not only in the crucible, but with perfect control in the open 
hearth, and that nearly all the nickel would be found in the steel. Riley, in 
the lecture referred to, described the action of the steel in the mould, its 
appearance, value of scrap, and the care and temperatures required to work 
it. He made a sufficient number of tests to show the marked increase of 
tensile strength and elastic limit produced by certain increments of nickel 
without impairing the elongation or contr£U)tion of area to any noticeable 
extent. He pointed out the effects of a variation of the proportions of carbon 
and manganese with the same percentage of nickel, the point where the incre- 
ment of nickel changed its hardening influence to one of softening ductilizing, 
its neutralizing effect upon carbon, the difficulties of machining, and crowned 
his report by giving due credit to the patentee, French steel makers, his 
assistants and the authorities. 

** Together with other conclusions he said : * 1 am glad to be able to state 
that before the region of extreme difficulty of machining is reached, we have 
qualities of nickel steel available which will be of the utmost value for a 
very large number of purposes.' 

" Comparing ordinary steel with nickel steel, he adds : ' I think there will 
be no hesitation in deciding that there will be a very great advantage gained 
by the use ot the latter — advantage either in reduction of scanding or in 
increased strength and ductility. In the very important matter of corrodi- 
bility, it is with the greatest satisfaction I can state that the steels rich in 
nickel are practicably non-corrodible, and that those poor in nickel are much 
better than other steels in this respect. Some samples of the richer nickel 
steels which have been lying exposed to the atmosphere for several weeks 
will show an untarnished fracture.' 

" These experiments to test the non-corrodible qualities of the various 
percentages of nickel steel, it will be remembered, were made in connection 
with Abel's corrosive liquid and hydrochloric acid water. 
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^ I h^re cited Riley's conclusions to show how accurately they have been 
▼erified by the results since obtained, which give abundant testimony of the 
care and faithfulness with which his experiments were made. 

** Mr. Hall of Sh* ffield claims to have made the first nickel steel gun, 
vliidi instrument is reported to lfa\e burst at the first round, the rupture 
being due to the absence of suitable transverse strength. Whether this was 
doe to the poor steel, poor construction, or the presence of nickel, was not 
stated. 
Kropp^tecim- ** Many other nickel steel guns have been experimented with, but Krupp's 
comparative tests of two three and a half inch field guns, one made of ordin- 
ary Krupp steel and the other of nickel steel, appear to be the first trials of 
much importance that have been given publicity; 

'* Each gun was loaded with shell containing 170 grammes of picric acid, 
the centre of the shell in each case being 300 millimetres from the muzzle. 

** W hen the shells were exploded the crucible steel gun burst into many 
pieces, while the nickel steel gun remained entire, showing an increase of the 
bore of 7.4 millimetres at the site of th ) projectile, but no cracks any where. 

'^ The trial was continued with another shell containing 1 80 grammes of 
picric acid. Its explosion caused an enlargement of 9.50 millimetres and a 
longitudinal crack 80 millimetres long. No particle of metal was detached 
from the gun."^<* 

In connection with the foregoing extract from Lieutenant Jaques' lecture 
the following account from the London Iron of further experiments by Herr 
Krupp are worthy of notice (unless indeed it is only a different account of the 
same experiments) : 

*' A new nickel steel, the secret of the manufacture of which has been 
secured by Herr Krupp of Essen, has been experimented with at Meppen. 
Two 3.4 inch shells, each containing 6 oz. of picric acid were placed, one in a 

lOpresent Development of Heavy Ordnance in the United States, by W. H. Jaques* 
p.p. 25*2/. Lieuteoant Jaques (who has served 21 yearn in the U. S. Navy) is the author 
of a valuable essav on *'The Kstablishment of Steel Gun Factories in the United States," 
imblished in the Proceedings of the United States Naval Institute in 1884 (pp. 527-909). It 
was largely upon his recommendations that the Government of the United States under- 
took to promote the manufacture of armor plate and ordnance at home instead of depending 
for supplies upon European makers, and when the Bethlehem Iron Company six yearn ago 
resolved to undertake the manufacture of guns, shafting and armor plates, the position of 
Ordnance Engineer was offered to Lt. Jacques. The object of the Company was, as stated 
by Mr. Jaques in an article descriptive of the works published in the Proceedings of the 
Naval Institute '* to erect a plant long needed in the United States to make the country 
independent in the possession of the means of supplying the nation with the most powerful 
guuH and of equipping her ships with the most efficient shafting and armor." To this end a 
number of new and large buildings have been erected on the Company's grounds along the 
Lehigd river, which have been furnished with the best of modern machmery, and new build- 
ings are still going up which, when completed, will no doubt make the Bethlehem works the 
largest in America. Upon a vi^it to Bethlehem last October I was shown through the various 
departments by Mr. Jaques, and a note of the armor plate and ordnance branch of the works 
ma^r be fittingly made here. Four Siemens open-hearth furnaces areemployed in the production 
of nickel steel, two of which have a capacity of 40 tons each per day of twelve hours, one of 20 
tons and one of 10 touH. The process of alloying the metals is claimed t>o bd a company secret, 
and to give better results than is obtained elsewhere. During my vinit the 20-ton and one 
of the 40-ton furnaces were tapped and nm into a mould, casting an ingot of 60 tons nickel 
steel. This contained 8^ per cent, nickel, which is the Government requirement for armor 
plate, or a total of very nearly two tons (1.95). For a portion of the time the Siemens fur- 
naces are employed in making all steel, the ingots of which are compressed into cylindrical 
shaoe by hydraulic power. Two of these, still warm from the press, were lying on cars 
reaciy to be taken to the forging shop. They looked like two great saw -logs, being 4 feet 6 
inches in diameter and 15 feet in length. The mgots are forged under powerfiil steam nammers 
into any reouired shape, some for armor plates, some for guns and gun casings, and some for 
shafts, cranlcH, etc. The armor plates are heated in low fufnaces, forged flat, requirincc fre- 
quent reheating before the process is completed, and afterwards shaped by hydraulic power 
and tooled by machinery. After being finished in this way they are fitted together on plat- 
forms so that when sent to the shipyards each piece is ready to be put into the place 
designed for it without further machining or shaping of any kind. The specifications are fur- 
nished by the Navv Department, and hardly any two plates of the same ship or of any two 
ships are alike. Many of the plates weigh 30 tons and upwards. The long guns are heated 
m an upright furnace^ some of the forgings being 25 to 88 feet in length, and weighing 25 to 
45 tons. They are forged under a steam hammer weighing 125 tons. 
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gun of ordinary Krupp steel, and the other in a gun of the new nickel steel, at a 

distance of 12 inches from the muzzle. Upon the shells being exploded, the 

muzzle of the gun of ordinary steel was blown into a number of pieces, but 

the only effect produced upon the nickel steel gun was a local enlargement 

of the bore to the extent of a quarter of an inch. In the next experiment a 

3.7 inch shell, containing 6.3 oz. of picric acid, was burst in a nickel steel gun 

at a point 19.5 inches from the bottom of the bore. The results were an 

enlargement to the extent of one-third of an inch and a fissure of three inches 

in length. Trials of plates of this nickel steel have also been made and are 

stated to have given satisfaction."^^ 

It is not improbable therefore that nickel steel will soon be utilized in the 

making of heavy ordnance as well as armor plate ; and the frequent accidents Material for 

which have recently occurred in the breaking of shafts of the great ocean ^^ °7**hilS« 

liners will doubtless suggest the manufacture of shafts, cranks and indeed all cranks, etc * 

important parts of the machinery of passenger ships as well as battle ships 

of nickel steel. 

Armor Plate in Europe. 

We know much less of the purposes to which nickel steel is applied in 
Europe, for the reason that the Governments of that continent are much more 
secretive in the trials they are carrying on than is the Government of the 
United States. A year ago the British Secretary for the Admiralty informed Experiments 
Parliament that nickel steel had been experimented with largely, that exten- UJ ?5?** 
sive orders had been placed for nickel steel armor forming the secondary 
defence of battle ships now in course of construction, and that several are 
fitted with this kind of armor which has been proved sensibly superior to 
ordinary steel when used in thicknesses of three or four inches. But the 
officials of the British Admiralty have been much slower to acknowledge the 
superiority of nickel steel for armor plate purposes than were their brethren 
in the United States, although the first suggestion of the usefulness of the 
alloy for this purpose was made by James Riley. But the astonishing results 
obtained in the United States last vear at Indian Head and at the Bethlehem 
proving grounds could not any longer be ignored, and on the 1st of November 
a test was made at Portsmouth on board the target vessel Nettle. Up to this a surprising 
date tests in Great Britain had been confined to all steel and compound t^^t on board 
armor plates manufactured by English makers ; but in this instance che vesMlT 
experiment possessed a two-fold novelty, the plate submitted to the ordeal 
being of a nature new to Europe and having been manufactured in accord- 
ance with an American patent. The London Engineer furnished this account 
of the trial : 

**Tho plate was made of high carbon nickel steel harveyized, or harveyed, 
by carbonizing the face and hardening it with jets of water. We may The 
state at once that we are not in a position to report trials of this class from Eogin^r's 
independent observation. The series of trials on board the Nettle are carried the test, 
out by Admiralty officers, and are in all respects trustworthy ; but in the 
interest of makers who in various stages of these trials might submit plates 
of an entirely experimental character, no officer or other official is allowed to 
treat the results as public property. In point of fact they are regarded as 
confidential unless the manufacturers wish to publish them themselves. There 
is we think no reason to find fault with this system. Certainly manufac- 
turers have been thereby encouraged to make experiments which they might 
otherwise shrink from attempting, and although doubtless the efiect must be 
that the public hear only of successful results they hear of them on trust- 
worthy authority, and a very fair idea is obtained of all such work as is 
sufficiently good to be admitted into the service ; and this is what mainly 
concerns the public, and when the photographs officially taken are published 
little is left to be desired as to completeness of information. 

niron, February 24th, 1893. 
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*'The trial in question is an important one. Photographs of the best 
Harvey plates tested in America have been printed by us. We pointed out 
then that the shape taken by the remarkable result achieved was the holding 
together of the plate under the wedging strain of five 8-inch projectile heads, 
which penetrated to a considerable depth. In fact the hard face due to the 
Harvey process caused the projectiles to break, and though the heads had 
impressed energy enough on the plate to penetrate to a considerabje depth the 
plate, as we suggested, probably thanks in a great measure to the nickel in its 
composition, held wonderfully well together. Tresidder's plate, which was 
naturally compared with it, performed a slightly different feat. It broke up 
6-inch piojectiles in its face with very insignificant penetration. Thus the 
projectiles were more completely defeated, but they were much smaller. The 
Tresidder plate, be it observed, was in consequence of the complete defeat of 
the projectiles not submitted to the wedging strain which fell on the Harvey 
plates, and there is no evidence as to how it would have behaved under it. 

** Clearly the link required from Haivey's point of view was to show that 
the plate face was capable of defeating the lighter 6-inch projectiles 'vith as 
little penetration as in the Tresidder plate. This was needed, for the last 
Harvey plate attacked by 6-inch shot had certainly allowed their points in 
two cases to penetrate deeply ; one side of the plate was in fact softer than 
the other. There was an explanation for this, but no explanation is as good 
as a successful performance. The success at Portsmouth therefore is, we ven- 
ture to think, just what we want at the present moment, and we are 
endeavoring to obtain permission to publish the photographs, which as yet we 
have not obtained. 

" A competitive trial at Ochta, near St. Petersburg, is expected to take 
place shortly, when the Harvey, Tresidder, St. Chamond and Schneider plates 
'will be testfd in a strictly comparative way by 6-inch forged steel Holtzer 
projectiles, fired with about 2,000 feet velocity. The Nettle trials consisted 
of an attack of three 6-inch Holtzer and two Palliser chilled iron shot, striking 
at a velocity of about 1,976 feet per second. The Palliser projectiles are 
expected to break up as a matter of course with comparatively slight effect. 
It is only latterly that the Holtzer shot have been similarly defeated. In the 
present instance they have, we understand, broken into small fragments with 
but little penetration. "^2 

Another account was published in Iron, and this paper, after citing 
the statements of the U. S. Secretary of the Navy and the Chief of the 
Bureau of Ordnance on the trials conducted under their direction, went on 

Iron'8 . to say : 

account of «» However much these positive statements might be discounted, it was 

impossible for the British Admiralty, considering the official authority on 
which they were published, to discredit them entirely. It consequently 
determined to submit them to a practical test, and with this object in view 
it entered into negotiations with the agents of the Harvey Steel Company of 
New York. Eventually Messrs. Vickers & Co. of Sheffield were commis- 
sioned by the Government to manufacture a nickel steel plate and to treat it 
according to the Harvey process by which extraordinary hardness is com- 
municated to the surface, together with a proportionate amount of toughness, 
so that the increased brittleness which commonly attends the hardening of 
steel is prevented. This was the plate that was tested on board the Nettle. 
The experiment was in no sense a manufacturer's, but an Admiralty test. 
It is the only trial of a harveyized plate which has yet taken place in 
Europe, for although a similar plate has been manufactured by the same 
makers for the Russian Government, it will not be fired at until next week. 

l2The Engineer, London (England), November 4, 1892. 
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" The trial, which was conducted by Captain Hugo Pearson of the Excel- 
lent, was witnessed by W, H. White, C.B., Director of Naval Construction, 
Admiral Colomb, General Geary, R.A., Captains Jenkins and McKechnie, of 
the Ordnance Committee, Colonel W. W. Barlow, late of Woolwich Arsenal, 
«nd other officials. The Harvey Steel Companjr was represented by Mr. 
Edwin W. Fox and Mr. Joseph H. Dickinson of New York, and the manu- 
facturers by Messrs. Albert and Thomas Vickers. The plate measured 6 feet 
by 8 feet, with a thickness of 10^ inches. Its dimensions were consequently 
the same as those of other sample plates tested on board the Nettle, and 
though the representatives of the steel company expressed a wish that it 
might be attacked by a gun of larger calibre and greater ballistic properties 
than the one usually employed, the test for purposes of comparison was of 
the ordinary character consistent with Admiralty conditions. This con- 
sisted of discharging five rounds at the target from the six-inch breech loader. 
The charge was 48 lb. of b.x.b. powder, the weight of projectile 100 lb., and 
the muzzle velocity 1,975 feet fier second. The rounds were fired in the 
following order: (1) Holtzer steel shell at bottom right-hand comer; (2) 
Holtzer at upper left-hand corner; (3) Palliser shell at upper right-hand 
comer ; (4) Palliser at lower left-hand corner ; (5) Holtzer in the centre. 

" The result of the firing was an astonishing success, and completely veri- ipj^^ result a 
fied the accuracy of the reports received from America with reference to the antonishiog 
merits of the Harvey hardening process. Contrary to ordinary experience the success. 
Palliser projectiles appeared to do as much execution as the French shells, for 
although they splashed upon the plate on impact they made indents of about 
1^ inch in depth. The Holtzers on the other hand appeared to weld their 
points into the target before bursting into a thousand incandescent fragments. 
Every one was completely pulverized. The most remarkable feature of the 
trial however was the fact that the plate withstood its punishment so well 
that not a single crack was produced — a quite unprecedented circumstance in 
armourplate experiments. Further trials with thinner plates are to be pros- 
ecuted at Portsmouth, and should these prove correspondingly invulnerable 
many of our obsolete armorclads might easily' be brought up to date by 
superseding their thin iron protection by the new armor of equal thickness 
and weight, but of greatly superior impenetrability."^^ 

It is not known what decision if any has been reached by the British 
Admiralty authorities with respect to future construction, following this 
trial of armor plate on the Nettle, but it is not likely that the value of the 
lesson will be wholly lost. The Engineer in commenting upon the First Lord 
of the Admiralty's memorandum on the naval estimates for 1893-4 says : 
*' Doubtless advantage will be taken of the increased resisting power to pene- Possible 
tration afforded by the harveyized nickel steel plates ; and, as a diminished a^ootion of 
thickness of armor can now be carried, it will probably be distributed over iz^ piJJe^v 
a greater area. We have slowly but surely been emancipating ourselves Great Britain, 
from that curious predilection for a small patch of enormously thick armor, 
of which the Inflexible was the earliest example. ^^ 

It is not likely that a pre-eminently naval power like Great Britain, which 
is now expending over $70,000,000 a year to maintain a navy adequate to 
her requirements, and building battle ships at a cost of $3,000,000 to $4,000,000 
each for those of the first rank, will long be content to use any other than 
the best of material. Nickel steel plate will cost more than all steel plate, ^i^ 
perhaps much more ; but it will in part make up the extra cost in greater nickel steel 
, plate. 

i3Iroo, London (England), November 4, 1892. 
HEngiueer, March 10th, 1893, ]). 211. 
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lightness and increased efficiency, and in the construction of battle ships effi- 
ciency is the point of first consideration. Referring to the cost of nickel steel 
armor plate to the United States GovernmeRt the Engineering News of New 
York says : 

*' Prices obtained for armor plates by the Oarnegie and Bethlehem steel 
companies, who are the only manufacturers in the country, may well excite the 
envy of steel-makers who hunt for customers for best structural steel at prices 
under $40 per ton. Bids were opened on February 5th at the Navy Depart- 
ment for about 7,000 tons of nickel steel armor plate. The prices bid by the 
two firms ranged from $520 to $885 per ton for the different sizes and kinds 
of plate specified. About $56 per ton extra is asked for treating the plates 
by the Harvey process. Making a very liberal estimate for the cost of manu- 
facture, it looks as if the profits on this order alone ought to go a long way 
toward repaying both the companies for their original expenditure on their 
armor-making plant. It is of interest to notice also that at an average price 
of $600 per ton the armor for the new line battle ship Massachusetts will 
cost about $1,225,000. The total cost of the vessel was estimated at$3,020,000.'' 

The total quantity of armor plate required in the construction of this ship 
is 2,042 tons,the nickel contents of which would be at 3^ per cent, (if gross 
tons are meant) not quite 150,000 pounds. Assuming the price to be 
50 cents per pound, the cost of nickel contents in the plate will not exceed 
$75,000 (or $46,750 at the cost of nickel oxide). Unless then the cost of 
making nickel steel is vastly greater than of other alloys the question of cost 
of nickel steel plate will not long stand in the way of its adoption by Govern- 
ments which are persuaded of its superiority. Nor is it likely that the 
Carnegie and Bethlehem works will long continue to enjoy a monopoly of 
supplying this plate to the Government at $600 per ton. 

The tests conducted by the Russian officials at Ochta were made upon one 
French and two English steel plates and a Vickers-hai vej ed nickel steel 
plate, and in commenting upon this trial the London Engineer reports the 
latter " to have altogtither beaten its competitors."^^ 

With all this evidence to demonstrate the value of nickel as an alloy with 
steel in the construction of war ships, the chances would appear strongly to 
favor its being so used by the navy building powers. Yet the demand for the 
metal would not be enormously increased if all the navies were to be recon- 
structed with nickel steel for armor plate ; it would not be necessary perhapa 
to more than double the present production. 

Other Uses por Nickel. 

Whence then is an increased demand for nickel likely to arise ? What 
other purposes give greater promise of consumption than the making of armor 
plate and ordnance 1 A few of these may be indicated. 

As an alloy oi steel the greatest use of nickel may be found in the making 
of boilers, engines and locomotives and structural material generally, where 
it is of vast importance to combine lightness and strength. In a large 
Atlantic liner for instance the plates of the boilers are one and a half inches 
mot"*°^^^^° thick, and enormous force is required to bend and rivet them, in which opera- 
tion the plate is likely to be weakened by fracture, the lines of which are not 
always visible. If made of nickel steel alloy the plate would require to be 
little more than half the thickness, and while the boiler would be more 
easily and securely made, it would be but one half the weight — a very import- 
ant item where there are twelve or thirteen huge boilers in the hold of one 



TeAts in 
Russia. 



Effect of a 
general adop- 
tion of nickel 
steel armor 
plate on the 
production of 
nickel. 



Material for 
boilers, en- 



isrhe Engineer, March 24, 1893, p. 25C. 



145 



ship. Its strength would be as great, and it would be less liable to corrode. 
it woald cost -a little more, but its life would be lengthened. ^^ 

In the making of parts of locomotives and steam engines, as well as in the 
manufacture of cranks and shaftini!;, nickel steel has aho decided advantages 
over all steel. A locomotive is worth perhaps $100 per ton, and where the 
cost is so largely made up of the wagf*s for labor as it is in the case of a loco- 
motive a small addition to the cost of raw material is of little consequ mce. 
Many parts of locomotives, such as axles, of which everybody is so much 
afraid, tires, framework, etc., could be made of not much more than half the 
present weight and just as strong. 

There is a considerable quantity of nickel being used now in Great Britain q • . ^ 

and the continental countries, but the trade is carried on quietly, and perhaps the metal for 
the only persons who could give information about it besides the manufac- varioua pur- 
turers are the refiners, who generally know for what purposes their custom- V^^^ 
ers are using the metal. It is quite possible that locomotive tires are being 
made out of nickel steel in Germany, and doubtless a big trade will be done 
in that line. It seems likely that these German nickel steel tires are dis- 
placing the tires of English make, but if so it will not be long before Eng- 
lishmen use the same material. 

The British Government has been using a large amount of nickel in one British Gov- 
way and another, but chiefly in making experiments. A firm in Glasgow got ernment pur- 
an order eighteen months ago wh^ch took up 20 tons of nickel, and this pel^mentaf'^ 
would have been regarded as an unprecedented order ten yeirs ago. But the objects. 
Brili&h Government is conservative of new methods, and its officials must be 
well persuaded before advising a change from good to better. 

Twelve years ago, when the production of nickel was 1,000 tons and the Chief uses of 
selling price about $1.20 per pound, the chief if not only uses of the metal tweWe years 
were for German silver, body for electroplating and for coinage. Its present ago. 
uses include these, with the difference that coins are now being made of pure 
nickel instead of nickel alloy as formerly. Th"" Austrian Government 
intends to adopt it for this purpose, and it is rumored that they have given 
the French nickel company an order for about 3,000,000 p)und3. It is only xhe French 
a rumor, but those .who profess to know say that the company has received nickel com- 
the order, and that it is probably for a larger quantity, spread over five or six P*Py * enter- 
years. Twelve years ago this French company refined 300 tons a year ; to- 
day it is refining about 4,000 tons, having got the bulk of the expansion. It 
has gooe on steadily improving its processes, and a great factor in cheapening 
operatic ns has been the increase of production. But of course many blunders 

16Mr. Ian Cameron, manager of the Dominion Mineral Company'n works at Smlbury, 
informs me that it was through smelting New Caledonia ore, which is free fn^m sulphur, 
that the tirdt nickel steel wat* made. ** Gamier had a high furnace Rimilar to an iron blase 
furnace, and he put his nickel ore thrciigh that furnace and smelted it as if it was ir<»n ore. 
Every particle practically of the iron and nickel in the ore was got out— though there was a 
pretty heavy Iobh of nickel and iron in tlie slag— and the result waM a very good ferro-niokel, 
which led to the making of nickel 8te*>l by Air. Mar beau, tlien one of the Directors of Le 
Nickel, who started the Ferro-nickel Company in France, at or near the German frontier. 
This company induced the Steel Company of Scotland to experiment with nickel stfel, and 
Mr. Kiley, the manager, told me that if it had not been for his company stopping him they 
would now be making all the boiler plate in Scotland of nickel bteel. But the trade got 
briak, and the c >nipany had enough to do without experimenting." • 

In a recent communication Ivlon^. Jules Garnier, tti^ French metallurgist who has been 
prominently cmnected with the development of the nickel industry, ^ives the results of a /^ 
number of tents made in September, 1892, at the Cleveland KoUin^ Mill Company's works,.^ 
to determine the re lative quality of steel with and without the addition of nickel. The two 
steelM differed only in th*' amount of nickel added to one of them, the quantity being about 8 
per cent. The method of manufacture and the charges of both heats were absolutely 
identical. The ingots for both heats were rolled into boiler plates under ordinary conditions. 
The tests show the following general results : (1) Nickel steel has on an average a higher 
limit of elasticity of 11,400 lb. per square inch, or nearly 3L per cent. {2) Nickel bteel has an 
nltitnate tensile strength greater by 10, fOO lb. per t>quare inch, or an iucreane of about 20 per 
cent. (3) The ductility is not reduced by the presence of nickel. The nickel used was made 
from Sudbury ores at the Brooklyn Nickel Works, near Cleveland, a refinery built according 
^ the plans of Mons. Garnier. 

10 (M.) 
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have been made. That is inevitable in dealing with any new enterprise of 
this kind, the details of which must be mastered experimentallj. The pro- 
ducer of pig iron, copper, gold or any other of the staple metals, can usually sell 
his metal as fast as it is produced to some person or oth<)r. If the price is 
made a little less than market rates, some one will take it ; but the man who 
produces refined nickel must hunt up his own customers, and they are few in 
number. The demand toiay is not so great as the supply, bat so sodu as the 
metal is produced at 35 or 36 cents per pound instead of 42 the consumption 
may be expected to grow rapidly. And no doubt it is possible to sell nickel 
at these prices if the requirements of the market would justify operations on 
a larger scile than appears to be prudent to enter upoa no^. A thoroughly 
practical mau says : ** I can lay my hand on a mine tomorrow that would show 
a splendid result at these figures, but it is not every mine that can do so."'^ 

Several years ago Mr. Wharton of Philadelphia, as already mentioned, 
began the plating of material by rolling refined nickel into thin plates and 
then pressing or welding it on both sides of a sheet of iron or steel ; but he 
does not appear to have developed this application of the metal into a regular 
business. The process gives a very good article, but it is a little troublesome. 
A slab of nickel and a slab of steel may be rolled together so as to show a 
steel face upon one side and a face of nickel upon the other ; or nickel may be 
rolled upon both sides of the steel, and when planished it presents a very 
attractive appearance. But results almost equally good as regards appearance 
may be obtained by dipping or electroplating, and the rolling process has not 
therefore come into general use. 

At the present time the most promising uses of nickel are for the manu- 
facture of body for electroplating, and the making of white metal alloy 
which does not require electroplating. If 25 or 28 per cent, of nickel is 
added to a white metal alloy the material is nearly as good as silver plate, 
and it can be kept clean with infinitely less trouble, besides being of uniform 
color and quality throughout the whole of its substance. A cheap electro- 
plated article will cost as much as or more than a solid white metal one, and 
after the coating has worn it is an unsightly thing of patchy yellow. Door 
fittings if made of white metal would cost perhaps 10 per cent, more than 
brass ; but they would always be bright and clean, and easiiy kept so. A gas 
bracket weighing 10 pounds, if made of white metal instead of brass, would 
consist of 2} pounds of nickel and 7^ pounds of brass, the former costing 

l7The New York Engineering and Mining Journal of May 13th, 1893, says : ** One 
thing definite may be said, we think, about nickel. The decline in its price which has taken 
place during the fast two yearK will be maintained, and in all likelihood it will go stiU lower. 
There has l^n recently an industrial revolution in this metal equal in importance to that 
which followed the opening of the mines in New Caledonia. The discovery of the Sudbury 
depottits, and the Orford process by which nickel-copper matte can be cheaply and success- 
fully treated, have made Ajnerica independent of the world for its supply of nickel, and it now 
threatens the European markets, the cost of production having been brought below that of 
the metal of New Caledonia. European metallurgists have not bc^n standmg still however. 




The Engineer 3f London, Eng., of .January 6th, 1893, also says : ** The remarkable dis- 
covery of the volatility of nickel in carbonic oxide, due to Mr. Ludwig Mond, is according to 
a statement of the discoverer to be utilized upon a commercial scale, but it is not known 
whether the works have as yet been started. The older processes of obtaining the nickel 
have been improved by the adoption of continuous reduction furnaces, instead of omcibles, 
and in other details without much alteration of principle, and particular attention has been 
paid to the production of ferriferous metal for steel makers by Mr. J. Gamier and others ; 
the modern practice of nickel s'nelting so far as it can be made public having been treated in 
considerable detail by M. Levat. In conseouence of the large supplies coming from Canada 
and New Caledonia, the price of the metal has continually declined in spite of the new 
demand in Europe for military purposes, about 500 tons per annum being now required for 
the bullet casings in the new small arms ammunition. The alloy, one of nickel to four of 
copper, used for this purpose seems to possess many valuable properties, and it hai been sug- 
gested as a substitute for copper in locomotive fire-box plates. ' 
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$1.05 and the latter 75 cents, or $1.80 in all. There is perhaps $10 worth 
of labor on it ; so that the increased cost through putting 25 per cent, of 
nickel into it would be only a fraction of the total cost, while a handsomer 
article and one more easily kept clean would be the result. Hotel bath and 
lavatory fittings, etc., are now being made of white metal, and one manufac- 
turer in the' old country is said to turn out $1,000,000 worth in a year. 
*' There is a large trade growing up." a gentleman engaged in the production 
of nickel informs me, " in the displacing of brass for lamps, chandeliers, 
electroliers, door and railway carriage fittings, etc. White metal for these 
purposes is largely taking the place of brass. It is dearer, but it is ever so 
much brighter, prettier and easier to keep clean ; it tarnishes very little and 
a light rub will restore its planished appearance, whereas brass requires con- 
tinuous labor to keep it bright. I have seen a butcher's shop in the old 
country the walls of which were wholly lined with white tiles, and all the fit- 
tings, brackets, hooks and nails were of white metal. The effect as seen by gas 
light from the street was very fine, and it really enabled the butcher to add a 
little to the price of his beef. The white metal trade is the one we prefer." 

Another use found for the metal in Europe is in the making of bullet BuHet casinn 
casings for small arms ammunition. For this object an alloy of one part of i^ickel- 
nickel and four parts copper has been adopted, and factories producing ammu- c<>PPer- 
nition for military small arms are requiring now 500 tons of nickel annually 
in the manufacture of bullet casings alone. 

No little misapprehension however prevails as to the demand for nickel. Misappr*- 
There are some who declare that there is no limit to the quantity which the hension re- 
markets are capable of absorbing, and that some cause of policy, or want of ^gj^ *J^ f^^ 
capital, or lack of enterprise is blocking the wheels of progress in the Sudbury nickel, 
mining district. If Sudbury was in the United States, we are sometimes 
told, the woods would be alive with prospectors, raining camps and smelting 
works ; millions of capital would be invested there, millions of tons of ore 
would be raised and treated annually, refining works would be established, 
and Sudbury would supply the world with the pure metal. Such is the 
language of dreamers, and men who Have mining locations to sell. Bat men 
who know the trade do not speak in that way ; neither do men who have a 
knowledge of how industries grow. On this subject I have obtained a short 
statement from Mr. Ian Oameron, manager of the Dominion Mineral Com- 
pany's works, and a man of large experience in nickel : 

*' The break in price which took place eight or nine years ago, when nickel RedponuTe* 
fell from 2s. 6d. per pound to 2s ," Mr. Oameron says, "led to such an "^o^a of oon- 
increase in the demand that we could not supply it. When I built the old droirin^pnNDer 
smelting works for the French company at Kirkintilloch in Scotland I com- 
pleted one furnace and was then instructed to put up other two. I actually 
erected ^ve, and with twelve the company could not until the slackness of a few 
months ago overtake the work. The furnaces are small, and together they run 
about 4,500 tons per month. The ore is peculiar ; it contains about 8 per cent. 
of nickel and does not lend itself to treatment in large quantity. It it could 
be as easily fluxed as the Sudbury ore the furnaces could run through an enor 
mous quantity. I think the supply of nickel is greater than the demand, and The present 
that this is the resuson there is no greater expansion of the industry in this Ju^^^S.*'^**' 
country or in New Oaledonia. The demand is not by any means unlimited ; mand. 
we have got to make cur trade as we go along." 

Of course if there was an active and fast growing demand for nickel, miners 
and meuillurgists would be found ready to supply it ; and owing to the posi- 
tion of the mines in this Province and the great extent of the deposits capi- 
talists would easily he persuaded to invest money for mining and treating the 
ore if there was a sure prospect for unlimited sale of the product and of large 
profits being realized. There is no hindrance to investment in Ontario, and 
in the matter of large workable bodies of nickel ore this Province as far as 
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ye^' known possesses a monopoly of it on this continent. There are draw- 
backs, but they are not insurmountable. As regards two or three of these I 
quote again from Mr. Cameron : 

" The supply of nickel in the Sudbury district is unlimited, and there are 
a great many properties which have not been opened up. The New Caledo- 
nia ore, some of which occurs as a silicate and some as an oxide, averages as 
taken out of the mines from 5 to 6 per cent, of the nickel. I have got ore 
from there testing 25, 35 and 40 per cent, of nickel. This ore cannot be 
washed ; it can only be cobbed or picked. The native laborers are set to cob 
it ; they are good enough for that, and men, women and children may be 
employed at this work at a very low rate of wages. One trouble in this 
country is the dearness of labor, which costs as much as fifty per cent, of our 
whole expenditure. The duties upon stuff we buy also run up to a high per- 
centage ; for example, the duty on coke amounts to 8 or 10 cents per ton of 
ore. The net value of 3^ per cent, ore after paying all costs at present selling 
price cannot be more than $1 per ton, the royalty on which at 3 per cent, 
would be three cents per ton. The duty on coke therefore is three times as 
much as all that would be paid to the Government for royalty." 

As regards refining, Mr. Cameron says : 

" I do not know that it would be a very great advantage to have the 
refining of nickel done in this country. According to present practices acids 
are required, and these cannot be bought as cheaply here as '^n the other side 
of the Atlantic, and there are other things that we would have to import 
Another disadvantage is that freight charges on refined nickel going to Europe 
would be greater than on matte. The rate on 100 tons of matte containing 
50 per crnt. of nickel would be $6 or f 7 per ton ; but owing to risk of car- 
riage 50 tons of refined nickel would not be carried at $12 per ton. I do not 
think there is much hope of refining nickel in this country until the consump- 
tion here has greatly increased, or until chemicals and other necessaries in 
refining can be bought as cheaply as in England or France, or until a suc- 
cessful dry process has been introduced. We could not refine here according 
to present practices and under existing conditions and hop? to sell the nickel 
in Europe, as there is a heavy duty on the fine metal in France and Germany 
as well as in the United States. There iti of course none in Great Britain." 
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In the present state of the nickel industry there is no well-founded cause 
for discouragement, except perhaps in the minds of extreme optimists with 
locations of unknown value on their hands to sell. Remembering that it is 
a comparatively new metal, and that until a few years ago its ore was scarce 
and hard to treat, the rank to which it has already attained is calculated to 
excite a feeling of wonder. The progress of operations in this Province in 
view of every circumstance, and especially of the fact that the lars:est refining 
concern in the world is also chief owner of the only mining properties which can 
compare in richness and extent with those of Ontario, has certainly been as 
active as the state of the market for the metal would seem to justify. Mia 
ing and smelting the ores had their beginning here less than seven years aso, 
yet measured by the number of men employed, the amount of wages paid for 
labor and the value of product last year there are only six iron working 
industries of the Province, as shown by the census of 1881, which exceed this 
one ; and among those are such old and stable industries as agricultural 
implements, blacksmithing, and foundry and machine shops. Of iron mines 
there is not one that is worked, although we have iron ores in great abun- 
dance; neither is there one blast furnace to smelt iron ore, although we con- 
sume in the Province upwards of 300,000 tons of pig iron every year. All 
the indicntions point to a steady increase in the consumption of nickel ; and 
the number and variety of new and valuable uses which are being found for 
it give assurance that the industry is firmly rooted and will grow. 



VIII. 

THE METALLURGY OF NICKFL.' 

By Mods. David Levat. 

Nickel is found in New Oaledonia in a single mineral, Garnierite or 
Noameite, a hydrated silicate of nickel and magnesium, of a bright apple- Garnierite, 
green color when pure, which is deposited in concretionary masses or cratings, thenickel ore 
in the fissures of a serpentine rock. This silicate ie not a product of second- Oaledonia. 
ary decomposition, no traces of sulphides or arsenides of the metal having 
been found even in the deepest workings, and the mode of occurrence indicates 
clearly that the mineral has been deposited by water in the form in which it 
is now found. In a collection of specimens brought to Paris by Mens. 
Peletard, an engineer who has lately published a geological map of the island, 
impressions of insects have been found which are referred to living forms. The 
distribution of the mineral through the serpentine matrix is not >in arbitrary 
one, it being always found at or near the contact of the rock with the red 
days, filling basins or cavities in the rock, but never in the clay itself. These 
masses of clay are products of the decomposition of the serpentine, and con- 
tain all its constituents, in addition to manganese, cobalt and chromium. 
The thermal springs that have given rise to these clays follow lines of fissure 
having a general northeast and southwest direction. These clay deposits, 
which are often covered by considerable deposits of oolitic brown iron ore, 
contain irregularly stratified masses of cobaltic manganese ore, with 2.5 to 
3.0 per cent, of cobalt and chromic iron ore, a granular or so-called alluvial 
form, which latter mineral is also found in veins in the solid serpentine. 

The nickel ore, which is newer in origin than those of manganese and 
cobalt, is found as a vein matter in hollows resulting from the shrinking of pcourrenoe 
the red clay from the sides of the rock-funnel enclosing it. These veins vary »nd mining of 
very much in size, the maximum breadth being about eight metres; but in ^^^' 
some cases the whole of the rock is filled with small veins of mineral, so that 
it may be worked as a whole up to a thickness of 250 feet Only the larger 
veins in the hard rock can be worked by systematic mining, as the walls are 
▼ery irregular and may easily be lost in driving levels ; by far the larger 
namber of the workings are in open cast, at altitudes varying from 300 to 600 
metres above the sea level, where it is easier to follow the richer developments, 
and with a comparatively small preliminary outlay to make provision for 
some years of quarry working in the same locality. The preliminary working 
is mainly in the direction of removing the red clay, which cm only be imper- 
fectly separated from the ore by washing ; and the iron ore it contains, if left 
behind, impoverishes the yield of nickel, besides being objectionable in the 
amelting by reason of its adding alumina to the charge, which is sufficiently 
refractory from silica. These works are often a source of considerable expense 
on account of the falls caused by the heavy spring and autumn rains and the 
difficulty of obtaining sufficient labor. 

As regards the latter point, apart from free white men, who are mainly 
employed as artisans or sub-managers, at the Australian rate of wages of 1 2s. ^j^^ 
to IBs. per day, four different sources of labor are employed, namely, assigned employed at 
convicts, those on restricted leave, natives and New Hebrideans of the Kanaka the mmea. 
race, and Chinese, Annamites and Tonkinese. The first two classes are very 

^This is an extract from a long general memoir on the production and uses of nickel and 
its alloys, which appeared in the Anaales des Mines, Paris, 1892, published by authority of 
the Minister of Public Works. M. Levat is a civil and mining engineer, and was formerly 
director-general of the Soci^t^ le Nickel. 
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unsatisfactory, and the Kanakas, although of value for transport and lighter- 
age service, are unfit for mining purposes, being unable to stand exposure to 
the mountain air, and as a rule the tribes object to working about their own 
homes, so that the work is principally done by immigrants from the New 
Hebrides ; while the labor in the coffee plantations of the latter islands is 
largely furnished by New Caledonians. The Chinese are valuable workmen, 
but the supply from China proper, owing to political and diplomatic oompli- 
cations, has of late years been completely stoppf d ; but latterly natives under 
contract have been brought from Tonquin, an<) the result appears to be satis- 
factory, their work, costing about 28. 9d. per day, being better than that of 
convicts at nearly double the price. 

The mineral is carefully sorted by hand at the quarries and divided into 
rich and poor qualities, the former containing 8 per cent, and above of nickel, 
and the latter all below that limit. As the hill-side workings are entirely 
without water, dressing operations can only be carried on in the lower ground. 
These are confined to simply cashing away the red clay, and even this pre- 
paration cannot be carried too far without risking considerable loss (up to 3 
or 4 per cent.) in the mud washed away. Hence the necer-sity of carefully 
clearing away the waste before working the mineral. The quarry waste, 
containing 3 to 4 per cent, of nickel, is not utilized. 

The conveyance of the mineral from the mines to the coast is done prin- 
cipally by ropeways, which are mostly of the simplest construction. When 
the produce is not more than 7 or 8 tons daily, the selected ore is pla cedin 
sacks holding from 100 lb. to 120 lb. attached to a hardwood carrier, which 
is placed on the rope and allowed to slide down, for which purpose a slope of 
at least 18 degrees is necessary, the empty sacks being carried back by hand 
or mules, together with the carriers, which make 15 or 20 journeys before 
they are worn out. The spans of the rope range from 500 metres to 600 
metres, and in some instances 800 metres. From the lower stations the 
carriage to the shore is effected in carts or by railway, but these distances are 
never very considerable, as only the mines within a zone of a few miles from 
the coast are actually worked. The embarkation is done in lighters carrying 
12 tons to 15 tons each, the cargoes being sent direct to Europe, or by tran- 
shipment at Noumea and Sydney. During the wool-shipping season steamers 
and sailing vessels carry ore and regulus at nominal freights as ballast. The 
direct shipment in large sailing vessels is less feasible, owing to the 
numerous accidents that have happened in navigating the reefs forming the 
coast, and the harbor of Noumea being the only one lighted, the other ports can 
only be approached in daylight and with a fair wind. 

Mining operations are conducted either by companies with sufficient capital 
to provide complete means of transportation, or by single miners who work 
on their own account on exposures which offer facilities for immediate labor 
and who deliver the ore on specified conditions. The price at which the ores 
are sold on the spot naturally varies with the market value of nickel and with 
their contents, rising rapidly as the latter increases, being better able the 
richer it is to bear the many charges which the ore must sustain before 
being smelted and refined. Advances in provisions and goods are generally 
made to isolated miners or small associations of miners, and also even advances 
of money, which they reimburse by dolivery of the ore, so that any active miner 
in New Caledonia may work with success, even without capital. 

The acquisition of mining property is easy and open to aU, thanks to the 
special mining regulations established in the colony by decree of the governor 
dated 13th September, 1873. They follow principally the mining laws of 
Australia, which give an absolute right to obtain any lodes discovered, but 
have been modified by the decree of 22nd July, 1883, which has remodelled 
entirely the mining legislation of the colony and constitutes the unique law 
at present in force. 
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Treatment or Garnibritb. 

The treatment of the mineral has undergone several modifications before 
arriving at the present practice. The original plan of Mons. Gamier was to 
treat it like iron ore by running it into pig metal, which was afterwards to be 
refined in a reverberatory furnace to ferro-nickel. For this purpose two blast « . , 
furnaces were built at Noumea, and a refinery with two Siemens furnaces at early method « 
Septemes, near Marseilles. Only the first part of the process ga%e sati8fa2- 
tory results, nickel-iron pig metal having been obtained from the richer lumps, 
ores averaging 9 to 10 per cent, of nickel of the following composition : 
Nickel, 65 to 68 ; iron, 29.5 to 23.0 ; sulphur, 1.5 to 2.5 ; silica and carbon, 
3.5 to 5.0 ; and other matters 1.5 to 2.5 per cent. But it was found to be 
impossible to refine this in the reverberatory furnace owing to the presence of 
sulphur, which has an extremely high affinity for nickel. It was therefore 
necessary to revert to the old method of concentrating the metal as sulphide 
by the addition of pyrites or sulphur. The average composition of the ore 
available for smelting was : Silica, 45 to 50 ; iron, 16 to 14 ; nickel, 8 to 7 ; 
magnesia, 12 tolO ; alumina, 3 to 5 ; water and oxygen, 16 to 14 per cent. 
This requires from 25 per cent, to 30 per cent, of bases (oxide of iron or lime- 
stone), besides a sulphurizing material. As neither gypsum nor pyrites, free 
from arsenic and copper, were available for the latter purpose, the charge for 
the blast furnace was made up as follows : ore, 1000 ; coral, 300 ; sulphur, 
35 ; small coal or coke 75 kilogrammes. The greater part of the sulphur passed 
into the ret^ulus, and a fluid slag was obtained with 48 per cent, of ^'^l. 
silica, 12 to 13 per cent, of iron, and not more than 0.40 to 0.45 per cent, of abandoned 
nickel ; but the local smelting was given up owing to the difficulties in pro- and the ore 
caring coke, and now the ores are for the most part smelted in England, alkali ^^^Pf^J^ 
waste being used as flux. 

The consumption of coke is about 20 per cent, of the weight of the charge, 
or about 30 per cent, of that of the ore treated. Small sized water-jacket 
cupolas, smelting from 25 to 30 tons in twenty-four hours, are used. The 
product contains nickel 50 to 55, iron 25 to 30, and sulphur 16 to 18 percent.. Furnace 
the latter being necessary to make the regulus sufficiently brittle to be easily JJ^^^™®**** 
powdered. The subsequent concentration may be done either in the rever- gubsequent 
beratory furnace or the Bessemer converter. In the former two calcinations, concentration 
followed by fusion with quartz sand, are necessary for the removal of the iron. ^^ ^Jf* 
The furnace treats two tons in 24 hours, with the consumption of an equal sulphur. 
weight of coal. The operation, which lasts eight hours, is controlled by 
sampling during the progress, and is stopped when the iron has completely 
disappeared in order to prevent loss ot nickel in the slags, which however are 
not thrown away, but are returned to the ore-furnace, as they form an excellent 
flux, besides containing 2^ per cent, of nickel. By the first concentration 
the iron is reduced to 2.5 to 3 per cent., and by the second to 5 to 75 per 
cent, the sulphur being kept to 16 per cent, at least. In the Bessemer con- 
verter the concentration is more rapidly done ; a charge of one ton of regulus 
melted in a cupola is introduced into the converter and blown with air at a 
pressure of about forty centimetres of mercury. The temperature rises from 
the combustion of the sulphur, and sand is sidded to flux the iron. If the 
proportion of the latter metal does not exceed 36 per cent, it may be completely 
removed in about one hour and twf^nty minutes, but with a larger quantity 
the bath should be skimmed after blowing for twenty-five minutes and fresh 
flux added, as the fining will be imperfectly done if too large a quantity of 
slag is retained in the converter. When the slags begin to show sig^as of 
containing nickel-oxide the refined metal is poured into moulds. Arsenic, 
antimony and silver are removed either in the slags or by the blast ; cobalt 
remains with the nickel-sulphide. The converter slags are much rich<»r than 
those of the reverberatory furnace, containing from 14 to 15 per cent, of 
nickel, mostly as shots of diffused regulus, which may in part be collected by 



152 



Befininir the 
reguloB. 



running the slag into conical pots and separating the cake of metal at the 
bottom. The whole of it must in any case be returned to the ore furnace. 
Attempts have b^n made to continue the blowing up to the complete removal 
of the sulphur to produce a material that wouid only require a final reducing 
treatment to obtain pure nickel. This has however been found to be impos- 
sible, owing to the high affinity of nickel for sulphur, the heat developed in 
such an after blow being less than sufficient to counteract t>he cooling effect of 
the air, and as the product when free from copper has a high melting-point, 
approximating to that of iron, it sets very rapidly, and blocks up the tuyeres. 
The refined regulus, whether obtained from the reverberatory furnace or 
the converter, consists essentially of nickel-sulphide (or nickel and copper 
sulphides, if obtained from pyritic ore like that of Canada), with not more 
than 0.50 per cent, of iron and the same prof>ortion of other foreign matters. 
It is crushed to pass a 65-mesh sieve, and charged in quantities of 600 kilo- 
grammes upon the bed of a reverberatory calciner 10 metres long and 2 50 
metres broad, with four working doors on one side, forming a layer about 
two inches thick, which is constantly rabbled and moved gradually from the 
flue of the fire-bridge end. The operation lasts eight hours with pure nickel- 
sulphide, and only six when the regulus contains copper. The consumption 
of coal is 2,000 kilogrammes for 2,400 kilogrammes of material roasted. The 
temperature is kept to a dull redness, except towards the end, when the fur- 
nace is raised to a bright red heat. The finished product, which should not 
contain more than 1 per cent, of sulphur, is ground to pass a sieve of 120 
mesh, and subjected to dead roasting in a furnace of the same breadth as the 
preceding one, but with a shorter bed. The charge is 500 kilogrammes 
renewed every six hours, and the temperature is kept at bright redness ; three 
tons of coal are burnt in 24 hours. The product is nickel oxide, or nickel and 
copper oxides, and should not contain more than 0.40 per cent, of sulphur. 
The reduction of the oxide is effected by i uixing it to a paste with flour or 
other organic matters, dividing into small pieces when dried, and strongly 
heating with charcoal powder. Formerly the paste was cut into cubes of 12 
to 15 millimetres, but in France disks of regular shape, 50 millimetres in 
diameter and about 15 millimetres thick, made in a press, are preferred. 
They must not be made thicker, or the reduction will be imperfect in the 
centre. The Chinese, who are somewhat considerable consumers of nickel, 
prefer to have it moulded into ingots similar to those used as money in 
China. Formerly the reduction was effected in crucibles holding 50 to 60 
kilogrammes in a gallery or reverberatory furnace, but owing to the imperfect 
and irregular heating the process was very wasteful of fuel, and the pots did 
not last for more than five or six operations. This method has therefore been 
abandoned in favor of furnaces working continuously. The first of these is a 
large muffle 3.5 metres long and L.8 metres broad, heated by the flame of a 
gas furnace, which is passed several times around it by a series of spiral flues. 
The shorter sides are closed by balanced doors, and the iron pots containing 
a mixture of oxide and charcoal are subjected to a gradually increasing heat 
for 24 hours, being entered at the coolest side and pushed gradually nearer 
to the fireplace. This with mixed oxides gives a coherent product ; but pure 
nickel oxide, although it is reduced by carbon at a comparatively low tem- 
perature, must be subjected to a temperature of 1,100^ or 1,200® for four 
hours to obtain the coherent metallic character required by the customer ; 
and as such a heat is unattainable in the muffle, the optsration must be finished 
in a crjicible. 

Another and more improved plan of reductiou is in a regenerative furnace 

resembling that used for reducing zinc oxide in Belgium, but having retorts 

An improved open at each end. The mixture of oxide and charcoal is charged by a semi- 

^ ' circular scoop at one end, and when finished the charge is pushed out at the 

other end into closed receivers, where it is allowed to cool out of contact with 
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the air. A f arnace with 22 retorts is capable of reducing 1,500 kilogrammes 
of nickel oxide or 3,000 kilogrammes of nickel-copper oxides in 2i hours, the 
oharge of 750 or 800 kilo(;rammes requiring ten hours in the furnace in the 
first and £ve hours in the second case. About two tons of coal are required 
for heating in the twenty-four hours, and the work is done by two men per 
«hift of 12 hours. The reduced metal is sifted to separate the cubes or disks 
from irreguar and broken masses, which are afterwards collected by a magnet. 
The former xre polished by friction upon each other in a rapidly rotating 
barrel, while the latter is added in packing the barrels to make up the exact 
weight of 10^ kilogrammes. 

Among tb more important recent applications of nickel is that of the 
alloy (nickel fO parts, copper 80 parts) for the casing of bullets for the small- Niokel-oopper 
bore rifles adopted in modern armaments. This combines a his/her tenacity *ll<>7* 
than that of th« best brass with a high co-efficient of elongation, the former 
being from 28 t 31 kilogrammes per square millimetre, and the latter 25 to 
35 per cent, andexceptionally as much as 39 per cent, in the metal as cast. 
The CO- efficient o«longation increases with the freedom of the alloy from iron. 
By rolling cold i)^ tensile streni^th is increased to 60 or 62 kilos;rammes and 
the elongation is (Iminished to 3 or 4 per cent. When annealed under the 
most favorable coditions the strength is 30 to 40 kilogrammes and the 
elongation 32 to 39Qer cent., compared with copper, where zhe corresponding 
figures are 25.1 kilorammes and 34.1 per cent. The annealing of this alloy 
18 a very delicate opration, requiring special manipulation, the details of 
which are mostly ke{. secret by the manufacturers. The principal object is 
to avoid oxidation, ail this according to the author may be most effectually 
done by separating th^gheets in the annealing piles by sheets of cardboard, 
which are carbonized dring the process. If badly annealed, the mechanical 
properties are altered i. a remarkable manner, the burnt metal having a ten- 
sile strength of 30 kilo^mmes, with only 1 per cent, elongation. In a gen- 
eral way the annealing i considered to be bad if the tensile strength is below 
33 kilogrammes and the^ongation less than 30 percent. The elastic limit is 
from 11 to 15 kilogram mi when well annealed and 45 kilogrammes when 
the metal is hard from thfolls. The reidy malleability of this alloy seems 
to render is particularly s table for locomotive flre boxes, and plates for this 
purpose were exhibited byie Societe des Metaux at the last Paris Exhibition. 

M. Levat also treats ^ the nickel deposits of the Sudbury district, • 

recounting various facts in ^nection with the geological formations in which 
they are found, their manneof occurrence, etc. As to the mining operations 
there he says : 

Treatm^t ok Sudbury Ores. 

The working of the Sudby deposits is concentrated in the hands of 
several companies possessed of ^ pie means and improved appliances. Only Extent olth« 
those mines close to the railwa^^e at present worked, but there are many deposits, 
analogous deposits still unknown^nvvorked or insufficiently developed, owing 
largely to the difficult nature of ^ country. Nevertheless, according to an 
official report addressed to the Sectary of the United States Navy in Octo- 
ber, 1890, there had been exposec^t that time in the various workings a 
mass of ore calculated to contain n less than 650,000,000 of tons, the total 
quantity raised up to that time for^eriod of two years only being about 
160,000 tons. These figures suffici^y indicate the economic and industrial 
importance of Canada as a producer^ nickel. The average contents of the 
ore do not exceed 3 to 4 per cent, of lieJ and about the same of copper. The 
ores of the Canadian Copper Compa^ appear relatively less rich in nickel 
than those of the Dominion Mineral Vpany, but both seem to increase in 
contents of the useful metals in propory to the depth of the workings. 
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. . The smelting of the roasted ore is the most interesting part of the local 
treatment of tbe Canadian mineral It is done in large water-jacketa with 
steel plating of 3 millimetres and of elliptical .form, made in one piece from 
the hearth to the charging door. The hearth itself is closed by a plate of 
iron covered with fire-clay. Furnace No. 1 of the Canadian Copper Com- 
pany smelted in 259 consecutive days 31,268 tons of ore, an aversge of 120 
tons every 24 hours. No. 2 ran for 73 days, smelting 9,740 tons, cr 133 tons 
every 24 hours. The low height of the furnace avoids the reduction of the 
iron and the formation of '' wolves.'' The coke consumed duriig the cam- 
paign above mentioned was 5,107 tons, which smelted 41,000 tom of ore, an 
average of 12.5 lb. of coke to 100 lb. of ore. The coke, which contains 10 
per cent of ash, comes from Pittsburgh by lake and rail, and ctsts delivered 
at the smelters 35 francs per ton. The matte produced in tie same time 
amounted to 5,059 tons, about 12 per cent, in weight of th' ore smelted, 
almost exactly the same proportion as that of the coke used, lh other words^ 
1 ton of matte requires for its smelting 1 ton of coke. The slg is very basic^ 
as the following analysis will show : 

SiO, S£00 per cent. 

FeO 400 

CaO .60 

AlaO, :>00 

, S 2.00 

Ni .46 

Go .40 

MgO 2.60 

100.85 

At first the mattes contained more copper than nicl^li which proved dis- 
advantageous in their subsequent treatment, the refine< charging more as the 
proportion of the copper exceeded that of the nicke In 1889 the mattea 
contained, according to the analyses of the Canadian opper Company, 

Gn 26.910 per cent. 

Ni 14.140 

Fe 31.236 



S 

Go 

Slag 



26.950 
.235 
.935 



100.405 
By selecting out the purely copper ores for se*r*te treatment the nicke) 
contents of the matte have been increased. W^ebruary, 1891, the mattea 
contained 

Gu 16.94 16-96 17.84 

Ni 19.40 21.47 23.45 

The charge in the Dominion Mineral Cc»pa>:iy'8 furnace is composed 

partly of purely nickeliferous ores produce<^y certain of its mines. That 

company's mattes contain 

Gu 18 to 20 per cent. 

Ni 24 to 26 

The cost of smelting at Sudbury may ^ estimated at between 8 and ^ 
francs per ton of ore. Manual labor compBOS only about 2.25 to 2.50 franca 
per ton of this cost, notwithstanding its harness. The workmen employed 
at the furnaces receive on an average 9 h^^ P^r day of eight hours. Each 
furnace employs per shift 1 fireman, 1 eigher, 2 founders, 3 men to take 
away the slag, and 3 shovellers. The er^ e plant is organized in such a way 
that the handling of the ore from the^u^e ^ the furnace is reduced to a 
minimum. In fact the ore is handled ^ly four times from mine to smelter, 
and each delivery, save to the roast a©»P. is effected by means of hoppera 
with inclined bottoms discharging dirtly into waggons. As has been already 
stated the average cost of mining f^ ore is at present 10 francs per ton» 
thanks to the open workings, the outit of which comprises a large part of the 
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total production, and which enable the ore to be mined cheaply. This 
resource must in the future become exhausted and subterranean workings 
only resorted to, the cost of mining from which is about 15 francs per ton. 
This sum must necessarily increase in proportion to the difficulties met in the 
underground workings, and notably on account of the barren stretches, which 
will be considerable. It is true that there is good ground to hope for an 
increase in the nickel contents of the ore as the depth increases, but even on the 
basis of present results and a cost of from 20 to 25 francs per ton for mining 
and 10 francs for roasting and smelting it is tsvident that ores having an 
average contents of two to three per cent, of nickel and the same of copper 
will produce a matte in which the useful metals will carry a cost of 1 franc 
50 centimes per kilogram of nickel contained, and 50 centimes per kilogram 
of copper ; that is to say a cost very much lower than the probable market 
value of these metals in the future, all charges of refining being deducted. 

To sum up, the Oansdian ores, notwithstanding their relatively l^ow oosfc of 
small percentage of nickel can produce this metal in the I'orm of matte Jjf J2)*'*^° *^ 
enriched to 20 per cent, at a very low price. This is due in great part to 
the ease with which the ores are treated and the richness of the deposits. The 
matte, besides nickel, contains copper, which must be separated by a distinct 
operation if it is desired to obtain pure nickel, while the mattes of New 
Caledonia do not require this supplementary process. It is true that these 
additional expenses are covered by the value of the coppsr, the refining of 
which is much simplified by the very face of its sepiration from the nickel. Balanoing 
On the other hand, the New Oaledonia ore must go throufl(h a preliminary consider- 
smelting before being given over to the refinery, while the Oin>idian mattes 
can be refined directly without a new concentration. These different consider- 
ations seem to balance each other, and it would seem that the two countries 
which are producing nickel at this time can strive with equal advantage so 
far as their respective cost of production is concerned. The advantage would 
certainly be with Canada if nickel were employed principally for making 
white alloys, as for this purpose it is only necessary to refine the nickel and 
copper together, but this method of employment seems to he more or less 
falling into disuse, and is being replaced by the use of pure nickel, especially 
for alloys with iron and steel. 

Thb Nickrl of Commbrcb. 

The nickel of commerce contains in general 1.50 per cent, of impurities, j •.• 
the principal of which, iron, has no injurious influence in the uses to which it and alloys. 
is destined. It contains also carbon in the free state and combined, oxygen, 
a little sulphur and other foreign matters derived from the wasting of the 
furnaces. Nickel-copper alloys contain about the same impurities. These 
alloys are delivered in the form of cubes or grains ot different compositions, 
such as 90 per cent, of nickel and 10 of copper, or 75 to 25, but especially in 
the form of 50 per cent, of nickel to 50 per cent, of copper, approximately. 
The latter is a definite alloy which must always be taken as a starting point 
when one wishes to proceed with the manufacture of binary or ternary alloys 
of nickel. The makers of ** maillechort," "argentan," *' silverine," etc., 
usually buy their nickel in the form of the 50 pe\* cent, alloy, and this com- 
bination is also the easiest to obtain from the refining of the Canadian mattes. 
At the same time, as the uses of nickel appear to be developing principally 
in the line of alloys with iron and steel, uses for which the presence of copper 
is inadmissible, it has been indispensable to obtain a method |)ermitting of 
the complete separation of these two metals, and this at a cost not exceeding 
that of refining the Caledonian mattes, but taking into account nevertheless 
the cost apportion able to the copper as well as of the fact that the latter is 
partially refined by the nickel being separated. This question is all the more 
interesting to the nickel industry because the deposits of Canada form, as we 
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have seen, a factor in their power of production equal to those of New 



The question ^^^ ^^ ^^® difficulties in the way of the employment of nickel in those 

of sapply. industries which might consume large quantities, as for example the manu- 
facture of steel, is the fear of a premature exhaustion of the nickel deposits 
and the uncertainty of procuring the necessary supplier without unduly 
enhancing the price of the metal. The possibility of employing the nickel of 
Canada, or, which is the same thing, the possibility of a complete and eco- 
nomic separation of the nickel from the copper, is therefore a problem inter- 
esting in the highest degree to the nickel iadut-try. 
The problem ^ separation of this kind can hardly, a priori, be effected except by chem- 

efieperating ical means, otherwise the wet process. The question is not a new 
nicdceb.and one, because in the old metallurgy of nickel this metal, almost constantly 
oopper. associated with copper and cobalt, was separated from these latter by various 

methods, which always made use of the wet process either partially or wholly. 
There will be found in the works to which I have referred at the beginning 
of this memoir the formulae for the methods of treatment by which the sepa- 
ration was attained. These operations, which belonged rather to the labor- 
atory than to industrial practice, were profitable only because of the high 
price of nickel and cobalt at that period. The copper was, so to speak, sacri- 
ficed, and the purity of the nickel was only of very relative importance on 
account of the uses to which it was destined. The presence in the nickel of 
a certain proportion of copper was not only not objectionable, but even served 
to conceal the troublesome effects of the arsenic and sulphur which remained 
in the metal. None of these methods could answer the end which was 
desired, namely, the complete separation of the copper from the nickel. It 
would be tedious to enumerate all the methods proposed or attempted with 
this end in view. Mens. Badoureau cited in his memoir a lai*ge number of 
them, applied it is true to the ores of New Caledonia, but they have since 
then become very numerous, and patents have been taken out and are applied 
for daily for the same object. I recognize only as interesting experiments 
the processes based on the electrolytic deposit of nickel in a liquor containing 
bptfo^T^hod ^^PP'* ^^ appears possible to produce this separation, basing the process 
upon the difference in the electromotive force necessary for the decomposition of 
the salts of copper on the one band and those of nickel on the other, the latter 

requiring a much higher voltage than the former It is then 

possible, theoretically at least, to maintain in a bath of the sulphates of the 
two metals an electric tension below 1.877 volts and deposit the whole of the 
copy without the nickel. This reaction has been studied by Messrs. Siemens 
and Halske of Berlin, but I do not know up to the present time of the 
industrial application of the method. The chemically pure nickel deposited 
by electrolysis does not a[)pear to conform to all the applications of this 
metal. It is especially, owing to the absence of carbon, unsuitable for the 
manufacture of alloys, for which it is necessary to employ the carburetted 
nickels. 

GAmier's Mons. J. Gamier announces in his work which I have already cited the 

new method, application by an important metallurgical establishment of the United States 
of a process for the separation of the nickel and copper in the mattes of 
Sudbury, patented by himself, but he does not give details on the principle of 
the separation. This establishment, actually in construction near Pittsburgh, 
applies the process to the mattes produced by the Canadian Copper Company. 
At the establishment of St. Denis, belonging to the firm of Ohristophle, 
they treat the ores of New Caledonia by the dry method and by the wet 
method conjointly. The latter is applied notably to the cupro-nickeliferoos 
mattes obtained by a first fusion with pyrites containing copper and nickel. 
It is besides an additional operation ; the separation is performed in a 
hydrochloric liquor. They commence by attacking the matte with hydro- 
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chloric acid, and then utilize the freed salphuric acid for the precip- 
itation of the copper from the solutions obtained in a previous part of the 
process The iron is precipitated by oxidizing it by calcium chloride and a Conjoiot wet 
current of air. Finally the nickel is obtained under the form of a greenish, and dry 
gelatinous, hydrated precipitate by means of milk of lime. This oxide can be proceswss. 
either utilized for* the manufacture of sulphate of nickel destined for electro- 
plating, or dried, calcined and reunited to the oxide obtained by the dry way 
in order to be parsed on for reduction. 

The trouble with the oxide of nickel precipitated by lime u that it always 
retains a certain quantity of the impurities of the milk of lime employed for 
its precipitation. If liquid containing sulphates is worked with, one has more- 
over the inconvenience arising from the presence of the sulphite of lime 
dissolved in the water retained by the gelatinous precipitate of the hydrated 
oxide, which is very voluminous. This salt remains in the nickel throughout 
the calcination, and introduces during reduction sulphur into the metal. This 
latter trouble can be avoided by precipitating the dissolved sulphate of lime 
by chloride of barium before effecting in the hydrochloric liquor the precipi- 
tation of the nickel by milk of lin^e, or separating the sulphate of lime after 
calcination by treating it in the crucible with carbonate of soda. The part 
not melted is the puritied oxide, but both these methods increase the cost of 
refining by the wet way. This diffi«iulty of the purification and washing of 
the oxide of nickel precipitated by a base in a hydrated and gelatinous 
condition renders the adoption of the wet process, properly so called, impos- 
sible for the treatment of large quantities, or at least makes necessary the 
construction on un extraordinary scale of precipitation vats and washing 
apparatus, combined with filter presses requiring much hand labor, to 
obtain after all a product, the oxide of nickel, pressed into cakes, still con- 
taining more than 60 p(*r cent, of water. 

The Herrenschraidt process completely overcomes this difficulty in this 
sense, that the nickel is separated without requiring any precipitation, ani 
that this separation tikes place in th^^ b)dy of very concentrate I solutions. 
Without entering into details of this operation, which I am not authorized to 
do, I may indicate that in principle this complete separation is obtained by 
the fixation of the copper by the nickel and the iron of the matte itself, and 
there is obtained on the one side the whole of the nick 1 in concentrated solu- 
tions whijh need only be evaporated to be transform ».d into an oxide by 
roasting and to ba reduced by the ordinary process, and on the other side a 
cement of copper which requires only to be refiaed in or<ler to be put into 
merchantable form. 

Pu R E N I C K B L. 

The nickel of commerce, containing 98 or 99 per cent, of that metal, the 
manufacture of which we have just described, is n)t prOj>erly speaking a metal, eommeroe 
Et is rather a sponge of reduced particles artificially agglomerated, and conse- treated in the 
quently without cohesion. In order to study its properties and to utilize it, crucible, 
it is necessary to melt it in a crucible, an operation which requires a high 
temperature and much care, because nickel, which u unat tacked by atmos- 
pheric agents at ordinary temperatures, oxidizes very readily at a red heat, 
and its oxide dissolved in a bath of the metal renders the latter brittle. It is 
also necessary to avoid contact with carbon, which would give a steel or even 
a casting of nickel with a coiiiid^^rably lower melting point. The operation is 
in general performed in a crucible under a layer of flax, and the metal is 
run into sand or shell according to the kind of artir*les it is desired to 
obtain. It is in thi:4 way thit ca^t anodes destined for electroplating are 
made. 

When the nickel is to be rolled there is added in the crucible a few minutes 
before casting a small quantity of some reducing metal, easily oxidized, such as 
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magnesium, manganese or aluminium. Care should be taken to place this meta 
at the bottom of the crucible with a bar of pure nickel, or in refractory clay. 
It is probable that independently of the reducing action these oxidizable metals, 
especially aluminium, act on the oxide of carbon dissolved by the nickel, as has 
been shown in the recent works of Mr. Hatfield on the action of aluminium in the 
casting of steel Pure nickel obtained under this form is malleable, ductile, 
and easily forged. Its tenacity is intermediate between that of iron and 
steel, and according to Deville its point of rupture is 90 kilograms per square 
millimetre. It melts like iron at a high temperature, softening at about 1,200 
degrees. The presence of carbon renders it almost as fusible as cast iron. 
The density of the pure metal is 8.38. Its electric conductivity is almost 
exactly that of iron. We know too that nickel is magnetic. According to 
Poullet, it loses its magnetism at a temperature of 350 degrees. It is mag- 
netized under the same conditions as soft iron. Under the influence of feeble 
magnetizing currents it is magnetized five and a half times more than iron, 
but with magnetic currents of considerable strength it is magnetized five 
times less. The question of the t.emper of nickel has not yet been completely 
studied. Denied by Boussingault, who probably had not at his disposal at that 
time (1878) nickel sufSciently pure, it has been recognized that nickel forms 
with carbon ti ue steels and true castings. The question is at present being 
studied, and it is probable that in a short time the conclusions arrived at may 
be made public. 

Nickel is rolled hot as easily as iron. It is forged, as before stated, 
and is welded to itself or to iron. This latter property has given ri^e in Ger- 
many, Switzerland and France to the industry of nickel-plating by welding 
two plates of given relative thickness, one of nickel and the other of soft iron, 
previously well scoured, by means of rolling them together. The two metals 
having similar coeflicients of ductility preserve daring the rolling their propor- 
tional thickness in sucfar a way that one may obtain at will a plate of a tenth, 
a twentieth, etc. The iron may also be plated on both sides and in this con> 
dition employed in place of pure nickel for a multitude of uses and domestic 
objects, the more readily as this hot-plating, or more properly welding, has not 
the defect of scaling off dui ing use as the electro-plated ware bus. Nickel 
plated wire in virtue of the same principle may also be manufactured and drawn 
out to any desired number. The same operation, whether for the plating or 
the wire, can be carried on with nickel combined with copper. These sheets, 
plated on one or two faces, will take on a beautiful polish which is not affected 
by the air. They are employed notably in the manufacture of parabolic 
reflectors for lanterns in place of silver. The cost of these is much less than 
those made of silver, and their polish is as brilliant, although of a darker 
shade. They are also more difficult to scratch. Such sheets also admit of 
being stamped for the manufacture of cooking utensils, carriageware, etc. 

Independently of the plating, the pure nickel in leaves and threads is 
entering more and more into common use. As it is less malleable and less 
easy to melt or to mould than copper or brass, the appliances of the manuf^ic- 
turers who employ the latter metals are insufficient to utilize the metal, and 
on this account there is a certain delay in the manufacture of objects for 
domestic use. Nickel threads are employed very largely in passementerie. 
Lyons is the centre of a special industry of gilded and silver laces plated on 
nickel, which do not tarnish through use like those plated on white metal or 
brass. 

Pure nickel is employed under the form of cast or rolled anodes in order 
to deposit on the surface of various objects previously well scoured a thin layer 
of electrolytic nickel, to which there is finally given a brilliancy by polishing. 
Becquerel was the first to make known a process of galvanic nickelling of 
metfids by means of a neutral solution of the double sulphate of nickel and 
ammonia. This salt is still the base of the baths at present employed, the 
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formulsB of which vary iadefinitely. The important point is that the bath 
does not change and that it remains neutral daring the whole operation. This 
is secured by placing in it the anodes of pure nickel, which are dissolved in 
proportion to the metallic deposit upon the objects to be nickelled. The pro- 
cess of nickelling requires a very strong current. A bath of 200 to 300 litres, 
for example, requires six Bunsen elements of 22 centimetres. For this reason 
the preference is given to electric-dynamo machines. The nickel bath con- 
sists generally of an aqueous solution of ammoniacal sulphate of nickel of 7 
or 8 per cent., or say 70 or 80 grammes of metal dissolved in a litra The 
bath should remain neutral to litmus paper. There is frequently added to it 
a substance known as the neutral salt of commerce, a mixture of phosphate 
and bicarbonate of soda with ammonia. The phosphate and bicarbonate 
increase the conductivity of the bath. In place of anodes of nickel, insoluble 
positive anodes of carbon may be employed, in which case the bath must be 
fed with crystals of ammoniacal salt of nickel. The foreign metals which 
would spoil the bath are precipitated by the daily addition of small quantities 
of sulphate of soda. The hot baths give the most brilliant precipitates, but 
less solid than those given by the cold baths. When the object is removed 
from the bath it is dipped in hot water and then dried in sawdust, and 
finally placed in a cloth and polished by the burnisher. 

Heretofore nickelling has been done by the electro method. There is 
a new process based on a very carious reaction of nickel. Messrs. Mond, of^nic^SSJ. 
Land and Quincke have shown recently that if carbon monoxide be passed 
over nickel, beginning at a temperature of about 30 degrees, the two bodies 
unite and give a combination which may be condensed into a liquid boiling at 
43 degrees. The nickel can be obtained by a redaction of the oxide by means 
of hydrogen. This very volatile liquid can be dissolved in benzine and petro- 
leum. In vapor or in solution it is decomposed with a brilliant deposit of 
nickel under the influence of a slight elevation of temperature. In order to 
cover objects with a coating of nickel they are immersed in a solution or in 
the heated vapor at an elevated temperature. If it is desired to obtain plates 
of the metal by the electrolytic process or otherwise, depositing surfaces are 
employed coated with a layer of graphite. The processes of M. Mond are 
very practicable in the laboratory, and are based on an absolutely unexpected 
reaction which is interesting to note. 

Allots ok Nickel and Otheb Metals. 

Nickel alloys very easily with copper in all proportions. Its action is 
exercised in the first place on the color of the alloy. As its proportion Nickel and 
reaches 6 or 7 per cent, the metal whitens. At 1 5 per cent, the alloy is *^PP®'' 
clearly white, and this proportion is only exceeded when it is desired to obtain 
a perfect whiteness. At 25 per cent, the maximum of effect is obtained. An 
alloy of this kind is susceptible of taking on a beautiful polish, with a clear 
reflection similar to that of silver. Air tarnishes this brilliancy, but with 
comparative sloivness. Above 25 per cent, the increase of the proportion of 
nickel hsus no longer any eflect upon the color. The addition of a small 
quantity of cobalt gives an alloy of perfect whiteness, even when the propor- 
tion of nickel does not surpass 16 per cent.^ 

2**3i]veriQe '' or "argentan"' has a composition based upon this fact. Following id 
the formula for the alloy of '* argentan " patented by Mr. Pirsch : 

Cu 79 50 75.00 71.00 

Ni 16.00 IG.OO 16.50 

Co 1.00 2.00 1.25 

Zn 1.00 2.25 7.50 

S,; 1.00 2.75 2.50 

Ai 50 .50 

Fe 1.00 1.50 1.25 

The last formula is that of a true maillechort. 
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There is a constant confusion among the names and compoBitiona 
White metalB. binary, ternary and multiple alloys of nickel known under the general desii 
tion of white metals. Under the name 'maillechort' an alloy is made of nici 
copper and zinc, containing a maximum of 15 per cent of niokeL \ 
remainder is composed of two parts of copper and one of zfnc. ' Silveri 
' argentan,' ' packfong/ etc., contain other metals as well, such as tin, bismutl: 
antimony, which impart fusibility and a fine color generally at the ex|)en8e 
ductility. A certain quantity of iron is usually added if the nici 
employed does not already contain it in order to give hardness to the all 
Zinc produces a similar effect. The binary alloy of 90 per cent of zinc i 
10 per cent of nickel is easily reduced to a galvanic powder and sold for t 
purpose under various names. 

The preparation, fusion and especially the casting of these alloys i 
Production of extremely delicate operations, demanding skilled founders in order to obt 
the alloyH. regular ingots. Whatever may be the composition desired we must alwi 
commence by making an alloy of 50 per cent, nickel to 50 per cent copp 
and a sufficient quantity of the latter metal is afterwards added to prodi 
the alloy desired. Ic is indispensable that the copper added should be 
equal quality to that in the 50 per ceut. alloy. For this reason certain care 
founders prepare this alloy with their own hands. When the fusion is co 
plete and the mass at rest in the crucible, it is stirred with a bar enclosed 
refractory clay, the surface skimmed and the copper added, or the oxidizal 
metals which complete the alloy. A stick of green wood is also used 
stirring the molten metal, which is generally' cast in shell to prevent 
cooling on the sides of the mould. Unlike copper and nickel, the wh 
metals are rolled cold. Mail lech ort requires several reheatings before it c 
be made into leaves. These reheatings require minute precautions, which 
would take too long to enumerate here. . The binary all 

20 per cent of nickel to 80 per cent of copper, prepared in suitable forma, m 
be rolled or stamped in the cold with a simple annealing without intermedL 
reheating. This is of all the white metals the one that has been most ca 
fully studied on account of its applications in the manufacture of ball casii 
for the new arms of small calibre and great initial velocity. The adopt! 
ef these arms necessitated the modification of thf« projectile, which would 
destroyed or at least distorted in the barrel of the weapon if made of ha 
ened lead as formerly. It was therefore necessary to cover the ball with 
rigid case made of a metal sufficiently malleable t'^ conform to the rifling of t 
barrel, and on the other hand capable of sustaining the explosion wiihc 
being put out of shape. Lastly, it required an almost uuoxidizable metal 
secure the safekeeping of the ammunition. These several conditions appc 
to be realized in the alloy of 20 to 80 adopted by most of the nations 
Europe for their new armament. . . An application indicat 

by the pro|)erties of this alloy is its use for locomotive fire boxes instc 
of copper. It is known that the areat difficulty in the manufacti 
of these articles, besides the large size of the plates to be rolled (whi 
reach usually 3^ metres), is the procuring of uniformly good surfsu: 
free from flaws, bubbhs or other delects which, acting as centi 
of oxidation, shorten the life of the fire-box. The relative sIowik 
of oxidation of the white metals gives them from this point of view gr< 
advantage. But these plates should be scraped with an engraver's tool dari 
the rolling process in orJer to remedy the faults which may reveal the 
selves. 

The manufacture of covers and silvered objects, called * Roolz,' * Alfenic 
or ' Christophle,' from the names of the principal French houses which d 
in this sort of ware, constitutes an important outlet for nickel. The princi] 
is well knowa, namely that of covering electrolytically a stamped or mould 
article with a layer of silver of greater or lods thickness. At first the mei 
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upon which this deposit was made was brass, but its une has been rapidly An importioit 
abandoned and replaced by that of ' maillechort/ which has the advanta^^e of outlet for 
not appearing yellow when use has remoyed the silver coating. In America ^^^^^^' 
they even content tbemnelvesfor the most common uses with covers of white 
metal not silvered at all, but simply polished, which replace for the western 
markets the oid covers of tin. Hundreds of tons of alloys are consumed 
annually for this purpose. The valley of Waterbury in Pennsylvania is the 
centre of this manufacture, favored as it is by the existence of numerous 
water-falls and by the grouping of a population accustomed for a lon^ time 
TO the working of nickel and white metals. This industrial centre is well 
known for the manufacture of watch movements and cases of nickel or nickel 
plate at a low price which sell the world over. 

In a review of the uses of nickel one cannot pass over in silence that which 
has so to speak vulgarized this metal, namely, its employment, or more exactly 
that of white metal, for small coins by a large number of countries, especially Nickel money. 
in the New World, in place of copper. The majority of States which belong 
to the monetary union have not yet renounced the use of copper coinage, not- 
withstanding its admitted inconvenience. Following is a list of the countries 
which have issued nickel money, and the date of the first issues in each : 
United States of America, 1853, 1864, 1869, 1871, etc.; Switzerland, 1858, 
1874, 1881, 1883, 1889; Belgium, 1861, 1862, 1863; Costa Rica, 1867; 
Peru, 1863, 1864; Honduras, 1869, 1870; Jamaica, 1871; BrazU, 1871; 
Ohili, 1871 ; German Empire, 1874, 1876, 1888 ; United States of Colombia, 
1874; Japan, 1875; Venezuela, 1876, 1886; Mexico, 1882; Servia, 1883; 
Equador, 1884; Bulgaria, 1887; Romania, 1891 ; Argentine Republic, 1891. 
The issues are in general for 5, 10 or 20 centimes (or pfennigs). For the 
latter, Switzerland and Germany have struck pieces of pure nickel, which is 
more difficult to counterfeit and less subject to wear. They replaced pieces 
of 20 centimes or under in silver which circulated with difficulty. The 
United States has adopted a type of five cents, of which coins a certain 
quantity is struck every year in view of the growing needs of the popula- 
tion. . 

Mons. Levat also enters at some length into the question of the alloys of 
nickel with iron and steel, referring to the experiments of Riley at Glasgow, 
and to the tests of nickel steel armor plate for war vessels by the Navy Dt^part- 
ment of the United States. Riley's experiments have already been published 
in the report of the Royal Commission on the Mineral Resources of Ontario 
(1890) and the details of the U. S. Navy Department tests are referred to 
elsewhere in this re|K)rt, ante^ pp. 136 8. He goes on to say : 

Production ok Nickbl. 

The production of nickel remained almost stationary until the opening up 
of the mines in New Caledonia in 1878. It was at that time about 400 
tons for the entire world. This figure increased in 1880 to 1,200 tons and to IncreMeof 
2,000 tons is 1884. In 1886 the application of nickel to military puqKwes ^^^^^i'' 
led to an immediate demand for this use alone of 400 or 500 tons per year» 
without taking into account the normal incresuse of consumption due to the 
development of the applications already known, so that in 1887 the annual 
consumption for the world may be placed at about 3,000 tons of pure nickel. 
Of this total the New World and the extreme East consumed about one-fifth, 
the remainder being used in Europe. At that period New Caledonia was almost 
the only factor in the production, and produced about 2600 tons of nickel yearly. 
Since then the mines of Canada, scarcely known in 1888, have undergone a 
rapid development. They are not hindered in that country by the difficulties 
of manual labor and transport which impede the work in New Caledonia, as 
we have already seen. The district of Sudbury, with three or four large 

11 (M,) 
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Capacity of furnaces in operation, is now in a position to produce a daily output of 
product!onof 12 or 15 tons of nickel contained in a cnpro-nickeliferous matte, or about 
NewCaledonia 4»S0^ or 5,000 tons per year. New Caledonia under existing circumstances is 
nickel. capable of a similar production, so that we may conclude that in a short time 

the total annual production of these two countries will be from 9,000 to 
10,000 tons of pure nickel yearly. 

The price of nickel has naturally fluctuated during the period when the 
Fluctuations ^^^ sources of production were being opened. In 1876 a kilogram of refined 
of price. nickel was valued at about 18 francs. It fell a little later very rapidly to 10 

francs, then to 6 francs, at which price it remained for some time. Since 1886 
the metal has been more steady in its value, varying between 5.50 and 5 francs, 
depending upon the magnitude of the transaction. It is piobable that the 
value, looking at the actual provisions for new outlets, will remain for some 
time at about this quotation. These prices are for the pure nickel refined, 
because one can deliver nickel either alloyed with the copper of Canada or 
under the form of the pig iron of New Caledonia at a much lower price, 
since the great part of the cost of refining will thus be avoided, if it were 
found possible to utilize to advantage the nickel in these intermediate forms. 



IX. 



CONSTITUTION OF NICKELIFEROUS PYRRHOTITE.^ 



By Dr. Stephen H. Emmens, President of the Emmens Metal Company, Yonngwood, 

Pennsylvania. 

It is the custom of mineralogists to speak of many minei-al varieties ^ mu th 
formed by one metal ** replacing " another to a greater or less extent in cer- replacement? 
tain chemical combinations. This is, I think I may say, the invariable 
account given in the text-books respecting nickeliferous pyrrhotite, a mineral 
described as consisting; of an iron sulphide in in^hich ** part of the iron is 
replaced by nickel." The object of the present paper is to enquire whether 
the account in question is a correct representation of the facts of the case, or 
whether the constitution of nickeliferous pyrrhotite differs from the des- 
cription given in the text-books. 

The general formula of pyrrhocite is Fe^ Sq+i, This is sometimes written 
n (Fe s). pe 82 or n (Fe s). rej 83 ; though probably, for reasons analogous to SjJJhotite. 
those recently set forth (Journal of Analytical and Applied Chemistry, vol. vi. 
No. 10, October, 1892), the more correct view is to regard the typical com- 
pound, Fe3 84 as being a homogeneous body, and not as being composed of a 
mixture of sulphides. This question however is comparatively unimportant 
in the present discussion ; as, whatever may be the precise arrangement of 
the molecules, their number will not be changed, and pyrrhotite will still be 
defined as an iron sulphide composed of n molecules of Fe and n + 1 molecules 
of 8. And, on the *' replacement ** theory, nickeliferous pyrrhotite will be a 
sulphide composed of x molecules of Ni, n — x molecules of Fe and ;i -t- 1 mole- 
cules of 8. Let us test this numerical theory by the actual results of analysis. 

At p. 74 of the 6th edition of Dana's Mineralogy is a table of analyses of «^ . 
various specimens of pyrrhotite. From this I will select the following for 
discussion, namely : 

8. Fe. Ni. 

No. 14. Brewster, N.Y 37.88 61.84 0.26=100.07 

" 15. Putnam Co., N.Y 39.28 60.03 0.78=100.09 

" 16a. " " 38.99 60.04 1.02=100.05 

" 15b. " •• 39.85 58.73 1.53=100.11 

•• 20. Fritndo 39.65 58.18 2.17=100. 

" 18. Hilsen 40.27 56.57 3.16=100. 

" 17. Sudbury 38.91 56.39 4.66=99.96 

** 19. Gap Mme, Pa 38.59 55.82 5.59-: 100. 

Now it is obvious that any replacement of iron by nickel must take place 
by whole molecules weighing respectively 58.6 for Ni and 55.9 for re. Hence So™^""*'* 
for every Ni molecule in mineral No. 14 of the above list there must be 
(58.6 -^.25) X (61.84 -r-55.9)=259.3 molecules of Fe ; and, in like manner, 
there must also be (58.6 -.25) x (37.98^-32) =278.2 molecules of s ; or, in 
view of the analytical total being a little in excess of 1 00, we may regard 
the mineral as consisting of Ni Fe2 5 9 82 7 g instead of Ni f« 2 5 g S2 6 1 > ^6 
called for by the pyrrohtite theory. 



1 Reprodnced by permission of the writer from the Journal of the American Chemical 
Society, vol. xiv. No. 10. 
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Similar calculations in the other cases give the following results : 



No. 1ft Ni Ke 8 

80.68 i^.22 

" 16a Ni Fe 8 

61.71 70.00 

•* 15b Ni Ke a 

40.24 47.69 

** 20 Ni Fe 8 

28.11 33.46 

** 18 Ni Fe 8 

18.77 23.34 

*' 17 Ni Ke 8 

12.685 15.29 

" 19 Ni re 8 

10.468 12 642 



showing an excess of 8 
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In none of these minerals does the formula (fo Ni) q Sq + 1 hold good ; and 
we therefore have reasonable ground for declaring that the constitution of 
nickeliferous pyrrhotite is not represented by this time-honored but some- 
what superficial generalization. 

It will be noticed that the excess of sulphur bears some relation to the 
percentage of nickel ; the lower the nickel contents the greater being the 
surplus of sulphur, and vice versa. This necessarily follows from the great 
size of the compound molecule when the percentage of nickel is small. If 
however we investigate the proportion borne by the sulphur to the total metal, 
we shall find a tendency to constancy rather than to variation, as is shown in 
the following table : 





Proportion of S Molecules in Excess of n+1 to 


Percentage of 
nickel. 






■ 










Ni Molecules. 


Fe Molecules. 


Ni+Fe Molecules. 


•.25 


16.9 


.0652 


.0649 


0.78 


9.54 


.1182 


.1168 


1.02 


6.29 


.1019 


.1003 


1.53 


5.45 


.1354 


.1322 


2.17 


3.35 


.1192 


.1151 


3.16 


2.57 


.1369 


.1300 ; 


4.66 


0.605 


.0477 


.04421 > 


5.59 


0.174 


.0166 


.01517 











This suggests that the constitution of nickeliferous pyrrhotite is polymeric; 
an inference which is also supported by the fact that Nos. 17 and 19, contain- 
ing the high nickel percentages of 4.66 and 5 59, show less than 1 complete 
molecule of sulphur in excess, and therefore require a multiplication of their 
several figures. Taken as a whole however the results of analysis are 
opposed to any assumption of homogeneity of structure. 
Physical Coming now to physical investigation, we are at once met by a feature 

investigation, that is conclusive against the hypotheses of " replacement " and homogeneity. 
I allude to the fact that nickeliferous pyrrhotite may be divided into two 
portions, one of which is magnetic while the other is non-iuagnetie. This 
fact has long been known to chemists. In 1879 Habermehi effected a 
separation of the magnetic from the non-magnetic portions of pyrrhotite for 
the purpose of obtaining a pure mineral for analysis. In 1890 T. J. McTighe 
applied magnetic separation in the treatment of the nickeliferous |iyrthotite 
of Canada ; and in July of this }ear T. A. £di8on applied for a U. 8. patent, 
Treatment by in respect of virtually the same invention, and filed a specification containing 

magnetic the following statement : 

eparation. 



** I have discovered that where magnetic pyrites, called * pyrrhotite/ is Edison's 
nickeliferous, as it usually is to a more or less extent, the nickel is not dis- "discovery.* 
tributed generally throughout the whole body of the pyrrhotite, but certain 
crystals are pure pyrrhotite or niagnetic pyrites, while other crystals have 
some of the iron replaced by nickel and sometimes by cobalt, and that the 
crystals containing the nickel or cobalt are considerably less magnetic than 
the pure pyrrhotite." 

Any statement made by Mr Edison is deserving ot respectful attention ; 
but I believe that gentleman has frequently disclaimed anything beyond a 
rudimentary knowledge of chemistry and is therefore presumably open to 
correction in matters belonging to that department of science. Be this how- 
ever as it may, I am safe in saying that pyrrhotite is rarely found in a 
crystalline form, and that crystals of nickeliferous pyrrhotite are as yet unre- 
corded as having been observed. Mr. Edison's mention of *' crystals " is 
probably only a loose way of describing the minute fragments, particles or 
grains into which the massive pyrrhotite is divided by comminution. 

Again, Mr. Edison speaks of the strongly-magnetic particles as being 
** pure pyrrhotite," meaning thereby a non-nickeliferous iron sulphide of the 
general form Fe„8Q +1. My own observations do not confirm the statement 
that nickeliferous pyrrhotite can be magnetically separated into nickeliferous 
and non-nickeliferous portions. A separation into two very distinct minerals Separation 
or mineral mixtures is possible, and these contain very distinct percentages into two 
of nickel ; but both are nickeliferous. The following results obtained by Mr. nl^^^eroas 
C. T. Mixer at the laboratory of the Emmens Metal Company will illustrate minerals, 
this. 

Two samples of nickeliferous pyrrhotite were taken, one from the Gap 
mine, Lancaster Co., Pa., and the other from a mine near Sudbury, Ontario. ^iT^!^ < 
These were very finely powdered and then each sample was carefully separated q^^ i^nd 8,^1. 
by means of a magnet into three grades, namely, " magnetic," " feebly bury ores, 
magnetic " and *' non-magnetic." The '* magnetic " and <* non-magnetic " 
grades were then analyzed and resulted as follows, after deduction of gangue : 

Ni. Fe. 8. 

Gap magnetic 0.367o 59.9r/o 9B.^U 

** non-magnetic 16.59" 43.00" 41.41 n 

Sadbury magnetic 1.30" 58.27 m 40.43 m 

** non-magnetic. 28.16m 33.92m 42.92 u 

Treating these figures in the same way as those of the analyses recorded 
by Dana, we have : 

1. Molecular Constitution — 

Sudbury magnetic Ni Fe 8 showing an excess cf s 

46.99 56.95 7.96 

" non-magnetic .. Ni re s " a deficiency of a 

1.535 3 394 0.141 

Gap magnetic Ni Fe s '* an excess of s 

179.6 207.6 26. 

** non-magnetic Ni Fe s "a deficiency of s 

2.S91 4.864 0.027 

ff 

2. Proportion of Excess 8 to Metal — 

Proportion of s molecules in excess of n-l-1 to 

o/nlckef* Ni molecules. Fe molecules. Ni-f re molecules. 

0.35 26.00 .1448 .1440 

1.30 7.96 .1694 .1659 

15.59 Slight deficiency of s. 

23.16 *^ 

*A comparison of the results here obtained with those from Djina shows 
conclusively that the magnetic minerals are of the pyrrhotite type, but that 
the non-magnetic concentrates are of a quite dissimilar constitution ; and as 
the latter are much higher in nickel than the former it is also clear that the 
nickel is not present as an element replacing iron in pyrrhotite. It is also 
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apparent that the minerals Nos. 17 and 19 of Dana are mixtures of the 
magnetic and non-magnetic minerals found in the Gap and Sudbury samples 
examined by Mr. Mixer. 

Much additional investigation is needed to determine the true constitution 
of pyrrhotite and its allied nickel compound. It may bd that experiments as 
to the solvent action of molten ferrous sulphide upon iron disulphide and 
nickel sulphide will throw the needed light upon the subject. Many geologists 
are of opinion that the massive pyrrhotites of Canada and other places are the 
cooled remains of a molten mass ; and every parcel of matte produced from a 
smelter is an object lesson respecting the varying mixtures that are possible 
under such conditions. Provisionally therefore we may regard the con- 
stitution of the minerals under discussion as represented by the followinn; 
formulae : 

Crystalline pjrrrhotite n (re, 84) 

Amorphous do n (Fes), x (Fes,) 

Nickeliferous do n (Fes. x Fes,) y (Kis). 

In conclusion it may be well to say a word as to the practical problem of 
the magnetic concentration of nickeliferous pyrrhotite. The two samples 
above referred to as examined by Mr. Mixer gave the following results : 

1. Division of the total sample : 

Gap. Sudbury. 

Mafmetic ]rK)rtion 58.66 per cent. 92.95 per cent. 

Feebly magnetic i>ortion 6.67 2.09 

Non ** " 34.67 4.96 

2. Division of the total nickel contents : 

Magnetic portion 16 25 per cent. 58.01 per cent. 

Feebly magnetic portion 19.96 7.60 

Non •• •• 63.79 34.39 

3. Total gangue in sample : 

Gap 41.28 per cent. 

Sudbury 10.7 

4. Division of the total gangue : 

Magnetic porti«ri 25.85 per cent. 75.51 per cent. 

Feebly magnetic portion 7. 12 9.07 

Non ** " 67.03 15 42 

5. Percentages of gangue in the portions : 

Magnetic portion 18.20 per cent 8.70 per cent. 

Feeoly magnetic iK)rtion 44.00 46.60 

Non " ** 79.80 83.20 

The practical inferences from these figures are as follows : 

1. Magnetic separation will give a rich nickel concentrate. 

2. An ore with considerable gangue will yield more of its nickel as 

" concentrate " than will be the case with cleaner ore. 

3. The concentrate from clean ore will be of a higher grade than that 

from ore carrying much gangue. 

4. The nickeliferous portion of the mineral is attached to the gangue 

more firmly than is the non -nickeliferous portion. 

5. The nickel is possibly an essential constitue^it of the gangue instead of 

fmng a constituent of the pyrrhotite. 
This last inference is so opposed to the generally -received teachings that I 
have instituted a fresh series of investigations with a view to determine its 
correctness or the reverse. Th<) results shall in due course be communicated 
to the Society ; and, in the meantime, all I can say is that at present they 
seem to favor the supposition of the gangue being nickeliferous.^ 

3 Writing to me under date of April 8 Dr. Emmens says : 

" I think that sometime in the course of the present year we shall introduce mto Canada 
the practice of magnetic concentration of nickel ores. We have negotiations pending with 
some Duluth parties in this direction. 

" I am at present investigating the cobalt question and am having some remarkable 
experiences with the Drury matte. Cobalt appears to be present m ^uite unusual aDondaDoe, 
and I also find 9ome manganese, together with a new substance which, if not a hitherto aa- 
known iJlotr^pic modification of nickel or cobalt, is a new metal." 



X. 

SOME NEW NICKEL MIENRALS.' 

By Dr. Stephen H. Ernmens of Youngwood, Pennsylvania. 

I have of late had occasion to examine nnmeroas samples of ores from the 
recently developed mining region known as the Sudbury district in the 
Province of Ontario, Canada, and in the course of such examination I have 
met with three nickeliferous minerals that appear to be distinct from any 
species hitherto described. 

FOLOBBITE. 

This is found in 'the Worthington mine, on the Algoma branch of the 

Canadian Pacific railroad, about 30 miles southwest of Sudbury. The 

* mineral deposit here opened up is of a character similar to that usually 

observed in the mines of the district ; that is to say, it consists of a mixture 

of pyrrhotite and chalcopyrite, forming ore masses of approximately lenticular 

form and of varying magnitude, imbeded in a green stone dyke traverung the 

Huronian rocks that constitute the chief geological features of the region. 

The pyrrhotite is in itself nickeliferous to a greater or less degree in every 

mine of the district, but at the Worthington mine it is found to be associated 

with a distinct sulphide (folgerite) carrying a very high percentage of nickel. 

This sulphide is spoken of by the local miners and newspapers as being Characterig- 

millerite, but it differs widely trom that species. Its chief characteristics are ^^S^ ^^ f^® 

- I, "^ ^ mineral, 

as follows : 

Lustre : Metallic. 

Color : Light bronze-yellow in mass, but almost tin- white when broken up 
into fine grains. 

Specific gravity : No determination of the pure mineral has been made, 
but a fragment associated with adhering pyrrhotite showed a sp. gr. of 4.73. 

Hardness : 3 5. 

Streak : Grayish black. 

Form : Massive with a platy structure. No crystals have as yet been 
observed. 

Fracture irregular : When comminuted the large fragments preserve a 
platy form while the smaller particles are finely granular. Very brittle. 

Heat reaction : When the powdered mineral is heated in a closed tube no 
sublimate is produced. 

Solubility : The mineral dissolves in nitric acid with separation of sulphur 
and a green solution. 

Mas^netism : In large fragments the mineral is non-magnetic. In minute 
grains it is magnetic. The finely triturated powder is non-magnetic. 

Microscopic appearances : Under both lens and microscope the powdered 
mineral appears in the form of shining white grains of irregular form, very 
distinct from the shining spicules of a light brass-yellow color which constitute 
the powder of true millerite. 

Chemical analysis : The specimens analysed were magnetically separated 
from the accompauyiug pyrrhotite and gave the following results : 

A. B. c. 

Nickel 35.20 81.45 29.78 Analyses. 

Iron 83.70 .Sl.Ol 26.89 

Sulphur 31.10 87.54 43.83 

^ ^ 100.00 100.00 100.00 

^Reprinted with i>ermi88ion of the author from the journal of the American Chemical 
Society, vol xiv. No. 7. 
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Specimen a consisted of platj fragments, each one of which was tested 
separately with the magnet. Specimens b and c were separated in the form 
of a coarse powder from the accompanying pyrrhotite, and proHablj still 
contained some adhering particles of that mineral. In the cases of b and c 
the analysis was c ndacted by first roasting the mineral and then fusing with 
potassium bisulphate, followed by solution, peroxidation, precipitation of the 
iron and electrolytic separation of the nickel, all with the usual precautions. 
In the case of a the raw mineral was dissolved in aqua regia. The sulphur 
was estimated by difference ; and a check determination (by fusion of the raw 
mineral with sodium carbonate and nitrate and final precipitation as barium 
sulphate) for sulphur only, ia a fourth sample, gave 34 per cent It may also 
be mentioned that specimen a came from the Worthington mine, and that b 
and c were sent to me with the statement that they came from a de|>08it at 
the northeast extremity of the Worthington greenstone dyke. This deposit 
is distant about 1 i miles from the Worthington mine and has recently been 
explored by the Emmens Metal Company ; but when Mr. G. T. Mixer, the 
chemist of that company, paid a visit of innpection to the workings, the 
person in charge who had sent me the specimens in question could not point 
out the place whence he had taken them, and could not show any further 
occurrence of the mineral in situ. It is probable therefore that a, b and c 
all came from the Worthington mine. 

The formula corresponding with the above mentioned analysis is Ni Fe s,» 
which corresponds to 

Nickel 32.87 

Iron 31 30 

Sulphur 35.83 

100.00 

This composition is between ni s (millerite) and xi Fe2 83 (penttandite). 
It is also distinct from that of the '* ferriferous polydymite " found at the 
Vermilion mine, a little to the northeast of the Emmens Company's working, 
and described by Clarke & Catlett (American Journal of Science, 1889, p. 
372), as containing 43. IS per cent of nickel, 15.47 per cent of iron and 41.35 
per cent of sulphur, and as approximating therefore to the formula Nis Fe 85. 

I have named this mineral folgerite after Commodore W. M. Folger, the 
Chief of the Bureau of Ordnance in the U S. Navy Department, in recog- 
nition of. that distinguished officer's achievements in the utilization of nickel 

steel. 

Blueite. 

This mineral has for some time past puzzled the Sudbury miners, who 
have locally dubbed it ** Jack's Tin." It is found in several mines of that 
district and notably at the working of the Emmens Metal Company, where it 
is found associated with niccolite, gersdorffite, pynhotite and chalcopyrite in 
the outcrop of a quartz vein cutting the before-mentioned greenstone dyke. 

The following are the characteristic^ of the mineral : 

Lustre : Metallic, somewhat silky. 

Color : Pale olive-gray, inclining to bronze. 

Specific gravity : 4.2. 

Hardness : 3 to 3.5. 

Streak : Black. 

Form massive : No crystals have as yet been observed. 

Fracture : Sab-conchoidal, irrejfular. Brittle. 

Heat reaction * When the powdered mineral is heated in a closed tube a 
sublimate of sulphur is produced. 

Solubility : The mineral dissolves readily in nitric acid without separation 
of sulphur and yields a yellpw solution. 

Magnetism : The mincj'al is non-magnetic. 
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Microscopic appearance : Under the lens the powdered mineral appears to 
be composed of irregular grains of a dull gray color. Under the microscope 
the color appears a dull grayish black and the particles are seen to be finely 
granular without any crystalline form. 

Chemical analysis : 

Nickel 3.6 

Iron 38.8 

Sulphur (by difference) 52.3 

Insoluble 6.4 

100.00 

After deduction of the insoluble matter (^angue) the figures for the 

mineral become 

Nickel 3.70 

Iron 41.01 

Sulphur 65.29 

100.00 

The sulphur is probably too high, as owin^ to the character of the gangue 
a portion of this latter may have entered into solution. i| 

The formula Fei2 Ni 826 » (fo, Mi) Sj where Fe : Mi s 12 : 1) corresponds 
with the foregoing analysis, the figures of such formula being : 

Nickel 3.76 FormuU. 

Iron : 42.96 

Sulphur 53.28 

100.00 

The considerable percentage of nickel (a very rare element in pyrite) and 
the easy solubility in nitric acid without separation of sulphur seem to 
preclude this mineral from being considered merely as a nickeliferous variety 
of pyrite or marcasite. I have named it blueite, after Mr. Archibald Blue, 
late Secretary of the Royal Commission appointed to investigate the Mineral 
. Resources of Ontario, and now Director of the Bureau of Mines of that 

Province. 

Whartonite. 

This mineral was brought to me by Mr. C. T. Mixer from a mine situated Locality and 
about seven miles northeast of Sudbury and about two miles from the Blezard ti(^!^^ '^'' 
mine, worked by the Dominion Mineral Company. It has been known locally 
as the Shepherd mine, and is of a character similar to the general mines of 
the district. 

The following are the characteristics of the mineral : 

Lustre: Metallic 

Color : Bronze-yellow. 

Streak : Black. 

Form : Cellular ; the cavities being lined with minute cubic crystals and 
the intermediate substance being finely granular. This structure precludes 
the s|)ecific gravity and hardness from being determined with precision. A 
large piece showed a sp. gr. of 3.73 and a hardness of 4. 

Fracture, irregular : Brittle. 

Heat reactions : A sublimate of sulphur in a closed tube and fumes of 
8O2 in an open tube. A sulphur flame is observed on heating a fragment held 
in forceps. 

Solubility : The mineral is soluble in h NO3 with separation of sulphur 
and a greenish yellow solution. 

Magnetism ; On comminution about 10 per cent, of the mineral is found 
to be magnetic. 

Microscopic appearance : Under both lens and microscope the powdered 
mineral is seen to consist of grayish black grains of irregular form and finely 
granular structure, with occasional minute cubic crystals. 
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Chemical analysiB : 

Xickrf 5.40 

Iron 42 90 

«alphar 45.00 

Insoluble 4 .80 

98.10 
After deduction of the gangue these figures give : 

Nickel 6.79 

Iron 45.98 

Salphar ; 48.23 

100.00 

Sejtarate determinations of iron and sulphur were made in the magnetic 

and non- magnetic constituents respectively with the following results : 

Mag. Non-Mag. 

Iron 66.55 40.4 l ^i„. « i;*,.!^ ^«^,. . 

Sulphur 7.00 52.6 pla» » litUe gangue ; 

and a qualitative examination showed that the nickel was clearly with the 

non-magnetic |>ortion. 

The inference deducible from these observations is that the mineral is a 

mixture of a nickel-irondisulphide with some magnetite ; and taking the 

pro|>ortion of this latter as being 10 per cent, we have for the composition of 

the other constituent : 

Nickel 6.27 

Iron • 41 . 44 

Sulphur 52.29 • 

100.00 
ThiA corresponds to the formula Fe; Ni s^ e or (fo, Ni) 82, in which Fe : Ni 

« 7 : 1. and of which the figures are : 

Nickel 6.10 

Iron 40.68 

Sulphur 53.22 

100.00 
It may be that this non-magnetic mineral is in part composed of pyrite, 

in which case the formula will require modification. The aggregate however 

13 distinguished by its form and nickel if erous character from pyrite and 

marcasite. 

I have named this mineral whartonite after Mr. Joseph Wharton of 

Camden, N.J., in recognition of that gentleman's eminence as the head of the 

nickel industry in America. 

Nickel and Nickkl-iron Sulphides in General. 

For the purpose of indicating the relations of all the known nickel and 
nickel-iron sulphides to each other, the following table may be found useful : 



Name. 


Percentage constitution. 


Molecular conatitution. 




Ni. 


Fe. 


8. 


NiS. 


NiS,. 


FeS. 


FeSa. 


Millerite 


64.72 
59.47 
57.90 
44.92 
32.87 
22.03 
11.24 
10.44 
6.10 
3.76 


"i4!26* 
31.30 
41.95 
42.81 
49.72 
40.68 
42.96 


35.28 
40.53 
42.10 
40.82 
35.83 
36.02 
45.95 
39.84 
53.22 
53.28 


1 
3 
2 
3 

1 
1 

1 
1 








Polydymite 

Beyrichite 

Ferriferoua polydymite. . 
Folgerite 


1 
1 

• • • • • 

*'"i' 

• 

1 

1 










• • • • 

1 
• 2 

1 
4 


1 

1 


Pentlandite 


Horbachite 

Inverarite 


Whartonite 


7 


Blueite 


12 







It remains to be added that the anaiynes of the new minerals herein 
described were made by Mr. C. T. Mixer, and that specimens of folgeiite, 
blueite and whartonite accompany this paper for exhibition to the meeting. 



XL 
A pioneer's mining experience on lake superior 

AND lake HURON.^ 

By Walter William Palmer, Washington, n.o. 
On landing at Qaebec from England June Ist, 1848, and presenting let- 
ters, Mr. Bonner engaged me to prooeed to Mica Bxy on the east shore of 
lake Superior as surveyor to the Quebec Mining Oo., and otherwise to assist 
Mr. Oliver Matthews the mining manager there at J& LOO per annum, Halifax 
currency, besides rations and suitable quarters. I wended my way via From Qaebeo 
Montreal, Toronto and Windsor through red hot Canadian politics, and at to tae JiaulL 
the Sault found a delightful change in the association for a few days with 
Prof. Agassiz and a party of Cambridge students awaiting outfit to inveitigite Agaaiiz and 
the zoology of the north shore, and Dr. Charles Jackson and his assistantd on '^^^^oi. 
their way to prosecute the geological survey of the south shore of lake 
Superior. Entertainment was found by inspecting the three and four ton masses 
of native copper from the Cliff mine, awaiting on the wharf for reshipment, 
and occasional familiar discourses by the professor on natural history and 
the glacial theory, and by Dr. Jackson on the igneous origin of the native 
copper of the south shore of lake Superior from its source in the sulphides on 
the north shore of lake Huron. 

Mining on Mioa Bat. 

As soon as Prof. Agassiz and his party were despatched Mr. Peter Bar- 
bouz turned his attention to me and the six miners for Mica Bay, and in due 
time we were on the way in a bateau and a canoe in charge of Charles Rous- 
seau and a few Indians. We overtook the professor at his camp at Groa Cap, 
and found that he and his fresh blooded young men had been very attractive to 
the black flies and mosquitoes. As we made the traverse ot Batchawana bay, and 
they went around it deliberately, they did not appear at Mica Bay until I had 
some glacial striae to show the professor on his arrival, and had settled down »*^ettlin; down 
to my duties of seeing the written orders of Mr. Mitthews properly executed. ^ " ^**' 
My spare time was filled in exploring the location and mikiasj^ a geological 
map of the same, and keeping up the new working plan of the mine, which 
employed about forty miners and was under the exjelleat foreminship of Mr. 
Joseph Rodda. The surface operations and fifty men were in charge of Mr. 
Clarke. 

Along in the fall our 11-ton sloop, the Sisquette, brought from the Sault , . 
John Bonner, the secretary of the company, and his son Charles, a lad of ^tore of ^provi* 
about 1 1 years, to spend the winter with us ; also Mr. David Price of Hiona. 
Chili to establish the Chilian method of making copper regulus (by wood;. 



1 Washington, d.o., 2000 r. street, 23rd Feb., 1893. 

To Archibald Blue, Esq., Director of the Bureau of Mines for the Province of Ontario : 

Dkab Sib, —I have the honor to enclose you a few notes as far as my memory serves me 
of my miningr experience in Canada on the lakei Superior and Huron, the mines there located 
bein^ then considered the most important in Canada. With f<ood wishes for the progress of 
the industry, I remain very truly yours, Walt. Wm. Palmkb. 

Mr. Palmer spent a portion of the past winter in Toronto with members of his family. 
He called upon me frequently and I persuaded him to furnish for the Report of the Bureau 
some account of his experiences in the copper mines of Ontario duringr a period now well-niflrh 
fori^otten. In this wav the interesting pjiper which follows had its ori^m. Mr. Palmer is a 
natiTe of Devon, England, and received an education there to qualify him for a mining 
engineer ; and since leaving Canada, more than forty vears ago, he has been devoting his life 
•uooeMfuIly to that profession in the United States and Mexico.— a. b. 
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The bIodp wai well freighted with providoni, luxuries, medicines, wines and 
spirits, and various barrels of beer for the hypothetical smelters. John 
Thompson Newton, the medical man, and Mr. Duffett the storekeeper had 
previously arrived. 

The sloop returned immediately to the Sault to meet the bulk of the win- 
ter's provisions, which had been sent later by the propeller from Detroit, but 
after waiting a sufficient length of time she returned with only a remnant of 
previous freight and a French Canadian family which had been left at the 
Sault, and a letter from Mr. Peter Barboux containing the suspicions that the 
propeller had been lost. The weather was so rough that the sloop had to 
episode, p^j. ^^^ Mamainse harbor with the perishing family, whence a man arrived 
tattered and torn with the information. A volunteer crew were soon with a 
ftiir wind at Mamainse, but we could not return until late next day. A few 
crackers supplied to the children were meantime all the refreshments at hand. 
The father, mother and four children died within a few days after they were 
landed at Mica Bay ; the remaining boy, aboul 1 1 years of age, was adopted 
by Mr. Bonner. 

On the Sunday that we buried the parents on a knoll at the head of the 
village it was bitterly old and tranquil, and a dark brown pall of evaporiza- 
tion about two fathoms high apparently and close upon the water overlaid the 
mighty lake. Thence all was clear to the clear and cloudless sky covering 
the solemn scene. 

In hopes that Mr. C. C. Trowbridge had duplicated the order for provi- 
sions, late as it was in the season, the sloop was at once dispatched again to 
the Sault, Mr. Bonner consenting to my joining so th<&t in case of no provi- 
sions of ours being there I might scour the Saulc for a cargo. We did 6nd 
the duplicate supply and took all we could of it, worked our way up the 
river and in the snow and storm espied just before dark Parisian island, and 
with a heavy and tair wind at dawn the next morning were close by and 
headi ig between Mamainse Point and the rock outside. The discharge of an 
old Hudson bay wall gun brought Olarke and his crew with a whale b>at, 
who took me on baard, and the sloop was sent into Mamainse for the 
winter. 2 

A few days later Mr. Clarke, who was from the Hebrides and had been 
many years in the Hudson Bay Go's service, full of resources, invited me to 
join him and his crew of Fren'^h Canadians to visit an Indian encampment 
at the mouth of the Montreal river. Taking the necessary salt we sailed up 
12 or 14 miles and in a few days scooped out of the mouth of the river a 
dozen barrels of lake trout ; these with about forty visits during the winter 
to the same and other Indians, with cariboo and other game in exchange for 
stuff out of the store, supplemented our scant winter's supply of provisions, 
and with close economy not only carried through 110 souls but also, with the 
aid of the salt fish and spruce boughs, a cow and a pony. In the spring 
however some half dozen men were laid up with the scurvy and required 
medical attention. 

The work proceeded with as much earnestness, order, dignity and 
Sabbath observance as if we had under hand an incipient Calumet and 
Hecla. Birthdays were celebrated, especially my majority on December 
27th, 1848. 

On my first arrival at Mica Bay, Mr. Matthews had already brought 
daylight on the surface of the front of the location by an avenue out south 
from the head of the village to the lake shore ; by a road to the mine 
about half a mile north ; by another avenue felled on the course of the 
vein west to the lake shore, passing down hill over the two old lake 
beaches shown by me to Pro! Agassiz and referred to in his treatise on 

the Zoology of lake Superior. These beaches with the debris frustrated the 

■ 

^Mamaioae harbor ii ab >ut six miles to ith of the open raadetead of Mica Bay. 
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object that Mr. Matthews had of exposing the back of the vein, which could 
not be seen until reaching the trappean sandstone of the wash of the Uach, 
and there the vein was seen only obscurely. Soon after Mr. Matthews 
caused the felling of another avenue, perhaps a half a mile north of the mine, 
to a brook which debouched into the lake at a greater distance west, laying 
4say four miles of the sinuous coast-line all qome-atable from one point to 
another and surveyable from the interior. 

The rock in place exposed itself immediately above and emerging from Exp'oi ting for 
the upper beach gradually ascending in hogback form towards the interior copper ore by 
of the location. At an altitude of say 180 feet above the lake and a (^h^fJ;^° 
quarter of a mile from it, an exposure of gray copper sulphide invited 
€xploitation by adit. This work commenced in trap sandstone and con- 
tinued into sandstone trap (a transition rock), both reddish and rottenish, 
but periodically strewn with enough of those carrot-shaped and carrot-sized 
gray sulphides to induce continuance of the work, but at the same time not 
producing ore enough to pay half the cost of the candle bill. In due time a 
shaft had to be sunk to give ventilation to the adit, and in the progress of 
J:da work the same kind of ore was found. Sinks in the bottom of the adit but with a 
to depths attainable by windlass also responded in the same unsatisfactory "^"^^ showing, 
way to all efforts to find the ore in reasonable body, and up to the da^e of 
my leaving, on Ist June, 1849, a few bucketsful only had been saved from 
meantime finding& 

On the conclusion of my year's engagement with the company Mr. Mr. Palmar 
Matthews at my request kindly furnished me with a boat's crew to take me ^^F^ ^ 
to the Sault, and in due time, having examined the Bruce on the way down, ^^ '^' 
I presented myself to Mr. Bonner in Quebec, who thoroughly rated me for 
leaving Mica Biety and abandoning my future prospects. He stated that he 
had induced the directors since he had been down to increase my salary ; 
also that he had shown my maps to Lord Elgin, who had been pleased to say 
that they gave him his first idea of a mine, and that his lordship had invited 
him to dinner, for which dinner he was indebted to me. After chiding md 
again he invited me to dine with him, which I did at his house on the Plains 
of Abraham, and with sincere r^;ret I bade this good gentleman goodbya 

On this visit to Quebec in June, 1849, I met Mr. John Tregoning and 
some of his men on their way to England, after having spent the preceding 
winter in the exploitation of the Prince's Bay location, near Fort William, p . , ^ 
They had with them to show their company in England some beautiful locatiun. 
specimens of netted plate work of native silver enclosing crystals of calc spar ; 
but I was given to understand by Mr. Tregoning, who was an invalid, that 
beyond such specimens occasionally met with nothing of substantial value 
had been found. They had also suffered from scarcity of provisions. At 
Mica Bay we had no suspicion that any mining establishment save our own 
was working on the north shore that winter. 

During the whole year the only visits of note that we received were two Visitors %t 
calls, one on his way up and one on his return, from Prof. Agassiz and his ^^^^^ ^^7* 
students ; one from Hugh Wilson, an annexationist from Hamilton ; and 
occasionally during the winter from Father Kohler, a missionary among the 
Indians; and in the spring from Mr. Ballentine, assbtant manager of the 
Hudson Bay Co , on his way home invalided, via Vancouver ; and Sir George 
Simpson with his fleet of canoes on his way to the Pacific. 

The visits of scientific interest were those of Prof. Agassiz, who recog- Agaaaiz. 
nized on the decomposing slates on the south horn of the ba^^ fine 
examples of glacial striae. Upon h^ being shown by me the two terraced 
beaches, 80 and 160 feet respectively above the present one, he declined to 
give an opinion as to whether the water had receded or the land risen. Fur- 

3Tbe north horn is a felspathic promontory, Point aux Mines, on Bayfield's chart. 
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Michipicoten ther he said that it was an open question, and was highly gratified with the 
' specimens of current fish which we caused to be caught and preserved for 

him in whiskey, as well as with the results of his expedition since he left us 
on his way up the lake. 

After its expulsion from Mica Bay the Quebec Mining Company turned 
its attention to Michipicoten and continued operations to the fall of 1853, 
when the writer met there Mr. Jehu Hitchins, an English expert from 
London, and with him a director of the company with a view to passing 
over the same to an English corporation. Failing this the writer caused it 
to be passed over to Mr. Chauncey Bush, the head of a New York company^ 
who during the next two seasons spent considerable money in exploiting 
there for native copper and silver. 

In the Employ of the Montreal Mining Co. 

After a month's vacation exploring for Edward Thomas Renaud, the 
seignior of Berthier, 1 was sent to take charge of the mining department of 
the Bruce at £225 Halifax currency and quarters, and found there 
Archibald H. Campbell, the general manager ; H. C. Pilgrim, clerk and 
cashier ; Samuel Sedden Walbank, medical man ; John Greenfield, purchaser 
and distributor of al^ supplies ; Captain Wm. Harris, in charge of the general 
body of surface hands ; and Captain Simmons, in charge of the miners and 
his share of the mechanics. Mr. Davis with a corps of Welsh smelters and 
masons was building a full set of reverberatory furnaces, six in number. 
Engineers and mechanics were busy bringing to completion the engine house^ 
crusher and ji figging buildings and correspondjing machinery. Captain 
Martin, the ore dresser, in charge of men and boys, was gleaning stray ores 
from early surface blasts, spalling and prilling and hand-jigging the smalls 
of the past and current product of the &tO|)es preparatory to crushins; and 
smelting. James Carson, afterwards a famous mining speculator, was ouild- 
ing by contract at the south face of the bay a row of frame houses for the 
miners with families and another row at the west for the accommodation of 
the smelters. 

The Bruce had steamboat communication and calls from all parts of the 
lakes, and was a busy place with upwards of six hundred men in active 
employment ; and a pile of Cleveland coal was accumulating which at the 
close of navigation amounted, less consumption meantime, to five thousand 
tons ; and soon Mr. Acton appeared as custom house officer. The water 
supply for all purposes was drawn directly from the lake, generally at the 
end of the plank resting on a stone in front of the respective houses ; the 
wa&h of the hillside finding its way also into the same reservoir. Vegetable 
supplies came ; potatoes, cabbage, cucumbers, etc., from distant parts ; and 
chiefly from Major Raines, who had two homesteads on St Joseph's island 
four miles south. A Catholic chapel had been erected for the French, 
Irish and Germans, and soon after another sacred building was placed at the 
disposal of the various religious sects ; and a minister and also a school- 
master were provided by the company. 

As my duties were confined to the superintendence of the mining opeira- 
tions and preparation of the ores for the smelting works, I cannot say 
anything about the other departments, save that they were all in the hands 
of energetic men, able and faithful. On requisition, Greenfield supplied 
material and Harris any extra men. The accounts were rendered to Pilgrim^ 
who paid the pay-rolls, and periodic reports from all were rendered to the 
general manager, whose spare time wf>s fully occupied in the assay offioe. 

Straight up northerly about a quarter of a mile from the wharf landing, 
the eastern stope of the mine was open to daylight, which, with a whim shaft 
200 fathoms westerly from this point, formed the end limits of all that there 
existed of the Bruce mines proper. 
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The intermediate ground formed a serrated trench irregnlarly excavated 
by underhand stoping from 15 to 30 feet in depth along the apex of a 
greenstone ridge about 50 or 60 feet above the level of the lake. 

The stopes in the eastern half of the vein exposure and up to where the 
vein took " horse '' and split in two — the apparent main vein making a 
slight bend to the south — were uninterrupted and generally connected ; but 
those in the western half were interspaced by benches of poorer ground. 

The walls were clean and from four to six feet apart, and in the deeper 
stretches a slight inclination southerly was discernible by the drag of the 
windlass buckets. 

The storms of the previous winter had persuaded Simmons, the mining 
captain, to house the stopes, and with a large part of his force he had 
stulled them, tilled the gunnies above with refuse and capped the whole with 
clay from a neighboring bed found near the swamp north. 

Fiv6 intermediate and nearly equidistant shafts had been reared from the- 
deeper stopes, and the three western ones had their collars raised to about ten 
feet above the ground for dumps, and were equipped with horse whims, the 
whim rounds having been correspondingly raised and encased with circles of 
dry wall of clean massive vein quartz free of ore. The two eastern shafta 
were not yet below the reach of windlasses. 

According to the system of underhand stoping which had been followed 
from the giving of the first shot in the mine by Colonel Rankin and Captain 
Harris, and which, in view of the coming demands of the smelting works had 
for some time to be continued, Simmons had everything in corresponding 
mining shape before my arrival. 

The central shaft was about 100 feet deep, and already comparatively Kxtent of tfc^ 
poor save in crystals of calc spar, some with double terminations. munbero/"^ 

The other four shafts looked fairly well and averaged at least two tons of inineracnu 
15 per cent, yellow sulphide for each square fathom of vein. The two p'^ye*^ 
western shafts were each about 60 feet deep on the vein, or about 70 feet 
each below their collars. The two eastern shafts were respectively about 40 
and 50 feet below their windlasses. The stopes containing four of the shafts 
occupied the best stretches of the vein. 

Simmons' force,, now all underground, consisted of about 70 picked men,, 
some at monthly wages but the majority on contract, all either Binking or stop- 
ing on ore, not one man being engaged in any dead work underground ; and 
these men occupied two blacksmiths, whose task was to sharpen each 26- 
dozen cast steel drills per day. 

There was no water in the mine, either by seepage or by subterraneaa 
springs. 

SETTLING A LABOR TROUBLE. 

The miners anticipated the impending race between the producing capacity An incfpreir^ 
of the mine, the crusher and concentrating works and the smelting parapher- onpleaaant- 
nalia, and those of them who had been hired in England at monthly wages "^■■®***^- 
came in a body and asked to be placed on a footing with the others on contract. 
By mutual consent the duplicate contracts were put into the office stove, and 
this just cause for discontent was allayed. The excessive store charges were 
complained of and remedied so far as they applied to the necessities of life, 
and a more exact system of measuring the ground was established on the 
owner's account. 

Soon after this the last down boat of the season called at the Bruce wharf How the Mioa- 
and had on board the whole of the outfit of Mica Bay. Mr. Bonner explained ^XtL^"*"** 
that they had been invaded and expelled by a horde of Sault half-breeds under 
the command of Angus McDonald and his friends. This visit enabled us to 
recoup our losses by cholera so far as numbers could do it, and we increased the 
force to upwards of 100 men. The boat then with some difficulty relieved her 
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self from the ice which had formed while she lay at the wharf, and proceeded to 

Penetanguishene with the remaining majority of men, women and children and 

their effects, to be taken care of in Quebec by the Quebec Mining ComfMtny. 

Mme to ^^ Some of the men that Mr. Bonner left had from their boyhood been western 

Acquire odd hap-hazard lead miners, and had never been brought under any rules of con- 

typen of tracts. They knew all that was then known on human rights and the dignity 

miDing men, ^^ labor, of which our men had never troubled themselves. On the other hand 

Greenfield had lately brought up 100 Germans from Detroit, and amon(( them 

were many ex-statesmen and ex- college professors who were masters in social 

science, having graduated in the revolutions of '48. Many of these, with the 

supposed ex-minister of Wurtembarg at their head, were now engaged in 

wheeling coal and carrying the buckets of beer and assisting in drinking it 

with the Welsh smelters, whose liberal supply of beer and whiskey allowed them 

often during the day and night, in their streaming perspiration, to drink to the 

prosperity of the Montreal Mining Company. 

and how the Meantime the Mica Bay men had been good naturedly admittted and 

OftptAin's uct absorbed into the contracts, and had deliberately tested the quartz and com- 

men^orset**^ plained that it was as hard as — well corundum. Whether it was the intro- 

tling day. duotion and mixing; a lot of men unacquainted with the ground, or whether it 

was the sight above them of a horizontal line of equidistant holes which made 

a square fathom of ground look larger than it ever looked before, was unknown ; 

but soon after close of navigation the superintendent of the mine received 

some very neatly- written letters intimating that unless contract prices were 

raised dire personal consequences would be the penalty. The contracts were 

measured as usual without remark on either side, and on settling day Captain 

Simmons rang the bell as usual to call up the men. The only thing unosujd 

on that day was that on invitation Mr. Campbell came to see the fine body of 

one hundred men. 

The letters were read and their receipt acknowledged, but the settlini; of 
the eontracts was suspended, pending the operation of a reward of X500 for 
the discovery of the writers. 

The men made no remark and as quietly received the recommendation 
to keep the peace and to get from the store a winter's supply of provisions ; 
but in less than a month a compromise was made by all of them taking the 
Scotch oath protesting innocence in the affair, and taking a contract to extend 
to the opening of navigation at a slightly reduced price per fathom. Thence- 
forth they worked during the whole winter in good earnest, and did well 
indeed in work and wages. Meantime the other departments were uninter- 
rupted. 

It is due to this fine body of men to say that they did not strike ; that 
they did not destroy a particle of property ; nor did I hear a disrespectful 
word. No one lost anything by this interruption. The company gained by 
the reduction in price, and the men gained at least C5 per cent, more wages 
by having a long stretch of a contract freed from the petty interruptions of 
monthly measurements. The sum and substance of the whole business was 
that on the 1st June, 1850, in addition to supplying the reduction works with 
current ore. Captain Simmons had a much larger accumulation of crude ore 
on the dump than he had when I arrived at the mine less than a year pre- 
viously ; and this though no improvement had taken place in the mine, and a 
few points had weakened considerably in depth. 

KOLLS, JI0G9 AND SMELTING WORKS. 

Bre&kLcg and The rolls passed the prills through comfortably, but soon corrugated badly 
iii^inefy^*^* on the second class ore, involving repeated passages of the ore and too fre- 
quent changes of the shells for the stock in hand of those necessary wearing 
parts. One night on stopping the engine to key on new shells the frost got 
into the crown wheel, and on starting up it broke into several pieces. Tho 
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contracted engine runners congratulated themselves that they had ahead a 
winter's holiday and a winter's pay, but this was frustrated by Henry 
Williams and his comrade, two miners, under whose manafi[ament a new 
wheel was moulded. They failed to till the mould with cast iron from their 
improvised blast furnace built in a hogshead ; but next refining day Mr. 
Davis was good enough to allow a half dozen men to ladle and fill the mould 
with refined copper. The wheel weighed 700 pounds, and I was told it did 
duty for some years afterwards. 

Captain Martin with his few jigging machines in the confined building for Jlgfi^^R 
winter operations attached to the entwine house could easily take care of all the "f***^***"^®"* 
crop of ore that the crusher sized, and as the vitrified furnace bottoms near 
by gave way at uncertain periods he had still less trouble in supplying Mr. 
Davis with all the ore that he could turn into ingots. 

Up to May, 1850, the product of the smelting works had failed to respond A smelting 
to the mine estimates or to the quantity of metal that the assays called for, T^'^" ^^^' 
and the coal pile began to look small, so one day on visiting and inform- 
ing him of these facts Mr. Davis ordered the furnaces drawn and all his hands 
to leave the building, and I was left alone to lock the doors, which 1 did and 
took the keys to Mr. Campbell. There was no defect in principle nor want 
of skill in the smelting works, which like the concentrating at first started in 
the face of winter when defects could not be corrected. Another season's 
work would have brought a more energetic fuel and a more tenacious sand for 
the furnace bottoms. 

WHY THE MINE FAILED. 

But as for the mine, no skill could avert the inevitable. On his visit to The vein un- 
the mine in 1848 Mr. Logan had pointed out that the pudding-stone (jasper |2roe™coii3o- 
conglomerate) which blufis two miles east would unbottom the vein at an merate. 
average depth of 250 feet, and the vein when he saw it was probably averag- 
ing four tons per fathom. Now it is said that Sir William, then Mr. Logan, 
estimated the ore in sight at 35,000 tons. Probably his data was : The ore 
exposure at the mine, 216 fathoms ; the average depth at which the pudding- 
stone bed would unbottom the vein, 250 feet ; the average value of the exposed 
face of the ore, four tons per fathom. These factors make nearly 35,000 tons. 
I have not the least doubt that the ore face averaged when he saw it in 1848 
four tons per fathom. These are the only data now attainable to enable us 
to judge the rate of deterioration with descent. The Report of the Royal 
Commission, p. 378, says : '< the Geological Survey volumes are silent on the 
enterprise." The concern was private property and the geologists observe 
corresponding proprieties. But is it reasonable to suppose that when Mr. 
Logan imparted to the oificers at the mine his views on the unbottoming of 
the vein by this pudding-stone that the Directors of the Company would long 
remain ignorant of the skeleton ) Again all testimony is silent, but from 
statements of the oldest inhabitants ''it appears the Bruce and Wellington 
closed themselves in 1876 by the tapping of a body of water which inundated 
the mines, and by caving formed a lake of several acres, the If^vel of which 
is about 25 feet above lake Huron. Mr. Wm. Plummer says " the deepest 
■haft was 500 feet." It looks as if this tapped the same conglomerate be<l 
which at this depth had resolved itself into quick sand. 

Closing Miscellaneous Notes. 

The general good order of the establishment at Bruce Mines was occasion- prohibitioa. 
ally discredited by excesses which led to Mr. Greenfield's complying with 
orders to cut a hole in the ice and sink in the bay the stock of liquors. This 
anticipated remedy was however frustrated by outside parties from the Sault 

* Not.in the Royal CommieBion evidence. 
12 (M.) 
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supplying the stuff at St. Joseph's island. Many men took a walk there on 
the ice and a few never returned alive, and as the lesser of two evila a res- 
ponsible man was licensed to open a public house. Thenceforth social rela- 
tions took the normal form of average communities. 
A^neral About the 1st June, 1850, the Hon. James Ftrrier with a mining man or 

txodu», two and some smelters arrived, but their progress on the wharf was obstructed 

by the exodus of nearly all the miners, all the Welsh smrlters and many of 
the German ex statesmen with their effects — their pockets full of money and 
in a hurry to get off to the Sault by the same boat which brought him from 
Penetanguishene. 

No curling dense black smoke from the proud slack of the smeldng works 
piloted him into the bay, and the other operative works were in suspense 
pending the bidding adieu by the remaining fourth of the departing three- 
fourths. The officers were still intact, but when his wrath was cooled and he 
which the head (>ould proceed with deliberation .he began by making short work of myself by 
•f the minuif( passing all my troubles ovt-r to my successor, who soon vastly improved the 
ioiii^^"™^'** concentrating works ; fui cither- he or his successor, Archelaus Tr^oning, had 
the good fortune to exhume from below the smelting furnaces in every smelt- 
ing grade an amount equal to 100 tons of fine copper. So I was told by officers 
who afterwards joined me on the south shore of lake Superior. 
Fenonftls. About these days the writer had the pleasure of meeting Col. Sam. Jarvis, 

Hon. Wm. Robinsoa and Sir Casimir Gzowski, then the Government engineer 
making preliminary survey on the Canadian side ; and also Jacob Houghton, a 
younger brother of the lamented first geologist of Michigan, surveying for the 
canal, which important work he soon after commenced and executed in the 
Potsdam sandstone on the American side of the Sault. 
St Joseph's For the purposes of the Bruce Mines, Greenfield opened a limestone quarry 

island and its on St. Joseph's island. It was profuse in a large breed of trilobites and verte- 
ancient fauna, ^jj^^gg consisting of fish, some of the latter as large as those of the present day 
found in the lake. This stone was used for the erection of the engine house 
and foundations for smelting works. 
Hounding up ^ ^^^^ ^^ *^® mines at Port Arthur in company with Messrs. Walbank 

the story. and Pilgrim in 1875, and thence three visits to Silver Islet, a charter of 
Ambrose Cyrette's tug to the Little Pic, and a railroad passage through the 
formation of Sudbury in the Fall o£ 1890, round up all the writer knows 
about mining in Ontario. 



XII. 

NEW SOURCES OF PLATINUM. 

By Dr. Stephen H. Emmend of Youngwood, t'tnoBylvaDia. 

At page 270 of the recently published Census volume on Mineral Indus- 
tries in the United States reference is made to the development of nickel- 
iferouB pyrrhotite mines in Canada, and it is remarked that *' the impression 
has gone out that a small amount of platinum might also be obtained from 
the Canadian matte, but this does not seem to have been the case.'' 

That platinum exists in the Algoma mining district of Ontario hact been p. . .. 
known ever since the discovery of sperrylite at the Vermilion mine on lot 6 ore in Deni- 
of the fourth concession in Denison township. This was found in the gossan son township, 
of a vein of chalcopyrite, respecting which Dr. Robert Bell reports : ** The -A^lfiToroa* 
vein occurs in diorite and is about four feet wide, but without distinct walls 
or any veinstone except a mixture of the country-rock." 

This discovery led me to pay special attention to some mining work that 
was carried on in the summer of 1892 by the Emmens Metal Company at the 
Macdonnell mine on lot 12 of the third concession of Denison. This mine 
is situated on one of the eruptive dykes that characterize the district, and is 
thus described by Messrs. Ricketts and Banks who inspected the property in 
August, 1892 . 

" The surface of the greenstone dyke has been stripped at several places 
on the property and an inclined shaft sunk 37 feet at an angle of about 45^ 
to the souUieast, upon a mineral vein in the diorite near the southeast con- 
tact of the dyke, which latter, having a steeper dip southeast, is cut diagonally 
by the vein. The ore lens has a nearly parallel trend to that of the dyke. 
Tlie seam or vein of ore at the collar of the shaft is abqut 6 inches thick ; it 
pinches to about 3 inches at a depth of 20 feet, and then gradually thickens 
to the bottom of the shaft, where on the southwest side it is 13 inches thick. 
The vein filling is largely a changed diorite, with some little quartz and fel- 
spar, carrying several irregular seams and scattered bunches of chalcopyrite 
and pyrrhotite with admixture of nickel mineials. In the bottom of the 
shaft, in the northeast side, the seam has pinched to about an inch, carrying 
scattered sulphurets. In the hanging wall of the shaft in this locality 
scattered bunches of sulphurets are exposed. The ore seam ^ here thin has 
a shaly dioritic filling, with thin seams of quartz and scattered sulphurets.'' 

Samples of the vein matter were sent to me from time to time, and upon 
investigation I came to the conclusion that some of the mineral was platini- Analyaea of 
ferous. Accordingly in July, 1892, I selected two specimens, one broken 
from a quartz seam in the mineral and the other from the graphitic schistose 
vein-matter which Messrs. Kicketts and Banks term '* a shaly dioritic filling,*' 
and I sent both of them to Mr. F. P. Dewey of Washington with instruc- 
tions to examine them for platinum, gold and silver. The following are 
copies of Mr. Dewey's certificates of assay : 

1. Sample cf quartz, eto. 

Gold slightest trace. 

Silver 0.73 oz. per ton. 

Platinum trace. 

2. Sample of graphitic schist. 

Gold slightest trace. 

Silver 1. 1 oz. per ton. 

Platinum 0.53 oz. per ton. 

It must be remembered that these assays were made without any concen- 
tration of the ore or separation of gangue. As therefore the sample of gra- 
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pbitic schist sent for examination was a large piece, weighing nearly a pound, 
with very little show of sulphurets or other perceptible ore-matter, it seem» 
almost certain that the concentrates from the same would furnish a platinum 
ore of commercial percentage. I did not however pursue the matter any^ 
further, because the working ot the mine was abandoned on receipt of the 
report of Messrs. Hicketts and Binks who, having examined the property 
simply as a nickel mine, did not discover the occurrence of platinum. 
The Gknibduui Another source of platinum that has come under my notice is the '* nickel 
Copper Com- oxide " manufactured by the Orford Oopper C/ompany from the matte pro- 
ftMQroe^ ** duced by the Canadian Oopper Company at Copper Cliflf near Sudbury. Thi» 
platinum. matte is the result of smelting nickeliferous pyrrhotite from the Oopper Clift, 
Evans and Stobie mines, and thus represents an average of the ore from ar 
district some eight miles in length from southwest to northeast One ton of 
the " nickel oxide " contains about 75 per cent (dry weight) of nickel, and aa 
the raw ore does not yield more than about 2^ per cent, each ton of oxido may 
nick J oxide. ^ r^;arded as the concentrates from 30 tons of ore. In Ojtober, 1892, the 
Emmens Metal Co. purchased a parcel of some 18 tons of this oxide (repre- 
senting therefore 540 tons of ore) and when engaged in refining the same I 
obtained a pcHsuliar residue, which on examination by Mr. Mixer and myself 
proved to contain platinum in appreciable quantity. I accordingly sent a 
hit sample of the whole 18 tons of oxide to Mr. F. P. Dewey for analysis 
and he reported the precious metal contents to be as follows : 

Gold "''^^ trace. 

Silver 1.00 oz. per ton. 

Platinum 0.25 oz. per tan. 

Proepeeiinff It would appear therefore that some remarkable foundation exists for the 

for platmi&r- impression referred to in the before quoted passage from the Census volume. 
SadSwy^di^ It would also seem that a careful examination of the pyrrhotite deposits in 
trictencounMc- the Sudbury district should lead to the discovery of small veins of arsenical 
^' ores traversing the greenstone dykes, and that these veins will, upon assay,, 

prove to be platiniferous. I base this opinion upon three premises: first, 
aperrylite is an arsenide of platinum and occurs in one of Uie said veins ; 
secondly, the vein at the Macdonnell mine in addition to chalcopyrite, folgerite 
and pyrrhotite, carried niccolite and gersdorffite, which are both arsenical 
ores ; and thirdly, the ** nickel oxide " above referred to contained an appre- 
ciable percentage of arsenic. 
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LITHOGRAPHIC STONE. 

By Dr. C. W. Volney of New York. 

I have during the last two years made extensive explorations of the 
lithographic stone in the county of Hastings, and hereby report on some of Exgot^oni 
the results of my investigations. county."''^ 

I have to state that I could find but little in existing literature useful in 
•distinguishing identification of good lithographic stone. Dana in his Scant liter*- 
Mineralogy says : " Lithographic stone is a very even-grained compact lime- *'"*u-'*^?l 
49tone, usually of buff or drab color ; as that of Solenhofen." (Fifth ed. p. 679). ^^ ^^ 
But of an innumerable variety of limestones, all showing the above character- 
istics, only very few can be used by the lithographer. Experiencing diflBi- 
•eulties in this direction, I collected a number of acknowledged lithographic ^J^^^^he 
stones and analyzed them, and the analytical results and observations are stone, 
contained in my paper read at the Pittsburgh meeting of the American 
Chemical Society in December, 1892, and an advance sheet from its journal 
containing the same I enclose for the use of this report. It is as follows : 

* I regret that in preparing this report I cannot give an exhaustive refer- 
ence to existing literature on this subject ; what I have been enabled to 
consult did not give me the desired information, and in order to obtain 
material for comparison I analyzed some mineral from Germany. This was 
of undoubtedly good quality. Lithographic limestone is the product of 
different geological formations. If it is true that any limestone of fine, even 
grain can be use in the lithographer's art, it is equally true that such material ^^?.*^'..55^ 
seems to be very difficult to find, although we have immense tracts of ^^J^^Jj^j^' 
calcareous deposits to select from. Of the various samples of limestone which and appear- 
have been tested for lithographic purposes, many show in outward appearance ^^ ""uiead 
a very clore resemblance in grain and structure to varieties known to be i^g, 
good, but prove nevertheless worthless. To ascertain the real cause a physical 
•examination seems insufficient, and on the other hand the chemical examina- 
tion, so far as has come under my notice, does not show sufficient grounds for 
the established distinction. I quote here the analytical results given in the 
Eeport of Mineral Resources of the United States, 1893, as follows : 

STONB KKOM MISSOURI. 

Silicates. 31.2 

CaOL),. 817.7 

MgC6„ 151.0 

re,o,; 0^ 

1000.0 

HTONE FROM BAVARIA. 

Silicates, 44.5 

CaCO,. 814.7 

MgCO,, 138.3 

FeaO,. 2.5 

1000.0 

' Nothing here would indicate any practical difference, and as it in 
reasonably sure that in physical properties, fineness of grain, etc., these stones q^^^ ^y 
resembled each other, a distinction for practical use could not be deduced from oonpirisoa 
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these analyses. To obtain however material for comparison I procured 
German stones of undoubted good qualities as lithographic stone, and selected 
two, one of dark blue and one of light yellow color, with these resultii : 



Axudyees of 
German, 



Kentucky, 



Iowa, 



MisKouri, 



DABK BLUE 8T0NE FROM BOLENHOFEN. 

Spec, gravity at 15.6<'=2.962. 



Insoluble silicate, 

( >rg:anic matter, 

CaCO,, 

MsrCd,, 

Soluble flilica, 

Al.O,, 

Fe.O,, 

FeC), 

Water, 



LIGHT TBLLOW STONE FROM BOLENHOFBN. 

Spec gravity at IS-S** -2.8388. 



IntK)Inble silicate. 

Organic matter, 

Si^lnHle silica, 

CaCOs, 

MgCJ,, 

Al^O,, 

Fe,0.„ 

F#.(), 

Water, 



LIGHT GRAY 8T0.NE FROM KENTUCKY. 

Spec, gravity at 15.5'' =2.99331. 



Jn^iluble silicate. 
Organic matter, 
CaCO,, 
MgCO,, 
Al^O,. 

Soluble silica, 
Fe.O,, 
Water, 



■} 



KLUK STONE FROM IOWA. 

Spec, gravity at 15.5*^=2.8173. 



Insoluble silicate, 
Organic matter, 
CaCOs, 
Fe,On, 
Al^O,, 

Soluble silica, 
MgCO-,, 
Water, 



„} 



LIGHT GRAY 8T0NK FROM M I H H T K I. 

Spec, gravity at 15.5'' -2 7558. 

Insoluble sjHcate, 
Organic matter, 
CaCOs, 
MgCO,, 

re,o„ 

A1,0„ 

KiO,. 

Waier, 



} 



2.0000 
0.7200 
90.9341 
3.5710 
0.5200 
0.5840 
0.2360 
0.1300 
0.4000 

99.951 



1.K930 
0.1320 
0.0200 
89.5390 
4 3801 
0.1010 
0.3210 
0.0030 
1.3790 

97.7681 



11.500 

0.400 

73.241 

12.431 

1.141 

0.935 

99.64« 



6.97500 

3.30000 

82 20051 

1.07631 

4.32703 
24001 



98 11886 



4.300 

1.830 

77.031 

14.271 

2.143 

0.341 



99.916 
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LIGHT BLUE OBAT 8T0NK FROM CANADA. 

Spec, gravity at 15. S*'^ 2. 85156. 



Insoluble silicate, 

Organic matter, 

CaCOs, 

MgC(>8. 

AI2O3 and SiO^, 

re,o„ 

FeO, 
Water, 



3.71200 
0.40910 
89.98900 
2.78932 
0.73101 
0.15302 
0.10431 
1.25000 

99.13776 



and Ontarit 



DARK BLUE 8T0NB FROM CANADA. 

Spec, gravity at 15.5** -=2.89104. 



Tneoluble Kilicate, 

Organic matter, 

CaCO,. 

MgCO,, 

Soluble silica, 

AlaO,, 

Fe,0„ 

FeO, 

Water, 



3.6000 
1.2900 
88.0341 
2.5000 
0.4900 
0.5770 
0.3590 
0.0410 
1.3601 

99.2512 



lithographic 
stones. 



* I observed that in a number of Btones analyzed in drying at 100^ a Origin of 



certain amount of organic matter volatilizes and escapes with the moisture 
contained in the stones. In most cases therefore the (quantity of water will 
be found too high at the expense of organic matter. The latter contains 
nitrogen and traces of iodine, and is evidently the remnant of cretaceous 
fossils, and the silica may also originate from these fossils. It is certain that 
these organic remains cause the difference in the color ; in fact the,> form 
the coloring matter of these limestones, and its presence does not seem to 
interfere by any means with the usefulness of the stone in lithographic art 
It might be even presumed that the presence of this partially destroyed 
animal matter may havefiad some influence on the peculiar precipitation, and 
under great pressure on the fine and even formation of these peculiar strata. 
The material collected by me and the work done so far does not justify a final 
conclusion ; but it is probably sufficiently strong to indicate it, and may give 
an idea for practical tests. In all other respects, with the exception of some 
stones containing too much silicious matter, the composition varies but little, 
and the difierences are not pronounced enough to impair the quality of the 
stone for lithographic purposes. 

' Whatever the infiuence may have been of this organic matter on the 
precipitation of calcium carbonate — holding this and other inorganic sub- 
stances in suspension, retarding quick precipitation and thereby assisting in 
the formation of even grained and dense strata under subsequent pressure — 
it may be conceded that lithographic stone was formed during: or after the 
destruction of a large and peculiar fauna, like the Jurassic and Silurian lime- 
stone periods ; and if further analytical work should confirm what my present 
investigation seems to indicate, that this peculiar coloring matter is an 
essential feature of good lithographic stone, an identification of the proper 
material in the original deposits would thereby be greatly facilitated.' 

As already stated, this work was an outcome of my explorations in the 
lithographic stone districts at Marmora. The dark blue variety of Canadian 
stone is from a layer about seventy feet below the general surface of the 
country near Marmora, showing at the borders of Crow lake. Here some 
fifty feet of the overlying strata have been broken and washed away, not only 
exposing on the faces the different layers, but also enabliug me to reach those 
underneath to the level of the lake. Of some twenty -seven layers examined 
by me only one gave encouraging results, and this is the dark blue variety, 
analyzed by me as above. In the fall of 1891 I remjved a number of large 



organic 
matter in the 
stones. 



Age of litho- 
graphic stone. 



Exploiting 
the Marmora 
stone. 
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TatUof 
tamples by 
lithographic 
experts. 



Works erected 
to prove the 
qujdit^ of 
•tone in differ- 
ent layers. 

An older de- 
posit than the 
iSoIeohofen 
stone, and 
therefoie of 
greater 
specific 
gravity, but 
an excellent 
material. 

Dip of the 
strata below 
the level of 
Crow lake. 

A lar^ 
cai>acity of 
supply. 



sample atones from these layers and after proper preparation had these teste 
by lithographic experts. The mass itself proved to be excellent, and som 
stones of large size showed sufficient freedom from faults and especially from 
calcspar crystals as to encourage me to further proceedings. Finding that, for 
a proper and thorough investigation, machinery for cutting the stone was 
needed, I erected during the summer of 1892 at the quarry on lot 9 in the 
third concession of Marmora, buildings and machinery, and also derrick, etc., 
and from September until the end of November sawed and examined a 
considerable lot of stonts from the layers of this quarry. I found layers, 
which are practically free from faults, especially free from the calcspar 
crystals, which have made so far all the lithographic stone from this district 
useless. 

The lithographic stone of this section is a product of a much older 
geological formation than the Jurassic, and therefore more dense and 
specifically heavier than the stone from Solenhofen, which is shown by the 
specific gravities as given above. Its composition compares most favorably 
with the blue German variety, and the practical tests prove it to be au 
excellent material for all the different processes employed in the lithographic 
art and second to none. 

The layers exposed by my quarrying at Crow lake have been disturbed 
from their original horizontal position and dip at an angle of about 5*^ in a 
southerly direction, whereby at a short distance south from the quarry they 
run below the level of Crow lake and will therefore make quarrying in that 
direction impossible. The field to the north and northeast however is free to 
a considerable extent, and shows a large capacity of supply. I succeeded in 
finding these same layers at another location east of Marmora, and have made 
arrangements for the working of these deposits in a business-like manner, so 
that It may be expected that a considerable quantity will be quarried and 
prepared for the trnde during this year. 



XIV. 
Ontario's minerals at the world's fair/ 

By Dr. A. P. Coleman, Professor of Metallurgy and Assaying, School of Practical Science. 

The historj of the Province of Ontario is like that of every other country, The history «( 
largely founded on its geology. The southern part, with its level Palaeozoic J*^® dS^*"^ 
rocks covered with good soil, one of the most fertile parts of the continent, geology, 
was naturally first settled with farmers having the virtues but also the defects 
of their class. The Silurian and Devonian rocks cropping out along rivers 
and lakes afforded building stone and lime for mortar, but very few other 
minerals of importance. If we mention gypsum, rock salt at great depths 
below the surface, petroleum and a few deposits of bog iron ore, we have 
exhausted the list of minerals economically important in southern Ontario. 
There is no coal for metallurgical or manufacturing purposes. There are no 
easily-worked placer mines to tempt her inhabitants into other lines of work. 
It is not surprising then that Ontario produced a fine, sober-minded, moder- 
ately prosperous race of countrymen, progressing quietly but steadily, afraid 
of hazardous ventures in business, knowing nothing of mines and minerals, 
and of the fortunes won and lost in them. 

The Laurentian and Huronian country in the greater Ontario to the The limit of 
north and west was non-existent to the hard-working man of the south except »pid advance- 
as a region of barren rocks and muskegs, where you might get some good pine t^old ^ 
lumber if the fires had not destroyed it, but that was worthless otherwise methods, 
because you could not farm it. In spite of its immense area Ontario has 
reached its limit of rapid advancement according to old methods, and yet its 
people are afraid to venture on new and risky enterprises to develop the 
riches of the mininir country to the north. Many a farmer and villager was ^t 
dazzled by the gold of the Madoc region years ago, and sank hundreds or ^re feared, 
thousands of dollars in the vain sear<;h for gold. You cannot persuade these 
men to risk their money again in a Canadian mining enterprise, no matter 
how legitimate and safe. They have not learned the methods of handling 
such matters profitably. For some time to come we may expect Americans, 
Englishmen and everyone else except Canadians to develop and profit by our 
mineral resources until we have time to learn from them and gather the know- 
ledge and courage to do our own mining and smelting. 

If anything could rouse the people of Ontario to the importance of what 
4ies beneath their soil, instead of nearly at its surface, it should be the admir- 
able collection of minerals prepared for the Chicago exhibition. It is to be 
sure by no means complete nor perfect in spite of the efibrts of that enter- The Chicago 
prising and indefatigable collector, Mr. Boyle, who with the means at his dis- collection ^ 

posal has done wonders ; but it is complete enough to show that Ontario is themineiil 
one of the most promising mineral regions in the world. The collection has promiHe of 
been formed chiefly to illustrate the economic resources of the Province, and ***® Provinoe. 
properly enough much more care has been taken to display a complete set of 
the ores, building stones, etc., than to bring together a full series of the 
minerals occurring in the Province, whether economically important or not. 
Nevertheless the mineralogist fiads in the collection much that is of interest 
from the purely scientific side. 

In describins: the collection the building and ornamental stones will be^^P^^^**** 
treated briefly first, the crystal I ographic collection taken up next, and finally 
the metals and their ores will receive attention. 



^A paper read before the Geolog^icvl Section of the Canadian Institute in Toronto. 
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Sandstonei. 
LimMlonM. 



MarblM. 



Serpentine. 



Granite frneiss 
and syenite. 



Janper. 



Gneiss con- 
glpmerate. 



Building and Ornamental Stonks. 

Sandstones of good quality are represented from several parts of the 
Province, including several colors, especially gray, brown, red and banded. 

Limestones are present in considerable variety, including marls, litho- 
graphic stone, impure limestones suitable for hydraulic cement, and dolomitic 
or magnesian limestones. 

Among ornamental stones suited for monuments, pillars, etc., we find 
quite a variety of stones, often handsome in color. The marbles may be 
mentioned first, since they are most extensively represented. Marbles proper 
are exemplified in thoroughly crystalline specimens from the Grenville series 
of the Laurentian, but not sufficiently fine grained and pure in color to make 
good statuary marble. Less pure varieties, often hardly at all crystalline and 
colored with oxides of iron, clayey and bituminous matters, give a wide 
range of rich and often pleasing tints, uniform, or softly mottled, or boldly 
marked. Among them are found pinkish and deep salmon-<x)lored stones, 
white mingled with gray or with green, combinations of brown and green, 
and dark gray or even black. Many of them take a fine polish and seem free 
from checks and fissures; and in all probability better samples will be 
obtained as the quarries reach greater depths below the surface influences of 
weather and frost. 

V/ith the marbles may be placed the serpentines of varying depths of 
green, and the mixtures of serpentine and whitish calcite, which display a 
pleasing set of soft colors. 

Next to the marbles in importance are the granites and related stones, 
including gneiss and syenite. These have commonly in our Province tones 
of light or deep fiesh red or purplish red, from the prevalent color of the fel- 
spar, but gray granite is aUo exhibited On the whole they are excellent 
stones of good color and take a fine polish. 

True porphyry scarcely appears in the exhibit, nor are the greenstones 
represented to any extent ; jaspers of fine yellow and dark red tones are 
shown from Algoma, one under this head being really a red marble. The 
jasper conglomerate from Algoma with its red pebbles enclosed in white 
quartzite should make a beautiful ornamental stone, though difficult to work 
from its hardness. 

One of the most curious specimens exhibited is a kind of gneiss-conglome- 
rate, consisting of gn^^issoid fragments enclosed in a schistose matrix, with 
varying soft tones of brown, purplish gray and green. This should make a 
handsome ornamertal stone of a unique kind if it occur3 in sufficiently large 
amounts. 

Thk Crista l lo g baphic Collection. 



Graphite. 



In taking up the crystallographic collection, I shall include such economic 
minerals as do not come properly under the head of ores, in this respect 
gaining unity of plan but deviating from the arrangement made by the 
authorities of the exhibition. The order followed will be that of Dana in his 
System of Mineralogy. 

Graphite is represented from several points in the Grenville series of the 
Laurentian, sometimes in bands or beds several inches thick, having a foliated 
structure, at others mixed with pyroxene or magnetite, and still more fre- 
quently disseminated as scalt^s through crystalline limestone. The last com- 
bination permits the separation of the graphite in a very pure state. The 
association of graphite beds with the crystalline limestonea is very interesting 
to the geologist, as tending to prove the existence of plants and animals in 
those remote ages, even if the organic nature of the E»zoon Oanadense of the 
same rocks should be denied. Of the other forms of carbon, diamond has not 
l>een found in Ontario, and anthracite only as a rarity in small pookete. 
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Molybdenite comes next in order, most specimens in the usual form of Molybdenite, 
scales and plates very much like graphite, but having a slightly redder metallic 
lustre. The most interesting specimen is a large crystal from Renfrew 
county, a hexagonal prism in appearance, or perhaps rather two very sharp 
pyramids truncated by basal planes. It has much the shape of some mica 
crystals. 

Pyrite is of course a common mineral in the collection, and forms the l^yite. 
usual brass yellow cystals with brilliant metallic lustre. The forms are of the 
ordinary kinds, cubes, ootahedra and pyritohedra, with some globular concre- 
tions. Some of the cubes are an inch in diametar. The dimorphic form of «^ 
iron disulphidc, marcasite, occurs in Ontario near Port Arthur in fine speci- 
mens. Arsenopyrite, which is grouped with the ores, displays moderately Arsenopyrifee. 
good tin white crystals, isomorphic with marcasite. 

Of the group of haloid minerals fiuorite and halite, or salt, are exhibited. 
The fiaorite has the usual cubic form and handsome green, yellow and purple Fluorite. 
colors. It is associated with amethyst and with calcite and marcasite in 
specimens from Port Arthur. 

The halite, or salt, cannot be described as a mineral, since it is prepared Halite, 
by the evaporation of brine and is not obtained in the solid form, though beds 
a hundred or more feet thick exist in the west of the Province. 

Quartz occurs in many forms in the collection, massive for metallurgical pur- Qtmrtz. 
poses, as drusy crystals in geode-«, and as beautifully clear rock crystals often 
qiite large and presenting the usual prisms, completed by two rhombohedra 
at one or both ends, with subordinate trapezohedral planes. Some specimens 
sre curiously abnormal and distorted ; others have regularly arranged inclu- 
fiions of hematite or ^uthite. As associated minerals we find pyrite, limonite 
and other oxides of iron, calcite, apatite and mica. Smoky quartz is shown 
from Sebastopol township, and the beautiful amethysts of Port Arthur are 
well represented. The latter are often lars^e and show a zonal structure with 
varying depth of color. The growth by addition of n.aterial from without is Amethyst, 
exquisitely shown by specimens having a strongly colored inner pyramid chalcedony 
enclosed in a paler shell, a cr3'stal within a crystal. The splendid purplish *°^ jasper, 
violet is however seldom so uniform in distribution as to give stones fit for cat- 
ting as &;em8. With the Port Arthur amethyst we find common quartz, calcite, 
green fiuorite, )»yrite, galeni and zincblende; some of the specimens mJkking a 
small cabinet of minerals in themselves. A little chalcedony and specimens 
of jasper may be m«^ntioned with the quartz No other oxides are included 
in the crystallographic collection except a specimen of spinel in calcite from ^ . . 
Addington county. No examples are to be found in the co' lection, I believe, 
of the black spinels, sometimes called Kaladar diamonds* which occur in 
various townships in the eastern part of the Province as fine octahedral crys- 
tals. None of our spinels are transparent enough to serve as gems. 

Calcite, one of the commonest minerals, is of course represented by Calcite. 
numerous specimens with varying forms and colors. Some examples show 
the scalenohedral forms of dogtooth spar, others the prism ended by one or 
more rhombohedra, while many specimens of cleavage rhomV>ohedra are 
shown. Some examples are almost ice clear, like Iceland spar, though none 
that I have seen are quite AawIcss enough for optical purposes. It is greatly 
to be desired that some new deposit of spar perfect enough for Nicorn prisms 
should be found to replace the failing stores from Iceland. The ordinary 
white translucent calcite is commonest, but a singular green variety is shown, 
and there are fiesh-colored ones along with apatite from the phosphate regions. 
As associated minerals we find among others quartz, amethyst, fluorite, pyrite 
and galena. Few examples of other carbonates, such as dolomite or magne- 
site, are mentioned in the catalogue, though both I believe occur in Ontario. 

Rhodochrosite or manganese s|)ar is shown from McKellar island, near 
Port Arthur, and described as argentiferous. 



, , « 
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OktkoelMe 
■Hcroline. 



FBrtbite, 



Qr»i>bic 
fTMiite. 

Lftfaradorite. 
.Pyroxene. 



TremeHie and 
4MtiBoUte. 



tSodalite. 
<X2»niet8. 



^Scapolites. 



^ilsonite. 



'Yeauvianite. 
.l&rcon. 



^y«nite and 
/preknite. 



Turning to the silicates, we find the potash felspars well represented. Besides 
large specimens of orthoclase with the characteristic rectangular cleavages and 
tones of flesh color or purplish gray, there are many examples of microclin, 
a triclinic form with a peculiar interwoven twin structure. Probably most of 
thft large rough surfaced crystals from Sebastopol township are of this species, 
rather than orthoclase proper. There are several examples of green micro- 
din, better known as Amaz3n stone, though not of specially fine color or 
crystalline form. One of the most beautiful minerals of the group is 
perthite, so called from the town of that name from its having first been found 
near there. It is really an intimate intergrowth of orthoclase or microclin 
with albite, a variety of plagioclase or striated felspar. Some of the polished 
specimens are of a very handsome deep flesh or orange red color, with yellow- 
ish gleams like aventurine or sun stone. This mineral should make pretty 
stones for sleeve links, brooches, etc. 

Examples of graphic granite, an intergrowth of felspar with quartz, are 
common in Ontario, but scarcely represented in the collection. 

Of plagioclase proper few specimens are shown, a specimen of labradorite 
being the only one I find mentioned in the catalogue. 

Pyroxene, or augite, is a very common silicate in the phosphate region, 
and is represented by numerous pale or dark green or black crystals, soMe of 
them very large and fine. 

Hornblende, or amphibole of the ordinary dark green kind, is not largely 
represented, but its fibrous and acicular varieties, tremolite, which is gray or 
white, and actinolite, which is pale green, are shown as groups of long 
crystals or masses of radiating fibres. Some specimens might almost be 
dobcribed as asbestos, having slender parallel fibres, which are unfortunately 
brittle. 

Sodalite is a rare silicate of a blue color like lapis lazuli. Specimens are 
exhibited from Dungannon township, county of Hastings, 

Oamets are very common in Ontario, and many specimens have found 
their way to the collection. They are chiefly the common dark wine or pur- 
plish red variety, almandine, but some rather tine examples of a yellow or 
brown garnet, probably essonite or grossularite, are shown. It is doubtful if 
any of our Ontario garnets are of gem value. 

The scapolites of the apatite region are of interest. Some are crystals of 
the usual form with primary and deutero prisms, pyramid and basal planes. 
They are gray or greenish gray and have a weathered appearance. The variety 
called wilsonite, which has a pretty rosy or pale purplish red hue, is found so 
far as I am aware only in the Ottawa valley, where it occurs in large masses, 
showing rectangular cleavage but not a definite crystal form. It received its 
name from Dr. Wilson of Perth, its discoverer. 

Vesuvianite comes from the Ottawa valley also, as brown crystals showing 
prismatic and pyramidal forms, sometimes with bright polished planes. 

The zircons of Ontario are justly celebrated for size and beauty. Their 
crystals are frequently an inch square and have sharp, polished planes of a 
square prism and three pyramids. Splendid examples of geniculated twins, 
which are rarely found elsewhere, come from Sebastopol township. A very 
good example is to be seen in the collection. The colors are various tones of 
brown, wine color and reddish violet or lavender, and they uf ten have a fine 
fire and lustre, though rarely clear and uniform enough to be cut as gems. 
These zircons are associated with felspar, hornblende, pyroxene and scapolite. 
It is perhaps worthy of mention that many of our granites and other rocks 
contain beautiful zircon crystals of microscopic size. 

Cyanite is found as bluish blade-like crystals in the phosphate and oCB^ 
regions. 

Prohnite comes next in the list with a specimen from the north shore of 
lake Superior. 
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Tourmaline is common in our rocks as the black variety, schorl. Speci- .^^ 

mens in the exhibition show the usual triangular striated prisms with rhom- 
bohedrjtl terminations showing hemimorphy. One specimen consists of slen- 
der radiating dark gray prisms. None of our tourmalines are transparent 
enough to furnish gem stones. 

Among the most interesting Ontario minerals are the micas, which include mIom. 
muscovite or potash mica, phlogopite or magnesium mica, and biotite or mag- 
nesium iron mica. They all crystallize as prisms of the monoclinic system ^ 
with a nearly hexagonal outline, and have an exceedingly perfect basal cleav- 
age, so that they may be split into elastic plates much thinner than a sheet of 
paper. Muscovite specimens are comparatively few. They are much more jii^g^jQ^i^ 
transparent than the other species and yellowish, or in one example green in 
color. A specimen of yellowish muscovite contains innumerable brown or 
sometimes red plates of some other mineral between its cleavage plates. 
Phlogopite, the best represented species, forms one crystal weighing 400 lb., phiogopitit 
and affords plates half a square yard in area. This mica is amber brown in 
thin plates and dark brown or black in thicker specimens. Its use in stove 
windows and as an insulator for electrical machinery make it a very valuable 
product. Phlogopite occurs almost regularly in association with apatite and 
its accompanying minerals. 

Serpentine belongs to the same group of minerals as mica, and though it 
has been referred to under the ornamental stones the fibrous variety chryso- 
tile, or asbestos, as it is generally called, may be mentioned here. This fibrous . u^g4^, 
variety occurs as veins in massive serpentine, the fibres being really minute 
prisms arranged across the vein. Their fineness and flexibility are the most 
striking feature of the mineral, enabling them to be teased out and spun like 
silk or cotton. The greater part of the world's supply of asbestos now comes 
from the Province of Quebec, where the veins may be two or three inches 
wide and of a beautiful green silky lustre. The specimens sent to the exhibit 
from Marmora have not so pretty a color, but show veins almost an inch 
wide and with every appearance of good quality. If it should be found in 
large quantities, Ontario may divide the market with Quebec and Italy. 

Talc belongs to the same group of silicates, and forms pale green foliated m « 
masses with a pearly lustre and greasy feeling under the finger. Excellent 
examples of talc are found in the Collection, as well as of steatite or soapstone, 
an amorphous variety. 

Kaolin comes next in order, examples of the pui*e white material having Kaolin., 
been brought by Mr. Borron from the Missinaibi river, near the sea coast of 
Ontario on Hudson bay. As pure white quartz sand is found in the same 
region, porcelain may yet be manufactured and another Sevres rise on the 
shores of Hudson bay. 

The oitanites or sphenes of Ontario are celebrated in museums, and excel- Titanite« 
lent examples of all sizes up to portions of a 60 lb. crystal are to be found in sphene. 
the collection. The smaller crystals are often beautifully perfect with brightly 
lustrous planes. S'>me are twins. The colors are vari3us tones of brown, 
sometimes with a fine yellow gleam. They come mostly from the apatite 
region and are associated with the same minerals. 

Apatite is perhaps the best known mineral of the Ottawa valley, speci- Apatite, 
mens of its enormous crystals being found in all the important museums of 
the wurld. These crystals are not nearly so rich in planes as the small trans- 
parent specimens from the Alps, having as a rule only the prism and 
pyramid, though a deutero prism and the basal planes are sometimes added. 
Crystals from calcite often show gleaming polished surfaces, but generally 
have the edges rouuded m though by melting or the action of a solvent. At 
times calcite fills holes or forms pebble-like inclusions in the crystals. The 
color is usually some tone of sea green or brown, though deep flesh red, pur- 
plish red and even black occur. The Canadian apatites are fluor-apatites, 
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containing about 3^ per cent, fluorine. They are probably as pure phosphates 
as exist in natuie, containing troui 70 to 95 per cent, phosphate of lime, but 
the easily handled Florida phosphates form such serious rivals that compar- 
atively little mining is now being done. Our apatite is af^sociated usualiy 
with calcite, often of a fine flesh color, greenish pyroxene, scapolite and wiJ- 
sonite. 

Of the sulphates, there r.re numerous specimens. Barite is shown as fiue 
tabular crystals, and as white masHes, the latter from near Port Arthur. 
Celestite, strontium sulphnte, occurs in our Province as large, transparent 
crystals from the limescon^^ near Kingston, as deep salmon colored masses of 
plate like crysta's from the Credit valley, and as radiating ma&ses of 
prisms from Addingtou. 

Gypsum occurs in south western Ontario, and also in the Moose river 
region to the north as selenite in large cleavage sheets or as massive crystal- 
line varieties. 

In concluding this rapid survey of the crysta lographic collection it is 
worth while perhaps to note the absence of some groups of minerals, such as 
ihe minerals containing rare elements xound in the phosphate and pegmatite 
veins of Norway, which in many respects are very like those of the Ottaw jl 
▼alley. Do these minerals not occur in Ontario, or have they simply not 
been carefully looked for ? 

The absence of true gems from the list is rather surprising, though of 
course the gathering of mere rarities and euiio8iti»*8 was not intended in 
forming the collection 

Tarnipg up Kunz on Gems and Precious Stones, I find mention of twenty- 
eight Ontario minerals that might be used as semi-precious stones, but none 
of ^ue gems. Beside those that have been referred to in the previous notes, 
I find corundum as red and blue crystals in limestone from Burgr ss, pale green 
crystals of beryl from Rainy river, yellow tourmaline from Ross, agate from 
Micbipicoten island, epidote and green prehnite from lake Superior, the moon- 
stone or albite with bluish opalescence from Bathurst and Burleigh ; pyrite, 
scapolite, ilvaite, zonochlorite and thompsonite. The emerald, ruby, precious 
opal and diamond seem not to occur in our Province. 
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Ni^TiVE Metals and Ores. 

All the important metals are found in Ontario, though not always in 
appreciable amount. Tin has I believe hitherto been observed only in minute 
quantities as cassiterite in connection with the platinum ore of the Vermilion 

Bismuth and mine ; and bismuth chiefiy in a few rare minerals or in specks of the native 

antimony. metal from Pierre Plat, lake Superior. Antimony too is rare, though stibnite 
has been found in Marmora in Hastings, and Shetiield in Addington county. 
Mr. Dewar's analysis of an obscure mineral from Barrie township shows 20 
per cent, of antimony. 

Platinum. Platinum exists in small quantities in the Vermilion mine as the arsenide, 

sperrylite, but perhaps not in workable amounts. Up to the present the 
world's supply of platinum has come mostly as nuggets and dust from Russian 
placer mines ; and as it is a valuable and costly metal, the discovery of work- 
able deposits of its ore would be of great interest. Sperrylite is a tin white 
arsenide of platinum (pt ap2 )f apparently isomorphic with pyrite. It has a 
brilliant metallic lustre, a hardness almost equal to quartz and the high 
specific gravity of 10.6. It contains besides platinum and arsenic traces of 
rhodium, palladium, iron and antimony, with some oxide of tin, the latter pro- 
bably an impurity. It occurs with gold ores, pyrite, chalcopyrite and 
pyirhotite. 

Zino and lead. Two of the commoner metals, zinc and lead, occur in large deposits in 
Ontario, but at present are not mined or only in small quantities. Zinc ia 
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found chiefly if not wholly as the sulphide, sphalerite or zinc blende, on the 
north shore of Lake Superior, in veins from 2 to 1 6 feet wide. Lead also is 
found as the sulphide galena in several parts of the Province, and has been 
mined north of Kingston and smelted at that city. 

Manganese is found in pyrolusite, a specimen of which is in the collection. 

The most valuable and yet the cheapest metal of all, iron, occurs in inexbausi- Mftngaaese. 
ible quantities in our Province, chiefly in the ores, magnetite, hematite and Iron ores. 
limonite. Magnetite containing 65 per cent, iron with only traces of pulphur and 
phosphorus, declared to be equal to the best Swedish ore, is found in Belmont, Magnetite. 
Lavant and other townships toward the east of the Province, and also in the 
west at the Atik-okan range. In Marmora a porous, weathered variety is a 
strong natural magnet and readily attracts small pieces of iron. Its magnet- 
ism has no doubt been induced by the earth's magnetism. Hematire, massive. Hematite. 
specular, micaceous, etc , has been found of good quality at various points in 
the Ottawa valley and west of Port Arthur. Limonite or bog ore occurs at Limonite. 
Snowdon and various other localities in the Province. It is the only metal- 
liferous mineral of importance found in the southwest peninsula of Ontario. 
Both hematite and limonite occur in ocherous varieties adapted to make 
mineral paints of yellow, red and brown shades. Siderites and clay iron ores 
do not appear to occur in Ontario in any large amount. It is greatly to be 
regret t#>d that at present, with its immense stores of excellent ore, the Province 
mines little or none and 9melts no iron, although iron was smelted at Marmora 
and other points in' Ontario many years ago, and first class charcoal iron is 
now being produced at Eadnor Forges in Quebec with no better ores or 
fuel. The occurrence of metallic iron in very peculiar concretionary globules A rare 
at St. Joseph's island, lake Huron, has been described by Dr. Hoffman. No occurrence, 
similar occurrence is known in other parts of the world. 

With the exception of argentiferous galena, the silver ores of Ontario are a-i 
chif fly from the Animikie rocks near Port Arthur. Native silver occurs ^, 
sometimes in large quantities in the mines about Port Arthur, and very hand- I^>t.v. ..Wer. 
some specimens have reached the collection, including white or yellowish 
plates and wire associated with white quartz, amethyst, purple fluorite, 
calcite, barite and such metallic minerals as argentite, blende, galena, pyrite 
and chalcopyrite. Fine octahedral crystals of silver have been obtained near 
Port Arthur. Argentite or silver glance, the black sulphide, occurs as commonly ^rffentite 
as silver itself and in much the same forms, plates, wire, and also as apparently 
amorphous masses. I am not aware that crystals have ever been observed 
in Canada. A specimen of animikite, a compound of antimony and silver ^ij^jQii^^te 
(ai'9 sb), associated with manganese spar, comes from the famous Silver Islet Macfarlanite 
mine. The other two little known related minerals, macfarlanite and huntilite ^^^ Huntiltte. 
(a silver arsenide) from the same mine are not mentioned in the catalogue. The 
curious mineral from Barrie township in Frontenac county, analysed by Mr. slrrie"''"' 
Dewar and found to contain among other things 1 per cent, of silver and over mineral. 
40 per cent, of copper, may be mentioned here. Whether it is a mixture of 
minerals or a definite compound deserving a name for itself one can hardly 
say at present 

Native gold, which is of course the most important source of the metal, q^i^ ^^^ 
is quite widely spread, especially in the Huronian rocks of the Province. 
Specimens associated in the usual way with quartz, oxides of iron and pyrite 
are found at many points, especially in the Madoc and Marmora region, the 
Sudbury region and Lake-of -the- Woods. Curious specimens of gold 
without quartz in green chloritic or hornblendic schist come from lake Wah- 
napitae. A very refractory ore of gold, arsenopyrite or mispickel, once mined 
in large quantities near Deloro, is well represented in the collection, and there 
is a specimen of a rare telluiide ore, sylvanite (au Ag Te sb pb), from the 
Huronian mine, Moss township, west of Port Arthur. About the only mine 
in regular operation in the Province seems to be the Belmont mine, worked 
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by the South African Mining Company near ^farmora, though one hears of 
the Suliana and other mines on La ke-of- the- Woods, of the Ophir mine in 
Galbraith township, the Vermilion and other mines that promise more or 
less well It is rather surprising to J6nd no placer mining region in the 
Province, though perhaps all deposits of this sort were swept away or buried 
by the ice of the glacial epoch. 

Copper ores are widely found in the Huronian and immediately overlying 
rocks, including considerable quantities of native copper in irregular masses 
and plates associated with calcite, prehnite and laumontite. This native 
copper from Mamainse and other points north of lake Superior is precisely 
like specimens from the famous Michigan copper mining region to the south. 
Native silver is sometimes found welded to the copper but not alloyed with 
it, which proves that the metals were deposited from solutions and not in a 
state of fusion. The commonest copper mineral is chalcopyrite or copper 
pyrites, which is found in great quantities with pyrrhotite in the nickel 
region. Other sulphides represented in the collection are erubescite or bor- 
nite, well known for its peacock colors, and chalcocite or cc^perglance. The 
carbonates, malachite which is green and azvrite which is blue, occur only spar- 
ingly. Cuprite, the red oxide (CU2 o), appears associated with some specimens of 
native copper as small but brilliant crystals. At the present time none of 
these ores are being worked except incidentally in the production of nickel. 

A large part of the world's supply of nickel is now produced in the 
Sudbury region, the only rival which Ontarib has in this respect 
being the French colony of New Caledonia in Australasia. On this 
account the nickel 01 es of the Province have a special interest. Pyrrho- 
tite, a bronze-colored magnetic sulphide of iron (pee 87 or pen sn+l) 
is by all means the most important of these ores, though it contains 
only two or three or at most a few per cent, of the metal, since it is found in 
enormous masses. This ore seems regularly connected with eruptions of 
diorite, diabase or gabbro in or beside Huronian rocks. It is not limited to 
the Sudbury region, since specimens come from near Rat Portage aUo. 
Analysis of Sudbury pyrrhotites prove them to be on the whole much richer 
in nickel than the same mineral from other parts of the world. So far as I am 
aware, no crystals of the mineral have been found in Ontario, although it is 
present in such vast deposits. In other regions tabular hexagonal crystals 
have been found as a rarity. Comparatively few nickel minerals proper 
occur in the Sudbury region, niccolite, gersdorftite and three newly-disoovered 
minerals appearing to complete the list. Millerite was reported from the 
region, but the mineral was probably incorrectly named, since it formed only 
crystalline masses with a tabular cleavage, quite unlike the slender brass- 
yellow needles and radiating structures found in millerite from other parts 
of the world. The specimens which I have seen are probably folgerite. 
GersdortEte, a sulph-arsenide of nickel (Ni as s), occurs as silver white or 
steel gray octahedra in niccolite and pyrrhotite from the Gersdorffite mine not 
far from Sudbury. It is very rich in nickel, but its amount is insignificant 
Niccolite, sometimes spelt nickelite or nickeline, the arsenide (Ni as) is 
pale copper red in color when untarnished, and the richest ore of nickel 
found in our region (43 9 per cent.) It occurs with the previous minertSs at 
the Gersdoiffite mine. Three interesting new minerals have been described 
within the past year by Dr. Stephen Em mens, president of the Emmens 
Metal Co., of Youngwood, Pennsylvania. Folgerite (formerly called millerite) 
is a sulphide of iron and nickel (Ni pe 82 ), light bronze yellow, maaaive, with 
a platy structure, non-magnetic. The specimens come from the Worthington 
mine and form a very rich ore of nickel (Ni 31.45 per cent) Blneite 
(named for the efficient Director of the Ontario Bureau of Mines) is pale 
olive gray inclining to bronze in color and non* magnetic. It is probably a 
mixture of nickel and iron bisulphides (Ni s^ pe 82 ) with 3.7 per cent, nickel 
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Whartonite is bronze yellow and cellular in structure, only partly mag- 
netic, and contains 5.79 per cent, nickel with the formula Mi 82 7Fe s^ . 
It is possibly not an independent mineral, but a mixture. It is rather 
singular that none of the green silicate ores of nickel such as garnierite, 
the chief ore in New Caledonia, or genthite, formerly an important 
ore in the United Spates, have been found in any amount in Ontario, though 
the latter occurs on Michipicoten island. Another point worthy of remark is 
the very small proportion of cobalt found in our nickel ores, usually only a 
trace, while in Europe cobalt ores almost regularly accompany those of nickel. 

Fossil Fuels. 
. A brief reference should be made to the fossil fuels displayed in the collec- 
tion, though these are comparatively unimportant They include peat j^^^S*** 
and lignite. The last is a woody brown coal like some mined in leum 
Europe. If large seams of it are proved to exist in the Moose river region 
the fuel question for that part of the Province is solved, but as it is found only 
in superficial deposits widespread beds are scarcely to be looked for. Our 
supply of petroleum is confined chiefly to the county of Lambton, though it 
is also found in the county of Kent. 

A Museum op Minerals. 

I have counted about 70 distinct species of minerals represented in the Speeies 
excellent collection sent to Chicago. In my reading I have found about 150 represented ia 
minerals referred to from Ontario localities, some 70 or 80 of which are not **** coU«ctio«. 
in the collection. Many of these have been found only in minute quantities, 
and none are of any economic importance, so that the collection represents 
Tery fairly and fully the mineral resources of the Province, and will undoubtedly 
do much good by calling the attention of the world to our undeveloped wealth. 

The Chicago exhibit on its return should bo placed in some convenient j^portanoe el 
building in Toronto as the foundation of a Provincial collection worthy of a l^rovincial 
such a territory as our& To it should be added from time to time new spe- museum. 
cimens, till all the Ontario minerals are well represented in it. 

A good set of foreign minerals should be arranged in the same museum for 
comparison, and the whole should be open at suitable times to the public so 
that our own people may learn what a heritage they have and be willing to 
spend money in developing Canadian mines instead of Mexican ones. 

An appendix has been prepared giving a list of all the species of minerals 
referred to in the literature of the subject as far as examined in the prepar- 
ation of this paper. A few doubtful ones have an interrogation point after 
them, and a few others aie rather synonyms than distinct species. The 
authorities referred to in preparing the list have been chiefly the Geological 
Survey reports, especially Dr. Hofl'mann's list, and Prof. Chapman's works. 

List of Minerals Found in Ontario. 

A.ctinoIite. AHphaltum, Lainbton Co. 

Agate, Michipicoten, Thunder bay. Augite. 

Albite. Aventurine. 

A]lanite, Hollow lake, S. Munkoka river. Axinite, boulder, Prescott Co. 

Almandite. Azurite, Batchawana bay and Prince's mine. 

Amazon atone, Sebastopol. Barite, McKellar island. 

Amethyst, lake Superior. Beryl, Rainy lake. 

Ampbibole= Hornblende. Biotite. 

Analcite, north ?hore lake Superior. Bismuth, native, Hastings Co., etc. 

Animikite, Silver Islet. Bismuthinite. 

Anthraxolite, lake Superior. Bismutite. 

Apatite. Blueite. 

Apopbyllite. Bog iron ore. 

Argentite. Bomite, lake Huron. 

Aragonite, lake Superior. Boumonite,Mannora and Darling. 

Arsenopyrite, Marmora. Cacoxenite, near Brock viUe. 

Asbestos (also mountain cork and leather) a Calcite, Lanark, etc. 

variety of homblende, Beaver mine, etc Caauterite, Vermilion miae. 
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Celestite, Kingston. Credit Valley. 

Chalcedony, lake Superior. 

Chalcop>rite. 

Chert. 

Chlorite. 

Chondrodite, Leeds Co. 

Chrysocolla, lake Superior. 

Chrysotile. 

Copper, native, Mamainse. 

Coracite, Mamainse (pitchblende partly 

altertxl to gummite). 

Corundum, light blue and rose red. Burgees. 

Cuprite. . 

Cyanite. 

Datolite, Lacy mine, Loughboro'. 

Diallage. 

Diopside. 

Dog-tooth spar. 

Dolomite, Niagara. 

Domeykite, Michipicoten island. 

Eleolite, drift. 

Epidote, Mamainse. 

Epsomite, Marmora. 

Erythrite, Prince's mine, lake Superior. 

Essonite? 

Fluorite, lake Superior. 

Folgerite. 

Galena. 

Garnet. 

Genthite, Michipicoten. 

Gold, native. 

Graphite. 

GypsuRL 

Halite. 

Hematite. 

Hornblende. 

Hnmboldtine, Kettle Point on black shales. 

Huntilite ? 

Huronite (altered anorthite) near Sudbury. 

Hypersthene. 

Iceland spar, St. Ignace Island, lake Superior. 

Ilmenite ? 

Ilvaite? Ottawa. 

Iron ocher, Grey Co., Simcoe Co., etc. 

Isarite, part of black magnetic sands. 

Jasper. 

Kalinite, near Kaministiquia. 

Kaolinite. 

Labradorite, lake Huron. 

Laumontite, north shore of lake Superior. 

Lead, native, Kaministiquia. 

Lepidomelane, Marmora. 

Lignite. 

Limonite. 

Macfarlanite ? Silver Islet. 

Magnetite. 

Malachite. 

Malacolite or Diopside. 

Marcasite. 

Martite, Bass lake. 

Melanite. 

Melanterite, lake Superior and Hastings. 

Meneghinite, Marble lake, Frontenac. 

Meteoric iron, Madoc. 



MicrocUn. 

Blillerite? 

Molybdenite, Ross. 

Molybdite, Ross. 

Morenosite, Wallace mine, lake Huron. 

Muscovite. 

Nicoolite, 5Iichipieoten and Sudbury. 

Oligoclase, Lanark. 

Orthoclase. 

Pargasite. Renfrew Co. 

Pearl spar = Dolomite, in cavities and geodes 

Niagara formation. 
Pectoiite, Thunder bi^. 
Peristerite or albite, Bathurst 
Perthite, North Burgeas. 
Petalite, Toronto (boulder). 
Petroleum. 
Phlogopite. 

Pitch<itone, Michipicoten. 
Polydymite, Sudbury. 
Prehnite, lake Superior. 
Pyrallolite, Ramsay and Rawdon. 
Pyrite. 
p3rroluflite. 
Pyroxene. 
Pyrrhotite. 
Quartz. 
Raphilite. 
Rhodochrosite. 
Rutile, Madoc. 
SahUte ? 
Scapolite. 
Selenite. 
Serpentine. 

Siderite, lake Superior. 
Silver, native. 
Smaltite, McKim. 
Soapstone. 
Sodalite. 
Sperrylite. 
Sphalerite. 
Spinel. 

Spodumene, boulder near Perth. 
Stibnite, Marmora, etc 
Stilbite ? 

Sulphur, native, Clinton. 
Sylvanite, lake Superior. 
Talc. 

Tetrahedrite? 

Thompsonite (zeolite, Chap.) Mamainse. 
Titanite. 
Tourmaline. 
Tremolite. 

Uraconite, Madoc and Snowdon on iron ores. 

Vesuvianite. 

Wernerite=Scapolite. 

Whartonite. 

Wilsonite. 

Witherite, Twin Cities mine, lake Superior. 

Wolframite, gneiss boulder, lake Couchich- 

inff. 
WolTastonite, North Burgess, etc. 
Zircon. 
Zonochlorite, Nipigon bay. 



XV. 

THE UTILIZATION OF PEAT. 

The interest which was noted in the Report of the Bureau for 1891 as hav- 
ing arisen on the question of a possible supply of cheap and efficient peat fuel 
for Ontario, has been maintained throughout the past year. In the absence . t * th 
of coal the circumstances of the Province are such as to require that all avail- subject, 
able information should be obtained on the subject, and all the light derivable 
from the experience of other countries cast upon it, in the hope that such a 
supply may be forthcoming. Prospects are held out that a manufactured peat 
fuel will be placed on the market during the present year at a price which will 
enable it to compete successfully with coal, and it may be that a solution of 
the problem which has been a perplexing one to experimenters is at hand. 
The facts given below as to the use of peat at the present moment in various 
countries of continental Europe encourage the hope that some method may be 
adopted here by means of which our extensive peat bogs may be made to serve 
as useful a purpose as those of Germany, Holland or Sweden. The differ- 
ence between the cost of labor in Germany or Sweden and Ontario, though Production in 
considerable, is not, it would seem, so great as to make it impossible to pro- HoUand^and 
duce an article of similar quality here at a comparatively small advance in Sweden, 
price In Sweden the cost of producing well-made turf for fuel is placed at 
$1.04 to $1.30 per ton according to price of labor, this being the principal 
item of cost. Making the necessary additions for other charges and for the 
higher price of labor in Ontario, there would appear to be still considerable 
margin left for profitable production at a selling price much below that of duction.^"^ 
coal. In Germany the average rate of wages paid to men at the Government 
peat works on the Carolinenhorst moor is said to be $1 to$1.12 per day — a 
rate inferior, but not markedly so, to wages paid for corresponding work in 
Ontario. Tet the peat produced there is sold in competition with the plenti- 
ful supplies of coal raised from the coal pits of Germany itself, while in On- 
tario such competition would be with coal burdened with freight charges for 
a carriage of hundreds of miles, besides the customs duty. National habits 
and customs may count for something, but adherence to old established ways 
will hardly of itself explain the vigorous survival of the peat industry in 
Europe, and when the thritty Dutch, Germans and Swedes find it to their 
advantage to bum peat instead of wood or coal, it is worth while for the 
people of Ontario to consider whether or not they cannot replace some of the 
imported coal used in their stoves and furnaces with a product of their own 
neglected peat bogs. 

At a meeting of the General Mining Association of Quebec held at Mon- 
treal on Friday, 7th April, 1893, the subject of peat was under discussion, two p^^ ^^^j ^^ 
papers being read, one by Dr. R. W. Ells, ll.d , of the Geological Survey ot cu^ed by the 
Canada, and the other by Thomas W. Gibson of this Bureau, both of which Mining As- 
are here reproidnced. Dr. Ells' interesting paper deals with peat and its pro- q^^{^^ ^ 
ducts, while Mr. Gibson's, it will be observed, trf ats of peat as a fuel only. 



THE PEAT INDUSTRY IN CANADA. 
By R. W. ElU, LL.D., of the Geological Survey of Canada, Ottawa. 

The importance of the peat deposits which are found in all the Provinces 
of Canada has long been recognized, and a number of attempts have been 
made from time to time to turn them to profitable account. Some of these 
have for a brief period given fairly satisfactory results, but all have owing to 
^arious causes gradually been abandoned. At present however there appears 
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to be a growing interest in the qaestfon of their atilization, and it is to be 
hoped that profiting by the mistakes and experience of the pioneers in the 
industry some more practical scheme than has yet been in operation may be 
devised, so that the manufacture of peat either for fuel or other purp ^ses may be 
placed on a paying basis. 

Interest op Ontario and Quebec in Peat. 

This industry has a more important bearing upon the Provinces of Ontario 
and Quebec from the fact that while the inhabitants are here largely engaged 
in manufacturing pursuits requiring a large supply of fuel, it has long been a 
settled question that in neither of these Provinces can any natural supply of 
coal be expected. In Ontario this lack of coal for fuel may be to a certain 
extent met by the use of crude petroleum burned in properly constructed 
grates, and the experiments already instituted in that direction have shown 
that for heating and the generation of steam this substance possesses very 
many admirable qualities. In Quebec however this source of supply appears 
to be unavailable in so far at least as the researches in the Ga8p6 district, 
which may be regarded as our only oil field, have proceeded. Natural gas has 
also of late years entered the field as a possible competitor in the matter of 
fuel, more particularly in the Province of Ontario, though wells giving a 
limited flow of gas have also been bored at different points in the 8t. Law- 
rence area east and north of Montreal. This source of supply however does 
not meet the requirements of the case as satisfactorily as could be desired, 
owing doubtless to some extent to uncertainty as to its persistence, and also 
to the fact that it is unsuited to many purposes requiring a solid fuel The 
fact also that the nearest available sources of coal fuel in eastern Canada are 
situated in the Province of Nova Scotia, the nearest of which to Montreal 
is about 700 miles by rail, while the great areas of Pictou and Cape 
Breton are still more remote, must also be carefully considered in the discus- 
sion of such a question as the utilization of the peat deposits near home. True 
it is that the adjacent Province of New Brunswick has a very considerable 
development of carboniferous rocks, and has been quoted by many as a great 
source of future supply of mineral fuel ; but from a careful examination of that 
country it must be remarked that owing to the thinness of the coal seams, 
rarely more than twenty to twenty two inches, and the peculiar soft character 
of the coal itself which unfits it for much handling, as also for other purposes 
for which a good coal is now required, the utilization of this fuel must be to a 
very large extent merely local. The other remaining sources of supply, more 
especially for Quebec, are the distant coal fields of the British islands, from 
which during a certain portion of the year fuel can be cheaply brought at a 
low rate of freight, so cheaply in fact as to enter into close competition with 
the output of the Nova Scotia mines, and the deposits in the United States 
from which, owing also to canal transportation, fuel can be laid down at cer- 
tain seasons almost as cheaply as from the lower Province. Still the fact 
remains that freight rates, both from Nova Scotia and the Pennsylvania fields, 
are such as to make the price of coal fuel laid down in the manufacturing cities 
of Ontario and Quebec so high that many of the manufactudhg and mining 
industries in both these Provinces are seriously hamp'^red owing to the com- 
paratively great expense involved in keeping our steam engines in motion and 
in producing the power necessary to successfully and chenply carry on the 
various industries of the country. 

Features or a Peat Industry. 

The value of the peat deposits must however after all be merely a com- 
parative one. If it can be conclusively shown that a peat fuel can be pro- 
duced possessing let us say 100 heat units, and placed in the markets of 
Ontario and Quebec at a well defined less rate as regards cost than 100 heat 
units of coal, taking the coals of Nova Scotia and the United States in ordi 
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narj use as the standard, then it should be apparent that our peat deposits 
are worthy of attention as an important factor among the manufacturing or 
power producing agents of the day. To do this however we must first of all 
<:onsider several very important features of the industry, such as the extent 
of our peat deposits, the calorific power of well prepared peat fuel, the con- 
venience of handling and the advantages it possesses, if any, over the fuel at 
present at our disposal, and in addition to this, and this is an especially 
important item, the cost of its manufacture. 

In the utilization of our peat bogs we must bear in mind the fact that 
other phases 6f the question possess an equal if not even a greater present Its value for 
economic value than that of fuel supply. For instance the question of the ^^^^ ^""^ 
application of peat to sanitary purposes for the reception and economic dis- 
position of the sewage of our large cities is now being largely considered, and 
it has been ascertained that in this respect no substance yet known possesses 
presumably greater or more valuable properties than the produce of our peat 
bogs, so Ifng regarded as practically valueless. Further, a comparatively new 
industry has come into prominence in connection with these deposits, which 
in Holland and elsewhere hsis already reached a very extensive development, 
and which should also permit handsome returns on capital in this country, 
viz., the manufacture of moss litter. This material from its great absorbent 
properties has been found to surpass all other substances in the utilization of ^^^ forlitten 
stable waste, and for promoting the comfort and cleanliness and as a conse- 
<)uence the health of all animals there kept. So great is the importance of 
this industry, as yet comparatively unknown in Canada, that the peat bogs of 
Holland are now supplying the markets of London and New York with this 
prepared moss litter, with a demand apparently unlimited and at a price 
<)uoted in the London market of 21 to 26 shillings per ton according to quality, 
which should furnish highly remunerative results. 

Peat Deposits of Ontario anp Quebec. 

In the Report of the Geological Survey for 184546 attention was directed giJtions*by*S» 
to the Canadian peat deposits, and the results of the investigation in this sub- Geological 
ject of Dr. T. Sterry Hunt appeared in subspquent reports. Amons^ these of Survey. 
special importance are the articles in the Geology of Cansida, 1863, and in 
the report of 1866. In the pamphlet prepared for the Paris Exhibition, 1878, 
further information is presented, more particularly relating to the trials Working the 
carried on with the deposits east of St. John's in connection with the Hodges {j^f u^?^ ^ 
process, and at St. Hubert in the county of Chambly, at which places very 
extensive bogs of excellent peat occur. A very considerable quantity of pre- 
pared fuel was produced at theee places, av;gregating in 1875 about 13,000 
tons in all, a small amount being used for domestic purposes, while the rest 
was employed by the Grand Trunk Railway for their locomotives. Changes 
in the company however appear to have acted unfavorably as to the con- 
tinuance of this industry, and since that date but little has been done in this 
direction. A small quantity of prepared peat was also produced about the 
same time near Pt. Lewis in the county of Eiuntingdoa, a? well a? at New- 
tonville near Port Hope, in Ontario. Unfortunately no reliable data as to 
the cost of manufacture at either of these places are at hand, and no subse- 
quent development appears to have taken place. 

While the peat deposits of Quebec and Ontario are known to be very 
extensive, the greater part of these have hitherto remained untried. Among 
the best known may be mentioned for the latter Province the vicinity of the 
Caledonia Springs, lying to the south of the Ottawa in the township of 
'Caledonia, county of Prescott, and certain bogs in Clarence, Cumberland and 
Gloucester, the latter in the county of Carleton. Of these the nearest the Bogs of 
city of Ottawa is the Mer Bleue, which consists of two long peat bogs, sepa- onurio, 
rated by a narrow ridge of higher land and comprising in the two an area of 
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not far from 5,000 acres. Theae bogs were sounded by Mr. James Richard- 
son of the Greological Survey staff and shown to have a depth in places of 
over twenty feet, the depth elsewhere ranging from five to fifteen feet. Three 
other large areas from 1,000 to 3,000 acres each occur in the townships of 
Nepean and Gouldbum adjoining, while other extensive bogs occur in Huntley 
and Westmeath. The depth of peat in these deposits varies from eight to 
over fifteen feet. Further south in the direction of Oomwall bogs are found 
in Osnabruck, Roxburgh and Finch, so that it is easily seen that a practi- 
cally inexhaustible supply of material is found in the almost immediate 
ftod of western vicinity of the Ottawa and St. Lawrence and in close proximity to the leading- 
Onurio. manufacturing centres. In western Ontario also peat bogs have been noted 

at many points, as in the vicinity of the Wei land canal, and near lake St» 
Olair, as also in the counties of Simcoe and York, and farther west along the 
line of the Canadian Pacific Railway north of lake Superior, as well as on. 
the route between that lake and Wiunipes:. 

Inexhaustible supplies also occur in the Province of Quebec, as intChamblfTt 
St. Hubert and in St. Brigide, where works have already been in operation.. 
On the line of railway from Arthabaska to the St. Lawrence, opposite Three 
Extensive Rivers at Bul^trode, a bog was also formerly worked quite extensively, the 
bofg m c^ue- prQ^j^ct as air-dried peat being used on the Grand Trunk railway, as also in 
Huntingdon, Champlain, Lacolle and Sherrington, where a very thick deposit 
of excellent peat particularly worthy of notice is found. East of Valleyfield 
also and in St. Dominique extensive de|>Odits occur ; while on the north side 
of the St. Lawrence they are known in the townships of Grenville, Harring- 
ton, Mille Isles, St. Anne de Plaines, St. Sulpice, and Lavaltrie and St. 
Maurice. On the lower St. Lawrence peat bogs are found at River Ouelle, 
Isle Verte, Daquam, Matane, Macnider and other places ; while on the 
island of Anticosti an immense bog estimated at nearly 200 square miles in 
extent occurs on the southwest coast, much of which is reported of excellent 
quality. From this brief enumeration of a few localities it is easily seen that 
the quantity of this possible fuel in Quebec is also pr .ctically unlimited. 

Origin of Peat Bogs. 

How bogs are Peat bogs are all of vegetable growth, consisting for the most part of the 
formed. decomposed remains of plants and mosses, chiefly of the genus sphagnum, 

which have apparently tilled up the basins of shallow lakes. The deposits 
are frequently underlaid by a layer of shell marl, which has constituted the 
original like bottom. The peat bog frequently carries a growth of trees, 
often of tamarac in a stunted condition, with various heath plants, which by 
the decay both of their stems and rootlets help to swell the organic con- 
Three classes s^i^^^d^ of ^^c mass. In bogs of a good depth the peat may be divided 
of peat. into three classes, viz : (1) the green living and growing surface, (2) the 

intermediate zone in which the remains of the plants are well d- tined, bu 
which is capable of furnishing an excellent peat for certain purposes, and (3> 
the lower and fully digested material in which traces of organic life are com- 
paratively rare, which possesses a rich black or bro^n color, and when free 
from inorganic matter furnishes a fuel of very excellent quality. 
Character of In character also peat varies somewhat owing to the nature of the nnder- 

peat. lying rocks. Thus moss peats are generally found on rocks nea» ly free from 

lime, such as granite or other strata rich in silica, while grabsy or sedgy peats 
are more frequently found in calcareous districts. In the ripest or most 
thoroughly formed peat the decomposition of the organic matter has reached 
the last stMge, the result being a dark brown or black homogeneous mass, com- 
paratively dense and heavy. This when moist is firm, sticky and coherent 
like clay, and can be readily cut and moulded into any shape, and when dried 
it is hard, having on cut or burnished surfaces a lustre like pitch or wax« 
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In the development or exploitation of a peat bog for fuel it will apparently Beat peat 
advisable to make use of that portion which is freest from organic remains, /^'^"^V*^*® 



DiVBLOPMBNT OF PlAT BOGS, 

In the developmei 

be advisable to make «->, ^. ,».«« ^>,*w.w^ .,».>,» .« ..^.^^ ..^.-* w*^- w .w— «,.^«, . ., 

viz., that which occupies the lowest of the third strata just described, and in 

former experiments upon the large scale possibly it may be found that some 

ci the lack of success which attended these efforts was due to the attempt to 

utilize an inferior portion rather than that most adapted to the manufacture 

of the best fuel. In this connection it may be wise to consider also that it is Uoper portion 

possible now to utilize the upper portion of the bog as well in the prepara- *v'^p^^ 

tion of the moss litter, though the only attempt to develop this industrry in 

Canada so far as I can learn has been in New Brunswick. There several years 

ago operations were begun on a peat bog about Bfteen miles west of St John, at 

a place called Musquash. The promoters were capitalists from St. John and 

St. Stephen, and a brief account of their operations will be found in the report 

of the Greological Survey, 1889, by Mr. R. Obalmers. No attempt however 

was made to manufacture a peat fuel, owing presumably to the facilities 

possessed in this place for obtaining bituminous coal from the adjoining 

province of Nova Scotia, the freight from the mines in Cumberland county 

being low. In order to show however what has been attempted in this 

direction, I may here quote a brief extract from the report just referred to. 

"This article, moss litter, is used in stables as bedding for horses, etc., and Utilizing 
owners of studs in the principal cities of the United States have been looking New Bruna- 
for a material of this kind prepared from the peat found on this side of the ntter.^** ^^ 
Atlantic. What they require is a spongy mosp, sufiicieritly light and porous 
to be }in absorbent of the liquids and ammonia which collect in stables, and 
which after being used in this way would make a fertilizer for gardens, etc. 
The company having purchased the bog at MuFquash are now, 1889, erec ing 
buildings and machinery there for the preparation of the article. Tbey claim 
that the peat moss found in this locality is well adapted for the purpose 
intended, and is equally as good as the German moss litter. Hitherto a large' 
amount of time and capital has been spent by the Musquash company in 
experimenting and testing the suitability of the different grades of peat or 
bogfi^ material obtained here for the purpose in view, and it has been found 
that what is about half decayed, le., sufficiently so t-: be changed to a dark 
color and rendered somewhat short in the fibre without being absolutely 
brittle, is the best. This kind of peat is not found in the upper or living 
part, nor yet in the deep-lying rotted material, but between the two, where 
the mosses and rootlets are partially decomposed and the fibres strong enough 
to prevent the mass from crumbling to pieces. The chief process in its 
preparation is that of depriving it of the water, of which it contains from 
ninety to ninety-five per cent. This is effected partially in the pit by a 
machine called a plunger. The moss is then brought by tramways into a 
building and subjected to great pressure by passing between heavy rollers, 
and lastly the residual moisture is driven off by evaporation, after which it is 
packed into bales for shipment." 

In the attempt to manufacture a compressed peat fuel of the first quality, 
or even an air-dried product, it would be well therefore to take into careful 
consideration the question of utilizing this second layer of say four to five 
feet for the purpose just mentioned, since it should if properly managed 
prove equally a source of profit as the manufacture of the fuel itse'f, while it 
would enable that portion uf the bog best adapted for the latter purpose to be 
more readily and economically operated. 

Two great drawbacks have hitherto been found in reirard to the utilization objects to be 
of peat as fuel on a commercial scale, viz., the great bulk of the air-dried aimed at in 
variety, thus requiring great storage facilities as well as excessive charges for J^j^n'o/'J^ 
transport, and the contained water, which even in the best air>dried qualities for fuel, 
reaches 18 to 20 per cent. This contained water must of course greatly 



1 



200 



diminish the calorific value of the fuel, aud it is the practical impossibility 

hitherto experienced of reducing this (.reat percentage of contained moisture 

MiddifBcultiet ^i^^^^^ ^^rj considerable expense which has apparently interfered with the 

Id be over- successful economic use of the fuel in our manufactories and locomotives. In 

•ome. ii^Q matter of contained water air-dried peat ranks on a par with the best 

qualities of air-dried wood, but possesses this disadvantage that it contains a 

much greater quantity of ash, and also has a marked tendency to absorb 

moisture very readily, a feature which it is apparently very difficult to guard 

against. In the digging of peat also the precaution must also be taken to 

provide against the action of frost, since if frozen when wet its coherence is 

destroyed and it becomes useless as an air-dried fuel. 

It is evident from a careful examination of the tests already made of our 
peat deposits that the objections already mentioned in regard to the air-dried 
|)roduct practically exclude it from the market unless for purely local con- 
sumption, and the future course of the industry as regards the fuel question 
must be along the lines of producing cheaply a thoroughly good compressed 
article. 
Qvalhy of the In this connection due care must first of all, as already suggested^ be paid 
im^in^l^int ^ ^^® quality of the raw material used. For while simple pressure will 
connderation. reduce the peat to a much smaller bulk, if the material is originally light and 
porous its natural elasticity will tend when once the pressure is removed to 
restore it to its normal condition. It lias also been found in practice hitherto 
that the machines employed, no doubt in some cases owing to a lack of proper 
preparation of the raw material before subjecting it to pressure, have failed 
to thoroughly remove the contained water ; and this has of necessity, if a 
drier article is required, to be removed by the application of artificial heat at 
a considerably increased expense, the value of che fuel however being found 
to be greatly increased by this action. 

As regards the specific gravity of the peat, this depends principally upon 
its position in the bog, and when uncompressed ranges from .25 to .9. In 
deep bogs a first class peat of dark blackish or brown color and earthy frac- 
ture should have a gravity of .6 to .65. In carbon contents it ranges from 5 1 
to G3 per cent, of the organic matter, its quality being due to its density and 
ripeness. From a series of experiments conducted by Prof. Johnson of the 
Yale Scientific School, it would appear that weight for weight the ordinary 
qualities of peat do not difier very greatly from wood for heating purposes. 
By compression its heating properties are very greatly increased. Thus it 
was found that while a ^ood peat cut and air dried had a heating value of 
.80, the same condensed and containing 10 per cent, of water had a value of 
SSue^aTa^* 1.48, and meAe into peat charcoal the value was increased to 1.73. Compared 
AmI. with wood, this value was found to range from .50 for poplar to LIS for sum- 

mer oak. As compared with anthracite, tests made by the Water Depart- 
ment of Brooklyn showed the ratio of peat to this fuel to be as 1 to 2. 25, and 
a table prepared by Prof. Johnson showing the comparative composition and 
gravity of peat, wood and anthracite is as follows : 



Carbon. Hyd. Ox. & Nit. Ash. Water. Sp. Gravity. 

Wo<>d 39.6 4.8 84.8 0.8 20. .75 

Compressed peatj 47.2 4.0 22.9 5.0 20. 1.20 

Anthracite 91.8 2.9 2.8 3.0 ... 1.40 



Value of Cokkd Pbat. 



In regard to the manufacture of coke from pe^at, it may be remarked that 

its value has been known for many years. Thus we learn that as early as 1727 

patents were issued in England for the smelting!; and manufacture of iron with 

Eaily uaes of this fuel, and in the Hartz mountains in German^' peat charcoal was used in 

feat charcoal, metallurgical operations on a large scale in 1735, but it is stated that owing 
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to the novelty of the process and through the agency of certain parties inter- 
ested in keeping up tl|e price of wood its use for this purpose was discouraged. 
Ooke from* dimply air-dried peat is found to be too tender for use in the blast 
furnace, but that from compressed peat was regarded as equally as good for 
this purpose as that from bituminous coal. The results of its use in the blast 
furnace are however conflicting as regards its value, this probably being due 
to differences in the quality of the coke employed. From a number of trials Testa in 
made in Ireland it was held that the quality of peat coke was equal to that IraUnd 
of gas coke, while the total cost according to Vignoles' process, in which the 
carbonization was effected by means of superheated steam, was about two 
dollars per ton (Ss. 4d.) with the price of the raw peat at four shillings. 
Three tons of peat were required to produce a ton of coke, the expense being 
reduced very considerably by the utilization of the bye-products such as wax, 
tar, gas, etc. 

Probably in no country has the manufacture of peat fuel and charcoal i^nd jq 
been more successfully carried on than in France, and in the earlier reports of France, 
the Survey some valuable information will be found as the result of the study of 
the industry by Dr. T. Sterry Hunt at the time of the French exhibition in 
1855. Among those who have brought the industry to to a high pitch of per- Bmghat's 
fection may be mentioned Mons. Brughat, and a few extracts from a short analyseR. 
pamphlet of his on the subject may here be given. After summing up the 
various analyses of peat, wood, coal and charcoal he says the calorific power 
of compressed peat made according to the Ohalleton process as compared with 
wood and coal is in round numbers as follows : 



Gompresaed peat, varying in value according to process of mann- 

factnre and containing 10 per cent, of water, from 3 to 4 

Peat charcoal 4^ to 5 

Bituininoas coal, first quality 5 

Anthracite 9^ 

Wood charcoal 1 to li 

Wood containing 25 per cent, water I to 1| 



In a special report by Dr. Harrington of McGill University, prepared in 
1871 in connection with the peat deposits of the Province of Prince Edward i^J^J^mm^ 
island, assays were made of several of the peat fuels prepared from the bogs ton of Quebec 
«ast of Montreal. The samples are from air-dried material and the assays are peats, 
as follows : 



Water (hygroscopic) 
Volatile combuotible matter 
Fixed carbon 
Ash 



1 


2 


mean 


14.82 


16.10 


14.96 


60.10 


59.10 


59.60 


21.80 


22.60 


22.20 


S.28 


3.20 


3.24 



The assays of two samples of Hodges peat which had been kept within 
doors for a year are also given : 



' 1 2 mean. 

Hygroscopic water 16.80 17.32 17.06 

; Volatile combustible matter 49 . 80 51 . 65 50 . 725 

Fixed carbon 26.90 25.00 25.95 

Ash 6.50 6.03 6.265 



Economic Aspect ok the Question. 

The excellent paper published in the last report of the Bureau of Mines, 
Ontario, on the subject of peat, sums up very concisely most of the informa- 
tion contained in the several Government reports, and supplements this with a 
great variety of facts bearing on the general aspect of the question. From Recent testa 
this it would appear that the most recent tests with locomotives and station- J^^^^^ 
ary boilers do not give as good results as were anticipated, the percentage of with peat of 
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power to cost being very considerably lower than that obtained either from 
the use of bituminous coal or even wood. This would show conclusively that 
the quality of the peat employed was far from being what it should be 
judging from the table just quoted, containing presumably an excess of water 
greater than should be found evto in a first-class air-dried peat. It is prob- 
able this peat was obtained from a portion of the bog not representing the 
best quality for fuel purposes, and thus shows that in the attempt to place 
this industry on a thoroughly satisfactory commercial basis g^^eat care mast 
be exercised in the selection of the raw material. As Brughat has pointed 
out, repeated failures attended the attempts in this direction for some years 
both in France and Grermany, and it has been only by a careful study of all the 
conditions not only as regards the material itself but the methods of manu* 
facture that he claimed the success which he has at last attained. It seems 
difficult to realize the statements as to profit given by Brughat as stated in 
the report of the Ontario Bureau, but the claim he makes that one and a 
quarter tons of peat coal are equal to one ton of the best English coui for 
ordinary steam purposes, and for domestic purposes under pro[)er condi- 
tions of draft and grate construction the value is equal ton for ton, deserves 
a careful consideration of the methods by which these results may be obtained 
by those interested in the furtherance of the industry in Canada. With coal 
selling at 93 50 to $4 per ton, which may fairly be assumed as the price paid 
in Quebec and Ontario in many places for even Nova Scotia slack for boiler 
use, a compressed peat capable of production at half that price should be 
profitably employed, while for house purposes where the price of bituminous 
coal reaches $6 and even in Ottawa $8 per ton, a first-class peat fuel 
should return very handsome profits to the producer. 

The great extent and apparent value of the peat deposits in this country^ 
together with the very large present consumption of coal and the high prices 
paid therefor, would appear to warrant the most exhaustive series of experi- 
ments tending to solve satisfactorily the economic aspect of the question not 
only in the production of a fuel suitable in every way for domestic and steam 
purposes, but for employment also in the reduction of our iron ores and for the 
various other processes concerned with the manufacture of iron and steel. In 
this connection we may be permitted to quote again from Brughat: 

'* It is especially in metallurgical works that very great economy r^ults 
from the use of our peat. We will obtain among other things both iron and 
steel of better quality than by the employment of either coal or coke from the 
use of peat, since the coke therefrom contains no sulphur as has been proved 
by numerous analyses made with the greatest care, as well as by the practicaa 
tests conducted in our forges and blast furnaces both in the manulac- 
ture of cast steel, cutlery, gun-barrels and in the casting of other metals.'' 

In a paper of Prof. N. S. Shaler of Harvard University published in the 
tenth annual report of the U. S. Geological Survey, on certain fresh water 
deposits in that country, he remarks on the subject of peat that in his opinion 
a good peat fuel could be produced at a cost of $5 per ton with labor at (1.50 
per day. In view of the results already obtained in the attempts to work 
the Canadian deposits as quoted in the Oeology of Canada, 1863, and from 
the statements as to cost contained in Brughat*s treatise, as well as those 
obtained from the manufacturers of this fuel in Ireland, we believe that a 
first-class article can be produced in Canada at a much less figure than he 
mentions. Such a result however will only be obtained by avoiding the mis- 
takes already so often made by those who have attempted the solution of the 
problem, and by paying due attention to the qnality of the material employed 
as well as to the use of the best appliances for compressing and preparing for 
market a fuel containing the least possible percentage of ash and moisture^ 
and in this way obtaining results which will place this material moie nearljf 
on a par as regards effectiveness with our best quality of bituminous coals. 
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PEAT AS A FUEL. 
By Thomas W. Gibson, Bureau of Mines, Toronto. 

The uses of f ael may be roughly classified under four heads : XJses of fuel 

1. Domestic purposes, as cooking, heating, etc. cUssified. 

2. The generation of steam for industrial purposes. 

3. The smelting of ores and refining of metals. 

4. The production of illuminating gas, 

OuB Sources OF Fuel Supply. 

The substances which have hitherto been almost exclusively employed for 
these purposes in Canada as in most other countries are coal and wood, either 
in their natural condition or in the form of coke and charcoal. 

The use of petroleum and petroleum products is not unknown in Ontario, Petroleum. 
particularly in the furDaces of steam boilers, and recent improvements in the 
method of combustion have rendered this fuel of importance where distance 
from the source of production does not unduly enhance its cost. 

Natural gas has also begun to be used and is now in employment on a Natural gas. 
limited scale for manufacturing, domestic and illuminating purposes, but 
we are exporting for consumption in a foreign country as much as or 
perhaps more than we use ourselves, and the probability is that when we get 
ready to make use of it in earnest we shall find the supply very much reduced. 

Wood as every one knows is becoming scarcer every year, and increasing Wood, 
scarcity brings its natural result — increased prices. In some country dis- 
tricts in Ontario with which I am acquainted the profusion of wood for fuel 
purposes which not long ago existed is now at an end. Of recent years such 
wood as maple has brought a higher price in the log than when cut into 
lengths for fuel, and the consequence is that farmers have sold their maple 
trees to saw-millers and their tops and branches only to the users of fuel. 
These of course are inferior to the body of the tree both for domestic and 
furnace purposes, and in such districts where wood was once the only kind of 
fuel thought of it is now a question as between wood and coal, with advantage 
in economy of price in some cases in favor of the latter. 

Unfortunately we have no coal in Ontario. At least none has yet been Lignite on the 
found in the southern portion of the Province, though deposits of lignite are Hudson Bay 
known to exist in the far off valleys of the Moose and Abbitibbi rivers on the ^ ^^^ 
Hudson Bay slope. The extent and value of these deposits are as yet un- 
known, as no systematic survey has been made with a view of determining 
whether or not they could be made available for economic use, but as they 
afipear to occur in the. drift it may be doubted whether they are likely to 
prove sources of important supply to the coal-users of southern Ontario. At 
any rate they are yet far removed from communication and means of trans- 
port, so that were they ever so valuable they must for the present be left out 
of consideration. 

Jt is quite true that everybody does notagreewith the geologitits, that we Pythonic 
are below the coal bearing rocks in Ontario. It is natural to argue thus : We Prospectors 
have been favored by Providence so highly in almost every other respect that ^oal beds in 
it is almost inconceivable we should have been neglected in the matter of coal. Silurian 
Consequently we have heard in past years and still occasionally hear of discover- '^''*' 
iee of coal having been made in various parts of the Province, such as CoUing- 
wood. Bowman ville and several other points. Some months ago a very valu- 
able deposit was discovered — just to put the geologists to shame — not more 
than eight miles from the city of Toronto, and so precious is the bed to its 
owners that they have not yet been able to bring themselves to part with any 
portion of it, or even to raise it to the surface. No later than this week the 
Bureau of Mines was in receipt of a letter from a man who by means of a 
divining rod of his own construction had located a seam of coal eight feet in 
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thickness in western Ontario, which upon receipt of a suitable bonus from the 
Government of the Province he was willing to develop. The advisabiiitj of 
granting such a bonus, 1 need hardly say, remains under the Government's 
most serious consideration ! 

But the lack of coal within our own borders leads to serious consequences. 
The coal we use comes almost wholly from the mines of Pennsylvania and 
. Ohio, and whenever the gentlemen in control of these mines say "Thumbs 
of our °P • " ^^ ^^f other side, thumbs have to go up on this side also. Were there 
sitoAtion. even unrestricted competition adiong the producers of coal in the United 
States, we could hope to g«t it in Ontario at the lowest price for which it could 
be profitably sold, but rings and monopolies govern the production and sale 
of this important article, and we are thus entirely within the power of foreign 
corporations who cannot be reached by Canadian laws, and who have ** neither 
bodies to be kicked nor souls to be damned" Nova Scotia, the only other 
possible source of supply, has unfortunately been shown by experience to be 
too far removed from our markets to admit of our drawing upon it for any 
considerable part of our requirements. 

In view then of the increasing scarcity and dearness of wood and of our 
coal supplies being in a foreign land and the subject of an odious monopoly, 
we are, it seems to me, in presence of a situation which demands our instant 
and most careful consideration. How are our private and public interests to 
be protected ? 

Ih thbkb Esc APR from thb. Situation? 

There are those who hold out the hope of escape from the situation by 
means of electricity, that force which has already done so much and which is 
to solve every possible problem of transportation, lighting, heating, smelting 
and power. Fuel is not required, they say, for the generation of electricity 
where you have sufficient water power, and in the undeveloped rapids and falls 
of the upland regions of Ontario where the headwaters of the Mnskoka, the 
Madawaska, the Petawawa, the Bonnechere, the Mattawa, the Severn, the 
Otonabee, the Trent and many other streams take their rise, not to mention 
the immense potentiality of the falls of Niagara itself, lies the ultimate solu- 
tion of the fuel question of Ontario. But while the f^raaa grows the steed 
starves. There are many and great improvements to be made in the genera- 
tion, transmission and utilization of electric force before these distant sources 
of power can be made available for the ordinary purposes of every day life, and 
some greatly superior means of transmitting electricity through long distances 
especially is required before that form of force can be expected to supersede for 
all uses the chemical energy evolved by the oxidation of carbon. 

In older countries, where wood has become scarce and coal for various 
peat in older reasons unavailable, recourse has long been had to peat as fuel, both in the 
ordinary airdried form and in a manufactured condition after treatment by 
various processes. In Ireland, Scotland, Germany, FVance, Russia, Norway, 
Sweden and every other European country where peat is found — and it occurs 
in almost every country lying within the temperate zone — a large proportion 
of the peasantry have for centuries depended almost entirely upon peat for 
heating and culinary purposes. I do not need to give any description of the 
ordinary method of cutting and saving peat, which is practically the same in 
all lands. It is cut with spades or tools of special form into brick-like blocks, 
which after sufficient exposure to sun and air become dry enough to bum. 
This is the method employed where a peat bog can be entered upon and dug 
with safety and convenience. Where the peat occurs as it sometimes does 
in a pasty or mud like mass of little consistency, it is dragged or scraped out to 
firm land, and upon evaporation of the contained water it forms an article of 
fuel considered even superior to that produced from an ordinary bog. Air. 
dri( d peat from a good bog, properly cut and saved, is by no means a despic 
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able article of fuel. There are those indeed who have used it in the old lands 
who do not hesitate to claim lor it an equality with either coal or wood. 
I^oubtless however one of its principal advantages to the poorer })eople of 
European or other countries is that it can be obtained at an expenditure of 
little more than their own labor. A family of growing boys with some assist- 
ance from the father or even the mother can easily secure a year's fuel at the 
cost of a few days' or weeks' work. The fact that (as in Scotland) where 
in^;es have risen and increased facilities of transport have made coal avail- 
able, the latter is preferred to peat, shows that on the whole common air- 
dried peat is not to be compared with coal as a fuel. 

Manufacture of Peat. 

" By various methods of manufacture however the crude article is very ^^lethods of 
greatly improved and brought more nearly upon an equality with coal. The improving 
priikcipal objections to airdried peat are its bulkiness and the considerable ^^^ ^^' ^^ 
percentage of water which it retains. One ton of coal is the equiva- 
lent in evaporative effect of several tons of common air-dried peat, and ordinary 
specimens of the latter even when considered dry and fit to use contain not 
less than 25 or 30 per cent, of water. The object of manufacture is there- 
fore to reduce the peat in point of bulk and to free it from water. One 
method adopted to conipass these ends has been tried by means of a great 
variety of mechanical appliances by inventors on the continent of Europe, in 
Great Britain and even in the United States. It consists essentially in reduc- 
ing the peat as taken from the bog by grinding, triturating or macerating 
machinery to a pasty, pulp-like condition, after which it is spread out upon 
the surface of the ground, marked off into divisions of suitable size and allowed 
to dry. Sometimes the peat is moulded or pressed before being dried, some- 
times air- dried before being compressed, and in some methods the drying is 
done by artificial heat The result, especially when the drying is hastened 
by artificial means, is a hard dense fuel approaching or equal to coal in speci- 
fic gravity, and capable of emitting intense heat. The cost however is con- 
aiderable, and thou:^h occasionally especially favorable circumstances have con- 
spired to render the experiment feasible and to enable the manufacture to be 
continued, sooner or later the expense has risen to a point beyond the returns, 
and failure has been inevitable. 

Peat as it exists in the bog contains 90 per cent, and upwards of water, a fp^^^ difficully 
large proportion of which it retains with the utmost tenacity, but all or nearly to be over- 
all of which must be got rid of in process of manufacture. To evaporate come. 
eight or nine tons of water in order to obtain one ton of fuel would on the 
face of it seem an impracticable undertaking, hence various plans have been 
attempted to overcome this difficulty. 

One is, after the living and (for fuel purposes) worthless growth on top of Harrowing, 
the bog has been removed and the bog drained, to pass a light harrow over 
the surface, after which the partially dry peat is collected and the process 
completed. 

Compression of the crude peat whether by rollers or powerful presses has P ilping. 
also been attempted, but in connection with the pulping process has not proven 
very successful, gls the pulping is done with much more difficulty and requires 
much heavier machinery when the material is in a partially dry state. Indeed 
with some stiff, dense peats from the lower portion or deep bogs water has not 
infrequently to be added in order to effect a reduction to the necessary paste- 
like condition. 

Another system of manufacture is one in which the peat is passed through C imDreBsinff 
compressing machinery at the beginning of the operation, and without being • '^f: •^i'}5m^ 
palp^ or having its original fibre destroyed is dried by artificial heat and * ' ^^ 
by strong pressure formed into blocks, cakes or cylinders of the desired size. 
The employment of artificial heat of course adds to the cost of the process, 
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bat it is doubted by aome whether the water contained in the peat can be 
wholly expelled or even eliminated to the required extent by pressure alone, 
and experience appears to bear out this vievr. 
Uam^tmmt Peat is used not only in its ordinary form, but like wood and coal may be 
or csokiiif?^ carbonized and reduced to coke or charcoaL Containing a percentage of 
carbon in proportion to its weight intermediate between that of wood and 
coaly it gives on carbonization a corresponding weight of charcoal. Wood 
yields about 22 to 27 per cent, of charcoal and coal 75 to 90 per cent, while 
peat gives about 23 to 35 per cent The condensed peat produced by the 
pulping process gives a much harder and denser charcoal than the ordinary 
air^ried article, the charcoal from which is so friable and light that it cannot 
be used in metallurgical operations. Peat charcoal has this advantage in 
common with wood charcoal over coke trom coal, that it is much freer from 
impurities, such as sulphur and phosphorus, which exercise so injurious an 
effect in the smelting or refining of iroa These and other impurities how- 
ever are not unknown in peat, and their absence or presence is usually 
dependent upon the constituents of the rocks and soil surrounding the bog 
from which the peat is taken. The decomposition of gypsiferous or pyritous 
rocks in the neighborhood of a peat bog would, for example, be sufficient to 
account for the presence of sulphur in the ashes of peat fuel manufactured 
from it. A bog in Wales containing copper pyrites was long used for the 
production of peat which was burned for the sake of the resulting ashes, many 
thousands of pounds' worth of copper having been extracted therefrom. Peat 
ojsually yields more ash from a corresponding weight than wood and about the 
same as coal, but it varies greatly in this respect with the composition of the 
bog from which it is taken. Sand, lime and other similar substances are 
generally found in the ashes of peat, either in chemical combination or mechani- 
cal mixture, having in most cases been derived from the surrounding soil. 

PROOBsaBs Undbr Wat. 

As might have been expected, much more effort has been made to produce 

Blow protnen |^ good article of peat fuel economically in European countries than in the 

mim^ftctiire United States, where there is a comparative abundance of coal In the latter 

of peat. country about twenty-five or thirty years ago coal was even higher in price 

than it is at present, and much attention was directed to the utilization of 

peat, without however any lasting result. In Canada on the other hand the 

fuel problem has been more pressing, and at various periods processes have 

been in actual operation for the manufacture of peat fuel for a longer or 

shorter time. Recent events seem to indicate a revival of the interest in this 

question, for at the present moment there are three or four processes under 

way by which their inventors hope to solve the perplexing problem. In the 

neighborhood of Montreal and elsewhere in the Province of Quebec probably 

more persistent attempts have been made in this direction than anywhere else 

The Hodges, ^^ Canada. Nearly thirty years ago Hodges placed his pulping machinery 

on a scow and manufactured peat at Bulstrode, at we are informed a cost of 

92 cents per ton, and large quantities were consumed as fuel for the locomotive 

engines of the Grand Trunk railway. A somewhat similar process invented by 

AubioHAllT, N. Aubin and improved by James Hally was at work for a time under the man- 

Aikman and * ^g^ment of the Valleyfield Prat Company, while David Aikman of Montreal for 

many years has been experimenting and is still experimenting with the process 

Dickaon q£ manufacture which bears his name. A. A. Dickson of the same city 

processes. ^^^ invented a process somewhat difi(erent in principle from any of these, 

which he believes is now porfected, and which the company he has formed 

intend to have in operation this coming summer in a bog on the Welland 

canal, where they have purchased a tract 3,000 acres in extent I have here 

specimens of Aikman's, Hally s and Dickson's peat fuels, as well as samples 

taken by myself from a small bog near Berlin, Ontario. The last named 
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sample is of the ordinarj air-dried kind, and being taken from the bottom 
of the bog ahowB the deposit of shell marl underlying the bed of peat, a i • f_ 
Specimens of Aikman's and Dickson's manufacture corresponding to these have teit of'miutiu- 
been submitted to Prof. Elllis of the School of Practical Science, Toronto, for factored 
examination. He has tested them in a Thompson calorimeter with the fol- P^^> 

lowing result : 

Aikman peat. Dickson peat. 

Moisture 7.4 10.2 

Ash 19.5 2.9 

Heating Pbwer ... • 5115 units. 5280 units. 

Three samples of standard kinds of bituminous coal were also submitted ^^^ bitumi- 

to Prof. Ellis for purposes of comparison, which gave in heating power as 

follows : 

Units. 

Hocking coal, Ohio 6,820. 

MasiUon coal, Ohio 7,426. 

R^ ynoldsville coal, Pennsylvania 7,480. 

Mean— 7,241. 

The heating power is expressed in metric heat units. 

It will be seen that the two specimens of peat are nearly alike in heating 
power, and that in this respect they stand respectively in the relation of 71 
and 73 per cent, of the mean value of the samples of coal. The average price 
of Reynolds ville coal at Toronto, where it is said to have control of the mar- ^ 
ket for heating purposes, is $4.26 per ton, so that on the basis of calorific meriUL'^^ ^^^ 
value alone these peats would appear to be worth about $3 or $3.10 per ton. 
The percentage of moisture does not materially differ in the two samples, 
"being 7.4 and 10.2 respectively, and it is probal^e that experienoe would 
show the inutility of going to the trouble and expense of reducing the con- 
tained water below the smaller of those figures, as on exposure to the atmos- 
phere the absorbent qualities of the peat would doubtless be sufficient to 
restore the percentage of water to at least this point. The greatest differ- 
ence between the samples is in the matter of ash, in respect of which there is 
a marked inequality, one sample showing 19.5 and the other 2.9 per cent 
This is of course due entirely to the composition of the bogs from which 
the samples were made, and has no bearing upon the merits of the Ash. 
processes of manufacture themselves. If the crude peat contain a con- 
siderable proportion of incombustible matter no amount of trituration, com- 
pression or other subsequent treatment will lessen it, and the plain inference 
is that in the manufacture of peat fuel only those bogs should be employed 
which careful experiment shows to be reasonably free from inorganic sub- 
stances. The proportion of ash contained in the more impure of the two 
samples, 19.5, is so high as to seriously detract from its value as fuel, and 
would lead to the conclusion that the bog from which it was made is not well 
suited for the manfacture of the article. 

Pbat Fuel for Mbtalluboioal Opbrations. 

A recent letter from England gives an account of a process by which Mr. 
J. D. Brunton of London is attempting to utilize the peat of Dartmoor in 
the production of pig iron from hematite ore, of which abundant supplies 
exist in that district. He proposes to use by a happy reciprocity the waste . ^ 
gases from the blast furnaces to dry the peat, and ihe peat, apparently with- lish prooMs of 
out being charred, to smelt the iron. It is estimated that 200 tons of peat manufactur- 
will suffice for a yield of 100 tons of pig iron per week. The cost of iron ore ^g^^^ace 
is put at from 3s. to 6s. 6d. per ton, and the cost of the pig iron made under fuel. 
these conditions after ample allowance for contingencies at £2 158. per ton. 
If the selling price of the iron be put at only £5 per ton (a low price for 
charcoal iron) a profit of £2 5s. is expected to be realized. A square mile of 
the Dartmoor peat ground is said to be sufficient to supply fuel for a make of 
100 tons of pig iron per week for 100 years. 
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The application of the hot gaseous products of blast and other furnacea 
to the dessication of peat is not however original with Mr. Brunton. On the 
continent of Europe kilns for drying peat have been constructed in which 
the hot waste-gas of furnaces is driven in through the roof by means of a fan^ 
made to descend through the peat, and thence to pass into a chimney corn- 
Peat kilns in municating with the interior of the kiln at the bottom by two flues, one on 
^"^^* each sida Kilns on this principle are said to have been first introduced by 

Schlagel into Austrian smelting- works, and extensively adopted, especially in 
French smelting-works. The distinguished Swedish iron master Gustav 
Ekman in 1856 erected a peat kiln upon this principle with, it is reported, an 
entirely favorable result. Ekman heated his kiln with the waste gas of a. 
charcoal finery, which gas after having been used for heating pig iron, the 
blast of the finery and an annealing furnace, was admitted into the kiln. 
Kilns constructed on the principle of taking in the hot gas at the top are said 
to dry the peat more equally and quickly than those in which the gas entera 
at the bottom. 
Utility of Peat and peat charcoal are used to some extent in the smelting and 

mulh^irical ^^^^K ®^ ^^^^ ^^ European countries, but where, as in Great Britain, mineral 
operations. coal and coke are abundant the latter are more generally employed. Dr. 
Percy, after a somewhat exhaustive review of the subject in his work on 
Fuel, gives it as his opinion that " by a judicious selection of peat and suit- 
able treatment pesi charcoal might, so far as relates to its capability of pro- 
ducing heat, serve as an efficient fuel for metallurgical operations." He adda 
that " the use of peat charcoal for fuel must in great measure depend upon 
the cost of its production, inclusive of the cost of the original peat, and ita 
capability of competing in that respect with other fuel, namely, wood-char- 
coal, certain kinds of coal and coke.'' The widest field of usefulness for peat 
in metallurgical processes would appear to be as material for the production 
of gas for use in the so-called regenerative furnace invented by the brothers 
Siemens, which has come so largely into use for smelting and refining pur- 
poses. To quote Percy again : "Experience on the continent has conclusively 
shown that peat-charcoal may be used in some metallurgical operations with 
success ; also that peat may be successfully used for the production of gaseoua 
fuel in a gas-producer. Mr. 0. W. Siemens indeed has informed me that putting 
its cost aside he should even prefer peat to coal for use in the producers of 
the regenerative gas-fumaoe. Now the metallurgical operations to which 
f^aseous fuel has been applied are already numerous, and it seems capable of 
even much wider application. The drawback in the employment of peat 
when high temperatures are required, resulting from its containing a large 
quantity of water, is obviated by converting it into gaseous fuel, and sub^- 
quently condensing the moisture contained in the latter. So far therefore aa 
the suitability of peat for metallurgical purposes is concerned, we may not 
unreasonably conclude that it could be widely substituted for coal with suc- 
cess." Percy goes on to state his conviction that peat can only compete with 
coal in countries where the cost of production and carriage of peat is relatively 
very low and the price of coal relatively very high, and that as regards Great 
Britain circumstances must greatly change before these favorable conditiona 
for utilizing peat are fulfilled. 
T^® "J^^*®" Percy's conviction as regards Great Britain is doubtless well founded, but 
and Quebec, the state of things in Ontario and Quebec is vastly different from that in the 
mother land. The pregnant fact that while there is abundance of ooal in 
England there is none at all here changes the situation entirely, and conclu- 
sions which may be justly arrived at in the case of Great Britain are 
altogether inapplicable in our own. The cost of carriage which in Eng- 
land would be greater upon peat than coal is here decidedly in favor of peat. 
Our only supplies of coal lying either a long way to the south in another 
country, or a long way to the east in another Province, the item of freigfat 



209 



dMrgQgTnoBt alwsjB bei^heavj oae.and mnst oontinue to add largely to the 
coet of the coal used here, while on the other hand once a really practical 
and economic system of mannfactare was introduced the peat bogs which 
are found in all quarters of Ontario and Quebec might be made lK>urce8 of 
fuel sifpply to surrounding districtb at a minimum cost so far as freight 
charges ar^ concerned. 

PlAT AbIAS in OnTABIO. 

There are very large areas of peat in Ontario. Mr. £ B. Borron, who i^ocalitiev 
has penetrated through the wastes of the Hudson Bay slope, tells us that in where peat 
Jiis opinion there are 10,000 square miles overlaid with peat from six to depoeita are 
twenty feet in depth in that part of the province. In the district between al^dimw!^^ 
the Ottawa and the St. Lawrence rivers, in the vicinity of lake St. Clair, in 
Elgin county, in Parry Sound district, in Waterloo county, in Welland 
county along the Welland canal, in the counties of York and Simcoe, along 
the line of the Canadian Pacific Railway west of lake Nipissing, and in many 
other sections of the Province are peat bogs of large area, and were they to A Atorehouie 
become valuable as a result of a perfected, process •of.manulacturing peat fuel ^' '^'^^ yAne^ 
the existence of many others would no doubt be revealed. 

Peat fuel has been successfully employed for all the purposes for which 
coal and wood can be used. For some of these purposes it is, owing to its 
bulk, less adapted than coal, as for instance ''in steamer and locomotive 
boilers, where economy of space is a great object, while for others, as we have 
seen, it is a very efficient substitute. Even in the production of illuminating 
gas it has been employed with good results, as for example in Dartmoor, 
Elngland, where the prison at Prince Town is or was lighted with gas made 
from peat. 

In conclusion, I have only to express my conviction that this problem of 
the utilization of peat for fuel is one of the moat important and pressini^ of 
the economic questions which are today engaging the attention of the people . . 
o£ Ontario and Quebec. Though the difficulties which lie in the way of its blemof ^£!t 
solution have proven themselves to be many and formidable, the ingenuity of ment is 
man is, I am convincrd, equal to the task of overcoming them. I cannot "^l^^- 
think that the quest after a good cheap peat fuel is the chase of an ignis 
fatuuB^ but on the contrary 1 cherish the hope that ere long we shall see a 
process in successful operation which will utilize our own resources, give us a 
first-class fuel at a coet below that of coal, and deliver us from the yoke of a 
foreign monopoly. 

DISCUSSION ON THE PAPERS. 

Discussion upon the papers was invited, and Mr. A. A. Dickson, who 
was present, and whose method of manufacturing compressed peat fuel was 
described in the Report of the Bureau of Mines for 1891, was asked to speak. 

Mr. Dickson said he had little to add to what had already been said, 
except to say that the company which he had organized had secured a bog on 
the Welland canal about 3,000 acres in extent, and were having the neces- 
sary plant constructed for manufacturing the fuel. The blocks which had 
been exhibited as of his manufacture were merely small samples. It was Erecting 
the intention of the company to make the fuel in at least two sizes, one in SaSture pea? 
blocks about 3 inches long and 3 inches in diameter for steam generating fuel on the 
purposes, and the other for domestic use in blocks about 2 inches in WelUnd 
diameter. In his process as perfected the moisture is driven off solely ^'^' 
by compression, artificial heat not being required, and not more than 10 
per cent, of water is left in the manufactured article. They found the quality of 
the peat in the Welland bog to be excellent, and the upper portion after 
the moss is removed to be nearly as good for fuel purposes as the lower, 
the samples shown having been made from it. 
14 (M.) 
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Mr. B. T. A. Bell asked Mr. Dickson at what price he thought he 
could place his fuel on the market. 

Mr. Dickson replied that it would have to be sold at a lower figure 
than coal. The cost of manufacturing would be about $1.50 per ton. 

. Mr. Th. Doucet inquired whether samples of Mr. Dickson's peat such 
as thofic exhibited had ever been subjected to water, and with what result. 

Mr. Dickfion said the peat was proof against moisture under ordinary 
circumstances, but if immersed in water for some time it would absorb a certain 
percentage. The samples shown were made from the Ohamplain bog, in 
yuebec.^ 

Mr. Doucet wished to know if the samples of Hallj peat shown by Mr. 
Gibson had been subjected to compression. 

Mr. Gibbon : No, it has simply been pulped and dried by evaporation in 
the open air. 

Prof. Harrington (McGill College) stated he had had some experience with 
peat some years ago. The best peat he heA ever seen came from Prince 
Edward Island, where there are large deposits along the seashore from which 
the peat could be loaded directly into schooners. They had been told that 
great care must be exercised in selecting the material, and this was a very 
important point Many of the peats which had passed through his hands had 
not been chosen with sufficient care, having run too high in ash. The suitability 
of peat for smelting purposes had aUo been spoken of, and it was sometimes 
alleged that iron could be made with it better than with coal. He had always 
understood that while free from sulphur the ash of peat was frequently high 
in phosphorus, which would be a serious objection to its use in smelting iron. 
He had no definite statistics on the point however, and it would be an 
interesting one to investigate. It was also to be borne in mind that if peat 
were made into coke a large quantity of volatile matter would be driven off, 
and a peat that gave say 5 per cent of ash would yield a coke containing 
perhaps 15 per cent, of ash, which again showed the necessity for a careful 
selection of material to be treated. 



iMr. DickBon furnishes the following particulars of a comparative test of his fuel and 
anthracite coal made at the John Abell engine works, Toronto : 

DicksonV compressed peat, weight 457^ lb. ; date of test, 13th December, 1892. Tem- 
perature in boiler bouse, 69^, outside, 39^, of feed-water, 122^; weather dull. At 1.34 the 
lir»t peat was put in with a full fire of red coal, say 6 inches deep on the grates. Steam at 
-85 lb. pressure, with 9 inches of water in the gauge-^lass. In six minutes the steam rose to 
86 lb., at which point it remained for three minutet* ; it was then kept steadily at 85 lb. dur- 
ing the whole time of the test, the pointer only vibrating sufficiently to show the line on 
each side alternately. At 3.31 the steam pressure began to go down, when firing was 
resumed with the regular fuel. Immediately before commencing the test the boiler-tubc», 
ashpit and furnace were cleaned out. At the conclusion of the test the water stood at 9 
inches in the glass, where it had been kept without varying during the whole of the time. 
Duration of test, 2 hours. 

Large anthracite coal ("gg), weight, 457^ lb. Date of test, 15th Deifember, 1892. Tem- 
perature in boiler house, 82^, outside, 31^, of feed-water, 121°; weather bright and sun shin- 
ing. At 1.40 commenced firing with the test fuel with 9 inches of water in the gauge-glass. 
Steam at 85 lb., the fire, as nearly as could be judged, being the same as in the previous 
test. The steam remained steady at this pressure, with no more variation than that 
recorded in the other test, until 3.46^, when it began to go down, and fitioff with the usual 
fuel was resumed. At the conclusion of the test the water stood at 9 incnes in the glass, 
being kept there steadily the whole time. An in the test with peit, the grates, boiler-tubes 
and aehpit had been cleaned out. The work on the engine was the bame in both oai>es. 
Duration of test, 2 hours 6^ minutes. 

Commenting upon these experiments, Mr. Dickson says : The test was made on a coal- 
burning grate, which is not quite suitable for the burning of peat, inasmuch as the Hurface is 
entirely too large. The temperature of the boiler-house when the peat was used stood at 69*^ 
above zero ; when the coal was used it stood at 82^ above, making a difference in favor of 
ccal of 13 degrees. When the peat was used the weather was dull ; when the coal was used 
the weather was bright and the sun was shining— a ver^ material difference in favor of the 
€>al, as those familiar with steam know. Notwithstanding thi^, 457^ lb. of compressed peat 
kept the steam steadily at 85 lb. for exactly two hour', while an eaual weight of coal kept up 
the same pressure for only six and one-balr minutes longer. Under similar oonditions as to 
temperature and with a proper type of grate, peat would have done as well as the anthracite 
c a', if not better. 
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PEAT IN EUROPE TODAY. 

Probably the most recent information obtainable as to the uses of peat in 
the various countries of continental Europe at the present time is to be found Britieh con- 
in the consular reports made to Her Majesty's Government on the subj^'Ct onSes^ofpelt 
and laid before both Houses of Parliament in March, 1893. These reports 
were n'ade in pursuance of instructions, given by Lord Salisbury to Her 
Majesty's representatives at The Hague, St. Petersburg, Stockholm, Oopen- 
hagen, Berlin and Paris to forward such information as they might be able to 
procure with regard to the manufacture of fuel, moss litter and other products 
from peat in the various countries to which they were accredited. These 
reports show in general that peat is still an important article of fuel in those 
parts of Europe where, owing to lack of coal, distance from seaports or prox- 
imity to peatbogs, it can be obtained at a less cost than coal. Other uses of 
peat and peat products, particularly as moss litter and in the conversion of 
sewhge products, are also becoming more and more important, and in view of 
the comparative cheapness of coal in many parts of Europe it is probable that 
the utilization of peat will develop more rapidly there for such purposes than 
for that of fuel only. Moss litter is being manufactured in nearly every 
country in Europe. It is coming rapidly into favor as material for bedding 
horses, cattle, etc., one great recommendation being its capacity of absorbing 
moisture to many times its own weight. Oonsiderable quantities are exported 
from Europe to Great Britain and also to the United States. 

Denmark. 

Sir H. G. Macdonell reports that all the different modes invented during 
the past forty years for the treatment of peat have been tried in Denmark, and All invented 
have been given up as impracticable, unprofitable, or both. Expensive experi- ™^^en^ 
ments have been carried on at Silkeborgand Moseland within recent years, but abandoned. 
with no appreciable results. In fact peat may be said to be used merely for 
fuel, the people cutting sufficient for their own consumption. In some of the 
inlind towns in close proximity to larger moors there still exists a certain 
demand for peat, but at seaports it seems never to have been able to compete 
with coal, the specific heating power being too low as compared with that of 
coal to enable the peat to pay expenses connected with transport to any dis- 
tance. Peat for fuel is either simply cut and dried, undergoing no further 
treatment (^skoretorv ') or it is kneaded together, and subsequently cut into 
regular shapes for fuel, called ' oltetorv/ In this latter shape, as in the 
former, it does not pay the cost of transport to any distance. To the north 
of the Limfjord at Lundergaard Mose, the AsJborg Mosstroelsefabrik formerly 
employed some fifty to seventy men in cutting peat, which was used by the 
railway authorities for heating their carriages. This method of heating hav Moss litter 
ing now given place to steam, the occupation has ceased, and a moss litter * 
factory has taken its place. 

The following account is given of the way in which moss litter is used in 
the stables of the Copenhagen Milk Supply Company : 

" Each stall is constructed with a hollow lined with cement three inches 
deep below the level of the floor paving. This is filled with the litter. About 
an inch in depth is removed daily from the surface, the fresh supply being 
laid at the manger end, while the supply of the day before is raked trom the 
head to the hinder end. The litter so removed forms most excellent manure. 
The peat-moss litter is delivered in compressed bales of 150 lb. each, and care 
must be taken that it should be almost free from any moisture in order that 
it may be able better to absorb all moisture when in use. The company in 
question keep fifty horses. Though it is customary in Denmaik to take but 
little care in grooming horses and k( eping stables clean, and though there is 
no drain whatever in the stable in qu stion, no trace of ammonia and hardly 
%ny unpleasant smell could be detected. The manager, Herr Busck^ informed 
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me that the litter for the fifty. horses cost the company £100 a year, or £2 a 
horse per annum. The use of this article, fqr ..sanitary and economical 
reasons, in large towns and for caralry barracks, cannot be oterestittated. 



•nduTuiT and since the same quality of peat axisto in Great Britain, this industry 
TftltiM. should certaj^y be capable of great development." 

FRANCS. 

The Marquis of Dufferin reports briefly that it appears the peat in- 
dustry does not exist to any appreciable extent in the consular districts of 
Brest and Cherbourg ; a small quantity of peat is cut for the purposes of fuel, 
qnantitie* ^^^ ^^ ^^^ ^^ Marseilles turf is also used for burning in the neighborhood 
rrcfinced, of Lyoni, but there appears to be no appreciable commerce. In the district 
of Calais, again, it is reported that there is no manufacture of moss litter from 
filA; while the -juantity cut by the peasantry has been for many years on the 
decrease, and in 1890 573 cubic metres only were cut at Oondette and in the 
district of Montreuil, some 5,000 cubic metres in seventeen communes, while 
though there are peat bogs in the Department of the Nord, no turf was cut 
in 1889 or in 1890. A small quantity is also cut in the Department of the 
Somme As regards southwestern France, Mr. Consul Ward reports that 
there are peat bogs of more or less limited extent in all the Departments 
^ecfrio!^ forming the consular district of Bordeaux from which peat is extracted 
consumption. ^"^^ ^^el, but the production is confined to local consumption. In the dis- 
trict of the Charente some 7,000 tons are cut annually, but the amount is far 
less than in former times. But the only use to which the peat is applied 
on the spot is for fuel. The Bordeaux Tramway Company, which tried the 
experiment of peat moss for litter, has now abandoned the use of it, purUy 
because of the difficulty of disposing of thiei manure, and partly because the 
litter, which was sold to them by weight, was frequently supplied in a damp 
condition, which considerably reduced its utility. In Paris there are four or 
five firms which supply peat for fuel. There is however one important 
e$iferpriB«», the company known as La Beraudine, founded by M. Beraud for 
Mannfactures working his patents and manufacturing a number of articles from peat 
fn>m peat fibre, including litter, disinfecting media, blankets, carpets and rugs, 
^^f^' mattresses, antiseptic focd, preserving material, manure, etc. 

In a supplementary note it is added that this Company supplies about 
eight different articles to the French Government, chiefly mattresses, 
blankets, saddle-cloths, etc., but that the number of articles qianufactared 
from the fibre obtained by M. Beraud's process is very great, and comprises 
nearly all those in which felt has hitherto been used, with thb important 
diflerence, that the articles are made from a woven fabric and not from 
a brittle material like felt. 

6 B B M A M T. 

Sir E. Malet forwards a report containing much information, from 
which the following extracts sre made : 

Yhe area covered by peat bogs (* torfmoore ') in Germany is very exten- 

Peat boffs *^^®' especially in the northern provinces of Prussia and the grand duchy 

workedfor of Oldenburg, but a small part only of this area is Government property, 

fuel and mosB and no statistics of any sort are available as to the actual acreage and 

production. Almost all these moors are worked locally for fuel peat, and 

the manufacture of moss litter is also very widely spread, being carried 

on in East Prussia, Pomerania, Posen, Silesia, Hanover, Oldenburg, Wur- 

temberg, Saxony and Bavaria. .The peat bogs belonging to state domains 

in Prussia, of which a larger number exist, are generally worked by the 

Government Forest Department ; many of them however are let for a term 

of years to private individuals, the lease being usually made out for thirty 

years or more, and the tenant having the right and in some cases assum- 
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ing the obligation of removing all the peat during that time, thns 
paring the land for agricaltaral development. An important moor under 
«taie management, and within a short distance of Berlin, is that of Caro- 
linenhorst, near Stettin. It covers an area of about 2,000 acres, and is 
mdministered by the Finance Department of the Government of Stettin. 
Even in this case however although the peat cut for fuel is sold by the 
etate authorities, the manufactory of moss litter is let to a private entre- 
preneur, A notable private undertaking of the kind is that of Herr Rott- 
barth at Gifhom in the Province of Hanover, where both peat fuel and 
moss litter are produced on an extensive scale. The principal 

products obtained from peat are : — (I) Fuel, including turf coal and turf 
coke. (2) Moss litter. (3) Peat dust (* torfmull ') for disinfecting purposes. 
(4) Cotfse textile fabrics, paper and various chemical products. 

' The use of peat, as fuel is universal in the neighborhood of the moors, but 
is generally local. It cannot compete with coal for cheapness in any dis- Peat used for 
tricts near the seaports or near towns which have railway communicati^m. ^°®1 ^^^^\ 
Peat for fuel cannot pay railway .freight for more than twenty miles from the of^mductioiu 
place where it is cut, and very little* is ever conveyed by rail. The rate 
charged is about 9s. per load of 9,600 sods of peat for 10 miles. There are 
no available statistics either in Prussia or the other peat-producing states as 
to the amount consumed, but considering the wide distribution of peat bogs 
throughout the country it is probably very great. It is estimated, for 
instance, that in the grand duchy of Oldenburg alone about 150,000 tons of 
peat are burnt per annum, chiefly for household purposes, but also in baking 
ovens, brick-kilns, etc. . . . No machines are used on the Government 
moors in Pomerania for cutting fuel peat, but they have been employed on 
private moors where labor is scarce. The cost of production is not sensibly 
reduced by machine-cutting. The best peat for burning is generally that Qualitie* 
which lies undermost, the upper layer, to a depth of 4 ft. 6 in., being used poftt. 
(where it is of suitable quality) for moss litter ; all beneath that depth for 
burning. At Carolinenhorst the peat is always dried in the open air, all 
other methods having proved too expensiva An attempt was made at Gif- 
hom to dry the peat artificially in an apparatus invented by Herr Rottbarth, 
bat as the system was abandoned alter a very Abort trial it appears not to 
have been a success. • The first class is the dark peat, approach- 

ing to coal, which is usually cut from the lowest stratum, and is heaviest. 
It shrinks most in the process of- drying, a freak- sod measuring when cut 13 
inches in length by 10 inches high and broad. This class of peat burns 
slowly, and when fifteen sods are burned in a clo^ stove they will leave 
about a large wineglass full of white ash. The second class is lighter in color 
and weight, and is a newer formation. The third class is the top stratum, 
and is of least value except in those cases where it is suitable for the manu- 
facture of moss litter. These lower classes of peat leave more ash in burn- 
ing. In some places these differences in the quality of the peat taken from 
the top or the bottom of the stratum do not occur, the moss being uniform 
throughout The peat is sold by auction (at Oarolinenhorst) and fetches as 
« rule : Ist class, lis. per ' klafter ' of 1,200 sods, 2nd class 10s., 3rd class 8s. 
The moor at Oarolinenhorst employs about 500 men and women for cutting Employ m**nt 
and stacking peat, chiefly for fuel. The average amount earned by a man ^^ l^bor. 
at this work is from 4s. to 4s. 6d. per day, but they are paid according to the 
amount cut. The women are paid about 3^d. for every cubic metre stacked. 
. . . The best material for the production of moss litter is formed by 
the upper strata of the 'hochmoore' (high bogs) which cover considerable areas 
in Hanover, Oldenburg, East and West Prussia and Pomerania. The natural Best materia 
vegetation of these bogs consists of moss, together with various grasses ^' ^^^^' 
and heather (Eriphorum, Oalluna vulgaris. Erica tetralix, Andromeda, 
Ledum, Empetrum, Vaccinium and Sphagnum cymbifolium). The decom- 
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posed remains of these plants form a dark soil overlying the yellowish- 
brown layers of moss peat which often attain a thickness of several yards, 
and in their tarn overlie the older and darker peat which is used as fuel. 
The characteristic of the strata suitable for the production of moss litter 
is that in them the process of decomposition is incomplete, and that they 
form an extremely porous and elastic substance, which is capable of absorb- 
ing water like a sponge. In the procees of drying this material contracts 
very little, and consequently remains soft and elastic. 

The outlines of HoU man's system of manufacturing moss litter are briefly 
as follows : The moss peat is cut out of the bDg in sods in precisely the same 
manner as fuel peat. The autuaia an 1 early winter are chosen for this work 
so as to allow the mo33 peat to freeze bif ire drying. It U dried in sticks in 
the open air. At CaroUnenhorst ab^at 6| ajre^, 53 inches deep, ard cat each 
season, and yield about 3,000 tons of moss litter. The soJs when dry are 
taken to the factory, placed in elevators and carriel to a machine called the 
'wolf,' which tears them into sm'iii fragments. The moiS thus produced is 
passed over sieves to separate the peat dust (' mull ') from the fibrous sub- 
stance which forms the litter. It i^ then brought into a press which (in the 
case of Oarolinenhorst) is 10 feet high by 2^ feet square. The pressure 
employed is abDut four horse power, aal six. cubic feet of th? loose material 
are pressed into a space of two cubic feet, bning then billed with six to ten 
laths of wood and bound round with iron wire. It in then rt^^dy for the 
market, and is valued at Is. per owt. at the railway station The moss litter 
factory on the Carolinenhorst moor employs fourteen to sixteen hands, of 
whom one-third are women, the working day being ten hours. An adult 
workman is paid about 2^, per hour, a young man 2d., and a woman l|d 
. . . It is claimed for moss litter that (I) it affords drier and healthier 
bedding for horses and cattle than any other material, (2) that in consequence 
of its great power of aHsorbing moisture it binds the valuable portion of the 
animal excrements and consequently yields the best manure, (3) that it acts 
as a disinfectant and improves the air of the stable, (4) that a smaller quan- 
tity of it is required than would be needed if snraw were used. The pub- 
lished results of experiments and longer experience in the use of moss litter 
are not entirely consistent. In general however they are favorable, espec- 
ially where horses and horned cattle are concerned ; and cases of sickness 
consequent upon its use can be traced as a rule to negligence or the use of 
damp litter. The following is an extract of a report on the use of moss litter 
in the stables of the Prussian regiment of Uhlans (lAncers) No. 14, which 
seems entirely favorable : The regiment has used moss litter as a substitute 
for straw with the object of obtaining better and drier beds for the horses 
and reserving the fresh straw for food. This object wa^ attained with com- 
plete success. For experimental reasons the horses were not all placed on 
moss litter at once. In October one third were placed on moss litter. In 
November two-thirds were placed on moss litter. In December nearly 
all were placed on moss litter. The following advantages were observed : 
Dry beds and dry fresh air free from ammonia ; the ceilings, walls 
and leather trappings remained free from moisture and mould. Moss 
litter absorbs eight times its own weight of urine, whereas straw absorbs only 
three times its own weight. The short and broken nature of the moss fibre 
allows of the easy removal of the wet portions. Oare must be taken not to 
neglect to turn and shake up the litter every day and to fork it from one 
part of the stall to another. If these precautions are observed the animals 
find a dry bed, the horses remain clean and their skin in activity. If prop- 
erly treated, moss litter is far more elastic than straw and affords a more 
comfortable bedding. The harness and saddles, as well as the boots of our 
soldiers are better preserved. From a veterinary point of view further 
Advantages are observed. Catarrhs of the nose and eyes, generally the result 
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oi bod air in the stables, are less freqaent ; wounds on the legs heal quicker ; 
inflammation of the glands very seldom occurs, and rotting of the frog is 
almost entirely prevented. In cases of contagious diseases moss litter is of 
great value and surpasses all other disinfectants. 

The smaller particles which are separated from moss peat when it passes 
through the * wolf and the sieves used in the manufacture of moss litter, are 
collected and reduced to a powder known as ' torfmull.' This product has 
obtained a market for various purposes, and sells at about Is. 3d. per cwt. 
It is used, according to the report, as a disinfectant, as a material for making 
antiseptic bandages, in absorbiug the lye resulting from the treatment of 
molasses with strontium in sugar factories, as an admixture with salts used 
in powder as chemical manure, and as packing material for breakable or 
perishable goods. 

Apart from the use of peat as fuel and in the shape of moss litter, its 
employment as raw material in other branches of industrial enterprise is y»e» « f peat 
in its infancy. Its util'zation has been attempted in the following ways : A >"i«*<J"ltr:al 
substance consisting of a mixture of peat dust, India-rubb«^r, and sulphur 
has been found to be excellent material for isolating subterranean electric 
cables. Good porous bricks are manufactured at small expense by mixing the 
clay with peat dust. Pure moss-peat mull, free from admixture of grass peat 
or particles of sind, has been used for some time in the manufacture of 
gunpowder to replace charcoal. Peat fibre carefully freed from dust is begin- 
ning to be used as a material for carpets and other coarse textile fabrics The 
fibre is also used as raw material in some paper-mills and manufactories of 
celluloid. The chemical industries are likewise attempting to make use of ihis 
promising material, and gas for lighting purposes, tar, parraffin, solar oil, 
photogen, etc., have been manufactured from it. Matches have also been made 
of peat fibre instead of wood. 

The Netherlands. 

Mr. Consul Turing of Rotterdam gives an account of the manner in which 
the so-called short or dredged turf is produced on the low- level moors. This is 
obtained by dredging with a kind of scoop, when a black and soft substance 
is brought forth which is spread out to a depth of five to six inches on a . 
flooring of boards, and is then trodden down by laborers with specially J^^^fi' 
adapted wooden shoes with the objf ct of obtaining one adhesive mass. This turf. 
is subsequently cut through cross ways with a spade, each portion having the 
form of a turf, and the whole mass is then left exposed to wind and weather 
until the turfs have arrived at a sufficiently dry and hard state to allow of 
their being handled, when they are stacked in long rows to a height of 2 to 3 
feet The exposure to the sun and wind results in their drying up entirely 
and attaining the necessary hardness. They are then collected and stacked 
in large heaps with a coveriLg of reeds, and are subsequen ly brought to 
market. This kind of turf is exclusively us^d for domestic purposes. Num- 
bers of skippers with their barges proceed throughout the year to the moors 
in the northern provinces, where they buy the turf for subsequent retail sale 
in the towns and villages. 

The production of peat moss has been carried ou in the Netherlands for 
only about ten years, and in no other country has it assumed such dimen- 
sions. It is produced on the high-level moors, the upper portion of the bog or 
gray tui f being used for the purpose. 

*' The * fine ' litter is used for mixing with sewage, and a mixture of equal 
quantities produces a dry, dark, earthy substance, which can be turned over Mixing * line 
with a spade and is entirely inodorous. As a manure this product is quite as pe*t wtth 
valuable as the stable moss litter; but whilst the latter in its original state ^b ^^^^ 
extensively used in all European countries and also in America, the mixture 
of * fin«i ' peat with sewage is but little known, although in some cities such as 
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Bremen, Branswick and Oldenbarg the prodaot is largely used by the aathor- 
ities. In Oothenbarg, in Sweden, the * fine' peat has been utilized for a nam- 
ber <^ years, whilst in Belgiam a company has been formed for the parpoae of 
collecting the sewage of the several towns and mixing it with moss litter and 
thus producing a merchantable article. Initiatory steps have been taken in 
Bruges and Mons, and the company will soon commence in other towns. 
Although the special advantages attaching to the mixture of the litter and 
sewage appear te be so little recognized as yet, nevertheless we think that 
through this industry the gray turf moors have a great future before then^. 
In 1889 the value of one hectare (fully 2 acres) of this kind of moor was 
£100, whilst only ten years previously the gray turf being considered value- 
less, was ruthlessly cut up and thrown away, the only object being to get at 
the sub-strata of black turf." 

We now come to the subject of black turf, or as it is usually called by the 
trade factory turf, Ibrom its being almost exclusively used in the brick kilns 
along the rivers Maas, Waal, Linge, Lek and YsseL This turf is dug up in 
the same manner as the gray, but care must be taken to dig only when there 
is no fear of frost, and, also, to stop digging in time to allow the turf to be 
quite diy before the frost sets in. The period for digging the black turf lasts 
therefore only from the 15th March to 15th June, wli^st the gray can be 
worked throughout the whole year except when the soil is too hard 
through frost. If black turf is frozen before having dried it loses its 
heating power and consequently its value as a merchantable article, and 
then it is sold at a very low price for domestic purposes. The factory turf is 
conveyed in barges to the brick kilns. The importance of the trade in this 
article may be gathered from the fact that in the Netherlands about 280,000 
tons weight are annually consumed in the manuftu^ure of bricks, of a value of 
£133,000, of which £100,000 represents labor and freight The value of one 
hectare good and favorably situated black peat may safely be taken at £170. 

Mr. Consul Robinson of Amsterdam speaks of the natural turf which has 
undergone no preparation save cutting from the bog and dryinc; in the air, 
as having all the inconvenience and undeeirability of a spongy fuel and as 
being unpopular as such. Hand labor is used in cutting where the bog has 
already been well drained. Where .this, is not the case cutting machines have 
to be used, one of the best known of which is the Victoria turfcutter manu- 
factured by Brosowsky of Stettin, Grunhof. The natural turf is much 
inferior to the machine-made article, the substance of which is densified by 
various processes. 

** The turf mass is either first disintegrated and dried in ovens and then 
pressed into moulds, or treated by the wet press process fresh from the 
peat bog (Koch and Mannhardt's system), and in this way pressed turf is 
obtained. Washed turf is produced by the Challeton system by passing the 
raw peat through rollers with knives ; it is then driven by means of brushes 
through a fine sieve and then mixed with water, forming a pulp which is 
placed in casks in which the mineral and earthy parts sink to the bottom. 
The pulp is then dried in pans, and when sufficiently compact moulded in 
shapes. Sifted turf (Yersmann's system) is obtained by placing the raw peat 
in an iron disintegrator, through which runs an sxle with a serpentine kidfe. 
The finely-cut peat is squeezed out of the disintegrator through small holes, 
yrhile the coarser parts pass through the bottom opening of the disintegrators. 
The expression * machine-made turf ' includes all Uiose descriptions of turf in 
manufacturing which the fibre of the peat is cut by machinery and rtsmixed 
in such a manner as to form as far as possible a homogeneous product, even 
where turf presses for condensing the same are not used. It may be assumed 
that nine cubic metres of fresh peat will produce six cubic metres of wet 
cnachine made turf, that is seven (1) cubic metres of ' dry macHine-made 
turf weighing 200 kilog. The specific gravity of air-dried, hand-eat 
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turf 18 on an average .2, that of the air-dried machine-made turf .6 
to 1.3, according to the quality of the raw material. Air-dried machine-made 
turf contains up to 30 per cent, of water, and as this must be evaporated 
daring combustion there is a considerable loss of heating power. In order to 
lessen this, drying ovens of various construction have been tried. Turf is 
«lso converted into charcoal in the same manner as wood, both in hea|)S and 
specially constructed ovens. Turf charcoal is nearly equal to wood charcoal 
in heating effect, but is not so useful as the latter, as on account of its porous Turf chirooftL 
nature and proportionately large residuum of ash the fire is lees intense. . . 
" The secret of the success and of the profitable working of the moors and 
bogs in Holland, and of the generally flourishing condition of her turf indus- 
try lies nearly altogether in cheap means of transit. All the principal turf- ProfitableoaM 
producing centres are intersected by canals capable of being navigated by the ^ produotioii 
Ui)B;e turf-canjing lighters, from 80 to 200 tons dead weight capacity, andoheapmMMs 
si the bei( iii';dpened out for turf- cutting the canals are simultaneously pushed of tranait. 
forward, so tliat the expense of transit at the placer of production is reduced 
to a minimum. As ^regards the home consumption of turf, it is also so 
r^ulated as to do i^way with every manipulation of the article which can 
|)dssi1&ly be Hvouted. . . The expense of carriage to the port of shipment, 
«ven u^der the above (avonable circuo^stances i% 25 ta50 per cent, on the .cost 
of production, and it is very clear that the aHicle isbne which cannot possibly 
betur any extra expense of. manipulation or transport. The climate of this coun- 
try, though more humid than that of most parts of the continent of Europe, 
ts still sufficiently dry, especially in the early part of the year when length- 
ened periods of dry easterly winds prevail, to encourage the production of 
turf, whUe the consumption as a household fuel prevails so very generally 
over the whole of Holland that in spite of the competition of coal and coke 
it continues to hold its own in this respect Besides this household con- 
sumption, the brick-making industry is the chief consumer of turf, which is 
transported by lighters direct from the bogs to the brick-making estab- 
lishments, situated in great numbers along the principal rivers of Holland, 
where brick clay of an excellent quality is found. The consumption for 
this purpose is a very large one, the turf forming a clean, practical and 
economical fuel for brick-burners, whose ovens are specially arranged for 
itsiife." •— r 

Russia. 

According to Mr. Oonsnl Michell at St. Petersburg, peat fit for fuel is found 
in Russia in forty- five of its provinces on an arva which it is calculated EztenaiTe 
extends over 100,000 square verste (67,000 square miles), and is capable of ?'^^;J**^ 
yielding 875 milliards of pood^ (14 milliards of tons). No exact informa- ^° 
tion as to the quantity of peat cut in Russia is in existence. It can only 
generally be said that it is found in the provinces of Moscow, Vladimir, 
Nijni-Novgorod, Orel, Kharkoff, Kieff, Esthonia and St. Petersburg, where 
it is prepared as fuel for manufactories, sugar works and other industrial 
establishmente, as also for locomotives. Among the peat bogs which belong 
to the crown tho$!e lying in the provinces' of St Petersburg, Moscow, Orel, 
Riazan, Vladimir, Tambo£f and along the Kursk-Kieff line have been sur* 
veyed. The result of the survey proves that the peat bogs of the crown in 
the above localities contain no less than 100 millions of cubic feet of peat 
of excellent quality. Some of these peat bogs are leased under the crown by 
private individuals, notebly in the district of Pokrovsk, of the province of 
Vladimir, the lessees of which are Savva, Morozofi & Oo, owners of the 
extensive Nikolsky cotton manufactory. Peat bogs belonging to private 
individuals are worked near the stetion of Orekkhova of the Nijni- Novgorod 
' ^Uw^ykrid in the neighborhood of Moscow, viz , at Krilobt»ky, nine miles 
west of that city ; at the village of Nikolsky, along the high road leading to 
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St Petersburgh ; near Gorenky station, on the Vladimir road, where it is 

worked for the Reutovbky cotton mill of the Morozoffd ; near the station of 

Libertsi of the Riaz^in railway, in several parts of the provinces of Orel^ 

and in the neighborhood of St. Petersburg. 

The peat used in Russia appears to be for the most part of the ordinary 

hand-cut, air-dried variety, but an account is given of establishments at Perst 

and at New Woidoma in whick. machinery of German manufacture is 

employed for the productioi^'Of peat in a compressed form. These appear to 

be in successful and profitable operation, and it is stated that the working 

expenses of the establishment at Perst were almost oomplet(*ly covered in the 

first year. 

Sweden and Norway. 

Manufactories for the preparation of moss litter have been established 
in various parts of Sweden and Norway, and the value of peat mould 
(torfmull) as an antiseptiq and for covering faecal matter, which in Swedish 
towns is carted away solid, is being largely recognized. Mattresses and 
other articles of bedding are also manufactured from the peat fibre, as well 
as loose inside soles for boots and shoe& For surgical purposes and com- 
presses the luoss is chemically prepared with disinfectants. 

Mr. Consul Duff of Gothenburg states that in his district peat is not yet 
used for industrial purposes on any extensive scale ; some glass-works how- 
ever having large tracts of peat in their immediate neighborhood have 
found it to their advantage to work the peat, and usually employ machinery 
of German construction for raising and shaping the material into a form of 
less bulk. Mixed with small coal it makes an excellent fuel. Also some 
iron- works use peat, but not largely ; it is of course unmixed, and only used 
for certain purposes owing to its purity. 

Mr. Duff also gives the following particulars respecting the manufacture 
and export of moss litter within his district : 

'* By means of sharp spades the peat is cut into lumps about the size of a 
large brick, which are spread on the peat bog to dry. After some time these 
are gathered into small piles and placed so as to admit the acceto of the wind 
to take away all moisture. 

** When the process of drying, which takes from a few months to a year» 
is completed the peat is collected and conveyed on portable rails to the barn, 
or placed in large stacks or piles to protect it ai far as possible from rain. 

** The peat is now ready for the machinerv, which in most cases is worked 
by steam. The lumps or bricks are brought m contact with li^tkling wheel 
fitted with sharp steel pegs and are instantly torn to pieces, whereupon it is 
carried by an elevator to a large revolving screen where the separ^ition of the 
two qualities of moss litter, namely, * torfmull ' and ' torfstro ' takes place ; 
the former being a soft substance similar to cigarette tobacco is used for 
closets, and the latter which is of the consistency of oakum is mostly used in 
stables and cowhouses. 

** Powerful presses compress the litter into bales, which are held together 
by means of wire and wooden ribs. - The size of the bale is 100 x 75x50 
centimetres, and the weight about 100 to 120 kilog. The price is 20s. per 
ton free on board at Gothenburg. 

** Althcugh there are numerous enquiries for Swedish moss litter, particu- 
iilxport trade, larly from Great Britain, still the export is very insignificant, owing princi- 
pally to the high freights and the difficulty in reducing the weight of the 
litter. 

** The average wi ight of the Swedish litter is 15 to 20 kilog. per hectolitre 
whereas that of the Dutch litter, which in eyery respect is f&r superior ta the 
Swedish, and of which a considerable import to Sweden takes pla^ is only r 
10 kilog. per hectolitre." •*■ 
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The following information on the present position of peat products in 
Sweden is given by Herr Th. Palmberg of Stockholm, his letter being dited 
August, 1892 : 

" Ttie peat bogs of Sweden cover an immense surface, amounting to many Great Moa of 
millions of acres, nor are they confined to any one part of the kingdom, R^^j^**^** ^^ 
though the largest of them are either in the extreme northern provinces or in 
the provinces of Dalecarlia, Yermland, Smaland, Kalland and North Scania. 
In Upper Noorland and in Lapland there are peat bogs hundreds of square 
miles in size, and consisting of turf of excellent qusJity ; in other provinces 
the bogs have turf of different qualities^ and occasionally different qualities 
of turf are met with in one and the same bog. The depth of the turf varies 
from 3 to 37 feet, and even more. It is an old custom in the southern pro- 
vinces to burn turf as fuel in private dwellings ; especially is this the case in 
provinces along the coast where there is no wood to spare for burning. To a 
certain moderate extent bogs were also formerly used for raising crops. But A. growing 
for the last thirty or forty years increasing attention has been paid to the ^^^duRtry. 
profits attainable from Sweden's plentiful supply of peat bo^s, both as regards 
their cultivation and as regards the fuel to be obtained from them for hse in 
dwellings and in manufactories. During the last t«n years increasing interest 
has also been evinced in the supply of peat litter. 

" To show the possibilities of their cultivation it may be mentioned that 
over 600,000 acres of bog have been brought into cultivation in the southern 
and central provinces during recent years. In these same provinces turf for 
burning is now cut out in enormous quantities every year by most of the iron- 
works and other industrial establishments situated inland and possessing bogs 
of their own. 

** There are numerous ways of treating the turf (when cut) by machinery. Procefirtea of 
There are different machines for disintegrating, rolling and pressing it, and the maoafac- 
making it hard after drying. The actual drying generally takes place on a ^^ ^ 
flattened out piece of bog itself, either by spreading it out or patting it up 
on frames. Besides the above air-drying of the turf, several iron- works have 
of late years established ovens of various sorts for the further dessication of 
the turf. These ovens have in general given very good results. They are Curing J|^ 
heated by the surplus heat of the furnaces, which thus costs nothing, and yet f^^naoee. 
the turf gains from 25 to 30 per cent, in value from the process. 

" The ordinary turf for burning in dwelling houses in the southern pro- 
vinces where wood is scarce is chiefly cut brick-shape by spades made for the 
purpose and then dried at the place where it is cut by simply spreading it F^tfii"** '^ 
out in small heaps. It costs very little to cut, but is rather loose owing to housee and for 
its being treated in so primitive a fashion. Such turf as is intended for fudustrial 
industrial purposes is always worked up or disintegrated in one way or another, P^^^^^^"®"* 
80 as to be hard and solid when dried and thus give more heat when burnt. 
At iron- works turf is used in the furnaces either by itself or else mixed with 
coal and fir cones. At wood-pulp factories it is used for drying the pulp. Turf 
is also burnt in glass-works, brick-works, as fuel for steam engines, etc. 
It is only in the south of Sweden, and even there in but few cases, that there 
are factories for the preparation of turf for sale as fuel. 

" It is impossible to give any exact figures as to the amount of prepared ^P^jf*?"'? *" 
turf yearly produced in Sweden for burning , as no figures are recorded. Its ° * ® ^^' 
use is increasing year by year owing to its being a cheaper fuel than coal. 
About 25,000 to 30,000 tons a year may be said to be employed in metallur- 
gical works of different kinds. 

** The cost of producing well made turf for fuel may be given as from 4s. C°*J °' 
4d. to 5s. 5d. per ton, according to the price of labor in different places. Good ^ ^^ ****** 
turf for fuel is expected to contain from 30 to 40 per cent, of heating material, 
and not above 7 to 10 per cent of ash, and there is an enormous quantity of 
such turf in Sweden. 
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PfAt Utter ** Of late jetn quite Urge quantities of peat litter liaa been prepared in 

faotonot. loiitliem and eenteal Sweden, partly by twenty large peat-litter factories whi^ 
prodaoe it for sale, and partly by private owners oi peat bogs who take it for 
their own nse. It is ol the very best qnality, fiurexoelling that produced in 
other countries. This peat litter is made from pore sphagnam, or immature 
moes unmixed with other sorts <^ moss. Each peat-litter factory makes 
about 15,000 to 30,000 bales (200 lb. each), and it is sold here in Sweden for 
about Is. 8d. per bale. A much finer quality (called torfmuU) sells for from Is. 
lid to 2s. 2d. per bale." 
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XVI. 

THE MINING LAWS OF ONTARIO.* 

For three-qua* ten of a century Ontario was known as Upper Canada. 
For two thirds of that period it had a Legislature and Exocutive of its own, and 
for the rest of the time it was united with Lower Canada, now Qnebea The 
union of the two Provinces ended with June, 1867, and on the first day of 
July Upper Canada became a member of the new Confederation with the name in'T'Act!^ 
which it now bears. Three years before this date the first statute regarding 
Mines and Mining was enacted by the Legislature of the United Provinces, 
having for its title '* The Cold Mining Act." This and the Amendment Act 
of 1865 were the only statutes which dealt with Mines and Mining down to 
the date of Confederation ; all other contiol was exercised under the authority 
of Orders in Council and bfr reservations in the patent from the Crown. Under Early oonuol 
the latter provision gold, sUver, copper, tin, lead, iron and coal were so re- q^*^^^ ^^ 
served down to the end of 1823, and gold and silver until the 13th of Jul^, Ooanoil and 
1866, when a regulation was approved by the Govemoi General in Council reservatioot* id 
directing that in all letters patent for lands the clause reserving mines of ^® P*^^^* 
gold and silver be omitted. 

Evolution or the Law, 

The necessity for exercise of Government control over mineral lands and 
mines arose in 1845, the first year of exploration and discovery on the north ^^^ P^'- 
shore of lake Superior. At first each case requiring executive action was dealt ^n^rindpJes. 
with by Order in Council as it came up, but in the course of time certain 
principles were evolved to which general application was given under the form 
of regulations. These however were changed six successive times within the a 
space of one year and after a seventh modification in January of 1847 they Refrulationii, 
stood unaltered for nearly seven years. For license to occupy a location and 1845-68 
open mines thereon priority of discovery by exploration was a first require- 
ment ; but no license could isaue until the explorer reported the result of his 
discoveries to the Government. It was also necessary that a scientific agent 
of the Government should have an opportunity to mark the boundaries of 
limits, determine the direction of boundary lines in the case of different courses 
of veins on adjoining locations, and examine the statements of exploration fur- 
nished by an applicant. Reports pointing out and selecting a location were Priority of 
classed accordini( to receipt and held to be the best evidence of discovery ; pos- ^ ^°"* 
session by the building and occupying of a hut was proof of tbe next value ; 
while priority by application was assigned a third rank of valua The extent Area and price 
of a mining tract was first fixed at one mile in front by five miles in depth ; of mining 
but afterwards in response to the petitions of explorers the limit was extended locations, 
to two miles in front by five in depth, the length to be with the course of the 
mineral vein. The land was sold in fee simple at eighty cents (4s ) per acre, 
$600 payable at the time of purchase or when the certificate of location was 
issued, to cover the cost of surveying and other contingent expenses, and the 
balance in five yearly payments with interest. Upon these terms the lands 
on lakes Huron and Superior were declared open for sale at the minimum 
price of four shillingn |ier acre in blocks of ten square miles ; and although it 

^A pape** read at the meeting of the Inter aational Mining Convention at Montreal, Feb- 
ruary 24, 1893 A. B. 
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was provided that all fprants should be subject to such regulations to ensure 
the working of the mines as Parliament might thereafter enact, it does not 
appear that any conditions were required or imposed bj that body.^ 

After a trisil of seven years the Government became convinced that these 
regulations were too burdensome upon ^the miners. The system of allotting 
mining tracts had not realized the anticipations formed of it ; neither had it 
enabled individuals desirous of engaging in minini( pursuits to effect their 
objects without compelling them to purchase locations of so extensive an area as 
to call for a needlessly large outlay on acquiring a right to explore and mine 
RenUtiona of where the signs were favorable. Accordingly in September, 1853, a new set of 
1853. regulations was introduced by Order in Council, applicable to Upper Canada 

. only, under which the Commissioner of Crown Lands was empowered to issue to 
any pet sun upon payment of $100 (£25) a licens > to exploie unceded lands in 
any county or section of the Province (named or described in the license) for 
copper, lead, iron, tin, marble, gypsum, earths or minerals. The license was to 
irmain in force for two years and the holder of it might take possession of a 
tract not exceeding 400 acres of unoccupied land, 40 chains front by 100 in 
depth, and '* report his discovery and selection accurately by letter and map 
within six months from the issue of the license, accompanied by an affidavit 
made by himself and some other credible person proving that no counter occu- 
pation or workings exist." At the expiration of the term of two years the 
Ifcense holder was required to complete a purchase of the tract selected by him 
at the rate of $1.50 (7s. 6d.) per acre in one sum or forfeit his right. It will be 
observed that these regulations did not apply to gold and silver unless they 
could be included under the general designation of minerals. 
ReftulaiioDAof In the next legulations adopted by Order in Council in March, 1861, gold 
' and silver were speci6cal]y excluded, as doubtless it had been intended all along 

that they should come under the regulations of 1845-7. The new regulations also 
abolished the fee of $100 for permission to explore, and provided that locations 
be sold to the first applicant agreeing to the following conditions, viz : ** That 
for mining purposes tracts comprising not more than 400 acres each be granted 
to parties applying for the same at the rate of $1 per acre to be paid in full on 
the sale," the applicant furnishing a plan and description of the locality to the 
Department of Crown Lands, *' and on condition that such mineral location be 
worked within c no year from the date of the said grant." It was further pro- 
vide d that a patent should not issue until two years from the date of the pur- 
chase, and then only upon proof that the purchaser or his assignee had con- 
tinued to work the location bona fide for at least one year previously. 
Regnlatioiis of In April of the following year working conditions were abandoned as to 
18C^. future sales, and it was agreed that patents should issue on the payment of the 

Royalty purchase money, but subject to a royalty of 2^ per cent, on ores raised or 

mined, payable on their value as prepared for mi^iket at the mine, 
chained to a In March of 1864 the royalty of 2^ per cent, was changed to a tax or duty 

imeemc tax on ^f ^\ p^y ^q^ q^ ^\\ Q^es except gold and silver, payable on removal from the 
gold and gilver Q^i^e, and this condition was made to apply to all mini* g lands sold under the 
in 1864; regulations of 1862. It was also provided by the amended regulations of 

1864 that not more than one tract of 400 acres should be sold to one person. 
The new tax or duty remained in force only one year, a regulation of April, 
and m^va- 1^65, directing that the clause requiring such payment should no longer be 
tion practi- inserted in the grant or patent. The same regulation also authorized the 
wUy^aban-^^ Commissioner of Crown Lands at his discretion to omit the clause reserving 
mines of gold and silver in patents for lands on the shores of lake Huron and 
lake Superior. 

SThe Mining Location ticket isaned under the Rules and Regulations of the Orders in 
Council of 7th October and 2nd November, 1846, contained the condition that if the locatee 
should neglect to commence and bona fide carry un mining operations upon his location within 
the period of 'igbteen months from the date thereof he should be held to have forfeited the 
location and license. 



doned in 1866. 



223 



The last of the regulations for the sale of piineral landa by Order in Council 
were brought into operation in July, 1866,. and dealt chiefly with ores of the ReguUtions of 
base metals. They provided for the sale of mining tracts in unsurveyecl terri- 1-^^- 
tory in blocks of 200 or 400 acn s ; the survey of tracts at the cost of the 
applicant by a Provincial Land Surveyor ; the furnishing of plans, field notes 
,and descriptions sho^ins:. the connection of a tract with some known point i|i 
previous surveys, so that it might be laid down in the office maps of the terri- 
tory ; and pa} ment at the price of $1 per acre at the time of making applica- 
tion. These regulations also provided that lands in unsurveyed territory 
should be sold by the Department and in surveyed townships by the local 
. agents, and that in all letters patent for lands the clause reserving gold and 
silver should be omitted. 

In 1864 there was a rush of miners and prospectors to regions of Lower 
Canada in which alluvial gold had been discovered, chiefly on the St. Francis xbe G M 
and Chaudiere rivers and their head waters ; and in that year, as already Mining Act of 
mentioned, the Legislature passed the first Act on the subject of Mines and ^^^' 
lif ining known as ** The Gold Mining Act." It was a statute of 40 sections, 
drawn up with much nicety and particularity for the mining of alluvial 
and quartz gold and the protection of miners' rights, for appointment of in- 
spectors of divisions with large powers, for staking out claims of small areas, 
for licenses to mine, for licenses to mill, for sworn returns of gold taken out, for 
preservation of the peace, and in short all the trappings which the wit of legisla- 
tors might devise for conserving the interests of the Crown and protecting the 
rights and fixing the obligations of miners in a placer diggings gold land. 

l*he rush of miners and prospectors to the Chaudiere valley was of short Exclut»ive 

duration. Yet the Act of 1864 not only remained with trifling amendments Powers to 

the law of the country down to the end of the union of Upper and L^wer manak^ement 

Canada ; it continued to be the law after Confederation, when the exclusive and haIa of 

powers to make laws for management and sale of public land belonging to each F^j ^^^ 

Province was assigned to the Provincial Legislatures by the new constitution, the Piovince» 

the British North America Act. A good reason for its continuance in by the B. N. 

Ontario was found in the discovery and working of veins of gold quartz 

in the county of Hastings, which had been set apart as a mining division q^j^ miniuir 

under the Gold Mining Act on the 17th of November, 1S66, ten days after in Rastingd. 

the Commissioner of Crown Lands had received information of the discovery 

of gold in Madoc.^ 

' 3UDder date of November 6tb, 1866, Hon. Billa Flint of Belleville wrote thf following 
letter to the Commissioner : 

Mt Dear Sir,— There is a great stir here at present about Gold in Madoc. 

Already one lot has been sold to Americans for about $30,000, and the gold is very rich ; 
it also begins to be developed in other places in Madoc than on lot 18, 5 con 

My object in writmg in to say to you that I believe it exists in Elzevir, Hungerford and 
other townships both east and west of Madoc, and my desire is to put you on your guard as 
to sales of land, as the people are going mad about lands fur mining purposes. 

I have for years been satibfied that there was a vein of gold running somewhere about 
east and west across the Back Country, and have had several specimens from Quartz Kook 
for the past five years. 

I know Geologibts will not admit that we have mineral wealth, but I do know that they 
cannot tell where mineral is until we fiod it for them ; and I have no faith in their state- 
ments, for when I have given Sir.Wm. Logan specimens he won't return them, nor tell me 
what they are. 

The present excitement if kept up for a short time will bring our rocky land to high 
^gnres. Lands near this Gold discovery that could have been got for 4$ an acre 10$ is 
refused for them now ; this »hows the san^inH feeling of both holders and purchasers. 

So if there is any good chance, of which I have no doubt, let the Government enjoy for 
the good of the whole country the benefit by sale or leases. Yours, etc., etc., Billa Flint. 

H'>N. A. Campbell, Commissioner of Crown Lands, Ottawa. 

On this letter the Commissioner made a memorandum as follows : 

I have no faith in the gold being found in paying quantities ; the Chaudiere country 
promised much greater riches, but the onl^ persons who have made any money there have 
been speculators on the delusion of others in the pi ice of lands, and the few who have found 
gold in alluvial deposit. If there be any Gold in the Townships named by Mr. Flint it is in 
f itu and the expense of working it will be found to reduce the affair to the laws of ordinary 
industiial pursuits. The lands however in the Townships named should be treated as Gold 
lands AM in Chaudiere— «old at a price of $2 per acre cash, subject to Gold Mining Act.— A.O. 
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^!^^' * ^^ ^^^ ^^ leraion of the Legiilature of Ontario after CMfederatloii th» 

^t^ im.°^ Act of 1864 was repealed, and one known as **The Gold and Silver Mining 
Act of 1868 " was enacted in its stead — provision for silver mining having 
been deemed necessary as a resalt of discoveries on the north shore of lake 
Superior in the previous year. The new features of this Act related chiefljr 
to the granting of licenses to explore and mine for gold and silver within the* 
limits of a mining division, and to the levying of royalties. Under the former 
Miner's Act a miner's license was of two kinds, viz., (1) a Crown Lands license^ 

^'c^'^*^ which upon payment of a fee of $2 per month aathorized the holder to mine 

on any unsold public lands, and (2) a Private Lands license, which upon pay- 
ment of a fee of $1 per month and after agreement with the proprietor 
authorized the holder to mine on any private lands within the litalits of the 
division. Under the latter Act the fee for a license was reduced to $5 per 
year, and it authorized the holder to explore and siltte lor gold and silver 
upon any public lands in a division, but subject to the levy of a royalty of 
not less than two nor more than ten per cent, on the gross amount of gold or 
silver mined — the rate to be 6xed by the Lieutenant-Governor in Council and 
variable for different mining 4i^^isions. and .different mines according to the 
yield. Proprietors of private lands were accorded the right to mine for goiid 
and silver upon their own lands, subject to the royalty, and private licensea 
were abolished 

Thz Oznzbal Miniho Act of 1869. 

to deal with ^^ ^^® following year this Act was repealed, and there was passed in 
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all or«t and place of it " The General Mining Act of 1869," a mefieure which for the first 

^!^^!^J^ time dealt by legislation with ores and minerals of idl classes. It however 

retained most of the provisions of the former Act, applying them to the 

occupying and working of " mining claims " under miners' licenses when 

situate within any mining division, but abolishing the provisions relating 

to alluvial mines. Larger areas were designated as *' mining locations,'' 

consistirg of 80, 160, or 320 acres, the price wss iMd at |1 per acre. 

The old rega- and if the locations were in unsurveyed territory it was necessary io make a 

lationa cxys- survey and file plans and descriptions as required by the regulations of 1866. 

•tatotory'law. -^^ ^ large extent indeed the old regulations became in this measure crystal- 

lized into 6tatutory law. By this Act also all roydttea, taxes and duties 

Boyaltiei reserved by any patent theretofore issued in respect of any oree or minerals 

^^"^^°^ were declared to be repealed and abandoned ; all reservations of gold and 

tions'made^ silver mines contained in any previously issued patent were rescinded and 

void. made void ;^ and it was provided that no reservation or exception of mines 

or minerals should thereafter be inserted in any patent from the Crown 

granting any lands sold as mining lands. 

These general references to the Act of 1869 will suffice to exhibit the 
course of the development of mining legislation in our Province ; but I 
by the d«)tails and take up the law now in operation^ 

Thi Misas Aof 1SQ8. 

DivinoDB of ^^ "'^^^ Mines Act, 1892," the Act of 1869 and all subsequent Acta 

the Act. dealing with mining lands, mines and mining have been consolidated and 

amended. It consists of four parts, viz. : General Provisions, Mining Loca- 
tions, Mining Claims and Mining Hegulations, and for convenience it may 
best be consideied under these several heads. 



lit has been stated that most of the patents ifsued down to the end of 1823 reaerved for 
the Crown mines of copper, tin, lead, iron and coal, as well as of gold and silver ; but inat- 
mach as only the two last named were by the Act of 1869 deemed to have passed with the 
land* to the ownets in fee simple, it may be assumed that the right to the others in all 
where the reservation was maae in the patent is still in the Crown. 
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The administration of the mineral lands is presided over by the Commis- Bureau of 
sioner of Crown Lands, and connected with his Department is a Bureau of ^^^^ 
Mines, established to aid in promoting the mining interests of the Province. 
The Director of this Bureau acts under the instruction of the Commissioner, 
and is clothed with all the powers, rights and authority which sn inspector 
or local agent may exercise in a mining division or locality, and such other 
powers as may be assigned to him by regulation tor carrying out the provi- 
sions of the Act. In practice the Bureau has charge of the mineral lands m 
surveyed territory (unsurveyed territory is in charge of the Department), 
and through it all correfpondence and business relating to the selling, leasing 
and working of such lands is carried on. It also publishes an annual report 
to furnish information on the mineral resources of the Province, the progress 
of mining and metallurgical operations, the conditions of mines as regards 
the health and safety of miners, and the observance of regulations for the 
employment ef labor. 

As in the original Act, any person may explore for mines or minerals on Royalties on 
any unoccupied Crown lands, and such lands if supposed to contain ores or ^^.^ ^^ 
minerals may be taken as mining locations, cr if in a mining division as min- 
ing claims. But lands so ^aken do not now carry the ores or minerals 
absolutely with the fee simple, as any acquired subsequently to the 4th day 
day of May, 1891, are subject to a royalty for the use of the Province. It is 
an interest which the Crown reserves in mineral lands, and may be regarded 
as part of the price put upon them by the Act at the time of sale or lease. 
Accordingly no higher rate of royalty may be levied than is provided by the 
statute in force when the lands are granted. The royalties are in no case to 
be imposed or collected until after seven years from the date of the patent or 
lease (but extended in the case of original discovery to fifteen years), and 
then they are to be calculated upon the value of the ores or minerals at the 
pit's mouth less the actual cost of labor and explosives employed in raising 
them to the surface. In this way and under these conditions silver, nickel, 
and nickel aud copper ores are subject to a royalty of three per cent., iron ore 
to two per cent, and all other ores to such loyalty as may be imposed by 
Order in Council not exceeding three pf r cent.^ 

^ The question of royalties upon minerali} has been warmly debated in Ontario durinfir 
the past two years, and the Legislature has been charged with adopting in this matter a 
repressive and reactionaiy policy towards the mining industry. Yet it has never been shown 
how royalties paid to the State differ from those paid to a private owner ; and throughout 
Europe and America the private owner of mineral land is often found leading his property to 
a miner or company of mmero, and levying rents and royaltieij like any k rd paramount of a 
kingdom. In some coimtries this is the prevailing practice ; but occasionally the charges are 
found to be so heavy and the conditions so exacting that the miners prefer to buy the property 
outright at any price that can De agreed upon. Thus a few vears ago the Reading Kailway 
Company paid S50,000,000 for 100,000 acres of coal lands in Pennsylvania, which has provea 
to be a ruinous bargain ; and doubtless the lessees of Dolcoath mine in Cornwall would also 
have preferred, if they might, to pay an enormous sum for the fee rather than submit to the 
owner's 6neof £*25,000 at the last renewal, although he had up to that time been paid £260,000 
in roysdties and had not contributed a dollar to the development of the property. 

In the case of the private owner there is no uniformity in the rate of royalty, which 
depends in part on the known or supposed value of each separate location, and in part upon 
the success of the owner in making a good bargain, the aim always being to get the highest 
rate and best terms possible. Furthermore, in addition to royalty a fixed rental is sometimes 
provided for, with a premium or fine at the time of renewal. In the case of an iron ore 
property in Scotland some years ago the fixed rent was £12,000 a year, and 78. 6d. per ton 
royalty. In Michigan, Wisconsin, Minnesota, New York, New Jersey and Pennsylvania, 
owners of mineral lands are paid large sums every year as royalties, although often their only 
investment has been the payment of the original purchase price to the State. 

On the Mesabi iron range in Minnesota twelve mining locations were leased last year at 
royalties ranging from 30 to 65 cents per ton, the average being 53 centb. Under the terms 
of the contracts the lessees are bound to pay royalties on a minimum output of 1,550,000 tons 
each year, the aggregate of which will be $820,000. Eleven of those properties were purchased 
from the United States Government at $1.25 per acre, and the owners will derive fiom them 
a yearly income of at least $560,000 in royalties. One property of 160 acres is land 
leased from the State under a royalty of 25 cents per ton, and it is sub*let subject to a 
minimum yearly output of 400,000 tons anrf a royalty of 65 cents per ton. ()n xhU output 
therefore the State will receive $100,000 a year, while the private lessee will receive $160,(K)0. 

15 '^M 
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Miniiigloca- MiniDg locations are required to be of definite form and size, whether they 

Jj^j'j^^r*' '^^ situated in unsurvejed territory or in townships surveyed into sections or 
price. lots. In the territory beyond lakes Superior, Huron and Nipissing and the 

French and Mattawa rivers, wherein lor the most part the great minefal- 
bearing formations of the Province lie, each location in a surveyed township 
must consist of a half, a quarter, an eighth or a sixteenth of a section ; and if 
in unsurveyed territory it must be of rectangular 8ha()e with outlines of 
astronomical bearings, containing 320, 160, 80 or 40 acres, surveyed at the 
cost of the applicants and connected with some known point in previous sur- 
veys or with some other known point or boundary. The price of such loca- 
tions ranges from $2 50 to $3 50 per acre, dependent on its distance from a 
railway and whether it is in surveyed or unsurveyed territory. For locations 
south of lake Nipifsing the price ranges from $2 to $2.50 per acre. Any 
greater sum however may be charged where a district or locality rich in 
mines or minerals has been set apart by regulation under Order in Council, 
or the land in such a locality may he temporarily withdrawn from sale. 
Tenure otloca- The applicant for locations has the choice of obtaining a grant in fee 
tiooB by grant ginjpie at the prices named above, or he may obtain a lease at $1 per acre for 
or by fease- ' the first year and 25 cents per acre for each subsequent yew if the lands are 

hold for a in the territory north of the lakes ; if south of the lakes the first year's rental 
term of years. 

Discoveries of or^ on lands owned and leased by the State promise ahready an annual income 
of a quarter of a million, to be paid directly into the State Treasury in the shape of royalties, 
and according to H. V. Winchell of the State Geological Survey the revenue of the State 
from this source will within three years reach a million dolhurs. Upon the twelve sub-leases 
of locations on the Mesabi range already made the holders from the State and Federal 
Governments have been paid $270,000 of royalties in advance of any working, and nearly all 
the iron mines in this State are paying loyalties to the private owners. By the Act of 
1889 the State leases its iron bearing lands under s fifty years contract at a royalty of 25 cents 
per ton (the ninimum being fixed at $1,260 a year whetner ore is raised and removed or not), 
but its provisions do not of course apply to lands purchased from the Federal Government. 

In Pennsylvania the ores and minerals in public lands have gone to the purchaser of the 
surface rights, including extensive land areas of hard and soft coals. Mining companies 
have purchased blocks (»f these lands from the private owners at prices ranging from ^00 to 
$600 per acre, but usually the lands have been let by the holders to miners at royalties ranging 
from 25 to 50 cents per tun. How such parties have benefited by the bounty of nature is well 
illustrated by the case of the Girard Estate lands in Schuylkill county. When hard coal was 
first discovered in this county about a hundred years ago the land was quickly taken up at 
the low price at which public lands in the State were then held, but for more than thirty 
years no mining operations were undertaken U|»on it. About 1828 a block consisting of 18,2^ 
acres was bought by Stephen Girard under foreclosure sale by the State "at practically 
nominal prices." The management of this land passed into the hands of the Philadelphia 
Board of Directors of Cit> IrustK in 1832, as provided by Mr. Girard *8 will, but no coal was 
raised upon it until 1863, when lots began to be leased to mining companies at a sp<>c tied 
royalty, increasing one cent per ton a year for fifteen years — the term of the lease. In che 
first year the revenue from the mining lots was $4,246. In the last year, 1892, it was $623,090, 




twenty-five years 

fourths uf the net receipts from royalties is credited to capital account and |)ermanently 
invested, but " tbexe receipts increase so rapidly that it is difficult to find legal investments 
for them." The sum now invested by the board, a portion of which however has oome from 
other sources of tbe estate, is $3,878,925, and last year it yielded an income of $139,839. Had 
the State reserved the minerals the revenue on the quantity of hard coal sent to market last 
year, calculated on the royalty paid upon coal taken from the Girard Estate land, woald 
have been $17,385,000; and had half the rate been paid upon soft coal in addition, the 
aggregate for royalties paid in the year would have been $25,000,000. In so far as the price 
of coal is affected, it could make no difference whether tnis money was paid to private 
individuals or the State Treasury ; but as a matter of public interest the difference is oovioos. 
The advocates of private ownership will say, as some of them have said, that r«>Bervatinn of 
minerals by the State hinders development, and that private ownership tends to promote it. 
This has not been che case in Pennfaylvania, where most of the best coal lands were held in 
idleness by the private owners for more than a generation. 

** Minerals m the United Kingdom," the Final Report of the Royal Gommiision on 
Mining Royalties says, ** are usually worked by lessees and not by the proprietors.** This 
Commission was appointed in August, 1889, the evidence and information which it cullected, 
including the final report, has been published in five volumes or blue book^, and its wurk was 
not concluded until March 24th, 1893. These two paragraphs, in which the leading con- 
clusions and recommendations are summarized, are all that need be quoted here : "I. We 
estimate that the amount paid as royalties on coal, iron-stone, iron ore and other metals 
worked in the United Kingdom in the year 1889 was £4,666,043 ; and that the charge for 
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is^oO cents, per acre and ] 5 cents thereafter. Leases are iiwuf'd for a term 
of ten years with a right of renewal for a farther like term at the same rental 
if the conditions have been observed, and thereafter they may be renewed 
"from time to time every twenty years at such rent as the regulations provide. 
But the lessee may at any time become the purchaser of the lands held by him, 
in which case the sum paid for the fiist year's rental is treated as part 
•of the purchase money. This leasing system appears to be growing steadily 
in favor with mining men, and a large proportion of the lands now granted 
for mining purposes are granted under its provisions. 

Whether a location is held in fee simple or by leawe it is subject to certain LocaUons 
working conditions, being an expenditure during the first seven years after ject to work- 
the issue of the patent or lease in actual mining 0}>erations of $4 per acre mg conditions. 
where the area of the location exceeds $1 60 acres and of $5 per acre where it 
if of less area ; and such expenditure may consist of labor performed by grown 
men at the rate of $2.50 per day, or for explosives or other material for min- 
ing used on the location. In default of so much work by a leaseholder the 
lease becomes void and the location reverts to the Grown ; in a case of default 
by an owner all mines, minerals and mining rights so revert, but the owner 
retains all interests in the location as agricultural land. 

wayleaves for the- same year was about £216,000. II. We are of opinion that the system of 
royalties has not interfered with the g^eneral development of the mineral resources of the 
TJnited Kingdom, or with the export trade in coal with foreign countries." 

Coming back now to Ontario, one or two instances of the working of private royalties 
may be citea. The lands of the Canada Company are either leased for a term of seven years 
or sold in fee simple. In the former case the lessee covenants not without leave in writing to 
open any mine, or dig or bore for oil or natural g^s, or allow any work connected therewith 
to be carried on upon the premises. In the latter ca^ the land is conveyed subject *' to the 
reservation of all or any of the mines, minerals, mineral oils and natural gas on, in, or under 
the said lands," and to such powers, privileges and covenants to the company for searchinfl: 
for, working, getting and disposing of the same as the company may deem proper. In one 
cass reported last year this company let a phosphate location in the county of Frontenac at a 
royalty of $2 per ton. The other instance is drawn from the discussion which took place at 
the meeting of the International Mining Convention upon the reading of this paper. Mr. 
Ian Cameron, manager of the Dominion Mineral Company's work at Sudbury (who expressed 
a decided opinion favorable to the Ontario mining law), said he bad been in charge of the 
company's business only a few weeks when numerous offers were made to him of unimproved 
lands held by private owners in small lots at prices ranging from $40,000 to $100,000 and 
royalties in addition ranging from 25 to 50 cents per ton upon nickel ores. And the ]>arties 
from whom those offers came, Mr. Cameron said, were the ones who made the strongest objec- 
tions to The Mines Act. In the sale or other disposal of mining lands the interests of the 
country ought to have the chief consideration, and in his opinion these had been conserved by 
the Act, while at the same time the miners were treated with fairness and liberality. 

Now as to the conclusion of the matter. In almost every country, but especially in Great 
Britain and the United States, the practice largely prevails amongst owners of mining lands 
to levy ro^ralties on the minerals raised from them. There is no uniformity in the rate of 
the royalties, or of the rent charges for occupying the lands, or of the time for ivhich the 
lease is to run. Everything depends on the opportunities for driving a good bargain ; and 
almost invariably every ton of ore mined mu^t pay royalty to the owner of the land whether 
there is profit in it for the miner or not, and a certain amount of royalty must be paid every 
^ear whether the ore is mined or not. Under the Ontario Act, if the land is sold in fee simple 
it is the owner's, to make the best use he can of it, but subject to the royalty provided by the 
Act at the time of sale ; if it is leased, the lease is for a fixed term and renewable. The 
royalty is fixed also and cannot be increased, although it may be reduced ; and if the miner 
does not make any profit on the ore he wins—if its value at the pit's mouth is no more than 
the cost of labor and explosives in raising it— the Government can exact no royalty from it. 
If then the system of pnvate royalties is free from objection, if as in Great Britain a tribute 
of $23,000,000 a year may be imposed on the industrv by the private owners of mineral lands 
and not interfere with the general development of the mineral resources of the country, how 
can it be affirmed that a very much lower and fairer rate of royalty can repress or interfere 
with it in Ontario where, when royalties begin to be levied at all, they will be paid into the 
Treasury of the Province instead of to the private owners of lands that once were the lands 
of the whole people ? Or is a State the onlj landowner which cannot take the measures com- 
monly adopted b^ individuals and companies to derive a revenue from royalties without being 
aocused of adopting a repressive and reactionary policy by the parties who themselves are 
seeking to make incomes and fortunes out of royalties ? If a share in the bounty of nature, 
such as unquestionably ores and minerals are, may justly be reserved to the people, the time 
to provide tor it is while the lands are part of the public domain, not after they have been 
flold or otherwise alienated to private persons and corporations who have no interests to serve 
hut their own. 
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Under tbesysti^m of free grants to settlers adopted in 1868 all minerals 
have been reserved to the Crown, and by an amendment to the Public Lands 
Act in 1891 they are so reserved on all lands now sold for agricultaral pur- 
poses. So it has come to pass respecting those lands that two classes of rights 
are recognized, viz., suiface rights and mineral rights. The owner of the sur- 
face rights may apply for a patent or lease of the mining rights on his lot, and 
his claim possesses piiority except where there has been an earlier applicatioa 
and a deposit of at least half the purchase price or rental made, or in case of 
original and bona fide discovery of valuable mineral by a subsequent applicant 
within one month prior to the application of the owner of surface rights. la 
either case the price per acre of a patent or lease is one half of the rates for a 
mining location where surface and mining rights are not separated. But a 
prospector is limited in his right to go upon private land on which the minerals 
have been reserved to explore it. He cannot enter any portion of a lot used as 
a garden, orchard, vineyard, nursery, plantation or pleasure ground, or upon 
which are crops which may be damaged by exploring, or on which is any house^ 
church or cemetery, except with the written consent of the owner or locatee. 
Neither can the person to whom mining rights have been conveyed go on the 
land to open it for ores or minerals until he has first agreed with the owner of sur- 
face rights for compensation and damage ; but should the parties fail to agree 
it is in the power of the Director of the Bureau of Mines to order and prescribe 
the manner in which compensation shall be ascertained and paid or secured, 
either by an arbitrator appointed by himself or by a suit or action in any county 
or district court between the parties. 

It is to be observed that in all sales or leases of mining locations all pine 
trees thereon are reserved to the Crown, and should the locations lie within a 
timl>er limit the holder of a license to cut timber on the lands may enter upon 
them and cut and remove the trees. Yet although the patent or lease expressly 
reserves pine timber, the owner or lessee may cut and use all pine and other trees 
needed for building, fencing and fuel on the land, and for any purpose essential 
to working the mines upon it, as well as cut and dispose of all trees required to 
be removed in clearing the land for cultivation. But a lessee is restrained fn)n 
using pine trees for fuel other than dry pine, and should he intend to clear any 
portion of the land for cultivation he is required to give the holder of the timber 
license three monthb' notice so that he may remove any pine on the area to be 
cleared. If at the end of that period it is not removed the lessee may cut and 
dispose of all trees on the land to be cleared, but subject to paynient of the same 
dues as are payable by the holder of the license. The privileges of the lessee 
are also circumsciibed in another particular. Should he during the first ten 
years seek to cut timber other than pine upon his location beyond what is 
needed lor building, fencing or fuel, or in the course of actual clearing for culti- 
vation, or for any purpose essential to the working]; of the mines, he must first 
apply for leave to the Commissioner of Crown Lands, who may grant author- 
ity to cut the timber and fix the rate of dues to be paid upon it. But inas- 
much as a lessee may forfeit and abandon his title to a location by the simple 
process of neglecting or refusing to prepay the yearly rent, it is not reason- 
able that he should be treated wit.!i the same liberality as an owner in rrspect 
to the timber upon the land. The important point is however that both 
owner and lessee of a mining location are entitled to the free use of all the 
timber upon it which may be wanted for mining purposes, while the owner is 
entitled to the free use of all timber excepting pine upon it for any purpose. 
The owner or lessee of mining or underground rights has of course no claim 
to use of the timber upon a location which, as far as it goes at all, goes with 
the surface rights. 

The portion of the Act which relates to mining claims and the manner nf 
acquiring, holding and working them is for the present inoperative, inasmucn 
as no tract of country has been declared or set apart aa a mining division* 
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The reaiion no doabt is that circumstances have not arisen to call for utilizing 
the aystem for which it provides, either by reason of the distance of mining 
fields from surveyed or settled territory or the discovery of fields very rich in 
gold or other valuable ores where small ai*eas would satisfy the desires of 
mining men. Mining locations are preferred, and there is not a demand for 
mining claims. Yet it is possible that the demand may arise in some por- 
tion of the vast mineral-bearing formations of the Province, and in view of 
that contingency it is well to have a provision ready at hand to which effect 
may be given at the will of the Executive. 

In the Mining Act of 1864 the area of a claim which might be staked Areas of mia-> 
out by one person holding a license was less than half an acre and by a com- *°*^ claims. 
pany of persons not more than about 2f acres, and these areas were doubled 
by the Act of 1869. The Mines Act 1892 provides for staking out by one 
person a claim 660 feet along a vein by 330 feet on each side of it (about 10 
acres), and by a company of persons a claim not exceeding at the maximum 
1,320 feet along the vein by 330 feet on each side of it (about 20 acres). 
But no person has the right to stake out a claim or to mine it who does not Miner's 
first obtain a miner's license, for which the fee is $5, an^ pay a year's rent for incense, 
a claim at the rate of $1 per acre. A license is renewable only upon pay- 
ment of the fee and of the annual rent for a claim, and the tenure of a claim 
depends besides on stringent working conditions. Adequate provision is 
made for the protection of miners' rights in a division, and for the enforce- 
ment of law and order under the authority of an Inspector. 

The fourth part of the Act is chiefly designed to provide for the health. Inspection of 
safety and well-being of miners through a proper and careful observance of °^"*®«- 
regulations for the working and management of mines ; but as these follow 
pretty closely the British Mining Regulations any enumeration of their 
features would be superfluous here. The Inspector, whose duty it is to look 
af ler their enforcement, finds that owners and oflicers of mines are with rare 
exceptions desirous of doing liberally all that the regulations require, and it 
does not appear that the employed classes have a grievance under them for 
which legislation could efiect a cure. 



REPORT OF THE INSPECTOR OF MINES. 



To THE Director of the Bureau of Minks: 

Sir, — I have the honor to submit herewith my third annual report on the 
Inspection of Mines for the Province of Ontario, being for the year 1892. 

Although mining operations have not been conducted throughout the Pro- 5??*^'*'^^' 
vince on as broad a scale as could be desired, yet in some of the classes of xnining 
minerals encouraging results may be traced, especially in gold, nickel, copper industry. 
and mica. 

Several of the hitherto large-producing silver mines west of Port Arthur 
have been closed down, not by reason of having become non-productive, but 
from causes which may but temporarily suspend the work. The phosphate 
markets have been dull, and on this account several of these valuable pro- 
perties have been lying idle during the year, while others have been worked 
only to a limited extent. 

GOLD. 

The Sultana mine is situated eight miles from Rat Portage, on the Indian In Lake-of- 
reserve, location X42, and is owned by Messrs. John F. Caldwell of Winnipeg, JSJi^^*^'^ 
holding fifteen-sixteenths, and H. Henessy of Rat Portage, one-sixteenth. 
Mr. Caldwell holds the mineral claim X43 Indian reserve and B38, comprising ^^d S^tuiT 
40 acres. Mr. W. M. Caldwell has the management of the property. A few junior mines, 
men were at work from the beginning of the year, and in March the force 
was increased to 8, who had been constantly employed up to June, the date 
of my visit. 

The place of working is near the landing or dock, and the ore is removed 
from the opening in wheelbarrows to the place of shipment. An open cutting 
has been made to the distance of 250 feet in a northeast direction, following 
the side of the lake, and has been worked to the depth of 15 to 18 feet, show- 
ing a width of vein of 27 feet. The lead has been traced between granite and 
slate a distance of about 20 chains. The lowest cutting is only 5 feet above 
the high- water mark of the lake. About 130 tons of ore had been mined and 
removed to the dock ready for shipment to the Reduction Works at Rat 
Portage. Other openings had been made in the property the fall previous. 
One which I especially noted is about 500 yards in a southerly direction from 
the present woi kings, on a steep elevation, and from which 350 tons of ore 
had been mined and taken to the mill at Rat Portage. A comfortable board- 
ing-house, a blacksmith shop and convenient docks have been built. It was 
intended to put on additional force and use steam power for drilling and 
other purposes so soon as the ore could bs properly treated at the mill in the 
town. 

A force of 32 men was employed at the mine and mill at che close of the 
year. Mr. Margach of Rat Portage in a recent letter states that a stamp mill 
with rock crusher for pulverizing and Frue vanners for concentrating the ore, 
is in successful operation at the mine. I note also by a lato communication 
through the papers that a fine gold brick has been turn3d out of the works as 
proof of the value of the ore and the successful meohod of treating it. On 
Sultana Junior six men were then at work. 
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S?/*^^*****"* The Northern Gold Company, formerly known as the Gold Hill Oompanyi 
focTf ^V ^^ engaged working their prospect, which is situated on the mainland twenty 
miles southeast of Rat Portage, and contains 906 acres held in fee simple. 
This discovery was made eight years ago by Mr. George Dulmage, the present 
superintendent of the work. D. B. Burdette of Belleville is president, and 
J. R. Wright is the business manager. Ten men had been employed for the 
past year and their number was increased to thirteen when I visited the pro- 
perty. The workings consist of a shaft sunk to the depth of 28 feet, with 
other openings following the lead for at least a mile. Shaft Ko. 2, the pre- 
sent p'.ace of working, has reached a depth of 45 feet at an angle of 45 degrees, 
following the mineral between well-defined walls. The vein matter is 9 feet 
in width, with about 3 feet of pay streak. 

A carload of the ore taken from these workings had been sent to Minne- 
apolis to be tested by the Leede process, and so satisfactory was the trial that 
an order was given for a plant to be put up at the mine, although formerly 
stamps and other machinery of the ordinary class for a mill had been ordered ; 
these were abandoned. The whole of the plant for the new process was 
exj>ected to arrive and be placed in position for work in a month or two. The 
boiler is of 40 horse power. The ore will be roasted by gas generated from 
petroleum, using 12 barrels daily. About 150 to 175 tons of ore were ready 
for treatment, and by the Leede process this ore will be reduced to bullion. 
A tramway is now being constructed from the mine to Moon bay, a distance 
of 1^ miles, which will be in use shortly. Through a reliable correspondent 
I am informed that 24 men were working on this property at the end of the 
year. 

The Homestake mine is on a strip of the mainland at Yellow Girl bay, 
about 25 miles in a southerly direction from Rat Portage, and is owned by 
the Homcstake Company of Algoma, with capital stock of $300,000, in shares 
of $1 each. About ^5,000 shares have been disposed of, aid the proceeds are 
to be used for development purposes and constructing a mill at the mm3. 

Mr. Heldrith, a member of the company, is manager of the works, and at 
the time of my visit h id mined about 50 tons of ore, 25 of which had been 
taken to the Reduction Works at Rat Portage. He had a contract to deliver 
1,000 tons at Rat Portage, which he expected to accomplish at the rate of 30 
tons ddiily. The proceeds are to be used for the further exploring and 
developing of the property. 

A letter in January, 1893, from William Margach, Crown timber agent, 
states that '* ten men are at work on the mine, and Messrs. Heldrith k 
Ghadwick have a stamp mill which they propose putting in operation.'' 

The Dead Broke mine is located on P64, Red Rock island, about 22 miles 
in a southerly direction from Rat Portage, and is owned by Jeff. Heldrith. 

Work on this mine was commenced in April last with ten men, and the 
vein has been stripped 50 feet in length and nearly the same in width. An 
open cut has been made 20 feet in length and 12 feet in width and a few feet 
in depth, from which about 75 tons of ore have been removed, and showing 
by frequent assays from $7 to $133 p3r ton; 25 tons of the ore have been 
taken to the Reduction Works to obtain a mill run. The work was intw- 
fered with by the inflow of water, and a new opening has been made at the 
distance of 130 feet from the former one and the tunnel has been driven in 
25 feet. It is intended, I was informed, to put on an increased force and 
work the property on an extensive scale. 

The Gold Creek mine is situated near Pine Portage bay, one mil«) from the 

point at the head of the bay. The location comprises 180 acres P347, and is 

ywm9n\M%^ owned by Messrs. E. H. Kendell, Saa.uel Whiting and Joseph Thompson, all 

*** of Rat Portage. The discovery was made in 1890; work was commenced 
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with a force of seven men in the fall of 1891, and haia been continually carried 

<m mider the direction of G. F. Ernat, who h^s had large experience as a miner 

and who now holdb the property under lease. A vertical shaft has been sunk 

to the depth of 50 feet, following a vein with average width of 9 feet from 

the surface to the bottom of the shift. The shaft is well timbered to a 

depth of 15 feet through the clay and sand, where a firm slate formation has 

been reached with well defined walls requiring no supports. Two test pits EztaQt of the 

liave been sunk, one 8 feet on a vein of 10 feet in width, and the other 16 feet workinw. 

•deep on vein matter of 14 feet width. The vein has been followed on the 

surface by openings at intervals for the distance of 500 feet west, and in a 

southerly direction for 2,000 feet. A force of seven men was employed at 

the date of my visit in June. 

About 300 tons of ore hlld been taken out and was being conveyed by tug 
to the Iteduction Work? at Rat Portage for treatment. The place of ship- 
ment is at Heenan's point, a distance of one-third of a mile from the mine, 
where a convenient dock has been baiit. The ore which was being shipped 
had been taken to the dock in the winter season. A good roadway was being 
^onatru-^ted from the miae to this dock. 

A good boarding-house and shaft-house have been built, and the whole of 
the work in and about this mine has been done in an exceedingly neat and sub- 
stantial manner. 

Eight miles from Rat Portage, and near Sultana island, the Ontario Mining f>nUrio Min] 
Company own a location on which a shaft has been sunk to the depth of 50 feet, "*^ ^^' 
from which excellent samples of ore have been taken. Th^ property is owned 
chiefiy by Winnipeg capitalists. 

The Winnipeg Consolidated Gold and Smelting CoiUpany own a property on Winning 
Big Stone bay, 1 8 miles out from Rat Portage. S ^veral years ago this property ^ >nsol\dAtod. 
was worked for one year. A shaft was put down 1 20 feet and drifts run in with 
«uch excellent results that a stamp mill was put up. The ore was of good grade. 

The Pine Portage mine is situated one mile inland from Pine Portage bay, ^\^^ Portage 
and about eleven miles from Rat Portage. A shaft has been sunk 1 20 feet and 
about 50 feet of drifting done. The property is regarded as valuable and a 
watchman resides upon it. Mr. Dobie, one of its chief owners, stated that it 
was probable work would bo resumed during the present year. 

The Climax mine, owned by A. Egan of Winnipeg, is situated on Big Climi-xmina. 
Stone bay, about 10 miles from Rat Portage. From an open cut in the side 
«f the hill 600 or 700 tons of ore have been raised, most of which has been 
taken to the Reduction Works at Rat Portage for treatment ; 36 assays showed 
the average value of ore to be (19 per ton. 

The Keewatin mine is situated on Hay island, 10 miles from Rat Portage, Keewatin 
one of the largest islands of Lake-of -the* Woods, which may be regarded as a mi^^' 
lake of islands. It is owned by Good k Jones of Winnipeg. 

On the Heenan mine, which is one mile south of the Keewatin, a 50 foot Heenan mine. 
«haft has been sunk ; it is the property of the owners of the Keewatin mine. 

On Boulder island, containing 12 or 14 acre?, a discovery was made a few ?9^^'*®^ . 
years ago, a considerable amount of d'^velopment work done, and a mill put up, "^^^ °""®' 
which was afterwards moved to the Consolidated mine. The property is owned 
by William Gibbons and others of Winnipeg. 

On Fish island, near to Boulder, a promising discovery was made seven ^i^b Island 
years ago, and the property was obtained by a company of capitalists from Call "^ '^^ 
iornia and worked to a limited extent. One shaft was put down 30 feet, when 
f he work wai suspended for the siime cjmie as on the Boulder an 1 other proper- 
ties —a disputed title. 
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The £1 Diver mine is on location P351, which comprises 80 acres and i» 
situated 2^ miles north from Kossland station, Canadian Pacific Eailway, 8> 
miles east from Rat Portage. The property is owned by Messrs. J. W. Webster 
and £. W. Gaylord of Cleveland, Ohio. Mr. Gay lord has charge of the works 
at the mine. 

Work was commenced in October, 1 891, with a force of five men, which was. 
increased to seven during the winter. Ten men were employed in June at the 
time of my inspection. The principal shaft has been sunk to a depth of 60 feet, 
following the vein matter from the surface with«n average of two feet of pay 
ore. The work was beiisg done by contract, and about 200 tons of ore were oa 
the dump. 

A mill for concentrating the ore has been erected, and the machinery would 
be in place and all running in about a month. The concentrates were to be 
treated at the Reduction Works in Rat Portage. It was intended to continue 
operations both at the mine and mill with a sufficient force to fully test the value 
of the mine, and to increase the work as the development would warrant. The 
owners hold the property with a view of working it, rather than as a specula- 
tion. A dwelling house with office was being constructed, and a good boarding- 
house and blacksmith shop have been completed. Other prospecting was being 
done on the property. I directed the attention of the manager to some neces- 
sary work to be done for the protection of the workmen in walling ofi*the ladder- 
way in the shaft and timbering near the surface. 

Mr. Webster also owns P288, comprising 80 acres, known as the Caribou^ 
about half a mile from the station, up?n which some development work has been 
done with excellent showing of mineral. 

The last of October I received a communication from Mr. Gaylard stating* 
that the necessary work for the safety of the mine had been properly done, also 
that the shaft had been continued to the depth of 75 feet, and a shaft house waa 
being built A frictioQ power hoist has been purchased from the Jenkes 
Machine Company, Sherbrooke, Que., which will be run by rope belt from the 
mill. The mill building has been increased to double its size and the mill dam 
raised, greatly increasing the supply of water for power. The dwelling house 
with office have been finished, an ice-house built, and also an additional bam 
and stabling accommodation. 

The pulverizer which was on hand when I was there has not proved a suc- 
cess, and a Crawford mill has been put in in its place. It was intended, Mr. 
Gaylord writes, to push the work forward throughout the winter both in mine 
and mill if water supply and weather should permit. He also writes : " We 
have purchased a property two miles south of Rossland (80 acres) known as 
The Treasure. The ore there carries free gold in abundance at the surface; 
we are down about 28 feet. The showing at the bottom is not as good as at 
the top. The vein measures from 2 feet to 6 inches wide. We have erected 
several log buildings, such as boarding house, blacksmith shop, ice house, 
barn, magazine, etc. We intend to push the work on the shaft this winter, but 
shall not erect a mill before spring.'' 

The Gold and About the middle of June I visited the Gold and Silver Reduction Works 
Silver Redue- in the town of Rat Portage. The capital stock of the company is $200,000» 
Ra? P^^ta * *' ^^^^ about one-half this amount paid in and used for the construction and 
outfit of the mill. Charles Brent has the superintendence of the work and 
J. P. Larkins of Rat Portage is the secretary of the company. Through the 
courtesy of these gentlemen I had an opportunity of cirefully examining the 
works, and obtained through the superintendent a full explanation of the 
process being adopted in the extraction of the precious metal from the ore. 
The mill had just started up and about nine tons of ore were running through 
daily with the exception of being treated in the chlorination department, 
which was not yet fully completed. A large quantity of ore was being 
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delivered en the dock at the mill for treatment, and it was expected a full 
supply irould be obtained from the mines operated in the vicinity to keep the 
works constantly running. I forego giving an account of the mill taken at 
the time of my visit, as by the favor of Mr. Brent the following note has been 
recently received describing the process, results, changes and prospects of the 
Reduction Works and other mills, and the condition of several of the mines, 
which may be permitted insertion here as a matter of much information and 
interest. Mr. Brent writes : 

'* As to the Reduction Works, I regret to say that we shut down in August ch»Dffe of 
of last year owing to the fact that the pulverizing machinery proved uselesa propnetor- 
Our plan in brief was as follows : The ore (gold) is crushed wet to 40 mesh, ^^ 
the free gold extracted on plates and by pans and settlers ; the tailings from 
these were concentrated. The concentrates were roasted in a reverberatCMy 
furnace and treated by chlorination. 

" I am glad to be able to inform you chat a wealthy American syndicate 
has purchased the Reduction Work-^ a-i I will put in new and suitable 
machinery to properly reduce the ores «>f tins district. 

** As to the mines : things look very tavorabJe at present, and if appear- General proe- 
ances are to be trusted a boom in mining will take place in the spring. ^ke-of-the 

" During the fall I put in a 10-stamp mill at the Sultana, which is in Woods mining 
mccessf ul operation and is a dividend payer. I am sorry to say however that territory. 
very little has been done in the shape of mining development. The machinery 
consists of a hoist to bring the ore to the mill ; a 7 by 10 Blake crusher ; 10 
stamps of 850 pounds each in two batteries of five stamps each, with inside 
cop|>er plates and 12-foot electro-silvered copper tables. The tailings are 
treated by concentration over two improved Frue vanners. 

*' I am at present in charge of the mill at the Bulldog. We are putting 
in two 10-ton Crawford mills. The company is pursuing a policy of vigorous 
underground work and at present (50 ft) the mine looks well. 

"Our next neiglibors at Gold Hill have completed a new mill to be 
operated by the Leede process. This is a process of roasting by gas manu- 
factured from crude petroleum, followed by amalgamation in pans, gold platea 
and Cook amalgamators. 

" At the Treasure, south of the 0. P. R. at Rossland, thej are sinking 
with good prospects, and will put in a mill in the spring. 

" At the El Diver a Crawford mill has been pat in pUce, but the y are 
tied up for water. They are sinking with fair prospect of sucoess. 

" The Rajah Mining Co., an English syndicate, is operating on a piece of 
property live miles from Rat Portage, in a northeast direction. 

''The Bullion Mining Co. is sinking a shaft about five miles north of 
town. 

*' The Homestake Co. is sinking a shaft on Middle island with good 
showing. 

" A lar ge amount of prospecting will be dme aa soon as spring op ins." 

The Ogema mine is situated in the new township of Dorion, about 8 miles In the lake 
from Ouiaiet siding, C. P. R., 40 miles east of Port Arthur and 7 miles east ^"^"''*' 
of Pearl River station, which is the past and express othce for the company. 

The Ogema Mining and Smelting Company was organized under the laws 1*^® O^ema 
of New Jersey and Ontario, with a paid up capital of $150,000. The pro- Dorion town- 
perty comprises 400 acres. Mr. John C. Smith, one of the shareholders, is ship. 
manager for the company and has charge of the works at the mine. Work 
has been continued since September, 1891, when it was begun with a force of 
five men, but increased to ten at the date of my visit, June 25th. A good 
team is used by the company in assisting to build the Government road lead- 
ing out in the direction of the mine, and hauling in machinery and supplies 
for the mi Re. 
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Oharao^rof In addition to considerable surface workingB a shaft of 8 bj 10 feet has 

the vein. reached a dt»pth of 50 feet, following the l^^ad of galena and gold ores from 

the surface to the liottom. The vein is the full width of the shaft at the 
place of working. The sinking is still in the overflow, the formation being 
eruptive. The gangue consists of granite, soft trap, amethysts and quartzite, 
intermingled with fliior and heavy spar, and carrying numerous pockets or 
deposits of gold carbonates assaying as high as $668 in gold and S8 in silver. 
Large quantities of galena are found in the working?, some assaying 65 per 
cent, with $7 50 of silver. The carbonates are put in barrels and a consider- 
able quantity of ore in the rock was lying on the dump. 

The mine is provided with a good outfit for convenient and rapid working, 
consisting of one 15 h. p. boiler and one 12 h. p. eni^ine, a Oopeland d: Bacon 
hoist machine, machine drills, steam pumps, etc. A pony saw-mill has also 
been erected to cut the lumber and fuel required at the mine. 

Suitable buildings have been constructed ; shaft-house, engine-house, black- 
smith's shop, cooking and sleeping camps ; also a superintendent's residence 
with office attached, a warehouse and stabling sheds for horses and imple- 
ments, and a magazine. The mine was in a good and safe condition. 

In a communication received from the manager of the mine since the close 

of the year he informs me that the mine is still being vigorously developed, 

although work has been suspended for a short time on account of the extreme 

cold. Two shifts ot men were to be put on almost immediately. In reference 

to the Crawford mill he writes, *' Owing to the immense amount of oxide in 

our ores the Ci'awford mill did not give good results. It is a well-known 

Crawford mill ^^^^ ^^^^ amalgamation is prevented by oxides, particularly that of iron. 

to treat the The Crawford mill however is the most perfect pulverizer and amalgamator I 

^®* know of, and I believe is doing a grand work on the free milling ores at Rat 

Portage." He also states, *' We have increasingly strong indications of a rick 

deposit cf gold and silver." 

In East -^ large amount of prospect work has been done on the property known as 

Algomaand the Ophir mine, north of Thessalon, and very excellent results obtained. 
Nixing Specimens of nuggets have been widely distributed among mining men. 
Ophlr^mine.*** I^^e specimens I learn have been forwarded for the Columbian Exposition at 
Chicago. The property has been acquired by a syndicate of Duluth capitalists. 

The Creighton gold mine is situated three-quarters of a mile from the Ver- 
milion river, in the township of Creighton. It is being worked by an Ottawa 
syndicate, of which Mr. Seybold is president, and the work on the property is 
under the direction of J. K. Gordon, c s. Two lots, 11 in the fourth and 11 
The Creighton {xi the fifth concession, have been located and development work has been done 
go mine. ^^ both. When at the mine the last of June a shaft bad been sunk 50 feet at an 
incline of 40 degrees, following the vein from the surface. The outcropping 
quartz- bearing gold could easily l>e traced for 500 or 600 yards south, and at 
a width of 250 to 300 feet. The vein matter at the place of working is aboat 
15 feet wide and contains gold of the value of $12 to $20 per ton. A 20 h. p. 
boiler and a 15 h. p engine are used for running the steam drill, and a Pul- 
sometre pump discharging when operated a 2^-inch volume of water. Six or 
eight men were employed when I was there. 

A good road has been built from the mine to the river, down which the 
chief supplies for the mine are brought, and a comfortable log building haa 
been put up for boarding and lodging the men. 

Balfour mine. I visited the property of George Bennett of Chelmsford on May 30th, 
which is 4^ miles from Chelmsford station on the main line C. P. R., west of 
Sudbury 12 miles. 

This property is on lot 6 of the first concession of the township of Bml- 
four, and was being worked for gold and silver by a few men. A shaft had 
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been pat down 13 feet and drilling 35 feet from tbe bottom of the shaft. 
About 200 feet from this place another boring has been made to the depth of 
35 feet. The surface formation is slate, with quartz underlying. 

Assays have been made of ore taken from the surface and from the bottom 
of the shaft, and also from the deeper borings, showing from $2 to $8 of gold 
and from $1 to $5 of silver per ton. A good level road h&a been built from 
the station to the mine. 

A gold property was located in the fall of 1891 about 20 miles east of 
Sudbury, 13 miles northeast of Wahnapitae station on the Canadian Pacific 
Kailway, and 6 miles east of Wahnapitae lake near lake Kookogaming or 
Rabbit lake. The discovery was made in a swale, where in drift boulders Rabbit lake 
free gold was found in the form of small nuggets. The property was obtained I'^ca^^o". 
by Colonel Shaw, A. Mc Arthur and others of Toronto, who engaged Peter 
McKellar of Fort* William to examine and report upon the property. Mr. 
McKellar traced the boulders to their place of origin, a distance of only 200 
feet, where several segregated veins were found. An assay test made from 
one of these veins by Mr. McKellar showed as high as $2,400 per ton of 
coarse free gold. Frequent assays showed quantity, from traces to the amount 
named. Other large well defined veins are found upon the same property 
which show free gold at the point of expoeure, but are chiefly uncovered. 

It is intended to prosecute further work at an early date to test the value 
of the property and, if satisfactory, operations will be commenced on a large 
scale and suitable machinery introduced for efficiently working the mina 

From the present indications Mr. McKellar, who gave me the foregoing 
description, regards the property as one of encouraging promise. 

A mine containing some gold and silver was discovered in 1891 by A. D. Nipiaainpr 
Cummings of Nipissiug on the south shore of lake Nipissing, about two miles ""'^*** 
west of the mouth of South river. A limited amount of prospective work 
was done in the early part of the year by John Mc Aree. P L.8., at the instance 
of A. A. Wiight, 273 Chestnut street, New York. The work done was in 
making excavations at several points on the vein and in sinking a shaft 6 by 
8 feet to a depth of 35 feet. The vein i^ about 20 feet wide, and the gangue 
consists of quartz, country rock and gneiss. 

To fully test the valu^ of the property Mr. McAree writes that the bhaft 
will have to be sunk much deeper; "that there is a good strong fissure vein 
admits of no doubt.'' 

In May six men were engaged in working in the Carscallen shaft of the ^^^9 
Belmont mine, in the township of that name, which had reached the depth minin^rogion. 
of 100 feet, being 25 feet additional since my last report. The gangue mat- 
ter contained about 15 per cent of suphurets. At 70 feet a level has been 
run in a short distance, and a cross-cut shows the vein to be 15 feet in width. 
In the O'Neil shaft additional sinking of 10 feet has been done, making this 
shaft 34 feet and showing a similar grade of ore as that taken out previously. Belmontmmo. 
A few additional feet in depth has also been made in the Strickland shaft. 
The four Crawford mills set up in the village of Marmora had been run at 
the date mentioned to the extent of treating 220 tons of ore taken from the 
mine, which ore was found to be highly refractory, carrying iron and 
copper pyrites. The results as given to me showed a saving of 98 per 
cent., the assays indicating but traces of gold in the tailings not to exceed 2 
per cent. 

In the process of treatment the ore is passed through a Gates crusher and Process of 
then introduced to the top of the mill by an automatic feeder in a continu- **^*^™^'*^- 
ous stream. It is there pulverized by nine balls of about 75 pounds each, 
which are constantly kept in rapid motion by a revolving diac which pro- 
duces b^ih a circular and lateral revolution, and by which the ore is ground 
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to an impalpable mass, completely disintegrating the gold from the rock» 
which then settles into the trough or sink at the bottom of the mill and forms 
an amalgam with the quicksilver, which has been supplied to each mill to 
the extent of 125 lb. There is a constant stream of water injected into the 
mass at the bottom of the mill, which flowing over the disc serves the double 
purpose of keeping the quicksilver pure and causing an overflow about two 
feet above, carrying with it the pulverized silica or quartz and other impuri- 
ties and leaving below the precious metal. The ore is reduced to a fineness 
to allow of 60 per cent, to pass through a 200 mesh, 80 per cent, to pass 
through a 120 mesh, and all to pass through an 80 mesh screen. The loss of 
quicksilver in the test run was 2 lb., the entire quantity used being 500 lb. 
fur the four mills. By the ordinary process of retort the gold was run into a 
brick and the standard reached 92^ per cent, of gold and a small percentage 
of silver. 

In August, at the time of my second visit, the mine was not being oper- 
ated. In a letter recently received from A. W. Carscallen, m.p., he 
says : ** The Belmont mine is in full blast with a large Crawford mill running 
night and day, and a second one to be added shortly. They have about 30 
men employed and everything is moving lively, 'i'he vein as it increases in 
depth is increasing in richness, and the outlook for this property is very 
bright indeed. I think the shaft is down about 120 fe6t, and they have 
started levels at 30 and 70 feet. The property is being worked by Middleton 
Crawford, the inventor of the mill, who is getting things in shape so that it 
The Crawford will be a most convenient and economically-worked mine. The Crawford 
Sa ireatinR^*' mills have fully come up to my expectations, and are now fairly well intro- 
Belmont ore. duced into Ontario, both here and in the Rit Portage district, where there 
are thrre large mills at work now. A number more have been ordered for 
spring delivery, and the prospects are very bright for both mines and Craw- 
ford mills the coming summer. There are no other properties being worked 
in this section just now, but some capitalists have come in and purchased 
lithographic stone, and are getting ready for operations as soon as the weather 
gets warmer. The chances are that there will be a great boom all along the 
line in mining next summer in this and other sections." 



Other gold 
property in 
Belinont. 



Gatliog mine. 

The Carter- 
Walker 
prooesB. 



Thv Crescent 
mine. 



T. D. Ledyard of Toronto, dealer in mines and mineral lands, writes that 
" gold has been found in several places on the east half of lot 19 in the first 
concession of Belmont. This lot is adjoining the one on which the new Bel- 
mont gold mine is situated. 

I have been informed that the Hastings Mining & Reduction Company 
have six men at work on surface ore of the Catling mine ; also that a mill is 
under construction at Marmora village for the treatment of ore by the Carter- 
Walker process, which consists in crushing and roasting the ore and forcing 
vaporized mercury through the pulp, which is afterwards treated in settlers. 

The Crescent mine was lying idle throughout the winter, but re-opened 
early in June. At the date of my inspection, August 10th, forty men were 
employed at the mine and mill. George McDougal had the management, 
with Wm. McBougal as assayer. J. N. Baker of Nova Scotia had the charge 

of the mill. 

Work was continued on the Mackenzie shaft, which had reached a total 
depth of 65 feet in barren rock, crossing a vein of ore however at the depth 

of 50 feet. 

The shaft now known as the A shaft was being worked with a few men, in 
contact with good ore. A considerable quantity of ore was being taken from 
the large open pit, where the principal work was being done. 

The mine is being worked with care, and apparently it is in a safe condi- 
tion for the workmen. An open pit near the mill required fencing, which the 
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manager said would be immediately attended to. The mill had been running 
for only 8 or 10 days previous, and was treating about 20 tons of ore in 24 
hours. For description of mine see former report. 

A few tons of ore had just been treated in one of the Crawford mills, but 
the cleaning up had not been finished, and the results were not known when 
1 was at the mine. 

SILVER. 

The Murillo mine as well as the St. Joseph mine on the adjoining lot have Murillo and 
been lying idle during the year. For description of properties, see former St. Joseph 
reports. "^»'*^*- 

The Beaver mine suspended operations both in the mine and at the mill Beaver mine. 
shortly after my last visit in July, 1891. A watchman has the care of the 
property. 

At my visit to the Badger mine in June a few men were employed unwatering Badger mine. 
one of the shafts and doing a small amount of work by way of refitting some 
of the dilapidated places. The suspension of work on this mine, so largely 
productive in foi;mer years, as well as the Beaver, I was informed was not for 
want of rich bodies of ore, but must be attributed to other causes, the chief 
one being the depreciation of silver. See former report. 

In June I examined the Climax mine, which is on mining location T 1 45, Climax mine. 
half a mile north of the Porcupine and about 1^ miles from Silver Creek 
station on the Port Arthur, Duluth & Western Railway, to which a good 
wagon road has been built. The property is owned by capitalists of Minne- 
apolis and Canada, no company having yet been formed. J. H. Sinclair of 
Minneapolis, who resides at the property, has the entire superintendence of 
the works. There are two parallel veins on the property, running 30 degrees 
n(Mrth of east and 300 feet apart The mine has been worked constantly since 
the 1st of December, 1891, with a force varying from 6 to 13 men. Previous 
to the present owners purchasing the property some development work had 
been done in sinking two shafts to the depth of 34 feet each, one on each 
vein, and also running in a drift on the No. 1 or south vein about 80 feet. 
Another drift was run in on No. 2 or north vein 35 feet. 

Under the present management the level on No. 1 vein has been continued 
an additional 128 feet, making its total distance 208 feet and following the Extent of the 
mineral from the place of its intersection at 50 feet from the mouth of the ^o'^ki'^fir*- 
drift, thus opening the vein 158 feet. At a vertical depth of 31 feet from the 
former drift another level has been driven in 135 feet, exposing the vein for a 
distance of 70 feet. In the first level, at a point 50 feet from its entrance, a 
winze has been sunk 31 feet to intersect the level below. 

On vein No. 2 the old level was continued a further distance of 40 feet, 
making a total of 75 feet from the entrance and following the vein the entire 
length. At a vertical depth of 30 feet from this level another one was driven 
in 213 feet, following the lead for 123 feet. There is a valuable showing of 
ore in this mine. 

These workings are in slate formation, and the gangue consists of calc and 
fiuor spar, quartzite, sulphide of iron and zinc blende, holding leaf and black 
silver, with a small portion of galena. A force of 10 men was employed. 

Captain Hapsey informs me that West Silver Mountain mine has been closed West Silver 
aince May 1st on account of the death of Mr. Drake, the owner of the prop- Mountain 
erty. It was expected work would be resumed so soon as the necessary ™*'*®* 
arrangement could be made with the estate of the deceased. At the time work 
was suspended shaft No. 2 had reached a depth of 142 feet. 

On the second level drifts had been extended to the distance of 364 feet 
west and 198 feet east. Drifting in the first level, which is 37 feet from the 
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Barface, had been continued to the extreme distance of 151 feet west, and at a 
point 125 feet from the shaft a winze had been sank to the level below. 

Since my last report but little work has been done in the lowest level. A 
considerable quantity of valuable ore had been taken out of the mine and 
shipped. ^^^. Kapsey states in a recent letter that ** the mine never looked sa 
well as when shut down." 

Discovery of the Gopher mine was made about two years ago by I. 8- 
Roberts on the south half of lot 1 1 in the fourth concession of the township 
of Strange. The property is owned by a number of capitalists of Minnea- 
polis, and the company formed is known as the Gopher Gold and Silver 
Mining Company. Capital stock, $100,000, all paid up. Mr. Howard of 
Minneapolis is the managing director; office, 707 Globe building. Mr. 
Roberts has the superintendence of the work at the mine. 

Work was begun a year ago last April and continued until Christmas 
with from 6 to 9 men. One shaft was sunk 104ffet on a vein of 10 feet 
in width, and at 50 feet from the surface a drift was run in 52 feet on 
the vein and a cross-cut of a few feet was made. Assays from thebe* 
workings show value of the ore running from $5 to $60 per ton. At a 
distance of 250 feet from the first, a second shaft was put down 20 feet 
on vein matter. No. 3 test shaft was sunk between the first and 
Fecond 21 feet, in which was found a good showing of native silver. 

The machinery consists of one 20 h. p. boiler, a 10 h. p. engine and 
a punip ; but so far the pump had not been required for usOi 

An engine house and good dwelling house, blacksmith's shop and dry- 
ing room for the men have been put up. It was expected work would be 
commenced again about the first of August. 

Work on the Augusta mine was feuspended in November, 1891. Since 
the former report about 60 feet of drifting has been done and a shaft 12 feet 
deep sunk at a distance of 130 feet from the mouth of the last drift opened. 
In this shaft it is said good ore was found. Mr. Griffis, the manager, informed 
me tbat the property would be worked again about the first of September. 

Silver Bluff mice was lying idle. Mr. McEwen, the manager of the Shuniah 
Weachu or East Silver Mountain mine, informed me that work had been dis- 
continued at this mine October, 1891. No additional work except explor- 
ing had been done since last report. Silver Bluflf, Crown Point, Silver Centre 
and Palisades mines were also lying idle. 

Mr. McEwen has charge of a new property known as Guaranty mine, 
comprising 160 acres, situated on the fourth concession of Stiange, six miles 
east of Silver Mountain. It is owned by a company in Minneapolis ; capital 
stock $150,000. I found 12 men employed under Captain James. A vertical 
shaft has been put down 45 feet on a quartz vein. Boiler and engine 16 h.p., 
with suitable hoibt. An engine hout>e and comfortable boarding camp have 
been built. 

The Empire mine location comprises 135 acres, being lot one in the second 
concession of O'Connor, and adjoining the Beaver location. Work waa done 
as early as 1 889 by sinking a test shaft 14 feet on the north part of the pro- 
perty. An opening was also made in the hill side on the south part of the 
location, opening a promising vein of ore, and a shaft was sunk 14 feet North 
of this opening, 112 feet, a fhaft has been sunk 16 feet deep, exposing good 
ore, and west of this opening another shaft has been put down 26 feet. Work 
has been retarded on the property on a^^count of inflow of water. This mine 
gives an exhibit of very rich ore. 

The property known as RXX mine is situated in the township of Sco- 
ble, comprising 80 acres. It is about 25 miles west of Port Arthur, adjoin 
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ing HAbbit Moantain, and is owDed by Joseph Brimson and R. E. Mitchell, RXX 
both of Port Arthur. This mine, which is due south 1 \ miles f i cm the famous, "^i*'®- . 
BeaTer, has been worked since NovemY>er, 1891, and had a force of seven men 
employed when I was there. T. R. Walker of Port Arthur has the manage- 
ment of the work. 

A vertical shaft? by 10 feet was sunk to the depth of 98 feet, following 
the vein, which is from three to four feet in width, evidently being a tracer of 
the Beaver vein, and showing silver which becomes richer at the bottom of 
ihe shaft The shaft was still in the trap rock, but the slate formation was 
f'Xpected to be reached at an additional depth of from 15 to 20 feet. Hoist- 
ing was done by a whim. A boarding; house, sleeping camp, dry house, 
atabling and a blackshith's shop have been erected. 

Upon examination of the Lily of the Valley property, which I visited on i^[\y of the 
June 14th, I found that two distinct veins of ore had been opened and traced VuUey mino. 
for a distance of about 50 rods. Their course is east and west 

Starting at the farthest point east, the two veins are about 300 feet apart. 
The north vein runs due westand the south vein north of west, so as to form 
« junction with the other vein at a point 50 rods west. The first discoveries 
were made on the two veins nearly opposite each other, and about midway 
between the two extremities. A shaft was sunk on the south vein a little 
west of the place of discovery to the depth of 20 feet, showing the vein 
between well defined walls to be three feet in width. At a distance of 200 feet 
east of this shaft, on the same vein, another shaft has been put down to the 
depth of nine feet The first five feet passed through clay, when rock con- 
sisting of spar and quartz was reached. The four feet of sinking in the rock 
showed the vein to a width of six feet. Work was being done in this shafG 
at the time of my visit. 

On the north vein, which is now designated the main vein, and nearly 
opposite the first shaft, a third shaft has been sunk to the depth of 30 feet, 
exposing the vein to a width of 10 feet, but the full width hiCd not yet been 
determined. The mineral has been followed from the surface to the bottom 
of this shaft. Work had been suspended on this shaft for two months, and 
it was partly filled with water. At this time about 20 tons of high grade 
ore had been taken from the mine. 

Since writing the above, a recent note from Mr. Hugh Munroe, Crown 
timber agent at Port Arthur, informs me that a shaft has been sunk to a 
depth of 25 feet, with a showing that is really good. He states, " I saw ore 
that would assay $7,000 per ton.'' 

I have been informed that the main vein has been traced by surface 
working a distance of three miles east and 1 J miles west. 

COPPER. 

In the early part of June I visited a propertv formerly owned by the Mon- Copper 
treal Mining Co. on Point Mamainse, which' is on the east shore of lake p^fnj"" *"" 
Superior, about 60 miles in a northwesterly direction from Sault Ste. Marie, Mamainse. 
and I spent some time in examining a part of it It consists of two locations, 
one known as the Sand Bay location, comprising 6,400 acres, and the other 
as the Pancake Point location, comprising 4,800 acres; a total of 11,200 
acres. The property has passed into the hands of Detroit capitalists, who 
hold it by option, and they are engaged in doing development work under 
the direction of Captain T. H. Trethewey, who has had extensive experience 
in mining. It may be of interest to submit an extract or two from the 
report of this property, which Mr. Trethewey, after careful exploration made 
to Mr. H. S. Sibley, trustee, of Detroit. The description he gave is as 
follows : 

16 (M.) 
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Deflviption " The formation is that of the copper bearing series, being identical with 

of the tjint of the Keweenaw copper* bearing: rocks, and no doubt will prove a con- 

tinuacion of the same, consisting as it does of an enormous development of 
beds of alternating amygdaloid, trap, conglomerate and other allied rocks. It 
commences at a point on the shore of lake Superior northerly from the north 
boundary of Sand Bay location, and forms a chain of high hills about 3^ 
miles wide extending in a southeasterly direction to and beyond Pancake 
river, and includes also the northeasterly portion of Pancake Point location^ 
the southerly portion being of the same formation but low and flat The 
amgydaloid beds are from 3 to 20 feet thick, the trap beds from 10 to 300 
feet thick, and the conglomerates range from 400 to 500 feet or more in thick- 
ness. The latter contain water-worn quartz boulders and pebbles, varying 
from that of coarse sand to boulders 15 inches or more in diameter. The 
conglomerates in which native copper occurs have not these large boulders, 
but are from 4 to 14 feet in thickness. The strike of these beds is from the 
northwest to the southeast, and they dip at an angle of 20 to 30 degrees to the 
southwest towards and under lake Superior, similar to the Keweenawan series 
on the south shore ; but further inland they may be more tilted, as the beds 
from which I took the dip were on the lake shore. 
The (Kjcur- « Oopper occurs in this region in different forms of deposit. First, in tame 

Stt^T^ins!^*'^^'^ fissure veins from three to ten feet wide, which have a north and south strike, 
and an easterly dip sometimes cutting the formation at an angHof 45 degrees 
and generally faulted, the foot wall having a lateral thrust southward. The 
gangue consists of earthy calcareous spar, fluor spar, druzy quartz, epidote,. 
chlorite and brecciated fragments of the adjoining rock, in which is concentrated 
not only native copper but in some of these lodes copper pyrites, copper 
glance, green carbonate, red oxide, black oxide and native silver. Sometimes 
the latter is associated with the native copper ; at other times it occurs on % 
branch of the vein entirely separate from that carrying copper. The copper 
glance gave by. assay eight ounces of silver to the ton of 2,000 lb. Secondly, in 
entirely or partially filled cavities in the amygdaloid beds, and it is reason- 
able to expect that where the lodes intersect these copper-bearing beds 
rich deposits of copper will be found not only in the veins but extending for 
a considerable distance into the beds on each side, and following their dip, as 
often occurs in the copper mines on the south shore. Thirdly, in small masses 
and sheets lying between the trap and conglomerate beds as a cementing 
material, or a portion of a cementing material, occuring as a matrix in some 
of the conglomerates similar to that of the Oalumet and Hecla mines in 
Michigan. 

*Mn following the formation northward from Sand B&y location veins 
occur, the direction of which conincides with that of the strata ; but dip at a 
different angle, characteristic of those of the Ontonagan districts. ^31 

''in following the trend of the strata inland, southeasterly from Sand 
Bay, it is found to swing round more to an easterly and westerly direc> 
tion. The veins cut the formation n^^arly at right angles. Their course is 
generally marked by a deep depression through the hills similar to that of the 
Cliff and Central mines in Michigan. Very few outcroppings are seen, the ad- 
joining rock and debris having covered them. Small creeks often follow the 
course of these veins. In these I have found outcroppings which generally 
showed native copper in small particles, as well as larger pieces up to five inches^ 
from which I have broken specimens with the use of an axe or small pick . . 
''At the northeasterly corner of Sand Bay location, about one mile sooth- 
west from the corner post, the Huronian slates come in, having a dip to the 
southwest j they probably underlie the copper-bearing rocks. There quartz ia 
veins occurs, the quartz being copper stained and likely to carry gold and 
diver. Granitic and syenitic rocks occur farther to the northeast . 
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'* Sand Bay would in all probability be headquarters, where an office, 
boarding-house and two dwelling houses erected in 1883 are still in fair 
condition." 

These buildings were being used at the date of my visit for the conveni- 
ence of the manager and the workmen. A force of ten men was employed, 
and during the month of May the expenditure for work and material was Diamond drill 
about 8450. The principal work being done was boring with a diamond drill. expIoratioD. 
Test borings had been made on four different veins, aggregating a total of 
723} feet, as follows : 

No. 1, boring 
No. 2, *• 



No. 3, 
No. 4, 
No. 5. 
No. 6, 
No. 7, 



(4 
(t 
<4 
(( 

(t 



lil 


feet deep. 




50 




77 




99 




123 




172 





After the close of the year Mr. Trethewey sent on to me a further account 
of the work done on this property in which he states : 

" As to the progress of operations in this location during the past year, I 
would say that in December, 1891, an exploring party was placed at work 
with a diamond drill to demonstrate the character of a number of veins 
known to exist, and which displayed favorable superficial indications. After 
drilling over 3,600 feet at various points, several of which showed native Sinking » 
copper, gray and other ores, the one presenting the most encouragement was th^^ej^' ^^ 
selected and it was decided to sink a shaft to fully demonstrate the strength 
of the vein to a depth of at least 500 feet. The drill core obtained at a 
depth of 41 feet contained native copper ores of considerable richness. 
Accordingly during the autumn of 1892 a plant of machinery necessary for 
the sinking of the shaft proposed was erected at the vein, including a four- 
drill air compressor, double cylinder steam hoisting engine, boiler, etc., since 
which time the shaft has reached a depth of 52 feet. For over 40 feet 
of this the vein has produced copper of exceptional richness, both in 
native copper of sheet, small mass and heavy shot form, as well as quite heavy 
gray ore, an assay of which yielded 34 per cent, of copper and 14.7 ounces of 
silver per ton. The vein also shows small quantities of native silver. It is 
expected that the other veins which displayed copper in the cores of the 
diamond drill will receive attention during the coming soason, but of course 
the main efforts will be concentrated upon the vein whi:;h the limited amount 
of sinking done proves to be so richly charged with copper. 

*' It may be of interest to add that the cost of the diamond drilling here. Cost of 
which was in conglo'uerate, amygdaloid and trap rocks, was $1 92 per foot, ^J.*iij^°^ 
which includes the entire cost of buildings, cutting roads, diamonds, etc., 
everything except the drill itself." 

COPPER AND NICKEL. 

Early in June when I visited the Copper Cliff mine there were about 400 Canadian 
men employed by the company. The new rock house had been completed Copper Co*«. 
and the mine was being extensively worked. 

The shaft in this mine, with an incline of 40 degrees, has reached a depth Copper Oliff 
of 700 feet, or about 500 feet vertical depth. Extensive stopes ha^'e been ™™- 
done near the svirtauce and down to the first level, 58 feet from the surface. 
The second level is 40 feet below the first, and has been run for a consider- 
able distance in good ore. The third level is 83 feet below the second and 
has been ran in 100 feet. The fourth level is still 82 feet lower, in which 
several large stopes have been made and run in 120 feet. The fifth level, 
w)iich is 65 feet below the fourth, has been run in 180 feet and several stopes 
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made. The sixth level, at a depth of 87 feet from the one above, has been 
run in 250 feet, but little stoping baa been done. The lowest level is 86 
feet below the sixth, and has been driven in to a total distance of 360 feet and 
passes thiough a fine field of ore. 

The Fmelters were run to their usual capacity until within two months of 
the end of the year, when they, with the work in the mine, were closed down. 

On the 2nd of July I visited the Evans mine and found 75 men employed, 
under the efficient direction of Captain Alfred James. The shaft was 220 
feet deep. Work had been extensively carried on in the open pit and the 
three levels below it. A considerable amount of ore was being taken out and 
the whole work in connection with the mine was being done in a workman- 
like manner and proper attention paid to the comfort and safety of the work- 
men. About the middle of September I a^ain examined the mine and here- 
with give a more detailed description of the work, as it brings it up to a 
later date. 

In the open pit mentioned above, work was being done by 7 men in stop- 
ing, trimming and removing rock, and scaling ground. A fine ore body was 
exposed in the northerly part of the pit of about 30 feet in width, and 
extending from the bottom to the surface. Oa the east side of this large 
excavation there ia an extensive field of copper nre, carrying bat little nickel 
The ore in this mine is sorted into three classes and treated separately, viz : 
Pure nickel ore, canning but little copper ; pure copper ore, carrying but 
little nickel ; and the nickel and copper combined. The ore is taken back on 
the tramcara to the hoist shaft and raised to the rock house. Work will be 
continued in this open pit. 

A second level, which ia 40 feet below the fi r^t, has been run in north 
100 feet, in which large stopes have been made extending upward to within 
20 feet of the floor of the first level. A large centre pillar of ore and side pillars 
have been left to support the roof of this part of the level. Another drift south 
has been run in 30 feet, in which stoping has been done, commencing at the 
shaft and extending back some 20 feet, leaving the opening about 12 feet wide 
and 1 2 feet high. The remaining part of this drift is in lean ore or barren 
rock. 

Forty eight feet below the level No. 2 a third level has been run in 
north 100 feet. Extensive stoping has been done extending 40 feet in width 
and 30 feet in height, or within 18 feet of the floor of level 2. Three pillars 
of ore are left as supports in this working. A large body of ore remains in 
sight in this drift. A south drift has also been run in for 50 feet and an 
extensive stope made 30 feet wide and 30 feet high, being arched over in 
the centre for support. 

Level No. 4 is down 57 feet below No. 3. A north drift has been run in 
40 feet, and but little stoping done. A south drift on the same level is run 
in 20 feet, with considerable overhead stoping done. There is a fine showing 
of ore in this drilt. 

The shaft has been sunk to the total vertical depth of 270 feet, and a fifth 
level run in which is 50 feet below the fourth. Work in this level consists 
of a north drift extending 18 feet, with stoping just commenced. A south 
drift has also been driven in 18 feet. A pump has been put in this level of 
sufficient capacity to lift 1 50 gallons of water per minute to the reservoir in 
the third level, at which place another pump of equal capacity makes the 
water disch • rge at the surface. 

Drilling is done principally by machinery. The Rand air compressor 
operates the drills and is capable of running seven. The double machine has 
capacity to run fourteen drills. About 1 20 tons of ore are taken out in 2 { hours. 
The ore, when sorted, crushed and screened, is conveyed by railway to the 
roast beds near the smelters at the Oopper Cliff mine. There are two boilers 
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of 50 h. p. each and two of 70 h. p. Three are in constant une and one is 
held in reserve. The hoibting engine is 150 h. p. and two drums attached. 
The hoisting is done exclusively on the day shift. Two men are usually 
emplo\ ed during the night in putting everything in proper shape for work 
in the morning. The crushing engine is 50 h. p. 

The buildings consist of a shaft and rock house, engine-room and boiler- Buildings. 
house, changing- house, blacksmith shop, office and warehouse. A boarding- 
house is conveniently arranged with 18 sleeping apartments and a large 
sitting-room. Three double frame dwellings with five other residences have 
been j provided for the workmen. I gave direction that a frame that could be 
temporarily removed when necessary should be placed around the engine and 
belting in the rock-house. 

About 1,800 cords of wood were on hand, obtained from the timber 
near the mine. 

School accomodations for the children are obtained at Copper Cliff, where 
a good school is maintained. A Sunday school and religious services are con- 
ducted on Sabbaths in the large dining-hall of the boarding-hoase. Daily 
mails come to Copper Cliff, a mile distant. 

In the latter part of June I examined the Stobie mine, when a force of mine?^ 
36 men were employed under Captain Bluett. Work in the open pit was 
being vigorously carried on, which is now about 85 by 100 feet at the surface 
and has reached a depth of 70 feet, narrowing as it goes down to the present 
place of working. The work will continue both in stoping and sinking in 
this pit, from which about 100 tons of ore are being lifted daily. The adit 
level, 6 by 8 feet, has been run in 85 feet in a southwest direction, with 
a large stoping at the entrance. As the rock formation is firm no timbering 
is required. 

Two steam drills were in use, one in the open cutting and the other in Machinery. 
the drift. In addition to these, three air compressor Ingersoll drills are used. 
The hoist is a steam derrick. The bucket holding 1,200 lb. of ore is dumped 
into a car and run out on a tramway 120 feet to the rock-house. It passes into 
the Blake crusher, which is capable of crushing 150 tons in ten hours. It is 
then screened and the three grades, fine, raggins and coarse, taken to the 
roast beds at Copper Cliff for calcining, a distance of nine miles. About 
six cars are loaded daily, being about two-thirds of the entire quantity of ore 
treated in the two smelters. Three 20 h. p. boilers and engines are used 
separately for nirning the drills, hoisting the ore, and crushing and screen- 
ing it. 

In addition to the large body exposed, the ore has materially improved in Exploiting the 
the percentage of nickel. The deposit of ore has been traced along the rise ^^^ ^iodj. 
and top of the hill in a southwest direction for a distance of 500 or 600 feet. 
Several test openings have been made along the lead passing through the 
gossan, showing fine bodies of nickel ore. 

A large quantity of wood is collected at this point and three cars, say 
about 37 cords, are taken daily to the roast beds and Copper Cliff mine. 

Besides a comfortable residence for Captain Bluett and familv, there has Buildings, 
been erected a good boarding-house and all other suitable buildings for the 
work. 

The whole is under the general management of Mr. John D. Evans, who 
resides at Copper Cliff. 

The workings at the mine present a neat and safe appearance, with the 
exception of a projecting rock over the mouth of the adit which I directed 
should be removed. 

In September when I again visited the mine the workings in the open Progresa of 
cut had been extended westward under the hill to a distance of 30 feet from op«**»on8. 
the perpendicular wall and to the length of 70 feet. As the work would be 
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ertended in this directioD it would be neoeflsarj to leave substantial pillars 
of ore to support the rock roof. On the east side of the large opening a skip 
roadway was being cut through the rock, over which the ore could be taken 
out of the mine and conveyed to the new rock-house which was then being 
constructed by the side of the railway track. The southwest drift has been 
extended to the distance of 172 feet ^m the entrance and running in ^e 
direction to reach the ore bodies as shown on the surface, as described before. 
Apparently there is an extensive field of ore in the mine, and of much richer 
quality than that obtained in the earlier working of the property. A new 
engine-house had been built and two new boilers set up of 75 h p. each, 
with the engines which are intended to give the motor power for all the 
machinery at the mine. 

A recent note from the captain of the mine informs me that the drift has 
been extended and a raise made opening the ore bodies on the hill. 

I inspected the Murray nnne (property of the H. H. Vivian Co.) on the 
28th of June. It had not been worked from the middle of October last to 
the end of April. The southwest drift in shaft No. 6, at a depth of 60 feet 
from the surface, had been run in the entire distance of 165 feet, and large 
stopes had been made in it Due west of the shaft 35 feet, a winze was being 
sunk to reach the level below, which was 20 feet deep. The northeast drift 
had been extended to the entire distance of 250 feet, in which extensive stoping 
had been done. The north drift at the bottom of the shaft, which is 100 feet 
deep, had reached the distance of 35 feet, and the small drift mentioned in the 
former report ptartins; from about the middle of this drift had been run in 35 
feet Another shaft had been started on the opposite side of the railway 
track at a distance of 400 feet from the former one, in a northwest direction, 
and had reached tho depth of 25 feet. 

The two smelting furnaces, of 50 tons capacity each in 24 hours, were run- 
ning about 45 tons of good ore daily. The coarse matte produced from the 
ore is bessemerized and shipped to Swansea, Wales. As shipped the matte is 
raised to about 40 per cent nickel and 20 per cent, coppsr. About four oar 
loads of 15 tons each of Pennsylvania coke was being used weekly, or about 
eight tons daily. With duty and freight combined it can be laid down more 
cheaply than the Nova Scotia coke. Cars are loaded at the coke ovens in 
Pennsylvania and unloaded in the coke house at the mine. 

Three boilers and three engines aggregating 100 h. p. were in use, on^<o{ 60 
h. p. and the others of less capacity. The largest one is used for injecting the 
air through the metal in bessemerizing it, a process which occupies an hour and 
a half for each charge of two tons. It is then emptied out into pots where the 
nickel settles to the bottom and leaves the slag on the top, and when cooled in 
the pots and taken out the slag is easily broken from the metal. About one- 
quarter ton of fine matte is contained in each pot A sufficient supply of ore 
was on hand to keep the smelters running for three months. 

I was informed that 5,000 cords of wood are consumed annually in the smelt- 
ing department, including the roasting. An area of 500 acres of wood land is 
cleared annually to supply this department of the work. The rapid consump- 
tion of wood will at not a distant date place these mining companies dependent 
upon the C. P. R. for bringing in fuel. 

Mr. Harry Edwards has the full char>;e of the smelting department, in 
which about 70 men were employed. Mr. H. Lidgey, of Swansea, Wales, is 
general manager, bavins; recently removed with his family to the mine. 

In September I was again at the mine and ex imined the whole of the under- 
ground workings. Percy McNulty, the foreman, had under his charge 30 men 
who were divided into day and nis;ht shifts. Work was being carried on exten- 
sively in the first level oiahaft No. 6, and in the lower level a small force was 
working in excellent ore. About 75 tons of ore were taken out daily^ knd when 
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carted about 60 tons were fitted to go to the roast heaps. A good rock-house 
l^as built and a 10 h. p. engine was used for hoist. Four air compressor drills 
were in use. The shaft was neatly and substantially timbered and a convenient 
ladder-way of 12 feet rests extended to the bottom of the shaft. I gave direc- 
tion that this should be properly walled off from the part of the shaft in which 
ihe hoist cage was used. 

In the smeltinj^ department a new furnace, specially designed by Mr. 
Edwards to meet the need of the ore and the work, of 140 tons capacity in 24 
hours, has been put up and it was expected to be in operation in about ten 
days. 

When the present smelters are continuously running about 60 tons of ore 
are treated in 24 hours On account of the short water supply previously there 
had been a temporary suspension of smelting, but the furnaces were running to 
the full capacity at this date. The bessemerizing process was satisfactorily 
continued, raising the standard of the matte for shipment to 40 per cent, nickel 
and from 20 to 25 per cent, copper. 

A new and convenient office has been built at the smelter, together with a 
shop for repairs containing lathe, drill, etc. ; also a new coke house of 500 tons 
capacity. ^ 

An important improvement has been made in the tramway which leads out mentii. 
to the roast beds, in providing suitable turntables at each branch track whereby 
the ore can be dumped upon the roast heaps. One turntable is used for 
two roast heaps, the beds being on both sides of the main track. Thirteen 
turntables were put in, supplying 26 roast beds. The same are used to 
return the roasted ore to the smelter. A convenient weighing-house is built 
over the tramway and all the crude ore is weighed as it is run out to the roast 
heaps, and the roasted ore reweighed as it is returned to the smelter. 

On the 27th of June a force of 170 men were employed at the Blezard Oominioa 
mine (the Dominion Mineral Company's property), 60 of whom were doing Mineral C«.*8 
underground work. They were chiefly engaged in removing the rock roof 
over the first level, and removing some of the pillars which had been left to 
support it. The work, although somewhat hazardous, had the advantage of The Blez&rd 
beinfij in full daylight, and was apparently being done with care. A few men ™^'*®- 
were engaged in stoping in the bottom level in shaft No. 1, in which uo 
additional sinking has been done. Shaft No. 4, or the new shaft, at a ^jj,^ "^''^ 
dfetance of about 50 feet north from the o))en pit, had been put down an 
additional 30 feet, and a 30-foot drift in a northeasterly direction had been 
driven in. At this time about 150 tons of ore was being taken out daily 
from the mine, crushed and screened, and sent to the roast beds. Management 

Captain Robert A. McBride, formerly of the Worthington mine, had 
oharge of the work in this mine, and Mr. Ian Cameron of Glasgow, Scot- 
land, had the general management of the company's works, having entered 
«pon that duty on the 15th of March last. Mr. Cameron has had large 
experience in mining, and he has also been engaged in refining nickel in 
England, Scotland and Germany. Serioua aoci- 

In the early part of September, in company with the Director of Mines, ^®^' *^ ^^® 
I revisited this mine on the occasion of the accident which resulted in the 
death of five men and the injury of two others, on which a special report has 
been made to the Commissioner of Crown Linds. On a careful inspection of 
the open pit where the accident occurred, the Director of Mines fully con 
•curred with me that no further work should be done on the floor of this 
opening until the entire remaining roof was removed and the pillars 
sustaining it were taken down, excepting that part of the roof supported by 
the large pillar through which the shaft passes to the deeper workings of the 
mine, a decision 'which the manager of the mine'^himself liad arrived at. This 
huge pillar itself, by the blasting around it, showed some places of seam or 



248 



State of the 
mine at the 



The Worth- 
iogtoD mine. 



broken formation at the aides, and we ordered that firm additional aapporta 
shoald immediatelj be pat in proper position to render it entirely teenre. I 
^ave written instructions aa to what ahoald be done to make the whole of 
the work safe, and the ra%n%((er aai i they ahoald be complied with at onoe. 
At this time no alditional ainkins; hid been d3ne in ah\ft So 1, which 
mine at the ^^g something over 170 feet in depth. The flior of the open level at the 
tiun. plac^ of the shaft is 69 feet from the aarface. A second level at 30 feet 

below the floor of the open level had b3en run, bit was in disu^. At a 
greater depth of 8') feet from the floor of the first level the third or b>ttom 
level waH run in about 60 feet southeast, which ia known aa the aoatheast 
level. A large atope was made in thia drift 25 feet wide, and about the 
same in height, in the centre of the arch. A cross-cut ia run in from this 
drift at a distance of 45 feet from the sh^ft, and extending upwards. A 
drift on the north side of the ahaft has been run in 35 feet, but no stoping- 
done in it. A sump is placed in this drift near the shaft, and a pump to 
hoist the water to the surface. This was the principal place of working in 
the mine at that time. 

In September the new ahift had reached a total depth of 95 feet At 
81 feet from the surface a drift of 16 feet had been run in, and it was 
intended to extend this drift to connect with the main workings ne^r ahat't 
No. I. This shaft was prop<^rly timbered and a suitable frame put in for a 
cage hoist. It will become the main working shaft of the raina On» 
hundred and sixty men were employed at this date, and about 15,000 tons of 
ore were on band, together with 250 tons of matte. 

The Worthington mine is also owned by the Dominion Mineral CoJi- 
pany. Although operated to a limited extent formerly, it has ha i a coa^ii ler- 
ab!e quantity of hi^h grade ore taken out. Work h-ul b^en saspended for soma 
time, but was again resumed 6n a fair scale during the latter part of the 
year and with most encouraging results. A body of excttedingly rich ore has 
been discovered in one of the shafts, which is said to be the most valuable of 
any nickel ore found in that district in quantity. About 50 men were 
employed on the mine at the close of the yeir. The company may regard it 
as practicable to place smelting works at this mine at not a distant date, as 
large shows of ore are being opened up. 

The Chicago nickel mine is in the towaship of Drury. I inspected it 
on the 29th of June. For further description of location see former report. 
The mine and works are owned by a company of capitaliats in the cities of 
Boston and Chica'^'O, known as the Drury Nickel Company, with Mr. R. P. 
Travers as president. The capital stock is $500,000, with 8120,000 paid up. 

A large open cut, the principal place of working, has been exten led to the 
full length of 300 feet on the surface, and a fine d#»posit of clear ore is exposed 
of from 14 to 15 feet in width, with diorite foot wall. The ore ileposit han 
increased in width about 20 additional feet, but is mingled largely with rock, 
say about one-half good ore. The wid'h of the open cut at the surface is 20 
feet, and at the bottom, at a depth of 40 feet, it is narrowed to 14 feet. The 
deepest workings have reached 70 feet and are in good ore. 

Across the ravine, about 300 feet west from the present workings, a test 
pit has been opened which shows fine ore Four air-compressor drills are 
used in the mine, two Ingersoll and two Rand. The ore is lifted from the 
mine to the top of the rock house by two skips drawn by tw i 4 foot friction 
drums, which are run by a 60 h.p. engine. The ore when hoisted is damped 
on the crushing floor in the top of the rock house. When screened the three 
sizes, fine, seconds and coarse, are drjDpped into chutes, under which cars 
holding about two tons each are carried over the trestle tramway and damped 
on the roast beds. The tramway can easily be shifted from one roast bed to 
another. 
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The smeltiDg house is a substantial structure 60 by 60 feet, with an annex 
24 by 24 feet. Besides the furnace the plant consists of three converters, 
two blowers, one double cylinder air cootipressor, one 45 h p. engine, two 85 
h. p. boilers and two steam pumps. A set of Cornish rolls are used for 
pulverizing the quartz and other materials for lining cement 

The coke house is a good building 30 by 50 feet ; but there is also a good 
machine shop and saw-mill with shiogle mill atcached for manufacturing all 
the lumber and shingles required for the company's purposes. The laboratory, 
24 by 34 feet, is well fitted up, with Mr. Fred. Edwards in charge as assayist. 

Mr. R. P. Travers of Chicago was at the mine exercising a general super- Management, 
vision of the entire work. Odiptain Travers is superintendent, with Alex. 
Erwin as foreman. A full force of men was employed in the various depart- 
ments of work. 

A new nickel mine is being opened up about two miles north of the sheppard • 
Blezard, called the Sheppard mine, on whi jh a force of 40 men is employed, mine. • 
under the direction of Mr. E H. Da vies, sinking a shaft and doing other 
development work. A good plant is in use, consisting of a 35 b.p. boiler 
and engine for hoisting, runaing a 7-drill Rind compressor, etc. 

On lot 12 in the third concession of Denison, one and a half miles from Macdonald 
Worthington mine and three-quarters of a mile from the railway, a property mi^^* 
known as the Macdonald mine was worked part of the year with a force of 10 
or 12 men. 

About one and a halt miles from Keewatin, on Lake^of-the- Woods, a Keewatin 
nickel property has been disc: vered, and some prospecting work has been "^^^^1 
done on it Openings on the surface have been made to a width of 75 ^'*'^'®' ^^ 
feet and over a length of quarter of a mile. One openins; was made 8 by 20 
feet and 16 feet deep, from which about 30 or 40 tons of good ore have been 
taken out. Four men were employed in opening the property for five or six 
weeks. The property is owned by six persons residing in Rat Portage and 
Keewatin, and comprises 56 acres held in fee simple. Assays made by Mr. 
Hille of Port Arthur show the ore to be of good grade. 

MICA. 

Messrs. James Foxton &> Bros, of Sydenham are working an amber mica Fozton's mine 
property on lot 5 on the eighth concession of Loughborough with a few men. ^^^ workh. 
The vein had been opened at difierent places along the surface for the 
distance of 500 feet, with cuts at the respective depths of 10, 20, 25 and 45 
feet The mica extends over an area of 550 by 30 feet, from which about 
30 tons have been taken out. During the two weeks previous to my visit 
in May about one ton per day had been mined. The place of working was 
from 10 to 15 feet down from the surfaca About half of the mica obtained 
from the property is in large crystals, 10 by 12 inches. It is very tou;:h, 
and commands $6 per pound, while the smaller size, 2 by 4 inches, is sold at 
35 cents per pound. This property is two and a half miles from Sydenham. 
The market is reported as dull. 

The large mica property owned by the Sydenham Mining and Mica 
Company has been lying idle during the year. 

Messrs. Smith & Lacy are still operating their mica property in thp Smltband 
township of Effingham, county of Addington, with satisfactory returns of Lacey mine, 
pure white mica. 

The Grant mine is situated on lots 7 and 8 in the tenth concession of ^'•"^ ^^^' 
Loughborough, three and a half miles from Sydenham. It had been exten- 
sively worked in former years, but Was idle in May. 
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The Amy and ^^ Amy ami Folger mine U on lot 8 on the eighth concetsion.of Lough- 
Volger mUieu borough, and is worked by Messrs. Folger and Williams. Six men were 
employed when I wan at the mine in May, with Samael Cordick as foreman. 
Mr VVilliamt has the general management of the work. One opening had 
been made aljout 75 ff^t in length on the surface and worked to a depth of 
30 feet This vein can be traced on the surface for 200 feet and is 6 or 7 
leet wide. Th^ mica is found in the limestone and taken out in consider- 
able quantity. The largest size is cut to G by 10 inches, but the greater propor- 
tion is in smaller sizes. Four men were working in this pit. A second 
working was newly made at 300 feet from the former one. The surface had 
been opened for 30 feet and worked to a depth of 15 feet in broken formation, 
and the rock and mica were being removed chiefly by picks. The mica is 
hauled to Sydenham and sold to the Thompson, Houston Oo., and is put up 
in the cutting works in the town. 

T MdMl '^^ Trueedale mine is on lot 8 in the third concession of Loughborough. 

Mine. Three men were employed, and the work had been continued for the psist nine 

months. It gives prombing returns. 

.. . O. I. Sterling of Kingston is operating a mica property on lot IG of the 

' ninth concession of Loughborough, about seven miles northeast of Sydenham. 

The mine had been worked for about a year and a half, but had been sus- 
pended for the three months previous to my visit. A shaft had been 
opened 7 by 7 feet at the surface, which widened as it went down to 18 by 18 
feet at a depth of 70 feet. It is about half filled with water. During three 
months of last year 50 tons of 80 per cent phosphate and 10 tons of amber 
mica were taken out. In the present year, up to the date of my visit in May, 

nhiMphiite. ^^ ^^^ ^^ ^^^^ grade phosphate and 15 tons of mica hid been mined. 

The lead has been traced for over 300 yards, and three test pits have 
been sunk from 15 to 20 feet in depth. In one of these pits a vein of three 
feet width has been opened of excellent phosphate, which will be worked as 
soon as the market improves. About twenty other surface openings have 
been made along the lead, showing phosphate and mica. Hoisting is done 
by horse-power. This mine is about eleven miles from Murvale station on 
the Kingston and Pembroke Railway, to which the phosphate is hauled for 
shipment. The mica is taken to the cutting works in Sydenham. 

PHOSPHATE OF LIME. 

__- . W. J. Webster of Westport owns a phosphate property on lot 28 of the 

Mine aad other eighth concession of Bedford, situated on the border of Wolf lake. The hill 

propeitiM in rises to an elevation ot 280 feet, with an incline of 30 degrees. On the hill 

N tb'cwilib ®*^^ * shaft has been run in 15 feet, tapping a vein 7 feet in width of tough 

^' amber mica. About one ton had been taken out, and it was intended to 

push the work vigorously. If the market improves the work will be 

extended on the phosphate deposits, which have a favorable showing. Mr 

Webster has also obtained the following phosphate properties : Lot 21 in the 

tenth concession of North Crosby, being a continuation of the lead on the 

former lot described. On lot 19 in the second concession of North Crosby 

development work has been done, uncovering a vein of phosphate one foot 

in width for a considerable distance. On lot 29 of the ninth concession of 

Bedford prospecting work has been done, and 10 tons of from 65 to 70 per 

cent grade of phosphate taken out. Also on lot 21 of the tenth concession 

of North Orosby limited pro8]>ecting has been done, showing a good openitig 

of high grade ore. 

Work at the Opinicon or Rock lake mine was i>eing still carried on under 
the control of Neil Cochran with a force of 25 ftien at the time of my visit iA 
May. Charles Pine of Westf)ort was acting as shipping agent. The larger 
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opening described in my last report at 150 feet depth his been sunk now to Opiniopn or 
the depth.of 225 feet About 150 tons of 75 per cent, ore are being Uken SiSe. ' * 
out monthly ; 800 tons were on hand at the mine. A self -dumping car of one 
ton capacity is used in raising the ore. A new boiler and engine of 50 h.p. are 
now used for running the steam drills, hoisting the ore and working two pumps 
to keep the mine free from wat^r. I directed that the ladderway should be 
placed on the west side of the pillars, which are left to sustain the hanging wall 
of the mine, as the workmen would then be entirely free from danger when 
going in and coming out of the mine ; also, that an open unused pit near the 
roadway should be properly fenced. Otherwise the mine was in a safe and work- 
manlike condition. 

Lake Opinicon mine is situated in the township of Bedford, and comprises LakeOpininon 
1,750 acres. It is owned by Mr. Swift of Ottewa, W. H. Davis of Buffalo and ^^ ^^ ^^' 
others, but the company's organization has not yet been perfected. Eight men 
besides the foreman, William J. Shales, w^re working at the mine. It was 
stated to me that a large force of workmen would be put on when the company 
was properly organized, which was expected to be accomplished at an early 
date. The mine had been worked two months in the previous year, and con- 
fltantly since the beginning of April last. A shaft had been put down 48 feet, 
«nd an opening made following the lead for a distance of 1 36 feet, varying from 
2 to 25 feet in width. Eighty tons of 85 per cent, phosphate had been taken 
out ; 45 tons were on the dock ready for shipment, and the remainder was at. the 
mine. A boiler and engine of 30 h.p. were used for hoisting and for driving 
two steam drills. An engine-house, derrick, stabling and cobbing house have 
been built. The ladders going into the shaft were in an imperfect condition, so 
I gave instructions to have these properly placed, secured and walled off from the 
hoisting part of the phaft. 

The Foxton mine, the Concession mine, the Johnson mine, the Bagle Lake Mines lyio^ 
mine, the St. George Lake mine, Silver Lake mine and Grow Lake mine were all i^l®- 
lying idle. 

Mr. William Davies of Perth, a gentleman largely interested in mining Jl^e Perth 
operations, and a dealer in mining lands, informed me that nothing was being ]^^^n"rk/^ 
done in that vicinity when at his place in the last of May, except a litole 
prospect work for mica, and that but little work would likely be done until 
there was a change in the market. 

Mr. Sterling owns the Coe mine on the west half of lot 5 in the ninth Goe mine, 
concession of Loughborough, near Gould lake, three and a half miles from 
Sydenham. This property had been extensively worked formerly. Last I*hospl»*^ 
year's output realized 65 tons of 80 per cent, phosphate and 70 tons of second 
quality, besides a small quantity of excellent amber mica. The force employed 
was 8 men, with Mr Samuel Oordick as foreman. If markets improve, work 
will be resumed at once on this property for both minetals. 

The Otter mines are situated on lot 9 and the east half of lot 11 in the The Otter 
seventh range of North Burgess, the former containing about 200 and the latter ™*'*®*- 
100 acres. These properties are about eight miles from the town of Perth, to 
which there is a good road, and about two miles from Rideau lake, on the line of 
the Rideau canal connecting Kingston and Ottawa, and are owned by Messrs. 
Cross & Foster of Smith's Falls. Formerly extensive mining had been done 
on these lots, aggregating 2,000 tons of 80 to 85 per cent, phosphates, which 
liave been sent to the market, with about 250 tons now on hand at the mines 
ready for sale. In addition, about 100 tons of amber mica have been taken out 
and sold. Mining has been suspended for the last nine months of the year on 
account of the dull state of the phosphate market. The mineral extends over a 
large area on the lots, and the work, which u done by contract, has been confined 
i;hiefiy to surface openings at depths of from 10 to 15 feet. As no machinery 
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has been used in lifting the ore or waste rock to the surface, a large amount of 
refuse has been left in the cuttings, and as a result, for convenience and ease 
these cuttings have been abandoned and new ones opened where the ore could 
more easily be obtained. The mineral occurs in true fissure veins, in more or 
less regular deposits in the veins, which are nearly vertical, and carry about one- 
half mineral and the remainder waste. With suitable appliances for lifting the 
material from the cuttings these veins may be worked to much greater depths^ 
as there is no apparent failure of the mineral. 

The prevailing rocks are pyroxene, micaceous and gametiferous gneiss, 
with some bands of crystalline limestones, being those in which the phosphate 
of lime or apatite is usually known to occur. The ^in^'eater part of the rocks are 
covered with a thin deposit of boulders and clay. The veins vary in width from 
12 feet down to a few inches. 

On lot 9 there is a vein 10 feet wide of mica and phosphate, some of the 
deposits being nearly all mica, and others nearly all phosphate. Crystals of 
mica are obtained from 18 inches down. At some of the places where the mica 
is exposed it is twisted and broken so that only from 15 to 20 per cent would be 
suitable for electrical purposes. 

Mr. R Brodie of Smith's Falls, through whose courtesy I have obtained the 
description of the Otter properties, states : ** As far as I know none of the 
phosphate mines in the Burgess and Perth districts are being worked thia 
winter. There is something beinp: done at mica. I am informed that Mr. 
Waters of Ottawa has bought lot 13 in the sixth range of North Burgess, a mica 
property, and he has a gang of men at work putting in a boiler and engine and 
some pumping and hoisting machinery, and also laying in a supply of wood." 

Mr. Brodie, manager of the Smith's Falls superphosiihate works, writes me 
regarding them as follows : '* We fitted up our sulphuric acid plant with pyrites 
burners the past year. We still keep the sulphur burners so that we can use 
either pyrites or brimstone. We have also made some additions in our 
buildings and machinery, and are now well equipped for grinding and manu- 
facturing phosphates and fertilizers. Our business increases every year." 

O Y PfS U M. 

For two months during midsummer the Merritt mine (inadvertently 
designated the Glenny mine in my last report) was lying idle, but at the date 
of my visit in December 13 men were employed in the mine and at the mill. 
The mill had been operated for most of the year, treating about 5 tons of 
calcine or 12 tons for fertilizing uses in 10 hours. It had been shut down 
for a rrouple of week?, undergoing repairs. The workings in the mine were 
chif fiy carried on in the old openings, and in the usual way of mining the 
gyysum along the tramway, filling in the open space with the waste rock and 
moving the tramway again up to the breast of the gypsum. The ore is 
removed from the mine in the same way as described in the former report. 

About 1,200 tons were taken out during the year ; 200 tons have been 
taken to Port Oolbome to be used in smelting nickel ore, but the result has 
not yet been determined. About 300 tons o' ore were on hand in the rock 
house. This mine is not troubled by the inflow of water from the Grand 
river, the principal workings being in dry rock. Some of the timbers in the 
old drifts have become defective by decay, leaving parts of the mine in an 
unsafe condition. 

Mr. Glenny, who still has the charge of the mine, stated that the whole 
of the work would be properly renovated at the first of the year, and any 
portion of the timbers which were defective would be replaced by firm new 
supports. I directed however that on one of the drifts the repairs should 
be done at once, and that work should be suspended until the drift was put 
in a safe condition. The mining is still done by contract. 
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But limited work has been done on the Teasdale property darins; the TeandAlemins. 
year. The drift has been run in 100 yards, and a large body of gypsum 
opened, but the inflow of water from the river has entirely suspended opera- 
tions. A wind-mill has been put up over the drift and near the end to drivn 
a pump, but so far it has not proved effective. A small shipment of plaster 
had been made recently to the Alabastine Company at Paris. There may be 
at an early date suitable machinery provided for keeping the mine free from 
water, and for working the large body of ore. In December when in the 
mine I found the drift neatly and substantially timbered. The work was 
under charge of Mr. Walton. 

The Glenny mine, which was designated the Merritt mine in the last Idle mines. 
report, has not been worked during the year. 

The Mount Healey mine is still idle, as are also the Excelsior mine and 
mill. 

An average force of six men has been working during the year in the MArtindiJe 
Martindale mine, but only two men were employed in October when I ™^"®' 
inspected it. The workings were in a greatly improved condition, and con- 
sidered safe at the place of working. Very extensive openings have been 
made in the older workings, which are not now used, and as the work 
advances the walls are made secure. About 500 tons of plaster have been 
taken out during the year. The mining is done by contract at 75 cents per 
ton. The mill of 10 tons daily capacity is running part of the time, grind- 
ing plaster for fertilizing purposes. 

At the date of my visit to the Qarland mine in December three men The GarUad 
were employed, including Captain Wm. Smith, who has charge of the work. ^^^^' 
The force of workmen would be increased after the holidays. About 9 or 10 
tons of plaster were mined and hauled out to the mouth of the drift daily 
The drifting had been continued to the full distance of 152 yards, and the 
principal place of working was near the extremity of the drift. As the ore 
is removed the tramway is moved nearer to the workings and the o,>en space 
walled in with waste rock The interior of the mine was in a good state of 
repair. The defective timbers have been replaced by new supports. A ™^^io^ ^^ 
shaft has also been opened near the present workings, a depth of 52 feet 
from the surface, which is used for going into and coming out of the mine, 
as well as for ventilation, which is Kood in the mine. I advised that a 
saitable space or man-hole for refuge be made in the Ions: tramway for safety. 

The ore taken from the mine is still hauled to Caledonia and ground as 
a fertilizer in the mill of Messrb. Hull J: 01 Js. Several car loads of gypsum 
have been sold during the year, to be used in stables as a disinfectant and 
absorbent. The property has again passed into the possession of Mr. Nich- 
olas Garland of Toronto, the original owner, and whose name the mine bears. 

On the 22 nd of December I was at the Paris mine property, and found p . 
two men engaged in running in a new drift at a distance of 100 feet west of and works, 
the old one. It had been extended about 100 feet and would reach the bed 
of ore at the further distance of from 50 to 75 feet. This new drift was 
being made through the old waste rock left in the earlier working of the 
mine, and was being substantially timbered and of sufficient height to work 
a hortie or mule in hauling out the ore. This drift would be completed in 
about a month's time, when the work of taking out gypsum would begin. 
The quantity of ore taken out of the mine in the early part of the year Land plaiter. 
reached 650 tons, which was ground in the company's mill at Paris for farm 
use. It is claimed by some that the gray is of more value as a fertilizer 
than the pure white plaster. The mill is chiefly supplied with ore for alaban- 
tine from the beds of white ^psum below Cayuga. Seventy-five tons ^*"?^^ ^ 
however were brought from Grand Uapids, Mich., to meet the demand for ^ * * 
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the year. At the time of my visit aboat three tonn were being manufac- 
tured into alabastine daily, with a force of 10 or 12 men employed in thia 
department of the company's work. The mill has been refitted and now 
has a much increased capacity, and is in a good condition every way to 
turn out an excellent article. This is the only mill engaged in the manu- 
facture of alabastine in the Dominion, and the third one in the world, the 
other two being, one at Grand Rapids, Mich., and the other in London, Eng- 
land. Mr. B. M. Church of Grand Rapids, who has devoted a great deal of 
time in perfecting the manufacture of alabastine, is president of this com- 
pany. He also is the largest stockholder and mantging director of the 
Grand Rapids Company, and he owns a half interest in the company in 
England. Mr. T. W. Wheeler has still the charge of the company's wot-ka 
at Faris, and he controls the entire operations in Canada. The demand 
for alabastine is rapidly increasing, a^ its value bscomes known as a pure 
and wholesome article for the beautiful and substantial decoration of walls 
and ceilings in dwelling houses. 

I was told by Mr. Wheeler that shipments during the year had been 
made to almost every part of the Dominion, and that a very much larg<^r 
supply would be required to till the orders for the coming year. 

MINING ACCIDENTS. 

Two mining accidents occurred during the year, both of which were at 
nickel mines in the Sudbury district. 

The first of these took place at the Evans mine on the 26th of April, 
which resulted in serious injury to Andrew Sorin, an employe of the Cana- 
dian Copper Company. According to the statements of two fellow- work men 
he was engaged as a machine helper in sending machinery down the shaft, 
being at the time on the fourth level, and having heedlessly stepped out into 
the shaft the cage came down upon him. It was found that he was badly 
injured in the spine, and upon the advice of his medical attendant he was 
sent to the hospital at Toronto for treatment. According to the statements 
of the men at work with him every necessary precaution was taken to pre- 
vent accident, and the usual necessary signals were given before the cage 
was lowered. 

The second accident took place at the Blezard mine of the Dominion 
Mineral Company on the 6th of September, and resulted in the death of five 
Blezald mine. ^Diployes of the Company and the injury of two others, one slightly. The 
* particulars of this accident are given in a special Report made to the Com- 
missioner of Crown Lands, under the provisions of section 65 of The Mines 
Act 1892. 
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SPECIAL REPORT ON THE ACCIDENT AT THE 

BLEZARD MINE. 

To THE HONOHABLB THE COMMISSIONER OF CrOWN LaNDS: 

Sir, — I have the honor to submit to yoa, in pursuance of your instruo- special report 
lions, a special report of the accident in the Dominion Mineral Company's to tbe 
Blezard mine near Sudbury on Tuesday afternoon, the 6th inst., which CommMrfoiier. 
resulted in the death of five men, crushed beneath a mass of falling rock, 
and the injury of two others, one seriously but not fatally, and the other 
slightly. The names of thos'^ who were killed are : 

Duncan A. McDonald, an old miner, who leaves a wife and family ; Lietof the 

John Johanson, a Finlander, who had been in the country only a few ^'^^^"Sj 
weeks, and who leaves a wife and two children ; 

Thomas Faulkner, who leaves a young wife to whom he had been 
married but two weeks ; 

A. Picard, single, a French Canadian, who had worked in the section 
of Sudbury for some years ; and 

Robert McKinley, single, aged 20 years, whose relatives reside in 
Ireland. 

Damase Cadieux was seriously injured, but not fatally. He has a 
family. John Brothers was slightly hurt. 

The first intimation I had of the sad occurence was on receipt of a 
telegram from Mr. Blue, Director of the Bureau of Mines, on Thursday, 
8th inst., about noon, which was as follows : 

*' Accident in which five men were killed and two injured at Blezard 
mine. Better go up at once and investigate under provisions of section 
sixty -five. Mines Act, Procure plan of work where accident occurred. 
Answer." 

The following reply was sent on same date to the Director : 

*' Will reach Toronto about ten to night. Please meet me at station. 
Shall leave next tiain for Sudbury." 

In our short interview in Toronto the Director informed me that yon 
were absent from the city, and that he had been unable to reach you yet 
by telegram, but that he would communicate to me at Sudbury any instroc- 
lions you might wish to give. On my arrival at Sudbury late on Friday^ 
I went immediately to the coroner's otfice and carefully examined the evi- 
dence taken at the inquest, which had been held on Wednesday, the day 
after the accident. 

I arranged with the coroner to procure a copy of the evidence for me, 
which I sent to the Director for you on the Sabbath following, being the 
first mail after I obtained it. 

On Saturday after my arrival at Sudbury I went out to the mine and 
met Mr, ]an Cameron, the general manager of the company, and Robert ^"****ift? 
McBride, the captain of the mine, and they accompanied me to the place accidents 
of the accident in the mine. I found nothing changed in the mine after 
the accident, otherwise than what was necessary in removing the bodies of 
the unfortunate men who had been killed. A considerable part of the 
day was spent in examining the location of the accident and taking necessary 
measurements with a view to procuring a diagram or plan of the san^e. 

After my return to town late on Saturday the following telegram came 
to hand from the Director : 

*' Procure and send down by first mail copy of evidence taken at inquest. 
Commissioner directs you to take all necessary and proper measures, and 
make special report." 

Immediately I wired answer to the Director as follows : 

** Visited mine to-day. Utmost facilities given to investigate. Oai^e 
serious, and perhaps more satisfactory if you come up and act with m^ 
Will forward next mail copy of all proceedings at inquest. Answer." 






The answer of same date received the following day reads : 

** Will await evidence and may go up Monday night." 

On Monday morning I went out to the mine again and Bpeat the fore- 
noon in further examining the place of accident and completing measure- 
ments, which, with the aid of the tracings of the mine kept in the office, 
enabled me to obtain the plans accompanying this report. Before leaving the 
mine I decided to return on Wednesday morning following and take all 
necessary evidence respecting the condition of that part of the mine when 
the accident occurred. This dafe was fixed to give time for the arrival of 
the Director should he decide to come up. Monday afternoon was spent at 
the Murray mine and on my return to town late in the evening the follow- 
ing message came from the Director : 

*' I expect to leave for Sudbury to night" 

Tuesday I was at Copper Cliff, but spent most of the day at the Evans 
mine. 

Mr. Blue arrived at Sudbury late on Tuesday and on Wednesday morn- 
ing we drove over to the Blezard mine and were occupied the whole day in 
examining the place of accident, confirming measurements and carefully 
inspecting the present condition of the mine, and in taking evidence of 
parties regarding the condition of the place when the accident occurred. 

Those whose evidence was taken on the first day are the following, viz : 

Ian Cameron, general manager of the works : Robert McBride, captain 
of the mine ; Alexander Wilson, foreman ; Moses Austin, nndergroond 
foreman, and Michael Giroux, laborer ; all employed in the service of the 
Dominion Mineral Company. 

Late on Wednesday evening the Director and myself returned to Sud- 
bury, and as he could not go with me to the mine on Thursday I went out 
alone and took the evidence of the following parties, viz : Frank Blum, 
laborer ; Peter Wilson, miner ; and Thomas James McFarlen, laborer. 

The whole of the evidence taken is submitted herewith. 

I carefully looked over all the discharge? papers in the office for the last 

Summary of ^j^ months, 121 in number, and I found 14 of the number reported as 

taken at the leaving on account of dissatisfaction. Thirteen of these men were engaged 

nve9tt£atL)D. on above ground work. Wages was in most cases of the fourteen given 

as the cause of dissatisfaction. 

I also obtained the statement of the manager of the company regard- 
ing the professional relation of the coroner who conducted the inquest to 
the company, which is herewith given. 

The first plan submitted will show the position of the first level of the 
mine I efore any part of the rock roof was removed. 

In my report of 1890 this part of the mine is described as follows, 
page 13 : *' Shafts 1, 2 and 3 are sunk to the depth of 69 feet to the 
first level, from which there has been taken 50,000 tons of ore. A -number 
of stopes have left the opening or excavation in an irregular form about 
150 by 175 feet at the bottom, and extending upwards to within 18 to 22 
feet of the surface. The rock roof is well supported by four large pillars of 
ore. No. 1, 22 by 22, No. 2, 24 by 16, No 3, 18 by 24, and No. 4, 22 by 
24." The extreme distances were taken. 

I also referred to this part of the mine in the report of 1891 as fol- 
lows : **The rock roof over the extensive excavation referred to in my 
former report has been partially removed, showing a thickness varying from 
18 to 27 feet, and a good view of the interior workings can now be had 
from the surface, which tends to confirm the previous description and 
proves the safety of the work at the date of my former report." 

The second tracings show the present state of this part of the mine with 
the extent of roof still lemaining. The tracing of the place of accident 
shows its state as nearly as could be obtained before the rock fell. The 
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distance fiom the floor of the excavation to the surface is 70 feet, with a 
hanging incline of 1 1 feet from being perpendicular. From the floor to the 
lowest part of the projecting rock which fell is 18 feet The length of rock 
cleaved ofl is 19 feet, and from the upper part 33 feet to surface. It 
stretched across the pillar in width of say 1 feet and the extreme projec- 
tion was 5^ of 6 feet, which would be about the middle of the projection 
and in cone shape. 

From the information which I have been able to obtain I am inclined Q^neral 
to the view that ordinary care was taken in looking after the safety of the conoltisioiii. 
mine. It is quite certain that the projecting rock which afterwards fell 
was considered firmly attached to the wall by the parties whose special 
duty it was to examine it. Forf^man Alexander Wilson, a man of several 
years' experience in mining, was present at the blasting down of the mantel 
and the remaining part of pillar No 1 on Sunday previous to the acci- 
dent, and after looking at it carefully himself he took the precaution to 
go out Hud get Duncan McDonald, an old miner, to inspect it also. 
McDonald was considered a man of good judgment, was often consulted 
about matters in the mine, was entrusted with the charge of a gang of 
mt'n and was paid extra wages because of his superior experience as a 
miner. He pronounced it sate by saying they had made a good job of it. 
He also began work within a few hours afterwards directly bsneath the 
projecting rock, and was there until midnight Sunday, and also worked 
Monday and Tuesday. Frank Blum, who worked with him that night, 
says in his evidence that *' there was no conversation between McDonald 
and mypelf as to there being any danger, and I did not notice anything 
dangerous." Foreman Wilson often passed underneath the projecting 
rock, and was there but a few moments before it fell. The projectioa 
was in an exposed place to the light, the roof above having been removed 
for a great distance around, which gave the best possible opportunity to 
see any seam, or slip, or fault of any kind. If it had been under cover, 
or if any defect could have been seen, then it should have been tested 
by going up to it and examining it with hammer, pick or gad, or other- 
wise. The place where the accident occurred was in the open daylight, 
and from all the evidence obtained no one of the mining men who were 
working around spoke of it as a place of danger. The general manager 
of the company, Mr. Oameron, in company with Mr. McBride, the captain 
of the mine, spent some time in the 0|>en workings of the mine and in 
full view of the projecting work but a short time before the accident ; 
they were there for the special purpose of looking over every part of the 
work, and were discussing plans for future operations in the mine. 
They did not regard the place as dangerous, and indeed were congratula- 
ting themselves upon the safe appearance of the mine. 

In the evidence taken it was shown that when any projecting rock had 
the appearance of danger a man was lowered from the surface to test or 
remove the rock. This had been done repeatedly. 

After the fall of the rock it could be seen that a seam or defect 
existed behind it, but it is by no meana certain that it could have k>een 
discovered before. The presumption is that it could not have been seen, 
and that the defect was inherent. 

I have the honor to be. Sir, 

Your obedient servant, 

A. SLAGHT, 
Waterford, September 22, 1892. ' Inspector. 
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